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PREFACE 


This series of conferences on parallel processing has matured into a truly 
international event, and I am extremely pleased to have been associated with the 
1976 meeting. What started as a very small meeting on a special aspect of paral- 
lel processing in 1972 has expanded into a major meeting covering every facet of 
the subject with contributions from all over the world. The series continues 
under the general chairmanship of Professor Yse-yun Feng, and I was honored to 
be able to share some of the work of organizing the 1976 International Conference 
on Parallel Processing. This year the meeting had the formal support of beth the 
IEEE Comput er Society and the Association for Computing Machinery. This support 
is gratefully acknowledged, especially that of the Computer Society which is 
handling the production and distribution of these Proceedings and that of SIGARCH 


for assistance in organizing a session. 


All of the papers submitted to this conference were formally reviewed, and 
I would like to sincerely thank the 59 individuals who served as referees for the 
more than 80 papers submitted. The efforts of these workers, who are identified 
at the end of these Proceedings, were essential in organizing a quality meeting. 
The workload was heavier this year than ever before, but I believe that you will 
agree with me that they did an outstanding job. I would also like to call your 
attention to a new feature of this year's meeting and acknowledge the outstanding 
efforts of the winners of the awards for the Best Presentation and the Best Paper. 
These individuals, identified on the next page, were selected by the best jury 


possible, the attendees at the conference, 


It has been my pleasure to work on this conference, and I look forward with 


high anticipation to the 1977 meeting. 


Philip H. Enslow, Jr. 


Program Chairman 
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HIGHLY PARALLEL DIGITIZED GEOMETRIC TRANSFORMATIONS (2) 
WITHOUT MATRIX MULTIPLICATION 


Carl F. R. Weiman 
Mathematical and Computing Sciences Dept. 
Cld Dominion University 
P.O. Box 6173 
Norfolk, Virginia 23508 


Abstract -- A new, computationally simple, 
highly parallel method for performing linear geo- 
metric transformations on digitized pictures is 
presented. Matrix multiplication is avoided by 
using a weighting scheme. Grid digitization is 
fundamental to the computation rather than being 
an undesirable source of error as in conventional 
methods. Microprocessor implementation based on 
vector parallelism suggests the possibility of 
real time animation of grey-scale pictures, 
Applications are not restricted to computer 
graphics and image processing, however, but are 
general to any system in which coordinates and 
linearity are involved, e.g., the numerical solu- 
tion of PDE's. The transformation method is 
based on an interpretation of Rothstein's straight 
line code as an operator for digitized linear 
interpolation rather than as the description of a 
geometric figure. 3 


I. Introduction 


This paper describes a new, computationally 
simple and highly parallel method for performing 
affine transformations on digitized pictures and 
Similar grid-based systems. Geometrically, 
affine transformations map parallelograms into 
parallelograms and are involved in linear axis 
scaling, shearing, and rotation. In picture pro- 
cessing, these transformations are useful in 
achieving picture registration for comparison, 
recognition, or mosaicing with other pictures; in 
computer graphics successive transformations 
yield animation. Ordinarily, an affine transfor- 
mation is applied by multiplying all point 
coordinate tuples by a constant matrix. In trans- 
forming grey-scale pictures the original and 
transformed digitization grids generate 2-D moiré 
patterns of holes which must be filled by smooth- 
ing, thereby destroying information [1]. In the 
method presented here, matrices are not used and 
no operations more complex than addition of 
integers are needed. Grid digitization of the 
picture is fundamentally involved in the computa- 
tion rather than being an undesirable source of 
error. The method is most suitable for parallel 
implementation on vector processors; real-time 
animation of arbitrarily rich gray-level pictures 
is straightforward using present technology, 


(2) Research partly supported under ONR grant 
NO0014-75-C-0571. Computation partly supported 
by ERDA under contract E (11-1) - 3077. Both at 
Courant Institute, New York University while 
author was Associate Research Scientist in 
Computer Science Department. 


Applications are not restricted to computer 
graphics and image processing but general to any 
system in which coordinates and linearity are 
involved, for example in the numerical solution 
of partial differential equations. The method is 
based on an interpretation of Rothstein's digi- 
tized straight line code [2] as a rule or opera- 
tor for digitized linear interpolation rather 
than as representing a geometric entity. 


II. Rothstein's Code for Digitized 
Straight Lines 


Rothstein's code is a binary sequence, each 
of whose digits corresponds to the nearest 
neighbor configuration of a grid cell crossed by 
a straight line; 0 corresponds to a cell whose 
neighbors on opposite sides are crossed by the 
line and 1 to a cell whose neighbors are crossed 
on adjacent sides (see figure 1). In the latter 
case the next cell is ignored, avoiding redun- 
dancy and yielding one code digit per grid colum 
(grid row for slopes whose absolute values exceed 
unity). For a line of slope p/q where 0 < p-< q 
are integers with no common factors, the code has 
period q with p 1's per period. The digit 
sequence can be simply generated without solving 
the equation of the straight line at intersections 
with grid parallels by viewing the line between 
(0,0) and (q,p) as divided into pq equal segments 
and noticing that a digit occurs once for each 
interval of p such segments (i.e., the distance 
between two successive grid verticals). That 
digit is 1 if the interval in question also 
happens to contain the termination of an interval 
of q such segments (i.e., the line crosses a grid 
horizontal); otherwise, the digit is 0, This can 
be expressed in hardware (figure 2a) by synchro- 
nizing to the same clock, two cyclic binary shift 
registers of lengths p and q respectively, detect- 
ing end-around shifts of a single bit in each to 
determine code digits. A faster method using 
more hardware consists of successively adding p 
to a modulo q counter and detecting values less 
than p to generate code 1's (figure 2b). The 
latter can also be expressed as a generating 
function: 


22lli (p/a)a 


f = (d=v-1 ) 


The nth code digit is 1 for Arg(f) < 2II(p/q) and 
0 otherwise. : 


III, Digitized Affine Transformations 


A. Axis Scaling, The geometry of figure 1 
shows that the code comprises the most homogeneous 


possible distribution of p 1's among q digits. 
This suggests scaling the x-axis of a gray-scale 
picture by a ratio of q to p by distributing the. 
p columns of the original picture among q of the 
transformed picture using the same homogeneous 


distribution. This is a digitized approximation 
to the affine transformation 
falp 0 | 
(x,y) |. = (x-q/psy) , 
0 1 | 


subject to the constraint that the picture grid 
cannot change. Shrinking the picture along the 
x-axis (replace q/p with p/q above) similarly 

-eorresponds to egemanan p columns from q of the 


dteteibution:. Figure 3 “ditustrates this technique 
with the corresponding code written above or below 
appropriate columns; the number within each cell 
represents a gray level. Unfortunately, in the 
case of expansion, empty "seams" are introduced © 
and in contraction, columns are deleted, Such 
artifacts could be reduced by spatial smoothing, 
an undesirable solution not only because informa- 
tion is lost but also because gap geometry may 
"moiré" with picture features. This strong 
dependence on the relative positions of the prid 
and picture violates intuitions about picture 
invariance under translation. 

Looking again at figure 2, note that chang~ 
ing the relative phases of the shift registers 
-permutes the resulting code digits cyclicaily but 
does not change the average density of code 1's 
nor the homogeneity of their distribution. Thus, 
starting the code at any position other than when 
both registers are at the zero position yields a 
column selection rule equally as good in terms of 
homogeneity. Averaging the gray~levels 
resulting from all cyclic permutations of the 
column selection code therefore averages gap posi- 
tions over ail columns, eliminating discontinui- 
ties. No parts of the picture are selectively 
altered because all cells are represented. Figure 
4 illustrates this averaging process for a ratio 
of 4/3. 

Yhough the averaging process just described 
satisfies informational intuitions, it must be 
proven geometrically correct. That is, the 
resulting grey~scale picture must be the same as 
would have resulted from optically scaling the 
original picture and then redigitizing. The 
proof requires some results from the geometry of 


numbers beyond the scope of this paper but covered 


in detail in [3]. The cutline of the proof fol- 
iows. Stretching a picture in the continuous 
(non-digitized) case by the factor q/p can be 
viewed as a perspectivity through a point at 
infinity which projects p consecutive originally 
unit width columns of the original picture onto q 
consecutive unit width columns of the transformed 
picture; the code for p/q is a description of 
where columm boundaries fall in the image. Each 
of the p original columns spreads into several of 
the q columms; the relative contribution of each 
original columm to each new column is proportional 
to the relative area of the stretched image of the 


former occupying the new column in question. Now 


- consider figure 1 as a cross-section of the 


columns in the obvious sense. Relative area in 
the preceding sentence becomes relative length 
under this interpretation. These lengths could 
be measured by stepping along the q-cells 1/p 


units at a time counting steps and observing: when 


the image of a p-cell boundary is crossed. Since 
step lengths are equal, each unit distance is 
equivalent to a count of p. 


steps are both necessary and sufficient to count 
the lengths. But this yields precisely the same 
result as translating a line of slope p/q verti- 
cally by one grid cell and noting the number of - 
times a 1 appears in each colum. Since 1's , 
change position only when the line crosses lattice 


points, and between such lattice points the code 


must be identical to the original, the result of 
translation must be a sequence of cyclic shifts 
in the code. That this sequence consists pre- | 
od of all possible shifts is also proved in 
34. 
. Visual corroboration of the averaging process 
is illustrated in figure 5a, A mathematically | 


defined test pattern was stretched horizontally 


using the code averaging algorithm just described. 
The stretch ratio is approximately the ratio of 
row to column spacing on the printer and was cho- 
sen to correct this distortion caused by errone- 
ously assuming equal spacing. Note that edges in > 
the figure appear to have slopes +1 but a de- 
tailed examination reveals a boundary path related 
to the straight line code. Figure 6 was derived 
from a digitized photograph of a cat. Line code 
stretching algorithms applied horizontally. and 
vertically yielded figure 7, illustrating the 
smoothness of the process even in delicately 
shaded retions. 


B. Shearing Transformations. Combinations 


of horizontal and vertical stretching map rectan~- 


gles into rectangles without altering the direc- 
tion of edges, Shearing transformations, charac~ 
terized by matrices of the form 


1 al’ | fy ove 
! (horizontal) and (vertical) 
0 i; Nb 1 


map rectangles into parallelograms, altering the 
direction of one set of parallel edges. They are 
of interest here not only because they can be 
easily carried out using an averaging method simi- 
lar to that just described for axis scaling, but 
also because appropriate combinations of shearing 
and scaling yield the entire group of affine 
transformations. 

Using the same reasoning as for scaling, the 
code for p/q can be regarded as a rule for shear- 
ing the grid upward by sliding a column and those 
to its right upward one unit whenever a code digit 
1 appears under a column. Just as in scaling, the 
jagged steps are removed by averaging over all 
possible cyclic shifts in the code position, 


For ‘horizontal shearing, the word "column" should 


be replaced by "row", and “under” by "next to" 
Figure5b illustrates the application of a shearing. . 


If this stepping pro- 
‘ceeds from each of the p-cell boundary images, q © 


transformation effected by digitized averaging. 
The transformations just described which 
average gray levels according to rules derived 
from the straight line code are henceforth 
referred to as digitized affine transformations 
(DATs) to distinguish them from the ordinary con- 
tinuous affine transformations (CATs). The way 
DATs were presented, the computation involves 
moving columns of the original picture to several 
different positions in the grid of its transformed 
image. This computation can be rearranged by re- 
garding each column of the image picture as having 
contributions from several columns of the origi-~ 
nal. The weight of each contribution is simply 
the fraction of the time the code digit 1, corres- 
ponding to a column in the original, spends in the 
column of the image when the code is cyclicaliy 
permuted. This weighting scheme resembles a 
digitized version of a filtering or smoothing con- 
volution. An important difference is that here 
the weighting coefficients are slightly different 
for each column in a period of code. However, 
they need only be calculated once for the entire 
picture by counting code 1's in columns through- 
Sout one cyclic permutation of the code. Viewing 
the computation as a weighting scheme or "pseudo- 
convolution" has important consequences for parai- 
lel implementation as will be discussed in the 
overview. The code has excellent approximation 
properties related to continued fractions [2], 
[3] which permit the use of shorter periods than 
might be expected to yield accurate results. In 
particular, accuracy to 1/q th of a grid unit is 
achieved by codes of period q. Shears and 
stretches by irrational amounts may thus be 
approximated to any desired accuracy. 


C. Rotation Through Arbitrary Angles. 
Rotation of a digitized picture through an arbi- 


trary angle is computationally complex using con~ 
ventional matrix multiplication methods [1]. It 
is nevertheless important for several reasons. 

At least one direction which is invariant under 
each DAT described above must be parallel to a 
grid axis. Shearing and stretching in an arbi-~ 
trary direction cannot be accomplished by apply- 
ing such transformations. However, if composition 
with an arbitrary rotation were possible, this 
directional constraint would be relaxed. Then, 
choice of coordinate directions is arbitrary, a 
necessary property of any general geometric system 
[4]. Im picture processing applications, rotation 
is vital to picture registration; in computer 
graphics it is important for non-trivial anima- 
tion. Fortunately, arbitrary rotation in the con- 
tinuous case can be decomposed into shearing and 
scaling CAT's with the same special orientations 
as the DAT's presented above. Replacing these 
CAT's with the corresponding DAT's yields arbi- 
trary rotation of digitized pictures using DAT's 
only. The accuracy of the result is as good as 
that of the shearing and scaling DAT's. Details 
follow. 

‘Consider a unit square with one corner at the 
origin and a side in the fourth quadrant making an 
internal angle -O with the x-axis. (Refer to 
figure 8a). Applying the shear 


1 tan 0 


0 1 
yields a parallelogram with one pair of sides 
parallel to the x-axis (figure 8b). Next apply- 
ing | 
1 0 
-~sinOcosO 1 


yields a rectangle with pairs of sides parallel to 
x and y axes (figure 8c). Applying the scaling 


transformations 
1 0 1 0 
cos6 
and 
0 cosQ. 0 1 


then yields a unit square (figure 8d}. Clearly 
the result is a rotation by 0 degrees since the 
product of the transformations is 


sinO \ 
f 
cosO } 


cosO 
-sinOd 


The digitized versions of these transforma- 
tions can be applied by using the codes corres- 
ponding to the non-integer quantities in the 
matrices above, approximated to any desired accur- 
acy. At first sight, this approximation appears 
to involve several trigonometric calculations, but 
if an angle is specified by giving the direction 
(qa,p) of the line making that angle with the x- 
axis, no trigonometric calculations are necessary. 
The tangent is p/q and the code can be generated 
directly using the schemes illustrated in figures 
2a and b. The sine and cosine can be derived from 
pythagorean relationships with Yp? =f as Taking 
reciprocals requires no calculation; one simply 
interchanges stretching and shrinking. Though 
these calculations are more complex than addition, 
they involve small integers and need only be per- 
formed once, i.e., to generate four codes, regard- 
less of the number of cells in the grid. 


IV. Overview of Geometric and Complexity 
Considerations in a Parallel 


Computation Schema 


Geometrically, DAT's appear to be a valid 
alternative to matrix multiplication for applying 
linear transformations. In sequential implementa- 
tions such as those which generated the illustra- 
tions just presented, however, each matrix opera-~ 
tion is replaced by several additions, somewhat 
offsetting the possible advantage of algorithm 
simplicity by increasing computation time. The 
following vector oriented parallel computation 
schema exploits DAT characteristics to permit 
speedups by several orders of magnitude. ‘The 
design depends on the fact that all DAT's are 
characterized by the summation of grey values from 
cells in a restricted neighborhood which is 


oriented in the same direction (either horizontal 
or vertical) for all cells on the grid. Thus, 
computations for cells which are neighbors per- 
pendicular to this direction can be carried out 
simultaneously without interaction. Consider the 
example the stretching process illustrated in 
figure 4, Summation neighborhoods are horizon- 
tally oriented; e.g., the grey value of any cell 
in column three in the new picture is the average 
of values from columns three and two (the latter 
twice) in the original picture. This same weight- 
ing rule could be applied to all cells in that 
column in a single step. The design thus calls 
for a vector of identical accumulators, each vec- 
tor component representing a cell in the column of 
the new picture. Computational capabilities 
required include addressing a small number of 
neighboring vectors and adding them up (preserving 
vector component independence). As the vector of 
accumulators looks at successive columns, neigh- 
borhood shape (weighting rule) changes according 
to the straight line code for the stretching 
ratio. For example, in figure 4 column four of 
the new picture receives contributions only from 
colum three of the original picture. 

A reasonably high resolution picture consist- 
ing of 1000 x 1000 pixels would require a pro- 
cessing vector of length 1000. Factors vitally 
important to practical LSI implementation are 
identical structure and weighting rules for each 
vector component (redundancy) and complete avoid- 
ance of thousand~fold construction of either 
multiplication hardware or interconnection between 
components [5]. The thousand-fold speedup 
afforded by vector organization could reduce 
computation time from a half-minute per frame 
(ie.e., thirty microseconds, per pixel) to thirty 
milliseconds, well within the range of real-time 
animation of arbitrarily rich grey-scale pictures 
consisting of a million pixels. Such speeds are 
inconceivable with current computer graphics 
techniques which matrix multiply coordinate lists. 
Similar transformation speeds are essential (and 
achievable) for real-time robot visual perception. 
The weighted averaging capabilities of this design 
can also be used to implement smoothing, edge 
detection and enhancement, and other conventional 
local picture processing operations at high speed. 

A variety of potential applications far 
broader than computer graphics and image process- 
ing are possible because DAT's are the basis of a 
new kind of computational geometry which converges 
to affine Euclidean geometry. This digitized 
geometry is well matched to the discrete nature of 
digital computation and should be useful in many. 
areas of applied mathematics. For example, in the 
numerical solution of partial differential equa- 
tions by relaxation on uniform grids, linear 
changes of coordinates can be rapidly effected 
without redefining the grid. This might be useful 
when boundary geometry or wave propagation direc- 
tions are approximated by: straight line paths mak- 
ing arbitrary angles with grid parallels. Many 
promising theoretical areas of investigation are 
suggested as well. These include extension to 
digitized projective geometry, curvilinear coordi- 
nates, higher dimensional spaces, and many other 
areas traditionally described in terms of 


continuity. There are some fundamental. differ- 
ences between the continuous approach and the 
digitized approach presented here. One example is 
the use of lines (digitized) rather than points as 
the fundamental objects manipulated by computa- 
tion. Though duality between these elements is 
well known [4] applications conventionally involve 
point manipulation. With DAT's,the line codes 
correspond to scan paths in arbitrary directions 
whose discontinuities resulting from digitization 
are smoothed by averaging (pseudo-convolution). 
The quantized geometry of the grid yields an 
"uncertainty principle" which corresponds to the 
inability to localize points in any neighborhood 
smaller than a grid cell, an inherent constant of 
the system. While this would be intolerable in 
continuous geometry, it simplifies the computa- 
tions of our "transformational" geometry using 
DAT's. 
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Figure 3: Digitized Stretchin and Shrinkin 
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Figure 5a: Illustration of Digitized Stretching 
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Figure 5b: Illustration of Digitized Shearing 
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Figure 7: Digitally Magnified Cat's Eye 
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Abstract -- There is an increasing trend to solve 
picture-processing tasks on computers. The compu- 
tation of local homogeneous window operations 
(convolution) tends to be impractical when a con- 
ventional computer is used because of the resul- 
ting time requirements. A structurally programmab- 
le multiprocessor is able to solve these tasks in 
one to two orders of magnitude faster. The prin- 
ciple of operation of the system and the individu- 
al processor are presented. 


Introduction 


Pictures serve as the primary information in a 
great variety of fields of interest for scientific 
research. Examples are the area of both bio- and/ 
or human medicine with cellularanalysis or evalua- 
tion of X-ray-pictures. Another important field of 
application of picture processing techniques is 
connected with various satellite programs, where 
weather forecast, surveillance of industrial emis- 
sion or vegetation etc. are the aims of picture 
interpretation. 


Usually picture processing is dividable into five 
functionally different steps: 


~- picture 
~ picture 


scanning and digitizing 
preprocessing 

- feature extraction 

~ feature analysis 

- classification. 


One major problem in this processing chain is the 
almost unrealistic computing time or necessary 
computing power in the domain of picture prepro- 
cessing. Using a conventional uni-processor to 
perform these tasks results in computing times of 
a few minutes to several hours depending on the 
algorithm and picture size. 


With a special multiprocessor configuration actual- 
ly being constructed at FIM, the implementation of 
many preprocessing algorithms proves to be faster 
by one to two orders of magnitude compared with 

the use of a conventional computer for the same 
task. 


Local picture processing 


Generally there are two mathematical techniques 
available for the implementation of picture pre- 
processing principles like spatial filtering. In a 
computer a picture is usually represented by a two 
dimensional point-matrix of grey-levels. One tech- 
nique - convolution - is applied directly in this 
grey-level-domain whereas the second technique is 


ll 


applied in the so-called frequency-domain. This 
domain is obtained after the application of an in- 
tegral transform e.g. Fouriertransform to both the 
grey-level picture and the respective filter. The 
philosophy of this technique is that relatively 
complex operations like correlation in the frequen- 
cy domain can be obtained by simple matrix multi- 
plications. This technique has attained a practi- 
cable aspect after the presentation of the Fast 
Fourier Transform algorithm by Cooley and Tukey. 


In local picture processing a special application 
dependent evaluation matrix is applied to a pictu- 
re area of corresponding size (fig. 1). 
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fig. 1: 


1: Local picture processing 


Fourier techniques are used in such cases where 
the evaluation matrix covers a great picture area 
or the entire picture. But in contrast to the ad- 
vantages of this technique there are mainly two 
grave limitations: 


- In addition to the fast matrix multiplication 
three time-consuming transformations are ne- 
cessary: picture transformation, filter trans- 
formation and the transformation of the pro- 
duct back to the original domain. 


~ Due to the linearity of the transform the use 
is restricted to linear operations whereas in 
many picture preprocessing applications non- 
linear logical operations or thresholding are 
highly efficient. 


In the grey-level domain most operations are so- 
called window operations. These simple local ope-~ 
rations have the following properties: 


- The window (evaluation area) implies a relati- 
ve small neighbourhood e.g. a. square picture- 


submatrix of 3x3 up to 11x11 picture elements Fig. 3a shows an aereal photo and fig. 3b the re- 
. sult after the evaluation of the stroke-difference 


algorithm. The resulting values of the stroke dif- 
ference are displayed as grey levels. 


- Window operations are position-invariant or 
homogeneous which means that the evaluation 
function remains unchanged when the window is 
shifted point by point over the entire pictu- 


Cascading of window operations 
re. 


To exploit a given analytical expression with re- 
gard to the degree of its inherent parallelism 
the simplest way is to depict the corresponding 
computing graph. For the simple expression given 
in (1) this is shown in fig. 4. 


As a simple example an algorithm known as "stroke 

difference" is presented which leads to a "deriva- 
tive" of a given picture B. With the submatrix-no-" 
tation in fig. 2 the stroke difference is given by 


ap = 5 [4B + OB] 
pq Pq, Pq, 
where (1) 
1 
== . - +b, + 
AB og sly pty otha 4) (By 14Py 6 by 4) 
1 ; 
=> _ + 
es (By to 2 ABy yy Pg Py 1) 


As depicted in fig. 2 the result is related to a 


position within the resulting-matrix which corre- : ri 
sponds to the position of the central element of c C 
the window in the original picture-matrix. The 2 2 
edge-elements in the resulting-matrix in fig. 3b 
are supposed to be filled with zeros. 

13 14 


stade 4 


fig. 4: Cascading of stroke difference 


The evident parallelism in a computing graph usu- 
ally is not exploited in practice. The user of a 
conventional computer streches the parallelism in- 
to a task suitable for a one-at-a-time hardware. 
Assuming for simplicity that each of the operati- 
ons within the circles in fig. 4 require one time- 
unit of occupation in an uni-processor-equipment, 
a space-time diagram results as depicted in fig. 5 


fig. 2: Notation within a 3x3 window 


result 


available 
amount of 


processors 
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a) originals (B) b) derivatives (AB) 


£iG<:.-5% Space-time diagram for one processor 


vai : : . On the other hand the minimum processing-time 
fig. 3: Stroke-difference applied on picture B 
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is obtained when the problem-inherent parallelism 
could be covered by an appropriate hardware multi- 
plicity -Gig.: 6). 


fig. 6: Complete coverage of parallelism 


Note that the coverage in the sense of fig. 6 re- 
quires to redefine the conception of parallelism. 
In array computers a number of processors with 
identical properties work ona set of multiple 
data. In the complementary pipeline computer a 
single data stream is submitted to a sequence of 
operations within the processors forming the pipe- 
line. In this case the processors work simultane- 
ously on the single data stream where data coexist 
within the pipeline at a different processing sta- 
te. By this way a kind of pseudo-parallel process- 
ing - better simultaneous processing - takes place 
When data are available on the respective data 
buses (fig. 4) processors 1 to 4 can start simul- 
taneously with the addition of their input-data. 
In the space-time diagram (fig. 6) this fact is 
represented by the occupance of 4 units in the 
first time-interval. When the addition is complet- 
ed these processors can transmit their results to 
the units 5,6,7 and 8 respectively etc. Note that 
the final result is available after a "filling 
time" of 6 time-units corresponding to the 6 sta- 
ges in the cascade. 


The next input data can be offered to the system 
after the first time interval when the four "pseu- 
do-processors" represented by dotted circles 

(fig. 4) are inserted. These processors are simple 
buffer-registers capable of holding the data du- 
ring one time interval to avoid conflicts. Note 
that without the buffers their respective input 
data could not be changed until stage 2 would have 
completed the operation. Now the first processors 
can start operating on the second data-set when 
the following stages are still working on the 
first etc. This results in the same effect as in 
linear pipelines, namely that results are available 
in the same rate as input data are supplied. 


The configuration shown in fig. 4 could be reali- 
zed and fix-wired for the given algorithm. Be- 
yond that provisions must be made to control the 
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data flow and the synchronisation of the different 
processing units. Under the aspect of flexibility 
this solution would be a grave restriction and 
would lead to an immense number of special circuit 
ry. Although this method cannot be excluded for a 
set of frequently used operations, a more flexible 
system requires a programmable structure. This 
means that the individual processor-properties and 
their mutual interconnection must be controllable 
by a program. 


The Flexible Multi-Pipeline-Processor-System (FMPP) 


The system consists of a set of (max. 64) origi- 
nally isolated processors and a set of data connec- 
tions (B. ... Be4)- Four of these processors are 
shown in fig. 7. At the output each processor is 
associated to a single of these data paths as in- 


dicated by dotted lines. 


www Ww 
Wh =O 


fig. 7: 4-Processor-System (non-programmed) 


Additionally two data buses (IBA, IBB) are avail- 
able. The buses IB and SB are common to all pro- 
cessors. IB serves to transmit the instructions 
to the individual processors, SB retransmits se- 
lectable internal processor status. The buses can 
uniquely be used to transport information in the 
directions indicated by arrows. 


To establish a desired configuration the proces- 
sors are sequentially programed via IB and the 
transferred instructions are stored within each 
processor. Each processor is realized as a three- 
address machine, this means that one single in- 
struction contains two operand-source addresses 
and one operand destination address in addition to 
the operation code. Each processor has two inde- 
pendent input-control-units (IUA, IUB) affected by 
the destination parts of the instruction code. 
Each of these units is capable of establishing a 
connection to one of the existing data buses (e.g. 
64) at a time. As the two input-units are indepen- 
dent, they can fetch two operands from two diffe- 


»rent.busesssimultaneously. The output is control- 


-lable-by an: output-mode-control code which allows 


‘results’ to“be transfered directly via the corres- 
‘ponding bus’ or.to be served in a processor-inter- 
hal: régistersstack for further use. 


After’ the proper programming a configuration shown 
in fig. 8 can be "Switched" together. It should be 
remarked that the interconnections shown are not 


necessarily everlasting and consisting simultane- 
ously. The data are buffered at the end of the 
sending equipment (processor) and the transfer on- 
ly takes place “wthen’ the receiving unit (processor) 
requests data exactly on the respective bus. | 


fig. 8: Processor interconnection after 
appropriate programming 


Note that the buses IBA, IBB, SB and IB are omit-. 
ted for simplicity. The interconnection shown 
could be used to implement the last three stages 
in the cascade in fig. 4 when the a ir are | 
submitted via B and Bee 

It should be pointed out that the two additional 
data buses IBA, IBB are organized as selector bu- 
ses. This was made as a concession to the preli- 
minary use of the system and will be explained la- 
ter. 


Basic building blocks of each processor 


Each of the processors within the multiprocessor- 
system includes the subunits shown in fig. 7. Two 


input-units (IUA, IUB) control the transfer of da- ~ 


ta into the attached register stacks (RSA, RSB) or 
directly into the arithmetic logic-unit (ALU) re- 
spectively. The output (OUT) unit controls the 
transport of intermediate results via an output 
data-bus. Output data can be selected directly 
from the ALU or from a register-stack (RSC). Each 
processor has a bipolar instruction memory (IM) c@&- 
pable of holding up to 256 instructions. Attached > 
to this memory is a decode and control unit 
(DECC) and an instruction-input unit (IIU) which 
control the loading of instructions into the me- 
mory via the instruction-bus (IB). A status-—bus 
(SB) with a corresponding control unit (STU) ser- 
ves to transmit some selectable internal conditions 
and is used for tests and processing control. It 
should be pointed out, that all connections for 
data or instructions from or to the processors en- 
vironment are physically existent. The buses IBA, 
IBB, IB, SB are organized as selector-buses. This 
means that all processors within the system are 
connected in parallel to these buses and a trans- 
fer over them woe be established logically. The 
data buses (B 
paths of the Tk Sea fee multi-~bus-system. 
They are organized to handle the input or output 
of one single word from or to the environment, de- 
pending on the respective input- or output-instruc 
tion. 


,LBA,IBB) at the inputs are data 


As the use is mainly restricted to picture process 
ing tasks, the word-length is adapted to those re- 
quirements. All data buses are 8 bit wide with a 
set of supplementary control lines. The word-lench 
of a single instruction is 32 bits subdivided in 
4 bytes. The first byte controls the function of 
the ALU, whereas the next three bytes are the add- 
resses of the selected i dale and output data sour- 


ces respectively. 


The technology used is standard and low Power 
Schottky-TTL requiring a total of 200 packages per 
one processor. 


fig. 9: Building blocks of processor n 


Principle of operation 


To explain the asynchroneous and data-controlled 
principle of operation a simplified evaluation-net- 
representation of a single processor will be used 
as depicted in fig. 8. Note that this representa- 
tion here is used only as an informed descriptive 
method. For details the reader is referred tof1. 


The actions within a processor can be described by 


a set of transitions (depicted as horizontal lines). 


Connected to these transitions there are a set of 
locations (circles) and resolution locations (he- 
xagons). 


Both data inputs of the processor are depicted as 
N-way-input-switches. The resolution locations r 
and r_ hold the address of the data path to be 
selected. The transition fires if the selected in- 


put location (data bus) contains a valid data and 
location (D.. b_) is empty. After the transition, 
data are reoved from the corresponding input lo- 
cations and placed on the output locations (b,,b_). 
Depending on the values of the resolution locati- 
ons r ana ry and the contents of the associated 
locations, the firing of the transitions a, and a 
may be activated and hence the filling of Day and/ 
or ba2° 

These locations are the inputs for the processing- 
transitions a_ carrying out the data alteration 
placed in b .Ppransition a. controls the way of 
the result éither to locations internal to the 
processor (b__) or to its environment (B ). It 
should be nota that in the formal abstr8ction 

of the processors activity given in fig. 8 one 
Single instruction of the processor contains in- 
formation concerning the following: 


- value of r._, 


Yr 
A 


p’ * 


r xr 


Al’ “A2’ “c 


b 


2 Meneeae SEB 
content o I IB 


A’ 


- transition procedure of transition a 


Depending on this information (instruction) the 
processors activity is either controlled by the cor 
tent of the peripheral locations B .~-B,.,IBA,IBB or 
the inner locations b_., b__. Note, that the in- 
struction is completed arte the firing of transi- 


tion an and a new instruction is fetched. 


By this pipelining of transitions the processed 
activity is triggerable by the presence of valid 
data at the peripheral locations. At the input si- 
de the activity is interrupted until the firing 
conditions of a, a_ are fulfilled (content of se- 
lected location). Re the output side the activity 
stops when the data at B has not been removed. 


Os O* 


fig. 10: E-net representation of a single 
processor n 
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By this way the programs within the distributed 
processors contain not only their individual pro- 
cessing properties (a_) but also the sources and 
destination of data. ¥n addition to that no su- 
perior timing control mechanism must be provided 
to synchronize the active processors since data 
flow itself acts as start-stop-signal for the in- 
dividual unit. Furthermore no internal clock is 
needed because each instruction consists of a 
chain of transitions with their individual firing 
conditions and time requirements and the new in- 
struction is only initiated after the firing of a 


To. compute a given window operation the user has 
to subdivide the entire task into a cascade as de- 
picted in fig.4 with the notational understanding 
that there are a limited number of processors avail 
able. As a single. processor is capable of holding 
up to 256 instructions this limitation is not gra- 
ve. As in a linear pipeline the traversal time of 
a single task is mainly determined by the “slow- 
est" pipeline segment. This fact also holds true 
in a "mixed" configuration, because due to the da- 
ta dependent control no critical races can occur. 
The structure adapts itself to the slowest seg- 
ment. Therefore as a general rule the task should 
be divided in a number of subtasks, each as small 
as possible (small number of instructions). As 
pipelining and parallel processing is combinable 
there is a high degree of freedom to handle the 
trade-off between the length of the subprograms © 
and the number of processors to be used. Once the 
structure is fixed the user transforms it to the 
adequate processor configuration by programming 
each of the processors. The programs are delivered 
to the processors via the instruction bus (IB) in 
fig. 7. After the programming phase the structure 
is fixed and additionally a mechanism must be pro- 
vided to deliver the input data to the configura- 
tion as well as to transfer the results back to 
the picture storage. 


Realized system configuration 
Fig. 9 shows the preliminary location of the FMPP 
as a peripheral equipment of a PDP 11/45 minicom- 


puter. 


In addition to the FMPP, 3 supporting modules are 
necessary. The input-output-interface (I/O Int.) 


delivers the programs to the submits and to the 


Single processors within the FMPP via the instruc- 
tion bus (IB) during the programming phase. After 
programming the properties of the system are fixed 
and processing is taking place according to the 
data-rate of picture-data transferred to and back 
from the system. The output-interface handles the 
transfer of the results back to the PDP's memory 
which acts as a buffer for the picture data nor- 
mally stored on disks. The I/O-interface also ser- 
ves to transfer selected status information from 
the processors back to the host computer. 


In this mode of operation two difficulties arise: 


- picture data can only be transferred serially 
via the UNIBUS so that the multiple stream of 
input data for the FMPP is not available di- 


Each row consists of static shift registers reali- 
. zed in MOS-technology and a supplement of 16 regi- 
sters in TTL-technology. These "tail"-registers 
are random accessable. In fig. 12 the interconnec- 
tion of 3 rows is shown. This interconnection is 
chosen when ‘an operation requires a 3x3 window. 
Instead of shifting the window over the picture, 
within the PIB the operation is inverted by shif- 
ting picture data below the fixed window. While the 
. data input-rate is relatively slow due to the 
, - | access time of the mass-storage (disk) the output 
F% | 3 irks data (window) can be transferred to the FMPP at 
high speed. This is done via the two previously 
mentioned selector-buses IBA, IBB according to a 
delivering-program stored within the PIB. The two 
buses have their own program-memory and transfer 
control units so that they can operate simultane- 
ously. With the use of the PIB it is only necessa- 
ry to transport picture data once to the peripheral 
equipment. When the shift registers within PIB 
are filled with 3 picture-rows (fig. 12) the ope- 
Yation can begin. The first result must be trans- 
ported back via the output-interface, then a new 
input pixel activates the computation of the next 
result etc. 


UNIBUS | 


\/ | - fhe transport of a picture with the size of 1024x 

| 1024 to and back from the peripheral system re- 

- quires roughly 10 seconds. This time results when 
the specifications of all the building blocks in 
fig. 11 are taken into consideration. The realized 


fig. 11: Part of picture processing system | system is configurated so that all the window ope- 
rae vies os . rations presently used or having been developped at 
rectly; | | FIM [2][3] can run in this time, when applied on a 
. _ picture of the size mentioned. This fact corres- 
~ as the window is shifted point by point over ponds to a speed increase by a factor of 7 up to 
the picture, each pixel belongs to n diffe- 300 when it is compared with the run times for the 
rent. locations of the window, n being the di- computation of the same algorithms on a CDC 3300 
mension of the used submatrix. This would re- computer. The speed increase depends on the amount 
quire to transport roughly (nxW)” pixels (N= of parallelism of the given algorithm and the num- 
dimension of picture) to the peripheral equip-. ber of picture elements required within the sub- 
ment: matrix for its computation. Note that some non- 
linear operations like the stroke difference (1) 
A multiport semiconductor-memory actually being do not use all pixels within the window. 
constructed at FIM‘ is: expected to be operational - 
in late 1977. In. order: to get familiarized with | Conclusion 
the system the decision: was made to put it to work | 
prelimiinarily in the environment shown in fig. 9 Hardware parallelism and pipelining are combinable 
by addiing a third module.. The programmable input- | tO cover a maximum of parallelism inherent to a 
buffer (PIB) spreads: the single data stream. It given algorithm. Due to the data controlled mode 
essentially consists: of ai set of interconnectable of operation the desired structure can be estab- 
(program controlled) shift registers. Each regi- lished by programming the individual processors 
ster row has: a: capacity, to store 1024 pixels. without the need of a special equipment to control - 


the mutual data interconnections. The data flow 
; in a cascade is unidirectional, so that the contrd 
bipolar. MOS | units are relatively simple justifying the addi- 
tional implementations of these units in each of 
the processors. 


By adequate programming the FMPP can serve to over- 
come one of major problems in picture preproces- 
Sing, namely the unrealistic processing times ne- 
cessary when conventional computers are used. From 
the user's point of view a great disadvantage is 
the fact, that for the moment almost all software 
support is missing, so that the programming is 

. rather cumbersome. The future work will overcome 
fig. 12: Operation principle of the PIB this problem by developing software basing on a 
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simple assembler at the single processors level. 


It should finally be noted that the software sup- 


port must be provided by a general purpose host 


computer. Presently 3 processors have been reali- 
zed. The system with a preliminary number of 16 ir 
dividual processors is expected to be operational 


in early 1977. 
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APPLICATION OF DISTRIBUTED PROCESSING 
TO THE PRODUCTION OF DIGITAL TERRAIN DATA 


Dennis E. Moellman 
Defense Mapping Agency 
Washington, D. C. 


Abstract -- A distributed computer network is 
described which forms an integrated system for 

the production of digital terrain data from 
stereo aerial photography. This system includes 
on-line processing of data collected by high-speed 
digitizing instruments, man-machine interactive 
editing capability, and a centralized processor 
for managing inter-processor data transfers. This 
paper analyzes the system requirements in terms of 
specific architectural features which must be 
provided. We describe the use of a SIMSCRIPT 
Simulation to test the feasibility of the basic 
design concept. Simulation results were also used 
in determining design parameters such as the 
number of processors, memory size, and expected 
throughput rates. Significant characteristics of 
the system such as modularity and reliability are 
discussed. 


I. INTRODUCTION 


In a recent paper [1] concerned with compu- 
ter interconnection structures, Anderson and 
Jensen discuss the lack of published material 
describing the basis for design of these systems 
or making a comparative evaluation. This paper 
takes a step toward filling that need by pre- 
senting the design of a distributed computer 
network together with an analysis of the system 
requirements which led to this specific design. 
Our goal is not to describe the implementation 
details, but rather to provide the reader with 
a view of the design process and an understand- 
ing of the relationship between system require- 
ments and the network architecture. 


The distributed computer network (DCN) has 
been designed to solve a real-time system 
integration and data processing problem encoun- 
tered in the production of digital terrain 
information by the Defense Mapping Agency (DMA). 
In a mapping sense, an aerial photograph repre- 
sents a state-of-the-art high-density storage 
medium for storing terrain information. Two 
such photographs appropriately exposed comprise 
a stereomodel of the earth's surface from which | 
three-dimensional terrain data can be extracted. 
The most efficient means for extracting such 
data is to digitize the analog information 
contained within each photograph so that the 
photographic density (gray shade) of each 
picture element (pixel) is represented by an 
integer. Sophisticated correlation algorithms 
coupled with perspective geometry calculations 
are employed to determine the three-dimensional 
relationship of a specific point to a reference. 
datum. A collection of such points covering a 
This work was supported by the Defense Mapping 


Agency Aerospace Center through Rome Air Develop- 
ment Center and the Post Doctoral Program. 
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are being written at Clarkson. 


Robert A. Meyer 
Department of Electrical 
and Computer Engineering 

Clarkson College of Technology 
Potsdam, New York | 


particular area form a product called a digital 
terrain data base. 


In order to meet an ever increasing demand 
for digital terrain data bases, DMA has sought 


to increase their productivity by utilizing 


digitizing instruments which operate automa~ 
tically with little or no manual intervention. 
These newer digitizers are capable of operating 
between 10 and 40 times faster than the pre- 
viously used manual instruments. The immediate 
problem resulting from such a change is the 
inability of the existing off-line, batch 
computer system to meet the increased processing 
load.. The problem is further complicated by the 
additional requirements for manually prepared 
initiallization data and limited manda editing 
capability. 


A block diagram of the DCN is shown in 
Figure 1. This system was proposed by the group 
at Clarkson College and has been accepted for 
implementation by DMA. At the present time 
detailed software specifications for the system 
The final design 
resulted from the contributions of several people 


at Clarkson, DMA and the Rome Air Development 


Center (RADC). In the remaining sections of this 
paper, we describe the operating environment, 
analyze the system requirements, and discuss the 
important characteristics of the design including 
the application of system modeling and simulation 
techniques to predict expected performance. | 


II. BACKGROUND 

Digital terrain data bases are rapidly re- 
placing conventional line maps. This is partic- 
ularly true because advancements in computer 
technology have influenced navigational systems 
so that the application of digital terrain data 
is more economical and practical. Digital terrain 
data can now provide radar images for flight 
simulation and navigation by real time on-board 
correlation as well as terrain profiles between 
two points for flight planning and conventional 
contour maps [2]. | 


Recognizing that present equipment could not 
effectively satisfy the increasing demand for 
digital terrain data, DMA contracted with Bendix 
Research Laboratories for the development, under 
the direction of RADC, of a new digitizing device, 
the Automatic Compilation Equipment (ACE). The 
prototype instrument consists of a conventional 
manual unit retrofitted with a laser scanner and 
a digital correlator consisting of two micro- 
programmable minicomputers. Based on new 
concepts in scanning and digitizing, the ACE is 
able to scan and digitize each pixel of a stereo 


pair of photographs, perform automatic digital 
correlation (image matching), and compute 58 
terrain elevation profiles simultaneously. The 
collection rate is 250,000 points in approxi- 
mately 10 minutes at a density of 6500 points/ 
square inch [2]. 


In order to achieve these rates an ACE must 
operate in an automatic mode which produces raw 
data in the form of irregularly spaced terrain 
profiles in a local coordinate system. The raw 
data must then be transformed to global geographic 
coordinates and interpolated to a uniform grid of 
elevation values. 


Two difficulties with completely automatic 
digitizing are the inability of the machine to 
exactly track terrain peaks and valleys and the 
loss of correlation in adverse areas of the 
photograph. These problems could be solved by 
relying on partial manual operation; however, 
this would seriously degrade the overall effi- 
ciency of the ACE. An alternative formulated by 
DMA is the use of currently available, manual 
digitizing instruments to produce additional data 
for each stereopair of photographs. This addi- 
tional data includes peaks and valleys, "fill-in" 
areas not digitized by an ACE due to poor correla- 
tion, and also certain information used by an ACE 
operator to reduce the setup time prior to ACE 
operation. Several of these manual digitizing 


instruments have been linked together with a host 
minicomputer to form the pooled minicomputer 
system [3]. 


The ACE's and pooled minicomputer system may 
therefore be viewed as sources of raw input data 
which must be processed and edited in order to be 
acceptable to the user. The rate at which large 
volumes of data are being collected clearly in- 
dicates that off-line data transfers (such as 
Magnetic tapes) and processing must be replaced 
with an integrated on-line system. 


Iti. SYSTEM REQUIREMENTS 


The operating environment described in the 
previous section provides a basis for determining 
the computational requirements of the proposed 
_ system. These requirements may be divided into 
five major functional tasks: 


1) 
2) 
3) 
4) 
5) 


data collection 
processing 
editing 

file management 
job control. 


Each of these tasks places specific demands on 
the system and thereby influences the overall 
architectural configuration. In this section, 
we analyze these requirements in terms of a 
general processing system and show how the DCN 
meets these demands. 


Data collection consists of accepting input 
data from two distinct categories of sources: 
real time and non-real time. Real time input is 
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received from each of two ACE's at the rate of 
1600 words/second (16-bit words) per ACE. These 
transfers occur as 192-word blocks which must be 
received every 120 milliseconds. Failure of the 
collecting processor to perform the transfer 
within the stated time period results in loss of 
data. 


The second category of input data is pro- 
duced by the pooled minicomputer system. This 
system contains sufficient local storage that a 
data transfer may be deferred until the 
collecting processor requests it. It-.should, 
therefore, be possible to use a single processor 
to receive input from all collection devices. 
This processor is called the input processor in 
the DCN (see Figure 1). During periods when one 
or both ACE's are not actively operating, the 
input processor requests the current backlog of 
input data from the pooled minicomputer system. 


The processing task includes two basic 
operations which must be performed on the data. 
As described in Section II, the ACE output 
consists of terrain data samples giving a loca- 
tion and elevation, (x,y,z), in the local co- 
ordinate system of the stereophotographs. The 
first operation required is a coordinate trans- 
formation which maps the triple (x,y,z) into a 
geographic coordinate system. The transforma- 
tion requires 22 multiplications and 20 additions 
using 32-bit floating point arithmetic and 
approximately 13 additional load and store 
instructions. Since the transformation is 
applied to every input data sample from an ACE, 
the system must be capable of executing about 
3200 floating point instructions for each 192- 
word block of 58 samples. In practice the 
system processing capability must be somewhat 
higher to allow for the overhead associated 
with the I/O operations. Of course, the 


‘transformation could be done in non-real time. 


However, in the next paragraph we present 
compelling reasons for providing sufficient 
speed to perform the transformation in real 
time. 


The second operation to be performed is 
interpolation. Unlike coordinate transformation, 
the interpolation function requires all of the 
input samples in a neighborhood of the output 
point. Therefore, the data should be sorted 
prior to interpolation so that points within a 
neighborhood may be easily located. Since a 
pair of stereophotographs produces approximately 
5.0x10° words of data, a conventional batch 
sorting procedure could be very costly. The 
solution we have proposed sorts the data into 
tractable geographic regions as it is being 


collected. Thus, the primary data structure for 
interim storage allows one to access a particular 
region of any geographic point within the domain 
of the stereophotography. Since the sort is per- 
formed on the basis of the geographic coordinates 
of a sample, it is necessary to execute the co- 
ordinate transformation as the data is collected 
and before the interim storage structure is built. 


The interpolation algorithm requires 
approximately 16N floating point operations per 
output point, where N is the number of input 
samples in the neighborhood of the output point. 
In a typical situation a pair of stereophotographs 
will cover 7.5x10° output points with N = 8. The 
expected maximum operating rate of an ACE is one 
stereopair per hour giving a computational 
requirement for interpolation of 2.7104 floating 
point operations: per second for each ACE. 


To summarize the processing load on the 
system we find that each ACE demands the execu- 
tion of 5.4x10" floating point operations per 
second. These calculations do not include time 
required for sorting or I/O. In order to support 
at least two ACE's (and perhaps three in the 
future) with a reasonable safety margin in the 
timing, we partitioned the processing task ina 
natural way into two parallel operations, co- 
ordinate transformation and interpolation. As 
described previously coordinate transformation 
should be performed in real time as the data is 
collected and sorted; this operation is done by 
the input processor. A second processing capabil- 
ity is provided for interpolation. The interpola- 
tion processor could be either a single processor 
with an average floating point instruction time 
of less than 10 usec. or two processors with 
appropriately slower hardware. The primary 
decision criterion is cost. 


Editing of the input data is required after 
collection to check validity and to identify 
areas which require manual fill-in. Editing is 
also required after interpolation to insure 
overall consistency. Given the volume of data 
which must be examined it is necessary to auto- 
mate as much of the editing task as possible. 

As data is collected it can be separated into 

two groups, good quality and poor quality. This 

separation is made on the basis of a correlation 

coefficient associated with each input sample and 
can be performed automatically. Additional 


editing requires manual intervention and is 
performed with a man-machine interactive graphics 
facility consisting of several minicomputer con- 
trolled CRT displays. To service this facility 
requires data format conversions and selected 
subfile retrieval and update operations. These 
are performed in the DCN by the edit processor. 


The most complex problem to be solved is 
data storage and management. A single typical 
file will consist of approximately 5.x10° words. 
At any time, we expect about fifteen files to 
be active thus requiring 7.5x10’ words of readily 
accessible storage. Read/write requests may be 
generated by the collection, editing and inter- 
polation tasks. Since these are concurrent 
operations, a means for coordinating simultaneous 
requests must be provided. A single file proces- 
sor provides this capability in the DCN. Active 
files are stored on two 42M word disks with 
magnetic tape backup. 


A second aspect of the data management 
problem concerns the organization of individual 
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files. Although the choice of data structure has 
not directly influenced the hardware features of 
the network architecture, it has been a consid- 
eration in the design of the software message 
handling system. Briefly, each file is composed 
of a two-level hierarchy of subfiles. The first 
level partitions the data by collection source 
and the second level by geographic region. Since 
a subfile is of variable length to allow for data 


addition or deletion, a convenient data structure 


is a linked list. Each item in the list is a 
block of 128 words corresponding to one disk 
sector. The bulk of messages between processors 
is data for either file storage or retrieval, and 
therefore a message consists of a variable 

number of 128-word blocks. 


Job control is a system level task designed 
to meet not only the processing requirements of 
the operating environment, but also the needs of 
the computational system itself. For the DCN we 
have a collection of nearly autonomous processors, 
each performing a specific task. The goal of job 
control is to insure that a set of input data is 
processed according to a prescribed procedure and 
that efficient use of system resources is made. 
Since the file processor is the only centralized 
processor with access to all data, the job control 
task is executed in the file processor. 


IV. SYSTEM CHARACTERISTICS 


Within the context of [1], the DCN isa 
hybrid network. It most closely resembles the 
"star" architecture which is defined as a set of 
processors, indirectly connected through a 
centralized routing mechanism using dedicated 
message paths ina star shaped arrangement. In 
the DCN the central switch is -a processor itself, 
and thus we have both direct and indirect 
processor-processor interconnection. However, 
from the job processing viewpoint, the file 
processor is transparent and serves only to direct 
the data flow. The analysis of system character- 
istics we give in this section will demonstrate 
the similarity of the DCN to a "Star" architecture 
in terms of advantages and disadvantages. 


Perhaps the most commonly used term in 
describing distributed computer systems is modu- 
larity. Except for the file processor, the DCN is 
clearly modular; that is, the addition of another 
processor requires only another link into the file 
processor. If the system grows to the point that 
the file processor is overloaded in terms of 
computational power or I/O ports, then the system 
architecture can be preserved only by replacement 
of the file processor with a higher performance 
machine. Therefore, an important consideration in 
the design of the DCN was to allow for future ex- 
pansion in determining the performance specifica- 
tions of the file processor. 


A second characteristic which is closely 
related to the hardware modularity described above 
is software modularity. If a new processing step 
is added, the only change required is the modifi- 
cation of a job flow table in the file processor. 


The new step may be implemented on any of the 
processors with sufficient computational power 
available. 


Flexibility refers to the ability of a 
system to meet changing demands placed on it by 
the operating environment. Clearly this is 
similar to the concept of modularity, but we 
restrict the notion of flexibility to short term 
adaptation as opposed to long term system 
growth. A key feature of the DCN which contri- 
butes to its flexibility is the homogeneity of 
the processors. The only difference among the 
processors are memory size and I/O configuration. 
Thus, it is possible to reallocate certain opera- 
tions among the processors as a means of relieving 
temporary bottlenecks in the overall job flow. 


The concept of flexibility is also important 
in responding to a failure within the system. 
The critical element is clearly the file processor 
since loss of this element blocks access to the 
data base. This is essentially the price one must 
pay for a centralized access to the data base. 
When a failure occurs which can be corrected 
within a few hours, each processor continues to 
operate until interaction with the network is 
required and then it waits for restoration of 
service. In the event of longer term failures, 
the file processor can be physically replaced 
with another one of the processors. This is a 
form of graceful degradation since it would 
require suspension, or at least substantial 
reduction, of the tasks previously performed 
by the replacement processor. Thus, the 
flexibility of the DCN contributes to total 
system reliability. 


In analyzing the overall characteristics of 
the DCN one should examine the cost/performance 
ratio as compared with alternatives. A detailed 
comparison of this sort is beyond the scope of 
this paper, but we will summarize an analysis 
presented in the hardware specification prepared 
for DMA. 


Three major alternatives were considered: 
1) a single large scale general purpose processor 
operating in a real time foreground/batch back- 
ground mode; 2) a dual processor network with a 
shared data base using dual port disks; 3) a 
four processor network interconnected with a set 
of switches such that any single processor fail- 
ure can be tolerated. 


In comparison to the DCN, the first alter- 
native is considerably more expensive, less 
modular, and less reliable. Although a single 
processor may offer the opportunity for greater 
flexibility, this would probably be achieved ata 
higher cost for more complex software. 


The second alternative does not have the re- 
stricted modularity and reliability associated 
with the file processor in the DCN. In this case 
the major difficulty is data management with a 
decentralized control for accessing the data base. 
Lack of coordination among disk I/O requests 
poses problems with respect to data integrity, 


file maintenance (e.g. garbage collection), and 
insuring the efficient flow of data from one job 


step to the next. We estimate this alternative 
costs approximately the same as the DCN and pro- 
vides a lower overall performance. 


The reliability of the third alternative 
would appear to be significantly greater than 
for the DCN. A careful analysis reveals that 
while the critical element is no longer the file 
processor, the processor interconnection switches 
are now critical. Thus, in this case, system 
reliability depends on a set of hardware 
switches which are probably not off-the-shelf 
items as compared with a single processor in the 
DCN. We believe the DCN is a better choice. 
Modularity and flexibility are better for the 
third alternative but at a greater hardware cost 
and system complexity. 


V. SYSTEM SIMULATION 


In designing a large, complex computer 
system such as the DCN it is important to verify 
the feasibility of the basic design concept. 
Given this particular design, one must then esti- 
mate the necessary processor specifications such 
aS memory size, instruction execution time, and 
interrupt response time. A useful tool for 
solving these problems is simulation. Our 
approach to system simulation and the kind of 
information it can provide are described in this 
section. 


A discrete event simulation language, 
SIMSCRIPT II.5, was used to simulate the DCN. 
The DCN is modeled as a set of tasks to be 
performed by the processors where each instance 
of a specific task is an event. Events may be 
scheduled externally by the user or internally 
by the system. A set of task queues is provided 
in each processor to hold pending requests for 
processor service. For example, the file 
processor maintains a queue for disk I/O requests. 
When the processor wishes to access the disk, it 
places a request in the disk queue and schedules 
an I/O taks. If the disk is unavailable, the 
request remains in the queue. When the current 
disk operation is scheduled to end, the next 
request in the queue is serviced. The level of 
detail included in the simulation provides for 
modeling the disk in terms of rotational speed 
and head movement from cylinder to cylinder. 


The statistics gathered during a simulated 
operating period for each queue are: 


1) number of requests waiting, average and 
maximum; 


2) total length of requests, in words, 
average and maximum; 


3) waiting time per request, average and 
maximum; 


4) total number of requests serviced. 


Additional statistics enthe disk search/read/write VI. CONCLUSIONS — 
‘times are also maintained. Feasibility of the 


design concept is verified by observing that the | We have daeeribad: ehecdasian! of a distributed. 
system operates with an acceptable throughput = = ~~ computer network dedicated to solving a specific 
based on reasonable estimates of processor speed. real time production problen.. The network may be 
The statistics for queue lengths are indicative | - viewed as a "Star" architecture of homogeneous 
of the required memory size in each processor. processors including a central processor. for 
Changing estimated processing time allows one to message routing. The design is based on the con- 
_ determine lower bounds on processor speed. _ cept of functional partition of the necessary . 
+ computational tasks and fixed assignments of these 
| Simulation is also a useful tool for per- — tasks to individual processors. We have tried to 
forming a sensitivity analysis on the system. emphasize the total systems approach taken in 
Since many of the processing times used in the solving this problem. 


model are only estimates, the sensitivity of the 
system to these quantities should be determined. 
Recalling the discussion of system modularity, 
the critical element for sensitivity analysis is 
the file processor. The results of our studies 
indicate that the file processor as specified is 
fairly insensitive to other perturbations in. the 
network. 
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Abstract - The application of a programmable 
parallel processing computer to the reduction of 
remotely sensed multispectral data from a satel- 
lite is discussed. Significant performance advan- 
tages are shown when compared to a previously 
employed serial computer in a production environ- 
ment. Additionally, parallelism of the device al- 
lows ready exploration of novel approaches to im- 
age processing. The programmability permits 
diverse exploitation of a large data base and rapid 
computational capabilities in research applications. 


Introduction 


The Large Area Crop Inventory Experiment | 
(LACIE) is a joint investigation by NASA, USDA, 
and NOAA to determine the usefulness of computer- 
analyzed remotely sensed data in crop forecasting 
on a global scale. A sampling of LANDSAT im- 
agery selected as representative wheat-growing 
regions, NOAA-supplied meteorological data, and 
ground truth history are combined to make predic- 
tions on crop yield. The Johnson Space Center 
(JSC) role in LACIE includes implementing a Clas- 
sification and Mensuration Subsystem (CAMS), 
which performs traditional pattern recognition 
processing on the LANDSAT imagery. The CAMS 
is an extension of a previously developed JSC soft- 
ware/hardware system, the Earth Resources In- 
teractive Processing System (ERIPS), Ref. I and 
2, of somewhat more general applicability. The © 
CAMS is tailored to the production problem pre- 
sented by LACIE requirements to classify large 
numbers of fundamentally similar regions in the 
same manner. In short, LACIE (and CAMS) rep- 
resent an essential change from R&D to a near- 
production environment. 7 


The purpose of this paper is first to describe 
ERIPS briefly; second, to discuss why the system 
was changed to include a parallel processor; third, 
to describe the processor selected; and fourth, 
to show a few results. 


Since 1972, the ERIPS has been resident on 
one of five IBM 360/75 computers in the real-time 
computer complex in the Mission Control Center. 
Contention for this processing resource with 
manned space flight support functions has histori- 
cally been a constraint to ERIPS users. Predic- 
tions at LACIE conception indicated that some 40 
to 60 hours a day of central processor availability 
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would be needed for maximum project loads, which 
was clearly incompatible with ground support shut- 
tle program development to be performed within 
the complex. Alternative processing techniques 
and/or equipment were sought under the additional 
constraint of schedule and consequent desirability 
of retaining the ERIPS software and equipment 
structure to the maximum practical extent. Un- 
certainties in the final nature of the LACIE prob- 
lem presented the possibility of additional compu- 
tationally bound routines, further constraining 
legitimate solutions by precluding consideration 

of hardwired equipment already in use in some 
facilities for treatment of ERIPS-like algorithms. 
It became necessary to consider acquisition of a 
fully programmable computer system having par- 
allel or pipelined processing capabilities that 
would provide an increase in throughput while re- 


ducing the burdens on the 360/75's. 


Management of the LACIE data base, consist- 
ing of some 4.2 billion bytes of disk storage, and 
the complex software needed to interface between 
the user and application software, as well as de- 
velopment continuity and schedule, demanded re- 
tention of the 360/75 as the ERIPS/LACIE super- 
visor. Furthermore, the existing ERIPS system 
is used as the heart of an expanding LACIE data 
handler. The system configuration dictated under 
the above requirements is shown in Figure |. The 
parallel processor selected was the Goodyear 
Aerospace STARAN, * hereinafter referred to 
generally as the "SPP" (special purpose proces- 
sor). The remainder of the paper briefly de- 
scribes the SPP, the pattern recognition algo- 


rithms implemented thereon, and results and 
_eonclusions to date regarding the operational 


system. 


STARAN Computer Description 


The SPP STARAN system (Ref. 3 through 6) 
is based on a computer organization in which many 
identical operations are executed simultaneously; 
that is, it is a"single instruction stream, multiple 
data stream" processor. For example, in the 
SPP an "add" operation can be executed simul- 
taneously for 512 pairs of numbers. The parallel 
execution of an operation for many data pairs is 
made possible by employing many processing ele- 
ments (512). . 


“Trademark, Goodyear Aerospace Corporation, Akron, Ohio 44315, 
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A top-cut diagram of the SPP main frame is 
shown in Figure 2. It consists of a conventionally 
addressed control memory for program storage 
and data buffering, a control logic unit for se- 
quencing and decoding instructions from control 
memory, and two associative array modules. 


The high processing and throughput speeds 
that the SPP achieved resulted from the unique 
capabilities of the associative array (Figure 3). 
Each SPP array contains 256 simple processing 
elements. All processing elements (PE's) per- 
form the same operation at the same time, but 
each processing element acts on independent data. 
Thus, in each SPP array, 256 independent data 
streams can be processed simultaneously. For 
the two array SPP system, 512 independent data 
streams can be processed. Only two of a possible 
32 arrays were needed to achieve the required 
processing rates demanded for LACIE; process- 
ing power growth capability of 16 to 1 is possible. 


Array memory used to support the PE's is 
comprised of 256 words having 256 bits. Multiple 
access paths between the PE's and the bit memory 
locations provide ready access to 256 different bit 
patterns in the array. Two access "stencils" are 
_ shown in Figure 3. 


To further enhance the data routing capability 
of an array module, an alignment, or permutation, 
network in the machine provides a flexible inter- 
connection between processing elements. 


The multiple processing elements, the multi- 
dimensional access memory, and the permutation 
network give the SPP the flexibility to be useful 
for a wide set of problems. 


LACIE Algorithm Execution 


Algorithm Desc ription 


NASA is using the SPP in the LACIE program 
for pattern recognition functions. The SPP per- 
forms such processing tasks as statistics, itera- 
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tive clustering, adaptive clustering, maximum 
likelihood classification, and mixture density clas - 
sification. | 


The algorithms are all well suited to the SPP 
architecture because they have an inherent paral- 
lelism resulting from a given computation being 
performed on all picture elements (pixels) in an 
image. Since computation associated with each 
pixel is the same for a given algorithm, it can be 
implemented in a single-instruction stream. The 
LACIE algorithms thus fit the Single instruction, 
multiple-data stream concept that is part of vane 
SPP architecture. 


Statistics Calculations. The statistics calcu- 
lation algorithm develops statistical data that 
characterizes a group of measurement vectors 
that have been assembled, The statistical data 
developed for the measurement vectors of the 
group include vector component mean and co- 
variance values. 


Iterative Clustering. The iterative clustering 
algorithm provides a means both for assigning 
measurement vectors to clusters and for evolving 
the statistical description of the reference clusters. 
The algorithm determines the "distance" of each 
measurement vector (of a set of such vectors) 
from the mean vector of each cluster and assigns 
each measurement vector to the "nearest" cluster. 
The statistics of all measurement vectors assigned 
to a particular class are determined and are used 
to modify the original clusters and cluster statis- 

tics. When the tasks described above are accom- 
plished, the algorithm is considered to have under- 
gone one "pass." Usually, several passes are 
executed before the iterative clustering process 
is terminated. 7 


Adaptive Clustering. Like the iterative 
clustering algorithm, the adaptive clustering al- 
gorithm provides a means of grouping similar 
measurement vectors (similarity is determined 
by closeness in an N- “space). ‘Unlike the former 
algorithm, noa priori knowledge is required to 
"pri ime" the algorithm. 


Maximum. Likelihood Classification. The ob- 
jective of the classification tasks is the final as- 
signment of a measurement vector to a defined 
class. The processing functions described pre- 
viously are designed to obtain, refine, and nor- 
malize input class statistical measures and to 
create new classes as necessary for reference 
input to the classifiers. 


The maximum likelihood classification algo- 
rithm involves essentially the calculation of the . 
function representing the probability that a given 
vector belongs to a class and the determination of 
the most likely class among those defined for the 
_ vector. 


) Mixture Density Classification. The mixture 
density classification algorithm is similar to the 
maximum likelihood algorithm. The distinction is 
a derivative of the class statistics definition made. 
in each case. The maximum likelihood classifica- 
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statistics. 
ful preprocessing and definition of subclasses, to 


_ program. 


tion algorithm utilizes a set of class statistics 


(mean and covariances) obtained for the population 


of the class as a whole; the mixture density func - 
tion is formulated to treat a class as a union of in- 


dependent subclasses, each of which is described. 
as a population having a complete set of (sub-)class_ 
This representation tends, under care- 


separate a population consisting of a multimodal 
distribution into several unimodal distributions and 
to improve the performance of the classification 
algorithm. ; 


SPP Resource Utilization 


SPP -to-Host Connection. As shown in Fig- 
ure 4, a number of different paths exist for mov- 
ing data into and out of the SPP. Froma user's 
standpoint, the primary difference between the 
paths is the rate at which data may be moved. 

The entry path into the SPP via the SPP's sequen- 


tial controller provides an I/O rate on the order 


of one megabyte per second. The fastest entry 
path into STARAN is the PIO (parallel input/out- 
put) path, which can support data rates on the 
order of 80 megabytes/second/array. Midrange 
rate paths into STARAN that are available area 
DMA (direct memory access) path and a BIO (buf- 
fered input/output) channel. Both paths support 
transfer rates on the order of two megabyte s/ 
second, 


For the LACIE program, the BIO path to the 


SPP was chosen for moving data to and from the 


SPP; that is, the BIO channel was connected to 
one of five 360/75's via a custom-built interface 
unit. The BiO entry path was chosen because it 
could meet LACIE data transfer rate require- 
ments of about 100K to 200K bytes/second from 
the host. Also, peak rates as greatas 0.5 to 
1.0 me eatyte/s second could be supported By: the 
channel. — 


In practice, when one of the five pattern rec- 
ognition processing tasks is requested to be per- 
formed, input vector data is moved to the host 
output buffer region. The interface passes this 
data to a corresponding receiving buffer on the 
SPP side that is defined by the SPP application 
The movement of data between the SPP 
and the connected host is invisible to the SPP ap- 
plication programmer, and application tasks are 
able to be executed concurrently with I/O oper- 
ations. 


Application Program Executive. Although the 


STARAN is a stand-alone computer system, the 


SPP acts as a slave to the host in the LACIE. Ap- 
plication program processing can only be initiated 
from the host side of the interface unit. The SPP, 
upon completing a task, waits for the next task re- 
que st from a connected host. The request occurs 
in the form of a data block sent by the host to the 
SPP. The SPP applications executive program 
passes out of a wait loop when the transfer is com- 
plete, interprets this block, checks for errors, 
and then initiates the transfer of the requested 
task application program from SPP disk to con- 
trol memory. 
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Input Vector Data Transfer. The SPP's con- 


trol memory (CM) is set up to receive blocks of 
1024 input vectors. The data is stored on a com- 
ponent ("channel") basis; thus, the memory re- 
quired for a particular component of each of the 
1024 vectors is 256 32-bit words since each com- 
ponent is specified to be represented by an un- 
signed 8-bit positive number. To support the 
processing strategy that evolved for LACIE, it 

is necessary to move this data into the SPP arrays 
in the configuration shown in Figure 5. In this 
configuration (used for all five application tasks), 
one input measurement vector is assigned to one 
SPP array word location, 


The common register is repeatedly loaded 
from.CM and stored into the 256-bit-long "X" 
processing element (PE) register until the X reg- 
ister is full. When full, the 256-bit X register 
is dumped into its own array in 265 nanoseconds 
using the 8-word X 8-bit array access mode (one 
of 256 access modes). The cycle is repeated until 
a particular component field is loaded and until 
all component fields are loaded. 


‘Data Ordering. When using the 8 word X 8 bit 
array access mode to store to the array from CM, 
the order of the 512 vectors loaded is scrambled. 
For all LACIE tasks that do not require the com- 
putation of statistics for a vector set, such 
scrambling has no impact because processing 
steps are performed on a per pixel basis. Thus, 
all processing steps for a given vector involve 


only field locations in the one word assigned to 
it. Ultimately, the output vector data produced 
as a result of processing (e.g., the classification 
index for the vector when a classification task is 
called} is located in the word associated with the 
vector. Asa result, data transfer to control 
memory uses the inverse steps used in the data 
transfer from control memory. Writes become 
reads, reads become writes, etc. The same 8- 
word X 8-bit array access stencil is used for both 
directions of data movement. 


The statistics task requires an ordered data 
base. When this task is executed, the goal is to 
achieve the statistical characteristics of the set 
of vectors that are found within known geographi- 
cal boundaries (test fields). This data is always 
sent to the SPP as a contiguous set. No set labels 
are shipped with the data, and so order and a vec- 


tor count for each set are used to distinguish vec- 
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tors of one set from those of another set. After 
the statistical quantities associated with the indi- 
vidual vectors are produced, they must be summed 
over the set. The across-vector summing proce- 
dure requires that data for the vectors of a set lie 
in contiguous words within the arrays. 


Ordering of 512 8-bit items requires less 
than 8 microseconds. Such rapid ordering execu- 
tion times are possible because of the flexible 
routing capability of the routing network associ- 
ated with each array and the high bandwidth path 
to the array memories. : : 
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Figure 5. Measurement Vector Layout. in STARAN Array 


LACIE Word-Oriented Arithmetic Operations 
(Conventional). During the execution of a LACIE 


task, measurement vector data loaded into the 
SPP array fields may be subjected to one or more 
of the following assembly language supported ar- 
ray arithmetic operations: (1) field-to-field add, 
subtract, or multiply; (2) field-to-common add, 
subtract, or multiply; and (3) field absolute value. 


Initially, the 8-bit-wide vector component 
data is unsigned; the STARAN assembly language 
(APPLE) does not support unsigned operations. 
Thus, all component data were biased down by 128. 
Then the value of each component lies in the inter- 
val from -128 to +127, inclusive, a number range 
that is accommodated using an 8-bit field that in- 
cludes a sign bit slice. It was particularly simple 
to offset the data since it only required that the 
most significant bit of each field be complemented. 
At the expense of 125 nanoseconds, each lead bit 
slice of a component field is complemented as it 
is loaded into the X register of the processing reg- 
ister group and restored into the same bit slice of 
the arrays (at the expense of 265 nanoseconds). 
Thus, biasing operations expend about 8 nanosec- 
onds/vector component. 


For the statistics task (or for statistics-type 
processing performed inside various variations of 
the iterative clustering task), covariance values 
need to be computed. The first step performed to 
determine the covariance values for a set of vec- 
tors is to find all cross products of the components 
of each vector. These multiplies are performed 
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during task execution using standard STARAN ar- 
ray field*field multiply routines; answers are 
placed into a 16-bit: scratch field to await addi- 
tional across-word processing. To get a compo- 
nent field times a component field cross product, 
an 8 bit X 8 bit field multiply is executed. Such 


an operation expends about 50 microseconds (or 


about 100 nanoseconds/component pair). 


It should be noted that the SPP uses no multi- 
ply hardware. Multiply times are dependent ona 
software program. It can be shown that field*field 
computation times are directly proportional to the 
product of the number of bits in the multiplier and 
multiplicand. It is clear that, to achieve highest 
multiply execution rates within the SPP, field 
lengths must be minimized. Since the APPLE 
assembly language was designed to accommodate 
arbitrary field lengths and arbitrary field starting 
locations, it provides convenient means to exploit 
any reduction in field length that can be justified 
by physical problem constraints. 


A particularly straightforward example for 


such exploitation occurs in the "assign measure- 


ment-vector-to-cluster" phase of the clustering 
tasks. The "distance" of each measurement vec- 


ae from a cluster center 


(as defined by a cluster mean vector, (oe bos ---, 
pe), is determined according to the distance, d , 

n C;p 
definition: | 


where p is the pixel index, c is the cluster index, 
i is the vector component index, and N is the di- 
mension of the vector space. Each component 


P 


value x, is defined as an 8-bit signed integer. 


The following describes how the distance 
computation is achieved. The L statistics are 
received from the host as single precision float- 
ing point numbers. Within the SPP, the be values 
are converted to fixed point (23 bits), biased, sign 


changed, and then stored as within the SPP 


c 
(-w 
high-speed data buffer segment of control memory. 
The operations described are accomplished as part 
of the initialization operations for the clustering 
task. Distance measurements for all of the 512 
20-component measurement vectors are calcu- 
lated in one millisecond. 


Since 30, 000 arithmetic operations (adds, ab- 
solute values) are performed when finding vector- 
to-cluster distance, the time to execute one "aver- 


Bis 2 Cc 
age" operation is about 35 nanoseconds. If H; were 


reduced to 13 bits, this execution time would be 
nearly halved. 


Word-Oriented Arithmetic Operations (Spe - 


cial), A constant concern that existed in the SPP 
software design phase of the LACIE program was 
related to array-memory resource management. 
Since the SPP has 256 bits/word and since provi- 
sion must be made to hold a maximum of 20 vec- 
tor components inside the array, only 96 bits of 
field space remained to accommodate various 
scratch storage and processing storage fields. 
The price of ignoring the array storage constraints 
would have been costly from the standpoint of pro- 
gram execution time since data that could not be 
stored within the arrays would have been required 
to be swapped back and forth between control 
memory and array memory via the common reg- 
ister funnel. | : | 


A two-pronged strategy was pursued in the 
effort to hold down field space requirements for 
classification tasks. 


First, the classification algorithm was ex- 
amined to see whether constraints could be im- 
posed on the size of the numbers encountered in 
generating the maximum likelihood pixel-to-class 
assignment confidence number. The original con- 
fidence number for a pixel, p, tested against a 
class, c, namely, Ps o Was described by 

i - 
oe 7K + 1/2 (xP - ue) re oo ame sa 


. c-l « Sie: * a fe Po ; . 
where [ is the inverse covariance matrix for 
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C ; 
class c, U is the class c mean vector, XP is the 
measurement vector associated with pixel p, and 


K is ana priori established biasing constant. 


In investigating the constraints on the range 


c-l 
of values of the elements of [ , it was observed 
that the inverse covariance matrix could be ex- 
pressed as a product of a lower triangular matrix 


; e=1 BHO” <1 
and its transpose. [ = L L_, and so the ex- 


pression for h e could be expressed in terms of 


the inner product of the vector RP?< = L“(xP = 


Cc 
U ); that is, as 


K° + 1/2 [Lo (xP - ue) : 


L (xP - 


h = 
Pee 
The theoretical importance of this formulation is 
the fact that it can be proven that the components 


of RP’ © have a variance of 1 when a pixel is indeed 
a member of the class c. The very necessary con- 
dition for managing array field sizes within the 
SPP - a constraint on the maximum number size - 
was present. 


The form for RP? © was massaged further to 
put it in the form 


RO eo oe a Ue 


The leftmost product in RP’ © apove is both pixel 
and class dependent and so will change for each 
pixel; the rightmost product is strictly class data 
dependent, and the components of this vector need 
be generated only once for each vector, independ- 
ent of the number of pixels that need to be classi- 
fied. 


The importance of this form, when using the 
SPP's architecture, cannot be overemphasized for 


it suggests a different processing order from that 


suggested by the earlier form. The earlier form 


suggests performing the (xPuS) subtraction first 
and the matrix/vector multiplication second. In 
the LACIE classification programs, the class 
mean vector components were defined as 8-bit 


signed integers with 15 fractional bits; the xP 
components are 8-bit signed integers. The dif- 
ference vector would require 24 bits. Thus, if 
the L matrix elements are described by 24-bit 
signed fractional bits (after normalizing so that 
the largest element of L is set to lie in the inter- 
val of 0.5 to less than 1), then the L times differ- 
ence vector multiply operation requires N(N + 1)/2 
24-bit*24-bit common-times-field multiply oper- 
ations (where N is the dimension of the vector). 


The latter form suggests performing the ma- 
trix measurement vector multiply operation first 


| C226 
and then subtracting the L U vector. Suchan 


order of processing requires N(N + 1)/2 multiplies, 
as before, but the multiply operations are 8-bit* 
24-bit common-times-field multiplies. The latter 
multiplies will be executed nearly three times 
faster than the former multiplies. Furthermore, 


the latter product. conserves field space much . - routine can typically add vertical groape counting 
better than the former procedure, since a much | 256 16-bit items (one group per array), grouped 
shorter product field (32-bits) is produced. 7 arbitrarily, in about 100 microseconds. 


Despite the use of constraints to minimize 24 oP | 
field widths, the 96-bit-wide available field space - Results 
proved to be too small to contain all the fields re- 7 > y | 7 
quired by APPLE to perform the algorithm. Thus, General Commentary 
the strategy of writing special subroutines to re- 
duce field space was employed. In particular, a | The LACIE eegensacs advantages of the SPP 
over the previous 360/75 are functionally dependent 
cup upon; (1) algorithm organization (the ability to ex- 
ment of L X*; namely, the sum : _ploit parallelism); (2) number of data channels; 
| , | _-—s« (3) number of signatures (classes/clusters); 
N es =e: . 3 (4) number of pixels (vectors) per quantum of sys- 
| > | xP ; tem workload (job); (5) SPP setup time (formatting 
ee i | JoJ _ of vector transfers to and fromthe SPP); and | 
| (6) data base retrieval rates. 


special routine was written to produce the Pigs ele- 


ct 


: h 
where {. .is sae i row Aa column element of ae | 
Le 4 The effects of thieise drivers are mutually de- 


L° and x. is the fa row element of the vector XP, pendent and difficult in many cases to distinguish. 

J The sampling of results provided below will be gen- 
erally treated in terms of these driving functions, 
with only a few specific comments in order, as 
they relate to computational idiosyncracies of the 

individual algorithms. Some preliminary remarks: 


The routine adds the product directly to the accu- 
mulation field and so by-passed the need fora 
product field space allocation. 


A second special routine was written to con- | 

First, in general, a LACIE image consists of 
22,932 data vectors or up to four such sets of vec- 
tors. The number of channels (dimensionability) 


serve field space when squaring the R°’P element. 
Rounding was introduced within the squaring oper- 


ation so that the square field, and RP*© element ranges between | and 20, although in practice the 
field could both overlay the accumulate field pre- | pattern recognition processes in the production 
viously discussed. A side benefit of the squaring system are executed normally on 4, 8, 12, or 16. 
routine is that it executes about twice as fast as _ channels. A maximum of 60 signatures for. clas- 
an equivalent field*field multiply operation even sification may be defined; practically, this value | 
when no rounding operations are required. remains Ordinarily between 10 and 30. Other sys- 
re | | _ tem delimiters, as described under "LACIE Algo- 
The dual strategy for managing field space in rithm Execution," are generally exploited oper- 
the maximum likelihood classification program -  ationally across their entire range. Extensive 
was. successful; no control memory was required testing of the SPP software in the production en- | 
to hold intermediate results when executing this vironment confirmed both logical and performance 
task. For the mixture density task, it was not _ timing behavior of the system throughout the range 
possible to preserve enough field space for large of software specifications, 
dimensioned vectors and so the control memory | | 
had to be substituted for array memory when vec- Second, the historical driver of the 360/75- 
tor dimensions became sufficiently large. Never- based LACIE/ERIPS performance was the CPU. 
theless, the array field management procedure In the SPP configuration, principal limitations on 
reduced the need to access control memory. throughput are, in practice, the retrieval func- 


; tions from the imagery storage medium, the IBM 
Across-Word Arithmetic Operations. Arith- 2314 disks. Only on jobs of significant complexity, 


metic operations discussed (whether conventional specifically classification exercises on 12 channels 
or special) were all performed within words. Only or greater with discrimination of more than 20 

the X, Y, and M PE register bits associated with classes, does the system perform in an SPP CPU- 
a word were involved in executing such operations. bound state. Development of an imagery data re- 
Yet, when performing statistics processing tasks, trieval technique (Ref. 7) has ensured optimal ex- 
it is clearly evident that statistical entities must ploitation of the disks for the peculiarities of the 
be added across words. Thus, to get the sum of | LACIE application, but the disks generally remain 
first components of a set of vectors within the ar- the system driver. Direct access to the imagery 
ray, all items within an interval of a field column on the ITEL 7330 data base would permit signifi- 
must be added together. To support such require- cant throughput improvements for most LACIE 
ments, a special vertical add routine was devel- jobs; such implementation may be made at a later 
oped. To use the routine, an auxiliary bit slice date, as necessary, but current performance (al- 
that marks the end of a vertical group of entities — though suboptimal because of 1/O) satisfies exist - 
must be available. The routine adds all items be- ing resource constraints. 

tween end marks and places the sum in a field (spe- 

cified by the calling sequence to the routine) adja- Third, as discussed previously, SPP arith- 
cent to the end marks of a logical group. The metic is field-length dependent in performance 
routine makes extensive use of the shift capability characteristics. The LACIE applications speci- 


of the STARAN routing network; because of it, the fications dictated effective equivalence with 360/75 
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floating-ppint arithmetic results for purposes of 
continuity; this stringent requirement on the SPP, 
which was achieved, is not statistically justified 
on the basis of measurement vector variance, and 
legitimate results of processing can be obtained 
via shorter fields than employed with significant 
performance advantage. 


Fourth, in a comparison of pre- and post- 
SPP timing, the control base was modified to 
some extent in software that could have affected 
360/75 applications performance; that is, certain 
360/75 system software routines were optimized 
at the time of SPP implementation. These changes 
could, to some extent, be reflected in the timing 
figures given below for pre-SPP algorithms, but 
the figures shown display pre-SPP results without 
such system changes. Further, the adaptive clus- 
tering algorithm was extensively and theoretically 
modified when incorporated into the SPP; the ob- 
jective was to maximize the benefits of parallelism 
and to utilize spatial as well as spectral data char- 
acteristics. The result has been a technique of 
improved convergence and stability, but no direct 
(timing) performance comparisons can be made 
with pre-SPP results. 


Statistics 


_. Statistical processing ordinarily occurs fairly 
rapidly in the LACIE system and was included in 
the SPP development for consistency with the no- 
tion that all pattern recognition processors ofa 
pixel-dependent type would be SPP-resident. Also, 


the STATS routine is invoked in the body of ITCLUS; 


SPP implementation reduced organizational com- 
plexities. LACIE characteristics, however, in- 
clude occasional and numerous small (<20 pixel) 
fields on which processing must be performed, 
SPP performance is severely compromised via 
system overhead on such jobs. Occasionally, SPP 
STATS is slightly slower even than the 360/75 
STATS, but has never been less than 90 percent 
of 360 rates (on tasks of four to five seconds). On 
larger fields and on large channel set jobs, the 
SPP performance advantage reaches about 3 to l, 
but 360/75 execution would not be deleterious to 
the system because the process rarely requires 
more than 20 seconds on the 360 in the most com- 
plex LACIE cases. 


Cluste ring 


| An adaptive/iterative clustering exercise was 
defined for a benchmark as follows: 500 X 200 


| (107) vectors, 16 channels, to be distinguished into 
10 clusters in an artificial data set. Results: non- 
SPP required 35.1 minutes, SPP required 37 sec- 
onds, a performance gain of 57 to 1. 


Figure 6 shows typical LACIE results for 
22,932 vectors, under various channel set sizes 
and (implicity) discriminated clusters.. Perform- 
ance gains are less than for the benchmark, re- 
flecting system overhead penalties for smaller 
data sets, but demonstrating the I/O constraints 
driving the SPP on complex applications and sig- 
nificant performance improvements (up to 15 to 1) 
normally experienced. | | 
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Classification 


A classification benchmark was defined as fol- 
lows: MAXLIK, 4 channels, 10 classes, 2340 x 
3240 vectors (7.58 million pixels). Results: pre- 
SPP, 105 minutes; SPP, 8.15 minutes, a perform- 
ance gain of 13 to l. a 


Figure 7 shows MIXDEN results on LACIE 
images of 22,932 vectors under various channel 
set sizes and 20 defined signatures. As in clus- 
tering, system overhead diminishes performance 
factors on smaller segments of data, although the 
trends are clearly I/O driven. MAXLIK, organi- 
zationally essentially identical to MIXDEN, pro- 
duces timings approximately 20 percent less for 
both SPP and non-SPP. 


TIME (SECONDS) ———————>- 


NUMBER OF CHANNELS ————————- > 


Figure 6. Iterative Clustering Timings 


360/75 STAND-ALONE 


‘TIME (SECONDS) ————_——-——-> 
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Figure 7. MIXDEN Timings 


Conclusions . # that this utility will continue for several years, 
and particularly that this essentially research- 


The SPP has satisfied and exceeded perform- oriented system will offer highly beneficial guide- 
ance specifications originally defined. The sys- lines toward the development of true production 
tem performance can be significantly improved, systems, for agricultural and other purposes, 
when necessary, by modifications in the host data employing multispectral scanning data. 


retrieval technology without impact to the SPP 
software or addition of arrays. Within the LACIE 


context, the most tangible improvements have been | References 

in processes (clustering, classification) that were 

previously prohibitively expensive users of host I. NASA/JSC, ERIPS Requirements, Change 6, 
resources. .Due to host 1/O constraints, the sta- Document JSC-10152 (SISO- -TR-514), Nov. 
tistics function on the SPP, as anticipated, offered 1975. 

relatively little improvement except in exotic test 

cases involving inege data sets. 2. IBM Federal Systems Division, Houston, 


Texas, Large Area Crop Inventory Experi- 


Additionally, the SPP sfoeaa users of pee ment (LACIE) User's Guide, Revision 6, 


resources remote sensing technology access to 27 Feb. 1976. 

computationally feasible spatial/spectral data | | 

analysis techniques (e. Ze, adaptive clustering) 33 K. E. Batcher, "The Flip Network in 

that have heretofore been clumsy or burdensome STARAN, " 1976 International Conference 

on serial devices. Extensions and modifications on Parallel Processing, Aug. 1976. 

to this methodology are in progress, for investi- : oe 

gative and possible production purposes. 4. K. E. Batcher, "The Multi-Dimensional 

| | Access Memory in STARAN," 1975 Saga-_ 

As anticipated prior to the SPP procurement, more Computer conference on Parallel 

additional requirements, both modifying existing Processing, p. (. 


algorithms and proposing entirely new analytic 
techniques, are currently in development in LACIE °% L.A. Gambino and R. L. Boulis, "STARAN 


as SPP functions. These schemata, including "it- _Complex - Defense Mapping Agency, U.S. 
erative" classifiers and several varieties of tem- Army Engineer Topographic Laboratories, " 
poral change classifiers, previously have been 1975 Sagamore Computer Conference on Par- 
possible only on limited amounts of data due to allel Processing, pp. 132-141. 

serial device limitations. Access to the large | aos a 
LACIE data base and the performance improve- 6. E. W. Davis, "STARAN Parallel Processor 
ments of the SPP are permitting extensive study System Software," 1974 National Computer 
of these techniques prior to production system ; Conference, AFIPS Proceedings, Vol. 43, 
inclusion. pp. 1?-22. 

In-summary, the LACIE environment, includ- 7. A. E. Pape and D. L. Truitt, "The Earth 
ing high throughput requirements in a quasi- Resources Interactive Processing System 
production system anda requirements flux ina (ERIPS) Image Data Access Method (IDAM)," 
technologically and theoretically developing dis- Symposium on Machine Processing of Re- 
cipline, has demonstrated the cost-effectiveness motely Sensed Data, 29 June, 1976. Purdue 
and utility of a programmable SPP. We believe University, West Lafayette, Ind. 
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SUMMARY 


A simple frequency-domain filter 
Operation on a 1024 x 1024 pixel image 
requires approximately 80 million real 
floating-point multiplications. Image- 
processing at rates of approximately 
1 frame/second is therefore beyond the 
reach of any sequential computer. Taking 
advantage of the high degree of paral- 
lelism inherent in all image-processing 
algorithms, a parallel computer architec- 
ture, the G-471, has been developed (see 
W. W. Gaertner, "Architecture for a 
Highly Reliable Parallel Computer Sys- 
tem", Proc. 1975 Sagamore Computer Con- 
ference on Parallel Processing, p. 125) 
which consists of an array of floating- 
point hardware-enhanced microprocessors 
and a large multiported common memory 
under the control of a sequential com- 
puter. A typical configuration as shown 
in Figure 1 achieves 100 MIPS and con- 
tains 16 Mbytes of 500 ns memory. This 
paper analyses the parallelism in such 
image-processing algorithms as two- 
dimensional Fourier transforms, table 
look-up filters, low-pass, high-pass 


and band-pass filters, homomorphic 
filters, constrained least-squares 
filters, Wiener minimum mean-square 
error filters, parametric Wiener filters 
etc., and presents the equations which 
determine the number of additions, 
multiplications, divisions, log and 
exp operations to be performed, as 
well as the amount of high-speed 
memory required to hold interim re- 
Sults during processing. 


It is shown that a large memory 
bandwidth between the processing- 
element array and the mass memory is 
as important to the throughput as the 
processing power of the processing 
elements themselves. 


Finally, the relationship be- 
tween throughput and hardware costs is 
derived, leading to the conclusion that, 
in image processing, a computer of pro- 
per architecture can have a performance/ 
cost ratio 2 orders of magnitude higher 
than that of a large sequential com- 
puter. 
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= hametee J. Krygiel 

Defense Mapping Agency 
Aerospace Center 

St. Louis, MO 63118 


‘Summar 


The Hadamard Transform, if he BORea in a 
straightforward manner, requires N@ additions/ 


subtractions for the one-dimensional case, where © 
A number of . 


N equals the number of data points. 
authors [1, 2, 3,-4] have provided computational 
algorithms for a fast Hadamard Transform (FHT), 
requiring N logy N additions/subtractions. | 
algorithms have been implemented on a variety of 
sequential processors. The aheT Sten vah one voy 
in certain characteristics. 


However, | 
(1) Their basie approach is analogous to 
the method of the Cooley-Tukey fast Fourier 
transform (FFT), typified by the FFT butterfly, 


with replacement of the multiplication: factors by 


the +1's of the Hadamard matrices. 


(2) Even though the algorithms differ in 
“speed, they are all 0 (N log, N). 


A decimation in ee as Hadamard butterfly 
can be described as: 


Xn+1 (P) im (p) + X, (a) 
Xn (q) = X, (p) = es (a) 


where X = input signal vector of N points 
m = iteration level 

P> @ index the pairing of data so that the 
separation of points is N/2™. 
There are N/2 butterflies for each level and 
logoN levels giving 6 (N logs N} epareueens> 


Using a Similar aieonttimie approach but em- 
ploying a parallel processor operating on N data 
points. simultaneously, a reduction in computa- | 
tion time on the order of N should be achieved, 
i.e., 6 (N log, N) > 98 (Log, N). 7 


An FHT was implemented on a standalone four 
array STARAN at the DMA/ETL Facility [5]. The 
algorithm is a one-dimensional decimation-in- 
frequency FHT subroutine operating on a maximum 
of 1024 16 bit data points; the original vector 
and intermediate results are destroyed. In all 
cases, N processing elements are used. The 
arithmetic is fixed integer. 


Data is moved into the arrays; then, for each 
iteration, every point has its copoint on the 
butterfly positioned alongside. This is done 
using a columwise rotation when N/2™ < 256;. 


otherwise through the appropriate array to array 


movement of data. The required data fields are 
complemented, and then addition (or subtraction) 
of the pair transpires. While the objective 


These 


[3] 


would be to complete each iteration in one arith- 
metic operation, several sources of overhead. 


exist: 


- proper pairing of the data medaes includ- 
ing setup for inter-array movement for the . 
512 and 1024 point cases. 

- complementing half the data fields to 
avoid a two operation penalty ~ N/2 addi- 

tions followed by N/2 subtractions - so ~ 
that a single parallel addition on N date 
‘points is sufficient. 

- testing N for appropriate actions commen- 

| surate with the foregoing. 


Execution times attained for the FHT on 


_STARAN using Page Memory and the High ‘Speed Data 


as are: 


N Arrays Time® 
66 ae: 288us -. 
256° | a 380 us 
512 - 2 459ps 
1024 4k 538 us 


*Times do not reflect set-up for moving data to 


the arrays or mask eceer oe for complementing. 


Placing the FHT eepecacine in Bulk Core degrades | 
speed by - 2.5X. Normalizing by N after two 
ealls of the subroutine requires 10-l2us. _ 


Results are impressive; an order N reduction is 


not achieved primarily due to the slow bit serial 
nature of STARAN arithmetic. 


FHT [3] implemented by the author on UNIVAC 1108. 
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“Abstract -- The only model of logically con- 
current, asynchronously interacting processes 
which has had real impact on.the design and im- 
plementation of processes is that of programs in 
execution which communicate through shared vari- 
ables. It is shown that this model cannot be 
formalized successfully for general purposes. 
An alternative model based on message communica- 
tion, which can be formalized successfully, is 
proposed. A comparison of the two models with 
respect to mutual exclusion of concurrent pro- 
cesses sharing a data base is used to argue that 
the message model is as intuitive as the shared 
variable model, but richer in the computational 
Structures offered to the designer. 


Introduction 


The existence and importance of processes as 
the fundamental dynamic units of computation have 
been recognized for some time. It is now common 
for textbooks to discuss logically concurrent, 
mutually asynchronous processes and their inter- 
actions. . 


It is clear that the only conceptual model 
of interacting processes which has had real im- 
pact on their design and implementation is that 


of programs in execution which communicate through 
shared variables. It has led to the definition of 


powerful programming language primitives such as 
semaphores ({1]), conditional critical regions 
({[2]), and monitors ([3]). The purpose of these 
primitives is to help the programmer use shared 
variables correctly and conveniently, within the 
confines of certain common structures. 


This paper will argue that a "universal" (in 

a sense to be defined shortly) formal model of a 
' process is needed, and that conceatration on 
Shared variables has been an obstacle to develop- 
ment of a useful one. In the remainder of this 
section the characteristics and flaws of shared 
variable communication will be examined, while 
the third presents an alternative model based on 

message transmission. In the fourth section the 
_ two models are compared with respect to mutual 
exclusion of concurrent processes sharing a data 
base. 


A universal formal process model is one which 


can serve as a paradigm in the sense of [4], a 
conceptual framework in which problems are formu- 


lated and solutions are communicated. The partial 


recursive function is a paradigm for the study of 
computability and the program is a paradigm for 
the design of algorithms, but the introduction of 
concurrency and time-dependence has made both 
unsuitable as paradigms for dynamic computation. 


To be less grandiose, a universal formal 
process model would be a design tool. It would 
provide a "language" in which to express ideas 
precisely at any level of abstraction with un- 
necessary constraints on lower levels considered 
harmful. Once a design was formulated, it would 


be subject to algorithmic analysis, formal proof 


techniques, optimizing transformations, and other 
results of theoretical research. 


From these uses for the formal model, the 
criteria of naturalness, usefulness, and gener- 
ality can be derived. The model should be appli- 
cable to familiar situations without undue 
contortions, it should exhibit properties which 
facilitate formal manipulations, and it should 
include the largest possible class of digital 
phenomena (without sacrificing naturalness and 
usefulness). 


There is certainly no scarcity of formal 


models of parallel computation ([5], [6], and 


[7] are good entry points into the extensive 
literature). These have not been developed in 
the direction of paradigms, however; rather, 
the role of a paradigm would be to make the re- 
lationships among them, and between them and 
practical programming, clear .(a) 


For example, a Petri net is a good model 
for studying properties such as correct synch- 
ronization and freedom from deadlock. It is 
possible to represent relevant characteristics 
of a process design as a Petri net and then 
verify that it has these properties. But Petri 
nets will never have much influence on the design 
of processes because (1) a Petri net repre- 
sents only a small subset of the properties of 
a process, and (2) a Petri net is too far removed 
from the control and data structures of programs, 
and the allocation of physical processors to then, 
to guide the designer in constructing a process 
whose model is a Petri net. 


As mentioned before, only the programs-with- 
shared-variables model has had such influence, 
and if it could be formalized successfully for 
general theoretical purposes, that formalization 


(a), : | 


Actually, many of the relationships among them 
have been clarified in [7]. It is the rela- 
tionship between formal models and practical 
programming that is poorly understood. 


would be a strong candidate for paradi 
fortunately, any formalization of Oy ae incon- 
sistent with even the loosest interpretations 

of naturalness, usefulness, and generality. 
Therefore, the search for a process model which 
is a conceptual aid to the designer, has univer- 
sal or near-universal applicability, and can be 
formalized well enough to serve as the basis for 
theoretical study, is not over. 


Shared Variable Models 


. Shared variable models of asynchronous inter- 
action arose because programs running under. 
multiprogramming systems communicate efficiently 
through shared memory locations. The major work 
on shared variable modeling appears in [9] (the 
information structure model of [8] is equivalent), 
and the formulaticn here resembles Horning and 
Randell's strongly because they seem to have found 
the only one which works! Our intention is to . 
capture the essence of all possible shared vari- 
able models. 


Let us first consider an isolated process P. 
It has.a state space S , the set of all possible 
states s in which the process can be. A 
computation of P is a sequence (finite or in- 
finite) of members of S. 


If P is to interact asynchronously with 
another process, then the processes must share 
some portion of their state spaces. So that this 
portion can be identified, states must be divided 
into a fixed number of named components, called 
variables. Each variable v has an associated 
value space V containing all the values it can 
assume, Thus S is the set of all combinations 
of values. of the individual state variables. 


A change in the state of P. is called a 
process step, and occurs through assignment of 
new values to variables. This is formalized as 
an action relation f , whose domain is S&S and 
whose range is the set of all.sets of assignments. 
An assignment is a pair (v,u) where v is the 
name of a variable and. u is a member of its 
associated value space. 


Assuming that we know what it means to apply 
a set of assignments to a state, then a computa- 


(b) 


A formalization problem which this paper 
ignores is that of programming language seman- 
tics. Wegner defined a formal process model 
called an information structure model ([8]) 
for the purpose of defining and proving asser- 
tions about language semantics. The emphasis 
here is on how a model handles asynchronous 
interaction, since the need for a dynamic 
model of computation has only arisen with 
logical concurrency. | | | 
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tion of P is a sequence of states s : oe 
such that s, €S (i 20) and 

the result of applying some member of ect ) és 

s,(i > 0) ¢¢ This is shown in Figure 1. 


S.geee 


each state is divided 
into variables 


process step: application of 
some member of f(s.) 


Figure 1. A computation of an isolated process. 


As long as a value of. f(s;) contains no. 
two assignments with the same first element, its 
application is straightforward: all variables | 
v with no assignments (v,u) in the set retain 
their former values in sj4 ], and all variables 
v with assignments (v,u) in the set take on the 
values u in Si4.-° 


The case of two assignments to the same 
variable is a race condition, or conflict. It 
would do absolutely no good to define it away at 
this stage, because it will reappear when we 
compose processes, anyhow. To deal with it, we 
have exactly two choices: to make the resultant 
value of the variable one of the assigned values 
nondeterministically, or to make it undefined. 
Rather than letting computations be stopped 
dead by undefined states, we will choose the 
former. Thus a process is deterministic, meaning 
that only one computation can be generated from 
a given initial state, only if (a) the action 
relation is a function, and (b) no value of the 
action function contains more than one assignment 
to the same variable. 


Since theve-ts no mechanism through which a 
process .Pj can interact with external entities, 
the only way to study the interaction of P, and 
another process P, is to compose them, forming 
another process. This can only be done if their 
State spaces, S,; and S2, have some variables 


(ey 


The precise reason why the more complex action 
function, rather than a successor function 
(whose range as well as domain is S), must be 
used cannot be made clear yet. See footnote 


(d). 


in common. For simplicity, it can be assumed 
that shared variables have the same names in all 
sharing processes, and that all other variable 
names are unique. Then the state space of the 
composite process consists of all variables of 

Sj and Sg with distinct names (in other words, 
everything in S, and Sg except for duplicates 
of variables). 


Since the action relations of Py and P92 
are indivisible, the notion that P and Po 
are proceeding in asynchronous parallel translates 
to the statement that their relative rates are 
unconstrained. In other words, each step of the 
composite process should be interpretable as a 
step of P,, a step of Py, or a step of both 
(otherwise true parallelism would be excluded), 
and steps of each type can be arbitrarily inter- 
leaved. The three types are shown in Figure 2. 
Clearly the composition cannot be deterministic. 
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Figure 2. Possible steps of a composite process. 
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Even if Py, and P92 are both determin- 
istic, race conditions can arise when P and 
Py are both active in a step of the composite 
(Figure 2(c)), and each tries to assign a dif- 
ferent value to the same shared variable. As 
there is still no basis for deciding who won the 
race, the problem has already been dealt with 
as satisfactorily as possible in the single- 
process case. Thus a value of the action rela- 
tion f of the composite process, with argument 
s; of the composite process, is either (ay a 
member A of f 1 (sii), where A, is a set 
of assignments, f, is the action relation of 
Pj, and sj, is the portionof the state s,; of 
P common to the state of P,, (b) a member 
Ay of f£2(s3z2), defined as above on P2, or 
{A,:Aq E £1 (s41) }X{A,:A € f£2(s;2)}, where 
(Aj,A49) is interpreted to be the same as Ay U 
Aj. This definition implements the intention 
described in Figure 2, yheeeee Pj and P9 are 
deterministic or not. (4 


(c) 


This basic mudel is easily extended to com- 
position of several processes, initialization, 
etc. The reader who would like a more thorough 
explanation of shared variable modeling is en- 
couraged to read [9]. . 


The criterion of naturalness is violated by 
this model because race conditions cannot be 
resolved through indivisible operations on shared 
variables, as is commonly done in real situations. 
To see why, let us try to model a test~and-set 
instruction. It will take one step of the ex- 
ecuting process, and set a private flag variable 
to "go" if successful. Now if two processes 
execute test-and-sets in parallel on the same 
(unlocked) variable, both will perceive it as 
unlocked and set their flags to "go". This is 
not even a case involving conflict on the value 
of a shared variable, which might cause the state 
of the composite process to become undefined or 
doubly defined, because both sub-processes will 
set the value of the shared variable to "locked." 


(d) : . 
The shared variable model has been described 
informally because its formalization is very 
messy and adds no insight. This footnote is 

an attempt to explain why there is no simpler 
formulation. 

The formalization of a process step cannot 
be factored into separate pieces, one giving 
the effect of the process step on each variable. 
The reason is that in a composite process there 
is no way of telling which variable originated 
with each sub-process, and thus no way of saying 
that certain partial relations must always be 
applied at the same time as other partial 
relations -— yet unless this could be done, com- 
posite processes would produce nonsense. 

Given that the process step must be formal- 
ized as a single relation, the simple successor 
relation, whose value is the set of possible next 
states, fails because one cannot separate shared 
variables for special treatment when the process 
is composed with another. 


In practice, test-and-set instructions, 
semaphores, etc. work because of the hardware 
conflict resolution which prevents true para- 
llelism at that level. But since a formal model 
‘does not distinguish between hardware and soft- 
ware levels, it is not possible to remove some | 
parallelism without. removing parallelism alto- 
gether. 


There is, of course, a way to. enforce mutual 


exclusion on processes in this model: each com- 
peting process communicates with a central 
arbitrating process through its own shared vari- 
able. The problems above disappear because 
competing processes do not share variables with 
each other, and so all use of shared variables . 
occurs within a cooperative protocol. This 
solution does not seem to mitigate the fact that _ 
a major method of synchronization in real pro- 
cesses cannot be modeled. Furthermore, since 
the private shared variables resemble message 
buffers, it may be fair to say that this is a 
simple implementation of the concept of message 
transmission. The implications will be dis- 
cussed further in Section 4. 


The criterion of usefulness is violated by 
this model because shared variable descriptions 
do not correspond to reality unless the process 
step is limited to what can be accomplished ina 
single machine instruction. This is because 
steps of parallel sub-processes must begin and 
end at the same points in time. This situation 
can only be achieved in an implementation if 
(1) a sub-process waits until all its fellows | 
have finished their steps before it starts 
a new one, which is ridiculous; (2) the steps 
of all sub-processes always happen to finish at 
the same time, which is equally pret ewes Or 
(3) each step is a single machine instruct ion{©) 
which makes the model no more useful than an 
assembler listing. 


Ideally the action relation of a process 
would represent its internal computation (during 
which the process need not be in a well-defined 
state), no matter how complex it is. | 
Between steps the state is well-defined, and the 
process absorbs and emits. information. This 
allows delayed binding of the exact form of the 
internal computation and, consequently, hierar- 
chical design. | 


Since the process is asynchronous with 
respect to other processes, its steps do not 
have to be synchronized with theirs. This is 
the situation shown in Figure 3(a), and known 
to every designer of real concurrent processes. 
It cannot be simulated by the trick in 3(b) 


because that would force sub-processes to produce | 


well-defined states at arbitrary points in the 
middle of their steps. 


Ce) ae | 
_ And instruction execution on all sub-processes 
is synchronized. This will be discussed next. 


trary (finite, non-zero) delay. 
istic, and intended to include the largest 


to simulate: introduce extra states: 
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Figure 3. An invalid solution to the process 


step problem. 


Finally, the criterion of generality is 
violated by this model because it does not in- 
clude processes running in parallel on different 
nodes of a network. This is obvious from the 
preceding argument, in which it was deduced that 
initiation and completion of process steps on all 
sub-processes had to be synchronized. 


Another argument is that inter-node trans- 
mission delays are not modeled. We could, for 
instance, introduce a shared variable as a model 
of a one-way communication link between two 
processes. But as soon as one process writes 
in it, the information is available to the other 
process, which is not at all accurate. This 
structure is also susceptible to a criticism 
made before: Is it not a simulation of something 
else, i.e. message transmission? 


Togamearise the reasons ue ehaved vari- 
ables cannot be formalized successfully: to 
define a system of asynchronously interacting 


_ processes communicating through shared variables, 


it is necessary to make a stronger constraint on 
them than is desirable or possible in practice - 
that at any discrete point in time at which any 
state information is well-defined and observable, 
all state information must be well-defined and _ 
observable. Interaction between processes which 
can be formally modeled with shared variables is 
synchronized to some degree. 


The Message Model 


As an alternative, the process model defined 


in detail in [10] permits asynchronous communica- 


tion only through message transmission with arbi- — 
It is determin- 


possible class of digital phenomena for which 
deterministic modeling is feasible. Message 


_ modeling does not suffer from any of the problems 


discussed above because asynchronous sub-processes 


have disjoint state spaces. 


A sub-process which is internally synchro- 
nous, but interacts only asynchronously with its 
environment, is defined as an atomic process. 

An atomic process has a state space (of arbitrary 
structure), an initial state which is a member 
of the state space, and a total successor func- 
tion. An argument of the function consists of 
the present state of the atomic process, plus 
the queve of messages (also of arbitrary struc- 
ture) it has received since the last time it 
took a step. A value of the function consists 
of the next state of the atomic process, plus a 
vector of messages, each to be sent on one of 
the asynchronous source-to-destination message 
paths of which it is the source. The cycle of 
an atomic process is illustrated in Figure 4. 
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Figure 4. Cycle of an atomic process. 


Any atomic or external process can be a 
message source or destination. An external 
process is a component with the same behavioral 
capabilities as an atomic process, but it is 
outside the process being modeled. 


The sending and receiving of messages is 
modeled as follows. Between any two atomic 
or external processes there is at most one 
source-to-destination path in each direction. 
Each time the source atomic or external process | 
takes a step it can send at most one message _ 
on this path, which is received at the destina- 
tion some arbitrary positive finite time later. 
Messages do not pass each other on a source-to- 


destination path. At the destination sub-process, 
all messages received are saved in a single queue, 


in arrival order. 


In an atomic process, the actual destina- 
tions of the independent output streams are still 
unspecified. A process consists of one or more 
atomic processes plus a function which specifies 


these destinations. The separation between out- 


put streams and their destinations, and the sym- 
metry between atomic and external processes, 
provide great flexibility in composing and de- 
composing processes. A possible process config- 
uration is shown in Figure 5. 
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Figure 5. A process configuration. 


In [10] it is explained how the behavior 
of external processes is specified, how the 
relative rates of atomic processes, external 
processes, and transmission delays are specified, 
and how such a system is simulated determinis- 
tically. Examples are given indicating that this 
model satisfies the criteria of naturalness, 
usefulness, and generality. 


Example: Sharing a Data Base 


In this section we consider a familiar 
problem: two concurrent “user™ processes must 
share a data base under conditions of mutual 
exclusion. In such a situation, shared variable 
modeling may seem the obvious choice (and may 
be theoretically sound, if the concurrency is 
simulated by multiprogramming and the modeling 
is at the machine instruction level). By con- 
sidering both models, we will show why the 
message model seems to be a more powerful con- 
ceptual tool, and where the ubiquitous shared 
variable program structures do fit in. 


In the shared variable view, the two pro- 
cesses share the space in which the data is 
stored, and use some cooperative protocol, 
based ultimately on hardware mutual exclusion, 
to ensure logical mutual exclusion. If each 


process passes control to canned programs to 
perform its part in the protocol, then we have 
a synchronization primitive such as a semaphore 
or critical region. If each process passes 
control to canned programs to perform standard 
operations on the data, then we have data 
abstraction ({11]). The combination of the two 
produces a monitor. 


This is indeed a practical structure, But 
the message model also includes it. It is 
only necessary to see that a monitor defines an 


atomic process(f) whose state space includes all 
the "shared data" - but since only the monitor 
process uses it, it is not really shared at all. 
The steps of this process consist of the execu- 
tion of a monitor procedure between initiation 
or awakening of a call, and termination or 
blocking of a call. The monitor process en- 
forces mutual exclusion on the data base by 
servicing only one access request during each 

of its steps. 


What distinguishes this process structure 
is the fact that the monitor process is never 
active concurrently with the calling user pro- 
cess - its logical subordination is echoed in 
the implementation strategy of passing the 
physical processor along with the call. This 
means that the monitor atomic process could not 
belong to the same process as the user atomic 
processes, because it is in no sense parallel 
to them. Where does the monitor fit in? 


In [10] it is shown that any process can be 
identified as a realization of a function (and 
certainly any computable function can be 
realized by a process). The data base and its 
monitor are employed by a user process as it 
goes about its business of computation. We 
can therefore conclude that the monitor is an 
atomic process in the process which realizes the 
successor functions of the user processes. Thus 
the users share the monitor process, not the data 
base, and new light is shed on the statement: 
"The main. difference between processes and 
monitors is the way they are scheduled for 
execution’ ([12]). 


A call on a monitor precedure is a message 
sent to the monitor atomic process by another 
atomic process in the lower level (implementing) 
process. It contains a request for service and 
parametric information. This structure is iilus- 
trated in Figure 6. 


(f) | | 
Strictly speaking, an atomic process exists. 
only as. part of a definition, and becomes a 
Sub-process (not necessarily proper, since a 
process need contain no more than one atomic 
process) of a process only when message 
eet inal tons are furnished. We may use 
"process", "sub-process," and "atomic 
process" to refer to the same entity, de- 
pending on which usage is most immediately 
appropriate. 
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Figure 6. Modeling of a monitor process. 


It is the efficient mapping of this logical 
structure onto a physical realization which 
produces: the familiar constructions. Once an 
atomic process has sent a message downward in 
Figure 6, it will enter a passive waiting state 
until an answer is sent upward. Therefore 
allocation of the physical processor follows the 
messages. Since a user process and its corres- 
ponding implementing process are really highly 
synchronized, message transmission between them 
can be implemented in the degenerate form of 
shared space, i.e. the state space of the user 
process. As for messages from the implementing 
processes to the monitor, only the service re- 
quest need be queued physically. The parameters, 
which are logically part of the message, are 
passed by reference. : 


In addition to this structure, the message 
model offers another: The data base process can 
be truly concurrent with the user processes, as 
might be expected if they ran on different nodes 
of a network. Even at a site where all proces- 
sors (real or virtual).share the same memory, 
there. may be.reasons why this is a good strategy. 
If the processors are real, as in an array of 
microcomputers, it is a way to distribute the 
workload among them. If the processors. are only 
virtual performance will not be affected, but 
the opportunities for explicit cooperation, © 
scheduling, etc. among the users of the data base 
are increased. 


In this. case, illustrated in Figure 7, both 
user processes. and the data base process are 


atomic sub-processes of the same process, with 
no constraints on their relative rates. It 
would be advantageous to centralize computations 
on the data in the data base process, both for 
modularity and maximized parallelism. 


user 
atomic 
process 


imflementing 
atomic 

process 
1 


process 
2 


Figure 7. Modeling of a concurrent data base 
process. 


In a multiprogramming or multiprocessing 
system with shared memory, general message 
transmission will be simulated by a virtual 
machine created by the operating system, as it 
is in the RC 4000 system ([13]). The actual 
implementation mechanism is likely to be a moni- 
tor, as described for the previous alternative. 


Thus we can arrive at a tentative charac- 
terization of shared variable communication, 
message communication, and their respective 
places in process design. It is at least pos- 
sible to model all mutually asynchronous pro- 
cesses as the sole owners of and operators on 
their state spaces, communicating with each 
other through messages. This is a high level, 
hierarchical concept which can suggest to the 
designer a variety of structures. 


The implementation of these structures is 
another thing entirely. Between computers, 
interaction will take the form of data communica- 
tion. Within a computer, message transmission 
must be simulated through memory which can be 
transferred fluidly from the state space of one 
process to that of the other. 


Here it is wise to take advantage of known 
logical constraints on relative rates and 
the amount of information which can be trans- 
mitted. In many cases it will turn out that 
a single shared variable is an adequate imple- 
mentation of message transmission between two 
processes. Yet it seems that much insight is 
lost by beginning with the relatively structure- 
less shared variables themselves. 


Conclusion 


Searching for a process definition that will 
be equally inspiring to programmers and theore- 
ticians, we find that models based on shared 
variable communication are formally shaky, and 
may encourage process designers to limit them- 
selves to a few familiar communication structures. 


_A model based on message communication is 
formally sound and apparently applicable to a 
wider variety of process structures. Yet it 
remains to be seen whether or not this model will 
ever have the impact that the shared variable 
model has had, because earlier work compatible 
with message transmission has not developed in 
the direction of influencing the design and im- 
plementation of processes. We are encouraged 
by the writing of [14], in which the message 
model suggested a high level design tool. 


It is the author's belief that differences 
of opinion about the relative appropriateness 
of these models have their origin in the unknown 
territory of degrees of synchronization. When 
processes are completely asynchronous, as they 
are on different nodes of a network, there is 
little doubt that they communicate through 
messages. Our attempt to formalize the shared 
variable model has shown that shared variable 
communication often succeeds because there is 
some degree of synchronization between the 
sharing processes, if only the hardware inter- 
lock on memory references. 


Although we currently take the view that 
useful degrees of synchronization will be des- 
cribable as special cases of the message model, 
more convenient descriptions may also be avail- 
able. We hope this paper has shown that those 
more convenient descriptions must be chosen with 
care. 
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Abstract -- A technique is presented for construct- 
ing an operating system as a hierarchical set of 
monitors. The hierarchy reflects and reinforces 
the system structure, and extends down to the 
system nucleus itself. The nucleus is in fact 
treated as a specialised monitor for handling the 
central processor. The technique has been used to 
write a small pilot system for a DEC PDP-15, and 
experience with the system is reported. The 
mutual exclusion problem for monitor procedures is 
discussed, and a viable solution suggested. 


Introduction 


The concept of a monitor has been developed 
by Hansen [1] and Hoare [2] as a tool for structur- 
ing an operating system. The idea is to control 
the resources of a computer installation by con- 
structing a scheduler for each class of resource, 
each scheduler being implemented as a monitor. 
A monitor may be regarded as a collection of 


procedures ‘for manipulating a resource, together 


with any necessary local administrative data. The 


integrity of data is maintained by making the 
execution of the procedures of a monitor mutually 
exclusive in time, and compile-time checks ensure 
that resources can be accessed only by means of 
the appropriate monitor. A detailed definition 
and notation is given in [2], and a particular 
implementation of monitors is described in [3]. 


Examples of resource scheduling monitors are 
a paging system [4], a single resource scheduler, 
a buffer access controller, and a ‘readers and 
writers' monitor for controlling multiple access 
to files [2]. These monitors function at the 
outer levels of an operating system, and rely for 
their implementation on facilities provided by 
the system nucleus. As far as we know there have 
been no proposals to extend monitor functions into 
the nucleus itself. 


In this paper we propose a methodology for 
operating system construction in which monitors 
are incorporated at all levels, including the 
nucleus. It is now generally accepted that operat- 
ing systems should be constructed in layers, each 
layer using the facilities of the layer below and 
providing facilities for the layers above. The 
advantages [5,6] are essentially those of applying 
structured programming techniques to non-sequential 
systems. The basis of our proposal is that the © 
various levels of an operating system can be 
implemented as a hierarchy of monitors in which 
the nucleus, or lowest level, is regarded as a 
specialised monitor for controlling the central 


and 
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processor. The advantages of this approach are 
1. unity of structure 
2. compile-time protection mechanisms 
3. the use of high-level language constructs 


at all levels, with a consequent increase in pro- 
grammer productivity and reduction of error rates. 


This methodology, which we call hierarchical 
monitors, is discussed in more detail in the next 
section. Evidence that the methodology is indeed 
useful has been derived by constructing a pilot 
implementation of a small system. The implement- 
ation is described in section 3, and the nucleus 
of the system is compared with that of a similar 
nucleus constructed entirely in assembly language 
along ‘traditional' lines. Our conclusion is that 
the overheads involved in the hierarchical monitor 
structure are small enough to be outweighed by the 
ease of implementation and the facility of 
compile-time checking. 


Hierarchical Monitors 


Two key problems in devising a methodology | 
for operating system construction are 

1. how to,impose a conceptual hierarchy on 
the system, i.e. decide which parts of the system 
should belong to each layer 

2. how to map the conceptual hierarchy into 
an appropriate software structure. : 


As far as 2. is concerned we hope to show 
that monitors are indeed suitable units for build- 
ing the structure. 


With respect to 1. a strong case can be made 
[7] for making the bottom two levels 

1. interrupt handler and dispatcher (low 
level scheduler) | 

2. interprocess communication mechanisms. 
Our proposals retain these two levels in the 
hierarchical monitor nucleus, where they are 
implemented as the CPU monitor and IPC (inter- 
process communication) monitor respectively (see 
figure 1). Other nucleus functions, such as | 
process creation and deletion, I/O handling, and 
memory allocation, are implemented as monitors in 
level 3, while the remaining system functions are 
in level 4. Level 5 contains user programs. The 
justification for this structure is as follows. 


Firstly, the only occasions on which the 
dispatcher need be called are 


1. after certain interrupts (e. g- time-out) 
2. after process completion 
3. 


when a process is blocked or awakened by 


use of a synchronisation primitive. ; 
In other words, access to the dispatcher is re- 
quired by nucleus functions only. 


Secondly, access.to the interprocess commun- 
ication primitives wait, signal, and queue [2] 
must be limited to monitor procedures only, while 
access to monitor procedures themselves can be 
allowed at any level. 


Hence three classes of privilege emerge: 

1. Access to the dispatcher - nucleus 
monitors only 

-2. Access to wait, 
monitors only 


signal, and queue - 


3. Access to other monitor procedures —- any 
level. 
In the structure of figure 1 this corresponds t 
1. Only levels 2 and 3 can access level 1 
2. Only levels 3 and 4 can access level 2 
3. Any level can access levels 3 and 4. 


Given suitable hardware this pattern of privilege 
could be enforced by implementing each level as a 
protection domain, and by including the. appropriate 
capabilities in each domain. However, if each 
level consists ot a set of monitors the following 
protection can be afforded without use of special- 
ised hardware. 


Compile-time protection. Monitor procedures 


can be called only by quoting both the monitor 
name and the procedure name. In an implementation 
of monitors such as that described in [3] these 
names need not be global to the entire system, but 
can be restricted in scope to those levels which 
have legitimate cause to use them. In particular, 
the names of the IPC monitor procedures (which 
implement the synchronisation primitives wait, 
signal, and queue) can be made known only to other 
monitors, and those of the CPU monitor made known 
only to nucleus monitors. .All data local to 
monitors, as well as the names of the resources 
controlled by them, can be protected compile- 
time enforceable scope rules. 


Run-time protection. The compile-time 


protection obtained by privacy of names can be 
supplemented by run-time checks applied on each 
monitor entry. Each time a monitor procedure is 
called the monitor can check the privilege level 
of the caller (held in an element of its process 
descriptor) before the call is allowed. The 
monitor thus acts in a manner similar to that of 
the MULTICS ‘gatekeeper’ [8] in validating 
transfers of. control from one level of privilege 
to another. It is worth noting that these run- 
time checks, which carry an obvious overhead, are 
necessary only when the implementation of monitors 
is such that the appropriate privacy of names 
cannot be guaranteed. 


Both forms of protection described above rely 
on all transfer of control being performed through 
the legitimate procedure call and return mechanists . 
They provide no defence against illegal jumps into 
the middle of procedure bodies, nor against the 
construction of illegal data addresses. Such 
offences can be prevented only by hardware 
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-protection mechanisms. 


in BCPL [9], using the implementation of monitors 


However, this should not 
be seen as a criticism of hierarchical monitors, 
since the same comment can be made whatever a 
system's method of construction. The authors' 
view is that the use of monitors provides a use- 
ful first line of protection at compile time, and 
that this can (and should) be supplemented by 
suitable hardware protection at run time. 


A Pilot System 


The hierarchical monitor methodology describ- 
ed in the last section was developed and tested 
by constructing a small pilot operating system 
for a DEC PDP-15 computer. The system was written | 


described in [3]. In this implementation a 
monitor is declared as a BCPL procedure, and pro- 
cedures belonging to a monitor are declared as 
further procedures within it. Mutual exclusion 
of monitor procedures is effected by disabling | 
interrupts on monitor entry and re-enabling them 
on monitor exit. We shall say more about this 
mechanism in the next section. 


A brief description of the monitors found at 
each level of the system (see figure 1) is given 
below. | 


Level 1 


This level contains the CPU monitor only. 
There are two monitor procedures - dispatch and 
interrupt (n). A call to interrupt acts in a 
similar way to the traditional extracode or super- 
visor call, and the parameter n is used to indic- 
ate the type of service required. Interrupt is 
one of the few procedures which need to be 
partially coded in assembly language (the others 
are concerned with driving I/0 devices). The 
descent to assembly language is made for saving 
and restoring machine registers, and also for 
handling externally generated (hardware) inter- 
rupts. 


The function of dispatch is to switch the 
CPU between processes. It saves the current pro- 
cess's environment, chooses the next. process to 
run, and restores the new environment. 


Level 2 


The IPC monitor is the sole monitor at this 


level. It contains the synchronisation procedures 
wait, signal, and queue. These procedures could 


of course be replaced by others if it were decided 
to base process synchronisation on a different: set 
of primitives. A listing of the IPC monitor is 
given in Appendix 1; it is hoped that the notes 
will make the monitor understandable even by 
readers not familiar with BCPL. Notice that the 
Boolean usermode (which is in each process . 
descriptor) is normally used by a.monitor to 
determine whether it -is being called from a user 
program, in which case exclusion has to be gained, 
or from another monitor, in which case exclusion 
has already. been obtained. In the case of the IPC 
monitor, which cannot be called directly from a 


user program, the exclusion should already have 
been obtained, and so usermode is used as an extra 
error check. Note also that both wait and signal 
call the CPU monitor to effect process switching. 


Level 3 


There are several monitors at this level - 
the memory monitor, the process monitor, and an 
I/O monitor for each peripheral device. 


The memory monitor contains procedures for 
allocating and retrieving memory. In the current 
system allocation is made in arbitrarily sized 
blocks from a free chain, but in larger systems 
the allocation algorithms could be expected to 
reflect the architecture of the machine involved. 
In a paged system the memory monitor would call 
an I/O monitor to transfer pages to and from 
backing store. 


The process monitor contains two procedures - 
one for the creation of processes and the other 
for deletion. Both procedures call the memory 
monitor, and deleteprocess calls the CPU monitor 
to effect process switching. 


Input and output is handled by an I/O monitor 
for each device. A typical monitor contains 

procedures for initiating transfers, and in 
the case of a shareable device such as a disc, it 
might also contain procedures for scheduling access. 
In the present system only teletype I/0 has so far 
been implemented (a listing of the teletype monitor 
is given in Appendix 2), but monitors for other 
devices would follow a similar pattern. The out- 
line of a disc monitor is given in Appendix 3. 


The interface between I/O monitor procedures 
and the interrupt handler should perhaps be elab- 
orated. The busy/ready status of a device is 
represented by a Boolean variable which is tested 
inside the monitor before I/O is performed. If 
the device is busy the requesting process waits 
on a condition variable associated with the device 
(see, for example, the teletype monitor in Appendix 
2). The interrupt handler signals the condition 
variable when the device interrupts to say it is 
ready. Some distortion of the hierarchical 
structure is necessary here: the interrupt hand- 
ler cannot be said to be called from the I/O mon- 
itor since it is certain that another process will 
be running when the interrupt occurs. In this 
specific case the scope rules of moniotrs are bent 
to allow the interrupt handler (part of the CPU 
monitor) to signal condition variables declared in 
an I/O monitor. It happens that this can be easily 
accomplished, since the interrupt handler and the 
device driver portion of an I/O monitor are both 
written in assembly language and hence can be 
assembled together. 


Level 4 


This is the level at which other system or 
user monitors occur. These monitors are concerned 
with such things as buffer allocation, file access, 
device allocation, and so on. Several typical 
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monitors have been written for the pilot system: 
experience with these monitors is described in the 
next section. Although level 4 at present con- 
tains all such monitors there is no intrinsic 
reason why it could not be split into several 
separate levels, with the monitors allocated to 
each level as appropriate. This method of ex- 
tending protection to the higher level functions 
might commend itself in large systems. 


Level 5 


All user (non-monitor) programs are found at 
this level. 


Construction of the pilot system establishes 
that it is possible to use the hierarchical 
monitor technique to build a system nucleus, It 
does not in itself establish that the technique 
is an improvement on already existing methods. 

As a control exercise the hierarchical monitor 
nucleus was compared with a similar nucleus writ- 
ten entirely in Macro-15 assembly language, but 
using the more traditional P and V operations as 
synchronising primitives. 


The overheads of the hierarchical monitor 
nucleus as opposed to the assembly language 
nucleus are 

1. the overhead of the high-level language 

2. the overhead of the monitor implementat- 
ion 

3. the overhead of imposing the hierarchical 
structure and error checks. It was found that in 
terms of the number of machine code instructions 
produced the total overhead was about 200%. Of 
this about half is caused by use of a high-level 
language: the code produced by our compiler is 
not very compact, and can be greatly optimised 
for such specialised cases as the system nucleus, 
We estimate that about half the remaining overnead 
is incurred by the way in which monitors are 
implemented (each monitor call involving two BCPL 
procedure cails and a case statement). Bearing 
in mind the possibility of a better compiler and 
a better implementation of monitors we suggest 
that the true overhead of the hierarchical monitor 
nucleus lies between 40% and 60%. Against this 
overhead should be set the compile-time checking, 
higher programmer productivity, and increased 
reliability afforded by the hierarchical monitor 
technique. 


We have already mentioned that part of the 
interrupt procedure in the CPU monitor is written 
in assembly language. This section of code, 
which tests device flags and saves machine regis- 
ters, is 82 instructions long. The lowest level 
of I/O, that of initiating transfers, is also 
coded in assembly language, as is the BCPL run- 
time system which comprises 

1. procedure entry and exit code 

2. arithmetic routines 

3. subroutines which operate on the run- 
time stack 

4. BCPL features, such as bit selectors 

5. BCPL routines, such as packstring, 


longjump, and lock 


which are implementation dependent. 
Nevertheless, over 90% of the nucleus is written 
in BCPL. Some change in this proportion might be 
expected if other forms of I/O were added, but 

- this change is not likely to be large since all 
I/O monitors need use assembly language only at 
the lowest level. 


The Mutual Exclusion Problem 


It will be reealled from the last section 
that interrupt inhibition is used in the pilot 
system as the technique for ensuring that the 
execution of monitor procedures by different pro- 
cesses is mutually exclusive. Although this gives 
rise to no problems in the pilot system, where the 
interrupt rate is relatively low, the length of 
time for which interrupts are disabled might be 
unacceptable in other, larger, systems. In this 
section we consider alternative means of ensuring 

‘mutual exclusion, and examine whether interrupt 
inhibition is in fact as dangerous as it appears. 


In considering exclusion mechanisms we make 
a distinction between ‘local’ and '"global' 
exclusion. By local exclusion we mean that only 
the procedures of each separate monitor are | 
mutually exclusive; global exclusion means that 
all procedures of all monitors are mutually ex-_ 
clusive. Clearly, only local exclusion is 
necessary to guarantee the integrity of the data 
and resources administered by each monitor. 


Unfortunately, local exclusion is difficult 
to implement in situations where arbitrarily | 
nested monitor calls are allowed. The difficulty 
(described more fully in [3}} arises in recording 


the exclusions acquired by a process which executes 


a nested sequence of monitor calls, and more 
particularly, in restoring those exclusions when 
the process is resumed after a wait operation. 
Consideration of this difficulty led to the 
decision to use a global rather than a local 
exclusion mechanism in the pilot system. 


We note in passing that if nested monitor 
calls are forbidden a suitable implementation of 
local exclusion is a ‘test and set' instruction 
which acts on a separate memory location for each 
monitor. An alternative is to use P and V 
operations on semaphores, but while this has the 
advantage of avoiding the busy waiting that can 
be incurred by a test and set instruction it has 
the serious disadvantage of adding another set of 
synchronising primitives to the system. 


The inhibition of interrupts is of course a 
(somewhat drastic) global exclusion mechanism. It 
can be used only when 

1. the time spent in executing a ‘monitor 
procedure does not exceed the crisis time of any 
interrupting device 
and | . 
2. there is only one CPU in the configurat- 
ion. : ee 
We examine these conditions (both of which are 
satisfied in the pilot system) in turn. 


The crucial factor affecting. condition l. 
the length of monitor procedures. In the pilot 
system all the procedures are short, the longest 
taking 760 microseconds to execute. The pilot 
system is, however, a small one, and it is worth 
looking at the kind of monitor which might occur 
in larger systems. One such monitor, the longest. 
we have come across, is Hoare's paging monitor [4] 
which implements a virtual memory system. This 
monitor uses a memory allocator (similar to our 
memory monitor) to allocate page frames, and a 
'drummer' monitor to effect page transfers, The 
time spent inside the monitor is broken up by a 
series of wait operations, for memory to become 
available and for page transfers to be completed. 


The occurrence of such wait operations is import- 


ant, since a process which executes them releases 
exclusion. It appears that the critical factor 
is not the length of the monitor itself, but the 
length of code between successive wait operations. 
In most situations we would not expect this to be 
more than a few instructions. . 


_Another point worth making is that when 
monitors are used for all system functions exclus- 
ion may be granted even when it is not needed. 
For example, in the pilot system the procedure 
createprocess (part of the process monitor) 
creates and initialises a process descriptor and 
then chains the descriptor into a global data 
structure. Exclusion is required only for the 
last of these operations, but it is granted for 
all of them. There may be a case here for allow-. 
ing explicit release and acquisition of exclusion 
inside monitor procedures, but this would imply 
the possibility of a whole range of programming 


errors which monitors are specifically designed 


to prevent. It would seem more appropriate to 
revise design ideas so that only those system 
functions which require some form of exclusion are 
implemented as monitor procedures, 


With regard to eondivien <2 above, a global 
exclusion mechanism for a multi-processor config- 
uration can be provided by means of a test and 
set instruction which acts on a single memory 
location for all monitors. Such a mechanism 
effectively replaces the crisis time problem by a 
busy waiting problem. The proportion of processor 
time spent in busy waiting will be dependent on 
the time spent in executing monitor procedures, 
and the earlier comments on this topic still apply. 


To summarise, our experience indicates that 
local exclusion mechanisms are ruled out by. 
problems of implementing nested monitor calls, but 
‘that global mechanisms such as disablement of _ 
interrupts or test and set are viable in nearly 
all situations. | 


Conclusion 


In this paper we have suggested hierarchical 
monitors as a design methodology for operating 
systems. We have shown that such a methodology 
reflects and reinforces the structure of an 
operating system, and that it can be applied toall 
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Appendix 1 
Listing of the IPC monitor 


let IPC.MONITOR (procedure, condvar) = valof 
//parameters indicate which monitor procedure and 
//which condition variable; 
$¢ | 
//first. come declarations of monitor procedures; 
let wait. (condvar) be 
T/note 3; 
// wait operation: add calling PICeeS to queue 
// on condition variable; 
$( test condvar ! head = 0 : 
// queue is empty (notes 1,2); 


then 
$€ econdvar head := ecurproc; 
condvar.. tail := curproc 
// process descriptor forms new queue; 
$) 
or 
$( (condvar ! tail) ! cond.var.ptr := curproc; 
//note 4; 


eondvar ! tail := curproc 
// add process descriptor to queue; 
$)3 
runnable ! curproc := false; 
| {f/f set process not runnable; 
_ CPU.MONITOR (dispatch) 
// switch to next process; 


and signal. (condvar) be 
7/ signal operation: free first process, if any, 
// on queue; | 
if condvar ' head = 0 then return; 
// queue is empty: do nothing; 
nextproc := condvar ! head; 
// take first process on queue; 
test condvar ! head = condvar ! tail 
// only one process on queue; 
then condvar ! head := 0 
now no process on queue; | | 
or condvar *! head := (condvar ! head) ° 
~~ cond. var.ptr; 
or simply detach process; 
runnable ' nextproc := true; 
f set process runnable; 
priority ! nextproc := max priority; . 
force dispatcher to choose it; 
if flih.ptr * sigptr then return; 
// signal was called from interrupt handler; 
CPU.MONITOR (dispatch) 
// switch to freed process; 
3) 


and queue. (condvar) 
/7T q es operation: gives true if queue not empty; 
(condvar ! head = 0 > false, true); 
// ena of procedure declarations: 
// monitor body starts here; 
let res = 0; 
// used to pass out venue of queue operation; 
if flih.ptr * sigptr then 
7/7 monitor was called from interrupt handler; 
$( signal. (condvar); return $); 
// so return; 
if curproc : usermode then error action; 
// monitor cannot be called from user level; 
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switchon procedure into 
/fenter appropriate monitor procedure; 
$( case wait: wait. (condvar);endcase . 
case, signal: signal. (condvar) :endcase 
ease queue: res := queue. (condvar); gudease 
default: error action : 
$)3 
resultis res 


$) 


Notes 


(1) A condition variable is represented as a 
vector of two elements, which point to the head 
and tail of the associated queue. 


(2) ‘'‘!' is the BCPL selector for elements of a 
vector. . 

(3) '." is a- valid character in a BCPL identifier. 
(4) cond.var.ptr is the offset in a process 


descriptor of the element used to chain the 
descriptor into a condition variable queue. 


Appendix 2 
Partial listing of the teletype output monitor, 


let MITYOUT.MONITOR(procedure,P1l) be 
// Pl is used as parameter of whatever monitor 
ff procedure is called; 
$¢ _ 
// declarations of local variables; 
static $( tty.busy = false; 
// teletype busy flag. 
tty.condvar = 0 
 #/ condition variable; 
$)5 
det key = false; 
// used to retain exclusion; 
He declarations of monitor procedures; 
let writech. (char) be 
f/ outputs single character char; 
$( if tty.busy then 
IPC. MONITOR (wait, tty. condvar) ; 
-f~/note 1; 
3 machine code. segment to output character 
$) 


and writepn. (n) be 

/faote 3; 

// outputs positive integer n vectivelveiy 
$(if n > 9 then writepn. (n/10); 

writech. (n rem 10 + 'O'). 

$) 


and 


remaining procedure declarations be 
// start of monitor body; 
if curproc ‘| usermode then 
// exclusion not previously obtained; 
$( lock ( ); 
// obtain exclusion voc 2)3 
key := Erue; 
curproc ! usermode := false 
—-§) 
switchon procedure into 
// enter appropriate monitor procedure 


$( case writech : writech. (Pl); endcase 


case writepn : writepn.(P1); endcase 


default : error action 

3); 

if key then 

// exclusion must be released; 

$( curproc ! usermode := true; 
unlock( ); 

// 

$) 


release exclusion (note 2); 
$) 


Notes 


(1) tty.condvar will be signalled by the teletype 
interrupt handler. 

(2) lock is a procedure which disables interrupts; 
unlock re-enables them. 

(3) to avoid redundancy it would perhaps be better 
for procedures such as writepn to be incorporated 
in a library, and to call the appropriate monitor 
procedure (in this case TTYOUT.MONITOR(writech,.. )) 
to effect the actual output. 


Appendix 3 


Outline of a disc control monitor. 


let DISC.MONITOR (direction, block, 
memory.address) be 
// performs disc transfer between block and 
// memory.address in specified direction; 
$ ¢ 
// declaration of local variables; 
static disc.condvar = 0; 
// a condition variable; 
let cylinder = 0 
// used for cylinder number; 
let key = false; | 
// used to retain exclusion; 
let HEAD.MONITOR (action, cylinder) be 
$( A monitor which schedules the disc head so 
as to optimise head movement. A particular 
example is given by Hoare [2]. The first 
parameter indicates whether the head is to 
be acquired or released, the second specifies 
the cylinder for the desired transfer. 


$) 
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9) 


// declaration of DISC.MONITOR procedures; 
and read.(block, memory.address) be 


SC cylinder := some function (block); 
// calculate cylinder number; 
HEAD.MONITOR(request, cylinder); 
// acquire head; 
initiate transfer from block 

to memory address; 
IPC.MONITOR(wait, disc.condvar); 
// wait for transfer complete; 
HEAD.MONITOR(release, cylinder); 
// release head; 

$ 

and write.(block,memory.address) be 

2 

$) 


// monitor body starts here; 
if curproc ! usermode then 
// exclusion not previously obtained; 
$( lock( ); 

key := true; 


curproc ! usermode := false 


$) 
switchon direction into 
$( case read : | 
read. (block, memory.address); endcase 
case write : 
write. (block, memory,address) ;endcase 
default: error action 
$ 
if key then 
// exclusion must be released; 
$( curproc ! usermode ;= true; 
unlock( ) | 
$) 
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Abstra ct 


Dijkstra et. al. have described an algo- 
rithm which allows a garbage collector process to 
run concurrently with a list processing process. 

- Very little overhead is added to the list processor. 
We show that this solution will work for multiple 
list processes if they obey a simple restriction on 
how they are synchronized. We also show how 
the garbage collection can be speeded up by the 
use of multiple processes. This is done by par- 
allelizing the sequential collection algorithm. 


Introduction 


Dijkstra et. al. [1] have described a gar- 
- bage collection algorithm in which a list proces- 
sing mutator process runs concurrently with a 
garbage collector process. This algorithm sug- 
gests two further problems: (1) to make the algo- 
rithm work if there are several concurrently exe- 
cuting mutator processes, and (2) to speed up the 
- garbage collector by using multiple processes. 

In this paper, we solve these problems by (1) in- 
troducing some constraints on how the mutators 
may cooperate, and (2) “parallelizing" the se- 
quential collection algorithm. As multiprocessor 
computers become available, techniques for the 
parallel execution of algorithms will become in- 
creasingly important. We hope that our solution 
to this parallel processing problem will contribute 
to the development of these techniques. 

The primary goal of the original solution. 
was to keep the mutator's overhead to a minimum, 
so no unnecessary synchronization of the mutator 
and the collector was introduced. (This is in con- 
trast to the usual approach to such a problem, as 
in [2].) We shall maintain this goal in our solu- 
tion. However, we will introduce some extra syn- 
chronization overhead into the collecting algorithm 
when it is executed by multiple processes. Ex- 
perience indicates that we usually cannot expect 
to find an n process algorithm which runs n 
times as fast as a sequential one, even when com- 
putational complexity arguments indicate that it is 
possible. 

The history of the algorithm in [1] shows 
that the concurrent. garbage collection problem is 
remarkably difficult. Incorrect solutions with 
false correctness proofs survived the scrutiny of 
the authors for surprisingly long times, and one 
was actually submitted for publication before its 
error was discovered. (Only the existence ofa 
careful, formal correctness proof gives us confi- 
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dence in the final solution.) Given this history, 
it would seem almost hopeless to look for a com- 
pletely new solution for multiple mutators and 
collectors. We will therefore start with the two 
process solution, and will modify it for execution 
by multiple processes in sucha way that the cor- 
rectness of the original algorithm is maintained. _ 
This is an exercise in the parallel execu- 


_ tion of sequential algorithms, and we will employ 


standard parallelizing techniques. However, un- 
like previous methods which find the parallelism 
using only the sequential program, we will use 
our knowledge of why the program is correct in 
order to transform it for parallel execution. We 
do not yet know how this method can be gener- 
alized beyond this one problem. However, most 
multiprocessing problems are difficult, especially 
when unnecessary synchronization must be avoid- 
ed. Starting with a more sequential algorithm 
should simplify the problem in many cases. 


The Original Algorithm 


We begin with a brief sketch of the origi- 
nal algorithm which will enable the reader to fol- 
low the rest of the paper. However, for a com- 
plete understanding he must read [1]. We assume 
a data structure consisting of a directed graph 
composed of nodes and edges. A node has two — 
edges, each of which either points to a successor 
node or else is null. Certain fixed nodes are des- 


- ignated as roots, and a node is said to be reach- 


able if there is a path to it from a root. A non- 
reachable node is called a garbage node. A pro- 
cess can perform the following two separate, in- 
divisible operations: (1) find the destination of a 
given edge, and (2) change the destination of an 
edge. ) 
We assume that the mutator will never 
make an edge point to a garbage node. However, 
by changing edges the mutator can turn reachable 
nodes into garbage. The collector must identify 
the garbage nodes and change them back into 
reachable ones by adding them to a particular 

part of the graph called the free lst. 

To solve this problem, we let each node 
have a color which may be either white, grey or 
black. All nodes are initially white. A node is 
said to be shaded if itis grey or black. We intro- 
duce the following indivisible operations: (1) 
change a node's color to a specified value, and 
(2) shade a node. The latter operation makes a 
white node grey and leaves a grey or black node 
unchanged. 

The algorithm requires that after changing 


an edge, the mutator must then shade that edge's 
new target node. By properly encoding the colors, 
this shading operation can be done by just setting 
a bit. The only other mutator overhead is the 
synchronization needed because it can try to re- 
move a node from the free list while the collector 
is adding a node to it. This need be no more 
costly than the usual overhead of testing if the 
free list is empty before trying to remove a node 
from it. , 

The collector repeatly cycles through the 
following algorithm, where N denotes the set of © 
all nodes and ¢ is the empty set. 


shade all roots ; 
[ S :=¢ 


while S7N | 
o do choose neN; 
© S:=Syu{n}; 
Fas if n is grey then shade each suc- 
oD cessor of n ; 
= color n- black; 
ce S := 9 
FS af 
L sor'all neN 
> [ do if n is white then put n on the 
Bo free list 
es else color n white 
a8 og se 
o | od 


This is an equivalent but slightly differ- 
ent version of the algorithm from the one des- 
cribed in [1]. The choice of n in the marking 
phase is arbitrary, but choosing a node in S ob- 
viously accomplishes nothing. The marking 
phase will eventually terminate if a node n not 
in S is always eventually chosen. 

The correctness of the algorithm is de- 
duced by proving that during the marking phase, 
the following two assertions are true. 

P2. All roots are shaded, and for each 
white reachable node there exists a 
"propagation path" leading to if from 
a grey node, which consists solely of 
edges with white targets. 

P3. No edge can point from a black to a 

white node unless the mutator has 
just changed it and has not yet shaded 
its destination. 

P2 is the crucial property. It implies that 
after the marking phase terminates, there are no 
grey nodes and all white nodes are garbage. How- 
ever, proving the invariance of P2 required prov- 
ing the invariance of the stronger assertion P2 
and P3, 


Multiple Mutators 


We now consider the problem of allowing 


multiple mutators to use the list structure concur- | 


rently. The mutators must obviously be synchro- 
nized in some way so they do not interfere with 

one another. E.g., if a mutator reads the desti- 
nation of an edge and then performs some opera- 
tions which require that the edge retain that des- 
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tination, then synchronization is required to. pre- 
vent another mutator from changing that edge. We 
will not concern ourselves with the implementa- 
tion of this synchronization, since it will depend 
upon the details of the individual application. 

In the correctness proof of the original al- 
gorithm, the only condition to be verified for the 
mutator is that it leaves P2 and P3 invariant. For 
multiple mutators, we have the following obvious 
generalization of P3. 

P3'. No edge can point from a black to a 
white node unless some mutator has 
just changed it and has not yet shad- 
ed its destination. 

The proof that the marking phase leaves P2 and 


P3' invariant is the same as the proof that it 


leaves P2 and P3 invariant. To prove the correct- 
ness of the collection algorithm for multiple mu- 
tators, we need only show that the mutators 


-Jeave P2 and P3' invariant. 


It is easy to see that the mutators leave 
P3' invariant. Hence, we must only show that 
they leave P2 invariant. Unfortunately, without 
some further assumption, they do not. For exam- 
ple, assume that the list structure is initially as 
shown in the Figure, where b is black, g is 
grey and w is white. Suppose that two mutators 
then 


Figure 


perform the following actions in the indicated se- 
quence. 


Mutator A Mutator B 
make gs pointto w 
make y point to b 
shade b 
shade w 


P2 is false from the time mutator B changes the 
edge y until mutator A shades w . If the col- 
lector finishes its marking phase during this pe- 
riod, then the collecting phase can incorrectly 


_ identify w as garbage and put it on the free list. 


In this example, mutators A and B are 
closely cooperating in their use of the list struc- 
ture. If Bhad changed y before A changed pg , 
then w would have been garbage when A made 8g 
point to it. We will place the same restriction on 
the multiple mutators that we place ona single 


one: namely, an edge cannot be changed to | 
point to a garbage node. Hence, no “transient 
garbage" is allowed. This means that A and B 
must be synchronized so that A changes gp be- 
fore B changes y . We will require that this 
synchronization also insure that A shades w be- 
fore Bcan change y . 

This requirement is generalized as follows. 
We assume that the synchronization mechanism 
enforces some partial ordering = on the muta- 
tors' operations, where e=f means that the en- 
tire operation e , consisting of changing an 
edge and shading its destination, is performed be- 
fore the operation f is begun. We require that 
if the operations of the mutators were to be per- 
formed in any sequential order consistent with 
this partial ordering - i.e., in any order such | 
that if e= f then e is performed before f - 
then this is a valid sequence of mutator opera-_ 
tions. In other words, the partial ordering must 
be enough to guarantee that the mutators correctly 
execute some sequential mutator algorithm. 

With this assumption, we now show that 
the mutators leave P2 invariant. Suppose some | 
mutator operation e makes P2 false. Then e 
must change an edge and thereby make its former 
destination n a reachable node with no propaga- 
tion path to it. This implies that after the opera- 
tion, every path from a root to n has an edge 
pointing from a black to a white node. By P3', 
each of these edges has just been changed bya 
mutator operation which is not yet completed, and 
which is thus unordered relative to e by the or- 
dering = . Hence, all of these mutator opera- 
tions could have been performed after e . Itis 
easy to verify that if they were performed after e , 
then n would be made a garbage node by the op- 
eration e and would then be made the destination 
of an edge by a subsequent operation. This con- 
tradicts our assumption that the reordered se- 
quence of operations must be valid, proving that 
the mutators leave P2 invariant. 

The mutators must synchronize their activ- 
ity when removing nodes from a common free list. 
Synchronization delays can be reduced by using 
several separate free lists. The use of multiple 
free lists presents no correctness problem, and 
can be implemented without any difficulty. We 
will not consider it further. 


Multiple Collectors 


We will parallelize the collection algo- 
rithm in three steps: first separately parallelizing 
each of the two phases, then executing the two 
phases concurrently. We begin with the marking 
phase. The node coloring performed by this phase 
is easily done by separate, concurrently operating 
processes. We simply divide up the set N of 
nodes into (not necessarily disjoint) subsets N, , 
and have each marker process cycle through the 
marking loop for the nodes in one of the N, a 


a collector in which finding and shading the suc- 
cessors of n and coloring n black is all one op- 
eration, it is obvious that such a parallel execu- 
tion is equivalent to the sequential algorithm. 

This is not true for the case of interest, in which 


For 


a2 


examining an edge and shading or coloring a node 
are separate operations. However, it is easy to 
check that essentially the same proof given in [1] 
for the "fine-grained" collector proves that the 
parallelized version also leaves P2 and P3' invar- 
iant. Hence, this is a correct parallelizing of the 
sequential marking procedure. The only problem 
is when to terminate the marking phase. 

The invariance of P2 implies that the se- 
quential marking phase can be terminated any time 
after all the nodes have been examined without 
finding a grey one. (Extra iterations of the loop 
body do nothing.) However, if a grey node is 
found, then any node which was previously found 
to be white might have subsequently become grey. 
Hence, a new marking cycle must then begin. 

For the parallel version, this means that when any 
marking process finds a grey node, it must cause 
all the markers to restart their cycle. We can 
thus write the aigoritnm for the ith of M markers 
as follows. 


S i= 6 
while Sy tt Avene U Shy rag 
do while S 7#N, 
do choose neéN, ; 
S.:= 8, uU {n} i 
if n is grey then shade each suc- 


cessor of n ; 
color n black ; 


for j:= 1 un- 
til M 
do 5, :=¢ 
od! 


od 
od 


If there is some locality condition on the 
list structure which restricts the set of nodes to 
which a single edge can point, then one can show 
that 8; need only be set to g if n can havea 


Successorin N, , 


This parallel algorithm requires synchro- 
nization among all the markers. It is writtenina 
form that suggests an implementation by an array 
computer. For execution by loosely coupled in- 
dependent processors, process i would not actu- 
ally set s, to g@ for j#i . Instead, it would 
send some sort of signal to process j . The ac- 
tual details will depend upon the characteristics 
of the system with which it is implemented. The 
interested reader can provide an implementation 
using his own favorite synchronization mechanism. 
We will simply assume that there is some way of 
starting the next phase after the menseg pune is 
finished. 


We next consider the Belisétion phase, It 
is easy to execute this phase with multiple col- 
lector processes. The only requirement is that 
they be synchronized so that two different collec- 
tors do not try to change the same edge at the 
same time. A simple approach is to partition the 


nodes into disjoint sets, and use a separate pro- 


cess to collect the garbage in each set. Each 
collector can first “neatly stack" the garbage in 
its set, and then add the entire "stack" of gar- 
bage to the free list by essentially the same oper- 
ation as adding a single node. Each collector 
then only performs one short operation which must 
be synchronized with the other collectors, so the 
overhead caused by this synchronization will be 
small. The synchronization required between a 
collector and a mutator when nodes are added to 
the free list is the same as for the original algo- 
rithm. 

| We have now parallelized each phase, but 
the markers are idle while the collectors are run- 
ning, and vice-versa. To run both phases concur- 
rently, we will pipeline them. I.e., we will per- 
form the (i+ 1)st execution of the marking phase 
concurrently with the ith execution of the collect- 
ing phase. This is possible because the collec- 
tors collect only already identified garbage, and 
the markers cannot mark that garbage. 

There is one obvious problem with pipe- 
lining the two phases. All nodes must be made 
white before the marking phase is begun if it is to 
accomplish its purpose; but the collector expects 
all white nodes to be garbage. There is an ob- 
vious solution to this problem. Before executing 
the two phases, we change all white nodes to 
some new color, say purple, and color all black 


nodes white. (a The collectors will then collect 
purple nodes and color them black before adding - 
them to the free list. The markers will ignore 
purple nodes. The mutators can then never make 
an edge point to a purple node, so itis easy to 
see that a grey node never points to a purple one, 
and a purple node is never shaded. 

It is obvious that this pipelined algorithm 
is equivalent to the parallelized two phase solu- 
tion if the collectors are executed first, and the 
markers are started after they have finished. To 
prove that the two algorithms are equivalent in 
general, we need only show that all the collector 
operations commute with all the marker operations. 
It is easy to see that this is the case if a collec- 
tor only changes an edge ofa free list node if it 
is null, and then must make it point to a black 
node. This condition is easily met by an algo- 
rithm for adding nodes to the free list - e.g., for 
the one in the Appendix of [1]. 

Our complete garbage collection algorithm 
thus consists of cycling through the following 
steps. 


1. Wait until all markers and collectors 
have stopped. 

2. Change all white nodes to purple and 
all black nodes to white or grey (pre- 
ferably white). 

3. Shade all roots. 

4. Start the markers and collectors. 


Note that in step 2 we have allowed the 
possibility that a black node is made grey instead 


(a) When the algorithm is started for the first time, 


the creation of purple nodes must be suppressed. 
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of white. This may happen because of concurrent 
mutator activity. To insure that garbage is even- 
tually collected, we need only guarantee that a 
node which is not shaded by the mutator will e- 
ventually be made white in step 2. 

This pipelined algorithm correctly imple- 
ments the two phase collection algorithm. I.e., 
after completing step 1, the state of the list struc- 
ture will be the same as after the end of the mark- 
ing phase and before the beginning of the collect- 
ing phase in some possible execution of the two 
phase algorithm. 

For our multiprocess algorithm to be effi- 
cient, steps 2 and 3 must be fast, since all the 
markers and collectors are then idle. Step 3 will 
ordinarily be fast, because there should be rela- 


tively few root nodes. (b) We must only make step 
2 fast. The easiest way to do this is as follows. 
We define three different hues numbered 0, 1 and 
2. Each node has a hue and a grey value, the lat- 


ter either 0 or > The color of a node is the sum 


of its hue and its grey value. The meaning of the 
colors is determined by a global variable base, as 
follows (arithmetic is modulo 3): 


base - 1 = purple (garbage) 


Ea 
base - 9 


impossible 


base = white 


base +S = grey 
base + 1 base + 13 = black 
The mutators' shading operation is done by setting 


I 


the grey value to oT so the setting of base need 


not be synchronized with the mutators. Step 2 is 
implemented by simply incrementing base by one 
modulo 3. Since base is changed only in step 2, 
a marker or collector need only read its value once 
when it is first started in step 4. 

To insure that all garbage is eventually 
collected, step 2 must not make a node grey un- 
less it was recently shaded by a mutator. This is 
achieved by simply having a marker reset the grey 
value to zero when it makes a grey node black. 
However, the identification of garbage can be 
speeded up if the markers and/or the collectors - 
reset the grey value for any black node they en- 
counter, | 

The redundancy in the above encoding im- 
plies that it should be possible to save space by 
using only two hues. Making use of the fact that 
a marker only blackens an already grey node, we 
can employ the following encoding (arithmetic is 
modulo 2): 


base = white 


base +5 = grey 
+ 1 = purple (garbage) 
base + 1S = black . 
However, to make step 2 fast, the grey value of 


We can also eliminate step 3 entirely by defin- 
ing a root node to be permanently shaded. 


a node must depend upon a global grey, base, flag. 
Step 2 complements this flag and increments base 
by one modulo 2. Unfortunately, this requires 
synchronization between the mutators and the 
collector, In particular, step 3 cannot be execu- 
ted until the completion of any mutator's shading 
operation begun before grey, base, flaq was com-. 
plemented. This adds extra steps to the mutator 
operation, but still does not require a mutator to 
wait for the collector (unless the free list is emp- 
ty). The details are non-trivial, but will be omit- 
ted. 


Concluding Remarks 


Let us now review the method we used to 
obtain our solution, and see what general obser- 
vations we can draw from it. First of all, we ob- 
serve that instead of starting with precisely the 
algorithm described in [1], we rewrote itina 
somewhat more general form, We allowed the 
marking phase to examine nodes in an arbitrary 
order, and even allowed it to do useless opera- 
tions by choosing n in S . This simplified our 
proof that the parallelized version was equivalent 
to the sequential one. We even had to make use 
of the fact that the body of the marking phase's 
while loop could be executed after the while con- 
dition became false, although that is not expli- 
citly allowed by our statement of the sequential 
algorithm. In general, the more freedom of choice 
there is in the sequential algorithm, the easier it 
is to parallelize it, | 

We also cheated a bit when writing the 
sequential algorithm. In the marking phase, it 
would be slightly more efficient to add n to S 
only if n is not grey. However, in the multiple 
process marking algorithm, process i must add 
n to Ss, before examining n's color, otherwise 


<asipther process’ resetting of S, to @ may not 


have the desired effect. This fe an example of 
the general observation that to parallelize an al- 
gorithm, the sequential ordering of its opetastone 
may have to be changed. 

The restrictions necessary to allow multi- 
ple mutators strike us as being remarkably natural 
and elegant. We were able to simply postulate 
that the mutators must be synchronized, and then 
use that assumption without really knowing any- 
thing about how or why they were synchronized. 
We feel that there must be some underlying gener- 
al principle involved, but we do not know what it 
is. We also do not know how formal proof of cor- 
rectness techniques can be conveniently applied 

in this case. 

The techniques of parallezing the two 
phases of the collection algorithm, and of pipe- 
lining them, appeared to be quite standard. How- 
ever, the parallel implementation is not complete- 
ly equivalent to the original sequential algorithm. 
Proving its correctness requires knowledge of why 
the sequential algorithm is correct. The color 
_ purple and the coloring step 2 were introduced to 
solve the general pipelining problem of keeping the 
overlapping computations oon interfering with one 
another. 

Our solution can be viewed as an attempt 
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to optimize the algorithm for execution on a multi- 
processor computer. We can apply our experience 
to program optimization in general to conclude 

that doing a good job of restructuring a program re- 
quires understanding why it works. The reasons 
why the program works are embodied in the proof 
of its correctness. We expect that in the future, 

a programmer will construct a correctness proof 
with every program. Sophisticated optimizing | 
compilers will make use of this proof. 

. Ultimately, the programmer will have so- 
phisticated automated assistance in verifying the 
correctness of his program. Until then, he will © 
have to construct difficult multiprocess algorithms 
by himself. We believe that the method of paral- 
elizing a simpler sequential algorithm will make 
this task easier. 
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Abstract: Instructions and tasks 
can be equivalently treated as requests 
for service by computational resources. 
For any given machine language program a 
request hierarchy can be constructed 
which has interesting applications to 
the problem of the dynamic hardware de- 
tection and control of execution of con- 
currency. Starting with a binary vec-— 
tor-pair model of instructions and 
knowledge of the destinations and branch 
instructions, a hierarchy of tasks is 
‘constructed which allows a global dy- 
namic analysis of large programs to be 
made by the hardware during the execu-- 
tion of the program. This approach 
could lead to detectable program execu- 
tion speed-ups on the order of 2N for 
an N level hierarchy. Better speed-up 


results should be obtainable for "top- 
down structured" programs than for "un- 
structured" programs. | 
1.0 Introduction 
As pointed out by Amdahl (1), there 


is a strong economic motivation to pro- 
duce higher performance less costly com- 
puters which do not require new or modi- 
fied software for efficient operation. 
Such computers can be designed by 1) 
using a faster-cheaper technology to im- 
plement an existing architecture, 2) de- 
signing a new architecture which exe- 
cutes an existing instruction repertoire 
but utilizes more of the concurrency in 
existing instruction streams to increase 
the performance, or 3) some combination 
of these approaches. 

Approach 2 can be applied in many 
ways. This paper will discuss one of 
these involving extensions to the cur- 
rently known methods for the hardware 
detection and control of execution of 
concurrency in machine language instruc- 
tion streams during the execution of the 
streams (dynamically). 

An instruction can be thought of as 
a request for service by computational 
resources (4). <A program or task is 
then a stream of such requests. On the 
other hand, a program or task itself is 
a request for service by computational 
resources. The task is composed of a 
stream of "sub-requests" for service, 
each of which may also be a task com- 
posed of further “sub-requests" as shown 
in Figure 1. Thus, from the viewpoint 
of requestors and servers, instructions 
and tasks become indistinguishable. A 
problem as embodied in a program or task 
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can then be thought of as a "request 
hierarchy", with only the bottom level 
of the hierarchy being requests for the 
actual hardware resources of the com- 
puter. 

This request hierarchy has certain 
interesting properties with respect to 
the dynamic detection and control of ex- 
ecution of concurrency. In particular, 
this hierarchical representation can 
allow a global analysis for concurrency 
detection purposes of a large program 
dynamically with the hardware. Such an 
analysis has normally been thought of as 
being feasible only with software during 
a "pre-processing" phase. It is also 
possible, through proper construction of 
the request hierarchy, to "remove" 
branch instructions from the instruction 
(request) stream with the expectation of 
improving the detectable instruction in- 
dependencies in the stream. 


2.0 Representation of Instructions 
and Tasks 


2.1 Definitions. Computers are thought 
of as being composed of two types of re- 
sources. | 


Type 1: Storage resources (s- 
resources), which preserve values over 
time. | 

Type 2: Transformational resources 


(t-resources) which transform values ob- 
tained from storage resources (the 
sources of the t-resource) and place the 
results into storage resources (the 
sinks of the t-resource). 

Resources are used to perform com- 
putations. Computations are specified 
by instructions. 

Definition 1: 
as follows: 

a) A specification of a set of trans- 
formational resources, a set of sources 
for these transformational resources and 
a set of sinks for these transformation- 
al resources. 

b) An ordering relation (partial or 
total) over the set of transformational 
resources. 

Complex computations generally re- 
quire more than one instruction for 
their specification. Such complex com- 
putations are specified by tasks. 

Definition 2: A task T is as 
follows: 

a) A specification of a set of in- 
structions. | 

b) An ordering relation (partial or 
total) over this set of instructions. 


An instruction I is 


Let the set of instructions speci- 
fied by the task be indexed by the posi- 
tive integers so that I, is a particular 


instruction and 1 < i < N, where N is the . 


number of instructions in the task. 
the ordering relation © be interpreted 
such that if I, Ol,, then I, must 


appear in the sequence before I,. For a 


partial ordering relation it may be the 
case the I, © I, and I, © 1, but 1, 
qh and I) g L ( g means no ordering is 
defined). In this case more than one 

initial execution sequence is defined.. 


That is, the sequences I,, Lyi I... and 
Ij, Ty, I, are both initial sequences 
under the above ordering relation. The 


fact that I, and Ih are nor ordered with 


respect to each other and that tasks 
must be deterministic implies that these 
instructions may be executed at the same 
time (concurrently) or in any order and 
still preserve determinacy. 

If the ordering relation is total, 
then only one initial execution sequence 
is defined, called here the serial execu- 
tion sequence. Although concurrent exe- 
cution cannot occur under a total order- 
ing relation, a partial ordering rela- 
tion can be derived such that the same 
values are computed under the partial 
ordering as under the total. The term 
potential concurrency will be used to 
refer to the. chances for concurrent exe- 
cution under an ordering relation. 

Execution of a task under an order- 
ing relation involves an interaction 
between the ordering relation and the 
instructions specified. That is, the 
actual sequence in which executions are 
made may be different from the initial 
sequence defined by the ordering rela- 
tion. This difference is because the 
execution of branch instructions can 
cause the ordering I, @ I, to be altered. 


Reference (7) formally classifies branch 
instructions into two types, forward and 
backward by how they alter the orderings 
of the relation. Branch instructions 
are informally characterized here by the 
relative position of the instruction to 
which the branch instruction transfers 
control, called the destination of the 
branch instruction. If a branch in- 
struction I, has a destination 5: adzi 


+ 1, in the serial execution sequence 
such that i < d, I; is a forward branch 


instruction. Otherwise it is a backward 
branch instruction. | 

Backward branch instructions can 
cause certain subsequences of the initial 
serial execution sequence to be executed 
more than once. Thus, these subsequen- 


Let | 


ces may appear more than once in the 
actual execution sequence. 
. Definition 3. A cycle is any sub- 
sequence of the initial serial execution 
sequence that appears more than once in 
the actual execution sequence. Each 
occurrence of a cycle is called an iter- 
ation of the cycle. | 

Conversion of a totally ordered 
task to a partially ordered one must be 
done in such a way that determinacy of 
the resulting execution sequences with 
respect to the original serial sequence 
is preserved. The following definition 
is the key to converting total ordering 
relations into partial ordering rela- 
tions. ; | 

Definition 4. Two instructions, 


I, and I. are independent if and only 


if no sink of Ey is a source of I. and 


no sink of I, is a source of I,. Other- 


wise I, and 1, are dependent. 
When I, and i. are dependent, a de- 


pendency is said to exist between them. 
From Definition 4, dependencies exist 
when a sink of one instruction is a 
source of the other. Dependencies are 
here classified into two types, data 
and procedural. Procedural dependencies 
are caused only by branch instructions, 
while data dependencies can be caused by 
both branch and nonbranch instructions. 
Branch instructions are thought of as 
calculating values which either deacti- 
vate or reactivate certain orderings in 
the ordering relation. 

Definition 5. Suppose that the s-— 
resource denoted by ry is a sink of I, 


and a source of I,. Then there is a 


J 


aependency between I. and I,. If I, is 
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is the 


sink used by I, for the values which 


is a branch instruction and ts 


effect orderings, then the dependency is 
a procedural dependency. Otherwise the 
dependency is a data dependency. Pro- 


-ecedural dependencies must be treated 


differently from data dependencies. This 
difference in treatment is because data 
dependencies indicate the necessity of 
observing a specific order of execution, 
while procedural dependencies indicate 
that there is an uncertainty as to 
whether or not an instruction should be 
executed. The s-resources into which 
branch instructions place deactivation- 
reactivation values are called IC re- 
sources. | We Pom. 4 
There is a special type of independ- 
ency caused by backward branch instruc- 
tions. Instructions that belong to the 
same cycle, but are independent in dif-. 
ferent iterations of the cycle will be 


called cyclically independent. Tech- 
niques for detecting this intercycle de- 
pendence are complicated by the fact 
that, in general, only after the execu- 
tion of a backward branch is it known if 
another iteration of a cycle should be 
executed. Thus, this detection must be 
done dynamically (that is, while the task 
is being executed). 

2.2 Vector Representation and Properties 
Detection of independence of instructions 
requires knowledge of the source and sink 
resources of the instructions. Let the 
storage resources be indexed by the posi- 
tive integers so that each s-resource has 
a unique index. The symbol ri will be 


used to refer to the s-resource whose 


index is i. For any instruction - two 
binary vectors oF and d, are defined as 
follows: 
1. iff r. is a sink of I, 
x - 1 J 
e.. = 
ji 
O otherwise 
1 iff r. is a source of I. 
a. = i j 
ji 
O otherwise 
Thus, the set of storage resources are 


thought of as a resource space and the 
vectors é, and d, for each instruction 


I, are vectors in this space. 


For the purposes of this paper, in- 
structions will be considered to be com- 
pletely characterized by these vectors 
d and &. This characterization allows 
the independence (and dependence) of two 
instructions to be expressed mathemati- 


cally. The following lemma follows triv- 
ially from Definition 4. 

Lemma 1: Two instructions I, and 
I, are independent iff 6. .d, = 6..4d. 
J 1 J J 1 
= 0, and are dependent otherwise. 

It is assumed that the multiplica- 
tion indicated is the Boolean scaler pro- 
duct operation. 


Reference (2) describes in detail a 
method by which potential concurrency can 
be detected and concurrent instruction 
execution controlled using the source- 
sink vector pairs for the instructions of 
a task. This particular method involves 
the computation of an "ordering matrix" 
(similar to a precedence matrix) for con- 
currency detection and control. Several 
different types of ordering matrices, 
differing in the amount of potential con- 
currency detectable, are discussed. It 
is shown that intercycle independencies 
can be detected and controlled with a 
properly constructed ordering matrix. 

The particular method used to detect 
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and control concurrency is not really 
important to this paper. It is impor- 
tant to have shown, however, that a de- 
scription of a task uSing source-sink 
vector pairs and an initial serial order- 
ing is sufficient for concurrency detec- 
tion and control. Certain of the empir- 
ical results discussed in Reference (2) 
with respect to the measured potential 
currency obtainable with ordering ma- 
trices will be used to infer an expected 
potential concurrency obtainable with the 
hierarchical approach of this paper. 


3.0 


3.1 A First Approach. 


level V,, ri, 
1 i 


at level V_, 
e) 


Formation of Levels 
An instruction at 
can be formed from a task 


TS, in the following way. 
The set of storage resources which the 


level Ve instructions have as sources 


or sinks are said to form a resource 
space. , 

The set of d and & vectors of these 
level La instructions is said to define 


a Boolean Vector Space, also denoted by 
the symbol v. Thus, associated with a 


Jevel of instructions, Vio is a Boolean 


(BVS), V5 


space will not be Euclidean because of 
the way operations in this space will be 
defined. Thus, here it is called 
Boolean. 1 
To form I. 


Vector Space This vector 


from t; it is sufficient 


to find two vectors, d. and . which 
completely define the sources and sinks 
of rt 
i 1° 1 
from Ve by partitioning of the resources 
of V 
fo 


in V The space V, is formed 


into sets. Each of these sets is 


a Single resource of Vi- 
Although any arbitrary partition- 
ing of the resources of Ve into disjoint 
sets would produce a valid space Vie a 
particular partitioning scheme which | 
facilitates construction by a preproc- 
essor (before any executions take place) 
will be described. 
Suppose a large task, T° of size N 
is partitioned into subtasks of size n. 
Let these subtasks be denoted by T9, 
re) 


en ee T° Level V_ instructions 
2 oN ve) 
{ 
» ; ve) ; 
I,---l, are in The Lo+l be aeint Ion are 
T, etc. Define the vectors 
nel ns nei A 
ei =  V | é. and qd. = V d, 
1 jen. (4-1) 41 2 jen. (i-1)41 


That is, é) and a: are the vectors form-—— 


ed by taking the ioe by element 
union of the sink and source vectors of 
the instructions of ae The vectors , 


é' and as are in the space Ne 
oa 
saa sets of. vectors (a: } and (4: : 


contain all of the resource “iiteniacten 
necessary to correctly order the rela- 
tive execution of the subtasks. — 
one could use these vectors to calculate 
an ordering matrix for these subtasks. 
Each subtask would be treated as an in- 


struction, and Vv, would be a subspace of 


Vo: Potential concurrency would be 


lost, as the folowing. -exampre demon- 
strates. 


Suppose I, in rt? has r, as a sink, 


k 
and no arity eee els instruction in 
T (remember T? is a subtask of T) has 

r, as a source or a sink. Also suppose 
that Teta ‘ 
that Tob contains an instruction having 


in T9 has r, aS a source, and 


Paes a Sink. 


structions I, 


Neglecting branch in- 
would be executably inde- 


pendent as soon as T is activated, but 
TS would not be executably independent 
| sa da 

until Ty = 


is executed because of the 
dependency caused by Ky ; 


The space Vv, is a very. ‘mppactical 


one with which ne work. For a large 
task, T, the dimension of v would be 


very large since each Sees resource 
specified occupies one component posi- 
tion in the vectors of Vee Notice, how- 


ever, that each subtask, Ty. specifies 
only a subset of the s-resources speci- 
fied by T. By assigning this subset of 
resources to a single component position 
in the vectors of another space, Vue the 


dimension of the vectors in V, can be re- 


1 
If the dimension of Vv, is still 


can be parti- 


duced. 
too large, the space,. Vue 


tioned into another space, of even 


2 t 
smaller dimension. This process can con- 
tinue until @ space has been constructed 
whose dimension satisfies any arbitrary 
constraint. 

A procedure for constructing these 
spaces is now given. Because of the re- 
lationship between tasks and instruc- 
tions, this single procedure is used re- 
cursively to construct all of the higher 
level spaces in a single pass over the 
level Ve task. An important parameter 


In fact, — 


tions previous to I. 


in this procedure is the decision rule 
for determining the partitioning of a 
task into. subtasks. For ease of under- 
standing, it will be assumed for now 
that the partitioning is only according 
to the size of the subtask. That is, 


starting at the first instruction of a 
task I 


1’ it is partitioned into sub- 


tasks of equal size, n.- It is assumed 


that, when the procedure is examining 


instruction I, of the task only the 
subspace of v defined by the instruc-- 
‘in the initial ex- 


ecution sequence is known to the pro- 
cedure. Thus, the space, Vine is com- 


pletely defined only after the proce-. 


dure has terminated. The following pro- 
cedure is illustrated in Figure 2. 


(1) Begin by constructing qd, and é, for. 


qh. in the subspace of Ve Bee by I: 


That is, assign each source and sink of 


I, to a component position in VG and 


1 
set the components of é, and a to one 
or zero as required. The assignments. 
of resources to component positions are 
stored in a special table called the 
Resource Table (RT). If this procedure 
were incorporated into a compiler, the 
RT could be part of the symbol table 
of the compiler. 


(2) Then construct the vectors a 


and 6, for I For each resource, Ci! 


ae 
specified by I,, check the resource 


table to determine to which component — 
position re has been assigned. If. ry 


has not been assigned a position (be- 
cause it was not requested by I,) then 


a position is assigned to it, this 
assignment is noted in the RT, and the 
components of dp and &., are set accord- 
ingly. ei | | ee 
It is necessary at this point to 


construct a new pair of vectors. 


i BO _ 4, ts gy ZO aw Li a 
Define: oo = d, V d., and &, = e, Vv eo: 


It is these vectors which will be used © 
to construct the space Vi- the super-_ 

script of a; denotes the fact that this . 
vector is formed at level Vie and the 


subscript indicates that it was formed. 


from instructions in subtask TY (first 


n instructions in ee See ‘Figure 2 
part b. 

(3) Construct, 
tors d, and é. 


successively, the vec- 
for each I, such that 


3 < i< on. After each pair of vectors 


is constructed, perform the operations 


Then proceed to Tigi See Figure 2 part 


Cc ° : 
(4) After the source and sink vectors 
for I, have been constructed, the con- 


struction of the Boolean Vector Space, 


vy may be started. This is done by 


partitioning the set of resources speci- 
fied in TO into disjoint subsets, and 


1 
assigning a single resource in Vi to 
each of these subsets. There is noa 
priori reason to suspect that any rule 
for forming these subsets is better than 
any other. The simplest rule would be 


to not form any subsets at all. 


assign all of the resources of TS toa 


single component in the vectors of Vi: 


Another rule might be to form two sub- 
sets, one of which has all of the 
sources which T? specifies (for which 


the elements of d° are set to one), and 


the other having the sinks (if any). 

One would expect, intuitively, that par- 
titioning into many subsets will result 
in a smaller decrease in potential con- 
currency than partitioning into only a 
few (or none) subsets. The dimension of 
Vy will grow larger as more subsets are 


formed, however. 

To simplify the explanation, we 
choose to assign the set of resources 
specified by TY to a single resource in 
Vie Before describing the modifications 
to the RT necessary to implement this 
rule, the special way in which the IC 
storage resource, te is handled must 


be described. An IC resource is defined 
to exist at every level. Thus, the IC 
resource is not included in the set of 
ve resources assigned to a single Vi 


resource. The IC resource is assigned 
to component position one of each re- 
source space. 

The modifications necessary to the 
RT are illustrated in Figure 3 part a. 
Another row, Cy: must be provided in the 


table for the resource assignments of 
space Vi- Under our partitioning rule, 


element IC of this row is given the 
value one, and all other elements re- 


quested by T) are given the value two. 


In general, for each resource space 
formed, Vie a new row, Ch. must be added 
onto the RT. 

It only remains in this step to 


and at 


form the vectors a’ 1 


i for the newly 


That is, 
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created level v4 instruction I} 


ponding to see This is done by using 


corres- 


the vectors ay and ay in conjunction 


with the RT. 

Let RT on be the value in the nth 
column of row Cra of the RT for m > O and 
n> 1. Then Vk such that a = 1, fina 
the p such that RT =k. Then find 


~O1P 
RT|, = x and set di =1. Set all other 


1x 
elements of ay to zero. 


in the same way. 


Then construct 


ra) 
1 
3 part a for an example. 


gi from é See Figure 


These two vec-— 


tors completely represent i They are 


1° 
stored for later use in calculating 


level Vi ordering matrices. 


At this point, delete the vectors 


ay and é; as they are no longer needed. 
Also, delete the values of the elements 


on row Co: These values will be re- 


assigned during the scanning of To 


(5) At this point in the procedure the 
vectors of T° in space vi are construct- 


2 | 
ed using steps (1), (2) and (3). The 


level a resources of the instructions 


re) 
of TS 


ponent position in Vs as were used for 


can be assigned to the same com- 


the instructions of T°, because all 


1 
orderings between instructions in st 
and those in - will take place via 
level Vi instructions i and ie Thus, 


instructions in different subtasks at 
the same level may have different re- 


sources assigned to the same component 


position of their respective resource 


spaces. Figure 3 part b illustrates 
this, using the instructions feiss I, 
as se Notice that resource C has not 


been assigned a component position in 


the space for TS since it is not speci- 


fied in this subtask. 5 


After the vectors for Ton have 


been constructed a level V, instruction, 


1 


namely ae is constructed using the me- 


2 


thod given in step (4). In space V 


1 


the resources requested in a have al- 


ready been assigned a component position. 
This position is found in row Cy of the 


RT. 


All resources specified in TS but 


re) 
1 - 
previously unassigned component position 
in V,. In the example of Figure 3, the 


1 
variables R,, A, B, 


1 
assigned to position 2 in Vie 


not specified in T, are assigned to a 


and C were previously 


To specify ri its source and sink 


2 
ool od 


vectors, a, and é. 


using step (4) with d 


must be constructed 


e) AO 
5 and e5- 


The vectors a, and 6, 


the second instruction of the level V 


al 
o~ “ao — A 
The vectors a, oe 


are stored as 


1 
1 nl 


5 and e5 


—_ 
os 


ms yon 
e, V e5 
: 2 1 
structing qT, from Tye 
structed from see 


1 
(6) Thus, the construction of instruc— 
tions at each level is done with an iden- 
tical procedure. The procedure is 


applied to each subtask T? for 1) < 26 ts 


are formed for later use in 


1 
, Was con- 


con- 


just as I 


is formed simultaneously 
After subtask 


rs has been scanned (after encountering 


The space vi 


with the formation of Vee 


instruction I)2) there will have been con- 


structed enough level Va instructions, 
1 1 1 

Ii Tn, eye I. to begin forming the 
space V5- This space is formed from V4 


in exactly the same way in which Vi was 
formed from Vo° Another row in the RT, 
called Cy, 


This top-down scanning of T con- 
tinues and, by recursively applying steps 


will be needed. 


1-6, successively higher levels are form- 

ed. After I 3 is encountered one can be- 
: 

gin forming V2, after I 4 one can begin 


n 


forming V etc. After all of the in- 


4’ . 
structions of T have been analyzed, there 
will be a hierarchy of levels. The top 
level, Vie will have no more than n 


instructions, and can thus be represented 
with an ordering matrix having no more 
than n rows and columns. Note that the 
levels are all formed simultaneously, in 
a Single scan of T. 

One can see that for all levels, va 


such that i > 0, the dimensions of each 
of the spaces constructed is bounded at 
n+l. In each space n instructions were 
constructed, and each instruction adds at 
most one resource (component position) to 
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the space. The IC storage resource is 
defined separately in each space, giving 
at most n+l components in the vectors of 
each space. For cases of practical in- 
terest, the dimension of Vv, is also of 


bounded size. For example, if the in- 
structions of - are machine language 


instructions, then the resources speci- 
fied by these instructions consist of 

a fixed set of machine registers and 
other physical devices (e.g. I/O 
channels), plus a fixed number (usually 
one) of memory cell specifications. 


3.2 Some Better Partitioning Rules 
If an instruction, rv. in a subtask, 


mO 


*j, is a branch instruction (has te 


as a sink), then the instruction con- 


1 will also 
be treated as a branch instruction in 
Vie Suppose that the average number 


of instructions between branch instruc- 
tions in T is u. Also suppose that n is 
chosen such that n > > u. Then the pro- 


structed for T in space V 


bability that a particular subtask TY, 


contains at least one branch instruction 
is very large. But this would mean that 
almost every level Vy instruction is a 


branch instruction, as would also be the 


case for all levels above Vie One would 


expect this proportion of branch instruc- 
tions to seriously degrade the potential 
concurrency at these higher levels. 

It is apparent that rules for parti- 
tioning a task into subtasks such that 
the probability of creating a higher 
level branch instruction is minimized 
(or at least reduced) would be helpful. 
We will outline here a set of partition- 
ing rules which will help achieve the 
above goal. 

There are two types of instructions 
whose occurrence during the scanning of 


T° will signal a "good" partition point 
in the sense that there may be a reduc- 
tion in the number of higher level branch 
instructions. They are (1) a branch in- 
struction, and (2) a destination instruc- 
tion. Destination instructions can be 
detected during assembly by the occur- 
rence of a label. 

The following assumptions are made 
here: 
(1) For each 


level, 


instruction, Ii. at whatever 
it is known whether or not tT, is a 


destination. 
(2) TE I. is then 


it is known whether I. is a forward or a 


a branch instruction, 


backward branch instruction. 


(3) IE£ I; is a destination instruction, 
then it is known whether I. is the desti- 


nation of a forward branch instruction 
(called a forward destination) or of a 
backward branch instruction (a backward 
destination). 

Note: It is possible for I, to be both 


a forward and a backward destination. 
We wish to take advantage of the 


following type of situation. Suppose I. 


Oo 


. and I, 
J 


re +L. 
i 


is a forward branch to r 


are in the same subtask, TO then 1} need 


k k 
not be designated a branch instruction 


(at least due to the presence of = 


Since at level Vv, the destination of ie 
is itself. One can see that good parti- 
tion points would be: 
(1) immediately before a forward branch 
instruction. 
(2) immediately 
instruction. 
(3) immediately 
tion. 
(4) immediately 
nation. | 
Partitioning at these points will 
increase the probability of placing a 
branch instruction and its destination 
in the same subtask. These partition 
points will also be good ones to use at 
higher levels since there will always be 
some level at which a branch instruction 
and its destination can be found in the 
same subtask. However, it may be possi- 
ble that several branch instructions are 


after a backward branch 


after a forward destina- 


before a backward desti- 


k - 
in the same subtask, Ths at a particular 


level. The corresponding level V ieee 
struction, If**, 


k+1 
is thus a branch in- 


struction which could have both forward 
and backward destinations. However, at. 


some higher level, Vee? this instruction 


will be in the same subtask as its desti- 
nations, and thus will cease to cause 
branch instructions at levels higher than 


Victp. 
4.0 Executing Programs From 
the Hierarchy 


We now illustrate one possibility 
for a computer organization which takes 
advantage of the existence of this hier- 
archy. It is assumed that a program is 
stored in memory as a serially ordered 
sequence of instructions, and that this 
sequence has been partitioned into a hi- 
erarchy of levels according to the pre- 
vious section. The higher level instruc- 
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tions are grouped together into their re- 
spective levels and are stored as seri- 
ally ordered sequences in a way which fa- 
cilitates accessing a subtask of a par- 


J 


ticular level, Ty, knowing only the level 


V instruction, ee? to which it cor- 


jt+l1 
responds. 
The execution of a task, T, will 


take place as follows. Suppose that Vi. 


is the highest level formed for T. Then 
the first step is to form an ordering ma- 


trix Lor a called va and to initialize 


the control variables for mu using the 
control variable transition rules of 
Reference (7). Suppose that two instruc-— 


k 


tions, - and A in 7, are found exe- 


cutably independent. Since these in- 
structions are "higher level" instruc-— 
tions they do not directly request speci- 
fic physical machine resources. "Execu- 
tion" of these instructions is done by 


calculating ordering matrices, for the 
level V subtasks, pk-t and ae to 
k-1 ie j 


which these instructions correspond. 
Then these subtasks are executed from 
their ordering matrices. When all of the 


k-1 


instructions of T. , Lor example, 


1 


are 


found inactive (task 7 has terminated) 


then M” Ae noeie ica: that ic, has completed 


execution and the transition rules are 


applied to mu so that other instructions 
may be found executably independent. 
Suppose that k > 2. Then the in- 


k-1 awK-1 


structions of T and T, must be exe- 


cuted by forming ordering matrices for 
the level Ve? subtasks to which they 


correspond, and executing from these 
ordering matrices. It is only level vs 


instructions which are executed directly 
on the physical machine resources. No- 
tice that if at some level, V5) for 


p > 0, more than one instruction is found 
executably independent at the same time, 
then there will be at least two level Vis 


subtasks executing concurrently. Each 

of these subtasks may, of course, have 
several instructions executably independ- 
ent at any one time. 

No direct measurements have been 
made to determine the amount of detect- 
able potential concurrency which exists 
at levels above level zero. There is en- 
couraging indirect evidence, however from 
which arguments can be made that this hi- 
erarchial approach has good potential. 


The first such argument is based on the 
fact that the empirical results of Refer- 
ences (5,6) were based on measurements of 
machine language programs, while those of 
Reference (2) were based on measurements 
of high level language programs, (ALGOL 
and FORTRAN). Since each statement of a 
high level language task is compiled into 
an ordered set of machine language in- 
structions, it seems reasonable to con- 
Sider these machine language "subtasks" 
as residing at level ve , while the high 


level language peseenente are the equi- 


valent level Vi instructions. The em- 


pirical results show that the average 
rate of independence (average number of 
instructions concurrently executable) is 
about the same (1.8) for both levels. 
Thus, executing FORTRAN and ALGOL pro- 
grams under a two-level hierarchy as de- 
scribed here should lead to an effective 
rate of independence of 1.8 x 1.8 = 3.24 
(neglecting overheads). Table 1 summa- 
rizes the results of Reference (5), la- 
beled Tjaden and Flynn, and Reference 
(6), labeled Riseman and Foster, as well 
as Reference (2). : 

The second argument is based on the 
strong correlation between the density 
of branch instructions and the rate of. 
independence shown in Table 1. Assum- 
ing that these two factors are correlated 
as the Table indicates (i.e., branch in- 
struction density inversely proportional 
to rate of independence), the rate of in- 
dependence at the upper levels of the 
hierarchy should be the same as that at 
lower levels if the branch instruction 
density can be maintained equal to this 
density at the lower levels. The parti- 
tioning rules and the definition of high- 
er level branch instructions were defined 
with this maintenance of density in mind. 

It is expected that the choice of 
maximum partition size, choice of parti- 
tion points, and the inherent control 
structure of the program will strongly 
affect the rate of independence at the 
upper levels. If the partition size is 
too small, relatively few branch instruc- 
tions will have destinations located in 
the subtask with the branch instruction. 
If the control structure is very random, 
the chances of finding a partition point 
such that all of the branch instructions 
in a subtask also have destinations in 
that subtask will be relatively low. 
Top-down structured programs should be 
well suited for execution in the hierar- 
chical environment described here. Not 
only are such programs hierarchical in | 
structure themselves, but their reliance | 
on procedure calls and limited control 
structure forms should reduce the density 
of branch instructions at all levels. 
Procedure calls, in particular, should 
not be treated as branches and returns, 
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but as higher level instructions with the 
procedure itself treated as a subtask at 
a lower level. 


5.0 Conclusion 


If an average rate of independence 
of two can be achieved at each level of 
the hierarchy, then the effective rate 
of eee should be on the order 


of 2N where N is the number of levels. 
Very large problems should result ina 
hierarchy having a great number of le- 
vels, and a resulting large effective 
rate of independence. There is, of 
course, a maximum number of levels be- 
yond which no increase in potential 
concurrency will be realized. Riseman 
and Foster (6) have measured a maximum 
average speed-up (rate of independence) 
due to concurrency of about fifty. Thus, 
the maximum number of useful levels will 


be that humber, N; such that 2% < 50, or 
N= 5. If, for example, a partition size 
of 32 is chosen, the largest program 
which can be partitioned under the oN 
Speed-up can have no more than a°2 = 


3x10! instructions. If two memory words 


are required to store the source-sink 


vector pair for each subtask (partition) 
of size thirty-two, the memory overhead 
as a percentage of program size will be 
about 7%. 

It is very seasonabie that the rate 
of independence should increase rapidly 
and nonlinearly with program size using 
the hierarchical approach. One would 
expect large programs to possess a cor- 
respondingly higher potential for con- 
currency than smaller programs because 
of global. independencies. This hier- 
archical approach can result in detection 
of these global independencies. It is 
not clear that present dynamic concur- 
rency detection algorithms are powerful 
enough to detect such global independen- 
cies. One would expect that algorithms 
which use semantic information contained 
in DO-LOOP definitions, for example, may 
be required to effectively utilize glo- 
bal. concurrency. A good deal of re- 
search remains to be performed before 
the viability of these ideas can be de- 
termined. 
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FIGURE 3 
Forming Resource Space V, 


oo 
hy, 
e, = 1 1 
PART A 


MODIFICATION OF THE RT TO FORM 
SPACE V1 FROM STEP (4) 


TABLE 1 


NO. INSTS. 
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DENSITY OF 

BRANCH INST. 

TESTT 
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TEST 3 : 
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TEST 4 
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FIGURE 3 
Forming Resource Space V1 (Cont'd) 
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THE FLIP NETWORK IN STARAN (2) 


Kenneth E. Batcher 
Digital Technology Department 
Goodyear Aerospace Corp. 
Akron, Ohio 44315 


Abstract - The flip network in each array 
module of STARAN scrambles and unscrambles 
multi-dimensional access (MDA) memory data. 
The flip network can permute data on transfers 
from memory to PE's, from PE's to memory, 
and from PE's to PE's. Among the allowable 
permutations are barrel shifts, barrel shifts on 
substrings, and FF T-butterflies. The network 
can be used for such data manipulations as shift- 
ing, mirroring (flipping end-for-end), irregular 
spreading, or compressing and replicating. 
These manipulations are useful for sorting, fast 
Fourier transforms, image warping, and solving 
partial differential equations on multi-mesh 
regions. | 


Introduction 


An earlier paper (Ref. 1) describes the 
multi-dimensional access (MDA) memories in 
STARAN. Memory data can be accessed (fetched 
or stored) by words, by bit-slices, by byte- 
slices, etc. MDA memories are built with ordi- 
nary RAM chips, and data is scrambled a cer- 
tain way when stored in memory so that it can be 
accessed in various ways. 
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A scramble/unscramble network is required 
to scramble the data when it is stored into mem- 
ory and to unscramble the data when itis read 
from memory. The flip network (Figure 1) does 
the scrambling and unscrambling and can also 
perform a number of other useful permutations. 
Bauer (Ref. 2) has shown how a number of data 
manipulating functiohs can be performed using 
the flip network with appropriate PE masking. 


Here, we show the coxstruction of the flip 
network and then a method of irregularly spread- 
ing and compressing data that is faster than the 
method shown in Ref. 2. 


Filip Network Construction 


Notation 


A 2™ -item flip network has 2” input -data- 
lines labeled with n-bit binary vectors ranging 
from (00...00) to (11...11). It has 2" output- 
data-lines also labeled with n-bit binary vectors. 
The network has two control inputs: 


1. Ann-bit flip control that specifies one 
of 2" flip-permutations. 
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Figure 1. STARAN Array Module (n = 8) 


(4) 7p+ademark, Goodyear Aerospace Corporation, Akron, Ohio. 


2. A siatt-centiel that apeeifies one of 
(n@ +n t 2)72 shift-permutations. 


The flip network. permutes the input data 


first according to the specified flip-permutation, | 
then according to the specified shift-permutation, 


and presents the permuted data on its output 
data-lines. 


yee “Fo gevanble: and unscramble MDA memory 

anes: the data'‘is fed through the flip network 
while the flip-control is driven by the MDA | 
memory global address to cause the desired 
flip -permutation. . 7 


Flip-Permutations_ 


If F = (f, -1 44-2 ° 


vector fed to the flip-control, the flip -network 
moves the data on input -data - -line I= (i 


f,) is the n-bit binary 


aus 
3 @f BSS i Gf), ig @fq), where ® means 


i 119) to output-data-line I@F = (i ee 


the exclusive -OR logic function. 


TIAN 


= (000) 


(010) 


nn 


nN 
uN 


(011) 


when F = (lI... 
sal of data endfor end (the mirror permutation). » 


_ (for the 8-item flip network, 
_ (010), .and (100)). 


Figure 2 shows the flip-permutations for an 
8-item flip network. When F = (00... 
is no permutation (the identity permutation); 
.1ll), there is a complete rever- 


Each flip-permutation is its own inverse, and 


_ any two permutations commute with each other. 
If F = F, ®F 2: then flip-permuation F can be 


| performed by doing permutation Fy followed 
| by Fe | 


If the control input F has a single 1 and n-1 
O's, then flip permutation F is called an atom 


The set of n atoms forms a 
basis for all flip-permutations (any flip-permu- 
tation can be formed from atoms). This sug- 
gests one way of constructing flip networks. A 
2" ~-item flip network can be formed from n 
levels of logic. Each level is controlled by one 


of the flip-control bits and performs one of the 


atom permutations whenever the control bit is 1. 


F = (110) 


F = (111) 


Figure 2. lip Permutations for 8-Item Flip Network 


the atoms are (00]), 


00), there ~*~ 


Figure 3 shows an 8-item flip network con- 
structed this way. The first level of logic per- 
forms flip-permutation (001)if the least-signifi- 
cant flip-control bitis l and identity permutation 
ifthe controlbit is0. Similarly, the second level 
does flip-permutation (010) when the middle con- 
trol bit is 1 and the last level does flip-permu- 
tation (100) when the most significant control bit 
is 1. With this construction method, a 2" -item 
flip network requires n levels of logic, with each 
level comprising 2" two-way data selectors. 


Figure 4 is an 8-item flip network redrawn 
to illustrate that the levels of data selectors are 
alike when the data is shuffled between levels. 
This means that a flip network can be built from 
a number of identical modules. It also means 
that the data can be recirculated n times through 
one level of data selectors if itis shuffed at each 
pass. Thus, one can use a shuffle-exchange 
network (Ref. 3) as a flip network. 
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Figure 3. An 8-Item Flip Network 
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Figure 4. An 8-Item Flip Network Redrawn 


One level of four-way data selectors can 
take the place of two levels of two-way data se- 
lectors. Ifnis even, a 2" item flip network can 
be built from n/2 levels of four-way selection. 
The 256-item flip networks in the current 
STARAN each have four levels of four-way data 
selectors. 


Shift-Permutations 


The shift-control input to a 2.-item flip 
network allows one of (n* +n + 2)/2 shift- 
permutations to be applied after any flip-permu- 
tation. One of the shift-permutations is the 
identity permutation (no shifting); the other 
(n@ + n)/2 permutations are shifts of 2™ places 
modulo 2P where m and p are integers so that 
OSm<pSn. A shift of 2™ modulo 2P divides 
the 2" data items into groups of 2P items each 


seven shift permutations in an 8-item flip net- 
work. 


When m = p - 1, the shift-permutation of 
IDENTITY 2™ modulo 2P is the same as a flip-permutation 
(compare the 1 mod 2, 2 mod 4, and 4 mod 8 
shift-permutations of Figure 5 with the (001), 
(010), and (100) flip-permutations, respectively, 
of Figure 2). Other shift-permutations are per- 
formed in the flip network by selectively con- 
trolling the data selectors on certain levels. 
Figure 6 shows how a 1 mod 8 shift-permutation 
is performed in the 8-item flip network of Figure 
3. . 


| | + and shifts the items within each group right 
| end-around 2™ places. Figure 5 illustrates the 


1MOD8 


The selective control of data selectors ona 
level required for the shift-permutations is ac- 
complished by expanding the number of control 
Signals for the level; each control signal controls 
a fixed subset ofthe selectors-on the level. With 
levels of two-way selectors, the first level has 
one control signal, the second level uses two 


2 MOD 8 
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Figure 5: Shift Permutations in an 8-Item Flip Network Figure 6. The 1 Mod 8 Shift Permutation in an 8-Item Flip Network 
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control signals, the third level uses three con- 
trol signals, etc. A 2™-item flip network re- 
quires n (n + 1)/2 control signals. Figure 7 
shows how six control signals control the data 
selectors of an 8-item flip network so that both 
flip and shift permutations can be performed. 
The control table for this network follows (when 
the control signal is 1, the selectors swap data): 


Control Signal 


Permutation 0A IA 1B 2A 2B 2C 
1 mod 8 1 i 0 1 0 0 

2 mod 8 0 1 1 1 1 0 

4 mod 8 0 0 0 1 l 1 

1 mod 4 1 ] 0 0 0 0 

2 mod 4 0 ] ] 0 0 0 

1 mod 2 1 0 0 0 0 0 

0 0 0 0 0 0 
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Figure 7, An 8-Item Network for Flip and Shift Permutations 
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For flip-permutations, 0A is driven by the least- 
Significant flip-control bit; 1A and 1B are driven 
by the middle flip-control bit; and 2A, 2B, and 
2C are driven by the most-significant flip-con- 
trol bit. 


To allow a combination of a flip-permutation 
with a shift-permutation in one pass through the 
network, each control signal is driven from an 
exclusive-OR gate. The shift-permutation con- 
trol is fed to one exclusive-OR input and the flip- 
permutation control is fed to the other input. The 
resultant permutation is the same as the flip- 
permutation followed by the shift-permutation. 


To shift data in a negative direction, one 
can mirror the data with a flip-permutation 
(l1l...11), shift the mirrored data in a positive 
direction, and then remirror the data with 
another (11...11) flip. The mirroring and re- 
mirroring can be combined with the shifts. For 
example, a shift of -31 places can be performed 
in two passes: A mirror with a shift of 32 fol- 
lowed by a mirror with a shift of l. 


Data Manipulations 


General 


The flip network can permute data on mem- 
ory-to-PE transfers, PE-to-PE transfers, and 
PE-to-memory transfers. The permutations 
are useful in many applications to manipulate or 
route data between PE's. Bauer (Ref. 2) illus- 
trates a number of these manipulations. Some 
manipulations require only one pass through the 
network; several require log? N passes for N 
items. One class of functions (irregular com- 
press and expand) required about N passes for 
N items. Here, we show how these irregular 
functions can be accomplished in about log? 
passes. 


Irregular Spreading 


Spreading (expanding, replicating) takes the 
output of a contiguous set of PE's and spreads it 
across a larger set of PE's, replicating some 
items but preserving their relative order. As 
an example, if we let 

abcde (1) 
represent the outputs of the first five PE's in 
order, then irregular spreading can create the 
following pattern of 19 items: z 


aaaa b ccccc dddddddd e (2) 


in the first 19 PE's. 


Spreading arises in a number of problems. 
To magnify a digitized image, new picture ele- 
ments (pixels) are created on a finer grid; the 
old pixels must be spread and then interpolated 
to create the new image. This spreading is ir- 


regular if the image is being warped. Another 


example is solving partial differential equations _ The first pass is a PE-to-PE transfer with 


on multi-mesh regions; data computed on a a shift-permutation of 8 places. The bit-slice 
coarse mesh must be spread and interpolated with weight 8 of the shift value is used as a mask; 
when moved across a boundary to a finer mesh. where the bitis 0, the PE retains its stored _ 
| = value and where the bit is 1 the PE accepts data 
In STARAN, spreading is accomplished with from the flip network. The fifth column of Fig- 
shift-permutations in the flip-network combined ure 8 shows the values stored in each PE after 
with appropriate PE masks. It will be illus- this pass. PE's 0 through 10 are masked off and 
trated with the example of spreading pattern (1) do not change state; PE's 11 through 18 accept 
to obtain pattern (2). Figure 8 shows the state _ data from PE's 3 through 10, respectively. 
of the first 19 PE's at different steps of the | _ - 
process. The second pass is a shift permutation of 4 
3 | places with the weight 4 bit-slice of the shift 
Initially, the five data items (a, b, c, d, | value used as a mask. PE's 6 through 10 and 15 
and e) are stored in the first five PE's (0,,1, 2, through 18 accept data from PE's 2 through 6 
3, and 4, respectively). Each PE is to receive and 11 through 14, respectively. The sixth 
one of these items. The second column of Fig- column of Figure 8 shows the result. 
ure 8 shows the initial location of the item (e.g., 
PE's 5 through 9 are to receive item c, which Similarly, two more passes are executed 
initially is in PE 2). 3 | with shifts of 2 places and 1 place, respectively, 
. and with the weight 2 and weight 1 bit-slices of _ 
In parallel, each PE computes a shift value, the shift value as masks, respectively. The last 
which is simply the difference between its own column of Figure 8 shows the result; this is 
index and the initial location. This shift value pattern (2). | 
is shown in the third column in binary notation. | 
The mpximum shift value is 14, which is less As long as the shift value bit-slices are 
than 2°; thus, four passes through the flip net- treated in the correct order (most-significant 
work are required to spread the data. bit-slice first), spreading can be performed 
DATA VALUE | 


INITIAL 


PE | LOCATION | SHIFT VALUE AFTER | AFTER AFTER AFTER 
“INDEX | OF DATA 8421 INITIALLY | 8SHIFT | 4SHIFT | 2SHIFT | 1SHIFT 

0 0 0000 a 

1 o 0001. a 

2 0 0010 a 
3 0 0011 a 

4 1 0011 b 
5 2 0011 c 

6 2 0100 c 

7 2 0101 c 
-8 2 0110 c 

9 2 0111 C 
10 3 011d d 
11 3 1000 a 
12 3. 1001 a 
13 3 1010 d 
14 3 1011 d 
15 3 (1100 d 
16 3 1101 d 
17 3 1110 d 
18 4 1110 


Figure 8. Irregular Spread Example 
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without collisions. Data can be spread into 2™ 
PE's with n passes or less if all shift values are 
non-negative. 


Spreads with negative shift values require a 
modified method. First, all shift values are . 
biased by a positive constant so that they are all 
non-negative. Then, certain bit-slices of the 
shift value field are complemented (the bit- 
slices corresponding to 1 bits in the bias con- 
stant). The result is a shift value where some 
bit-slices have negative weights and some have 
positive weights. The spread algorithm is then 


followed except that negative shifts are performed 


whenever negative-weight bit-slices are used as 
masks. The negative shifts are done with mir- 
rors (with mirrored PE masks). If the bias con- 
stant is odd, the least-significant shift-value bit- 


slice has a negative weight and then an extra pass 


through the flip network is required to remirror 
the data into normal order. Data can be spread 
into 2" PE's with n+ 1 passes at most. 


Irregular Compressing 


Compressing (closing) takes data items from 


a scattered set of PE's and packs them into a 


contiguous set of PE's while preserving their 
relative order. It is the inverse operation of 
spreading and can be performed by reversing the 
steps of a spread. | 7 


Conclusions 


The flip network scrambles and unscrambles 
data for the MDAmemory. It also can perform 
the PE-to-PE routing required for many prob- 
lems. 


There is close connection between the flip 
network and the perfect shuffle. One can imple- 
ment any flip network permutation with a few 
passes through a shuffle-exchange network. In 
many applications like the fast-Fourier-trans- 
form, a shuffle is used to pair up certain items. 
One pass through a flip network will also pair up 
the same items; the pairs may be ordered dif- 
ferently, however. 


Irregular spreading and compressing can be 
performed in a few passes through the network. 
These operations are useful in image warping, 
rotation, magnification, and resampling. 
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CONSTRUCTION OF A VERSATILE DATA MANIPULATOR 
| FOR PARALLEL/ASSOCIATIVE PROCESSORS 


W. W. Gaertner, M. P. Patel, C. JT. Retter and I. M. Singh 
W. W. Gaertner Research, Inc. 
205 Saddie Hill Road 
Stamford, Connecticut 06903 


SUMMARY 


At the 1973 Sagamore Computer Con- 
ference on Parallel Processing (Proceed- 
ings, p. 101) Tse-yun Feng proposed the 
design of a Versatile Data Manipulator 
for parallel/associative processors. It 
allows the programmer to establish a re- 
lationship between input and output words, 
such that any bit location in the input 
word may be specified as the data source 
for each of the bit locations in the out- 
put word. Both input. and output data 
can be masked. The Rome Air Development 
Center has contracted with W. W. Gaertner 
Research, Inc. to perform the hardware de- 
Sign and construction of such a data ma- 
nipulator to operate in conjunction with 
the STARAN computer at the RADCAP facil- 
ity and the future Reconfigurable Com- | 
puter System Design Facility (RCSDF) at 
RADC. 


As shown in the biock diagram of 
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Figure 1, the data manipulator operates 
under the PIO Control of the STARAN com- 
puter, but could also be interfaced to 
other computers such as the QM-1 of the 
RCSDF. The contents of the input and 
output masks, of the Address Control 
Registers (ACR), and of the. Input and 
Output Control Registers (ICR and OCR), 
as wel] as the data to be manipulated, 
are entered via the 256-bit wide PI0 
Buffer Interface. The manipulated data 
leave the data manipulator via the same 
interface. The instruction repertoire 
of the data manipulator allows one to 
load the various address registers and 
masks, and to start and stop data ma- 
nipulation. Self-test is performed 

by loading address and input-data re- 
gisters, allowing verification of cor- 
rect operation even without assist from 
the STARAN computer. Details of physical 
construction and operation of the Data 
Manipulator are aiso presented. 
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Figure 1 - Block Diagram of Data Manipulator 


FAST ALGORITHMS FOR BOUNDING THE PERFORMANCE OF MULTIPROCESSOR SYSTEMS 


Chao-Chih Yang 
Department of Information Sciences 
University of Alabama in Birmingham 
University Station, Birmingham, Alabama 35294 


Abstract--Given a finite set of partially 
ordered tasks with arbitrary execution times, 
more efficient methods for finding two types of 
sharper lower bounds in scheduling these tasks 
on a multiprocessor system are proposed. These 
bounds include a lower bound on the number of 
processors with the shortest execution time and 
that on the execution time under a specific num- 
ber of available processors. This paper proposes 
fast algorithms for deriving two types of prece- 
dence partitions known as the earliest and the 
latest precedence partition, an equalization pro- 
cedure for refining these partitions if their 
elements involve unequal time intervals, an alge- 
braic method for recursively determining the 
lengths of all possible time intervals and a new 
technique for finding the numbers of common 
objects in these intervals. The determination 
of both types of sharper lower bounds follow the 
method proposed by Fernandez and Bussell. Working 
examples are used for illustrating all proposed 
concepts. 


Introduction 


Given a finite set of partially ordered tasks 
(referred to as a POSET), the scheduling of these 
tasks in a multiprocessor system has been widely 
studied [2], [7]. One of the important aspects 
of this scheduling problem is the determination 
of an optimal schedule where the optimality has 
been established with different objectives as 
done by McNaughton [15] and Hu [11] among others. 
Although the problem of searching for an optimal 
schedule for an arbitrary finite POSET could, 
in principle, be solved by performing a finite 
number of examinations, such an exhaustive search- 
ing is quite time consuming and becomes impracti- 
cal for a relatively large POSET. Coffman and 
Graham [8] among others indicated that an effi- 
cient scheduling algorithm must be essentially 
nonenumerative or polynomial-time-bounded. Thus 
the enumerative searching method is inefficient 
since the number of steps involved is exponential 
in the number of tasks. Ullman [18] showed that 
the optimization problem of scheduling tasks in 
a POSET on m processors for all m is nondeter- 
ministic polynomial time complete. Hence, the 
problem of devising an optimal scheduling algo- 
rithm for an arbitrary POSET is quite difficult 
to be solved and there would be little hope. that 
many more efficient algorithms in this aspect 
will be found. Consequently, a possible atti- 
tude toward the scheduling problem would be in 
devoting more effort to design algorithms such 
that the performance of the schedules induced by 
these algorithms is near optimal. Along this 
line, once a schedule is developed, its perfor- 
mance should be evaluated based on a bench mark 
as manifested in the experimental work done by 
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Adam, et al. [1] and Kohler [13]. Therefore, 
efficient algorithms for bounding the performance 
of multiprocessor systems are of paramount impor- 
tance and will be concerned in this paper. 


In a computer system with m identical and 
independent processors, Baer and Estrin [3] 
Suggested procedures to determine a lower and an 
upper bound on.m required for maximum parallelism 
in a bilogic precedence graph. McNaughton [15], 
Hu [11], Chen and Epley [6], Barskiy [4], 
Ramamoorthy, et al. [17], Kraska [12] and Fernandez 
and Bussell [9] developed methods for finding 
lower bounds on m some among which are applicable 
only for special precedence graphs such as trees 
or those having tasks with equal execution times. 
Fernandez and Bussell also made an analytical 
study which showed that their lower bound on m 
is equivalent to Barskiy's result and is sharper 
than others. However, Barskiy's method is not 
practical for a POSET containing tasks with 
different execution times. The lower bounds on 
time for a specific m include those proposed by 
Hu [11] and Fernandez and Bussell [9] where the 
latter is also valid for any other arbitrary 
POSET. The methods for finding the upper bounds 
on the minimum number of processors were devel- 
oped by Fulkerson [10], Barskiy [4] , Ramamoorthy, 
et al. [17] and Fernandez and Bussell [9] among 
which the last one yields a sharper result. 
Although the bounds determined by the methods. 
proposed by Fernandez and Bussell are sharper, 
the computation complexity of their methods limits 
their practical usefulness unless ways are found 
to improve the computation speed. This improve- 
ment will be considered in this paper. 


In this paper, we shall furnish detailed 
algorithms for finding the earliest precedence 
partition (EPP) and the latest precedence parti- 
tion (LPP) on a POSET containing tasks with 
different execution times, an equalization proce- 
dure for refining both of these partitions, an 
algebraic method for recursively determining the 
lengths of all possible time intervals and a new 
technique based on recursion, partition and | 
successive reduction for finding the numbers of 
common objects in these intervals. The algorithms 
for finding those precedence partitions are fast, 
the equalization is worthwhile, particularly when 
some tasks in a POSET require much longer execu- 
tion times than those of others and the method 
for finding the numbers of common objects does 
not rely on any load density function [9], does 
not use any bag {9] and does not perform any 
slower union operation the latter of which is 
replaced by much faster algebraic operations. 
Illustrations are also provided for demonstrating 
all new proposed concepts for a general case 
involving tasks with different execution times. 


The case involving tasks with equal execution 
_. times is simpler than the general case and can be. 
straightforwardly developed from the latter. 


The Earliest and the Latest Precedence Partition | 


We consider a general case in which the EPP 
and the LPP are both on a given POSET containing 
tasks with different execution times.. When a 
task is decomposed into a finite number of pieces, 
each such piece is called a subtask and assumes 
the same label as that of its decomposing task. 

- This type cf decomposition will be implicitly 
performed in the. dacs for ere ine the EPP 
or ere 


“Definition 1. An unexecuted task or subtask » 
is a candidate at time t if all its predecessors 
have been completely executed by t. 
set at t is the set of all candidates at t. | 
Theorem 1. Every candidate set is indepen-_ 
dent. 7 | 'y 


The independence means that for every pair 
of distinct candidates x and y in a candidate set, 
x does not precede y and vice versa. This Theorem 
can easily be proved by contradiction. Note that 
a set of unexecuted objects being independent may 
not be a candidate set unless Definition lis 
satisfied. 


When a POSET is executed, the overall cost | 
depends on the availability of processors. 
Consider a case in which there is no processor 
constraint. Under this condition, the length of 
a schedule has the least possible value which is 
the length of a longest path in the precedence 
graph of the POSET. This path is known as a 
critical path... | 


Definition 2. Given a finite POSET S, let 
U;} through U;, be some subsets (not necessarily 
disjoint or even distinct for every pair of these 
subsets) of S, If these subsets satisfy that 
1) their union is equal to S, 2) each task or 
subtask corresponding to S appears in one and 
only one such subset, 3) each subset Ux for 
i = 1,2,...,k is independent, and 4) every pair 
of adjacent subsets Us and Uyy, for i = I,...,k-1 
in the sequence Uy U2, 0.6, U, has at least one 
precedence relation between two distinct labels 
or between two distinct subtasks with the same 
label, then the sequence is called a -Bresedence 
partition (PP) on the POSET Ss. 


Note that a PP on a POSET S is defined asa 
Sequence of some subsets of S rather than a set 
of these subsets since condition 2) of this 
definition does not necessarily imply that these 
subsets of the PP are pairwise disjoint because 
of the possible existence of precedence con- — 
strained subtasks having the same label in some 
elements of the PP. Although these subtasks have 
the same label, they are distinct pieces decom- 
posed from the task with that label and there 
are precedence relations among these subtasks 
with the same label so that condition 4) of this 


definition can hold. 


As will be seen in a. later 
section entitled 'Equalization', a special type of 
precedence partitions my contain eae scale 


= elements. 


The candidate 
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execution times Ty 


Definition 3. The latest. possible time at 
which the execution of a task or subtask corre- 
sponding to a POSET S must be started without 
affecting the length of a schedule being longer 
than the length of a critical path in the prece- 
dence graph of the POSET S under the condition 
in which there is no processor constraint is 
called the latest starting time (LST) of the task 
or subtask. The sum of the LST of a task or 
subtask and its execution time is called the 
latest completion time. (LCT) of the task or sub- 
task. The sequence of some subsets of S with 
each such subset containing all tasks and/or 


_ subtasks having the same LST and with all such 


subsets arranged in the ascending order of those 
LST's is called the LPP on S. 


Definition 4. The earliest possible time at 
which a task or subtask becomes a candidate is 
called the earliest starting time (EST) of the 
task or subtask when there is no processor 
constraint. Similar to Definition 3, we can 


define the earliest completion time (ECT) of a 


task or subtask and the EPP on a POSET. 
Algorithms for Finding the EPP and the LPP 


Definition 5. When the subtasks decomposed - 
from a task have the same label as that of their 
decomposing task and this task has been partially 
executed, the remaining time required to finish 
the execution of this task is called the residual 
execution time of the task. 


In the two , algoriths to be proposed, a set 
S is assumed to be a nonempty and nonindependent 
POSET. Consequently, the detection of an. empty 
POSET, an. independent POSET and the existence of 
a circuit can be omitted. 


Algorithm 1. An algorithm for finding the 
EPP on a POSET S containing n tasks with earScreRe 
for x = byseight: . 

Step 1) Initialize t := 0 and k, := 0 and — 


store S, R, and t, for all x in S where R is the 

peenedenee relation on S (or the set of arcs in 

the precedence graph of the POSET S). % 
Step 2) Find the current set of successors 

by Ry := {y|(x,y)-@R}. 

ge 3) Find the current ‘candidate set at t 

= S - R, and set kg := kg + 1. 

en 4) Print t, kp, and E. : 

Step 5) Find the least pes tisal execution 

time of some objects in Ee by 


by E, 


. - min | 
At := 5 S = + 
t all in E, {t,}, set t t + At and update 
c 3s = at for each x in E, : | 7 | 


‘Step 6) Update S :=S = txlxee, and ie 0}. 


Step 7) Is S = ¢ where ¢ stands for he empty 
set? a) If so, set t, := t, print t, and the — 


algorithm terminates. b) If not, update 
R:=R- { (x,y) |xGE, and Tt, = 0} and go to Step 
2). 


In this algorithm, the symbol E, for each t 
denotes the candidate set at t as weil as the 
element of the EPP containing tasks and/or sub- 
tasks with the same EST = t, the symbol t, denotes 
the length of a critical path and with positive 
integer values stands for the k goth element of 
the EPP, 


For finding an LPP, we need to derive the 
inverse R® of the precedence relation R on S by 
simply reversing the direction of every arc in 
the precedence graph of the POSET 5S. 


Algorithm 2. An algorithm for finding the 
LPP on a POSET S containing n tasks with different 
execution times Ty, for x = 1,2,...,n: 

Step 1) Find t, by Algorithm k 

Step 2) erdeteant the inverse of R by 
RE := {(y,x)| (x,y) €R}. 

Step 3) Store S and t, for all x in S and 
initialize t' := 0 and V := 1. 

Step 4) Find the current set of successors 
by Ry := {x| (y,x) @RT}. 
Step 5) Find the current candidate set by 
= S- Ro. 
Step 6) Compute At ;:= 


Dy on 
all x in Dy 
where t, is the residual execution time of x in 
Dit, set t' := t' + At and update tT, $= tT, = Ot 
for each x in Dete 

Step 7) Update S :=S - {x|x€D,+ and 
Ty = 0}. 

Step 8) Is S = 9? a) If so, set Lo := D, 
and t := 0, print t, V, and Lo and the pee 
terminates. b) If not, update RY := R™ - {(y,x)| 
yD," and ty = 0}, compute t := t, - t', set 
L, := Der, print t, V and Lt» increment V := 
and go to Step 4). 


CTS 


x 


Vt+i 


In this algorithm, the symbol L, denotes 
the element of the LPP containing tasks and/or 
subtasks with the same LST = t and the values of 
V define the levels of tasks and/or subtasks as 


will be defined by the following definition. Let 
Vis be the maximum value of V. If we set 
k=Vp-Vtil (1) 


then k, with positive integer values stands for 
the k,-th element of the LPP. 


Note that Algorithms 1 and 2 can be also 
applied to a POSET containing tasks with equal 
execution times. However, they can be simplified 
for this special case. | 


Definition 6. If a task or subtask x is 
contained in the k,-th element of an LPP, then 
the level of x, denoted by W(x), is defined by 

W(x) = Vy, - ky +1 (2a) 


Theorem 2. The values of V derived from 
Algorithm 2 define the levels of the tasks and/ 
or subtasks corresponding to a given POSET. — 
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This Theorem is trivially true since (1) and 
(2a) imply that 

W(x) = V (2b) 
Note that when a task is jacoapeeed: the level 
of the task itself is the highest one among those 
of its subtasks. Note also that the levels 
defined by Definition 6 are always positive inte- 
gers and are not identical to those defined else- 
where [16] unless all tasks have equal execution 
times of 1 unit. 


Illustration 1. Given a POSET S; = {1,2,3, 
595057585 9} with the precedence relation 
= {(1, 2), (1,3) ,(2,4) ,(2,5) , (3,6), (4,7) , (4,8), 
4G, 8), (6, 9), (7, 9), (8, 9)}, and the execution 
s = 173 = 1 =1, tT, = 2, ty = Te = 20, 
ee tT) = 40 and Tg = 30. As shown in Table 


s the first row designated by t denotes the 
sequence of times from 0 through 64 where 64 
equals the length t, of a critical path, the next 
two rows designated by kp and E;} denote the EPP 
and the following two rows designated by k, and 
L; denote the LPP. Although both kp and ke have 
the same maximum value 8 for this specific 
example, the numbers of elements in both of these 
partitions are, in general, not necessarily equal. 
The EPP has the EST sequence 0, 1, 2, 3, 14, 23, 
53, 63 and the LPP has the LST sequence 0, 1, 3, 
23, 33, 50, 51, 63 which are not identical. Note 
that tasks 2, 4, 5, 6, and 7 are each decomposed 
into 2 pieces in the EPP and tasks 7 and 8 are 
respectively decomposed into 4 and 3 pieces in 
the LPP, 


4 
R 
(5 
t 


D5 
ime 


An Equalization 


Since the decomposition of a task x in the 
LPP may not be the same as that of the task x in 
the EPP, there does not exist a one-to-one 
correspondence from the subtasks decomposed from 
x in one PP onto those decomposed from the same 
task x in the other PP. This fact increases the 
complexity when the numbers of common objects as 
mentioned previously are computed. This requires 
that a one-to-one correspondence be established 
for each task having been decomposed in each PP. 
When the execution times of all tasks in a POSET 
are mutually commensurable [8], a trivial solu- 
tion is firstly finding the greatest common 
divisor w of all such times, then decomposing 
every task x with tT, = nw for n, 7 1 into ny, 


subtasks and finally deriving the EPP and the 
LPP on the refined precedence graph G, [8], [16] 
which has vertices involving equal execution 
times of w units. However, this method may not 
be efficient because of involving quite a large | 
number of partition elements, particularly when 
some tasks have their execution times being much 
longer than w. A feasible technique lies in 
providing a one-to-one and onto mapping such 
that the k-th subtask of task x in one PP can be 
mapped to the k'-th subtask of the same task x 
in the other PP if both subtasks have the same 
execution time but k and k' are not necessarily 
equal. The establishment of such one-to-one and 
onto mappings for all decomposing tasks is called 
an equalization. The equalized EPP and LPP on S 


are referred to as the refined EPP (REPP) and 
the refined LPP (RLPP) on S. 


For obtaining the REPP and the RLPP, we need 
to augment some new elements by splitting some 
existing elements in either or both of the origi- 
nal EPP and LPP as generated by Algorithms 1 and 
. 2 respectively in order to establish a one-to-one 
and onto mapping for each decomposing task. Each 
of these new elements is actually a duplication 
of some exiting element E; or L, and must be 
denoted by E,1 or Ly for t < t'. The augmenta- 


tion requires the following rules: 

Rule 1) For each task or subtask x with 
EST, = LST, = t, having been decomposed into n 
subraeks 4a the interval or subinterval [EST,, 


ECT,] of one PP at to tgs--ee5 and th the task 


or subtask x must be also identically decomposed 
in the same interval or subinterval of the other 
PP, 

Rule 2) For each task y with ECTy < LST, 


having been decomposed, we need to equalize the © 
subintervals in both intervals [EST ECT za and 
[LST,, LCTy] so that the i-th subtask y in the 
former interval and that in the latter interval 
have subintervals with the same length which is 
the execution time of i-th subtask with label y. 


If a task z with EST, < LST, < ECT, < LCT,, 
we can consider three intervals [LsT, ,ECT,], 
[EST, ,LST, ] and [ECT,,LCT,]. 
subintervals of the first interval, we apply Rule 
1. For equalizing those in the second and third 
intervals, we apply Rule 2. Note that some 
augmentation may induce new decomposing tasks 
which were not decomposed in the original EPP 
and/or LPP. Thus, an equalization needs a 
repeated refining and can be terminated when and 
only when all decomposing tasks including the 
induced ones have their one-to-one and onto 
mappings. 


For equalizing the 


Illustration 2. Referring to the EPP and 
the LPP on the POSET Sy as shown in Table I, 


tasks 2, 4, 5, 6, 7, and 8 are decomposed in 
either or both PP! Ss "without one=to-one correspon- 
dences. By Rule 1), we need to augment new ele- 
ments Ly = {2}, Ly, = 14,5}, Eg, = Esq = Es) = 


{7,8} and Ls, = {6,7,8} in the interval [1,3] for 


task 2, in [3,23] for tasks 4 and 5, and in 

[23,63]. for task 7. By Rule 2), we need to aug- 

ment new elements E, = {4,5,6} and Le, = {6,7,8} 

in the intervals [2,14] and[51,63] for task 6. 

By Rule 1) again, we need to augment new elements 
= {4,5} and Eso = {7,8} in the subinterval - 


[3,14] for tasks 4 and 5 and in the subinterval 
[51,53] for task 7. Up to this point, all tasks 
have one-to-one correspondences in both PP's so 
that the equalization is terminated. The REPP © 
and the RLPP as obtained by the equalization 

above are shown by the rows designated by k, V, 

Lo (k). and Eo (k) in Table I. The values of k are 
from 1 through 13 which indicate the k-th elements. 
The values of V are also from 1 through 13 but in 
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a reverse order. The latter values can stand for 
the levels of the tasks and subtasks in the ele- 
ments of the RLPP. Thus, both Definition 6 and 

Theorem 2 with minor modifications are applicable 


for a RLPP. Let Meg be the maximum value of. V. 
Then (2a) ete ; 
W(x) = -k+t+l1 (2c) 


Since there are 13 elements in either refined 

PP, there are 81 time intervals and also 81 num- 
bers of common objects. On the other hand, if we 
use the EPP and the LPP on the refined graph Gy 
containing vertices with equal execution times of 

= ] unit, there are 64 elements in either PP so 
that there are 2,080 numbers of common objects 
which is more than 25 times 81. 


Determination of Time Intervals 


Let A,(k) for k = 1,2,...,V,, be the lengths 
of the time intervals spanned by the k-th elements 
of either refined PP on a POSET S. 


Definition 7. The length A,(k) for j = 2,..., 
Vy and k = 1,2,...,V, -j+l oft the time intervals 


each spanned by j eres elements of either 
refined PP can be recursively defined as: 


k+l 
A, (k) = y A 1S) » for k = 1,...,V,, - 1 (3a) 
i=k | 
ktl 
Aj(k) = 2 As.) - Ay p(k + 1), for 
j=3,4,...,V, and k = 1,2,...,V, - 4 +1 (3b) 
If A 1 =w for all k = 1,2,...,V,,, then 
A, (k) = (3c) 
for j = 2. 35 Vi and a l sryeeeeVy - jt. 
It requires exactly (V, - 2)(V, - 1)/2: 
binary subtractions and exactly (V,, - 1)V,,/2 


binary additions to compute the lengths of all 
time intervals by (3a) and (3b). Im the special 
case it requires only v5 -~ 1 binary multiplications 
based on (3c). : | 7 


Illustration 3. The lengths of time inter- 
vals each spanned by j consecutive elements of 
either refined PP are shown in Table II. 


Determination of the Numbers of Common Objects. 


Let Eg (k) and L.(k) for k = 1,2,...,V, be 
the k-th elements of the REPP and the RLPP on 
an arbitrary POSET. Since each Eg(k) is never 
empty and so is each L,(k) and every task or ae 


subtask with EST = LST must be contained in both 
of these sets, the intersection of E(k) and 


Lo (k) for each k is never empty. Each such inter- 
section contains only common tasks and/or subtasks 


in the k-th elements of both refined PP's. Let 
Ty (k) = Eg(k)NLo(k) for k = 1,...,Vy (4a) 


Then I, (k) is always a subset of Eg (k) and that 
of Lo(k) so that we can find the reduced sets 


from Eg(k) and Lo (k) by deleting those common 
objects in I,(k). Let these reduced sets be 


denoted by E, (k) and L,(k) for k = 1,2,.005Vie 


Then we can define 
= Eo (k) ~ I, (k), for kor csas lay oe 
By (k) ¢, otherwise (5a) 
and 
_~SLo(k) - 1, (k) for k = 2,...5Vp 
Ly (k) Vu otherwise (6a) 


Since I,(k) # ¢ for each k, the reduced sets 


E, (k) and Ly (k) must be respectively some proper 
subsets of Eg(k) and Lo(k), i.e., 

Ei (k) C Eo (k) (7a) 

Ly (k) © Lo (k) (8a) 
and the intersection of Ey (k) and L, (k) must be 
empty, i.e., 

Ej (k) N L, (k) = > 

Now, we consider two consecutive reduced 
sets E, (k), Ey (k + 1), Ly(k) and Ly(k + 1) for 
k= 1,...,V¥, -1. Since E, (k) a} L, (k) = 
E, (k +1) Ly (k +1) = E, (k +1)Nn L, (k) = 
where the first two empty intersections are based 
on (9a) and the last one is due to the fact that 
there does not exist any object with LST < EST, 
we can compute the set of common objects in two 
consecutive reduced sets Ej (k), Ey (k + 1), L, (k) 


and L, (k + 1) as 
1) (Kk) -£ F100 be 2) fork. a dyentgV eg acl 

¢, otherwise (4b) 

Then, I,(k) is always a subset of E, (x) and that 

of Ly (k + 1) so that we can find Eo (k) and Lo (k) 

by deleting those common objects in I (k) and 

I,(k - 1). Let these reduced sets be denoted by 

E5(k) and Lo(k). Then we can define 


(9a) 


E, (k) = SE, (k) - Ig(k), for k = 1,...,V, - 2 
$, otherwise (5b) 
and 


Ly (k) a We = I, (k - 1) for k = 3, e005V., 


o, otherwise (6b) 


If we repeat the previous steps, we can 
define the set I.(k) of common objects in j 
consecutive reduced sets Es _ 7 (k) through 
By _1(k + j- 1) and 5-1 (6) through 
L5_4(k + j - 1) and the further reduced sets 


E, (k) and L, (k) for j = 3,ee0 Vm 


Definition 8. The sets I, (k), E, (kc) and 
Ly (k) for j = 1,2,...,V,, can be alternately and 
recursively defined as: 


fFj-1) O Lye +3 -D, 
I; (k) = for k= 1,...,V, -j+1 


¢, otherwise (4c) 
, -fE,_,(k) - I.(k), for k = 1,...,V. - j 
E, (k) = 4-1‘ i teies 
3 Le otherwise . (5c) 
Ls (k) - 1; (k - j + 1), for 
100 k= jt1,.-.,V, 
¢, otherwise (6c) 
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Eqs. (4a), (5a) and (6a) coincide respectively 
with (4c), (5c) and (6c) for j = 1 and similarly, 
(4b), (5b) and (6b) coincide respectively with 
(4c), (5c) and (6c) for j = 2. There are at most 
ValYm + 1)/2 nonempty sets I. (k) for] = gcse Vin 
and k = 1,...,V, - j + 1. The remaining sets 
Ts (k) for k = 2,...,V,, and j = ve kot 2 ceca Va 
are always empty. There are at most (V, - 1)V, /2 
nonempty reduced sets E.(k) for j = 1,2,.065V, — 1 
and k = 1,2,.005V, - j. The remaining sets E, (k) 
for k = 1,eee5Vi, and j = Ve k + 1,..+,V,, are 
always empty. Similarly, there are at most 
(Vv, ~ 1)V,/2 nonempty reduced sets L, (k) for 
j= 1,...,V,-landk=j+41,...,V,. The 
remaining sets L, (ie) for j = 1,...,V,, and 
k = 1,...,j are always empty. In summary, we have 


I; (k) = > for k = 2,...,V,, and 
j= Vy -—k + 2,...,V, (4d) 
E, (ic) = > for k = 1,...,V,, and 
f= Vy — Kk + 1,0-05Vy (5d) 
and 


Lj(k) = ¢ for j = 1,...,V, and k = 1,...,4 (6d) 


It requires at most V,(V, + 1)/2 binary set 
intersection operations and at most (V_ - 1)Vn 
binary set deletion operations to find all 
nonempty sets I.(k), Ej (k) and L;(k). 


Similar to (7a), (8a) and (9a), the succes- 
sively reduced sets E(k) and L, (k) for j = 
V, and k = 1,2,...,V,, have the following proper- 


2yeees 


ties: 
E(k) = E4_7(k) (7b) 
L, (k) & L5_1(k) (8b) 
and 


Eqs. (7a), (7b), (5c), (8a), (8b) and (6c) imply 
that 
I. (k) CE 


k) (10a) 


j-1' 
for j = 1,..+,V,, and k = 15250005 Vy 7 JF 1: 
The validity of (9b) can be proved by mathematical 
induction. For the inductive basis, it was shown 
that (9a) holds. Suppose that (9b) holds for all 
k and for some j > 1. Then by means of (5c) and 
(6c), we have 

E447 (k) nN Ly 47 (k) 


and 
(10b) 


ea : Ti4,(k = 4)) 
where E:(k) and L; (k) are respectively some sub- 
sets of E:.(k) and L, (k) because of (10a) and 
(10b). By the inductive hypothesis, the inter- 
section of E.(k) and L, (k) is empty so that (9b) 
holds for all j = 1,2,...,Vp. 


Theorem 3. The sets I; (k) EOP 6h 2 Lewees 
ve and k = 1,...,V,, - j + 1 form a partition on 


a given POSET S. 


Proof. Firstly, we show that the union of 
all sets 15 (k) for each k in {1,2,...,V,} and 


for all j = 1,2,...,V, -k +1 is equal to E(k), 
Race : ) 
V7 kt1 . | 
By means of (5c), we have 
Tj (k) = Ey_y(k) ~ By (k) (4e) 
Taking unions on both sides of (4e), we have 
Vin 7KtL 


where By. oil fox k = aes are all 


empty as ees in (5d). 


Secondly, the union of ail (nonempty) sets 
I. (k) is equal to the given POSET S, i.e., 
V Via ktl Ve 


m 
U U I, (k) = uv Ey (k) 


k=] j=l 
where the union on the right hand side is equal 
to S. Thus, condition 1) of Definition 2 is 
satisfied. 


Thirdly, we show that each task or subtask 
is contained in exactly one set I.(k). Consider 


the intersection of two arbitrary nonempty sets 
I FAC, and I. (k) for some k and i # j. Let 


A =i-j S 1. Then, by means of (4e), (7b) and 
the distributivity, we have 


LjaCk) MT5(K) = (By gq gO) - Ey yy (k)) 0 
(Ey_y(k) - Ey (k)) 
ee, (k) B i(k) 
- By yay Ce) 1 B5(K)) 
- (Ey 4qC) ME, (KD) 
+ (, ack) A Eye) 


where the left two fiCaraaceleus are identical (to 
Es +,—1 )) and are cancelled and so are the 


remaining two intersections (identical to E4+4,(k)). 


Now, consider the intersection of two arbitrary 
nonempty sets I, (k) and I, (k') for some j and 

k # k'. This intersection contains either nothing 
or some subtasks, each of which denotes the same 
label of two distinct subtasks with precedence 
constraint. Thus, every task or subtask is con- 
tained in exactly one set I.(k) for some j and k 


and Condition 2) of Definition 2 is satisfied. 


Since Conditions 1) and 2) of Definition 2 
are both satisfied, the set of all nonempty sets 
15 (k) can be viewed as a partition on S. 


Once I, (k) for all j and k are found, we 


can compute the numbers of common objects in all 
possible time intervals. 


Definition 9. Let W, (ie) be the numbers of 


common objects in j consecutive elements of both 
refined PP's, Then W, (k) can be recursively 


defined as; 


at most Vin 


Wy(k) = 4 1K) #(I,(k)) fork =1,...,V, (11a) 
k+1 7 

Wo(k) = A, (k) #(T(k)) + a Wi(i), for 

k=1,.06,¥,-~1 — (11b) 
| k+1 

W,(k) = A i” #(I, (k)) + oe W, _, 4 i) - 
w(K), for j = 3,4,..+,V, and 
es er ys ee a ae (lle) 


where the symbol # applied to a set I; (k) indicates 


the number of objects in the set T,(k). 


Finding Vial VintL) /2 numbers W, (k) requires 
exactly (Van 2) (V., 
at most V.(V_ + 1)/2 binary multiplications and 


- 1)/2 binary subtractions, 


- 1)V,, binary additions. 


Illustration 4. For the refined PP's on Si> 
the nonempty sets E, (k) and Ts 47 (k) are shown 
in Table III, the setae sets L5(k) and 
I + 6k - j) are shown in Table IV, and the numbers 
A, (k) # (1, (k)) and W, (k) are shown in Table V. 

In these tables, every blank entry means that 
its corresponding set or number is empty or zero 
respectively. | 


Determination of Lower Bounds 


Once the numbers W.(k) and the time intervals 
A. Ck) are available, a sharper lower bound My 
on m and that typ on time can be derived by 


following the method of Fernandez and Bussell, 
L€x5 a | | 
max e aa 
: = : W. A. ; 
“ib all j and k (| 40! jo] | 12) 
where [z] stands for the least integer greater 
than or equal to Z and 


max 
= hy (1) + all j and k 


typ ty, {Wi (k) /m -, (ke) } 


W, (k) /m > A, (ik) —  (€13)— 


where m is the Bee es of available processors. 


Since W,(k)/A;(k) < [W;(k)/4;(k)], the 
lower bound es aa time for m = a is equal. to 
Ay fb) which is the length of a critical path. 


By means of (12), the lower 
By means of (13) based 
If m= 2, 


Illustration 5. 
bound Mp is equal to 3. 
on m = 3, the lower bound ty, is 64. 
the lower bound on time is 64.5. 


Discussions and Conclusions 


We have proposed two detailed algorithms for 
generating two types of precedence partitions on 
any POSET, an equalization of these partitions 
with elements involving unequal time intervals, 

a recursive and algebraic method for finding all 
time intervals and a faster method for finding > 
VinlV,, + 1)/2 common objects. Both types of © 


precedence partitions are essentially needed for 


solving a scheduling bound problem. The algorithm 
for finding an LPP can induce "levels" as a by- 
product and the algorithm for generating an EPP 
can yield the length of a critical path as a by- 
product. Both of these by-products might be very 
useful in designing a level-oriented and critical 
path-oriented scheduling algorithms. [In addition, 
a task being known as "essential" or "nonessential" 
can be defined by means of both precedence parti- 
tions in such a way that a task is essential if 
itself or its first subtask has EST = LST and is 
nonessential otherwise. All essential tasks are 
along critical paths. The price paid for an 
equalization to obtaining the refined precedence 
partitions might be worthwhile particularly in 

a case in which some tasks require much longer 
execution times as demonstrated in Illustration 2. 
The proposed method for finding common objects 

is based on the techniques of recursion, succes~ 
sive reduction and partition. However, the 
method of Fernandez and Bussell 9 relies on 
solving the following equations: 


wee) = CR 1G) A EQ C4)) (114) 
.(k) = La(i 

J Ue 0 ) ity 0 
for j = L,.-0,V and k = 1yo0-5V, - j +1. The 


intersections and unions based on (1ld) involve 
set or even bag operands which are not only never 
empty but also gradually become larger as the 
computation proceeds whereas the intersections 
needed in our proposed method never involve bags 
but involve sets which gradually become smaller 
or even empty as j increases. In addition, no 

- union operations are required in our proposed 
method since these slow operations are replaced 
by faster algebraic operations. 


When a POSET contains tasks with different 
execution times in such a way that the number 
Vm Of elements in either refined precedence 


partition is much less than t,/w of the EPP or 


LPP corresponding to the refined precedence 
graph G,, the proposed method is efficient. 

a POSET containing tasks with equal execution 
times is relatively large, the proposed method 

is still applicable for this special case and is 
also worthwhile. The author tried twice to 

solve the Manacher's road map [14] (taken from 
[5]) with 86 tasks of the same execution time 

w = 1 by hand. When this computation was based 
on (lld), it was not only time consuming, but 
also difficult to avoid computation errors 
because the sets involved became more complicated 
as the computation proceeded. However, by means. 
of our proposed method, it was much improved. 


When 
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TWO MODELS OF TASK OVERLAP WITHIN JOBS 
OF MULTIPROCESSING MULTIPROGRAMMING SYSTEMS 


Mamoru Maekawa\#) and Donald L. Boyd 
Department of Computer, Information and Control Sciences 
University of Minnesota 
Minneapolis, Minnesota 55455 


Abstract -- The effects of task overlap with- . 


in jobs on the job throughput rate in multipro- 
cessing multiprogramming systems are studied. 
A job model which represents overlapping tasks 
within individual jobs is constructed and then ex- 
tended so as to represent a system model. The 
system model is further refined so as to include 
two different CPU scheduling algorithms; non- 
preemptive and processor-sharing. Having a | 
high degree of overlap within a job appears to be 
equivalent to the addition of another job in the 


system when nonpreemptive algorithms are used. 


When a processor-sharing algorithm is used, a 
high degree of overlap within a job is approxi- 
mately equivalent to doubling the number of jobs 
in the system. 


1. Introduction 


Since the introduction, in the early 1960's, of 
independent input/output (I/O) channels to remedy 
the disparity in speed between CPU computations 
and I/O device operations, concurrent tasks 
have become a common feature of almost all 
computer systems. Concurrency of operations, 
CPU tasks and I/O tasks, may occur between 
jobs of a multiprogramming system and within 
each of the individual jobs of a system. Although 
a great deal of analysis has been performed con- 
cerning the first type of concurrency [1,3] only 
recently has attention been focused on internal 
concurrency within jobs as well as between jobs 
[9]. The complexity of analysis partially ex- 
plains this deficit. = 


In [9], we modeled a batch-processing mul- 
tiprogramming system in which the job model al- 
lowed concurrent CPU tasks and I/O tasks within 
jobs. We defined the degree of multiprogram- © 
ming to be a two component measure of the num- 
ber of concurrent jobs competing for processors 
and the potential internal concurrency of CPU 
tasks and I/O tasks within jobs. By using job 
throughput as a criterion for comparison, we 
were able to show, with the aid of numerical ex- 
amples, the effects of both types of concurrency 
on throughput for three different system models. 
That is, up to a certain point, dependent upon the 
system model, concurrency within jobs has the 


(2) Present address: Toshiba Research and 
Development Center, 1, Komukai Toshiba- 
cho, Saiwai-ku, Kawasaki, 210, Japan 
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put rate. 


bution. 


same effect on throughput as did the addition of 
jobs with no internal concurrency. Thus im- 
proved throughput is achieved without the neces- 
sity of additional resources such as memory and 
with lower system overhead. 


The degree of improvement appears to be a 
function of the computer system model, the var- 
iables include scheduling algorithms and service 
time distributions. The three system models 
used were: 

1, A uniprogramming system allowing a single 
job system access under general distribution 
assumptions. 

2. A multiprogramming system with competing 

tasks, but no processor preemption allowed. 

1/O service time was exponential while CPU 

service time followed a general distribution. 

A multiprogramming system with a time-slic- 

ing algorithm used to allocate CPU time 

among competing tasks. In this model, CPU 
service time was represented by hyperex- 
ponential distribution. 


The purpose of this paper is to present the 
analysis of two additional system models in order 
to further observe, through numerical examples, 
the effects of internal concurrency on job through 
The two system models are similar to 
the last two models mentioned above. However 
in the present models, we will assume multiple 
identical CPUs, CPU service time to be govern- 
ed by a hyperexponential distribution, and I/O 
service time to be governed by an Erlang distri- 
The distributions of CPU and I/O service 
times are reported to be hyperexponential and 
Erlang[2,7]. In the first model the processors 
are assumed to be nonpreemptive while in the 
second model the scheduling of CPU service fol- 
lows a processor-sharing algorithm. 


In the following section because of notational 
necessity we will repeat the fundamental assump- 
tions for the basic job and system models, We 
will again define the measures to be used for nu- 
merical observations. In section three we will 
discuss the development of the equilibrium equa- 
tions for the two system models mentioned above. 


In section four, we will describe some numerical 


examples, and conclude with some overall obser- 
vations, 


2. Assumptions and Notation 


2.1 Job and System Models 


The job model must conveniently represent 
concurrency of CPU and I/O tasks. We assume 
that a job consists of a series of alternating CPU 
and I/O tasks, beginning and ending with a CPU 
task. Concurrency is achieved whenan I/O task 
is created before the completion of its corre- 
sponding CPU task. The next CPU task does not 
begin until after the I/O task is completed and the 
previous CPU task completes by issuing a sys- 
tem request (denoted as a wait) to synchronize 


the two tasks. This behavior is shown in Figure 
feds | : 
Job Start | Job End. 
\ Si S2 83 S4 Sp-1 Sy ( 
eo FTF OO NN 
CPU ec; dy C2 d2 c3 c4 dy Ca-l d,-1 Ch 
<a si —— 
task , rob boy bby i ! 
1/o | ot ee! it 
] | 
task | fay they tat ita Ita | 


Figure 2.1 Job Behavior:x denotes I/O task cre- 
ation and:* denotes the wait request. 


The notations and assumptions basic to the job 

model are the following: 

1, A CPU task is defined as the processing time 
required of the CPU between two consecutive 
wait requests or the processing time between 
the beginning of the job and its first wait re- 
quest or the processing time between the last 
wait request and the termination of the job. 
These times will be governed by the random 
variables s;, i=1,2,...,n-1, as shown in 
Figure 2.1. We assume that the sj are mutu- 
ally independent and identically distributed. 
Thus the CPU task times are denoted by the 
single random variable S with mean 1/# and 
distributed as a K phase hyperexponential with 


distribution function 
K ~[4,8 
k 
— F(s) = d w,Ll-e ] 
where) K ; 
} Wk 7 is 0 = Wy < 1 
k=] 
and 
7 teed 
k=] My LU : 


. The random variables Cys i=1,2,+-++,n,govern 
the processing time required of the CPU by a 
job from the beginning of execution or a wait 
request to the next issuance of an I/O request 
or to the termination of the job as shown in 
Figure 2.1. Thec;'s are also assumed to be 
mutually independent and identically distri- 
buted, thus denoted by the single variable C. 
Furthermore, C is defined by two mutually 
independent random variables S and B where 
C = min{S,B}. The random variable B is as- 
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sumed to be exponentially distributed with 


mean 1/y and distribution function 


H(b) tee UP 


~~ 


The variable B governs the time until an I/O 
request is made during a CPU task if overlap 
exists. B will be used in the measurement of 
overlap. 


. Denote by dj the processing time required by 


the CPU from the issuance of an I/O request 
to its corresponding wait request. Thus dj, 
i=1,2,+°*,n-1, is defined as dj=sj-c; and 
denoted by the single random variable D. 
Denote by t;, i=1,2,---,n-1, the i-th I/O © 
channel time requirement. Assume that the 
tj's are mutually independent and identically 
distributed and thus denoted by the single var- 
iable T with mean 1/A, and distributed as an 
Erlang of order U with distribution function 
t -1,-AUx 
ae ‘ (AU )(AUx)U> 1e-AU 
0 


(U-1)! 
The three random variables S, B and T are 
assumed to be statistically independent. 


dx 


. After each partial CPU task of length cj, a job 


leaves the system with a fixed probability q 
or issues an I/O request with probability l-q. 
Therefore the number of CPU tasks of a job is 
geometrically distributed with mean 1/q, 
O0<qe<l. 


With these assumptions and the notation 


presented above, the behavior of a job as it flows 
through the system may be represented as a state 
transition graph. 


Al: 
A2: 
A3: 


Ad: 


The individual states are defined as follows: 
A CPU task has been requested but its cor- 
responding I/O processor task has not yet 
been requested. 

Both a CPU and I/O processor task have 
been requested and neither of them as yet 
have completed. . 

The I/O processor task has completed but 
the corresponding CPU task is not yet com- 
pleted. 

The CPU task has completed but the corre- 
sponding I/O processor task is not yet com- 
pleted. 


Thus a job enters the system at state A; and 


cycles through the system and finally departs i 
from the system after an average number of 1/q i 


visits to state Aj. 


The directed cycles are 


shown in Figure 2.2, 


Using this job model, the batch-processing 


multiprogramming system is now modeled by the 
number of jobs in each of the job states Ai, i=1, 
2,3,4. We assume that the system consists of M | 


identical CPU's and N identical I/O channels. By 


assumption, a departing job is immediately re- 


placed by a new job, thus a constant number L 
jobs remain present in the system at all times. 
The closed, cyclic queuing model representing 
the basic system model is depicted in Figure 2.2. 


Departing Job Replaced 


Arrival Departure 


CPU 
C=min {S,B} 


Figure 2.2 


System Model 


a Measure — Degree of Multiprogramming and 
Job Throughput Rate 


As shown in Figure 2.2 concurrency of CPU 
and I/O tasks within a job is achieved when the 
job enters state Az. The probability of entering 
state A> is given by Pr|S>B] and denoted by &. 
W will be called the overlap ratio and is an indi- 
cation of the portion of CPU task time which can 
be potentially overlapped with an I/O task. It is 
shown in [9] that as the mean of B becomes 
large (no overlap), W approaches zero, and as 
the mean of B becomes small (perfect overlap), 
W approaches one. 


The degree of overlap between different jobs 
in a multiprogramming system is usually meas- 
ured by the number of jobs in the system per CPU 
or per I/O processor, Denote by Q the number 
of jobs per CPU. The vector (Q,) will be used 
to measure overlap for the entire system and is 
defined to be the degree of multiprogramming. 
The job throughput rate of the system might be 
expected to increase as (2 or w increases, This 
rate will be calculated for different values of 


(Q2,w). 


The job throughput rate of the system, R, is 
defined in terms of the CPU utilization, Pr [CPU 
busy], and the total CPU time required by an 
average job in the system, T Thus 


R =~ pricpu busy ] 
Te 


_ M 
(l/q-1)l/u+ E[C] Pr[ CPU busy |] 
Similarly, R is related to the I/O processor utili- 
zation, Pr[I/O processor busy] and the total I/O 
processor time required by an average job in the 
system, Ty,as follows 


c* 


R = =~ Pr[1/O processor busy] 
I 
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= TEPER Se processor busy | 
Define R(M,N,&,) to be the job throughput rate 
of a system with M CPU's, N I/O channels, and 
a degree of multiprogramming (92,W). R is 
clearly bounded by 


R(M,N,1/M,0)S R S R (M, N,0 , 1) 


It is shown in [9] that under general distribution 
assumptions these limits are given by 
MX oe: Aral 
aera ae <= 
N+ (l-q)ya~ = min| My l-q’ NNT ‘ 
Improvement of the job throughput rate 
R(M,N, &,) 


R(M,N,1/M,0) 17M,0) is bounded by 


R(M,N,@,w) _[ M uo NA } 
Zoe tigi) ica: 
beac oan Oa) Trg Ora 


The upper bound takes the maximum when My = 
N, , thus given by 


M/(1-q) +N 


Two detailed system models are outlined in the 
following section. 


3. Two Specific Cases of the System Model 


Further analysis of the general model dis- 
cussed in section two which would lead to useful 
results appears to be fruitless. In this section, 
we will concentrate on the algorithms for sched- 
uling CPU and I/O tasks. We will assume that 
CPU and I/O tasks times are distributed as 
hyperexponential and Erlang respectively. Fur- 
ther, it is assumed that once an I/O task is in the 
running state, it is not subject to preemptions, 
The system consists of M identical CPU's, N 
identical I/O channels, and will support a fixed 
number of jobs, L, at all times. 


The two cases of the system model will be 
distinguished by their assumptions on the sched- 
uling of CPU tasks. However a few remarks are 
necessary concerning the scheduling of I/O chan- 
nels to I/O tasks. Note that new I/O tasks may 
exist in states Aj or Ay as shown in Figure 2,2, 
The question arises as to what selection algo- 
rithm would best enhance the job throughput rate 
of the system. In [9], it was argued that the 
following, SCHEME A, is at least as good as any 
other strategy because it maintains a high arriv- 
al rate of new CPU tasks. 

SCHEME A: Tasks at state Aq are given a higher 
selection priority than those at state 
Ag. Among tasks at the same state, 
a task is randomly selected. 
Although the analysis in this section assumes 
SCHEME A, the following SCHEME B has also 
been considered and included in the numerical 
examples of the following section. 


SCHEME B: Tasks at state A» are given a higher — 


selection priority than those at 
state Ag. Among tasks at the same 
state, a task is randomly selected. 


3.1 Case 1 - Nonpreemption_ 

In this model we will assume that after a 
CPU task has acquired a CPU it will complete 
CPU service without interruptions. Since CPU 
tasks are statistically independent and identically 
distributed and since preemptions are not allow- 
ed, the queue selection algorithm will have no. 
effect on the job throughput rate of the system. 
Thus any selection algorithm such as a random 
or FCFS may be assumed. 


This analysis utilizes the method of states 
due to Erlang [4] for I/O time. The hyperex- 
ponential distribution for CPU time is also ana- 
lyzed using a similar method. The distribution 
function of the hyperexponential distribution is a 
weighted sum of K exponentials, thus CPU time 
can be simulated by a set of K CPU phases, When 
a CPU task is allowed access to a CPU, it choos- 
es phase i with probability w;. Phase i 
is exponentially distributed with mean 1/yu;. Due 


to the severe limitation on the space allowed we 


eliminate the detailed analysis and refer inter- 
ested readers to [10]. 


3.2 Case 2- Processor-Sharing 


In this model we will use a processor-shar- 
ing algorithm [8] to assign tasks to the CPU's. 
Note that although this algorithm is not realiza- 
ble, it may be viewed as a limiting case of the 
classical round-robin algorithm where the time 
quantum size approaches zero. 


It is assumed that a single CPU task may 
never occupy more than single CPU at any time. 
If the number of ready CPU tasks, c, is less than 
or equal to the number of CPU's, M, the rate of 
CPU processing assigned to each task is uw,other- 
wise the rate is reduced to (M/c)#. Therefore, 
the rate at which CPU tasks complete processing 
is min{Myu/c, nae Again we exclude the detailed 
analysis and refer interested readers to [10]. 


4, Numerical Examples 


We will use five example job sets to demon- 
strate the relationship of the degree of multi- 
programming on the job throughput rate of the 
system for the models discussed in section three, 
In each of the five sets, the mean CPU time,l/yn, 
and the probability that a job leaves the system, 
q, are held constant at 1/u equal to 1 and q equal 
to 0,02. The queuing algorithm for I/O proces- 
sors is SCHEME A except in cases where the ef- 
fect of I/O processor queuing is observed. The > 
random variable B which primarily determines 


the duration from the beginning of a CPU task to 
the issuance of its corresponding I/O request is 
exponentially distributed with mean 1/v. The 
parameter py is varied from 0 to a very large 
number thus causing the overlap ratio, W, to 


vary from 0 to 1. Other parameters such as the 


balance of the system, A/u, the number of 
CPU's, M, the number of I/O channels, N, and 
queuing disciplines for the CPU's will be varied. 
The characteristics of the five job sets are dis- 
played in Table 4, 1. 


Numerical results are graphically presented. 
Each figure is a plot of improvement of the job 
throughput rate and the degree of multiprogram- 
ming, (2,W). The improvement of the job 
throughput rate is defined as _ 


R(M, N,&2,W) 


(R(M,N,1/M,0) ~ ?) * 19° 


That is, the improvement is measured as the 
percentage of increase in job throughput rate 
over a system with a single job which has no 
overlap within a job. (%,W) is represented as a 
linear function (2 +W), where & =1,2,3,+-+ and 
Os <1, , 


The plots displayed in Figures 4.1 and 4.2 


are for job sets A and C respectively under a 


balanced system. That is, we assume that a 
system is balanced when the average job's de- 
mand for the CPU is equal to its demand for the 
I/O channel, thus A/u is equal to (1-q). Three 


observations are made. First, an increase in 


the job throughput rate is obtained by increasing 
the overlap ratio. In fact, under nonpreemptive 
schedules the following approximation can be ob- 
served for both job sets A and C, 


R(1,1,8,1) & R(1,1,2+4+1, 0) — (4,1) 


This relation was also observed in [9]. That is, 


_ahigh overlap ratio appears to be equivalent to 


Table 4.1 Example Job Sets(>) 


Job Set CPU time I/O time 
Identifier distribution distribution 


Exponential Exponential 


| Hyperexponential 
| (Variance -4) 
Hyperexponential 
(Variance - 16) 


Exponential 


Exponential 


Hyperexponential 
(Variance -16) 


(b) Ail hyperexponential distributions are two 
phases and all Erlang distributions are two 
stages. 
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Throughput Rate for Job Set C ina 
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the addition of another job in the system. This 
relation holds only for systems with asingle CPU 
and a single I/O processor. 


The improvement of the job throughput rate 
is greater under preemptive schedule than under 
nonpreemptive schedules. Under processor- 
sharing schedules, which is the limiting case of 
the preemptive schedule the following approxi- 
mation is observed for job set A, 


R(1,1,Q,w)* R61,1,Q2(itw),9) . 


(4.2) 


That is, having a high overlap ratio appears to be 
equivalent to doubling the number of jobs in the 
system. Relation 4.2 shows that overlap within 

a job has more effect on the job throughput rate 
under processor-~-sharing schedules than under 
nonpreemptive schedules. As seen in Figure 
4,2, Relation 4,2 seems to hold for only small 
values of Ww when using job set C where the CPU 
time is hyperexponentially distributed with a high 
variance, 


The second observation relates to the effect 
of time-slicing. In Figure 4.1, it is cbserved 
that, when there is some overlap within a job, 
the job throughput rate is increased by time- 
slicing even if the distribution of the CPU time 
is exponential, This phenomenon is interesting 
because, if the distribution of the CPU time is 
exponential, and if there is no overlap within a 
job, then time-slicing does not affect the job 
throughput rate due to the memoryless property 
of the exponential distribution. Thus the inclu- 
sion of overlap within a job causes time-slicing 
to have a significant effect on the job throughput 
rate, 


Increase in the job throughput rate by time- 
slicing is explained as follows. Task overlap 
within a job can actually be obtained when the job 
is at state Az. The number of jobs at state A? 
is limited by the number of CPU's. Multiplexing 
due to time-slicing creates an image of multiple 
CPU's and allows more jobs to stay at state A, 
at the same time. Hence, more jobs can obtain 
task overlap at the same time. 


When the distribution of CPU time is hyper- 
exponential, the improvement of the job through- 


‘put rate due to time-slicing is larger than when 


the distribution of CPU time is exponential. This 
is observed in Figure 4.2. Baskett [1] has 


shown that the throughput behavior of the system 


with hyperexponential CPU times under proces- 
sor-sharing schedules is identical to the through- 
put behavior of the system with exponential CPU 
times with the same mean, Comparing Figure 
4,1 with Figure 4,2 it is seen that Baskett's 
statement is true only when the overlap ratio is 
zero, | 


The third observation concerns job set C 


only. In Figure 4.2, it is observed that the job 
throughput rate improves for a small value of w, 
but remains nearly constant for any further in- 
creases of W. Thus it appears that even a small 
amount of overlap within a job will have an equiv- 
alent effect to total overlap within a job if the 
CPU time is governed by a hyperexponential 
distribution with a high variance, 


Thus far observations have been made for job 
set A and job set C. The throughput behavior of 
job set B, as might be expected, is between the 
throughput behaviors of job set A and job set C. 
This is observed,for example, in Figure 4.3, 
where the throughput behaviors are shown under 
the nonpreemptive schedule. Apparently the co- 
efficient of variation is one of the major factors 
which determine the throughput behavior. The 
coefficients of variation of job sets A, Band C 
are 1,2, and 4, respectively. 


Since the behavior of job set B is easily in- 
ferred from that of job sets A and C, we will not 
include this set in what follows. 


The effect on job throughput due to changes 
of the I/O time distribution is observed in Fig- 
gures 4,3 and 4.4, The system is balanced and 
has a single CPU and a single I/O channel. Ob- 
serve that Erlang I/O time provides a higher job 
throughput rate than exponential I/O time. But 
when CPU time is hyperexponentially distributed 
with a high variance, the effect of I/O time dis- 
tribution is very small, Relation 4.1 for non- _ 
preemptive schedules still appears to hold for 
Erlang I/O time. Relation 4.2 for exponential 
CPU time under processor-sharing schedules 
also appears to hold for Erlang I/O time. 


The effects on job throughput rate due to 
changes of system configurations are displayed in 
Figure 4.5. We assumed that a job requires on 
the average four times more I/O channel time 
than CPU time in order to maintain a balanced 
system. When the number of jobs increases, 
there are jumps in the job throughput rate up to 
a point at which the number of jobs is equal to the 
number of I/O channels. The height of the jumps 
decreases as the number of jobs increases. The 
following form of Relation 4.1 appears to hold. 


R(1,N,2,1)* R(1,N, Qt1, 0) 


for L2N. R(1,N,,1) tends to be larger than 

R(1,N,92+1,0). If the number of jobs is less than 
the number of I/O channels, R(1,N,L,0) is roug- 
hly estimated by — 


LA/(ut+ LA) 
rA/(ut 2X) 
L(ut+r) 


= ft R(L, LL, 0) * 
a TLX R(t 4sL, 0) 


R(1,N, L, 0) * R(1,1,L, 0) 
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Figure 4,6 is a plot of the improvement of the 
job throughput rate for a system with two CPU's 
and a single I/O channel. A job requires on the 
average twice as much CPU time as I/O channel 
time in order to maintain a balanced system. 
Except for the initial jump in the job throughput 
rate, the following general formula of Relation 
4,1 appears to hold. 


R(M,1,2,1) = R(M,1,2+1,0) . 


Having a high overlap ratio appears to be equiva- 
lent to increasing {2 by 1; that is, equivalent to 
the addition of M jobs to the system. 


Table 4.2 shows job throughput rate per 
CPU for job set D in two different system con- 
figurations, Both the systems are balanced, 
Queuing disciplines for the CPU's are nonpre- 
emptive. It is observed that the job throughput 
rate per CPU is higher in the multiple processor 
system than the single processor system. 


In Figure 4.7, job set D is plotted for a 
balanced system with two CPU's and two I/O 
processors under nonpreemptive schedules for 
the CPU's. Observe that the natural extension 
for multiple CPU's and I/O processors of Rela- 
tion 4.3 and Relation 4,4 does not appear to hold. 
R(M,N, 2,1) is smaller than R(M,N,Qt]1, 0). 
The difference between R(M,N,{2,1) and R(M,N, 
(+1, 0) is attributed to the difference in the job 
throughput rate per CPU shown in Table 4.2 
even for the same degree of multiprogramming. 


The effect on job throughput rate due to the 
two queuing disciplines for the I/O processors, 
SCHEME A and SCHEME B, is observed next. 
Table 4,3 shows the improvement of the job 
throughput rate under SCHEME A and SCHEME 
B for job sets A, D, and E. The system has 
two CPU's and a single I/O channel. A multiple 
CPU system was chosen since queuing disciplines 
for the I/O channels do not affect the job through- 
put rate of a single CPU system. We assume 
that a job requires on the average twice as much 
CPU time as I/O channel time to maintain a 
balanced system. Queuing disciplines for the 
CPU's are nonpreemptive. Note that queuing 
disciplines for the I/O channels have little ef- 
fect on the job throughput rate. 


Table 4.2 Job Throughput Rate per CPU 


| Degree of 
Multiprogramming 


System with a Single CPU 
and a Single I/O Processor 


0.0139 0.0158 


System with Two CPU's . , | 
and Two I/O Processors ees | 0. 0173 


Job Set A. 


(9. 5,W) | | 
and No Difference 
(1, w) 

(1.5, 0) | 186.1 

(eae Ty 229.0 

(2.0) | 211.6 


(2, 0.9) 239.6 
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Finally, changes due to system balance are 
observed in Figure 4.8, job sets A, D and E are 
plotted for a balanced system where the CPU 
and the {/O channel are equally demanded, that 
is, A/a“ is equal to (1-q), and for an unbalanced 
system where I/O processor time is demanded 
four times more than CPU time, that is, A /# is 
equal to (1l-q)/4, Queuing disciplines for the 
CPU are nonpreemptive, and each system has a 
single CPU and a single I/O channel. Observe 
that there is less improvement of the job 
throughput rate when the system is unbalanced. 
Also, the convergence of the job throughput rate 
as the degree of multiprogramming increases 
is more clearly observed when the system is un- 
balanced. When the distribution of CPU time is 
hyperexponential with a high variance,the im- 
provement of the job throughput rate is small 
regardless of system balance at least for a 
small number of jobs in the system. 


In conclusion the observations made in these 
examples are summarized as follows: 


1. An increase in the job throughput rate can be 
obtained by increasing overlap within a job. 


2. Under nonpreemptive schedules, having a 
high overlap ratio is about equivalent to the 
addition of another job in the system regard- 
less of the distributions of CPU time and I/O 
time, 


3. The job throughput rate is significantly in- 
creased by time-slicing. This is observed 
even if the distribution of CPU time is ex- 
ponential. 


4, When the distribution of CPU time is exponen- 
tial, having a high overlap ratio under pro- 
cessor-sharing schedule is approximately 
equivalent to doubling the number of jobs in 
the system. | 


5. When the distribution of CPU time is hyperex- 
ponential with a high variance, small amount. 
of overlap within a job has an equivalent ef- 
fect to total overlap within a job. This is 
observed under preemptive schedules as well 
as nonpreemptive schedules. 


6. The distribution of CPU time has significant 
effect on the job through rate of the system. 


7. The distribution of I/O time appears to have 
less effect on the job throughput rate than the 
distribution of CPU time. 


8. Queuing disciplines for the 1/O processors 
appears to have little effect on the job 
throughput rate, | 


9. The job throughput rate per CPU is higher ina 
multiple CPU system than a single CPU sys- 


tem for the same degree of multiprogramming. 
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10. The less balanced the system is, the less 
improvement of the job throughput rate is ob- 
tained by multiprogramming and/or overlap 
within jobs. 
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summary 


Large, high-bandwidth main memories consti- 
tute a component of significant cost in current 
high-performance vector processors such as the 
STAR-100, the ASC and the CRAY-1. To relieve the 
main memory from instruction accesses, the stream- 
ing mode of operation is incorporated in all three 
computers. The CRAY-1 computer additionally pro- 
vides register files in the CPU to relieve the 
memory from saving and refetching temporary re- 
sults in vector operations. The handling of vec- 
tor temporary results has turned out to be a major 
problem in the other two systems. The Shared 
Computing Resource (SCR) is another scheme to 


Speed up vector operations by efficiently utiliz- . 


ing memory bandwidth [1]. 


The SCR system consists of an array of pipe- 
lined arithmetic processors (AP's). The AP's are 
interfaced with the main memory by means of ad- 
dress generators (AG's) which handle the fetching 
and storing of vector operands with respect to 
the main memory. The system is highly reconfig- | 
urable and a control unit sets up the required 
interconnections and registers for a given compu- 
tation. The computation (task) which generally 
corresponds to the evaluation of a vector expres- 
Sion proceeds autonomously in streaming mode until 
termination. During the execution of a task, the 
AP's are interconnected so that they transmit in- 
termediate vector results directly to each other. 


Tasks to be run on the SCR originate from 
programs executing in a multiprogramning/mul ti- 
processing system. The SCR serves as a shared- 
resource for vector processing in this system and 
several independent tasks originating from differ- 
ent programs can proceed concurrently in the SCR. 
Tasks correspond to the data-flow graphs of blocks 
of vector assignment statements which are execu- 
table by the SCR in vector mode. The nodes of the 
data-flow graph, which is a directed acyclic graph 
(dag), are either input or computational nodes. 

The edges of the data-flow graph correspond to the 
transmittal of input or temporary results. A 
memory access cost is associated with each edge. 
The cost iS one memory access per vector element 
for edges emanating from input nodes. For tempor- 
ary results the cost is two memory accesses per 
vector element, since they have to be stored and 
refetched. 


Potentially a data-flow graph can be executed 
as a single task, by mapping it into a configura- 
tion of the SCR system (the AP's and the AG's). 
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Since the resources are finite and since there is 
limited intercommunication among AP's, this map- 
ping is not possible in all cases. Hence we allow 
each task to request at most p out of m AP's, 
where p is a design parameter. The completion rate 
of vector computations can be increased if the 
partitioning of the data-flow graph is performed 
such that memory accesses (partitioning cost) is 
minimized in the case when memory bandwidth is the 
limiting factor on speed. 


We face the issue of partitioning the data- 


flow graph into subgraphs (tasks) such that each 


subgraph has at most p nodes and the cost of edges 
connecting the subgraphs is minimal. An efficient 
graph-partitioning algorithm exists when the dag 
corresponding to the data-flow graph is ordered 
linearly, the nodes are assigned consecutive num- 
bers, and a task is restricted to consist of con- 
secutively numbered nodes [2]. The linear order- 
ing of the dag corresponds to the original order 
in which operations were specified in the input 
program. For examples of the application of this 
algorithm to the problem at hand the reader is re- 
ferred to [3]. 


A tradeoff exists between the maximum al low- 
able task size (p) and additional memory accesses 
made necessary by the need to save intermediate 
vector results. The tradeoff is studied by per- 
forming measurements on existing programs written 
for vector computers to ascertain the desirability 
of the SCR design and to optimize its parameters. 
To determine the maximum task size (the value of 
p), a static analysis of a set of benchmark pro- 
grams is performed by partitioning the data-flow 
graphs of vector computations occurring in the 
programs. Then we determine the maximum task 
size, which while maintaining memory accesses at a 
low level, requires a moderate intercommunication 
scheme among the AP's. 
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Abstract -- A model for a shared resource 
multiprocessor is presented. 
two different problems are investigated. The 
first problem is to study the system utilization 
and the response time as a function of the number 
of programs sharing a given set of resources. The 
second problem is to develop an algorithm for de- 
termining the minimum (cost) System configuration 
for a given environment. | 


Throughout this paper, the significance and 
importance of system balance and its relation to 


resource utilization are emphasized. 


The Need For A Shared Resource Multiprocessor 


The increasing demand for computers with 
large computing power and high reliahility has 
led to the concept of modularity. The availabil- 
ity of large scale integrated circuits also makes 
this approach more attractive. 


In designing a processor, system architects 
[3] have explored and investigated the idea of 
dividing a processor into two separate units, an 
instruction fetch (I) unit and an execution (F) 
unit. The I unit is responsible for fetching in- 
structions from the memory and sending them to 
the E unit for execution. The F unit performs 
all the arithmetic and logic operations as in- 
structed by the I unit. In some cases, the FE 
unit is further subdivided into several indepen- 
dent functional units (e.g. IBM 360/91 and CDC 
7600) with each functional unit responsible for 
the execution of a special group of instructions. 
This kind of specialization may increase the com- 
puting speed, but it may also lead to the prob- 
lem of low hardware utilization. At any moment, 
only a small percentage of all the available re- 
sources is not idle. 


In order to increase the hardware utiliza- 
tion to an acceptable level, Flynn has proposed 
the idea of shared resources [12]. Suppose a 
processor has a total of X functional units. 
some instant, task A only requires i units. 


At 
If 


Based on this model, 


, Lafayette, Indiana 
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there is another task B, which can use some of 
the X - i remaining units, then the overall hard- 
ware utilization can be improved. In another 
word, we are asking the X units to serve more 
than one program or task in order to increase the 
demand for the hardware resources. 


It may happen at times that both task A and 
task B are requesting the same resource, in 
which case a priority scheme will be needed to 
resolve the conflict. Due to the possibility of 
resource contention, the time needed to execute 
task A may be longer in a shared resource en- 
vironment, however the time needed to execute 
both task A and task B will be shorter than if 
they had been run sequentially. This is an ex- 
ample of a trade-off between response time and 
system throughput. If the system is properly de- 
Signed, the sacrifice in response time to obtain 
high system throughput can be kept at a minimum. 


Program scheduling can also play an impor- 
tant part in increasing system throughput. If 
task A and task B have two different resource 
characteristics, e.g. task A requires a lot of 
floating point arithmetic while task B only works 
on non-numeric data, then the resource conflict 
can be kept at a very low level. 


Balance Of A Highly Parallel System 


Instead of looking at a highly parallel 
processor as a web of specialized units, it can 
be analyzed based on the functions or operations 
it performs, e.g. instruction fetch, add etc. 
Each operation requires a set of inputs and pro- 
duces an output. The output of an operation may 
also be the input to another operation. Some of 
these functions have to be performed frequently, 
while others will be needed only occasionally. 


(a) 


‘Here we assume a processor to be a collection 
of functional units interconnecting together in 
some manner. 


In designing a highly parallel processor, 
after identifying all the operations (Fy > Poseees 
FD it has to perform, the next step is to par- 
tition them into L distinct groups (G,> Gyoeees 
G,) such that each group of operations can be 


carried out by a class of specialized functional 
units. Each class i contains N, independent 


functional units. A class i functional unit is 
only capable of performing the operations in G,. 


Associated with each operation Bos we define T. 


to be the time needed to perform F,. Using this 
notation, a processor can be described by (S;s 


Ny» eoe oN Ty eee oT) where Sy is the partition of 


Bhoceeok into L groups, Gy» GoreeesG 


After defining Fpoceesk a program can be 
characterized by Wass i = 1,2,..,n, the probability 
that an instruction in the program requires Boe 
For a given partition So) the probability that an 


instruction requests the service of a functional 
unit in class i is 
= 1-H G@-wW.). 
ie 3a Ce 
3 1 
The demand by the program on the class i function- 
al unit is 


Pas 


¥ = 

Seg ne TV Nye 

and the fraction of the total demand on the class 
i functional unit is | 


Given a processor with a partition Ss we 


can define D,, the degree of balance, as 
LS 
=} 


(Wy - 1/L)*. 
in 


This is a measure of how even the load on the 
system is distributed to various classes of 
functional units. Sy. will be called perfectly 
balanced if D., = 0. °° It should be noted that a 
perfectly balanced partition may not exist. A 
partition S, is called balanced if for any other 


L 
partition Vy of a design, Dy is greater than or 
equal to Dee A processor is (perfectly) bal- 


anced if its operations are grouped together 
according to a (perfectly) balanced partition. 


In a shared resource multiprocessor environ- 
ment, the L classes of functional units will be 
shared among all the active programs. If there 
are M active programs with the same characteris- 
tics, the contention factor, C5. is defined to be 
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Mai 


. M 
C, =2 
oy ) 


M P 
GY, Lee 
i=2 / 


js 


This is a measure of the contention for the class 
j functional units by the M programs. The total 


contention factor, TC,, for the partition SES 
L _) 
TO, = = C,¢ 
Ss i 
i=] 


In a shared resource environment, the re~- 
source contention by different programs should 
be minimized as much as possible; in other words, 
we want to find a partition S. of F's such that 
TC 

S 


fined in such a manner that Weg 


value between 0 and 1, then the question can be 


is minimized. Assuming the T,'s can be de- 


can take any 


formalized as an optimization problem. 


Minimize 
Sood | Mew 3 
TO, = E LF GW. - Wi)” 
jel i=2~ 7 a 


subject to the constraints 


i 
Ew, =1 

je 3° | 
1 > Wis > 0 tor 4 & dg2eceegbs 


This can be solved by using the Lagrange multi~ 
plier and the solution is 


Weg = L/L 


js for j = 1,2,..+5h. 


i.e., a perfectly balanced partition will result 
in a minimum TC. 


However, in most cases, a perfectly balanced 
partition does not exist. Therefore, a realistic 
goal is to find a partition S, which is "almost" 

De is a measure of the de- 
viation of S, from the ideal case, and therefore, 
it is the batanced partition that we are looking 
for. This can be found using perturbation or 
exhaustive search. 


perfectly balanced. 


Note that the execution times for various 
operations are dependent on the design of the 
specialized units. For example, a "bit by bit" 
shifter may take several times longer to execute 
an instruction than a variable length shifter. 
Therefore, the structures of the specialized 
units are also a very important factor in the 
design of a parallel system. If some functions 

are used infrequently, it is not cost effective 
to implement such functions using specialized 
units. It is best to invest into the area 
where the return is the greatest. 


A Model For A Shared Resource Multiprocessor 


In discussing the balance of a processor, a 
very crude model was used. No consideration was 
given to the system throughput and the response 
time. They are the basic concerns in this sec- 
tion. The model presented in the sequel can be 
used to study how the overall system reacts as 
the number of programs sharing a given set of re- 
sources increases. 


The structure assumed consists of M I units 
sharing a single E unit. The I units are re- 
sponsible for all the control and sequencing 
necessary to execute the instructions of the pro- 
grams and the E unit is responsible for carrying 
out all the arithmetic and logical operations. 
Every cycle, each I unit looks at the first K in- 
structions from a program or an instruction 
stream, determines all the independent instruct- 
ions, decodes them, and sends the appropriate 
Signals and data to the E unit. When there are 
not enough functional units to serve all the in- 
structions they will be stored in buffers until 
the appropriate functional unit is free. 


The following assumptions are made on the 
system configuration: 


1) All the I units are synchronized. They 
ali decode instructions and request services from 
the E unit at the same time. 

.2) Instructions from different I units are 
assumed to be independent of each other. 

_ 3) The F unit consists of L distinct class- 
es of functional units, such as multiply unit, 
Boolean unit, and divide unit. Class i has N; 
identical functional units. Each functional 
unit is capable of independently carrying out a 
specific class of instructions. 

4) No instruction requires more than one 
service from the E unit. 


5) The execution time for all the instruct- 
ions in the same class is the same, 
6) The cycle time for a functional unit is 


an integral multiple of some unit time. 

7) For each class of functional units, 
there is a buffer of infinite length to hold all 
the service requests. (This assumption is valid 
if the size of the buffer-is at least as great 
as the number of functional units in class i). 


8) 


pendent instructions from an I unit to the F unit 
when there are j instrucitons from the same I 
unit still active in the E unit is given by 


The probability, Ong) of sending i inde- 


ee a es ee 
ij 
K 
QO, =1-5 Q,, 
ry ° i 
03 isl 7 


where a and b are some constants less than one 


(See [I] for a justification of this assumption) 
and K is the number of instructions examined by 
an I unit in a cycle. 
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9) After the arrival of an instruction, it 
takes one time unit for it to stabilize in the 
buffer before it can be processed by a function- 
al unit. Therefore, the minimum time an instruct- 
ion stays in the system is its execution time 
plus one. 

10) Each instruction from the I unit has a 
probability, p,, of requesting the service of a 
‘class i functional unit. 

11) All instructions sent to the E unit 
are assumed to have the same priority, regardless 
of their origin. 

12) All instruction streams are assumed to 
have the same characteristics, i.e. Q45 and p, 


are assumed to be the same for all programs. 


Based on these assumptions, a shared re- 
source multiprocessor can be studied using a 
queueing model (Fig. 1) with multiple sources 
(I units), multiple infinite queues (one queue 
or buffer for each class of functional units) 
and multiple servers (functional units). Each 
service station may have more than one stage and 
the number of stages is equal to the number of 
time units needed to carry out the service. 

Since pipelining within each functional unit is 
not assumed, each service station can only accom~ 
odate one customer. Normally there is no waiting 
room between stages. — 


Notation 


L -— Number of classes of functional units 
N, - Number of functional units in class i 


~ Cycle time for class i functional units 


Number of I units in the system 

Maximum number of instructions decoded 
per cycle 

The probability of sending i instruct- 
ions to the E unit from an I unit when 
there are j instructions from the same 

I unit still active in the E unit 

The probability of an independent in- 
struction sent by an I unit requests 

the service of a class i functional unit 


ay 
i 

M- 

K - 


Analysis of the Model 


This model can be solved mathematically; but 
it is not appropriate here because the model is 
too complicated and a set of complex algebraic 
ecuations does not offer any insight. Further- 
more, there does not exist any closed form solu- 
tion to the peneralized model which is the chief 
advantage of a mathematical analysis. Therefore, 
simulation was chosen to study the model. 


However, a simple solution does exist in the 
limiting case when the number of I units, ™, 
approaches infinity. Let's define the demand by 
an environment on the class i functional units to 


be 


If 


Vv = Max (XoXo > eee sy ) 3 


we can define the normalized demand on the class 
i functional units to be 


As M approaches infinity, the class of functional 
units with the largest X becomes the bottleneck 
in the system and its utilization factor approach- 
es 1. Under this circumstances, Z, is the norma- 
lized work done by the class i functional units 
and, therefore, is also the utilization factor 
for the class i functional units. The limiting 
system utilization factor (LUF) as N approaches 
infinity is L 
ea 
WES ag (1) 
aoe 
~ Ni 
i=1 


Referring back to the section on system bal- 
ance, the goal there was to minimize contention 
among programs so as to decrease system response 
time and increase system utilization. These 
factors are interrelated and an alternative goal, 
to maximize LUF, can also be used. Note that 


Z,'s are related to the Wig'S defined before. 


Both of them are measures of the demand for the 
class i resource. Therefore, it is not surpris- 
ing that LuUF is maximized when x = Xy ggg = 


s 
4 . 

The example used here to illustrate the 
above principles consists of two classes of func- 
tional units. The cycle time for the first and 
second class of functional units are 3 and 1 
time units respectively. The example can be des- 
cribed by the following narameters: 


ey, Kah 
Ty = 3 To = 
Py * 1 Py = 9.9 
Oy fon St 
K 
%4 7 + ee Ong 


Three different cases are considered. In 
the first case, there are one class 1 function- 
al unit (Ny = 1) and three class 2 functional 


units (N, = 3). The limiting svstem utilization 


2 
factor is 


ie ae as ee 
dL 4 


In the second case, there are two functional 
units in each class (Ny = No = 2) and the limit- 


ing system utilization factor is 


LUF 1a 


oe (15/45) x 2 7 


In the third case, there are three class 1 func- 
tional units (N, = 3) and onlv one class 2 func- 
tional unit (N,°= 1). The limiting system utili- 
zation factor is 


(.1/.9) x 3+1 
TTT SS ee A oS 
LUF, i 


For all these cases, the number of function- 
al units is a constant, but the LUF ranges from 
1 to 1/3 (from a perfectly balanced system to a 
highly unbalanced system). The idea is to see 
how the system reacts undér different loading 
conditions. For each case, five simulation runs 
were performed with different numbers of I units 
(M= 1, 2, 4, 8, 12). The results are shown in 
Fig. 2 and Fig. 3. Two different measures are 
used, the utilization factor and the response 
time. The values shown in Fig. 3 are normalized 
against the situation when there is only one I 
unit (M=1). 


1/3. 


The results obtained are somewhat expected, 
The utilization factor increases "almost linear- 
ly" for all cases until the svstem becomes satu- 
rated and is bounded by the LUF as predicted. 
Response time also increases as M increases. The 
performance of case (1) is better than case (2), 
and case (2) is better than case (3). This 
again emphasizes the importance of the balance of 


‘a system. 


Regarding the trade-off between response time 
and system utilization, it is hard to define an 
optimal point because they are two different 
things. However, some general guideline can be 
obtained from the model. For example, in case 
(1), the utilization factor increases from 0.2545 
to 9.8242 as M increases from 1 to 4 while the 
response time only increases by 12.3%. This is a 
price many people are willing to pay. 


The analysis shown is centered on the proc- 
essor only and has ignored all the other compon- 
ents of a computer, such as memory and peripheral 
devices. This model can be extended to include 
peripheral devices by treating them as a special 
kind of functional units. In this case, Q,, may 
have to be redefined to take into account the 
oe that an I unit may be idle while waiting for 
I/O. . 


When the response time and M are increased, 
a program has to stay in the memory longer and 
the memory size has to increase in order to a- 
ccomodate more programs. Since memory is one of 
the most important resources in a computer, this 
should be accounted for when considering re- 
source utilization. As it is directly related 
to response time, this fact can be taken care of 
by assigning appropriate weighting factor to 
system response time during the design. | 


In the analysis we have explicitly assumed 
that the costs for all kinds of functional units 
are equal. In practice, this is not true. It 
may be more suitable to use system utilization 


per unit cost as a performance criterion. If so, 
Xx, and LUF can be redefined to be 
ee BYES 
L 
x ZN, 
isp iti > 
uF == 
LUF cL (2) 
ry Noy 
=] 


where C; is the cost of a class i functional unit. 


A Design Problem 


The model discussed can also be used to aid 
the design of a shared resource multiprocessor 


system. Consider the optimization problem, given 
M, L, T > K, Cy» 5 and Py» mn Ze 
L 
CF=0N, (3) 
i=1 


subject to the constraint 


instruction execution rate > a. 


where o is a constant. 


Instruction execution rate is used as a 
measure here because it gives a more precise der 
scription of the capability of the system. Re- 
sponse time and utilization factor, though dir- 
ectly related to instruction execution rate, are 
only good as relative measures, but too vague to 
be an absolute measure. 


Since the model is based on simulation, in 
order to obtain the optimal solution, the only 
way is to use an enumerative approach. However, 
certain criteria can be formulated to reduce the 
number of trials. 


Since 1/T, equals the number of instructions 
a class i functional unit can execute in a cycle 
and the total capacity of all the functional 
units must be greater than or equal to a, this 
can be expressed as 


L WN, 
» ek 
i=l “i . 
Since the load is distributed among different 
classes according to the probabilities p,, more 
precisely, we can write = 


a era A ay ‘ (4) 
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The second criterion is based on the conjec- 
ture that a balanced system always outperforms a 
unbalanced system. Therefore, whenever it is” 
necessary to add one additional functional unit 
to the system, add to the class such that the re- 


sulting LUF is a maximum. 


The algorithm in determining the optimal 
solution js outlined as follows: 


(1) Let N = (My >» Noseees ND such that N, 


is the smallest integer that eq. (4) is satis- 
fied. 

(2) 
whether the constraint is satisfied or not. 
not, go to step 33; otherwise stop. 


(3) Find Ny such that the corresponding Xe 
is a maximum, i.e. x, = Max (X, Xo 5 x) 


and increment N. by one. (This is equivalent to 
add one additional functional unit to class i 
with the resulting LUF a maximum). Go to step 


(2). 


Carry out the simulation to find out 
If 


If we use the parameters in the previous ex- 
ample and let a = 2, the possible sequence of 
combinations one may try is (1,2), (1,3), (1,4), 
(2,4), (2,5), (2,6) ---. Since the constraint is 
satisfied for N = (1,3), in actual carrying out 
the algorithm, only two trials have to be per- 
formed. 

If one is interested in the cost of the 
system rather than the total number of functional 
units used, eq. (3) can be replaced by 


L 

CF = 2. oN. CG. 
) ii 
i=l 


and LUF should be defined as in eq. (2) instead 


of eq. (1). 


Since the sequence of the possible combina- 
tions is known beforehand, one can make an in- 
telligent guess and use that as a starting point. 
In many cases, this can cut down the number of 
trials and speed up the algorithm. 


Discussion and Conclusion 


Throughout this paper, we have assumed that 
all the programs have the same characteristics 
(assumption 12). If this assumption is relaxed, 
eq. (1) is no longer correct since different pro- 
grams may impose different loads on the system. 
This case will be considered in a future paper. 


Another observation is the utilization factor 
for a shared resource multiprocessor increases 
almost linearly for small M. For a given set of 
functional units and M,one can estimate roughly 
the utilization factor by determining the LUF and 
the utilization factor when M= 1. 


The model presented in this paper is useful 
in analvzing and designing a shared resource 
multiprocessor system, The notion of system hal- 
ance and the importance of LUF are discussed and 
emphasized. <A design problem is also formulated 
and an algorithm for solving this problem was 
provosed., pa | | 
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PERFORMANCE ANALYSIS OF A DATA-FLOW PROCESSOR 
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Cambridge, Massachusetts 


Abstract A data-flow processor is 
structured as a packet communication system. 
Sections of a processor are connected by 
interconnection networks which have a great deal of 
inherent parallelism, and the sections communicate 
by means of fixed size information packets. The 
processing capability of a data-flow processor is 
determined through consideration of the flow of 
packets within the interconnection networks, and the 
actual performance of the processor is affected by 
the structure of the networks. The execution time 
of an instruction in a processor can vary greatly 
due to conflict within the interconnection networks. 
The performance of a data-flow processor is measured 
through consideration of the delays caused by this 
conflict, and the proper network structure and 
processing rate of a machine are determined through 
analysis of the best and worst case delays. 


Introduction 


Efforts to develop a model of computation 
which can effectively express parallelism hae 
yielded a new form of program representation known 
as data flow [(1,2,3,6,7,8,10]. The attractiveness 
of data flow lies in the fact that it is data- 
driven; that is, an instruction is enabled for 
execution only after each required operand has been 
provided by the execution of a predecessor 
instruction. 


We have been conducting architectural studies 
to investigate the design of a processor which can 
efficiently execute data-flow programs by taking 
advantage of the parallelism inherent in the data- 
flow representation. The resulting architectures 
{4, 5] offer attractive solutions to some of the 
problems of parallel systems. The usual problems of 
processor switching and memory/processor 
interconnection are avoided by the use of 
interconnection networks which have a great deal of 
inherent parallelism. The structure of the 
processor allows a large number of instructions to 
be active simultaneously. These active instructions 
pass through the networks concurrently and form 
streams of instructions for the pipelined functional 
units. 


This research was supported by the Advanced 
Research Projects Agency of the Department of 
-Defense and was monitored by the Office of Naval 
Research under contract number N00014-75-C-06661. 
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Initial investigations culminated in the 
development of an architecture for a processor. that 
executed programs expressed in the elementary data- 
flow language [4]. The elementary language 
incorporates no fancy capabilities such as 
recursion, data structures, conditionals, or 
iteration. However, the language and its. 
corresponding architecture are well-suited for the 
representation and execution of signal processing 
computations such as filtering, waveform geveration, 
fast Fourier transforms, and so forth. 


The next step involved developing the 
architecture of the basic processor [5]. This 
machine and its corresponding language incorporate 
conditional and iterative mechanisms and a multi- 
level memory system in which the active memory is 
operated as a cache, and individual instructions ar 
retrieved from the auxiliary memory as they becone 
required for computation. 


The most recently developed machine in th.s 
series expands the architecture and language ‘9 
incorporate procedures, recursive activation, and 
data structures represented as acyclic directed 
graphs [8, 9]. A more conventional approach to the 
implementation of a complete data-flow language ha: 
been developed by Rumbaugh [11], 12]. 


The performance of a data-flow processor is 
analyzed through consideration of the flow of 
information within the interconnection networks of 
the processor. In illustration of this technique of 
performance analysis, we consider such an analysis 
of the performance of an elementary data-flow 
processor. 


The Elementary Data-Flow Processor 
The computational capability of the elementary 


data-flow processor is limited to programs expressed 
in the elementary data-flow language. A program in 


this language is constructed of two kinds of 


elements, called operators and links. Operators are 
represented as. circles with a number of input arcs 
and one output arc. A link is designated by a small 
dot and receives results from an operator on its 
input arc and distributes them to other operators 
over its output arcs. 


Tokens are represented by large solid dots and 
convey values over the arcs of the program. An 


operator with a token on each of its input arcs and 
no token on its output arc is enabled and sometime 
later will fire, removing the tokens from its input 


arcs, computing a result using the. values associated 


with the input tokens, and associating that result 
with a token placed on its output arc. Similarly, a 
link is enabled when a token is present on its input 
arc and no token is present on any of its output 
arcs. It fires by removing the token from its input 
arc and associating copies of the value carried by 
the input token with tokens placed on its output 
arcs. 


In Figure 1 we have a rather simple data-flow 
program. There is a value present on each input 
arc, and thus links Ll and L2 are enabled. Either 
one can fire -- suppose Ll does. Then operator A2, 
which multiplies its input by the constant A, and 
link L2 are enabled. Once again, either A2 or L2 
can fire, and in this manner tokens travel through 
the program until a token appears on the output 
conveying the value Ax(x+ty). Once operators Al and 
A2 have fired, there are no tokens on the arcs 
emanating from L} and L2, and the links can fire as 
soon as two new input values arrive. Thus, these 
elementary programs can readily represent pipelined 
computation. 


The Memory of the elementary data-flow 
processor shown in Figure 2 holds a representation 
of the program to be executed. This Memory is a 
collection of Instruction Cells (Figure 3); one 
Instruction Cell is associated with each operator. of 
the program. Each Instruction Cell is composed of 
three registers, the first of which specifies the 
operation to be performed and the address(es) of the 
register(s) to which the result of the operation is 


Ax (x+y) 


Figure |. An elementary data- flow program. 
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Figure 2. Structure of the elementary dato-fiow processor. 


to be directed. The second and third registers 
receive operands for use in execution of the 
instruction. 


When an Instruction Cell contains an 
instruction and all required operands, the Cell is 
said to be enabled and presents its contents as an 
operation packet to the Arbitration Network for 
delivery to an Operation Unit which can perform the 
desired function, The Arbitration Network provides 
a path from each Instruction Cell to each Operation 
Unit. The network is capable of simultaneously 
accepting many operation packets from the 
Instruction Cells and delivers each packet to an 
appropriate Operation Unit by decoding the 
instruction portion of the packet. 


Upon receiving an operation packet, an 
Operation Unit performs the function specified by 
the instruction on the operands of the packet and 
produces a data packet, containing one copy of the 
result and a destination register address, for each 
destination specified in the instruction. A 
Distribution Network concurrently accepts data 
packets from the Operation Units and, using the 
destination address of each packet, delivers it to 
the specified register of the Memory. The 


Instruction Cell 


register 
register 
register 


Figure 3. Structure of an instruction Cell. 


Instruction Cell containing that register may then 
be enabled if an instruction and all operands are 
present in the Cell. 


A simplified structure of the Arbitration and 
Distribution Networks is presented in Figure 4. The 
networks. are composed of three types of units. An 
arbitration unit passes packets arriving at its 
input ports one-at-a-time to its output port, using 
a round-robin discipline to resolve any conflicts. 
A.switch unit passes a packet at its input to one of 
its outputs, controlled by some property of the 
packet. In the Arbitration Network this property is 
the operation code, whereas in the Distribution 
Network, the switch units are controlled by the 


destination address. A buffer unit stores a packet 


until the succeeding switch or arbitration unit is 
ready to accept it. 


Due to the large number of inputs to the 


Arbitration Network, we wish to transfer data 
between the Memory Cells and the Arbitration Network 
in serial format to reduce the number of wires 
necessary. However, in order to maintain a high 
rate of packet flow at the output ports, we wish to 
transfer packets to the Operation Units in parallel 
format. For this reason, serial-to-parallel 
conversion is done gradually within the buffer units 
as a packet travels through the Arbitration Network. 
Parallel-to-serial conversion is performed in the 
Distribution Network for similar reasons. 


Processor Performance 


To analyze the performance of the elementary 
data-flow architecture, we must consider the 
utilization of the Instruction Cells of the Memory; 
that is, the number of times a Cell will be enabled 
within a given time period. This will then allow us 
to determine the processing rate of the machine. 


The execution cycle time of an instruction 
within the processor is the minimum elapsed time 
between the enabling of the instruction and the 
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Figure 4. Structure of the Arbitration and 
Distribution Networks. 


arrival of the result. of the operation snecified hv 
the instruction at the desired destination Cell(s 

For an instruction of the elementary data-flow 
processor, the execution cycle time is equal to the 
passage time through the Arbitration Network, the 
Distribution Network, and an appropriate Operation 
Unit. The delay in the Operation Unit is fixed for 


that Operation Unit. However, the network delays 


can vary greatly due to the presence of conflict. 


The execution cycle time for an instruction is 
found by considering the passage of the operation 
packet containing that instruction through the 
Arbitration Network and the passage of the resulting 
data packets through: the Distribution Network with 
no conflict. The minimum delay through a network, 
the Arbitration Network for example, is given by the 
summation over the number of stages in the network 
of the time required to transfer a packet through 
each stage: 


(no. bits serial + 1)(bit transfer time) 


The transfer time for a stage is equal to the number 
of bits passing through the stage in serial plus one 


for a signal to indicate that the packet is ready to 


be transferred multiplied by the time necessary to 
transfer a bit. A similar equation applies to delay 
in the Distribution Network. 


Let us examine the delay within a specific 
Arbitration Network (Figure 5). This network has 
three stages and seven arbitration units. Packets 
travel through stage 0 in four-bit serial format and 
are gradually converted to a more parallel format, 
passing through stage 1 in two-bit serial and stage 
2 in one-bit serial format. As noted previously, 
the passage time for a packet through each stage is 
equal to the number of serial bits plus one times 
the bit transfer time t. For the structure of Figure 
5, the transfer times are 5t, 3t, and 2t, 
respectively. The minimum delay through the network 
is equal to the summation of the stage delays, or 
10t. 


Stage O 2 

Number 

Serial 

Bits 4 2 | 

Passage 

Time 5t 3t 2t 
arb 


Figure 5. Structure of an elementary Arbitration Network. — 


To find the time T necessary to process all 
instructions contained in the Memory of the 
processor, we must consider the maximum delay a 
packet can encounter in passing through the 
Arbitration Network. Such a maximum delay can occur 
in a network which has a packet present at every 
node in a machine in which every Instruction Cell is 
enabled, placing a packet on each input to the 
Arbitration Network (Figure 6). The maximum delay 
which can be encountered by a packet, say the 
triangular one, arises only when all other packets 
in the network pass through the output of the 
network before the triangular one does. In order 
for this to happen, not only must the triangular 
packet lose every conflict, but every packet on the 
path it will follow to the output must also lose 
every conflict. Thus, finding the maximum delay 
involves determining how many packets will flow 
through each stage before the triangular one. 


For this network, the worst case packet will 
be the 14th through stage 2, the 6th through stage 
1, and the 2nd through stage 0. Multiplying the 
number of packets passing through each stage by the 
delay in that stage, we find that: 


T = maximum delay. 
= 2(5t) + 6(3t) + 14(2t) 
= 56t 


Hence, if all instructions of the processor are 
enabled, they can pass through this Arbitration 
Network in a maximum time of 56t. 


However, if we assume that the network size is 
such that the execution cycle time is less than T, 
then a number of destination Cells become enabled 
and enter the Arbitration Network before all Cells 
have been processed, and the processing rate of the 
machine can be measured in terms of the output rate 
of the Arbitration Network (assuming the 
Distribution Network has been structured to 
distribute all results as fast as they are 
produced). In such a case, the rate of packet 
transfer to each Operation Unit is 1/(2t), and the 
maximum processing rate of the machine is 
{1/(2t)](number of Operation Units). 


Furthermore, if each arbitration unit has 
enough inputs to allow a packet to travel through 
the previous stage in less time than that required 
to service all busy inputs, the passage of the 
triangular packet through the first stages of the 
Arbitration Network will occur simultaneously with 
the transmission of other packets at the output of 
the network. The time T for the transmission of all 
packets in the network to the Operation Units is 
then 14(2t) = 28t. 


Network Structure 


The results developed in the previous section 
seem to indicate that a network of as few stages as 
possible is desirable in order to decrease the 
execution cycle time and increase the number of 
inputs to an arbitration unit of the network. 
general, this is true. However, the fact that 
packets are transferred from each Instruction Cell 
in serial format requires a number of stages in the 
Arbitration Network in order to perform the 
conversion to. parallel format before a packet 


In. 
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Figure 6. Example ofa full Arbitration Network. 


reaches the final stage of arbitration. Also, a 
number of stages are necessary in order to maintain 
a queue of instructions for each Operation Unit. 


The actual structure of the Arbitration 
Network does not significantly affect performance as 
long as a few simple rules are observed in its 
construction. If D,; is the passage delay of a 
packet. through stage i of the Arbitration Network, 
and Tai is the number of inputs to stage i, then the 
following relationship must hold: | 


Dag = “Lac ina) Paciery)d <1 


This assures that each stage of the Arbitration 
Network is Kept busy by the preceding stages. 


The value of the constant o is dependent upon 
the utilization of the machine. Since the processor 
is designed to support pipelined computation, the 
value of oc is controlled by the amount of the 
machine which is used for computation and the 
difference between the sample input rate and the 
maximum processing rate. 


The addition of a switch unit at the output of 
an arbitration unit introduces a further factor for 
consideration. If Sai is the number of outputs of 


the switch unit after stage i of arbitration, then 
Dag = CCCI ac nay) (Dac ienry) /Sqi 


and the number of inputs to the arbitration units of 
Stage i+] must be increased by the number of outputs 
of the switch unit of stage i in order to keep the 
arbitration unit in stage i+l busy. 


Similarly, the Distribution Network must be 
structured so that 


D, = off (Si (De zary) IT 


Tag 


where S; is the number of outputs of the switch unit 
in stage i, I, is the number of inputs of the 


arbitration unit preceding the switch unit of stage 
i, and Dy is the delay through stage i of the 


network. 


An Example Processor 


In illustration of the capability of an 
elementary data-flow processor, consider the 
execution of a highly parallel, pipelined 
computation on a 128 Instruction Cell machine in 
which all Cells are fully utilized. The Instruction 
Cells of the example machine accept and transmit 
packets in 16-bit parallel, 4-bit serial format. 


For a balanced processor structure, one in 
which the number of Operation Units is matched to 
the number of Instruction Cells, the processing time 
T should be equal to the minimum delay D through the 
networks and an Operation Unit. Thus, to determine 
the optimal number of Operation Units for the 
processor, we must consider. the structure of the 
networks in order to discover the minimum delay. 


To obtain a small execution cycle time, and 
hence, a greater processing capability, the networks 
must be structured with as few stages as possible. 
However, three stages are required in the 
Arbitration Network to perform the serial-to- 
parallel conversion and still maintain the necessary 
throughput from stage to stage. The minimum delay 
analysis of this three stage network structure is 
identical to that described in the previous section; 
the delay in the Arbitration NEtHOEK is equal to 
10t. 


Assuming that the minimum delay in the 
Distribution Network and the delay in an Operation 
Unit are the same as that in the Arbitration 
Network, the resulting value for D is: 


D = 30t 


- If t = 150 nanoseconds, allowing 15 TTL gate 
delays to accomplish one ready/acknowledge cycle, 
the resulting execution cycle time is : 

D = 30(150 nsec.) 
4.5 microseconds 


To establish the number of Operation Units 
necessary for a balanced processor structure, with a 
stage delay of 300 nsec. for each pipelined 
Operation Unit, we must set the processing time T 
for all enabled instructions contained in the Memory 
equal to the execution cycle time: 


T = 4.5 microseconds 
= (128)(300 nsec.)/(no. of Operation Units) 
yielding: 


no. of Operation Units = 9 
And the resulting performance of the processor is: 


28 instructions / 4.5 microsec. 


processing rate = 1 
= 28 MIPS 


Conclusion 


There are a number of ways in which the 
processing rate of a data-flow processor can be 
extended. First, the size of the Instruction Memory 
and the number of Operation Units can be increased. 
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If the additional Cells are fully utilized, the 
processing rate will grow linearly with the number 
of Cells added. Second, the bottlenecks of the 
machine, the output of the Arbitration Network and 
the input of the Distribution Network could be 
fabricated in a faster technology. A change from 
TTL to ECL at the bottlenecks should allow a five- 
fold increase in the processing rate. Naturally, 
the slower portions of the networks must be 
structured in more parallel forms to maintain this 
rate. A technology change would also allow a 
decrease in the number of Operation Units if they 
were to be constructed of the faster technology. 
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Abstract -- In this paper, an analytic meth- 
od is given for determining the projected perfor- 
mance of a restricted class of data flow pro- 
cessors. We present a model for describing 
processes as implemented on these systems which 
is similar to Karp-Miller computation graphs. 
Using this model, we derive bounds on the time 
required for an implemented computational process. 
Since this performance measure is highly depen- 
dent on the assignment of operations in the 
process to functional units, we also investigate 
the topic of operation assignment. Time optimal 
assignments are defined as those which impose no 
artificial restrictions on the time performance 
of the implemented process, and conditions are 


derived under which a given operator assignment is . 


time optimal. 


I. Introduction 

In this paper we develop a method for deter- 
mining the time required by programs implemented 
-on a class of data flow processors. In doing so, 
we provide an analytic approach to estimating the 
projected performance of data flow processors. 


Data flow processes are those in which each 
operation is allowed to occur whenever all of its 
operands are available, irrespective of any exter- 
nal timing considerations. In this paper we 
investigate data flow programs which can be 
modeled by Karp-Miller computation graphs [1] and 
their implementation on processors which are 
capable of realizing them. Various architectures 
have been proposed for the class of data flow 
processors which we consider [2,3]. The tech- 
niques developed in the paper are general in 
nature and are applicable in the context of these 
proposed architectures. 


The Karp-Miller computation graph is a model 
for parallel computation in which each vertex of 
a directed graph represents an operation and each 
edge of the graph is viewed as a queue which may 
contain data. Performance of an operation causes 
data to be removed from its input queues and re- 
sults placed on its output queues. An operation 
may occur only if there are a sufficient number of 
operands available on each of its input queues. 


The class of processes which can be described 
using this model is restricted to those which 
involve no data dependent branching. Though this 
restriction is a severe one, there are compelling 
reasons for studying the performance of these 
processes as implemented on data flow processors. 
Among these reasons are the probability that the 


TThis work was supported by the National Science 


Foundation under grant MCS76-07681. 


first data flow processors to be built will fall 
into the class which realizes just this type of 
computation. It is also true that most data flow 
programs are composed primarily of segments that 
can be described under the restrictions indicated. 


In the following section we give .a formal 
definition of the Karp-Miller model and describe 
some of its properties. Since we are concerned 
with data flow processes as implemented on data 
flow processors, we have modified the Karp-Miller 
model to represent factors which affect processor 
performance. This modified model is also pre- 
sented in the next section. In the third section 


we show how to calculate the time required by an 


implemented data flow program, and in the fourth 
we give necessary and sufficient conditions for 


time optimality. 
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II. Foundations 


The processes 
characteristics we 


whose implementation dependent 
investigate in this paper are 
those which can be modeled by Karp-Miller compu- 
tation graphs. These graphs represent parallel 
computation by associating an operation with each 
vertex and viewing each edge as a queue which may 
contain data. The initial distribution of data 
and parameters governing queue operation are also 
specified in the model. 


Definition 2.1 A Karp-Miller computation graph is 
a quadruple C = (VeE HOP). where: 


1) V is the finite vertex set and 
2) Ec VxV is the edge set of a udir ected graph, 
3) bo is a function from E to zZ* called the 


initial mavkiag, = > 

4) pisa function, called the firing function, 
from E to Z*xz*xz* such that if p(e) 
(i,j,k) then j 2 k. 


The dynamic behavior of the modeled computa- 
tion is specified by the firing function. This 
function is usually written as three functions: 
Ps (the edge input function), g, (the threshold 
function) and Po (the edge Baeeee function) where 
p (e) (p; (e) ,p. fe) fe) for all edges e in E. 
For an opération to occur, there must be at least 

(e) data items on each of its input queues, e. 
when that operation occurs, p (e) items are re- 
moved from each of its input queues, e, and 9, (e') 
items are placed on each of its output queues, e' 
In this paper we are only concerned with imple- 
mentations of Karp-Miller computation graphs in 
which ».(e) and » (e) are strictly positive. Such 

1 : F : 
graphs are said to be productive. 


An example of a Karp-Miller computation graph 


(a) + devotes {0,1,2,...} , the set of nonnegative 


integers. 


is shown in Figure 1. In this graph, the firing 
function @ is given by a vector of numbers associ- 
ated with each edge. The initial distribution of 
data is indicated by the presence of Hy (e) dark-~- 
ened circles on each edge. 


(oe) 


(1,2,2) 
(2,1,1) 


(1,2,2) 


Figure | 


Since we are concerned with the processes 
described by Karp-Miller computation graphs as 
implemented on data flow processors, we modify the 
Karp-Miller model to represent implementation 
dependent factors. One major modification is 
necessary because there will almost never be as 
many functional units of a given type available 
in the processor as there are operations of that 
type in the modeled computation. For this reason, 
an assignment of operations in a computation graph 
to functional units which realize them must be 
made. This is done by means of an operator 
assignment function. 


Another restriction which is imposed in 
implementation is that the queue lengths must be 
bounded. This restriction is incorporated by 
adding a bounding component, 9,, to the firing 
function m. Then an operation may occur only if 
there is sufficient data available and no output 
queue of that operation overflows as a result of 
that operation's occurrence. 


Finally, since we are concerned with deter- 
mining bounds on the time required for a process 
as implemented, we must introduce a timing func- 
tion to provide a bound on the time required for 
each functional unit to complete an operation. 

(A similar function has been used in references 
{4,5]). Thus, we have the following model of data 
flow computations as implemented on a data flow 
processor. 


Definition 2.2 An implemented computation graph 
(ICG) is a seven-tuple C = (V/E, OP rQrT), 
where: 

1) V is the countable vertex set and 

2) ES VxV is the edge set of a directed graph, 

3) O is a finite set of operators, or functional 
units, é 

4) w. is a function from E to Z called the 
initial marking, 

5) » is a function, called the firing function, 
from E to Z'xZtxztxzt such that if p(e) = 
(i,3,k,4), £2 32k and£“e i, 

6) @ is a (total) function from V to O called 
the operator assignment function, and 

7) t is a function, called the timing function, 
from O to Rt which gives the minimum time 


required for each operator to complete an activa- 
tion. 
The firing function is usually expressed in 
a similar way as that for the Karp-Miller model, 
as four functions. Thus, gp(e)= (p. (e) 9, (e), 
: 1 t 
P(e) P, (e)) for all edges e in E, where Pir Pes 


and ~_ are as before and y, is the queue bounding 
function. Since we are only concerned with imple- 
mentations of productive Karp-Miller graphs in 
this paper, the firing function of our implemented 
computation graphs will have range NxNxNxN. - 


A distribution of data items in the' graph, 
represented by a function, , from E to Z*, is 
called a marking. New items are produced and used 
by the system according to the specification given 
by the firing function my. If w is a marking, then 
a queue e contains.w(e) items under that marking. 
A vertex v in V is firable whenever H(e) = p, fe) 


for all edges e directed into v and for all edges 
e' directed out of v, ple) + p, (e") = p, (e')- When 


v occurs, or fires, p, (e) items are removed from 


each edge directed into v and ».(e"') items are 
placed on each edge e' directed out of v. Thus, 
a new marking ' is produced, where: 


Lb (e) +p, (e) if e is directed out of 
1 but not into v, 
HW (e) <p (e) if e is directed into 


b'(e)= but not out of v, 
wle)+p. (e)-~p (e) if e is directed into 
i re) 
and out of v, and 


Wb (e) otherwise. 


The firing of a vertex models the occurrence 
of an operation, and the behavior of the system 
is the set of all sequences of legal operation 
occurrences. The function @ associates the 
vertices with operators used to realize these 
operations. When two vertices are assigned the 
same operator (a@(u) = @(v)), the firing of these 
two vertices represent two different initiations 
of the same operator. 


An implementation of the Karp-Miller compu- 
tation graph shown in Figure 1 is illustrated by 
the ICG of Figure 2. In this ICG, the operator 
assignment function (and operator set) are given 


by the vertex labeling in the graph. 


(1,1,1,1) 


(1,2,2,2) 


t(a) = 2 tT(b) = 3 t(c) = 4 
Figure 2 
(b) + denotes the positive real numbers. 


(C)y denotes {1,2,3,...}, the set of natural 


numbers. : 


In order to investigate the timing character- 
istics of an ICG, it is convenient to develop a 
representation for its behavior which explicitly 
shows the constraints on each occurrence of each 
operator. The infinite structure defined below is 
such a representation. 


Definition 2.3 Let C = (V,E,0,.,9,@,T) be an 
IcG. The behavior graph of C is the (unbounded) 
ICG. Ba = (VE, Or Pr QrT) given by: 


1) v= {x(v) jo(v)=x for veV and ieZ}, 
2) E:e# (x(u)*,y(v)?)¢E whenever: 
i) u=vandj=i+il, or 
ii) there is an edge e = (u,v) in E such 
that x=a@(u), y=a(v), 
(J-1) P(e) “Hy Ce) Hp, (e) 
and i= | -—————_—__—_——"—————__ |, or 
p. (e) 
i 
iii) there is an edge e = (v,u) in E such 
that x=@(u), y=a(v), 
. JP, (e) HH, (e) -p, (e) (a) 
and i= ia + ’ 
Po 
3) O=0, 
i Fer 2 
4) for e = (x(u)”, y(v)~) in E, 
1 if is) and j>0 or i>0O and 350 
bo fe) = 
O otherwise, 
5) ple) = (1,1,1) for each edge e in E, 
6) @(v) = x for all v = x(u)* in Vv, and 
7) T=T. 


Notice that the firing function for the 
behavior graph of an ICG contains no queue bound- 
ing function. Such a function is not necessary 
because queue lengths in this infinite graph are 
already bounded. The behavior graph of an ICG is 
also an infinite marked graph [6,7] (when the 
timing function is disregarded). A portion of the 
behavior graph for the ICG of Figure 2 is shown in 
Figure 3. 


Proposition 2.1 Let C = (V,E,O,u%.,9,@,T) be an 
ICG and let Bu = (VE, Or oP r%sT) be its behavior 


graph. Then C and Ba have the same behavior. 


A rigorous proof of this result is straight- 
forward but tedious. The interested reader can | 
find a proof for the case in which @ is one-to-one 
in [8]. Similar arguments establish the result in 
the more general case. 


Or] denotes the ceiling of x. Thus, [x] is the 


least integer greater than or equal to x. 


108 


IER 


Figure 3 


In examining the timing characteristics of 
these implemented computation graphs, we must 
consider one further constraint which is imposed 
on such a system by physical limitations of the 
devices realizing it. These constraints can be 
illustrated with the aid of the behavior graph 
shown in Figure 3. It is clear, on examination 
of this graph, that the vertices a(u)~ and a(w) 
may be concurrently enabled and that they are 
assigned to the same functional unit. It is 
usually required that a functional unit complete 
one activation before it may begin another. 
Therefore, one or the other of these operations 
must be performed first. 


The physical limitation that only one activa- 
tion of a functional unit may be in execution at 
a time places a total ordering on the operations 
assigned to a given operator. Such an ordering 
indexes the activations of operators in the 
system and can be specified in the following way. 


Definition 2.4 Let C = (V/E,O;b 1 P,%,T) be an ICG 


and let Bu (VE, Ore Pr @ rT) be its behavior 


graph. An ordering for operator a (where aeO) is 
a one-to-one function, Woe from a-l(a) to Z ©) such 


that w (a(a)”) > 0 whenever i> O and w_(a(u)~)S0 


whenever i Ss 0 for all at) ea. (a): An operator 


ordering function for C is a function w alo w. ; 


are orderings for 


where all of the subfunctions we 
operators in O. 


The constraints imposed by an operator order- 
ing function w may be represented in the behavior 
graph of an ICG by adding edges from vertex u to 
vertex v whenever a7 (uy) = al vy) a and 
w (a) +1 w_ tv) for Ww, Thus, each operator 


Cc 


W. 
ordering gives rise to a new infinite (unbounded) 
IcG defined below. 

Definition 2.5 Let C = (VE ,O, 12 1Q,T) be an ICG 
and let Bo = (VE, Orbe PrOsT) be its behavior 


graph. 
Ce 


Let w be an operator ordering function for 
The w-constrained behavior graph By (w) 


(VP BPO hep aT) is given by 

1) VW =v, 

2) BE = E U{(u,v)|@(u)=a(v) and w(u)+l = w(v)} , 

5) .0. 2:0; 
(L if e=(x(u)",y(v)?) and either iso 
| and j>0 or jSO and i>0 

W } 

4) Wy led=4 
lo otherwise, 

5) » (e) = (1,1,1) for alle inE, 

6) o =a, and 

7) T = T . 


Clearly, some of the operator ordering 
functions which are well defined are not consis- 
tent with the natural constraints already present 
in the system. For example, in Figure 3, if we 
let w.(a(u)?) ae w(a(u)*) 2, and 


1) 


— 


w (a(w) 3, a set of constraints which causes 
a 


the process to stop prematurely has been created. 
This is not a desirable situation, and if the 
system is simply allowed to run freely, such an 
ordering will never be chosen. 


We denote the number of times an operator a 
in an ICG C (or its behavior graph B_) by # (al C) 
(or #(alB )). Then an operator ordering function 
w is said to be legal if #(al|B ) = #(alB (w)) for 
each operator a in O. The only operator functions 
considered in this paper are legal ones. Figure 
4 shows a portion of B,(w) for a legal operator 
ordering w. The heavy lines have been inserted to 
enforce w. 


é 
Mo) denotes {...-2,-1,0,1,2...} , the set of 


integers. 
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Figure 4 


Remark. It is not difficult to see how legal 
operator ordering functions can be constructed. 
One only need find all topological sorts of the 
partial order on a1 (a) implicit in the behavior 
graph B. for each operator a in O. Call this set 
T_. Then by selecting one element from each of 
the sets Ts to obtain a set of on which are compa- 
tible, one constructs a legal operator ordering . 
function. 


When the modeled process is carried out as 
implemented, it is not known which of the legal 
operator orderings actually is chosen. All of 
them are feasible and may occur. An analysis of 
timing characteristics must therefore consider all 
possible legal operator orderings. 


Proposition 2.2 Let C = (VEO pb, Pr, T) be an 
IcG. Then C can behave in one of two ways: 

1) it may fire several vertices and then 
reach a marking under which no vertex is firable, 


or : é : ‘ 
2) it may fire several vertices, reaching a 


previously observed marking, after which the be- 
havior is repetitive, 


A proof of this result is somewhat lengthy. 


The interested reader may find a proof of a similar 


result in reference [8]. 


III. Timing Characteristics 


In this section we first study timing charac- 


teristics of ICG's which fire several vertices 
then reach a marking under which no vertex is 
firable. Such implemented graphs are relatively 
straightforward to analyze because the behavior of 


the system is a finite set. 


Figure 5 gives an 


example of such an ICG, and part of its behavior 


graph is shown in Figure 6. 
6, there is a path from b(y)4 


b(y)4 to b(w)4, 


(1,1,1,2) 


a(y) 
a(z) 


Notice that in Figure 
to a(z)® to a(x)’ to 


The presence of this path indi- 
cates that b(y) and b(w) can occur no more than 
three times each, a(z) can occur at most five 

times, and a(x) may occur six times. 


(1, 


25252) 


Cliglsty 2) 


oro oOo 
qa 
— 


Figure 6 


iT] 


(1,1,1,1) 


Proposition 3.1 Let C = (V,E,0,h ,p,%,T) be an 
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ICG with finite behavior. There is a finite ICG, 


Mor which has the same behavior as C in which 


P, (e) = P, fe) = p, (e) = 1 for each edge. 
Proof. The proof is by construction. Let 


Ba = (VeE, Orb, Pr Os T) be the behavior graph for 


C and let #(v|C) be the maximum number of times _ 
a vertex v occurs in C. The Mn = (V';E',O' bes 
p',@',T') is given by: 


1) v'={x(v) tev] osis#(v|c)}, | 
2) E'={(u,v)eB| u,vev' JUL (v?,v°) | v"=x(u) *ev'} 
3) O'=0, 
4) bo (erat 


1 if e=(x?,y) in E' 

O otherwise 

5) p'(e})=(1,1,1,2) for all e in E', | 

6) @a'(v)=a@(v) for all vertices vev' , an 
7) T'=T . 


It is readily established that the new graph 


M. has the same behavior as Bus hence the same as 


that of C as Wert 


Given this finite ICG, we can calculate a 
lower bound on the time required to complete the 
computation, given that a particular legal opera- 
tor ordering, w, has been chosen. We denote the 
minimum time required for completion under w by 
Pu) and compute Pw with the aid of the following 


w-constrained finite ICG. 


Definition 3.1 Let C = (V,E,0,.,p,@,1T) be an ICG 


with finite behavior and let M. = (V',E',O' pd, 


p',@',t') be defined as above. Then M, (w) = 


) a) 
(VP EO” bby o ge Vs for a legal operator 


ordering w, is given by: 
1) v=v', 


2) BE =E'U{ (u,v) |u,vev’ ,a! (u)=a' (v), and w(u)+1l = 
09) wv) } , 


as 
- ea L: bE eG a) 

bo led=ty otherwise 

5) » (e)=(1,1,1,2) for alle inE , 
6) Q” = @', and 
7) T=T'. 


Figure 7 shows M_(w) for the ICG of Figure 5 
and a legal operator “ordering w. 


The minimum time required to complete the 
process under the legal operator ordering, w, can 
now be readily determined. Let v={vev"| v is 


firable under bo} and let Il be the set of all 
paths DEN Va s5 av in M.(w) such that vice. Then: 
we have the following result. 


Proposition 3.2 Let C = (V,E,0,.,9,Q@,T) be an 
ICG with Finite behavior. Let w Be a legal opera- 
‘tor ordering for C and M_(w) be the w-constrained 
graph defined above. Then.p = max(2_T (v)). 

) nett Ve" 


Gacmcmen 


Figure 7 


Unfortunately, it is not known which of the 
legal operator orderings for C is chosen each 
time the computation is performed. Thus, there 
are two figures of interest to us: 


1) a time, p, which is the minimum time in which 
the computation may be completed when the 
operator ordering chosen is not known, and 


2) a time, Pin’ which is the minimum possible 


time for completion of the process. 


Although the behavior of C is finite, the 
number of legal operator orderings for C is still 
infinite. However, the only part of a legal 
operator ordering w which is of any consequence 
in this case is the restriction of w to vertices 
v which are also in M.. This allows us to re- 
strict our attention Eo the finite set, W(C), of 
legal operator orderings for M.. 
figures of interest can be calculated according 
to the following proposition. 


Proposition 3.3 Let C = (ViE Orb P27) be an 


ICG with finite behavior and let W(C) be the set 
of legal operator orderings for Ma: Then 


p = max (p) and ar ee ys x 

we W (c) | 

For the example shown in Figure 5, p = 42 and 
Onin o2F 


The analysis of nonterminating graphs is not 
quite so simple as that of terminating ones. In 
this case the behavior is infinite, so there are 


‘The two timing 
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an infinite number of legal orderings which must 
be considered. Furthermore, the concept of “time 
required for completion" has no meaning for non- | 
terminating graphs. For this reason we use the 
concept of computation rate to obtain a measure 
of system performance. The computation rate of 
the implemented process is defined as the number 
of operator occurrences per unit time. It is 
clearly desirable to maximize this ratio if at 
all possible. 


If an ICG does not terminate, there are two 
classes of behavior it can exhibit. If 
by fed<p, (e) p Ce) for some edge e, the graph will 


have an initial transient behavior followed by a 
cyclic steady state behavior. If each edge e 
has by feday, (e)-—p Ce), there is no transient be- 


havior and the graph is said to be repetitive. 
Once a vertex has fired for the first time, there 
will always be at least p, (e) <p Ce) items on an 


edge, so nonterminating ICG's eventually become 
repetitive. Since we are concerned with calcula- 
ting the computation rate of an ICG, the trans- 
ient behavior (if any) is of no concern to us. 

We therefore, assume that all of the nontermi- 
nating ICG's considered are repetitive. 


In order to deal with the difficulty which 
arises because there are infinitely many legal 
operator orderings to consider, we must charac- 
terize the structure of an ICG's behavior. This 
has been done for structures very similar to 
IcG's in [8], and the results in that case closely . 
parallel those needed here. The interested 
reader may refer to [8] for rigorous proofs. 


Let C = (VE, Os oP QT) be a nonterminating 
ICG and let B, = (Vr Er Orley Qe XT) be its behavior 


graph. There is always a finite portion of Bo 


which generates the infinite graph in the sense 


that Ba is made up of infinitely many copies of 


that finite subgraph. These concepts are formal- 
ized with the aid of the following definitions. 


Definition 3.2 Let Bu 


behavior graph of an ICG C = (VE, Ory p 1X,T) « 


= (V,E,Osby@/Q,T) be the 

Let ¥ be a function from V to N. Then 
B/Y = {(x(u)”,y(v)7)eE[1sis¥(u)}. 

The set generated by ¥ is then given by: 


Lanka) yy APE) ) | (x uy ty (v2) 


cE/Y and neZ} . 


<E/Y>= { (x (u) 


If <E/¥Y>=E, then Y¥Y is a generator for Bu ; 


Proposition 3.4 Let B, = (V,E,O;t)-p,2,T). Then 


there is always a generator Y for Bae 
Proof. Since C does not terminate, we can 
always find a positive integer solution to the 


set of equations: 


p, fe) 


{z (m,n)cE} . 


Let {z_|mev} be a positive integer solution for 


this set of equations, and let ¥(a(v) (v))=z for 
each veV. It is readily established that 
Y is a generator for B_. _ 

The function ¥, where ¥(u) = 4, ¥(v) = 4, 
¥(w) = 2, and ¥(x) = 1 is a generator for the 
graph Bu of Figure 3. 


Now let B. = (VB, Ose PrOrT) be the behavior 


graph for a nonterminating ICG C = (ViE,OrW Pr, 
7) and let ¥ be a generator for B_. We denote 
the (finite) set of all legal operator orderings 
of the vertices in the set {x (u) +] 1sis¥(u)} by 


w(c,¥). ‘The key to dealing with the problem of 
considering an infinite number of legal operator 
orderings lies in showing that the infinite set 
of legal operator orderings for C may be "genera- 
ted" by this set w°(C,Y). 


Let w be a legal operator ordering for C and 
consider the graph B_(w). This graph is identi- 
cal to B_ except thak edges have been added to 
B. which enforce the ordering w. Thus, we may 
write: " A ‘ . 

E =<E/Yu{ (x(u)”,y(v)7)|x=y and 
w(x (u))+l=w(y(v))} . 


Now consider the set of edges 
(B/¥) M=f (x(a) PEO) y (v) tPEO)) on 
eta)", vv) 7)eE/Y} 
Notice that (E/Y)™ is the ntlst copy of E/¥ in 


EY and let we be the restriction of w to the set 


Wom fxc (uy PPE] x cay PEO) yey PPE) 6 yyy} 

Since w is a legal operator ordering for C, _ 

w" must be a legal operator ordering for vertices 
in V". This can be true if and only if there is 


a legal ordering w° for vertices in V- such that 


w? (x (wu) *) )=w" (x (ay FPF) nay EE ¥(u) 7 for” 
, io uea1 (x) 

each vertex x(u) eV. : 

pet (w?) B(x (uy PAE ) 


w?(x(u)*)+(n-1) E_, Yeu). 
: | ued ~ (x) 


It has just been established that for any legal 
operator ordering w, we may write w'=(w°)™ for 
some w°eW (C,¥). Thus, we may write: 


w =U Ww) =U ((we)"|weew(C,¥)). 
-~osnsco -~oSnsro , 
w(c, ¥) is a finite set, so it has been shown 
that both the graph B_ and the infinite set of 
legal operator orderifigs can be finitely genera- 
ted. 


Now let C = (V,E,0,%.,9,@,T) be a nontermi- 
nating ICG and let w be a legal operator ordering 
for C. Recall that the computation rate of an | 
IcG is the number of operation occurrences per _ 
unit time. Since the graph B.(w) is finitely 
generated, we may write the following expression 
for Pu! the maximum computation rate of C under 


ordering w: 


we know that T(w") = max 


i Y ¥(u) 
w . T. (w) 
j-*o0 5 


where T.(w) is the time required to complete the 
execution of vertices in {vev"| Snsi-1} and ¥(u) 
is any generator for By (w) « It is easy to calcu- 


late wy ¥(u) for any generator ¥, so we need 
only find an expression for T, (w) to determine Pu? 


Notation, If ¥Y is a generator for Bar we let 


L={vev" |v is firable under y.. and w,ew(C,¥)}, 


0 
and let I(w,)={m=v,...v,|v,ev? for i=1,2,...,n, 


WW 


v.e€u., and (v.,v..,)€E . 
i i 


1 it+l 


Proposition 3.5 Let C = (V,E,0,1.,p,@,T) be a 
nonterminating ICG and B_ be the Behavior graph 
for C. There is a generator ¥ for B. such that 
for each ordering w.ew9(c,¥) and every path 
T=v_,.-.-V. in T(w.)4 there is an edge 
CA ia in E/¥ , where v= x(u)>. 

To construct a generator satisfying the 


conditions of Proposition 3.5, one begins with 


the minimal generator ¥ ... If ¥_.. does not 
min min 


have the required structure, then k*¥ .._ does for 


some integer k, and key in is also a generator 


for Bae 


Now let ¥Y be a generator for B_ which satis- 
fies the conditions of Proposition 2.5. Then we 
may write: i-l - 

8) = 35 Tw") | 
where T(w') is the time required to complete only 
the nth copy of E/Y¥ in B (w) Thus we have: 


— py? (a) 
po = lim “ie 
Diem 2 Tw") 
i=1 
where ¥ is any generator for B_(w) satisfying the 


conditions of Proposition 365." 


Since each w is generated by some w eW (C,¥), 


(x t(v)), where w 
Tell (w ) veTl 


n at ; , 
generates w . Given this expression for T(w"), 
we may derive bounds on computation rates for non- 
terminating ICG's. | | 


As before, there are two figures which are of 
interest to us: 
1) a rate, p, which is the maximum feasible rate 
given that the operator ordering chosen is not 
known, and 


2) a rate, p_._, which is the maximum possible 


rate that can be achieved. 


Proposition 3.6 Let C = (V,E,0,.,p,a@;T) be a 
nonterminating ICG and let w be a legal operator 
ordering for C. Then 


vey) s ves where: 
T / Pw T . ‘ 
max min 


1) ¥ is a generator for the behavior graph, B_, of 
C satisfying the conditions of Proposition 3.5, 


2) Ts = max (max (2 T(v))), and 
w.eW (C,¥) tTrell(w.) vett 
i ae 
3) T . = min (max T(v))) . 
min 


w,eW° (C,Y) tre Il 


n 
Proof. Notice that T . ST(w )ST for every 
ee min max 


a e n e 
possible choice of w . Thus, we may write: 
; i n ; 
47? .. 8-2). Tw). = it 

min m 
n=] 
Substituting, then, we have: 


ax 


eg SEO) Beh) Byte 
op = lim —= = LN = 
a j-%0 = T (we) j-m as wast 
n=1 
and 
ae gy! (a) < lim Lyi @ : wy!) 
c ji-tco i n ace a ain # in 
nyt ) 7 


Corollary 3.1 Let C = (VE, Osi P1017) be a 


nonterminating ICG with T , T..., and ¥ as 
max min 
above. Then 
u_¥ (u) z__¥ (u) 
ue V ue V 
p = and 0-3. SS 
7! min | Ue 
max min 


For the ICG of Figure 2, p=11/24 and 
= 11/24. 


Pmin 
IV. Time Optimality 

In this section we derive necessary and 
sufficient conditions under which no penalty is 
imposed on the rate of computation due to operator 
assignment. Throughout the remainder of the 
paper, we shall assume that Y¥ is a generator for 
the behavior graph which satisfies the conditions 
of Proposition 3.5. Furthermore, since it is not 
known which of the many legal operator orderings 
will be chosen, we concentrate on the rate p 
rather than p ._. We present results for the 
case in which a computation graph (hence the 
corresponding ICG) is nonterminating. The analy- 
Sis for the terminating case is similar. It is 
first shown that the maximum computation rate, p, 
of a nonterminating ICG cannot exceed that of its 
one-to-one equivalent. 


Definition 4.1 Let C = (V,E,0,,,9,@,T) be an 


ICG. Then the one-to-one equivalent to C is an 
ICG Ch=(V',E',O' Warp! -@',T") given by: 

1) v' =V, 

2) E' = E, 

3) O' = V'=V, 

4) bd ~ Bos 

5) p' = QO, 

6) @'(v) = v for all vev', and 

7) t'(v) = T(a), where a(v) = aeO, for each veO'. 


Notice that C differs from C only in its 
operator assignment function (and operator set). 
To allow a meaningful comparison of computation 
rates, the function T' is defined so that if 
a@(u)=a~(v) then T(u)=T(v) as well. This allows us 
to isolate the effects of operator assignment 
alone. Figure 8 shows the one-to-one equivalent 
to the ICG of Figure 2. 
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(1,1,1,1) 


t(u) = 2 t(v) = 
t(w) = 2 t(x) = 
Figure 8 


Proposition 4.1 Let C = (V,E,0O,p.,p,@,T) be a 
nonterminating ICG and C' = (V',E*,O' w',p',@',T") 
be its one-to-one equivalent. Let p(C) and p(C') 
denote the computation rates of C and C', re- 
spectively. Then p(C)Sp(C'). 


Proof. Notice that the behavior graphs B 
and B_., for C and C' are isomorphic, differing 
only in their vertex labeling. 


There is only one legal operator ordering for 
C' -~ the one given in B_,, but there may be many 
for C. Let w be any legal operator ordering for 
C and consider B_(w). Since B_ is contained in 


By (w) and Ba and Bu, are isomorphic, it is clear 


that T (C)=2T (c'). Furthermore, it can 
max max 


readily be shown that ¥ is a generator for B_ if 
and only if ¥ is also a generator for B_,. I 


' 
follows immediately that p(C)Sp(C'). - 


This result establishes that no implementa-~ 
tion can produce a greater computation rate than 
can a one-to-one operator assignment. The con- 
ditions under which C has at least as great a 
compuation rate as C' are simply stated and rela- 
tively easy, though tedious, to check. 


Theorem 4.1 Let C = (V,E,O,,,9,@,T) be a 
nonterminating ICG and let C' = (V' EO) p 
@',tT') be its one-to-one equivalent. Then 
p (Cc) e(c') if and only if T _ (C)=T (C').. 

max max 


Although w°(¢,¥) for C is finite, it can be 
a very large set. Thus, the task of finding 
7 (C) and T (C') can be very time consuming. 
It“dan be made*Somewhat less tedious by dealing 
with a reduced form of the behavior graph which is 
obtained by eliminating redundant edges. A por- 
tion of the reduced behavior graph for the ICG 
of Figure 2 is shown in Figure 9. 


Definition 4.2 Let C = (V,E,0,u,,9,@,T) be an 
ICG and let B, = (V,E,O,1,.,9,@,1) be its behavior 


graph. The reduced behavior graph for C is an 

(unbounded) infinite ICG B =(VrE Orb, QrQZrD) » 
—C san’ Sas” <= ag 

where: 

1) Z= V, 

2) E= E-E, where 


E={e=(x" ,y)¢E | there is a path of, 
length greater than one from x to 
yJ in E which has the same initial 


marking as e}, 


3) Q= 0, 

4) Lo= b restricted to E, 
5} @ = @ restricted to E, 
6) @ = @, and 

7) ©=T. 


Figure 9 


It is easy to see that B_ and B_ have the same 
behavior. All we have done is remove edges which 
specify redundant constraints. 


Notation. Let C = (V,E Ory 1p ,@,T) and let 
w. ewO(C, ¥Y). Then 


E/Y0, B/W (x(a) * ry(v)?)]x=y and w, (¢(u) * 


: +1=w, (yw) oe 
and | 
E/E (wo, )=E/Y (w, )- (a ry 5) easy w. Dl there is a 

path of length greater than one 
from x" to y/ in E/¥(w,)} . 
We also let HAC, w.) denote the set of critical 
paths in Bu under 0. - 


I (C,w;)= {nell (w, DI 2tiWw= max (2 
+ vet Tell (w. ) viet’ 
Notice that Na (c,w. ) Ss E/¥(w). 
Then we have the following result. 


T (v' )}. 


Proposition 4.2 Let C = (V,E,0,u, ,p,%,T) ae an 
ICG with B_=(V,E,0,p QE Tt) and Pet w. eW9 (c,¥). 
Then IL. clr, ic E/Y¥(a,) 


a. ee indicates that one only need check 
the sets E'/Y and E/¥(w,) to decide if an opera- 
tor assignment is time optimal. Thus, the tedium 
necessary can be reduced, but unfortunately it — 
cannot be eliminated. There are several results 
which provide sufficient conditions for either 
time optimality or non-optimality that are quite 
simple to verify. Unfortunately, these results 


are not necessary as well as sufficient. 


Proposition 4.3 Let C = (V,E,0,.,0,@,T) be a 
nonterminating ICG and Ct = (VIA E®, Olu! ph -a',t') 
be its sg equivalent with reduced behavice 
graphs B by Qe SD and Bay = (Vi ,EB*,Q', 

bey Dr & a,Ty, Bhatti its The operator assignment 
a @ is time optimal if E' /Y=E/Y (w, ) for 
every W, ew'(c, ¥}% 


pesauuie ied 4,4 Let c = (VE sO, oP r%/T) be a 
nonterminating ICG. The operator assignment func- 
tion @ is time optimal if there is only one legal 
operator ordering w. 

Remark. Notice that there is a single legal 
Cae ordering w only when the vertices in 


Caln for every operator a in an Icc are totally 
ee in B In this case, Proposition 4.3 also 
indicates optimality. 


In contrast to the preceding two propositions, 
the one which follows gives conditions under which 
an operator assignment function is nonoptimal. 


Proposition 4.5° Let C = (V,E,O,u.,9,@,1) and 
Bas ; (Vv. ,E',O!' rh 12" 2", T'). If there is some 
w.eW (c,¥) for which E/Y¥(w, ) does not contain 
every path in TI ,(C' ,w) then p(C)>p(c'). 

Summary 


In this paper we have given a procedure for 
determining lower bounds on computation rates 
achievable for data flow programs implemented on 
machines which can exploit the parallelism 
inherent in these processes. We have also given 
conditions under which an operator assignment is 
time optimal. Unfortunately, these conditions are 
somewhat tedious to verify, so a number of suffi- 
cient conditions. for optimality (or non-optimal- 
ity) have also been given. . 


Two areas of application for the results 
presented in this paper immediately come to mind. 
First, by calculating the maximum computation rate. 
of a data flow program, a hard estimate of the 
advantage gained in implementing the program on a 
data flow processor can be obtained. Therefore, 
these results can provide a basis for an analytic 
approach to evaluating the projected performance 
of data flow processors. Secondly, in writing a 
data flow program, the user of a simulation facil- 
ity such as the one described by Leung, Misunas, 
Neczwid and Dennis [2] must effectively specify 


the operator assignment as part of his program. 


The results of this paper provide the user of such 


a system with guidelines for choosing an efficient 


operator assignment. 
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ON THE EVALUATION OF ARRAY COMPUTERS 


R. Hemmersbach and D. Schttt 


Dept. of Computer Science 
University of Bonn 
5300 Bonn, W-Germany 


Summary 


A new procedure for measuring and comparing 

‘ highly parallel computer systems is proposed. 
Since the behavior of a system is determined by 
the behavior of its components and the specific 
modes of combination used, systems are described 
by sets of labelled acyclic flow graphs (compare 
[2,8]). The nodes of such graphs represent compu- 
ter facilities like registers or complete process- 
ing elements, the edges characterize the instruc- 
tion and control flow between the facilities. The 
labels of nodes and maximal paths ('hyperedges') 
are induced by the work and power Of the; faci li= 
ties and statistical quantities, respectively. 

The evaluation of a system is done recursively 
as follows: Starting with the evaluation of primi-~ 
tive components (first order flow graphs) the re- 
sults obtained are used for the evaluation of the 
next level of description (second order flow 
graphs), i.e. the first order graphs are regarded 
as nodes of the second order graphs, etc. Since 
parallel computers are considered, the highest or- 
der flow graphs describe the interconnections and 
information flow between (arrays of) processing 
elements, memories, and control units. 

The work of a flow graph G (system or part of 


a system) is given by 


=. n n my 
w(G) = YL h, w(hyperedge i) = EZ h, ££ w(F.) 
; i : dis ‘% 
i=1 i=1 j=1 
where n is the number of hyperedges of G 
n 
h, the label of hyperedge i ( 2 h,=1) 
i i=i Ll 
m, the number of nodes of hyperedge i 
wits) the work of the j-th node (facility) 


of hyperedge i 


Note that ho may be for example the relative 
frequency of an instruction associated to hyperedge 
i, and that w is an arbitrary complexity measure. 


The power p(G) of G is the ratio of its work 
to the (average) cycle time of the corresponding 
system or part of the system. 


Failures of components of a system normally 
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mean the deletion of 'defective' hyperedges in the 
flow graphs involved. Then an investigation of the 
reduced flow graphs gives some information about 
the effect of the failures. 


As an example, the work of an ILLIAC IV array is 

determined by means of the measure introduced by 

Hellerman [4]- Compare [1,3,9; 5,6,7,8,10]. 

Array with 64 PEs 209056 wits 
Control Unit 3205 wits 


(for instructions 
with memory access; 
labels h;=const. ) 
Buffer 1315, Gating Block 65, ACARs 2048, 
Address Adder 388, Shift/Logic Unit 1567, 
Decoder 32, Final Queue 512 


Processing Element 2352 wits 


Registers 3392, Address Adder 256, 
Artihmetic Unit 1792, Shift/Logic Unit 1567 


PE Memory 821 wits 
Common Data Bus 512 wits 


CU Bus 4096 wits 


Bus for Enable Signals 1600 wits 
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ERROR DETECTION AND RECOVERY IN A DATA-FLOW COMPUTER” 


David P. Misunas 
Laboratory for Computer Science 
Massachusetts Institute of Technology 
Cambridge, Massachusetts 02139 


Abstract -- The highly modular structure of 
data-flow computer permits the inclusion of fault- 
tolerant capabilities at the module level within 
such a machine. Error detection and recovery is 
provided through redundant computation. The highly 
parallel structure of the routing networks, 
comprising the Memory/Functional Unit 
interconnection paths, allows reconfiguration of the 
processor upon detection of a faulty component with 
only slight degradation of either the performance or 
the ability to detect and recover from further 
errors. Due to the unique structure of the 
interconnection networks, the increase in size and 
complexity of a data-flow processor necessary to 
implement the fault-tolerant capabilities is less 
than the amount of redundant computation necessary 
to assure error recovery. 


Introduction 


Although the reliability of the components 
utilized in digital computers has increased 
tremendously in the past few years, in any system 
with such complexity, there is always a chance of 
failure. Also, in many applications it is either 
difficult to gain access to equipment for repairs or 
any failure would have catastrophic results, as in 
such machines as spacecraft computers and air 
traffic control computers. For these reasons, a 
great deal of effort has been devoted to fault- 
tolerant design techniques [1, 2, 3, 10, 11]. 


Most proposed fault-tolerant systems are 
composed of a number of. processors executing 
different copies of the same program and comparing 
results. If a discrepancy arises, either a separate 
processor is utilized to check the system in an 
attempt to discover faulty components or the 
processors in the majority disable the minority 
processor(s) and continue with degraded fault 
recognition and recovery capability. 


This approach to the structure of a fault- 
tolerant system has the problem that system 
reconfiguration is accomplished at a high level. 
The disabling of an entire processor upon detection 
of an error significantly degrades the fault 
recognition and recovery capabilities of the system 
unless there is a large number of redundant 
processors. However, the cost of maintaining many 
extra processors has thus far been rather 
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prohibitive, allowing its introduction only in vital 
applications. 


The data-flow processors described by Dennis 
and Misunas [5, 6] have a highly modular structure 
which permits system reconfiguration at a low level. 
Indeed, a completely fault-tolerant system can be 
implemented on a single processor through the use of 
program redundancy. System reconfiguration upon 
detection of an error is achieved by selecting 
alternate paths around failed components. 


The occurrence of a failure in a data-flow 
processor and the associated bypassing of the faulty 
component do not affect the capability of the system 
to detect further errors and further reconfigur the 
processor in response to those errors as lu..g as 
there remain enough fault-free components to perform 
the computation and there are enough paths 
connecting the memory and the functional units of 
the processor. Also, the additional cost of a 
computer incorporating such a solution over the cost 
of a non-fault-tolerant processor is much less than 
the additional cost of a system utilizing 
reconfiguration at. the processor level. 


Structure of the Data-Flow Processor 
A data-flow processor is structured as a 
packet communication architecture [4]. Units of the 
processor communicate through the transmission of 
information packets, and delays in packet 
transmission do not. affect the correct operation of 
the processor. 


The data-flow program representation utilized 
as the base language of a data-flow processor all .s 
the data-driven execution of a computation. An 
instruction of a data-flow prog: :m is enablec for 


execution only after the receipt of all req -ed 
operands. Upon becoming enabled, an instri -:ion 
proceeds to an appropriate functional unit © aich 


performs the desired computation and sends copies of 
the result to instructions which need them for 
execution. 


In a companion paper [8], we examine the 
performance of an elementary data- -flow processor 
designed to execute signal processing computations. 
More advanced data-flow processors, incorporating 
conditional and iterative constructs, data 
Structures, and procedures are described in [6], 
[9], and (7], respectively. For the purpose of 
examining fault-tolerance techniques applicable to a 
data-flow computer, we will use the elementary 
processor shown in Figure 1. 


Operation 

~ Unit 0 
|. Operation 

Unit m-i 


F seca : 


Cell 


operation 


data 
packets packets 


‘Arbitration 
N etwork 


Distribution 
Net work 


Instruction 
Vl hCCelll Onl 7 


Figure |. 


- Structure ‘of the elementary data- flow processor. 


The Memory of the processor consists of a 
number of Instruction Cells, each composed of three 
registers (Figure 2) and holding one instruction of 
a data-flow program. The first register of an 
Instruction Cell contains the operation 
specification and the identifiers of destination 
Cells to which results of the operation are to be 
sent. The second and third registers contain space 
for the necessary operands and initially hold any 
values necessary to start the computation. An 
Arbitration Network conveys operation packets 
containing enabled instructions, each consisting of 
an operation specification, a number of destinaticn 
addresses, and all required operands, from the 
Memory to the Functional Units. A Functional Unit . 
performs the specified operation upon the operands 
in each operation packet received and forms a data 
packet, consisting of one copy of the result and a 
destination address, for each destination specified. 
The Distribution Network accepts data packets from 
the Functional Units and conveys them to the proper. 
destination ene trueeson Cells. 


Instruction Cell 


register 


register | | . | | | . 
cree | a -- | 
register - 


opens 


Figure 2. Structure of an Instruction Cell. 


error. 
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Instruction 
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Functional 
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instruction — 
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instruction 
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Unit O 
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Unit | 
instruction 


Bo Cell 7 
8. Distribution Network 


Figure 3. Structure af an ecu Le Arbitration and Distribution 


Network. 


The Host computer is a conventional processor | 
and is used to initialize the program in the data- 
flow processor, monitor its execution, and . 
reconfigure the processor upon detection of an _ 
The Host performs these functions by means 
of packets sent through the networks. For the 
purposes of this discussion, we will assume that th. 
Host is error-free. Such freedom from error in th- 
Host can be achieved through more conventione.. 
techniques [10]. 


To examine the reconfiguration capability of 
a data-flow computer, we must understand the 


-$tructure of the interconnection networks of the 


processor. An elementary structure of the 
Arbitration and Distribution Networks is presented | 
in Figure 3, and the structure of a typical network 
node is shown in Figure 4. The arbitration unit in 
the node passes packets arriving at its input po ports 
one-at-a-time to its output port, using a round- 
robin discipline to resolve any conflicts. Once a 
packet has been. accepted by the arbitration unit of 
a node, it is stored in a buffer unit until the 
succeeding unit is ready to receive » it. A switch 
unit directs a packet to one of the several possible 
next nodes, controlled by some property of the 
packet. In the Arbitration Network, the operation 
specification controls the switching, whereas in the 
Distribution Network, the switching is specified in 
the destination address. | 


arbitration. \ 
unit 


Figure 4. Structure of a network node. 


The networks operate asynchronously, following a 
“hand-shaking" communication protocol for the 
transmission of packets. Once a packet has been 
accepted by a node and transferred to its buffer 
unit, the appropriate next node in the path is 
notified that a packet is ready to be transferred to 
it. No further action is taken until an acknowledge 
is returned from the succeeding node, at which time 
the entire packet is transmitted to that node. 


Error Detection 


There are three problems which must be faced 


in the introduction of fault-tolerant capabilities 
to a computer system. First, it must be possible to 
detect the occurrence of each error, whether it is 
caused by a hardware failure or by some other system 
malfunction. Second, the computer must be able to 
continue the computation in which the error occurred 
to a successful finish. And third, if a given error 
is caused by a failure of the hardware, the bad 
component(s) must be isolated to prevent the 
occurrence op further errors. 


In this section we examine the elution to the 
first two problems of error detection and revovery. 
The next section discusses the reconfiguration of 
the processor in response to a determination that a 
component has failed. First, however, we must 
introduce a few terms. An error within a processor 
is the generation of an incorrect result. The 
errors that interest us here are those caused by 
faults; that is, by hardware malfunctions. Such 
faults are generally classified as either transient, 
intermittent, or permanent, depending upon their 
rate of occurrence. For a thorough discussion of 
these distinctions, see [2, 10]. | 


Because inter-unit communication in a data- 
flow processor is asynchronous, a permanent fault 
and many types of transient and intermittent faults 
will halt the flow of packets through a particular 
unit of the processor. Such is the response to the 
well-studied and common problems of “stuck- at" 
paurts: Shorts, broken IC's, etc. 


On the ether hand, an error iced not have such 
a readily distinguishable effect. It may only cause 
an incorrect’ result: to propogate within a 
computation through the generation of an error in a 
packet, the production of extra packets, or the 
misdirection of a packet. To detect and recover 
from such errors, we need to introduce some amount 
of ‘redundancy; that is, we must execute several 
copies of the computation simultaneously and compare 
the results through some voting process. 


The elementary data-flow processor is designed 
to perform stream-oriented computation. Hence, for 
this processor we need to use triple redundancy 
techniques to allow us to not only detect, but also 
recover gracefully from errors. Triple modular 
redundancy (TMR) is one of the most widely utilized 
methods of fault-tolerant design. | Generally, a 
system constructed ‘in such a manner consists of 
triplicated hardware and triplicated voters. Each 
voter has three inputs, one from each of the three 
identical hardware modules. The implementation of 
these techniques within @ conventional computer 
system has been widely described im the Literature 
Lé2, OF, and we will met discuss it further here. 


The application of TMR techniques to an 
elementary data-flow processor requires the 
triplication of several parts of the processor. 
There must be at least three functional units of 
each type, and a different functional unit must be 
utilized by each of the separate copies of a given 
program. Also, the size of the Memory must be 
tripled to accommodate the additional programs, and 
the programs must be distributed among the 
Instruction Celis of the Memory so as to insure that 
corresponding instructions of the various copies ef 
a program do not share final stages of the 
Distribution Network or initial stages of the 
Arbitration Network. 


The process of result comparison or "voting" 
is carried out at the Instruction Celis of the 
processor. In a data-flow processor with triple 
redundancy at the instruction level, each Cell 
receives three values destined for each operand 
register, one from each of the three copies of the 
previous instruction. The Cell incorporates a 
mechanism to compare the three values received and 
signal that an error has occurred + there is any 
discrepancy. 


Upon detection of such an error by a Cell, if 
two of the values received agree, that value is used 
as the operand value, and an error message is sent 
to the Host. If all three operands are different, 
not only is an error message sent to the Hest, but 
an error indicator is used. in the eperand field to 
indicate that an error has. occurred, and the result 
produced by any. Functional Unit or Memory Cell 


processing the error indicator is another error 


indicator, causing the error indicator to propogate 
through the remainder of the computation. Hence, 
the use of a TMR scheme does not permit recovery 
from two errors which simultaneously affect the same 
value in two of the three copies of a computation. 
However, the probability, : of such multiple errors is 
rather low. 


An error message is sent to the Host in an 
error packet which travels through the Arbitration 
Network to the Host output ports of the network. 
The format of an error packet is an follows: 


| dest id = Host 
unit id at which error occurred 
error code 


The Host analyzes the location and type of each 
error as described in the error packets to determ.ne 
the module at fault. 


The level at which the outputs of redundant 
computations are compared largely determines the 
ease with which the Host can isolate the occurrence 
of a persistent error to a faulty component. If 
such checking is carried out at the instruction 
level, then the Host knows from the unit identifier 
at which the error occurred the exact path followed 
by the faulty result. However, to achieve this 
level of error detection requires increasing the 
number of packets flowing through the: precessar by a 
factor of nine due to the fact that Gach of =the 
three identical computations transmits ome sopy of 
each result not only toe the succeeding 
instruction(s) within that program, but also te the 
corresponding mext instrection(s} ef.cach uf the tre 

identical programs. 
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Comparing results at the end of a computation 
does not provide as much useful information about 
the location of an error; however, it only triples 
the number of packets flowing through the processor, 
and, as we shall describe later, the Host has other 
means at its disposal for finding faulty components. 


Processor Reconfiguration — 


The addition of redundant connections within 
the network structures of a data-flow processor 
allows the routing of packets around network nodes 
which have failed. In Figure 5 we show one such 
structure for the Arbitration Network of Figura 2. 
The failure of a node is detected by the preceding 
node through examination of its buffer size. Since 
the arbitration units within a network node operate 
with a round-robin discipline, an upper bound on the 
time necessary to service a transmission request is 
obtained by multiplying the number of inputs to an 
arbitration unit by the packet transmission time. 
Within this time, only a small number N of packets 
destined for the node can be received by the 
preceding node. Thus, if either more than N packets 
destined to the succeeding node are received after 
sending a transmission request and before receiving 


an acknowledge or an amount of time greater than the 


arbitration unit processing time has passed 
(determined through the use of the check packets 
described in the next section), it can be assumed 
that the succeeding node has problems. Once this 
determination has been made, all packets destined 
for that node are rerouted around it, and the Host 
is notified through the transmission of an error 
packet. 


In illustration, suppose node B of the network 
shown in Figure 5 fails. Either the buffer in node 
A will back up, or an amount of time greater than 
the packet processing time of node B will pass. 
Node A then sends all packets which it contains and 
which are destined for B to C. Node C sends the 
packets to the correct destination node, for example 
node D. | 


Node A also sends an error packet containing 
the network level number and the destination 
identifier of each rerouted packet to the Host, 
indicating that the succeeding node has failed 
somehow. Note that multiple failures cause the 
generation of multiple error packets. 


The Host, upon determination that a node has 
failed, sends a command packet to the preceding 
node(s), ordering the node(s) to permanently bypass 
the failed node, and signals the user that a failure 
has occurred. This permanent reconfiguration of the 
processor halts the flow of error packets which have 
been generated each time the failed node has been 
bypassed. All packets contained in the failed node 
are lost; however, the redundant computation should 
produce the desired result. : - 


More significant problems arise in the case of 
multiple failures of adjacent nodes of a network. 
In such a case, it may not be possible to reroute 
packets at the preceding node since there may be no 
nodes left which can provide an alternate path. 


Thus, rerouting must be ordered by the Host at an. 


earlier level in the 


network and many more packets 
are lost. ? 
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Figure 5. Structure of o fault-tolerant Arbitration Network . 


Thus far, we have only considered the failure 
of a portion of an interconnection network of a 
data-flow processor. For completeness, we must now 
consider the failure of a Memory Cell or a 
Functional Unit. Such a failure requires more 
intelligence on the part of the Host in order to 
correctly recover. 


Failure of an Instruction Cell is detected by 
the Host through analysis of the messages contained 
in the error packets it receives. If a Cell fails 
completely, no destination will receive a result, 
and the Host, after checking the path which should 
have been followed by the operation and data packets 
in the manner described in the following section, 


' can conclude that .a problem exists within the Cell. 


Other failure modes of a Cell are determined through 
more extensive analysis of the error messages. 


Failure of a Cell cannot be solved by the mere 
rerouting of packets destined for the Cell. The 
Host, upon recognition of the fact that a Cell has 
failed, must reconfigure the processor. The 
instruction contained in the Cell must be located in 
another Cell, and the destination addresses of the 
preceding instructions must be appropriately 
changed. Since the Host performed the 
initialization of the processor and has full 
knowledge of the memory status and content, this 
reconfiguration can be readily accomplished. 


Complete failure of a Functional Unit also 
requires reconfiguration of the processor to bypass 
the bad unit. This reconfiguration is accomplished 
by resetting the switch unit feeding the Functional 
Unit until a new unit can be installed. 


The use of pipelined Functional Units allows 


‘partial failure to be solved through reconfiguration 


of the Functional Unit itself. If a Functional Unit 
is constructed of stages which are capable of 
performing the same or similar functions (perhaps 
microprogrammed for a specific function) and the 
Unit contains a number of redundant stages, failure 
of a stage can be corrected by bypassing the stage. 


The necessary reconfiguration is accomplished by 


sending a command packet to the stage preceding the 
one which has failed. If it is not known which 
stage has failed, the unit can be reconfigured one 


stage at a time until it either operates properly or. 


is determined to be unsalvagable. 


Units. 


Processor Verification 


Through the Host's connection to the 
Arbitration and Distribution Networks, the integrity 
of the networks and the Functional Units can be 
assured. A check packet sent by the Host into the 
Distribution Network consists of two destination 
specifications. The first designates a path through 
the Distribution Network to an Instruction Cell. 


Upon reaching a Cell, a check packet is placed 


directly upon the Cell's output link and enters the 
Arbitration Network, where the remaining second 
destination address is used to direct the packet to 
an output port of the network connected to the Host. 


To examine the operation of the Functional 
Units of the processor the Host maintains 
connections to the Arbitration Network inputs and 
the Distribution Network outputs. Operation packets 
are directed from the Host to specific Functional 
The destination address contained in such a 
packet designates one of the output ports of the 
Distribution Network leading to the Host. In. this 
manner, the Host can see if each Functional Unit is 
operating properly. 


The periodic use of check packets not only 
supplies useful information to the Host as to the 
presence of permanent faults, but also provides a 
solution to one of the basic problems in fault- 
tolerant asynchronous design; that is, the 
difficulty of knowing how long to wait for a result 
in a redundant asynchronous computation. If a 
computation is being performed in a TMR fashion and 
two of the final results arrive, it is difficult to 


tell whether the third has been lost somewhere or is 


merely delayed. To determine this, we must somehow 
introduce the concept of time. 


The structure of a data-flow processor is such 
that there is a readily determined upper bound on 
the time necessary for the execution of an 
instruction within the processor [8]. Thus,once we 
know the depth of a data-flow program; that is, the 
maximum length path from the first instruction to 
the last instruction, we can determine a maximum 
execution time for the computation. 


Check packets sent by the Host through the 
Instruction Cells should have a time interval 
between successive packets destined to one Cell 
which is greater than the maximum instruction 
execution time. Then a Cell, merely by knowing the 
length of the maximum path between itself and the 
last Cell which performed a comparison, can readily 
determine if a packet has been lost. This 
determination is achieved by waiting an amount of 
time equal to the maximum instruction execution time 
multiplied by the path length after the receipt of 
the first operand. If the time expires and the 
other operands have not been received, the Cell 
becomes enabled without them, and an error packet is 
sent to the Host. 


The Cost of Fault-Tolerance 

To examine the penalty invoked in the 
implementation of fault-tolerant capabilities within 
a data-flow computer, let us consider the fault- 
tolerant structure of the simple processor presented 
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in the companion paper on performance [8]. The 
elementary processor described in that paper 
contains 128 Instruction Cells, three level 
Arbitration and Distribution Networks, ‘nine 
Functional Units, and can support a processing rate 
of approximately 28 MIPS. 


The addition of fault-tolerant capabilities to 
such a processor structure requires increasing the 
number of Instruction Cells by a factor of three, to 
384. Also, we are now required to have 27 Functional 
Units to maintain the throughput. The Arbitration 
and Distribution Networks must be increased in size 
to support both the additional memory and the larger 
number of packets flowing through the machine. 
However, we can support the additional Memory Cells 
with only a restructuring of the networks in this 
case, no additional stages are required. 


The cost of an elementary data-flow processor 
is fairly evenly distributed among the four parts of 
the processor: the Memory, the Arbitration Network, 
the Distribution Network, and the Functional Units. 
The addition of fault-tolerant capabilities 
essentially triples the cost of the Memory and the 
Functional Units. However, the restructuring of the 
networks and the additional complexity within each 
node only increases the network cost by 
approximately 75%. Let c be the cost of the 
elementary data-flow processor without fault- 
tolerant capabilities, then the cost of a fault- 
tolerant version is: 3 | 


203(.25c)] + 2[1.75( .25c) J 
=2.38¢c 


Hence, to introduce fault tolerance we have tripled 
the amount of computation performed with only a 
140% increase in cost. 


In a more advanced data-flow processor, 
incorporating procedure activation capabilities, 
fault tolerance can be implemented through dual 
redundancy. This is possible due to the ability to 
relocate a computation within the processor and 
restart it upon detection of an error. Hence, the 
cost of fault tolerance within such a machine 
includes doubling the Memory and Functional Units 
and increasing network cost by one-quarter to one- 
third, yielding a total cost increase between 5/8 
and 2/3. With proper attention to detail, it may 
even be possible to obtain full fault tolerance 
with the long-sought-after 50% increase in 
complexity. 


Concluding Remarks 


The extension of the data-flow architecture 
to incorporate the ability to detect and recover 
from errors in a computation appears to be quite 
feasible. Though the study of this topic is by no 
means complete, preliminary results indicate that 
the cost of such an extension is very attractive, 
and the low-level reconfiguration utilized shows 
much promise in its ability to recover from a 
number of hardware failures before incurring 
significant performance degradation. The fault- 
tolerance techniques described herein are also 
applicable to other types of packet communication 
Systems, such as the Packet Memory Systems 
described by Dennis [4], and the study of their 
incorporation is currently in progress. 
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Abstract -- The ILLIAC IV is an array compu- 
ter used for Single Instruction Stream-Multiple 
Data Stream type computations. The large number 
of processing elements (PE's) in the system gives 
rise to a high probability of system failure. 

The use of dynamic redundancy techniques to make 
the system fault-tolerant is proposed. After a 
permanent fault is confirmed in a PE, the PE is 


removed and a spare is introduced into the system. 


Due to the highly structured interconnections be- 
tween the processors, the replacement has to be 
done in a way that preserves this structure. 


Two different replacement schemes describing 
the system recovery after a PE fails, are pre- 
sented. One of the schemes is very general and 
can be applied to systems with interconnection 
networks different from that of ILLIAC IV. The 
circuit implementations of the recovery mechanism 
are also discussed. It is noticed that at the 


expense of a small amount of additional hardware, © 


a considerable increase in reliability is ob- 
tained. 


I. Introduction 

ILLIAC IV is a parallel array computer con- 
taining four subarrays, each of 64 processing 
elements abbreviated as PE's. By using parallel- 
ism of operation, very high Speces in computing 
have: been achieved [1]. 


The special feature of the ILLIAC IV is a 
common control unit which decodes the instruc- 
tions and generates control signals for all the 
processing elements in the array. This elimi- 
nates the cost and complexity for decoding and 
timing circuits in each PE. Thus in ILLIAC IV, 
processing of various data streams is controlled 
by a single instruction stream. The need to ex- 
clude some data or process it differently is 
handled by providing each processor with an 
ENABLE flip-flop that controls the instruction 
execution at the processor level [1]. The pro- 


cessors in an array are labeled from 0 to 63. To 


facilitate data exchange, PE i has connections to 
four other processors (i+1)mod 64 and (i+8)mod 64. 


The interprocessor data transmission of arbitrary 
distance is accomplished by a sequence of rout- 
ings specified in a single instruction. 


We study the reliability aspects of the 
ILLIAC IV computer with respect to PE failures. 
In the present structure, a single PE failure 
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causes a system failure and the large number of 
PE's (64) in an array gives rise to a high prob- 
ability of failure. The system availability as 
well as its reliability can be enhanced by intro- 
ducing hardware redundancy and thus making the 
System fault-tolerant. The application of static 
redundancy is ruled out because of economic con- 
siderations [2]. In the dynamic redundancy tech- 
nique that we adopt, fault-caused errors are al- 
lowed to manifest themselves in the system. 
Fault-tolerance is then implemented by two suc- 
First, the presence of a fault 
is detected and then a recovery action takes 
place. If a restart of the program (rollback) 
fails to correct the error, a permanent fault is 
assumed and the faulty PE is removed [2, 3]. In 
this work, we limit our attention to the method 
of introducing spare PE's into the system to bal- 
ance the removal of the failed PE. 


We propose the use of one spare PE to toler- 
ate all single PE failures. When a PE fails and 
it is removed from the system, the interconnec- 
tion structure is perturbed. Assuming PE labeled 
x fails, then the routing interconnections of x 
to (x+1)mod 64 (from now on, all numbers of the 
type xtk are assumed to be modulo N when referred 
to a system containing N PE's), x-1, xt8 and x-8 
are disturbed. So, for xt+l, the data for routing 
by distance +] does not come from x and for x-8, 
the data for routing by -8 does not come from x. 
Similarly for x-1 and x+8, the data for routing 


by distances -1 and +8 respectively does not come 


from x any more. We 7! investigate three schemes by 
which the data routing ability is restored and, 
as a result, the ILLIAC IV system tolerates PE 
failures. The schemes are 
i) Reorganization of the Interconnection 
Network (ROIN) 
ii) Decoupling Network with Direct Replace- 
ment (DNDR) 
iii) Decoupling Network with Indirect Replace- 
ment (DNIR) 


In the ROIN scheme, after a spare becomes 
part of the system, the interconnection structure 
is reorganized so that the data routing proceeds 
unhindered as in the pre-failure situation. The 
disturbed interconnection structure is restored 
by providing extra interconnections and a selec- 
tor circuit for all the PE's. The extra inter- 
connections and the selector circuit form the 
redundant features of this scheme. In this | 
scheme, the spare replaces the failed PE indi- 
rectly in the sense that it (spare) does not 
(generally) assume the label of the failed PE. 


In the Decoupling Network Schemes the data is 
routed to the correct PE by using an additional 
network which isolates the PE's from the inter- 
connection network. In the DNDR case, the spare 
replaces the failed PE directly. The intercon- 
nections between the spare and other PE's are pro- 
vided through a bus structure. In the DNIR case, 
the failed PE is replaced by the spare indirectly 
and in the same manner as in the ROIN Scheme. 

Here we use two selector circuits for a PE. The 
decoupling network forms the redundant feature of 
the DN Schemes. 


The ROIN Scheme involves modification of the 
interconnection network and is therefore dependent 
on the specific interconnection network of the 
system. On the other hand, the DN Schemes are 
very general and can be easily adapted to any 
system. 


The ILLIAC IV interconnection network and its 
fault-tolerant versions are described in Section 
2. The extension of the above schemes to inter- 
connection networks different from that of ILLIAC 
IV is considered in Section 3. Some reliability 
estimates are given in Section 4 which indicate 
substantial improvement in the system reliability 
due to the introduction of redundancy. It is ob- 
served that the additional hardware required is 
very simple, so the increased system cost and com- 
plexity is minimal. The schemes are compared with 
respect to the complexity of their implementation 
in Section 5. It is concluded that the DN Schemes 
are easier to implement than the ROIN Scheme. The 
main draw-back with the DNDR Scheme is that it re- 
quires a duplex bus structure which has connec- 
tions to all the PE's in the system. This fact 
has critical implications in the system design be- 
cause of circuit limitations on the number of con- 
nections a bus may have. Additionally, the lengtn 
of the bus line for such a system may require the 
use of repeaters to overcome the problems of noise 
contamination and attenuation of the signal val- 
ues. The length of the bus line is also important 
in determining the signal propagation delays and 
may affect the speed of the whole system. The 
disadvantage of the DNIR Scheme is that the two 
selector circuits associated with each PE intro- 
duce logic delays which inay slow down the system. 
The ROIN Scheme is the faster of the three schemes 
as it involves modifying the interconnection net- 
work and as such does not affect the speed of the 
system. The disadvantage of this scheme is that 
the number of interconnections required for a PE 
is twice the number required for the non-redundant 
ILLIAC IV. This feature adds to the system com- 
plexity. 


~The comparison of the schemes indicate that 
the DN Schemes are superior if the associated cir- 
cuit delays are acceptable. For a fast fault- 
tolerant system, however, the ROIN Scheme might be 
more practical. - 


2. Restructuring of ILLIAC IV 


for Tolerance of a Failed PE 


In this section, a structure of 64 PE's is 
described where PE i is connected to PE's i+] and 


bered. from 0 to 63. 
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i+8. Three schemes are presented aimed at making 
the system tolerate failed PE's. The schemes are 
studied with respect to the steps involved in the 
recovery procedure and the complexity of its im- 
plementation. 


There are sixty-four physical locations num- 
The PE in the ith location 
has 'i' as its physical label while L(i) denotes 
its logical label. For the noneredundant system, 
L(i) = 7 for all i. The logical relabeling is 
done when a spare becomes part of the system. Un- 
less otherwise specified, the word label refers to 
the physical label. The data for i for routing by 
distances -8, -1, +] and +8 comes from PE's (i+8), 
(i+1), (i-1) and (i-8), respectively. 3 

The above routing is disturbed if any PE 
fails, causing a system breakdown. To make the 
System tolerate PE failures, we introduce redun- 
dancy by adding spares to the original system. 
Two different strategies are used to restore the 
system back to its origina] configuration. We 
consider the case of single PE failures only so 
that one spare is sufficient. In both these situ- 
ations as PE x fails, the system enters the re- 
covery mode. If a restart of the program (roll- 
back) fails to correct the error, a permanent 
fault is assumed, the failed PE is removed and the 
spare becomes part of the system. The spare is 
originally labeled 64. : 


The restructuring of the system consists of 
three principal steps: 
i) Relabeling strategy 
ii) Transmission of the failure information 
iii) Reconfiguration scheme 


When a PE fails and a spare is introduced, 
relabeling is performed by assigning a new label 
to the PE's. It can be done in many ways but we 
discuss only two. In the Direct relabeling strat- 
egy, the spare assumes the logical label of the 
failed PE while all other PE's retain their ori- 
ginal labels. In the Indirect relabeling strategy, 
a PE whose label is less than the failed PE's 
label retain its original label, while the others 
have their labels decreased by one. In this 
strategy, the spare is relabeled 63 (Fig. 2.1). 


The information about the location of the 
failed PE can be transmitted to other PE's either 
by the failed PE itself. (Local Transmission) or by 
the Central Control Unit. | 


We discuss two methods by which the system 
reconfigures itself after a spare becomes part of 
the system. The ROIN (Reorganization of the In- 
terconnection Network) Scheme involves modifying 
the interconnection network to preserve the data 
routing ability. In Fig. 2.2(a), a schematic: rep- 
resentation of the non-redundant ILLIAC IV is 
shown while in Fig. 2.2(b) the redundant system 
using the ROIN Scheme is presented. The other 
schemes, the Decoupling Network Schemes, are based 
on separating the interconnection network from the 
PE's, The interconnection network has 64 ports, 
One corresponding to each PE. The decoupling net- 


work is used to maintain, after relabeling, the 
correspondence between the PE's and the ports. 
The redundant ILLIAC IV model using decoupling 
network is shown in Fig. 2.2(c). 


In designing a system which tolerates PE 
failures, a strategy has to be chosen for each 
step. In general, all choices described are fea- 
sible. Based on our analysis, we selected the 
ones leading to simpler and more elegant solu- 
tions. All schemes considered use local trans- 
mission of failure information. One of the 
schemes uses indirect relabeling and reorganiza- 
tion of the interconnection network. The second 
employs direct labeling and decoupling network, 
and the third, indirect relabeling and decoupling 
network. The schemes are now described and they 
are compared in Section 5. 


2.1 Reorganization of the Interconnection 
Network (ROIN) 


In this scheme the spare is connected serial- 
ly with the active ones at one extreme end of the 
system as shown in Fig. 2.1. Whenever a failure 
occurs, the failed PE is eliminated and indirect 
relabeling is done. Extra interconnections are 
provided to the PE's so that after relabeling, the 
interconnection network is restructured to its 
original data routing ability. Each PE has a 
selector circuit built into it which chooses the 
correct data input for the respective PE out of 
all the inputs it receives. A selector circuit 
block diagram is shown in Fig. 2.3. The failure 
information is transmitted in the local mode. 


Extra Interconnections. Fig. 2.1 shows that 
some PE's which were originally at distance eight 
with respect to each other, after relabeling are 
at distance seven only. Similarly, some PE's pre- 
viously at distance nine are at distance eight 
now. This suggests the need for extra intercon- 
nections for all such PE's so as to permit data 
routing by distances +8 after relabeling has taken 
place. Similar interconnections are also required 
for distance t+] routing. 


In addition to the four interconnections for 
every PE for the non-redundant ILLIAC IV, the 
fault-tolerant version has four extra interconnec- 
tions. Some of these extra interconnections are 
used in the routing of the data whenever a spare 
becomes part of the system. The extra intercon- 
nections are listed in Table 2.1. 


Reconfiguration Algorithm. A selector cir- 
cuit for a PE receives data inputs from eight 


other PE's and selects one of these as the correct 
data input. 


The selection of the correct input and hence 
the implementation of the selector circuit is 
based on the Reconfiguration Algorithm which de- 
fines the modified control for routing by dis- 
tances +] and +8. The disturbed interconnections 
for each routing are described separately in Table 
2.2. In the table, x stands for the failed PE's 
label while the entries in the column i stand for 
the affected PE's. The column ‘Source’ tells 
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about the new source of data. It is implied that 
for all PE's not mentioned in the table, the data, 
for routing by distance k (where k = +1 and +8), 
Still comes from i-k. 


Selector Circuit. The Selector Circuit re- 
ceives the information about the failed PE as 
transmitted by it to the affected PE's. Then 
using the routing control signals, it selects one 
of the inputs as the correct input for the PE. 


As indicated in the Reconfiguration Algorithm 
(Fig. 2.1), when x fails, the routing intercon- 
nections for PE's (x-1) to (x-8) and (xt1) to 
(x+8) are affected. In addition, the routing 
interconnections for PE's 0 to 7 and 56 to 63 are 
also affected. The above observation holds true 
for 8<x<55. Similar results are obtained when 
Osx<7 and 56<x<63. 


To restore the +1] routing, a failed PE trans- 
mits signals of the type (i41) 291 to the affected 


PE's, If PE i receives (it1) -=1 it means that the 


PE (i+1) has failed. For the restoration of +8 
routing, a more elaborate arrangement is required. 
To communicate with the affected PE's, a failed PE 
issues all or some of the six signals as: shown in 
Fig. 2.4. The '2' signal is transmitted to all 
the PE's to the left of x (in the same row). The 
'r' signal is transmitted to all the PE's to the 
right of x (in the same row). The 'u' signal is 
transmitted to the PE above x in the immediate 
upper row and to all the PE's to its right. The 
'd' signal is, similarly, sent to the PE below x 
in the immediate lower row and to PE's to its 
left. The signals f, and fi. are sent to all the 


PE's in the top row and the bottom row whenever x 
iS in rows one to six. 


The above scheme is chosen in such a way that 
it isolates the affected PE's. The changes in the 
data routing control for these PE's can be imple- 
mented simply on the basis of the received sig- 
nals. Thus the modified routing for the PE's in 
the top row, middle rows and the bottom row be- 
comes a function of the received signal values as 
listed in Table 2.3. In case a PE does not re- 
ceive a combination of the specified signals, it 
simply means that the given PE has not been af- 
fected by the failure. | 


The Selector Circuit based on the above spe- 
cifications can be designed and the number of 
gates used for an M-bit word is approximately 8M 
when wired-OR technology is assumed, 


If x is in the top or bottom row, f. and fi. 


Signals are not transmitted. Also if xX is in the 
top row, u is received by the bottom row PE's as 
shown by a dotted line (Fig. 2.4). Similarly if x 
is in the bottom row the d signal is received by 
the PE in the top row as indicated by a dotted 
line in Fig. 2.4. — 


2.2 Decoupling Network Approach 


As indicated in the beginning of the Section, 


the ILLIAC IV can be characterized as a system | 
with two blocks (Fig. 2.2(a)) where PE's either 
transmit data to or receive data from the inter- 
connection network. In the redundant version of 
the system, the two blocks are separated by the 
decoupling network (Fig. 2.2(b)). 
can be either Direct (DNDR) or Indirect (DNIR). 

The two strategies are discussed separately. In 
the Decoupling Network implementation, the inter- 
connection network is regarded as consisting of 64 
ports labeled in a one-to-one correspondence with 
the PE's. Each port has an entry point (data re- 


ception ) and an exit point (data transmission) as 


shown in Fig. 2.5(a). Thus these schemes involve 
maintaining the one-to-one correspondence between 
the PE‘s, after relabeling, and the interconnec- 
tion network ports. 


2.2.1 Decoupling Network Indirect Replacement 
| Scheme (CONTR) | 


As shown in Fig. 2.5(a), the data is trans- 
‘mitted to and from a PE to the corresponding port 
in the interconnection network. When the PE X 
fails, the indirect relabeling is performed accom- 
panied by some switching to maintain the connec- 
tions between the relabeled PE's and the corres- 
ponding ports. The new data routing is shown 
in Fig. 2.5(b). The switching action is accom- 
plished by using two selector circuits for each 
PE-Port pair; one selector circuit is placed at 
the PE end, the other one at the port end. The 
information about the failed PE is transmitted lo- 
cally. A signal is sent to PE's with labels 
greater than the failed PE. The selector circuits 
use this signal to effect the switching.. 


2.2.2 Decoupling Network Direct Replacement 
| Scheme (BADR) 


In the DNDR Scheme, the failed PE is replaced 
by the spare directly and so it (spare) assumes 
the logical label of the failed PE. The connec- 
tions between the PE's and ports when PE X fails 
are indicated in Fig. 2.5(c). In order to toler- 
ate a failure in any PE, the spare should be able. 
to connect to any port in the interconnection net- 
work. This function is performed by using a du- 
plex bus structure which connects a spare to all 
the ports through some interfacing hardware. This 
hardware is rather simple and consists of a few 
gates. The information about the failed PE is 
transmitted locally to the corresponding port. 


2.3 Comparison of the Schemes 


The conclusion derived from the comparison of 
the schemes done in Section 5 is that the Decoup- 
ling Network Schenes are simpler to implement be- 
cause these avoid the complexity of extra inter- 
connections as required for the ROIN Scheme. For 


The relabeling 


large values of N the DNIR Scheme seems more suit- 


able because of fan-out and delay considerations 
associated with the DNDR Scheme. However, if the 
system requirements call for a design which does 
not compromise the speed of the system, then the 
ROIN Scneme is probably the best as it does not 
introduce any delays into the Sores operation. 


given time to be passed on to the spare. 
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One need recall that the ROIN Scheme involves mo- 
difying the interconnection network, while for the 
DN Schemes, the selector circuit (DNDR) and the 
bus and other assorted gates (DNIR) cause addi- 
tional logic delays and slow down Ene whole sys- 
tem. . . 


3. General Schemes — 

Our discussion so far has been with reference 
to the interconnection. network employed for ILL TAC 
IV only but the nature of the proposed schemes is 
such that they can be applied to other intercon- 
nection. networks [6]. In general any PE i re- 
ceives data from n PE's labeled ji through Jn 


Similarly data is routed from PE i ton other PE's 
labeled k, through Ky | 


In case of the ROIN Scheme, the PE ‘i' in the. 
fault-tolerant version of the system receives data 
from (or transmits data to) additional n, PE‘s. 
The number n; is a function of n (the number of 
interconnections for a given PE in the original 
system) and the type of interconnection network 
used. When a spare becomes part of the system and 
logical relabeling is done, the interconnection 
structure of the system is disturbed. Some or al} 
of the extra ni interconnections provided to the 
PE's, are then used to reorganize the interconnec- 
tion network. In the non-redundant system a PE 
can receive data directly from (or transmit to) n 
other PE's but in the redundant version, the PE 
receives data from (or transmits to) ntn, other 
PE's. The n, extra interconnections are not in- 
tended to add to its original routing ability but 
to preserve it in event of a failure. In this 
scheme a selector circuit (which is a part of the 
PE) receives data from ntni PE's and depending 
upon the control signals and the failure informa- 
tion, chooses the correct input for the PE ‘i’. 
The schematic diagram for this scheme is shown in 
Fig. 3.1. 


In case of the Decoupling Network Scheme, the 
PE's and the interconnection network are separated 
by the decoupling network. Furthermore each port 
in the interconnection network corresponds to a 
given PE in the non-redundant system. The DN is 
designed such that it maintains one-to-one corres- 
pondence between the PE's and the ports. In the 
DNIR strategy, a PE can receive data from any of 
the two ports. The selector circuit at the re- 
ceiving end of the PE selects the data from the 
correct port by using the information about the 
location of the failed PE. Similarly a port in 
the interconnection network: can receive data from 
two PE's, and a selector circuit at that end per- 
forms the selection. In the DNDR strategy, the 
bus is connected to all the interconnection net- 
work ports and it can accept data from one PE at a 
Simi lar- 
ly the data may be transmitted by the bus (which 
gets it From. the spare) to any one PE at a given 
time. , 


For the ROIN Scheme, by sacra the number 
of extra interconnections provided to the PE‘s and 


using suitable number of spares, theoretically any 


- number of failed PE's can be tolerated [5]. It 


may be pointed out, however, that circuit limita- 
tions and complexity may become the limiting fac- 
tor. In case of DNIR Scheme, for a system to tol- 
erate m PE failures, the selector circuit at the 
receiving end of the PE would select data coming 
from one of the m ports of the interconnection 
network. Similar selection would be done at the 
entry end of the interconnection network ports. 
For the DNDR Scheme, the tolerance for any number 
of PE failures may be achieved by using multiple 
bus-Spare pairs. | 


A significant advantage of the DN Schemes is 
their independence from the type of interconnec- 
tion network used. Here. the emphasis is on iso- 
lating the interconnection network and maintaining 
the one-to-one correspondence between the PE's and 
the ports of the interconnection network so that 
the decoupling network depends only on the re- 
labeling. The disadvantage is the added circuit 
delays caused by the selector circuit and the bus. 
The ROIN Scheme is based on the modification of 


the interconnection network and hence depends on 


the specific interconnection network. This scheme 
is, thus, less adaptable and for each system a new 
design is required. The advantage of the ROIN 
Scheme lies in its being the fastest of the three 
schemes presented. 


4. Reliability 


In this section, we evaluate the improvement 
in reliability of the ILLIAC IV System, obtained 
for different values of the module (PE) reliabili- 
ty. As mentioned before, we only consider fail- 
ures in the processing elements. The degradation 
in the overall system reliability due to the fail- 
ure possibilities in the interconnection network, 


Central Control Unit etc., has not been considered. 


It is assumed that the introduction of fault- 
tolerant features into the PE hardware (and into 
the system) does not cause any change in the PE 
reliability; that unity coverage is provided and 
the failure rate of all the active and spare PE's 
is the same. The following notation is employed 
throughout the section. 


Rpg(t) = ent Reliability of a single PE, 
7 where X is the failure rate. The time 
dependence is implicit even when ‘t' 
gu lS not indicated. 
Rnr = Rpp Reliability of the non-redundant 
system, 


64% , 
Rr = R (65-64R )-. Reliability of the redun- 
dant system that completely tolerates 
one PE failure. 


RIF(At) = wine Reliability Improvement Factor 
with respect to tolerance for one PE 
' failure. 
MTI = i where R = Rnr(Tnr) = Rr(Tr). Mis- 


sion Time Improvement when the system 
completely tolerates one PE failure. 


. The results are shown. in Table 4.1. It is 
noticed that the RIF increases with the reliabil- 


ty of the non-redundant system. For At = 107", 
the improvement in reliability as reflected by 
RIF, is better than two orders of magnitude. 
There is also significant improvement in the mis- 
sion time as indicated by MTI. 


The results indicate also that for a prac- 
tical mission duration, the processing elements 
should have a rather low failure rate. For exam- 
ple, for the redundant system, a mission time of 
10? hours at a reliability of .99 requires a mod- 
ule failure rate of 2x10 ° failures/hour. If 
this. is not attainable, tolerance for more than 
one failure may have to be incorporated in the 
system. | 


The results shown in Table 4.1 indicate the 
improvement in reliability obtained when the sys- 
tem tolerates all single PE failures. The addi- 
tional hardware (used in the redundant version of 
the system). consists of one PE and some selection 
circuitry in all the PE's and is insignificant. 
Thus appreciable improvement in system reliabili- 
ty can be achieved by implementing the suggested 
schemes in the ILLIAC IV System. .- 


5. Conclusions 


In this Section we compare the proposed 
schemes and then comment about the feasibility of 
their implementation. 


(1) For complete tolerance for single PE. 
failures, only one spare is required for all the 
schemes. . 


(2) For the ROIN Scheme, the PE's are pro- 
vided with four extra interconnections along with 
a selector circuit. In the DNIR Scheme, a decoup- 
ling network consisting of two selector circuits 
for each PE is required. The DNDR Scheme uses a 
duplex bus structure and some interfacing hard- 
ware. 


. (3) The ROIN Scheme uses about 8M gates for 
an M-bit word for one selector circuit. The 

amount of hardware used for the DNIR Scheme is 4M 
gates while the DNDR Scheme requires a duplex bus 


_ structure and 3M gates. 
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(4) The asymmetries in the ROIN Scheme may 
necessitate changes in some of the inputs for cer~ 
tain PE's. This aspect may have implications in 
the mass production of the system. The DN 
Schemes, on the other hand, are symmetrical and 
the same kind of circuitry may be used for al] 
PE's, 7 | | | 


(5) The ROIN Scheme does not introduce any 
logic delays into the system speed as it is based 
on the modification of the system interconnection 
structure. The DNIR Scheme uses two selector cir- 
cuits for every PE-interconnection-network-port 
pair and introduces two logic delays into the sys- 
tem. In case of the DNDR Scheme, all interconnec- 
tion network ports have a data input/output con- 
nections to the bus which also acts as an ‘OR' 
gate. Due to the circuit limitation, a bus can 


have a restricted number of data connections, so 
as N increases the DNDR Scheme becomes less at- 
tractive. It may be interesting to note that the 
use of TRI-STATE logic [4] in the output stages 
allows at least 128 outputs to be connected to a 
Single bus. Additionally a long bus is needed to 
connect all the PE's thus necessitating the use 

of repeaters. Here again, the QUAD-DRIVER of the 
TRI-STATE logic family can drive up to 1000 feet 
of bus line. Thus with the judicious’ choice of 
logic and other design parameters, the above prob- 
lems can be overcome without having to add addi- 
tional hardware. For large values of N, however, 
the length of the bus can significantly affect the 
spéed of the operation of the whole system. In 
such situations the ROIN Scheme seems preferable. 


(6) The DN Schemes are easily adaptable to 


other interconnection networks while a redesign of 


the system is required for the ROIN Scheme because 
of the rigid nature of the extra interconnections. 


(7) The DN Schemes are easily extensible to 
the case of double (multiple) failures while the 
eX is not that obvious in case of the ROIN 
Scheme. | 


In the light of the above comparison, our 
conclusion is that the DN Schemes are more general 
and easier to implement. The major advantage of 
the ROIN Scheme is its speed. It is noticed that 
in general, at the expense of small amount of ad- 
ditional hardware, tolerance for single PE fail- 
ures is achieved. Tolerance for multiple PE fail- 
ures is also attainable but more detailed and 
thorough investigation is required into the cost- 
effectiveness aspects of the problem to determine 
the optimum amount of tolerance for any given. 
on 
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COMPUTER ARCHITECTURES FOR ADVANCED 
AIR TRAFFIC CONTROL APPLICATIONS 
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Abstract -- This paper investigates multi- 
mini (or micro) processor configurations 
Suitable for advanced highly reliable ATC 
applications. The stage is set by a 
characterization of the type of processing 
that must be performed and by a descrip- 
tion of the design constraints imposed by 
the Federal Aviation Administration (FAA) 
operations and maintenance environment. 
Multiprocessor designs are developed 
against this background at the processor- 
memory level. Two specific examples, one 
a proposed design of an airborne computer 
for a future conflict avoidance system 

and the other a prototype surveillance 
site processor to be built by Texas 
Instruments as part of a recently awarded 
contract, will be alluded to throughout 
the discussion. 


Introduction 


Air Traffic Control (ATC) data processing 
requires highly reliable computers capable 
of both real-time radar data processing 

and lower priority processing of aircraft 
track and flight data. Output is normally 
directed to a dynamic graphic Plan View 
Display (PVD) or, in some advanced systems, 
to a small cockpit display for use by air 


traffic controllers and pilots respectively. 


Today this is done with suitably adapted 
early third generation medium-to-large 
scale general purpose multiprocessors. (1) 
Current technology trends towards fast 
microprocessors and low cost mini-proc- 
essors offer a variety of new approaches 
to ATC data processing that promise higher 
reliability and greater economy in hard- 
ware, software, and maintenance cost. 


This paper investigates multi-mini (or 
micro) processor configurations suitable 
for advanced, highly reliable ATC appli- 
cations. The stage is set by a charac- 
terization of the type of processing that 
must be performed and by a description of 
the design constraints imposed by the 
Federal Aviation Administration (FAA) 
operations and maintenance environment. 
Multiprocessor design considerations are 
developed against this background at the 
processor-memory level. Two specific 
examples, one a proposed design of an air- 
borne computer for a future conflict avoid- 
ance system and the other a prototype 
surveillance site processor to be built 
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development for ARTS III. 


computer and the pilot. 


the controller. 
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by Texas Instruments (TI) as part of a 
recently awarded contract, will be 
alluded to throughout the discussion. 


Processing Characterization 


The ATC computers addressed in this paper 
have three functions: control of a beacon 
interrogation system; processing of beacon 
radar data to track aircraft; and detection 
and resolution of conflicts (i.e., colli- 
sion threats) between aircraft. In the 
case of airborne systems the computer 
drives a cockpit display to present rela- 
tive position and altitude information 
about nearby aircraft and maneuver commands 
for the resolution of conflicts. In the 
case of a ground-based system similar 
information is transmitted to the aircraft 
via the beacon interrogation system for 
display in the cockpit. This form of 
ground-based, automated collision avoid- 
ance is known as Intermittent Positive 
Control (IPC). A discrete address bea- 
con system (DABS) that permits message 
transmission to and from individually 
selected aircraft is assumed in a ground- 
based system. Detailed descriptions of 
the DABS, IPC, and airborne collision 
avoidance systems can be found in (2), 

(3) and (4). The current terminal 

(ARTS III) and enroute (NAS) ATC computers 


perform quite similar radar data processing 


functions. Conflict detection logic is 
operational in the NAS system and under 
The major 
difference is that in the current systems 
a controller is in the loop between the 
The primary out- 
put device of the NAS and ARTS III systems 
1s a dynamic graphics display that shows 
the position, altitude, identification, 
and course of all controlled aircraft to 
He determines conflict 
resolution maneuvers and has the respon- 
sibility for commands, sent over VHF 
radio, to the pilot. Clearly, reli- 
ability requirements in the advanced 
system that automatically generate and 
transmit commands to an aircraft are 

much more stringent. Equally important is 
the ability to isolate or detect both 
permanent and transient errors soon enough 
to prevent data contamination which might 
result in erroneous aircraft commands. 


The high reliability of the experimental 
ground-based system described here will 
become a requirement for nearly all ATC 
computers in the next two decades. Today's 
ATC system, which employs over 25,000 air 
traffic controllers, is overly labor 
intensive and, with the current traffic 
control procedures, will become even more 
so in the future. FAA plans call for 


increased automation of controller functions 


with a human role change from controller 
of every aircraft to ATC manager who 
handles exceptions while the computer 
takes care of routine ATC commands. Plac- 
ing this increased responsibility on ATC 
computers implies that the reliability 
questions addressed in this paper have a 
much broader application than the two 
examples cited and are critical to the 
future safety of air traffic. 


The most notable characteristic of the 
tasks enumerated at the beginning of this 
section is that they represent a data 
driven application. That is, the entire 
ATC process can be broken into a number of 
small tasks, each of which takes an entry 
from a list, processes the entry inde- 
pently of other tasks, and updates another 
list (see Fig. 1). As an example, consider 
the following characterization of radar 
surveillance processing: 


o A list of digitized reply information 
from an aircraft is given to the computer 
by the radar beacon. 


o Each reply is processed by an information 
verification task. The usual output of 
this task is an update to a list of 
tentative targets. If sufficient con- 
fidence in a tentative target exists, 
the task creates an entry in a list of 
declared targets. | 


o Another task takes individual declared 
targets and correlates them to aircraft 
tracks. , 


o A final task projects the aircraft track 
on the basis of past history to deter- 
mine where the aircraft will be on the 
next rotation of the antenna. 


DATA DATA | DATA 
LIST ; LIST ‘LIST 
\ 
\ TASK A TASK B 
FIGURE 2: PROBLEM CHARACTERIZATION .- 


ATC PROCESSING IS DATA DRIVEN 
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rotation period. 


This is obviously an oversimplification 

and not the case for all aspects of the 

ATC algorithms, but experience and analysis 
have shown that most tasks and their data 
requirements do fit into this mold. Fur- 
thermore, it is generally possible to 
refine tasks to small modules (a few 
hundred instructions) when required by a 
specific implementation scheme. - 


Other important considerations are the 
real-time characteristics of ATC processing 
and the related life expectancy of the 
dynamic data in the system. Radar data 
processing is driven by two time periods, 
the interrogation period and the antenna 

In the case of the 
DABS/IPC system, the antenna rotates once 
every four seconds and has a pulse repe- 
tition frequency (PRF) of 400 (i.e., an 
interrogation period of 2500 psec). In 
this system aircraft are interrogated 
individually and thus schedules must be 

set up to inerrogate several aircraft 
during each interrogation period. While 
preliminary schedules are set up before 

the rotating antenna beam (about 2 1/2-4 
degrees in width) gets near an aircraft, 
final scheduling cannot be performed until 
the aircraft actually falls within the 
beam. If, for example, by some preliminary 
processing of aircraft replies it is 
determined that the response from a par- 
ticular aircraft was not received or was 
garbled (unintelligible), then the computer 
must schedule a reinterrogation of the air- 
craft before the rotating beam passes com- 
pletely by the aircraft. 


While response times on the order of mill- 
seconds are necessary for these beacon 
channel management functions, the response 
time for other functions in the DABS system 
are driven by the antenna rotation rate. 
Once a target is detected and a message _ 
from the corresponding aircraft is received, 
the system cannot communicate with the air- 
craft again for 4 seconds (i.e., until the 
aircraft falls within the beam again). 
During this time the aircraft track can 

be projected, conflicts with other air- 
craft determined, and an appropriate 
message for the next interrogation of that 
aircraft prepared. (An interrogation from 
the ground contains the message to the 
aircraft and the aircraft reply contains 
the necessary response.) Thus, the system 
must be able to perform the necessary 

tasks within 2 to 4 seconds after the 
arrival of the radar data. 


The data in the DABS/IPC system consists 
of static files that represent things 

like the geography of the region surround- 
ing the sensor and adjacent sensor con- 
figurations and dynamic files that contain 
interrogation schedules, aircraft track 
information, conflict list, etc. The 


Static files are, for practical purposes, 
never changed and thus have an infinite 
lifespan. The dynamic file entries should 
be updated at least every four seconds on 
the basis of new aircraft state informa- 
tion. Copies that are more than 20 to 30 
seconds old are no longer of interest since 
the relative aircraft geometry cannot be 
projected that far with confidence. Data 
in the dynamic files can therefore be said 
to have lifespan of under 30 seconds. © 
These considerations are important because 
they have a strong influence on the memory 
reliability schemes for a neenay reliable 
system. 


Design Requirements 


The design of a computer system for an ATC 
application is constrained by a number of 
factors relating to system reliability, 
software flexibility, system growth, and 
maintenance. This section deals specifi- 
cally with the particular design require- 
ments of an FAA operated, ground-based 
system like the DABS/IPC site processor 
but most of the constraints also apply to 
an airborne system. The following list 
summarizes the constraints: 


o Very high system reliability (20,000 MTBF) 

o Off-the-shelf CPUs, memories, etc. 

o Component standardization to facilitate 
maintenance 

o Low hardware acquisition cost : 

o System architecture to minimize software © 
complexity 


o Hardware and software modularity to permit: 


- addition and modification of functions 
at minimal cost 

- varying system size with site 
dependent maximum load ~ 

- system evolution to keep pace with 
technology 


The primary system constraints stem from 
the DABS/IPC 20,000 meantime between 
failures (MTBF) requirement. This number 
refers to failures from which the system 
cannot, through automatic switchover to 

an appropriate redundant element, recover 
within 10 seconds and without loss or 
data. A two hour mean-time-to-repair 
(MTTR) of a failed element that has been 
replaced by a redundant element is assumed. 
The 20,000 hour figure applies to a system 
consisting of all sensor electronics and 
power supplies (antenna control, receiver, 
transmitter, computer, and modems for _ 
intersite communication). In the case of 
the TI prototype design this requirement. 
translates to a computer MTBF of over 
200,000 hours. | 


The DABS/IPC system does not require fail- 
soft operation (i.e., degraded operation 
with a partially operational system) since. 
the DABS/IPC network philosophy is to 


In the past, 


advances in technology. 


provide full service at all times by back- 
ing up an entire failed sensor with adja- 
cent sensors. High software reliability 
is not a specific goal in the prototype 
system although a top-down, structured 
programming design approach is being used 
and impact on software complexity was one 
of the hardware system design criteria. 


the approach to reliability 
of this order (most notably in aerospace 
applications) has been to use specifically 
designed processors (e.g., the JPL STAR 
computer (5), usually constructed of com- 
ponents with higher reliability than — 
standard commercial components. Initial _ 
system cost constraints and FAA maintenance 
policies favor the use of off-the-shelf 
CPUs and memories configured to achieve 

the necessary reliability. The electronic 
component state-of-the-art and mini-micro 
processor and memory costs make this a 
technically viable and cost-effective 
alternative. 


In the case of the DABS/IPC site processor 
the FAA expects to install from 50 to 200 
Systems. These vary in peak processing 
requirements and in site adaptation paranm- 
eters. The ideal system architecture 
would permit deployment of computer systems 


of varying sizes, all capable of running 


the same set of software. Only one soft- 
ware maintenance facility and one hardware 


Maintenance training facility should be 


needed. Stores for maintenance should be 
handled centrally. The DABS/IPC system 
is a part of the overall FAA ATC system 
and as such must be able to interface 
with a variety of computer systems and 
must be sufficiently flexible to take on 
new functions (or give up old functions) 
as other parts of the system change. The 
lifespan of DABS/IPC is projected to be 


well over 20 years and during that period 


the hardware will be upgraded to reflect 
This should be 
achieved with minimal effect on the soft- 
ware and without impact on continuous 
system operation. Finally, the FAA has 
expended considerable amounts of money for 


- software development and maintenance in 


the past. It is envisioned that some of 
the results of the work of the late 60's 
and early 70's in the reliable, large 
scale software system development area 
will be applied to new ATC systems to 


safeguard against the recurrence of this 


state of affairs. The software should be 
designed to make modifications and transi- 
tion to a new generation of hardware as 
painless as possible. This implies 
modularization and separation of the ATC 
related algorithms from eocuttectue 


dependent code. 
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Example: Ground-Based System 


Hardware | | | | GLOBAL 


To facilitate the discussion of design. MEMORY 


considerations a description of the pre- 
viously cited DABS/IPC example is in order. 
The DABS/IPC surveillance site processor TILINE A 
being built by Texas Instruments consists | 
of 20 identical DABS computers, arranged 

in quadrants 6: 0ub- of four) and connected 


by TILINES to two global memories of : pA 
128K words each (Figs. 2 and 3). The QUADRANT QUADRANT 
TILINE is a multi-user, asynchronous | Y V | 


paraliel bus capable of approximately 

3 million 16-bit transfers/second. TILINES | pees 
can be connected with TILINE couplers. A TILINE B 
DABS computer is made up of two TI 990/10 
CPUs, a voter, and an 8K-word 300 nsec 
local memory (Fig. 4). The TI 990/10 is GLOBAL 
a 3 psec, 16-bit mini that uses register 7 

files (with 16 general purpose registers) _ | RENORY 

in the local memory. Both local and global 

memories are single error correcting and 

double error detecting. The global mem- 

ories are made up of 32K word modules, FIGURE 2 - DABS/IPC ARCHITECTURE OVERVIEW 
each with its own power supply. A global 

memory access holds the global TILINE for 


approximately 900 nsec but, because of TILINE A TILINE BO 
TILINE coupler delays effective read 
and write times are 1200 nsec. Addressing r | | 
is at the byte level. A memory map option L | aUAiRANE rade 
| DABS | 
COMPUTER | 


gives an address Space of 1024K words. 
Memory addresses are generated with a bias 
register (set up in software) and an off- 
set from that bias register. 


DABS 
COMPUTER 


DABS 
COMPUTER © 


DABS 


COMPUTER 
Software 


Task are dedicated to computers in the 
DABS system. The programs and task 
specific data for each task are in the FIGURE 3 - DABS/IPC QUADRANT 


local memory with a copy of all programs 
| CPU 


in the global memory. Several tasks are 
usually put in one computer with task 
distribution done to balance processor 
load and local memory requirements. Task 
communication is done through global 
memory tables (files) with coordination 
achieved through semaphores. The rule 
that tasks may only communicate via the 
global memory is strictly enforced to 
permit task reallocation without impact 
on software should requirements change. 
If one processor is not powerful enough 
to handle a task this scheme makes it 
possible to set up two identical tasks | 
in separate processors operating on the 
same input file. Although the DABS conm- 
puters are ordered in priority due to 
physical location on TILINES, it is. 
expected that this priority will not 
affect operation of the various tasks when 
they make global memory references. There 
are two reasons for this. First, the . | 
DABS computer is slow compared to global CPU = TI 990/10 
| MEMORY = 300 nsec cycle time 
Single error correcting 
FIGURE 4 - DABS COMPUTER | 


TILIME 


LOCAL 
MEMORY 
(8K WORDS) 


(a) Trademark of Texas Instruments, Inc. 
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memory access time. Second, it is esti- 
mated that the ratio of local to global 
memory references is between 5-1 and 10-1. 


The major portion of the DABS computer 
executive consists of simple task sched- 
ulers in each of the computers. From a 
philosophical viewpoint it is eminently 
reasonable to place the burden of deciding 
whether or not processing of a table entry 
is to be done on the individual tasks 
rather than on a global executive. The 
dedicated task scheme with semaphore 
coordination in a multi-mini is estimated 
to eliminate 75% of the executive program 
that would be needed for this type of 
application in a large-scale computer. A 
large part of this savings is due to the 
fact that in a system composed of many 
cheap micros (or minis) system cost is 

low enough so that one no longer has to 
worry about keeping the machine busy. 


Perhaps the most difficult portion of the 
software design for a dedicated task, | 


multi-mini system is the scheme for recovery 


from computer failures. Since temporary 
data in the local memory of a failed com- 
puter cannot be retrieved, the task that 
was interrupted must be restarted. This 
implies that some cleanup of global files 
must be performed. A semaphore scheme 
should be able to handle this problem, but 
it must be carefully designed to minimize 
the recovery software, particularly if 
there are several identical tasks. It is 
not anticipated that computer recovery for 
the DABS system will be more difficult 
than a checkpoint scheme for a large- 
scale computer. 


Error Detection and Correction 


CPU error detection is done on a clock-by- 
clock basis. The two CPUs in a computer 
execute identical instructions and the 


voter compares the output of each operation. 


If there is disagreement the computer is 
declared faulty and a spare, which may 
reside in a different quadrant, is switched 
in. When a computer failure occurs, a 
Signal is sent to all computers and each 
one determines whether or not it is a 
spare. The first one to decide that is a 
Spare goes into the global memory, looks 
in a table to decide which tasks had been 
assigned to the failed computer, loads the 
program for these tasks into its local 
memory, performs the previously described 
cleanup of pointers and begins execution. 


Errors in the RAM portion of the memory 

are detected by the use of a modified 
Hamming code. If possible the error is 
corrected. An uncorrectable error in a 
local memory results in declaration of 

a computer failure. When an uncorrectable 
global memory error occurs, the appropriate 
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will be investigaged. 


32K word memory module is declared faulty 
and a backup module is brought in. If the 
failed module contains static data, bias 
register tables are modified to switch all 
references to the backup module that con- 
tains a duplicate copy of the static data. 
If the failed module contains dynamic 

data the recovery depends on the form and 
method of keeping backup data. 


Several alternatives for keeping backup 
data are being investigated at the time 
of this writing. One might modify the 
control logic so that a write command 


‘puts data into both the primary and backup 


module while a read command only reads. 
from the primary module. The changeover 
to the backup module could then be done 
totally by the hardware since the address 
space, and thus. the bias register assign- 
ment for individual files, does not 
change. A second alternative would be 

to follow every write into global memory 
with a second write into. a backup module. 
Another possibility would be to take 
periodic snapshops of dynamic files and, 
if a primary module fails, continue proc- 
essing with slightly aged data. Finally, 
one could maintain, by extra writing, 
sufficient up-to-date backup information 
to recreate the most. critical dynamic 
files. All possibilities have serious 
drawbacks and thus compromise one or 
more of the design requirements. Special 
hardware is needed in one, others result 
in possible global TILINE contention 
problems or increased complexity in 
operational and error recovery software. 


The preferred solution to global memory 
reliability for handling the DABS/IPC © 
dynamic file preservation requirement 15s 
to use an error correcting memory with 
high enough reliability to meet the 
specified MTBF without the need for 
redundant modules. The critical element 
in achieving such reliability is the 
control logic in the memory module. In 

a reliability calculation for the DABS/IPC 
memory this contributes approximately 

100 errors/10° hours while the RAM and 
power supplies (if duplexed) contribute 
less than 1 error/10° hours. The impact 
of this error rate is to drop the DABS/ 
IPC system MTBF from 20,000 to 3,000 

hours if dynamic memory is not backed up. 
It is not clear just how much the control 
logic reliability can be improved and 

thus whether or not off-the-shelf 
memories with the requisite reliability 
will become available. This and the dual- 
write single read memory described earlier 
No matter which 
design is selected for a production system, 
all global memory modules will have to be 
the same for software flexibility and 
maintenance purposes. - 


There are several active components in 
the system that contribute errors which 
are not detected by the voting logic or 
the Hamming codes. The most notable are 
the control elements in the data paths 
and the memory control logic. The number 
of errors contributed by these elements 
is not large - in the DABS computer (2 
CPUs, voter, local memory) for example, 
less than 2 percent of the errors remain 
undetected or, in other terms, the MTBF 
for the logic that may cause undetected. 
errors is 180,000 hours. Yet, means 
must be provided to detect the errors, 
not so much for reliability purposes as 
to prevent data contamination. Three 
techniques are used: parity along data 
paths, periodic reads and writes into 
global memory, and periodic processing 
of known radar inputs. 


Transient Errors. 


Since data integrity is so important in 

an automated ATC system, it is essential 
that protection be provided against tran- 
sient errors. The ratio of transient to 
permanent errors for the particular com- 
ponents used is not known and, in general, 
data on transient rates is rare and well- 
guarded by manufacturers. This author 
suspects that for the technology used in 
the DABS/IPC system 80-95% of all memory 
and processor errors are transients. 

Thus, the hardware clock-by-clock checks 
(error detecting memory and voting CPUs) 
are an absolute necessity. An error 
detection scheme that relies heavily on 
software checks would be totally unaccept- 
able. The periodic checks cited: above do 
not protect against transients but, in the 
DABS/IPC system, are included for complete- 
ness to detect errors in that small portion 


of the logic that is not protected by other, 


transient detecting mechanisms. The abil- 
ity to detect errors as they occur has 
the additional advantage of making the 
error correcting software much simpler. 


The high ratio of transients to hard 
failures must be considered in designing 
an error recovery scheme. For detectable 
memory error, the normal error correcting 
mechanisms take care of receovery. Pro- 
visions must be made to determine whether 
or not a memory error was transient for 
maintenance purposes. If monthly mainte- 
nance is assumed, it can be predicted 

that all modules have had at least one 
transient during the month and, without 
knowledge of which errors are hard, all 
memory boards (two per module in the DABS/ 
IPC system) would have to be replaced. 

For CPU errors simple computer replacement 
whenever a computation disagreement occurs 
may not be appropriate if the ratio of 
transients to hard errors turns out to be 


too high. It is predicted that a voter in 
a computer will detect a hard error every 


137 


2400 hours. In a system with 15 active 
computers, a transient to hard error ratio 
of 10-1 means that a backup computer would 
have to be brought in almost daily. To 
overcome this unacceptably high switch- 
over rate an instruction retry capability 
to isolate hard errors would be required. 
The DABS computer does not currently have 
such a capability. 


Example: Airborne Computer 


The design of an airborne computer for 
collision avoidance is at a much earlier 
stage of design than the DABS/IPC system 
hence a discussion of design details is 

not possible. The operational constraints 
for an airborne system are different enough 
from DABS/IPC to impact the overall system 
design and thus a brief discussion of 
constraints and resulting architectural 
considerations is included here. 


is of concern in the airborne 
the driving force is low 

The number of DABS/IPC in 
sites is in the 10's or 100's; the number 
of airborne systems, even if installed 
only by commercial air carriers, is in 
the 1000's. All systems will be identical 
and thus the size flexibility so important 
to DABS/IPC is of little concern here. 


Reliability 
system, but 
system cost. 


The proposed system again consist of a 
number of dedicated task processors each 
with a local memory and connected to a 
global memory. Since reliability and . 
data integrity is not as important as low 
cost, CPUs will not be duplexed and voted. 
Cost consideration drive one toward read- 
only memories (ROMs) for program.:stores 
but reliability requirements may force - 
the designer to use identical computers 
with local RAMs and one or more backup | 
computers. Error correcting memory 
should be used for all RAMs in the system. 
Software considerations are quite similar 
to those for DABS/IPC and the same benefits 
of asynchronous, dedicated task design 
can be realized. 


Discussion 


Meeting Design Criteria 


The DABS/IPC architecture meets most of 
the design criteria set forth above. 


o The specified reliability and data 
integrity is achieved with the clock- 
by-clock CPU checks and the error 
correcting memory. 


o While a design that requires no data 
duplication or memory error recovery 
software is preferred, the current. 
commercial memories do not permit 
this. One of the goals of the current 


DABS/IPC developnent program is to 
arrive at a compromise memory recovery | 
design. " 


oO Executive saFewane is simple since there 
is no explicit interprocessor communica- 
tion and no monitor to assign tasks to 
“processors and keep the computer busy. 


o Individual tasks can be changed, re- 
allocated, or split between several 
processors with no impact on applica- 
tions software. Thus, the software 
is flexible enough to be used in. 
systems of differing maximum loads 
and to ‘evolve as functions cnenee or 
are added. : 


o The overall system architecture is. 
amenable to upgrading since the TI 990 
series is an upward (or downward) 
compatible family of micro/minis. Use 
of such a family (several are now on 
the market) is expected to make it 

easier to keep pace with Eocnnet egy: 
since compatible newer CPUs and | 
memories can be plugged into the 
system as the old ones. become outdated. 


) Maintenance is facilitated through use | 
of commercial CPUs and global memory 
boards. The local memory and voter 
are not standard products. Maintenance 
software will in most cases be able to 
pinpoint a faulty board which. can then 
be readily replaced and sent to a 
central facility for repair. 


o Initial system cost is low because 
Standard commercial minicomputer | 

building blocks are used almost : 
. exclusively. ts | 


Other Richa teckas ei Pegvaxes 


A number of algorithms in ATC radar data 
‘processing and in IPC lend themselves to 
special purpose processors or to micro- 
code implementation. In surveillance | 
processing, the most time consuming 
algorithms are limited in performance 

by memory access rates. The use of a. 
special purpose processor to overcome 
this limitation is being investigated. 

In IPC, a heavy CPU. load is imposed by 
the coarse screen algorithm that determines 
which aircraft are near one another 
(several DABS computers are dedicated to 
coarse screen). It has been shown that 
by implementing only a few parts of the 
algorithm in microcode the CPU require- 
ment could be decreased by over 50%. 


Both soproaches to throughput improvement 
have drawbacks and must therefore be 
subject to careful tradeoff analyses. A 
special purpose processor violates the 
standardization requirements and will not 
be as amenable to a cost-conscious high- 
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reliability implementation. 


been successfully implemented. 


difficult if errors were allowed, 


Using 

special microcode for some of the 
algorithms would, in the current DABS/IPC 
design, require that all processors have 
dynamically writable microprogram memories. 


This adds a significant amount to the cost 


of a system that employs a dual CPU voting 
scheme. These and other variations of 

the current DABS/IPC architecture will be 
studied in terms of applicability to a | 
production version of the DABS/IPC system 
and to other future ee ooo ATC ~ 
computers. 


Comparison. with Other Multiprocessors 


Many mini or micro multiprocessors have 


been proposed in the past and some have 
Two | 
approaches that have received wide. 
publicity are PLURIBUS (6) and the 
processor-switch-memory architectures of 
C.mmp (7) and the Burroughs D-machine (8). 
A brief comparison of these with the DABS/ 
IPC system will be presented in light of 
the highly-reliable task oriented process- 


ing of ATC applications. 


PLURIBUS is a more elegant aii more com- 


plete (in a reliability sense) system than 


DABS/IPC.. It also performs a much simpler 


‘application (all tasks are independent) 


and is part of an overall network that is 
much more forgiving than the DABS/IPC 
environment. PLURIBUS has a single task 
queue feeding: all processors which nor- 
mally have the same code in their liocal 
memories. (Both systems use local mem- 
ories to reduce internal bandwidth require- 
ments.) DABS/IPC tasks are much too 
diverse to use this type of arrangement, 
thus the tasks must be dedicated to 


identical processors. PLURIBUS can live 


in its network in a degraded mode of 


operation since that will only be reflected 
in a lower message throughput rate - DABS/ 
IPC cannot perform full aircraft separation 
assurance unless all resources are avail- 
able thus the system is designed to operate 
at full capacity at all times (unless of. 
course the whole system breaks). PLURIBUS 
detects the effects of both hard and > 
transient errors (and does so extremely 
well) with parity, checksums, timers, etc., 
working as part of a Concensus system. | 

In DABS/IPC such a scheme would not work 
because the complexity of the overall 
algorithms would make error recovery too 

as they 
are in PLURIBUS, to propagate into memory. 
On the whole, many of the architectural © 


features of the two systems (minis with. 


local memories, coupled bus data paths, 
global memories) are the same. The 
approaches to task allocation and to. 
error detection and correction are differ- 
ent to meet. different system requirements. 


The two processor-switch-memory systems, 
unlike PLURIBUS and the DABS/IPC system, 


were not designed for specific applications. 


In particular, high reliability was not 
the primary design goal. Modifying these 
systems to achieve high reliability is 
more difficult than it would be to modify 
a bus oriented system. Although bus 
couplers contain active components, the 
expected failure rates are much lower than 
for a large switch. This means that a 
more powerful detection scheme than simple 
parity checks will be needed. Further- 
more, the switch concept does not lend 
itself as readily to size flexibility as 
the bus-oriented processor-memory connec- 
tion system. The Burroughs D-machine has 
no local memory (C.mmp does) and thus 
memory contention becomes a problem for 
real-time systems with fast response 
requirements. The D-machine does offer 
microprogramming (at two levels) which 
could achieve dramatic throughput improve- 
ments, but unless one is willing to 
include a large microstore, dynamic task 
allocation (a plus for the D-machine) 
would be lost through microprogram 
tailoring. 


Conclusion 


It is this author's opinion that a 

highly reliable system should be designed 
from high level elements for a specific 
application, as was done in the DABS/IPC 
system and, to a lesser extent, in PLURIBUS 
than to modify an existing, more general 
system, for high reliability. The mini- 
micro technology of the mid-70's is at a 
point where off-the-shelf processors, 
memories, and buses can be configured 

into very reliable systems at a reasonable 
cost and with few modifications or one- 
of-a-kind components. 


Few high-reliability applications repre- 
sent a sufficient force in today's 
electronic marketplace to have any 

effect on technology's course of develop- 
ment. To take advantage of low-cost 
elements, the designers of highly reliable 
systems must ride on the coattails of the 
whole industry and use the approach sug- 
gested above. This will lead not only to 
systems with low initial cost and low 
maintenance cost, but also to systems 
with an extended lifespan.. As the power 
of microprocessors increases and as 

_ memories become faster and cheaper, these 
can readily replace the CPUs and memories 
in an existing system if the mini-micro 
family is properly selected. 


This paper has attempted to motivate, | 

through the use of examples, some of the 

desirable design features for a reliable 
ATC radar data processing computer to be 
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used within the operational constraints 
of the FAA. It has been suggested that 
error detection be achieved through 
clock-by-clock checks (voting CPUs and 
error-correcting memories) and that the 
system architecture should be based on 
coupled-bus data paths. Some open ques- 
tions have been raised and other 
approaches briefly examined for 
applicability to the Air Traffic Control 
problem. 
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DISTRIBUTED PROCESSING FOR SIGNAL PROCESSOR USING 
THE BUILDING BLOCK SIGNAL PROCESSOR 


Frank P. Hiner II 
Litton Data Systems Division 
Van Nuys, California 91409 


Abstract 


Requirements exist for the techniques and means wherein 
complex programmable signal processors may be constructed. 
Single computers have not near enough speed to implement 
signal processors, but a distributed processor approach has 
been determined and is being implemented. 


During the last several years, the Building Block Signal 
Processor (BBSP) has been evolved as the processing element 
for a distributed processor approach to the implementation 
of radar and IFF signal processors. The BBSP is a high 
speed processor, constructed of off-the-shelf MSI and LSI 
and contained completely on a single circuit board. 


The Remote Radar Tracking Station (RRTS) is a cur- 
rent example of a complex signal processing task mechanized 
with a set of BBSPs. The RRTS, though physically quite 
small, performs the automatic detection and tracking of 
aircraft from radar and IFF returns. 


Development of the Building Block Signal Processor 


The development of special purpose processors required 
for modern radar and IFF equipments has historically been 
a painful task necessitating the design and development of 
several smaller units of specialized digital equipment. These 
units are then integrated together to perform the total digital 
tasks. In each case, a virtually new design is required, and 
a new crew of engineers labors to produce the desired 
equipment. | 


The result is often a complex design which, 


Requires arduous checkout 

Is understood chiefly by its original designer 
Is difficult to maintain | 

Is difficult to modify (often impossible) 


ao of 


Recognizing that the complete signal processor is made 
up of a set of functions coordinating together to perform 
some task (e.g., the detection of radar targets), it was a 
natural step to determine if a programmable processor could 
be evolved that would be able to implement each of the 
separate functions. From this position, it was one more 
step to seeing that some of these functions could be parti- 
tioned into subfunctions. It certainly seemed reasonable 
that an elementary processor could be designed that could 
implement the subfunctions, or major functions in many 
cases. A set of such processors then acting in coordination 
would cooperate to perform the total job. 


During the design of the processing element, the follow- 
ing precepts and considerations guided our thinking: 


a. The machine must be the processing element used 
to solve our signal processing design problems. 
Thus, during the design phase, intermediate designs 
were tested on paper to determine if the trial 
architectures were efficient at the problems we 
felt were most likely. 
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b. We desired to take advantage, to. the greatest extent, 
of the extant MSI and LSI that were off-the-shelf 
and second sourced. Therefore, our architectures 
were influenced by the real, and soon to be real - 
world. 


c. The instruction memory and data memory were to 
be separate with the instructions stored in a Read 
Only Memory (practically speaking, this becomes 
PROMs). 


d. The machine would use a single clock and would 
operate synchronously with all other like machines. 


e. Recognizing that it is truly impossible to cover all 
jobs with a single design, consideration was given to 
the requirement to interface special purpose hard- 
ware to the processor to solve certain complex 
tasks. For example, if a very high speed FFT is 
required, then a high speed butterfly might be 
designed that would be controlled by a BBSP. 


f. The machine was not to be in any way a general 
purpose computer and hence complex I/O struc- 
tures and multi-level interrupts would not be 
required. 


The resulting design effort produced the Building Block 
Signal Processor (BBSP) in the spring of 1972. The machine 
was first incorporated into a delivered equipment in the late 
fall of that year. In the next several years, several versions 
of the BBSP were produced. During this time, the program- 
ming language we had produced (BUBAL) also evolved. 


Two significant hardware changes occurred in these 
years. First, we added a return address stack, allowing 
nested subroutines and interrupts. Second, printed circuit 
board technology had developed to the point where multi- 
layer printed circuits for very dense boards were possible 
allowing us to package a complete 12 bit BBSP on a single 
8” x 8” circuit board. A system could now be designed as 
a distributed processor. utilizing the BBSP as the processing 
element with automatic maintenance to the single card level 
easily attainable. For the designer, the single card machine 
meant that if another function had to be added to the 
machine, or the implementation of a present function 
became too difficult, he could simply add another BBSP 
to the system with small impact on system size (take two, 
they’re small). | | 


Description of the BBSP 


The 12 bit BBSP (see Figures 1 and 2) is completely 
contained on a single 8” x 8” standard logic board and is 
constructed of off-the-shelf low power Schottky devices. 
With these devices, it has a power consumption of 12 to 
15 watts, and operates at a speed of 2 MIPS (i.e., clock 
interval of 500 nano-seconds). The board contains a switch, 
lamp, and special op code for self-test. Upon pressifg the 
switch, the error lamp is lit and the machine goes into its 
self-test using a portion of the wired in memory. The self- 
test must turn the lamp off for the machine to be 
demonstrably error free. > . 
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Figure 1. Block Diagram of the BBSP 
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Figure 2. The BBSP Card 


A 1024 word instruction Read Only Memory is 
addressed by the instruction counter. This counter advances 
sequentially in binary fashion unless: 


a. An interrupt occurs which forces the address to 
zero. 


b. A JUMP occurs, which loads the literal field 
(F-Field) from the instruction into the address 
counter. 


c. A RETURN occurs, which loads the output of the 
PRODUCT MUX into the address counter. 


The output of the Instruction Memory passes directly 
to the machine. All instructions (except double precision 
operations) including a satisfied JUMP, RETURN or CALL 
take one clock period. Interrupts and CALLS are allowed 
by virtue of a 16 level RETURN address stack. 


Data is stored in the 1024 word data memory and the 
8 word Multi-port register (MPR). The data memory may 
be addressed by the literal field or by any of the words in 
the multi-port register. Outputs from the BBSP occur via 
the 12 bit output register and the 8 discrete output 
flip-flops. 


A left MUX allows the left argument of the ALU to be 
the data memory, one of three external inputs, an MPR, the 
output register, the F-Field or the return address stack. This 
MUX may be masked by the F-Field. The ALU arguments 
are brought to the connector to be used as the arguments 
for an externally located function (such as a multiply). The 


output of this function is brought back into the card, 
through the connector, into a product mux whose other 
input is in the ALU output. The product mux feeds the 
memory, MPR and output register. 


The machine allows two kinds of double precision. 
There exists double precision instructions that allow a 24 bit 
sum or difference to be calculated in 2 consecutive clock 
intervals. Additionally, one may parallel two machines 
(cards) to obtain 24 bit operation in a single clock. 


Program Checkout 


To enable programs to be checked out without burning 
an endless number of PROMs, Loadable Instruction Memo- 
ries (LIM) cards have been designed that are compatible 
with the BBSP. A BBSP and a LIM card are plugged in 
side by side and wired together on the back plane. The 
LIM additionally contains electronics to facilitate the testing 
of programs. Each LIM communicates data serially to a sin- 
gle Programmer’s Control Unit. This unit allows the pro- 
grammer to inspect the memory contents, output register, 
discrete outputs, or product MUX output of any one of the 
BBSPs in a system up to a maximum of 16. From this 
unit, the programmer may stop the system clock, advance 
it by single step or stop it on an address match. He may also 
inspect memory contents and change memory contents. 


Program loading is performed via a paper tape reader. 
Programs are kept on a disc at a time sharing computer 
along with the Assembler. Assemblies result in a listing 
and a paper tape. 


Once a program is finalized for a BBSP, the last paper 
tape is used directly to program the PROM. The PROM 
chips are mounted on a single removable circuit board 
which itself plugs into the BBSP card. When the PROM 
module is plugged in, the LIM card is removed from the 
system leaving a plenum behind. 


The Remote Radar Tracking Station — An Example of a 
Distributed Processor Using the BBSP 


In the following paragraphs, details are given on the 
implementation of the Remote Radar Tracking Station 
(RRTS), a distributed processor utilizing the BBSP as the 
processing element (see Figure 3). The RRTS is the latest 
in a sequence of evolutionary steps which began with the 
large SAGE radar data processors of the 1950s. 


Figure 3. The Remote Radar Tracking Station 


The RRTS has as its task totally unattended automatic 
radar and IFF target detection and tracking. This process- 
ing must be performed automatically and unattended in the 

presence of normal radar receiver noise and radar clutter | 
(i.e., returns from objects other than aircraft, such as 
weather, land masses, automobile, etc.). 


Target position, velocity and IFF code data obtained 
from the RRTS are transmitted through a communication 
link over standard 1200/2400 BPS modems to remoted 
users. While all pulse search radars can benefit from such 
technology, the gap filler and remote radar applications. 
are immediate beneficiaries. 


The basic RRTS interfaces with a wide variety of radar 
pulse search radar types accepting synchro data, resolver 
data or ACP/north mark azimuth data. The RRTS accepts 
the radar’s normal and MTI videos, forms a fine grain clutter 
map (currently 65,000 cells) and automatically switches 
between normal and MTI video. The clutter map and an 
MTT residue mapper also work together to determine when 
small localized regions of the surveillance region must be 
censored due to bad MTI performance (such regions other- 
wise produce excessive false alarms). The outputs of the 
radar detection logic are applied to the tracker unit which 
processes up to 256 targets, plus a false alarm burden, in 
an automatic track initiate and track update mode. A feed- 
back path exists from the tracker to the clutter mapper and 
residue mapper preventing valid targets from being mistaken 
for clutter. 


The tracker automatically controls IFF interrogations in 
SIF/MARK XII. The responses are detected, decoded, and 
correlated with the radar returns before being input to the 
tracker. The outputs of the system communicate through 
a communications processor to ‘the remote user. 


A local maintenance monitor continually tests the sys- 
tem and triggers an audible alarm and visual indicators 
locally upon a fault being detected. The detected faults 
also cause the comm link to be shut down if the trouble 
is pathological. The local maintenance man initiates the 
Automatic Troubleshooting sequence which then locates the 
failed card with a MTTR of one minute to a confidence 
level of 95 percent. 


Mechanization of the RRTS 


Figure 4 is a block diagram illustrating the partitioning 
of the tasks of the RRTS into relatively disjoint subtasks. 
Some of these jobs are performed in pipeline fashion and 
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Figure 4. Functional Block Diagram of the RRTS © 
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some in parallel with other jobs in the machine. Some of 
the jobs operate in real time and others in near real time. 
It should be reemphasized that radar processors have been 


- built in the past many times, containing many of the func- 


tional units here shown but that in these applications all of 
the units, excluding the tracker and the comm processor, 
have been implemented with special purpose (hardwired). 
logic. 


RRTS Partitioning Notes 


The partitioning of this machine into processing ele- 
ments follows fairly naturally from the radar/IFF processing 
tasks which must be performed. Special purpose machines 
of the recent past have employed a similar partitioning. | 
Once the major functional areas have been identified, the 
system designer must determine an algorithmic approach 
using the building block elements to implement the function. 
On our initial look at this machine, two BBSPs were desig- 
nated as required each, by the Automatic Clutter Mapper . 
(ACM), the tracker, the digital radar detector and the IFF 
processor. All other areas were felt to require a single 
BBSP. As system design proceeded several algorithmic tricks 
reduced the ACM BBSP count to one. Analysis of worst 
case target and fruit rates combined with algorithm advances 
reduced the IFF processor BBSP count to one. Similarly, 
the tracker BBSP. count reduced to one. The Communica- 
tions Processor increased to two. ; 


Several units had additional functions added to them 
rather than add machines. The Azimuth Converter (AC) 
for example, receives all system switches through a set of 
multiplexers (which it addresses) and was given the task of 


performing the system initialization. The CFAR unit which 


had been loafing, was given the additional task of comput- 
ing the system Maximum Range (RMAX) trigger based on 


_ the synchronized trigger obtained from the Quan/Rang sync 


card. A portion of the radar detection logic, which had a 
low duty cycle, was given the additional task of correlating 
the radar and IFF reports. 


Detailed Example:. The Radar Detection Logic 

The radar detection logic is here defined as that logic 
which accepts the output of the video-to-digital quantizers, 
a range counter; and azimuth counter and produces a low 
false alarm rate message locating the target in range and 


azimuth. This message is then transferred to the tracker. 


The digital detector uses two levels of quantization (see 
Figures 5 and 6) and makes use of the shape of the returns in 


_ azimuth, which is a function of the antenna beamshape. The 


algorithm first quantizes the video into three levels and then | 
time quantizes the outputs into range bins. 
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Figure 5. Consecutive Returns from a Target in a 
Single Range Cell 
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Figure 6. Digitization of the Radar Video 


For each range bin, a four bit counter is maintained 
(see Figure 7). This count is set as a function of the 
previous state of the counter and the present output of the 
quantizers. The function is implemented by a state matrix 
which is a look up table with the counter and quantizer 
output being the address of the table and the contents of. 
the table being the next counter value. The matrix is 
designed to respond to the edges of the beam pattern. The 
matrix is a function of the number of hits per beamwidth. 
A total of 6 state matrices have been designed using simula- 
tions to empirically jointly optimize detection ability and 
azimuth accuracy. The final phase of the detection logic 
is to measure the distance between the start and stop signals 
and to guarantee that this distance is greater than a mini- 
mum established by the beamwidth; if so, a target is 
declared and the center azimuth is computed. 
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Figure 7, Basic Digital Detector Block Diagram 
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implementation of. this function with BBSPs (see 
Figure 8} takes cognizance of the false alarm rates of the 
rrocesses. A four bit counter must be maintained for each 
sange cell and tests continually made on the cell contents. 
A. stugle BBSP (the edge Detector) is employed for this 
task and continually loops through a highly efficient 
program making one pass through the program loop for each 
range cell. 
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Figure 8. Implementation Diagram of the Digital 
Detection Function 


The start and stop signals from the edge detector are 
fed to a second BBSP, named the Target Processor Unit 
(TPU), which holds the start report, with its range and 
azimuth until a stop report is received and then tests the 
difference azimuth and calculates the center azimuth. As 
start and stop signals from the edge detector occur at a | 
relatively low rate, the TPU can operate in non-real time. 
Thus, the start and stop signals from the Edge Detector 
interrupt the TPU and load the report with its range into 
an input queue. Azimuth is obtained during the RMAX 
sequence (see below) once, each sweep. The TPU then in 
non-real time brings the reports out of the input queue, 


_ compares them with reports stored in memory and performs 


the minimum width measurement and azimuth computation. 
Once a target is declared, it is put into an output queue 
(in BBSP memory) and transferred, during a subsequent 
RMAX sequence, to the tracker unit. 


Intersystem Communication 


Design of the communication and synchronization of 
the individual processing elements in the RRTS is a func- 
tion of the timing characteristics of pulse search radar sets 
and the rate of data exchange between the defined sub- 
functions of the RRTS (see Figure 9). Radars are synch- 
ronized by a timing trigger which defines the transmitter 
firing rate (typical range: 200 to 1000 pulses per second). 
A range maximum trigger can be defined that occurs at 
the end of the radar listening time. 
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Figure 9. RRTS Inter BBSP Communication 


The RRTS accepts the radar range Zero trigger and 
during system initialization calculates a range maximum 
trigger (RMAX) to be used thereafter. The RMAX trigger 
is then generated internally by the RRTS each listening time 
and interrupts all BBSPs in the machine. Following this 
interrupt, an intersystem transfer occurs (the RMAX 
sequence). A transfer path has been designed. into the 
system such that each BBSP acts as a node in a directed 
graph connected as a continuous loop. Common system 


data is passed throughout the system in bucket brigade fashion. 


These transfer paths are also used in initialization and 
switch monitoring. Virtually all control panel switches are 
input through a multiplexer to a single port on the AC 
BBSP. During system initialization, this unit calculates 
common system constants and distributes these constants 
throughout the system via the loop transfer path. Addition- 
ally, the AC BBSP reads a different control panel switch 
each RMAX time and then distributes the switch code and 
the switch value throughout the system. As all BBSPs in 
the system receive this information, each BBSP checks for 
specific switch value changes of interest to itself and modi- 
fies its operation accordingly. 


Intersystem Senchronieation | 


Units such as the TPU in the radar detection logic, the 
IFF processor, the tracker and the Comm. Processor operate 
in non-real time on inputs received from the real time units. 
Once initialized, they remain effectively quiescent until | 
receiving input. The real time units are synchronized by the 
range zero signal. Units such as the ACM and the Edge 
Detector utilize endless program loops that are exited only 
upon receipt of the RMAX interrupt. These units then per- 
form the RMAX transfers, change any parameters as neces- 
sary and then wait for the range zero trigger. The range zero 
trigger, synchronized to line up the system clocks by the . 
Quan/range sync oa then times these units into their real 
time loops. 


Fault Detection 


System fault detection is performed by the maintenance 
monitor. 


for correct operations. During the RMAX sequence, advan- 
tage is taken of the loop nature of the transfer path to check 
that basic intersystem transfers and program execution are 
occurring as normal. Other checks are made on the CFAR, 
Az converter, ACM and tracker to monitor numerical quanti- 
ties which are indicative of system normal operation. 


Maintenance 


Upon a fault being detected, audible and visual alarms are 
enabled on the control panel. The local maintenance man 
may then, by switch action, initiate the Automatic Trouble- 
Shooting sequence (ATS). This causes the maintenance 
monitor to first perform a self test, and if this is successful, 
to transmit the ATS strobe to all BBSPs in the machine. 
Each BBSP contains a common ATS program which performs 
an exhaustive diagnostic program on itself. Upon the ATS 
strobe being received, the FAULT lamp on each of the 
BBSPs is illuminated and the machine executes the self-test 
program, The FAIL lamp is extinguished if and only if.the 
machine passes the test. Upon a BBSP passing its test, it 
has the responsibility for checking out its dedicated peri- 
pheral cards (e.g., in the case of the Tracker, it has three 


out). During the ATS mode several of the discrete outputs 
of the BBSPs are defined as error lamp control for a specific 
peripheral card. To test a specific unit, the BBSP executes 
a diagnostic program, and if it finds an error, turns on the 
discrete output. This discrete output, in ATS mode only, 
causes the FAIL lamp to glow on the tested peripheral. 

If no error is detected, the BBSP proceeds on to test the 


next peripheral until all have been tested or an error has 


been found. 


As a backup to this automatically initiated and con- 
trolled system, each BBSP is provided with an ATS switch 
mounted on the card itself. At any time, the curious can 
press. this switch and initiate the internal ATS program (and 
the ATS program of the associated peripherals, if any) and 
then observe the FAIL lamp(s). This does disrupt the sys- 
tem, obviously, and the system must then be reinitialized. 


Summation and Conclusions 


A distributed processor approach to the design of radar 
and IFF signal processors has been determined using the 
BBSP. The RRTS has been designed and implemented 
using this approach. The RRTS is consequently a program- 
mable and highly modifiable signal processor, a combination 
that until now has not occurred. The processing element used 
is the BBSP which is contained completely on a single 8” x 
8” board. Four card types, a mass memory card, a multiply 
array and two special purpose cards, were used along with the 
BBSP to implement each of the subfunctions of the RRTS. 
As the BBSP and these ancillary cards are logic functions, 
each completely contained on a single board, the system 
could be and was designed with the ability from day one to 
be able to locate failures to the single card level to a confi- 


_ dence level of 95 percent with an MTTR of one minute. 


‘Periodically, the maintenance monitor injects targets © 
into the front end of the system and monitors system outputs 


mass memory cards and a multiple array card to be checked 
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Several techniques were developed which generalized 
the machine and greatly sped development. 


All processing elements are a node in a 1 single 
continuous data loop. 


a.. 


Transfers from one BBSP to the next in the data 
loop are effected by a single control signal allow- 
ing data to be passed along in bucket brigade 
fashion. | 


All instructions take exactly one clock time and 
all machines run off of the same clock. 


All control panel switches are multiplexed into a 
single BBSP which then distributes the switch 
values to the rest of the machine on the data 
loop. 


Each BBSP contains a diagnostic program which 
completely tests itself and its dedicated peripheral 
cards. 


The distributed processor approach to the RRTS imple- | 
mentation greatly shortened design time, reduced the number 
of required design engineers and produced a system which 
can be modified extensively by programming changes. 
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ASSOCIATIVE-PARALLEL APPLICATIONS TO RADAR SIGNAL PROCESSING 


K.L. Schaffer 
Hughes Aircraft Company 
Fullerton, California 92634 


Abstract .-- Two aspects of radar signal process- 
ing that are excellent candidates for associative/ 
parallel implementation are spatial correlation and 
adaptive processing. By performing the correlation 
with a high degree of parallelism to yield short proc- 
essing times, the data can be processed more than 
once using a variable detection logic to maximize 
resource utilization without saturation of the system. 
Additionally the process can be preceded by adaptive 
filter weight control to minimize the desensitization 
due to high amplitude clutter or interference. Parallel 
processing can be used to significantly speed up the 
convergence of this form of adaptability over normal 
hardware implementations. Joint implementation of 
these processes by using associative/parallel mech- 
anizations can significantly increase radar effective- 
ness in heavy interference environments. 


CORRELATION PROCESS 


Highly sensitive doppler radars must perform 
detection over frequency and range domains separated 
into small resolution cells. When ambiguities arise in 
one of these domains due to, for example, high Pulse 
Repetition Frequency (PRF) operation, the detection 
processing becomes heavily cluttered with false cor- 
relations. Associative/parallel processing can 
alleviate this problem and provide an inherent form 
of adaptability by nature of its processing speed. 


Classically, radar detection is based on a 
Neyman-Pearson detection criteria using the several 
variables typically available in the form of azimuth, 
elevation, range and frequency coordinates. Several 
correlations within these domains are usually utilized 
to exploit the differences in expected target behavior 
versus the behavior of noise or unwanted interference. 
This is accomplished by filtering and determining the 
mean level signals in the vicinity of the cell of interest 
with the resulting filtered signal to mean (S/M) ratio 
being the fundamental statistic to be dealt with. This 
represents the starting point of the following discussion 
of a detection process using associative/parallel proc- 
essing for beam to beam and range cell to range cell 
correlation for each doppler filter. 


Detection Word Formulation 


In order to minimize the number of bits to be 
included in memory for this type of detection, a mul- 
tiple threshold technique is used. In the case here, 
two thresholds are used as shown in Figure 1 with the 
threshold values matched to the expected target 
occurrence. [.e 


where 


il 


Ap beam spacing 


p(Ag) 


azimuth (or elevation) pattern with a 
peak at p(o) | 


In this manner, the probability of a low threshold 
adjacent beam crossing given that a target has 
crossed a high threshold center beam is nearly unity 
whereas for noise only the joint probability of two 
crossings is low. Thus, by creating a 2 bit detection 
word within the target word, the stage is set for beam 
to beam correlation. The assignment rule is as | 


follows: 
1 tv,, /M, a, 
d= 42 ifV,, [i >T, 
0 otherwise 
where 
sit = detection bit 
i denotes the ith elevation beam 


TARGET 


AZIMUTH OR 
ELEVATION 


_ BEAM 
Pai re 


Ri ‘“ 
(Lott 


ER) \ Tp *CONSTANT 
\ 
| 
| 
/ 


T2 aB~ 71 4B. 
= P2 (0) dB - P2 (Ag) dB 


T, *CONSTANT 


IF THE TARGET IS CENTERED IN 
FOR THE TARGET SHOWN: THE MIDOLE BEAM THEN: 


dc dc 
dy la 
dp. dR 


Figure 1. Multiple Threshold Detection 


T-974229 


j | denotes the jth azimuth beam ~ 


Vii = Stored voltage magnitudes | 
Mi = Mean Level 

T, = Low threshold 

Ty = High threshold 


Additional logic is incorporated in the beam to | 
beam correlations to determine when the target return 
exceeds To on several beams which would result in 
multiple reports of a stele ad a 


Beam to Beam Correlations 


The detection | formed in the. previous step can 


now be utilized to. perform beam to beam correlations. 
The basic correlation matrix is a‘9 beam configuration 
(3 azimuth x 3 elevation beams). 
3 x 3 matrix as follows: 


B = Beam Correlation Matrix = by 


Therefore, define a 


= Expected outcome for a centered target. 


and B is of the form 


Pip eee ak ig 
nace: 
0 1 0 
B= {1 2 1 
0 1 0 


Now let D. ‘be the matrix of. detection words that are 
actually measured. 


Azimuth — 
diy die dig 
D= 14%, %2 493 Elevation 
431 439 933 | 
Define Y, by Y = DB and let | 
yo 2 2 ya = decision Statistic 
iy fi ) nee 
Then 
ye Sue =(3. d., b 
i jika % Mi] 
which, for the stated properties of B, yields 
. , eee le. Ve | 
Dig Pa) ag a) 
: : ; 2 
2 Dig * Pook 7 Fhe 
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or 
ye Cy), 7 Git dgyt Co 7 dip 
where 
: C, = 2b, + bie and Cy = 2 Dio + boo 
For the example given previously, C, = 1 and C, = 4 


1 

The decision rule is 
if y 2 To;a target is present 
ify < To; no target is present 
(To = 13 for the example sroblem: 

| Figure 2, shows the imiplementatien for ‘ single 


filter and range cell and Figure 3 shows the potential 
power of a fully parallel implementation to handle 


several filters simultaneously. The process is basic- 


ally a sliding window in azimuth with each elevation 

scan of three beams moving to the left as a new set is 
loaded in. Thus the result of each decision refers to. 
the beam occupying the center location and if a detec- 


‘tion is made the detection word is set to. one; other- 


wise it is set to zero.. 


+d,,+4 


(1) (F2,) ~> (Fl); FOR ALL i 
(2) 
(3) 
(4) 
{5) 
(6) 


(F3,) —> (F2.) FOR ALL i 

NEW ELEVATION SCAN INTO (F3.) FOR ALL i 
(F1.) + (F3,) >> (F6,) FOR ALL i 

(F4.)*(F2,) —» (FS. ) FOR ALL i 

(FS, »+ (F6.) —> (F7, ) FOR ALL i 

k+2 

DY (F7i) + (F8,) k=1,4, 7,10... 


(7) 


(8) IF (F8,)>T., THEN SET THE DETECTION BIT TO 1: OTHERWISE SET 0 


(NOTE: Fu; denotes the ith word of the Jth field) 


Figure 2. Detection Process for Beam Correlations 


In order to illustrate this process, assume two 
targets are present resulting in a data set as shown in 
Figure 4 (two adjacent targets in azimuth beams 2 and 
a and one in number 6 with all targets somewhere 
between elevation beams 1 and 2). As can be seen, 
even in heavy traffic, the basic resolution of the radar 
is maintained. Note that in this simplified example no 
advantage is taken of the off axis quantities that may 
be ses if the beams are closely spaced fthis ts a 
result of O11 = Dqs >:D 31 | bea = 0). ene the example 
is not optimized and is epproximate! ely y equivalent ta 
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WORDS 


FILTER 10 
RANGE 
CELLS 1-40 


FILTER 2 
RANGE 
CELLS 1-40 


FILTER 1 
RANGE 
| CELLS 1-40 


FILTER 12 
RANGE 
CELLS 1-40 


FILTER 20 
RANGE 
CELLS 1-40 


FILTER 11 
RANGE 
CELLS 1-40 


Figure 3. Multiple Filters Can Be Processed Simultaneously 


FILTER NF); RANGE CELL Na 


Zo7-Apecmrm 


ELEVATION SCAN NO. 2 : 


| DETECTION WINDOW 


ELEVATION SCAN NO. 3 


2.3 4 5 6 7@080 


1 oOo jl 
1 1 2 
0 Oo 1 


0 10 = 7 
1 2 0 0 
000 | 
V53 7 17 => TARGET AT (2, 3) 
You = 1 10] fo 1 0 131 
2. 1 2 if=]1 5 1 
0 0 0 0 10 00 0 
Yoq = 12==>NO TARGET AT (2, 4) 
Yo. = 0 1 0 0 10 pa 4 
26 1 2 0 12 1f=|2 5 2 
0 0 0 0 1 0 0 0 0 


13 > TARGET AT (2, 6) 


Figure 4. Example of the Beam Correlation Process 


treating the elevation and azimuth correlations 
separately. In the event the beams are closely spaced 
it is an easy matter to include these terms in the con- 
stants in order to achieve improved detection per- 
formance. Generally the constants can be represented 
by factors of two and hence the multiplications can be | 
carried out in an expedient manner. 


Range Correlation 


The detection word resulting from the beam cor- 
relations can now be used to perform range correla- 
tions and resolve the true target range. The most _ 
straight forward way to accomplish this is to expand 
the measured ambiguous range interval by replicating 
the detection word into locations based on the follow- 
ing rule: 


1 U 
i i+k.N.;1 si *N.;k, = 0,1, 2---(K, -1 
JJ J J as 


where 
target range cell (true location) 


measured location 


N. = Number of unambiguous range cells for 
) the jth PRF 
K, = Total number of unambiguous range 


intervals for the jth PRF contained from 
0 to the maximum range. 


Once this is accomplished for 3 PRF's, the de- 
tection bits can be added for all range cells in paral- 


lel with a detection declared in a range cell only if the 


sum exceeds a specified value as indicated in Figure 5 
for a simplified case where Nj = 7, Nog = 6 and N3 = 5. 


FILTER 1: 
1 2 3 


Lei | preijprra. 
i fe) 


4 


oO 


PRF3 
¢ 


TARGET 


corocbonoolf 


OOrrKOrFOrFOCOrFKFFOOOOWOOOCOrFF 


Oo... 
1 
9) 
0 


Cocoerodoccoroclaccorololocor 


OOrQoOOoOorodo 


(1) LOAD DETECTION. BITS FOR ALL THREE 
. BEAMS (3 PRF'’s) 


(2) (F2i) > (F2, -1) 


) ALL i, k=1, 2... (k 
; 1 


(3 


— 


(F3i) > (F3itKN,) ALL 1, k=1, 2... (ky - 2) 


2 


(4) (F4i) > (F4i+KN 3) ALL i, k=1, 2... (k, - 1) 


3 
. 4 
(5) > (FJi) —> (FSi) 
Jj=2 


IF (FSi) 2 3, THEN SET DETECTION BIT 
TO 1; OTHERWISE SET 0. 


(6) 


Figure 5. Range Correlation Using Multiple PRF’s 


With this arrangement, only targets with detection 
on all three PRF's will be retained, which due to in- 
dependence of the noise samples, will reduce the false 
alarms while simultaneously determining the true 
target range. Some false targets, however, may be 
retained due to either clutter residue or correlations 
of noise with images of the target. The severity of 
this depends on the number of false targets contained 
at the input of the range correlation process. 


This process is configured in a similar manner to 
the beam correlation process in that basic processing 
section consists of all the range cells for a given filter 
and the cells are processed simultaneously. Several 
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filters can also be processed simultaneously for a 
high degree of parallelism depending on the size of the 
Associative Processor (AP) dedicated to this task. 


Optional Adaptive Feature 


The target load passed on to the tracking computer 
is largely dependent on the environment when fixed 
detection logic is employed. This is true even with 
mean level detection when the statistical nature of 
clutter is other than Rayleigh. This is a likely 
occurrence in the presence of ground clutter. There- 
fore, in a heavy clutter environment, the system may 
be saturated with false alarms while in a clear envir- 
onment the system may only be used to 10 or 20 per- 
cent of its capacity. In fact both of these conditions 
can occur within a single scan in a long range air sur- 
-veillance radar. 7 


The detection process utilized here can correct 
this situation if a high degree of parallelism is used to 
yield high processing rates. This is done in an itera- 
tive fashion by performing the beam and range corre- 
lations and then counting the number of detections. 
This number is compared with the number of new 
target reports the tracking computer is willing to 
accept. If the number is excessive, the process is 
repeated with a more stringent detection logic (e.g. 
higher thresholds). If the number of targets is too 
low, which implies the system sensitivity is not being 
exploited, the process is repeated with lower thres- 
holds. Thus with two or three iterations the system 
sensitivity can be matched to the requirements of the 
tracking computer and the available resources will be 
utilized to maximum capability on a beam by beam 
basis. 


ADAPTIVE FILTERING 


The intent of this investigation is to develop an 
adaptive algorithm to be used by a parallel processor 
with emphasis on taking advantage of the program- 
mable parallel structure. Typically the required 
mathematics utilizes matrix manipulations and often 
the resulting formulations, though theoretically solv- 
able, are not practical when time, cost, and size are 
considered. Thus the approach here is to first define 


the theoretical solution and then reduce it to an approx- 


imation that is feasible for implementation. The basic 
approach to be utilized is an iterative technique with 
the gain function in the iterative relation being the 
processor's primary means of dealing with radar 
clutter. | 


Defining The Problem 


The following defines the notation to be used and 
briefly states the problem at hand: 
Let 


X(k) = received signal incident on the filter 
elements from the kth range cell (a 
vector quantity) 
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Thus 
| x, (k) c, (k) + ny (kx) 
X(k) = x, (k) = | ¢,(k) + n,(k) 
a | c, (k) * n(k) 
Where 
e,(k) = clutter voltage 
n, {k) = noise woltage 
Let 
bir 
W= - = element weights 
, 
and 
Let y(k) = Dw, X, (kK) = wx (+ denotes complex 


transpose) 
y(k), then, is the scalar output of the filter 


4 


Also let P XxX 


Pp 


i 


and AVG [xx’] = covariance matrix 


* 
Assuming c(t) is wide-sense stationary, n B, ij 
* 
and C. a = o for all i and j, we get 


Re(o)+Rn(o) Re(T) Re(2T). . . Re[{(N-1)T] 


Re(-T) Re(o)+Rn(o) Re(T)... 
5) Re(-2T) Re(-T) Re(o)+Rn(o) 
Re[-(N-1)T] Re(o)+Rn(o) 
Where 
T = 1/PRF 
* 
Re(T) = AVG [ ort) olt+T)] 
Ra(o) = No = AVG | nt) | 


In terms of these definitions, then, one can show for a 
large class of optimization functions the desired 
answer for the weights is given by 


~I 


W=P Ss 
Where 
A 
Z 
S= |: | = Steering vector 
Ss 
n 


(This is the location of the peak response, e.g., if 
Si = (-1)!, the peak response of the filter is at PRF/2 
in the frequency domain) 


The problem, therefore, becomes one of finding pl 
and hence the amount of effort required for a solution 
depends on the properties of this matrix function. 


The primary characteristic that creates a 
problem occurs when heavy clutter is encountered. 
For this case, P is nearly singular and P-! becomes 
difficult to find. This will become apparent in later 
quantitative treatments of P. 


An Iterative Approach To Finding w-p!s 


In order to gain some insight into the nature of 
the iterative procedure and the influence of P, it is 
initially assumed that P is known and that W is to be 
found. This can be accomplished as follows: 


Let 
* 
W(k+1) = W(k) + G Is-¥ x(k) | 
And 
W(o0) = 0 (G = NXN Gain matrix) 


In general, k is the «en iteration but since our con- 
cern is to process within a short time interval it is 
assumed the clutter statistics are wide-sense station- 
ary over the entire unambiguous range and hence k is 
the kth range cell. (If clutter mapping is available, k 
could be the kth sean). Letting Y(k) = W*(k) X(k), 
noting that Y*(k) = X*(k) W(k) and further assuming 
that the W's vary slowly relative to the X's and taking 
the expected value yields 


W(k+l) = W(k) + GS - P W(k) 
To simplify the analysis, this can be transformed to a 
normal coordinate system where scalars instead of 
vectors can be studied. Therefore, let M (modal 
matrix) be defined by 


mf PM = £ 
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where 
€, 00 
o &, 
E = eigenvalues of P = “ 


Furthermore, let 


W = MW 


wn 
i 

= 

a 


OQ 

i 

s 
Re 

OQ 

— 


Then 
w (k+1) = w (k) + G [s - E W (k) | 


If G is constrained to be diagonal, this yields 
w; (k+1) = wj (k) - gi Esi - ej wi (Kk) 


where the lower case letters indicate scalars. 
can now use z — transforms to establish that 


One 


Ss. 
a 


go. 


Ss. 
w. (k+1) =—t 
i ( ) g 


k 
: Che 85 e.) 


= Steady state + transient 


If 
| [1 - g e,)| sane 1, then 
Si 
Ww, = Lim w,(k+1) =— 
k—-0o Bi 
or equivalently 
t _ 
W = Lim Wk) = E's! 
k— oo 
Miw =r urls 
w-=me'mMis-p! 


Thus with the above constraint, the desired result is 
achieved. The question now is how many samples are 
required. 
Let 

e (i) = | Transient/steady state | = [1 - gj e;| 
For narrowband clutter this becomes 

a 


= 1+ NY; Y = clutter to noise ratio (CNR) 
e, =lfor2si=N | 


If g,=E for all i (a typical hardware case), then | 
| p (1) a: 

pe (i) =|1- |" 
Now define. Po 


for2sis N 

= measure of transient performance and 

Let | _ 
P= [Max tei) | 


Ignoring the effects of a noise for the time eines 
this yields a choice for g such that 


-l+g (14+NY) = ZT -¢g 
= 2 \ 
6“ (seNy 
(i.e., we have minimized pc) 
- and thus 


ae k 
°." 0-aaNy) = ENT 


which for large Y becomes 


Hi? 


i=) a 


p NY 


Cc 


Setting p, = 0.37 yields © 


cos, oe ko = required number of indepen- 
In (1- =) ent sam nee | 
ONY] | BT ay ok 
or | | | 
ko = = (Coupled Loops) 


Thus for large Y, the convergence is quite slow. 


- The case just presented represents an implementation 
where the correlation processes for each. element uses 
identical fixed gains. If one could choose the gj’ s inde- 
pendently then the choices woud be 


t € 


8) = 1iny ” 


; (l-€« )<< 1 
chosen , 


7 g, =. € for 2<isn 
and the transient term would be (1- <) which is inde- 
pendent of y, and for suitable choice of €, yields a fast 


convergence. « cannot be chosen equal to unity due to 
loop noise effects which will be discussed next. | 


LOOP NOISE CONSIDERATIONS 7 


‘The steady she output power for the iterative pro- 


cedure given in the previous topic is given by 


. =i 
t 
‘96 = SP S) 


S's 


[1- 1/22g, 


where K = specified degradation factor. 
- transient responses expressed i in independent | 


-eisa sarametse to. be 


| The best result that is achievable e theoretically is given @ 


gtp ly | 


Po = 
g's. 


Thus a degradation given by the bracketed term is _ | 
_experienced due to "hunting action" of the iteration. In- 


more familiar terms, there is a loss in output S/(C+N) 
ratio of (1+K) where K = 1/2 = gj ej. For the two pre- 
vious cases this would yield a degradation. of 


2 


2 for 8 = SaNy 


and 
1+ x for independent choices. . 


Thus in the latter case one cannot choose « =1 since — 
excessive loop noise would result. With this in mind 
and recognizing the ultimate goal is to achieve detec- 
tion of a target, let K be specified and identical in both 
cases. 


‘Under this constraint it can be shown the gi's are | | 
given by _ 


g. ) =— Hy _ for the constant g' case > 
| N > e, (coupled prea): 
T. . 
and | 
&, () =a7e7 _—sfor independent choices of 


i... g';s (uncoupled loops) | 
This yields 


samples. given by 


(coupled eae 


_ (uncoupled ieee | 


For 


: K = 1/4 (1 dB of degradation) 


wk = 2NY 
ae 
k_  =2N 
ou 


- Thus in heavy. clutter, the uncoupled case greatly | 
accelerates the convergence to the desired solution. 


Preliminary Development of The Algorithm 


Up to this point, the solution has been carried out. 
in a normal coordinate system which. simplifies the - 
problem once the transformation is accomplished. 
Thus a choice of coupled or uncoupled system is more | 


_ complex to implement than one may initially realize. 


The real problem is in achieving the uncoupled system. | 


since the coupled approach is already the simplest | 


ene least effective). Pen 


Since the G' matrix is diagonal with at least two 
different values along the diagonal for the uncoupled 
case, the G matrix (original coordinates) is in general 
a NXN matrix. In hardware terms, this means that 
output of every element is available for multiplication 
by constant and summation at the output of every other 
element. Alternatively, one could perform the actual 
transformation and work in the transformed domain. 
The transforming network is also quite complex. 


An associative parallel processor however, can 
be configured in a manner such that either operation 
can be achieved by allocating the appropriate AM 
(Associative Memory) size to this task. Since this 
allocation and also the implementation can be software 
controlled, a great deal of flexibility can be achieved. 


Even with the advantages of a parallel processor 
the actual transformation is a time nee PEOGERS: 
The order of events is as follows. 


(1) Acquire a dwell 
(N-PRI'S x m Range cells) ~ 
(2) Estimate P 


1 


-1Q 
EE (r +Q ) and = = TAN 2 


mN 


(3) Find the eigenvalues of Pp 


(solve an nih order polynominal) 


{4) For each eigenvalue find 


Adj [aj I - P] and select a non-zero column. 
(Adj = adjoint operator) 


(5) Form M (Modal Matrix) from step 4 and carry 
out the transformations 


Even with routines that combine the above operations, 2 
significant amount of time can be consumed in steps (3) 
and (4) for large N and P nearly singular. Thus an 
alternate approach is desirable. 


| Recalling that even with uniform gains, the steady 
state answer is achieved in the limit as ka; the 
problem is not whether adaptivity is taking place but 
rather how fast is it happening? Therefore, rather 
than jumping to the ultimate approach, a compromise 
approach can be utilized. This involves solving for M 
apriori in closed formed as a function of the quantities 
in step 2. This of course is restricted to cases where 
a closed form M can be found and the ultimate success 
depends on how close the form of the assumed modal 
matrix agrees with the actual one. In any event, it 
appears likely the results will be better than a totally 
coupled system. 


Assume, therefore, that a closed form expression 
for M can be found and call it M. Define the trans- 
formations in a similar fashion as before but using M 
instead of M. 
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aml a1 


M POM=E (This relation defines Pp) 


W(k) = MW (k) 


it 


S(k) = MS (k) 


and 
des a We eae 
G(k) = MG M 


The desired answer in transformed coordinates is 


1 . dK ' en | eo wt 
W (k-1) = W (k) +52 EB Ls wtp Mw ay) 
or 
W (k+l) = W (k) + 2B it Eis - a+ pw) 
= W (k) + Sf Bir? [S - P W (k)] 
Note however that one can define a B+ = ft E i? 
Thus 
W (k+1) = (1- p- 1 py w gy + 2B ply). 


(recall P = XX" and is the quantity measured by 
the radar. ) 


Thus any clutter model for which pl (rather than M) 
can be expressed as a closed form expression of Y and 
d, can be used to generate an approximately uncou- 
pled, iterative relation without steps (3) and (4). 


The case used here is for narrowband clutter 
(i.e., R (v" ) = Y over the interval (N+1) T where 
T= 1/PRF). With some manipulation one can show 
that 


ds Lk. - 
= [Ps] (icGNY Ny? ; (IP, denotes matrix P) 
where | 


1+(N-1) ¥Y fori=k. 
Pa = y- | 
Exp [-j (i-k) T/re$] for i #k 
Y and ¢$ are found as in step (2) and are avail- 
able as a result of radar measurements (¢ is 
actually the intersample phase shift) and 
T/rt =number of unambiguous range cells 


The above procedure was utilized in a simulation 
and indeed converged very rapidly when the data used 
to generate ¢ was known exactly. However, to be 
realistic, ¢ was estimated after complex noise sam- 
ples were introduced and the resulting errcrs in > 
caused the results to fluctuate excessively. The iter- 
ation procedure was re-evaluated with the following 
result: 


The approximation of the phase base contains 
an error component due tc noise. This inturn 
causes the eigenvalues of iterated to be of the 
form 


< _ 2k or | | Results 
Qe. 1 - N (1+ NYo,) aveSUIUE 


| , where | | A computer simulation of narrow and broadband 


clutter was developed to test the validity of the rapid 
o_= = | convergence algorithm. The results are shown in Fig- 
® /¥mN ures 6 to 8. Figures 6 and 7 are included to indicate 
nominally what happens when the filter is required to 
m = number of range cells in the sample space simultaneously reduce the clutter response while main- 
: taining a peak in the specified direction. In fact, the 
a = function of the estimation procedure nominal response indicated in Figure 6 is the direct 
(a = 2 for first forward difference esti- result of the choice of the steering vector (S). Fig- 


ure 7 indicates the adaptation of the filter for narrow- 
band clutter, which in this case results in a null at the 
clutter location in doppler. For wideband clutter, the 
null is shifted somewhat towards the highest sidelobe 
so that the smaller sidelobe can cancel the impact of 
1 oK] the higher one. (The two adjacent sidelobes are out of 
K NY 
LO ae phase). | 


mates to of ¢) 


This yields a degradation factor of 


Figure 8 shows the improvement factor for sev- 
eral different cases as a function of the number of 
samples. Note that the rapid convergence algorithm 
ve (a | (uncoupled loops) does converge much faster than the 

o | ae | 
m 


and thus to return to the desired specified degrada- 
tion (K' = K), the gains must be reduced by 


coupled cases. The limitation on the broadband case 
, is a result of the choice of S and could be improved by 
This was inserted in the simulation and had the desired tapering ''S'' to yield lower nominal sidelobes and hence 
effect of smoothing the filter output. lower residual clutter power. In all cases though the 


The above relation was established on an approxi- coupled loops yield rapid convergence. 


mate analysis bounding the desired result and may not 


yet be the optimum answer but it suffices for the time oan St hee Conclasion 
being. For example, a reduction in gain of > ————eoeerseorerr 


(L+e hea ) | The results are very promising; particularly in 
Nm . | terms of the capabilities of the postulated associative 
also smoothed the filter output until wideband clutter processor. Recall however, that samples are taken 
was inserted. In this case it appears that there is a over the range domain (i.e., identical filter weights 
relation between the gain adjustment and the clutter at all ranges) and hence some nice assumptions about 
bandwidth give by : the range correlation of the clutter have been implic- 
itly included. One could conceivably postulate clutter 
AG = (1 pe (Ab a : statistics unsuitable for these algorithms. Therefore 
more effort is required for specific applications. 
Where However, since the uncoupled approximation 
converges very rapidly, it is less dependent on the 
N = spectral spread in filter bandwidths assumptions and offers a higher probability of success 
; in real environments. For example, if 10 range cells 
In any event, a choice of N = N does not slow down the are needed for convergence, the range domain can be 
convergence appreciably and is the safest choice with- divided into 10 cell increments and identical weights 
out apriori information on the clutter. Thus the rela- would apply over 10 cells rather than the entire range 
tionship actually implemented in the simulation is domain. 


; ae par ; The primary problem of slow convergence rate, 
W(k+1) =[I-Ag P tp] W(k)+4g P *s | then, has been ry prob reduced and in this regard the 

: analysis using AP technology has been successful. — 
In addition, a partial solution to the broader problem 
of realizable adaptive filter benefits in actual environ- 
ments has also been achieved by virtue of the more 
rapid convergence. 
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_ RECEIVER FOR PCM CODED DIGITONE AND MF SIGNALS 
USING Ss PROCESSING | 


Eugene S.Y. Shew daa Jack M, ation 


(a) 


Bell-Northern Research 
Ottawa, Canada 


Abstract --:The techniques of discrete 
Fourier transform (DFT) for the detection of 
digitized signalling frequencies in telephone — 
signalling systems shows a great deal of inherent 
parallelism which is well suited to implemen- 
tation using associative processing techniques. 
This. paper reviews the background of DFT and the. 
characteristics of tone signalling in telephony 
and develops algorithms for the parallel 
calculation of signalling frequency power 
spectra. The calculations are suitable for | 
implementation on a purposely designed | 
associative processor. Some estimates are 
presented to show that a signalling receiver 
based on this technique is practicable. 


1. INTRODUCTION 


(b) 


‘The Digitone and MF (multifrequency) 


receiver is an electronic filtering device. tuned 


to a number of discrete frequencies in the voice 
band with the ability to determine the presence 
of the two strongest frequencies within a 
prescribed period of time and from which to 
determine a pre-arranged code. It is used in 
telephone switching systems for the decoding of 


| Digitone digits and other supervisory signals. 


In the conventional telephone offices where 
switching is analog, the signal receiver usually 
consists of a number of bandpass filters coupled 
to some electronic or electro-mechanical logic 
[1]. This paper, however, deals with receiving 
such signals in a pulse code modulation (PCM) 
time-division-multiplex exchange by means OF. 
digital filtering. 


A number of receiver techniques for digital 
signals have been advanced, such as the digital 
counter technique [2]. These suffer from the 
common defect of not being programmable. A 
programmable digital MF signal receiver using 
discrete Fourier transform has been demonstrated 
[3] to be practicable to implement using . 
special-purpose sequential hardware. The basic 
discrete Fourier transform approach is adopted 
here not only because it is well proven, but also 
because the algorithm shows a great deal of 
inherent parallelism amenable to associative 
processing. 


Designing the receiver out of custom 
designed associative processing cells [4] seems 
to give a number of advantages. First, a modular 
design would provide flexibility in configuring 


(a 2) Now with ITT/TTC, Stamford, Connecticut. 


(b 
trademark of Northern Telecom Limited for 
Dual~Tone Multifrequency Signalling. 
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various exchange office sizes. Second, it would 
be adaptive to other frequency sets on either a 
permanent or programmable basis. Third, the — 
expected increase in processing speed would 
make it possible to handle higher data rates. © 


2. INPUT DATA 


The Digitone frequencies consist of eight 
well-defined audible frequencies normally 


originating from a Digitone telephone set. As _ 


shown in Figure 1, four frequencies represent the 
columns and the other four represent. the rows. 


Hence, activating a key transmits two frequencies 


to the switching centre. Although the fourth 
column is normally not present in a telephone 
set, it is nevertheless used in other signalling . 
devices (e.g., voice response systems) and the 
1633 Hz frequency is recognized. In addition, 
the receiver needs to detect the two dial tone 
frequencies for power comparison. Thus, Digitone 
frequency analysis involves 10 frequencies. i 


Multifrequency pulsing (or MF) is a method 
for inter-office communication. Signals such as © 
trunk switching, calling number forwarding, and 
call supervision are transmitted and received 


1633 Hz 


1209-1336 ~=—s«1477 
1 


697 Hz — | 
770 He — 


852 Hz — | 


94) Hz — 


Dial Tone : 350 + 440 Hz 


Eieehs The pisitone seg Dial Tone Frequencies 


using two out of six frequencies in the voice 
band: these are 700, 900,.1100, 1300, 1500, and 
1700 Hz. These signals may come through the same 
paths as the Digitone frequencies, but the two 
sets of frequencies do not mix within an analysis 
period. 


3. INPUT SIGNAL CHARACTERISTICS 


An analog signal of voice or combined signal 
frequencies is first sampled to produce PAM 
(pulse amplitude modulation) pulses. Twenty-four 


channels are multiplexed to produce interleaved 
PAM pulses at discrete time intervals. The 


encoder converts the magnitude of each PAM pulse 
into an 8-bit code. . This conversion causes 
round-off errors which result in what is known as 
quantizing noise. 


The effect of quantizing noise can be 
reduced by increasing the number of quantizing 
levels and by a coding technique known as 
companding [5]. 
is shown in Figure 2 where the sample is 


represented by a sign bit, a 3-bit exponent of 


base 2 (L), and a 4-bit mantissa (V). Companding 
provides smaller quantizing steps in the range 
where signal probability is high, and larger 
quantizing steps where signal probability is low. 


As the first design objective and for 
compatibility, the receiver will interface with 
Tl trunks which have a format of 24 channels per 


frame, and 8 bits per channel with a data rate of 


1.544 MHz or 125 microsec sampling rate per 
channel. 


4. SYSTEM CONFIGURATION 


Three criteria dictated the receiver design: 
the analysis algorithm, which will be discussed 
later, the sampling rate, and the partial result 
accuracy necessary to achieve a high detection 
probability. The proposed design consists of a 
basic 12 by 12 array sufficient to handle two 
channels in the 125 microsec sampling period and 


t=125 
t=0 | oe psec. 


Loe a | 


Fig.2. Data Format on Tl Trunk 
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The 8-bit companded code format 


to provide 16-hit accuracy, making it a dual 
receiver, As shown in Figure 3, n receivers are 
controlled by a common control and a shared 
program store. The ROM (read only memory) feeds 
the receiver with pre-defined constants peculiar 
to the set of frequencies being analyzed. The 
output is either a digit or a null. 


5. STEPS TO SOLUTION 


The following analysis centres around the 
Digitone detection because it is more complex 
than the MF, but the algorithm is the same. 


The simplified flowchart in Figure 4 shows 
the necessary iterative functions which must be 
performed in real time and whose implementation 
will be discussed in detail later. The final 
computation and the rest of the digit. recognition 
logic is not critical’ in terms of time or storage 
and requires no novel schemes, we do not intend | 
to deal with its implementation in this paper. 
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Fig.3. System Organization 


A. Decompanding and Windowing 


The first step is to decompand (or expand) 
the 8-bit sample value to its 12-bit linear form 
by applying the following simplified equation: 


Linear Word = 2b (V+16.5) 


where: L is the 3-bit exponent 
V is the 4-bit mantissa 
16.5 pertains to the characteristic 
of the quantization. 


Successful analysis of the samples requires 
that they be properly windowed in order to 
present a well-defined frequency spectrum to the 
analysis program. The window [6] consists of a 
series of weighting constants, one for each 
sampling period. There is one window of 160 
samples for Digitone equivalent to 20 msec, and 
another window of 80 samples for MF equivalent to 
10 msec. Thus each sample would be weighted by a 
unique window constant before it is analyzed. The 
telephony standard specifies that a valid 
Digitone signal must be greater than 40 msec; 


NEW SAMPLE n AT PERIOD T 
~ X(nT) 


X(nT)=DECOMPAND [X(nT) ] 


X(nT) = WINDOW - X(nT) 


Cw, Yy(nT-T) + X(nT) - Yq (nT-2T 


Cw Yo(nT-T) + X(nT) - Yo(nT-2T: 


0x10 t-?) + X(nT) “Yj 9 (aT-2T 


P(total) = P(total) + x(n)? 
| EXIT | | 
| WAIT FOR NEXT SAMPLE | 


Fig.4. Goertzel Iterative Computation for 
n= 0,1,2, ... ,N Samples 


hence, a 20 msec analysis interval ensures at 
least one try on the shortest possible Digitone 
signal, The time specification for MF is derived 
in a similar manner, | 


B, Short Term Power Spectrum 


The basic approach is to compute the short 
term power spectrum over the frequency band 
desired, then locate the two frequencies having 
the highest powers. If they are from the two 
orthogonal groups, the digit can be determined. 


The power spectrum computation is done by 
discrete Fourier transform and is the critical 
path of the frequency analysis. The two 
well-known ways of performing a discrete Fourier 
transform, namely the fast Fourier transform 
(FFT) and the Goertzel algorithm, both exhibit 
highly parallel mathematical manipulations. 
Comparitive studies have shown that for the 
detection of k frequencies over N samples, FFT 
requires N words to do 2log9N multiplications and 
3log2N additions; while Goertzel needs k words to 
do (N+1) multiplications and 2(N+1) additions. 
Thus although FFT is faster, Goertzel requires 
much fewer words in our receiver application. 
Furthermore, an extra step of frequency 
interpolation will be required in the case of 
Digitone if the result is derived from FFT. 
Therefore Goertzel gives a better speed/storage 
trade off. 


The Goertzel algorithm has two parts: the 
iterative computation and the final computation. 


The iterative equation is: 


y(nT) = Cw.y(nT-T)+x(nT)-y (nT-2T) 


where: x(nT) is the sample at time nT 
y (nT) is the interim output at nT 
y(nT-T) is the output of the previous 


sample 
y(nT-2T) is the output of the next 
previous sample 
Cw = 2cos(wt) for frequency w. 
For n samples, this equation iterates n times and 
there would be one equation for each frequency 
coefficient, Cw, 10 for Digitone and 6 for MF. 
Since each iteration involves a new sample and 
depends on the result of the last two samples, 
the associative processor must be able to 
complete all equations within one sample period. 


Gr Final Computation 


The final computation of the Goertzel 
algorithm is done only once. It is: 


Y(nT) = ~exp (-jwt).y (nT-T)+y (nT) 


-exp(-jwt) is the complex coefficient 
for frequency w . , 
is the final complex power 
output. 


where: 


Y (nT) 


This computation and others can be performed at 
the end of the windowing period. 


6. ASSOCIATIVE IMPLEMENTATION 


Implementation of the iterative equation is 
not straightforward in a small associative array 
such as we propose, if we are to make best use of 
the space available. Functions have to be built 
up by a hierarchy of macros starting from the 
primitive micro-instructions. 


A. A Simplistic Approach 


A simple associative processing (AP) 
approach to the Goertzel algorithm is illustrated 
in Figure 5. The availability of local memories 
(M's) is not assumed here in order to explain the 
basic AP capabilities used. Shown in Figure 5 is 
an array of k words (k=10 for Digitone) by 6 
fields; the field length is dependent on the 
accuracy required. Field F6 holds the k different 
frequency coefficients which remain unchanged 
throughout the iterative loop. 


A new decompanded sample is written into 
field Fl. Now the iterative computation can 
begin. F3 is moved to F5 then multiplied by F6 
leaving the most significant bits (msb) in F4. 

F2 is subtracted from F4 and Fl is added to F4. 
After shifting fields Fl to F4 to the left by the 
field length, we are ready for the next. sample. 
At the end of N samples, F4 and F5 hold the power 
of the frequencies. 


Bit Fields 


F2 F3 F4 


k | X(nT) | Y(nT-2T) | ¥ (nT-T) 


Current Next to Last Work Frequency 
sample last output Space coeffi- 
output cients 


Fig.5. Large AP Array Layout for the Comutation 
of a Discrete Fourier Transform by the 
Goertzel Algorithm. 
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B. Compact Approach 


From the operation just described, it seems 
clear that not all the fields take part in the 
manipulation at the same time; e.g., during the 
multiplication of F3 and F6, Fl and F2 need not 
be present, In fact, only fields F4 and F5 need 
to have an arithmetic capability if fast 
bit-to-bit communication is available to the 
other fields. This in essence is the rationale 
behind the BNR associative processor cell 
architecture which calls for eight M pages (local 
memories) and one A page (auxiliary memory or 
travelling accumulators). It will be demonstrated 
in this paper that a 12 by 12 array is capable of 
performing this computation for two channels by 
storing the operands in the M's and doing 
calculations in the A. Accuracy longer than the 
word length can be achieved by factoring the 
operands into short pieces then combining their 
partial results. 


Proper placement of operands in the M's is 
crucial to the optimum operation of the array, 
and nowhere is it more evident than in the 
placement of frequency coefficients and the 
windowing factor. Figure 6 shows the 10 frequency 
coefficients (for Digitone) broken up into three 
equal parts, stored in bits 0-3 of words 2-11 in 
pages MO-M2. They remain there until the receiver 
switches to a different set of frequencies (e.g., 
MF). The 8-bit windowing factor is stored in bits 
4-11 of word O and repeated in word 1 of page MA. 
A new factor must be loaded for each new sample. 
The undesignated memories will be allocated 
later. 


C, The Basic 4 by 8 Multiplication 


Basic to the iterative computation is the 4 
by 8 bits multiplication shown in Figure 7. It is 
a successive, conditional addition algorithm 
commonly found in many computers except done in 
parallel for any number of words. For simplicity 
only two words are shown here. One of the M's 
holds the multiplicands in bits 4-11. The A is 
initially loaded with the multipliers in bits 
0-3. By loading one bit-slice at a time from the 
multipliers into the mask register (MR), the 
partial sums which need to be added are selected. 
Steps (1) to (6) show the changes of A as the 
partial sums are built up to the final 12-bit 
product. 


D, The 16 by 12 Multiplication 


The most complex operation in the Goertzel 
iterative equation is the multiplication of 
y(nT-T) by Cw as indicated in Figure 4. This is a 
12 by 16 bits multiplication giving a possible 
28-bit product from which the most significant 16 
bits are kept. Figure 8 shows the use of the 
basic 4 by 8 multiplication to achieve this 
result. The 16-bit multiplicand is expressed as 
the sum of two 8-bit terms, and similarly the 
12-bit multiplier is expressed as the sum of 


three 4-bit terms. 


The sum of the six partial 
products after scaling constitutes the final 
product. However, since only the 16 most 


significant bits are needed, some simplifications 


are possible: 


a. Step (1) may be ignored because it does not 
contribute to the 16 msb. | 
b. In step (2), only the 4 msb from the product 
is saved in the work space. 
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11 


| Fig.6. Loading of Goertzel Frequency Coeffients 


and Window Factor 


c. After step (3) is done, the result from (2) | 
_ is added and only the 8 msb are saved. _ 

d. The result of (3) is added to the result of 
(4) and the 8 msb are saved, 

e, All of step (5) is saved. 

f. The result of step (6) is right-shifted 4 
places and then the result of (5) is added. 
This is the final result. 
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( Multiplicand 16 bits ) * ( Multiplier 12 bits ) 


( 8 upper + 8 lower ) * ( 4 upper + 4 med. + 4 lower ) 


= (ua.29+ ra) * (ur.2° + mr.2* + ur ) 
= Ud.Ur.2'° + ud.mr.2'* + udwtr.2® + ua.ur.2® + ta.mr.2? + La.ur 
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Figure 10: Squaring and Total Power 
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E. Iterative Computation 


In order to perform this piecemeal 
multiplication efficiently, the sub-operands must 
be placed for easy access. This is the reason why 
the frequency coefficients are so distributed. 
Figure 9 shows the allocation of the 
sub-multiplicands and working spaces. Channel 1 
(xl) uses pages MO to M3 in which the 16 bits of 
y(nT-T) occupy MO and Ml while y(nT-2T) occupies 
M2 and M3. Similarly channel 2 (x2)uses pages M4 
to M7. Thus the two samples are operated on by 
the same procedure one at a time using the same 
sets of multipliers and work spaces. 


After the Cw and y(nT-T) are multiplied, the 
product is split up between the work spaces and 
the A. Subtraction of y(nT-2T) is done by first 
operating on the least significant bits (lsb), 
adding the carry (from the HOUT register) to the 
msb of y(nT-2T) then operate on the most 
significant bits. The difference is stored in 
the position of y(nT-2T). After adding the x(nT) 
to the least significant bits the data are ready 
for shuffling in preparation for the next 
iteration. This is simply swapping between the 
y(nT-2T) positions and the y(nT-T) positions. 


The last part of the iterative computation 
is the total power accumulation. The squaring 
operation is an 8 by 8 multiplication which can 
be split up similar to the Cw and y(nT-T) 
multiplication. By placing the operands in the 
manner shown in Figure 10, it can be performed 
at the same time as Cw.y(nT-T). 


F. Simulation 


Using an AP simulation program in IBM 
370/168, we have simulated the 4 by 8 
multiplication. Execution speed has been 
estimated to be about 7.05 microsec by means of 
this simulation and preliminary call design: 
parameters. 


G. Execution Time 


As stated earlier, the receiver design 
stands or falls on its ability to complete the 
iterative computation within the sampling period 
of 125 microsec. Since it's a dual receiver, the 
time available for the computation is cut to half 
or 62.5 microsec. The following shows the 
calculated execution time for each part: 


Window multiplication 9.35 microsec 


Decompanding . 2.62 
Cw. y (nT-T) 41.98 
+x (nT) * 1.20 
'-y (nT-2T) 2.20 


Total Time 57.35 microsec 


‘This is within the sampling period, 


7, CONCLUSION 


This paper has shown the technical 
feasibility of a receiver design using custom 
designed associative processing cells. Assuming a 
12 by 12 array, it has demonstrated that such a 
receiver is capable of handling two channels 
producing 16-bit accuracy and still have time and 
memory spaces to spare. However, it is a flexible 
design because both the accuracy and execution 
speed can be improved by increasing the word 
length and/or the number of words per channel. 
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RADAR DATA PROCESSING ON THE ALAP 


Hubert H. Love, Jr. 
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Los Angeles, California 90005 


Abstract -- The distinguishing features and 
some typical operations are described for the 
Associative Linear Array Processor (ALAP), a 
highly-parallel computer. Emphasis is given to 
operations, employing a chaining channel, that 
permit parallel arithmetic to be performed 
between the contents of sets of cells. Next, an 
application program for the ALAP, which per- 
forms radar track correlation, association and 
prediction, is described, and several program- 
ming techniques are illustrated. 


Introduction 


The Associative Linear Array Processor is 
the result of an internally funded development 
effort at Hughes Aircraft, the objective of which 
was the development of a low-cost associative 
memory suitable for both arithmetic and non- © 
arithmetic applications. The project effort has 
resulted in the design and fabrication of a complete 
associative processor system, including LSI 
wafers containing the ALAP cells, and the pro- 
gramming of support software and application 
programs for the system. The subject of this 
paper is one of the application programs, which 
performs several of the more critical functions 
of radar data processing. The program has been 
written and checked out, using a symbolic assem- 
bler and a simulator program operating on the 
Sigma 9 computer. 


The remaining sections of the paper give a 
very brief description of the ALAP design, a more 
thorough discussion of the general programming 
techniques for the ALAP for arithmetic applica- 
tions, and a description of the radar data process- 
ing program itself. Emphasis is given to the 
chaining channel, which is one of the more unusual 
features of the ALAP, in both the hardware 
description and the programming techniques dis- 
cussion. A more thorough description of the 
ALAP design is found in reference [1]. Brief 
descriptions of the ALAP design and a non- 
arithmetic application are given in references [2] 
and |3j, respectively. 


General Description of the ALAP 


Figure 1 shows the general organization of 
the ALAP Demonstrator System. The principal 
component of the system is the ALAP memory 
module, in which essentially all computation, 
except for some I/O processing, is performed. 
Programs and constants reside in the general- 
purpose processor, a General Data NOVA mini- 
computer. The minicomputer controls the 
sequencing of the instructions and furnishes the 
control information and data for the instructions 
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to the ALAP memory through the Interface Unit. 
The Interface Unit can hold several instructions 
in advance of their execution, and thus permits 
the ALAP memory to operate with minimal delay 
between instruction cycles. The ALAP Demon- 
strator Unit interfaces with the user through a 
Teletype. 


TELETYPE 
ae el 


DATA 
AND 
i CONTROL 
DIRECT 
PROGRAM 


CONTROL CONTROL 


GENERAL- 
PURPOSE 
PROCESSOR 


INTERFACE 
UNIT 


DIRECT 
MEMORY 
ACCESS 


Figure 1. The ALAP Demonstrator 


The general organization of the ALAP mem- 
ory is illustrated in Figure 2. The ALAP mem- 
ory consists of an arbitrary number of associative 
cells interfacing with four communication chan- 
nels. Two of these channels are common bus- 
ses that permit common items of data to be 
input from the Interface Unit to one or more 
(software-selected) ALAP cells simultaneously. 
The third channel, also a common buss, permits 
data to be output from one or more (software- 
selected) ALAP cells to the Interface Unit. (If 
data from more than one cell is output, the data 
is logically OR-ed on the channel. ) 


TO 


CONTROLLER 
: COMMON DATA AND CONTROL CHANNELS 


CHAINING 
CHANNEL 
eee 


CHAINING CHANNEL 


Figure 2. 


The ALAP Memory Array General 
Organization . 


The fourth channel, the "chaining channel", 
connects each cell to its neighbor, and thus orga- 
nizes the cells into a linear array. This channel 
is not a common buss. The data output onto this © 


channel from each cell during program execution — 


will in general be different at different cells. The 
chaining channel transfers data in one direction © 
only, a fact that, as will be described, leads to © 
some interesting programming techniques. The 
chaining channel and all three of the common 
channels are bit- serial in epcravion, a 


‘The figure shows the array connected Nend- 


around" with respect to the chaining channel. This - 


is a software-controlled option; the first and last 
cells can be linked or not as desired for the. per 
cular operation being performed. 


An ALAP memory wafer contains all chain- 
ing channel logic for its cells, as well as the re- 
maining cell logic. An entire wafer has only 20 | 
external connections; this number is independent 
of the number of ceils which the wafer contains. 


Figure 3 is a simplified diagram of the struc- 
ture of an ALAP cell. The cell holds its data in. 
a bit-serial "data register". In the ALAP mem- 
ory wafers fabricated at Hughes, the data regis- 
ters are 64 bits in length. The data register | 
interfaces with the cell's arithmetic logic, the 
chaining channel and the three common channels 
(the latter are not illustrated by the diagram) by 
means of logic that is set under program control 
at the individual cells. The state of this logic for 
each cell is determined by the settings of the bits 
in the cell's "flag register''. This is a six-bit 
register, also bit-serial in operation, that inter- 
faces with the communication channels. A sepa- 
rate flag, called the "head flag", together with 
some additional logic, permits the flag settings 
in the flag register to be rearranged as the 
register is shifted, and to be AND-ed and OR- ed 
together in the process, if desired. 


|} FLAG 
| REGISTER 


CHAINING 
InpuT 7" 


1 CHAINING 
LOGIC 


ta | DATA REGISTER 


Nes ett) 


Figure 3. The ALAP Cell General Organization 


The principal instruction-execution operation 
performed by the ALAP memory is called the 
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—‘word-cycle" operation. This operation consists 


of shifting the data registers of a selected subset. 


of the cells. The number of bit positions shifted | 


is software controlled. I is usually 64, the length 


of the data registers. During this operation, data 


coming into the cell from the chaining channel or 
one of the common channels may replace the con- 


tents of the data register, or else may be arith- 


metically or logically combined with the contents — 
of the data register. The results of an arithmetic 
operation at the cell may replace the contents of 
the cell's data register, if desired. At the same 
time, either the previous contents of the data 


register or the results of the arithmetic operation . 


may be output onto the chaining channel to the 
next cell. Alternatively, during a word-cycle — 
operation, the cell may simply act as a relay for 
the chaining channel data, transferring the incom- 


- ing data onto the next cell in the array and per- 


forming no other function. 


The arithmetic or logical peracid per- | 
formed at a cell during a word-cycle operation is. 


determined by the settings of global control lines | 


common to all cells. The selection of the cells 
at which the operation takes place is made by the 
setting of one of the bits in the flag register. In 


the cells thus selected, the operations take place 


between the incoming data and the data register 
contents. They include exact match, addition, 
subtraction, step- multiplication and step- division. 


The operation of the chaining channel logic in 
each cell during a word-cycle operation is deter- 
mined principally by the settings of two of the bits 
in the cell's flag register. With respect to the 
chaining channel, then, the cells can be consid- 
ered for practical purposes to operate independ 
ently of one another. The settings of other flag 
bits in a cell during word-cycle operations vari- . 
ously determine whether data is to be input to or 
output from the cell via one of the common chan- 
nels, whether a match operation was successful, 


or whether overflow occurred SUEIne an arithme- 


tic EO pexetiou. 


In addition to the word-cycle operation with 
its various options, there is a class of subordi- | 
nate operations, called '"flag-shift'' operations, 
that are performed in the ALAP memory. These 
operations consist of shifting the flag registers at 
all cells while performing logical operations at 
each cell among the register contents, the head 
flag and the input from the chaining channel (the 
latter consisting of flag information from the 
previous cell in the array.) The states of 
selected flags may be output via the chaining 
channel to the next cell in the array during eee 
shift operations. | 


The general operation of the ALAP memory 
during program execution consists of alternating 
sequences of flag-shift operations, which set the 
states of the flag register bits and head flags as 
desired, followed by single word-cycle operations 
during which each cell performs according to the 
combination of global control states andits _ 
internal flag settings. 


Figure 4 illustrates the way in which the | 
celis in a segment of an ALAP memory perform 


parallel arithmetic operations, using their 
chaining and arithmetic logic. These cells are 
set up to calculate two separate sums, A+B+C+D 
and F+G, during a single word-cycle operation. 
The first cell in the segment contains the operand 
A. During the word-cycle operation, this cell 
shifts the contents of its data register onto its 
chaining channel output to the second cell. The 
second cell contains the operand B. During the 
word-cycle operation, this cell adds the data at 
its chaining channel input to the contents of its 
data register, shifting the sum onto its chaining 
channel output. The chaining logic in the third 
and fourth cells are set to relay state; these cells 
relay the chaining channel data to the fifth cell. 
At the fifth cell, another addition takes place,.and 
the sum is relayed past the sixth cell to the sev- 
enth. Here the final sum, A+B+C+D, is calcu- 
lated. However, instead of being output to the 
next cell, it is stored in the same cell, replacing 
the cell's previous contents, D. Simultaneously 
with the computation of this sum, the other sum, 
F+G, is calculated from the contents of the eighth 
and ninth cells and stored in the last cell. This 
entire operation is bit-serial; both partial sums 
are calculated for each bit of the operands inturn 
as all of the data registers are shifted. Oneclock 
cycle time is required for each bit. Since there 
are several gate delays at each cell because of 
chaining and arithmetic logic, the clock rate, 
which is program-controlled, is set slow enough 
so that each bit of the initial operands A and F 
can propagate through the entire sequence of 
operations before the next bit is processed. 


Figure 4. Arithmetic Operations Using the 
Chaining Channel 


General Programming Techniques 


The ALAP design is general-purpose in that 
it is suitable both for arithmetic applications, 
such as the radar data processing application to 
be described, and for such non-arithmetic appli- 
cations as fact retrieval and text processing. In 
the latter two applications, the ALAP memory is 
often programmed to operate as a single long 
shift register, using the chaining channel. This 
alleviates many problems normally encountered 
in processing variable-length data items in fixed- 
word-length machines. _ 
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In arithmetic applications, the programming 
techniques for the ALAP are quite different. The 
radar data processing program in particular re- 
presents an example of what might be termed a 
"block-oriented" application with respect to the 
parallel-processing techniques which are em- 
ployed. That is, for this application, it is conve- 
nient to partition the ALAP memory (by software 
means) into "blocks" of contiguous cells, each 
containing the data and associated working stor- 
age (which must also be replicated if parallel 


“processing is to be possible) for a single object 


being tracked. 


Figure 5 illustrates the division of an ALAP 
memory into a number of blocks. The memory 
is connected "'end-around" with respect to the 
chaining channel, the purpose for which will 
later be apparent. 


CHAINING 
CHANNEL 
DIRECTION 


Figure 5. General Memory Layout for Block- 


Oriented Data Processing 


The technique for processing all blocks in 
parallel requires that the corresponding operands 
and working storage be in the same relative cell 
locations within all blocks. In addition, the first 
cell in each block is reserved as a "header word". 
All header words have a special tag in a reserved 
field, thus enabling them to be identified and 
tagged by means of a single parallel match 
operation. Once this is accomplished, flag shift 
operations can both set the head flags at all cells 
to the states of their corresponding match flags 
and then, using the chaining channel, can advance 
all of the head flag settings past any desired num- 
ber of cells simultaneously. 


The result of this sequence of operations is 
to leave the head flags set at exactly those cells 
in all blocks that are to be set to a particular 
arithmetic and chaining state. Subsequent flag 
shift operations can then logically OR the head 
flag states at all cells with the states of the de- 
sired corresponding flag register bite. The OR 
operation ensures that the flag settings will be 
made at only those cells in which the head 
flag is initially set (to 1). 


Figure 6 shows a block of 69 ALAP cells as 


they are employed in evaluating a set of six 


arithmetic functions. The set of functions is 


WORD| INITIAL | AFTER | AFTER FIRST| AFTER SECOND | AFTER AFTER | 
NO. | CONTENTS| COPIES | MULTIPLY MULTIPLY ADDITION | SUBTRACTION 


hs Header | Header Header _ Header Header | Header 
2. | D(4) 
3. | P(,1) ae 
4... | D(4) P(1,1) 
5. | P(i,2) : 
6. D(4) P(1,2) 
ne | : 
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9. | P(1,3). 
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2 D(4) P(1, 3) 
P(1, 2) 
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' Figure 6. Memory Layout for Arithmetic Example 
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taken from the track prediction part of the radar 
data processing program. This figure will help 
in describing the way in which arithmetic opera- 
tions are combined within blocks, as well as being 
performed for all blocks simultaneously. It will 
also be used as an example to illustrate the flag- 
setup processes described in the preceding 
paragraphs. | 


The set of functions to be evaluated is the 
following: 


P'(1,1) = D(4)P(1, 1) + 2D(4)P(1, 2) 
+ 2D(4)P(1, 3) + 2P(1, 2) + 2P(1, 3) 
+ 4P(2, 2) + 8P(2, 3) + 4P(3, 3) 
P'(1, 2) = D(4)P 


+ 6P(2, 3) + 4P(3, 3) 


P'(1,3) = D(4)P(1, 3) + 2P(2,3) + 2P(3, 3) 
P'(2,2) = D(5)P(1, 2) + 2D(5)P(1, 3) + P(2, 2) 
+ 4P(2, 3) + 4P(3, 3) 


P'(2,3) = D(5)P(1, 3) + P(2, 3) + 2P(3, 3) 
P'(3,3) = P(3,3) - D(3)P(1,3)+K 


3 


(in/l 
a) 

2,2) 

(1, 2) + 2D(4)P(1, 3):+ 2P(2,2) 
25-9) 

(1,3 

(1 

25 


The evaluation of these functions, if per- 
formed by a serial processor, requires 20 addi- 
tions, 1 subtraction and 28 multiplications 
(including shift operations for multiplying by 
powers of 2 in fixed point). By combining opera- 
tions within the block, the ALAP memory can per- 
form the evaluation with a total of one addition, 
one subtraction, two multiplications and 9 copy 
operations, independent of the number of blocks. 
(The copy operations, necessary in rearranging 
data within the block, have approximately the | 
same execution time as additions with the same 
number of operands and the same relative spac- 
ings between cells. ) 


Figure 6 contains seven columns of figures. 
The first of these is a list of the word numbers 
for the ALAP cells whose contents are illustrated. 
(These numbers are assigned by the programmer 
only for convenience, since the hardware is sen- 
sitive only to cell order or relative position. ) 
The direction of the chaining channel is in the 
order of increasing cell number. The second 
column contains the initial cell contents before 
initiation of calculations. The third column 
shows the changes in the cell contents re sult - 
ing from the nine copy operations. The 
remaining columns show the changes in cell 
contents for each of the remaining operations. 


The initial operation in evaluating the six func- 


tions is that of setting all ALAP cells to the relay 
chaining state. This is the default chaining state 
for all arithmetic operations. Next, the match 
flags are set at all cells and a parallel match 
operation is made to identify all header words. 
‘The match flags will be reset at all nonmatching 
cells by this operation. Next, flag shift opera- 
tions are performed to set the head flags at all 
words to the states of their corresponding match 
flags. 


The process of setting up the cells to perform 
the copy operations now begins. A flag shift 
operation is executed which transfers the state of 
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the head flag at each cell via the chaining channel 
to the head flag at the next cell. This operation 
requires one clock time. 


With the head flags now set at Cell 2 of all 
blocks, flag shift operations using OR and AND 
functions are used to set the flag registers at 
these cells so that they will shift their data 
register contents onto the chaining channel during 
the next word cycle operation. The operation of 
chaining the head flag states is now repeated for 
22 clock.times, thus setting the head flags at 
Gell 24 of every block. These cells are then set 
to input the data from the chaining channel into 
their data registers during the next word cycle 
operation. The data will also be output on the 
chaining channel from these cells, thus making a 
multiple copy operation possible. 


Next, the head flag chaining operation is 
repeated for 15 clock times, and all Cell 39's 
are set to the same state as "the Cell 24's.. The 
set-up operation for the first copy operation is 
now complete, and a word-cycle operation is 
next executed, copying the operand D(4) from 
Cell 2 of every block into Cell 24 and Cell 39, 
with all intervening words being in the default 
relay state as previously set. 


The remaining copy operations shown in the 
third column of the figure are performed in sim- 
ilar fashion to the first, except that some time 
can usually be saved by having previously stored 
the states of the head flags at the header words 
in some otherwise unused flags. This avoids 
having to repeat the match operation each time; 
the flag-shift operations needed to reset the head 
flags are much faster. : 


The first of the two multiply operations is 
next set up and executed. Flag shift operations 
similar to those for the copy operations are used 
to set the flag registers in the cells containing the 
multipliers, multiplicands and products to corre- 
sponding chaining and arithmetic states. It will 
be noticed that a single multiplier can take part 
in more than one multiplication operation simul- 
taneously as long as there are no conflicts on the 
chaining channel. For example, the operand D(4) 
in Cell 2.is multiplied by the operands in Cells 3, 
5, and 9 to produce products in Cells 4, 6, and 
10, respectively. 


Multiplication is performed by a subroutine 
which performs repeated step-multiply operations 
The number of step-multiply operations is equal 
to the number of bits in the multiplier. As each 
step-multiply operation requires a complete word 
cycle, the multiplication process is the most 
time-consuming operation of the entire arithmetic 
calculation process. 


The second multiplication operation follows 
the same order of setup and execution as the 


first. The single addition operation is performed ' 


next. In this operation, several operands are 
added together at once. For example, all of 
Cells 4, 8, 11, 13, 15, 18, 21 and 23 are added 
together, with the sum being put in Cell 23. 


After the addition operation is completed, all 


of the functions except the last have been evaluated. 


The subtraction operation is then used to complete 
the evaluation of the last function. The cell states 
for subtraction are the same as for addition, but 
the word cycle operation includes the global “sub- 
traction command rather than addition. In each 
of the columns in the figure the cell contents are 
shown only for those cells whose contents have 
changed since the preceding operation. 


Some interesting problems arise in block- 
oriented applications because of the uni-directional 
chaining channel. The radar data processing 
program is cyclic. It repeats all of its operations 
during each cycle, operating on new data 
extracted from the input from the radar antenna 
and on data calculated during the previous cycle. 
In particular, the values of the six functions 
evaluated in the example just discussed will be 
used in evaluating these same functions during 
the next cycle. For example, the value of 
P'(1,1) will be the next value of P (1,1). Itis 
apparent that the chaining channel presents a 
problem when the data in the block must be 
rearranged to put it in the original relative order 
prior to reevaluating the functions. For example, 
P'(1,3) cannot be moved back from cell 69 to 
cells 9 and 14 to be the new EN 3). 


Since the data cannot be moved backward 
within the blocks along the chaining channel, the 
solution to the problem is to move the blocks 
forward instead. That is, instead of moving the 
new function values back, the program moves 
everything else in the blocks forward, including 
the header words, thus effectively relocating all 
of the blocks. Since this is done parallel by 
block for each item, the time penalty is not as 
great as it might first appear. 


One can indeed ask why the ALAP cell was 
not originally designed with a two-way chaining. 
channel, in order that the data reordering prob- 
lems, and other difficulties associated with the 
one-way chaining channel might more easily be 
handled. The answer is that low-cost produci- 
‘bility is a principal objective of the ALAP 
design. In the applications thus far explored, 
the benefits to be gained in ease of programming 
and lower execution time do not appear to be 
justified by the cost of the additional cell logic. 
This new logic must result in a greater cell 
area on the LSI wafers, and thus in fewer cells 
per wafer. This means a higher proportional 
cost per ALAP cell, no matter how inexpensive 
LSI fabrication may become. 


The Radar Data Processing Program 


The radar data processing program performs 
the three functions of track correlation, associa- 
tion and prediction on track data from a radar. 

; antenna. This datashas been preprocessed to 
remove obvious redundancies and to eliminate 
tracks which clearly do not represent objects of 
interest (e.g. , the strength of the return or the 
apparent velocity of the object are outside of 
nominal limits imposed by the application). 


several correlating observations. 


The data for the apparent tracks (called 
"observations'') which remain are the inputs to 
the ALAP program. This data consists of five 
parameters for each observation: the range, 
range rate-of-change and the three direction _ 
cosines. The program operates in cycles. Each 
cycle consists of performing. the three aforemen- 
tioned tracking functions in turn on new sets of 
observations. 


Track seereladen is the process of compar- 


ing the five track parameters of each observation 


in turn with the corresponding parameters for all 
tracks being maintained by the program. (These 
are tracks for known "targets" or "threats", 
depending on whether the radar is for an offensive 


-or defensive application.) If all five parameters 


for an observation fall within a preassigned range 
of the corresponding parameters for a known 
track, the observation is considered to have 
"correlated'' to the known track, and thus may 
represent an update of that track. 


In the ALAP program, all five parameters of 
a single observation are compared with all five 
parameters of all stored tracks simultaneously. 
The five parameters are then input, one at atime, 
into all blocks simultaneously at which correlation 
has been successful. The blocks must all be 
large enough to contain the parameters for 
Correlation is 
very efficiently performed by the ALAP program. 
A total of 22 +245 word cycle operations is 
required, where S is the number of observations. 
If there are 200 observations, and if the ALAP 
clock rate is 5 MHz., the elapsed time for cor-' 
relation is 8.3 msec, including a 30 percent 


overhead for flag -shift operations. 


After the correlation process has finished, 
there will in general be cases in which a single 
observation has correlated to more than one 
stored track, and in which many observations | 
have correlated to the same stored track. Track 
association is the process of rons both of 
these types of Tecuneeneyy: 


The ALAP program performs well at this 
function, though not so efficiently as for correla- 
tion. The program first computes an error func- 
tion for each correlated observation in each | 
track. This function is. . 


ERROR = 3 
go ° 
r 
AN, - N-\* AB, -2E,\ 
+ | +(—22) 
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The five terms of this function are for the 
range, range rate and the three direction cosines, 
respectively. The subscript o indicates that the 
parameter is for an observation. The subscript 
p indicates that it is for a stored (''predicted'') 
track. The denominators in the fractions are 
constants in the program. 


The computation of this error term for all 
correlations requires a total of 146 word cycles 
(1.9 msec with a 5 mHz clock). The single 
multiplication and the single division each 
account for 65 of these. 


The program next resolves all cases in 
which a single observation correlated to more 
than one track. This is done serially by observa- 
tion, and consists of deleting the parameters for 
the observation from all tracks except the one 
having the smallest error term for that observa- 
tion. This requires a total of 9B +5C word cycles, 
where B is the number of observations and C is 
the total number of correlations for all of the 
observations together. If there are 200 observa- 
tions, and if 100 of them each correlate to two 
stored tracks, the elapsed time is 46.5 msec for 
a 5 mHz clock, including a 30 percent overhead 
for flag shift operations. 


Last, the association part of the program 
resolves the cases in which more than one obser- 
vation correlated to a single stored track. This 
is done by removing from the corresponding block 
the parameters for all observations except that 
having the smallest error term. This is done in 
parallel for all blocks, and requires a total of 
41 word cycles (equivalent to 6.8 msec fora 
5 mHz clock, including 30 percent flag shift 
overhead). : 


Track prediction is the third and last of the 
radar processing operations. This consists of 
evaluating 29 functions, of which the six functions 
in the example of the previous section are the 
first. The 29 functions, if evaluated on a serial 
computer, require a total of 51 additions, 17 sub- 
tractions, 47 multiplications and 4 divisions for 
each stored track. By combining the operations 
in the fashion described in the example of the 
previous section, the ALAP program performs 
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the evaluations parallel by track with a total of 

8 additions, 1 subtraction, 4 multiplications and 
2 divisions. Some of the functions are dependent 
on others, else only two multiplications, one 
division and a single addition and subtraction 
would have been required altogether. To this 
total must be added 41 multiple copy operations 
(needed for reordering the data for the next cycle) 
and 24 parallel match operations, making a total 
of 475 word cycle operations altogether. This 
requires 7.9 msec with a 5 mHz clock. 


Of particular overall significance in the radar 
data processing program is the fact that transfers 
of data between the Interface Unit and the ALAP 
memory are limited to initial input of the obser- 
vation data and output, if desired, of the updated 
track data at the conclusion of each correlation/ 
association /prediction cycle. At only one: point 
in the program is it necessary to transfer inter- 
mediate information to the minicomputer from 
the ALAP. This is a single word which is. 
checked for a 1 or 0 in order to select a program 
path. Thus the program appears to demonstrate 
one requirement for efficient use of associative 
processing techniques, namely that there be a 
minimum demand on the relatively slow serial 
input and output capability of the processor as 
compared with the parallel processing 
capability. 
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Summary 


The associative processor cell is a storage 
and processing element capable of performing 
Boolean and arithmetic operations. Similar 
circuits were designed at University College of 
London [1] and at Stanford Research Institute [2]. 


The operations in an associative processor 
array require a direct mask line, a direct data 
line/wire-ANDed search results line, and a ripple 
shift/carry line in each direction. 


For an array instruction such as Add Field 
A to Field B the addends must be brought together. 
The A's could be shifted over the intervening 
bits but only one bit slice at a time. If the 
entire Field A were shifted simultaneously, the 
intervening data would be destroyed. So a second 
storage element, termed a travelling accumulator, 
is added to each cell. The main storage element 
is an 8-bit shift register so an array of 4 x 4 
cells may be considered as 9 pages of 16 cells 
each. The front page is the set of travelling 
accumulators. 


The microcommands can be divided into 
seven groups: logic, arithmetic, search, zero 
test, input/output, and general. The auxiliary 
and main memory elements can be logically 
combined, added, or subtracted. An external 
constant can be added to multiple accumulators 
simultaneously. Equality searches use the wire- 
ANDed lines, but inequality searches (less than, 
less than or equal, greater than, greater than or 
equal) must use ripple lines and are consequently 
slower. Ten extra commands are provided by not 
clocking the main commands. For example, an 
unclocked OR command tells the system if an OR 


Main to Accumulator instruction would give a zero 


result. 


The shift commands use FV and FH as control 
lines so that 20 shifts are provided by only 8 
microcommands. Included are logic shifts (pad 
with zero), arithmetic shifts (sign extend), 
rotations, jump shifts and propagation shifts. 
All shifts are effective in four directions. 


(a) Now with ITT TTC, Stamford, Connecticut 
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The main and auxiliary memory elements 
may be read simultaneously to both column and row 
output registers. Horizontal and vertical masks 
provide the addressing. A rotate command moves 
all cells to the next circular shift register 
position. 


The APSIM, a user interactive software 
package operating on an IBM 370/168 was developed 
to simulate the manipulation of arrays of AP cells 
and registers. The interactive feature enables 
users to evaluate simulation results and to modify 
them instantly via a terminal input mode. A | 
series of commands can be processed via a disk 
input mode. Both modes may be intermixed: within 
one simulation. 


The APSIM employs a modular approach that 
anticipates frequent changes in command functions. 
Thus an independent program module is uséd for 
each micro-command, so that a change or an 
addition of command can be accommodated simply by 


altering or adding one module. Uniform logic 


structure of each program module is strictly 
enforced to aid the maintainability of APSIM. 
Each program module has access to a common data 
base where registers, auxiliary cells, and up to 
eight levels of 256 x 256 AP memory cells are 
stored. The simulation also accepts simulation 
instructions generating loops, branches and © 
subroutines. 


In addition to the work reported here, 
this project includes the hardware and software 
design of a general purpose real-time associative 
computer. Circuit design and board layouts have 
been completed for’ three black box applications 
of this chip: Multifrequency/Digitone 
reception [3], television bandwidth compression, 
and speech bandwidth reduction. Prototype chips 
will be fabricated late this year. 
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APPLICATION OF PEPE TO REAL-TIME DIGITAL FILTERING 
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Auburn, Alabama, 36830 


SUMMARY 


This paper describes the application of the IC 
model of PEPE [1] to real-time digital filtering. 
The PEPE IC model resides in a research laboratory 
at Auburn University configured with a dual mini- 
computer host. The host computers are a Honeywel] 
H316 and a Hewlett-Packard 2100. PEPE consists of 
sixteen parallel units, each with a 32-bit Arith- 
metic Unit (AU), a 512-word, 32-bit data memory, 
and an 8-cell, 40-bit correlation unit. The mini- 
computer hosts send global commands to the PEPE 
Arithmetic Control Unit (ACU) which has no program 
memory of its own. The hosts may also transmit 
programs to the PEPE Correlation Control Unit which 
has a 512-word, 32-bit program memory. 


Since the AU's possess a full complement of 
fixed and floating-point instructions, one can im- 
plement a 32nd-order digital filter as a parallel 
of 16 second-order modules, each module being im- 
plemented in one PEPE AU. Floating-point arithme- 
tic was used in this experiment alleviating what 


would have been a time-consuming allignment problem. 


The input from the host's A/D was simply inserted 
into the high-order fraction bits creating a zero- 
exponent, (generally un-normalized), floating-point 
number. The output of the filter was un-normal ized 
to a zero exponent and the high-order fraction bits 
shipped to the host's D/A. 


_ The frequency sampling technique of digital 
filter design [2] lends itself very well to an 
implementation on a parallel processor. The filter 


structure begins with the comb filter 1-27" (im- 
plemented in the host) which places N zeroes on the 
unit circle. The pass band is then formed by can- 
celling.up to 32 of these zeroes by a sum of Ist- 
order poles in parallel; each of the form 


Hy 


Go eee 


where Hy is the desired magnitude of the response 
at that particular frequency. 

Complex conjugate poles are paired and the 
H_'s forced to meet Hy =Hy yielding the total 
transfer function 


-xlt H ee / jaa-Tens cons) 
co one MR (a) ECR) De cot Sk (recente) 
The Ho and Hy2 terms are combined in one AU and 


the remaining AU's each contain one of the 2nd- 
order modules in the summation. Computations for 
these 2nd-order modules are performed in parallel; 
however, the summing of the outputs of these mod- 
ules becomes a serial problem compounded by the 
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lack of inter-processor communication in PEPE. 
Approximately 380 usec of the total 600 usec for 
one sample period is due to this serial summing; 
thus a single "sum all accummulators" instruction 
could almost triple the present maximum sample 

rate of 1670 Hz. The order of this filter is un- 
limited as long as the number of non-zero H.'s does 
not exceed 32. 


A slightly higher sample rate may be obtained 
using a cascaded implementation where each AU con- 
tains a second-order module whose output is the in- 
put to the next second-order module. The modules 
are computed in parallel, but outputs then have to 
be shifted to inputs (to the next AU) in a serial 
fashion. This is essentially a pipelining process. 
The cascaded structure thus obtained introduces a 


delay of z7'> but the overall thruput is improved 
over that of the parallel structure since serial 
shifting of outputs is faster than serial summing. 


An no order Butterworth low-pass filter 
having unity DC gain and an upper cutoff of one 
radian is given by the transfer function 


N/2-1 


o(z)= | J 


1- 2e%k'c0s(s,T) + en 2a,T 
k=0 


where a = SIN (2k+1 )1/(2N) 
eee COS (2k+1)r/(2N) 


T = sample period in seconds. 


A 32nd-order Butterworth low-pass filter was 
impelmented in PEPE using a 2nd-order module in 
each AU. The execution time for one sample period 
was 500 usec of which 290 was used for the serial 
propagation of outputs. Thus a single "propagate 
accumulators right" instruction could more than 
double the present maximum sample rate of 2KHz. 


Several transfer functions having the above 
two structures were programmed and the frequency 
response curves were plotted experimentally. Sta- 
bility was excellent despite the high order of the 
filters, and all curves agreed with the theoretical 
curves. | | 
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Abstract - The de sign and manuieuree: 
computer systems with parallel and vector proc- 


essing capabilities have brought about much activ-_. 


ity in the area of higher level languages. Re- . 
ports of efforts to design languages with parallel 
processing and parallel operation features have 
been made (Ref. 1). An effort is in progress to — 
design and fully specify a higher level language | 
_ for STARAN (b), The specification i is scheduled 
for completion this year. 


Introduction 


We first state the objectives and require- 


_- ments for the language and then show the struc- 
ture of a program and the form for.declarations. 


Next, we describe parallel and associative oper- 
ations and a sample procedure, an image proc- 
essing algorithm for following lines. : 


. Language Objectives and Requirements 


The higher level language for STARAN is a 
procedural programming language. It is designed 
for programmers to use to implement algorithms 
that accomplish an application function. Thus, it 
does not attempt to be a specialized problem 
oriented language. The language definition em- 
phasizes parallel operations on data items, pro- 
vides for declaration of the data items, and 
provides expressions and many operations for the 
use of data items. The language is statement 


oriented with statements for aestenmenti: and other 


ope rations, ° 


The design eijecdoes for the nIBnee level 
| programming language are: | 


1. The language maeet be reasonably com- 

plete functionally in order to allow the 

Major portion of a problem solution to 

_ be written in it. The language must — 

-provide array and search (associative ) 
operations. _ 


2. The language must.support the program 
| design process including structured pro- 
gramming and other methodologies of 

software engineering. _ 


3, The language design should have good 
human-factors characteristics; the lan- 
guage isa human-machine interface. 


of data items. 


4. The language must be implementable in 
- order to generate STARAN machine. 


language code and make good use of its . 
: pTe eer ea properties. | 


5. The language must be kept enell but 
: yet large enough to meet the above ob- 
jectives. 


Data declarations are ppowiaed for specifica- 
tion of the range of values of data items, thus 


supporting conservation of execution time and — 


storage space and also providing documentation 
of the valid data range. They provide for pre- 
cision for arithmetic items, length of bit and 
character oriented data, and size of arrays. 


To aid in the support of structured design, 
the language emphasizes abstract data repre- 
sentation (machine independent) and structuring 
Multiple entry procedures (routine 
statements) allow data to be localized to one pro- 
cedure and thus improve cohesion within the | 
PrOcecure: : 


The data organizations provided are simple. 
(scalar) data items, simple structures, structures 
of arrays (serial arrays), and arrays of struc- 
tures (parallel arrays). These data facilities and 
others allow the programmer to group related 
data items that also may require similar alloca- 
tion within a memory type or area, 


In order that most of an application can be 
written in the language, it is relatively rich in 
the number and meaning of operations specified. 
The language design attempts to minimize the 
number of special rules, such as context-depen- | 


dent exceptional cases. 


Programs written in this language should be 
as readable as possible to reduce costs in both | 
checkout and maintenance, The language supports 
the use of meaningful names for program and data 
entities; names may be up to 32 characters in 
length with all characters significant. The tokens 
of the low-level syntax are designed in a manner 
to allow indentation of the source program 
(listing), ophonaty by compilers, SESOF CINE to 
the PEOBREE 's structure, 


The development of structured computer 


- programs is finding increased acceptance within 


the computing community because of indications 
het the code written in this manner is more | 


(a This project was pasitally supported under RADC Contract F30602- 76-C- 02.00. | 
| (>) Trademark, Goodyear HNCHOSRACE: pparery Akron, Ohio 44315. 


readable, understandable, maintainable, and 
reliable at lower cost. The language supports 
structured programming and structured design 
through its various data declaration and proce- 
during facilities; it emphasizes the program flow 
aspects of structured programming with an appro- 
priate set of flow of control statements. 


Program Structure 


The language is statement-oriented in form 
(versus expression-oriented as in ALGOL); all 
statements other than the assignment statement 
begin with an introductory keyword such as IF or 
CALL. In order to enhance program clarity and 
to avoid ambiguity, some of these keywords are 
reserved. The order and types of statements 
used in a program determine the flow of execution 
for that program. : 


| A program consists of one or more < program 
unit > s together with their operating environ- 
ment. A <program unit> is the largest syntactic 
construct of the language and serves as the unit 
of input to the compiler. 


The set of <program unit >s that constitute 
a <program> is determined by CALL statements 
and function references during execution of the 
program or by use of the linking facility prior to 
execution, 


The syntax of a Sphegtats unit > is just an 
<external procedure>. 


A. <block> is an entire <external procedure > 
or any <procedure> contained in another <proce- 
dure>. It delimits the scope of name declaration 
and is the major unit that determines program 
flow of control during execution, 


Syntax: 
<program> ::= <program unit> 
<program unit> ::= <external procedure > 
<block> ::= <procedure> 
<external procedure> ::= <procedure> 
<procedure> ::= <procedure statement> 
< procedure body> 
SS peEtee statement> 
<procedure body >: 
eoeoccdure component> 
[< routine statement> 
< procedure component > ] ia 
<procedure component> ::= <statement>... 
<statement> ::= <procedure> 
: |<declare statement > 
|<basic statement > 
| <prefix> <basic statement > 
<basic statement> ::= <group> 
fiat cease: statement> 
<independent statement> ::= 
<single statement > 
| <conditional statement > 


<statement >. 


<prefix> ::= <label prefix> 
|< case prefix> 
<label prefix> ::= <identifier> : 
<case prefix > ::= CASE (<case number > ): 
<case number>::= < cvi expression > 


|<cvi expression> : <cvi expression> 


A <routine statement > defines additional 
entry points for a procedure as exclusive se- 
quences of statements; a return is implied for 
the previous entry point. 


A <group> is a construct used to determine 
the flow of control during program execution, 
Groups are of two types: loops and case selection, 
Syntax: 

‘per 
::= <iterative loop> 
| <repetitive loop > 
|<case group> 


<group> 


Individual statements are classified as declar- 
ative statements or procedural statements. There 
is one declarative statement, the <declare state- 
ment> for declaring data. The procedural state- 
ments are used to form the executable statements 
of a <program unit >. Some of them represent 
individual statements; however, the <if state- 
ment >s must include a corresponding <endif>. 
The individual statements are called <single 
statement>s. 


Syntax: 

<single statement> ::= 
<assignment statement> 
| <call statement> 
|<close statement > 
| <delete statement> 
| <goto statement > 
| <null statement> 
| <open statement > 
| <read statement> 
| <return statement> 
| <rewrite statement > 
| <write statement > 


All statements are executable, although the 
execution of a <declare statement> or <null 
statement> has no effect. The close, delete, 
open, read, rewrite, and write statements are 
"record 1/O" statements and are not discussed | 
further in this paper. 


The ";" symbol is used to delimit statements; 
it is a statement terminator and is shown with the 
statements. 


Statement Prefixes 


A <label prefix> is a means of naming a 

| In certain contexts, such as within 
a loop, any <basic statement > may be named by 
being preceded by a <label prefix >. , 
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identified by a single symbolic name. 


Declarations 


The STARAN language has strong typing of 
data, as do most other procedure-oriented pro- 
gramming languages. There are additional data 
properties expressed via data attributes in order 
to characterize the data length or precision, its 
allocation and life-time requirements, and its 
structure or relationship to other data items. 


These properties are due in part to the need 
to adequately describe the use of data that will 
be allocated within STARAN array memories. 
The attributes and placement of the data declara- 
tions in the source program establish the scope of 
the data. 


Data Types 


Five types of computational data are defined; 
in addition, there are data types "file" and 
"entry." Each of the former types is different 
in internal representation and in the values it 
may assume. The specification of data types is 
concerned with the abstract properties of the 
data rather than the internal representation. 
Thus, the storage requirements for each type 
are not specified. 


Computational data is further separated into 
arithmetic and string types. The arithmetic data 
types are cardinal (attribute is CARDINAL), : 
fixed-point (attribute is FIXED), and floating- 
point (attribute is FLOAT). The string data types 
are bit-string (attribute is BIT) and character- 
string (attribute is CHARACTER). 


Arithmetic data is specified with a precision 
to indicate the number of bits necessary to repre- 
sent its values; for FIXED, this may also specify 
a scale factor for fractional values. Arithmetic 
data is represented in a binary base, and string 
data is a contiguous sequence of bits or charac- 
ters. 


A cardinal data item represents an unsigned 
integral value stored as a binary number; it may 
assume only zero or positive integral values. 


Data hd Sees 
To meet the total peehinewenie placed upon 


the language, the data items can be organized as 
arrays or structures or pEney can be individual 


data items. 


A scalar is a single element of data or one 
member of a set of data elements. A scalar may 
appear in a program as a constant or as a vari- 
able representing one element of data. 


Arrays. Anarray is an ordered set of. 
scalars, all having identical attributes; it is 
An array 
appears in a program as a yetteure representing 
a set of scalars, 


The unique identification of an array element 
consists of the array name and the position of the 


element inthe array. The position in the array 
is indicated by a bracketed subscript list follow- 
ing the name; for example: 


image_table [ line_numbert 1] 


The elements of an array are stored as an 
ordered sequence sothat the rightmost subscript 
varies most rapidly and the leftmost subscript 
varies least rapidly. This order is required by 
the interaction between arrays and structures 
and is called row-major order. 


An array is declared by appending a dimen- 
sion specification to the name ina DECLARE 
statement. 


DECLARE image-table (256) CARDINAL (8); 


Structures. A structure is an ordered set of 
data elements which may have different attributes. 
The elements may be scalars or arrays. A re- 
lationship exists between data elements of a 
structure, The relationship is indicated by level 
numbers in the declaration. The main structure 
is a level-one; nested structures are given num- 
bers greater than one to indicate their logical 
level. 


The main structure, nested structures, and 
the innermost data elements all have names. 
Qualification is used to uniquely identify a nested 
structure or data element name. A qualified name 
consists of the name of the main structure and all 
nested structures leading to the structure or data 
element name to be identified, with a period op- 
erator as the separator between each pair of 
names. 


Arrays of Structures. Anarray of structures 


is a structure with the attribute dimension follow- 
ing the level-one name in the declaration, Each 
element of the array is thus a copy of a structure 
with structuring identical to all other array ele- 
ments. An example is: 


DECLARE Irecord (64), 
2 fieldl CHARACTER (12), 
2key | CARDINAL (8), 
2 properties BIT (4), 
2 index CARDINAL (16); 


Other Attributes 


The language has other data attributes such 
as for the control of storage class: automatic, 
controlled, and static. There is an external 
attribute to allow linking of data between separately 
compiled programs, 


The memory attribute allows the program 
to force allocation of an array or array of struc- 
tures in the special STARAN MDA (multi-dimen- 
sion access) memory. There is also an align- 
ment attribute that forces alignment to memory 


boundaries which are a power of two as requested, 
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Parallel Operations 


As we have seen in the requirements, the 
language emphasizes parallel and associative 
operations. There are two motivations for this. 
One is that the language should support problem 
solution at a high level and allow index computa- 
tion and other housekeeping operations to be done 
by the compiler. The other is to allow parallel 
operations of the target machine STARAN to be 
used in the object program. 


The parallel operation emphasis is primarily 
in four areas. First, there is the extension of 
the familiar expression operators to arrays and. 
structures as operands. Second,there is the 
inclusion of a parallel if test for use with vectors. 
Third, there is the addition of a new notation for 
selecting only a portion of an array's elements in 
a reference to the array. The fourth is the in- 
clusion of several built-in functions for arrays and 
the ability to have user functions reference any 
array (of a fixed dimension). 


Extended Operators 


First of all, the infix and prefix operators 
that may appear in expressions can have scalar 
or structure operands and the operation given is 
performed on all items in parallel, The opera- 
tions include add, subtract, multiply, divide, re- 
lational comparisons, concatenation, logical-AND, 
logical-OR, and logical complement. 


For example, if Aand B are 128 element 
arrays of fixed-point data, then 


A <B 


is a 128-element array of single-bit strings. We 
usually call the latter a bit-vector. It can be 


assigned to a variable of that type or tested in an 


IFARRAY statement to control other computations. 


IFARRAY Statement 
The IFARRAY statement has the form: 


IFARRAY <vector valued expression>  » 
THEN 
<basic statement> ... 
[ELSE 
<basic statement> .. .] 
ENDIF; 


A simple example shows its use: 


DECLARE ( A(200), B(200) ) FIXED(15,: 0); 
DECLARE COUNT (200) FIXED (15); 


IFARRAY A < B THEN 


A [a] = B; 
ELSE 7 

A[&] =A #2; | 

COUNT [&] = COUNT + 1; 
ENDIF; 
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For each element of A that is less than the 
corresponding element of B, assign the latter to 
replace the value of A. Inall other cases, double 
the value of the element of A and increment a 
counter for each such element. The ampersand 
used as a subscript (in context of IFARRAY- THEN) 
means select the subset of only those array ele- 
ments corresponding to B'l' values in the near- 
est containing IFARRAY <expression>, Amper- 
sand used as a subscript in the context of the 
ELSE clause means select the subset of only 
those array elements corresponding to B'0!' values 
in the IFARRAY <expression>. 


Array Selection Subscripts 


There are other forms of array-selection that 
provide parallel usage. Similar to the above use 
of ampersand alone is 

<array name> [ & < expression>| 
where <expression> is an array matching <array 
name> and has values convertible to data type 
BIT(1). It selects those elements of <arrayname> 


corresponding to elements in <expression> having 
value B'l'. 


An asterisk in a subscript position selects all 
elements accessible according to use of all valid 
subscripts in that subscript position. This isa 
cross-section reference as in PL/I, Another form 
of cross-section reference defined is with sub- 
scripts of the form: 


<lower limit > : <upper limit>, 


where both of these are <expression>s and their 
values during execution select a portion of the 
array elements in combination with the values of 
other subscripts, if any. 


Built-in Functions 


Many built-in .functions are extended ina 
manner’ similar to that done for expression oper- 
ators so that their operands can be arrays or 
structures. Examples are SIN, COS, SORT, 
SUBSTR, and INDEX. Others have been added to 
make the parallel facilities more complete. 
INDEX MIN provides the index of (one of) the min- 


‘imum values of an array rather than the minimum 


value itself. This is useful in searches where 
unique values are required. INTERVAL_TEST 
is a convenient function for range’testing. For 
example: 


IFARRAY INTERVAL_TEST (x, prev.x, delta) 
THEN ‘--- 


is the same as: 


IFARRAY ABS( x - prev.x ) <= delta 
THEN --- 


_ Applications 


The appendix shows a sample procedure 
written in the language. It is a portion of an 
image-processing program. Even though it does 
not exhibit much use of parallelism, it makes 
special use of some other facilities for which 
STARAN is especially well suited. These facil- 
ities are primarily the row and column cross- | 
sections (bit slices) of the array “data” and the 
single-bit tests. The procedure is about 14 per- | 
cent of the number of lines of the assembly 
language version and is far more Readable and 
maintainable. 


There are other portions of the image proc- 
essing application such as line thinning or clutter 
elimination that use much parallelism, executing. 
two orders of magnitude faster than on serial 
processors, | 


| Summary 


The language as designed for the set of re- 
quirements as stated above is quite large, al- 


though it initially was proposed as smaller. This | 


is primarily due to more emphasis on objective 
one versus the other objectives mentioned early 
in the paper, especially objective five. 


Although there was some interest in having 
a language similar in facility to FORTRAN, be- 
cause of the nature of some of the requirements 
the final language is more like PL/I, although 
still a small subset (dialect) of it. The facilities - 
required, when considered as a whole, were be- 
yond the scope of FORTRAN. Many of the basic | 
concepts that have a counterpart in FORTRAN © 
(such as expression evaluation, assignment, and 
serial loop control) remain similar to FORTRAN 
and its current standardization (ANSI) PFOROes ts 
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Appendix - Line Following 

_ One of the reasons for choosing this algorithm 
as a candidate for coding is the nature of the proc- 
ess performed. The data being processed is 
essentially binary ones and zeroes representing 
the raster scanned data of a map. Itis observed 
that the degree of effort and clarity of repre- 
sentation of the program written in high level 
language are good tests for the programming 
language. : 


~The line following procedure vectorizes all 
lines in an array and outputs the data to various 
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4 
tables. 


‘along the line. 
values containing the next point along the line 


tried and is a value between 0 and 7.. 


A previous routine has performed (in | 
parallel) such functions as line thinning (reducing | 
a line to a single cell in width), clutter elimina- — 
tion, and tagging all lines in the array by storing 
the starting coordinates ina table. <A starting 
coordinate may be a boundary point or an inter - 
ior point. Beginning with a starting point, the 
procedure follows the points along a line segment. 


Definition of Variable Names 


DATA is a two-dimensional array of single- 
bit items and contains the points of the lines to 
be vectorized. Itis oversized by one cell on each 
border so that all starting points will be “interior 
points." In this way, no check need be made when 
following a line to ensure that the dimensions. of 
DATA are not exceeded. : ar 


START, TAG is an array of single- -bit items 
containing a one-bit value in each index pasition of 


a starting coordinate; that is, values in the arrays 


START. X and START.Y are selected. START.X 
and START. Y are arrays of (x, y) coordinate 


| starting point values of the various lines contained 


in the DATA array. 

-PREV_DIRECTION is a variable containing: 
the direction of the previous successful search 
NEXT_DIRECTION is an array of 
and is a function of PREV. eer: 


TABLE. OF_ TRIES is an array containing the 


- maximum number of possible directions in which 
the puceceding point along a line ey be found. 


NUMBER_OF_POINTS is a variable containing 


the number of points (or vectors) diecovercd ina 


line. 


FOUND_SUCCESSOR. isa Peete tag indi- 


cating whether the line following procedure was 


successful at detecting a succeeding point. A 
value of one means another point was found; a 
value of zero means the end of a line has’ been 


‘detected, 


DIR is a do-loop index and represents the 
range of directions to be tried. . : 


CUR_DIR is the direction currently being 
Directions 
are numberedas: 5 6 § 7 

| a a: . oO 
3 2 ] 


VECTOR_LIST is a two-dimensional array 


- containing the results of the line following proce- 


dure. It has a capacity for 32 individual lines, i 
each containing up to 256. vector values (up to 
256 points). — 


-VECTOR_NUMBER_POINTS is an array con- 


_. taining the number of points for each of the 32 
possible lines contained in VECTOR_LIST, — 


Line Following Procedure 


follow lines: PROCEDURE; 


DECLARE data(194, 194) BIT(1) MEMORY(mda), 


prev_direction CARDINAL(4), 
number_of.directions CARDINAL(4); 


DECLARE index CARDINAL(5), 


1 start(32) MEMORY(mda), 


2 tag BIT(1), 
2x CARDINAL(16), 
zy. CARDINAL(16), 


vector_number-_points(32) CARDINAL(16), 
vector_list(32, 256) CARDINAL(4); 


DECLARE found-successor BIT(1), 


DECLARE table_of_tries(8) CARDINAL(4) CONSTANT 


number-_of_points CARDINAL(16), | 
(dir, cur,dir) CARDINAL(4), 
(i, j) CARDINAL(8) ; 


INITIAL (3, 5,°3, 5, 3, 5, 3, 5), 


next_direction(8) CARDINAL(4) CONSTANT 


INITIAL(7, 7; 1, 1, 3, 3, 5, 5); 


/* Clear border around DATA area. */ 


data[1, *] =B'o';  f* top */ 
data oe 1), *} = B'O!; /* bottom */ 


data [*, 1 


= B'0'; /* left */ 


data [*, DIM(data, 2)] = B'0!; /* right */ 


/* Examine bit vector start.tag for ones; 
continue to loop until all start points 
have been processed, 


ges 


index = 0 ; | 
DO WHILE( SOME(start.tag) ) ; 


index = index +1 ; 
start [index ] tag = 0; 


/* Start looking in direction 1; try up to - 
7 possible directions as necessary. 

a 

prev_direction = 1 ; 

number_ofdirections = 7 ; 

/* Obtain coordinates of start point. */ 


i = start [index ].x ; 
j = start [index].y ; 
number_ofpoints = 0; . 


/* Assume another point will be found. */ 


found_successor = B'l'; 
DO WHILE( found_successor ) ; 


/* Assume end point will be found */ 


found_successor = B'0!; 


line_follow: 


DO dir = prev_direction TO 
prev—direction + number_of_directions ; 
cur_dir = MOD( dir-1, 8 ); 
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/* Check direction cur_dir for a 1 bit + 


CASE(0): IF(data[i, j+1]) 
an . found successor = 
CASE(1): ss IF(data[itl, j+1]) 
. . found successor 
CASE(2): | IF(data[itl, j]) 
found successor 
CASE(3): IF(data[ itl, j-1]) 
| | found successor 
CASE(4): IF(data[i, j-1]) 
found successor 
CASE(5): IF(data[i-1, j-1]) 
oe found successor 
CASE(6): -IF(data[i-1, j]) 
found successor 
CASE(7): IF(data[i-1, j+1] ) 
: - found successor 
ENDCASE ; 


DO CASE cur dir ; 


IF (fcundusucees sor ) 
EXIT line_follow; 


ENDDO line_follow ; 


IF found-successor THEN 


= Bil! : 


= Bil! : 


he Bil'; 


_ Bl! : 


= Bi! : 


- Bri! ; 


= Bilt : 


/* Enter direction discovered. */ 


number_of_points = number_of-points_ + 1; 
vector_list | index, number_of-points J} = 


cure dir ; 


/* Start search fox next point based 
on direction of current point. 


* / 


PEevaeee ote = ee direction Peer 


/* Number of possible directions is 
a function of current point direction. 


ste 


- 


number Se aivechous 


table_of_tries [cur_dirtl i 


ENDIF ; 
ENDDO ; 
/* An end point was found; store total 

number of points for current line. 


*/ 


vector_number_points [index ] = number _of_points; 


ENDDO ; 


ENDPROC follow_lines ; 
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ANALYSIS OF. THE AWACS PASSIVE TRACKING 
ALGORITHMS ON THE RADCAP STARAN 


By Robert Katz 


Boeing Computer Services, Inc. 
Space and Military Applications Division 
P.O. Box 24346 
Seattle, Washington 98124 


Abstract -- This paper analyzes the com- 
puter performance of the Passive Tracking pro- 
grams which are operational on the RADCAP STA- 
RAN as well as an IBM 360/65. A brief review 
of the Passive Tracking functions is provided. 
Parallel program design considerations inclu- 
ding first, second and third order parallelism, 
floating point software and data movements are 
detailed. Methods for both sequential and par- 
allel computer performance measurements are dis- 
cussed. Performance results in terms of timing 
and accuracy are presented. The comparison shows 
a timing advantage for the parallel version when 
the number of targets tracked exceeds 20. Con- 
clusions regarding the reasons for this supe- 
rior performance are given. The parallel per- 
formance is extended to consider potential ti- 
ming advantages when tracking 1000 targets. Fi- 
nally, recommendations useful for other RADCAP 
software applications are offered. 


Introduction 


Continuing research into parallel process- 
ing is being conducted at Rome Air Development 
Center (RADC) with the objective of assessing 
the efficacy of parallel processors to military 
applications distinguished both by high data 
rate requirements and by being beyond the scope 
of sequential processors. In particular, unclass- 
ified versions of Passive Tracking Algorithms 
based on the E-3A (AWACS - Airborne Warning 
and Control System) have been implemented on 
the RADCAP, (See Feldman et al [1]), the Good- 
year Staran at RADC, as well as on a 360/65 
at Boeing Computer Services, (BCS) in Seattle, 
Washington. 

This paper presents an analysis of the 
computer performance in comparing the parallel 
(RADCAP) and sequential (360/65) program versions 
that were implemented. As part of this, timing 
methodology and results, as well as accuracies, 
are provided. It is an outgrowth of research (a) 
initially described by Prentice [5] and Prentice 
et al (6J. This paper also addresses the extent 
to which software design goals and concepts 
identified in Prentice [sl contributed to the 
superior parallel computer performance achieved. 
Conclusions, extrapolations and recommendations 
based on this parallel processing application 
study are offered. 


(a) This research was performed by BCS for RADC 
under Air Force contracts F30602-74-C-0025 
and F30602~-/5-C-0112. 
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Background 
Passive Tracking is used to locate and 


track jamming targets from measurements of the 
radiation source azimuth. The Passive Tracking 
Algorithms maintain and update at each scan, 

a track history of targets. Three types of tar- 
get tracking are treated by the program: sel f- 
passive (Mode 1), cooperative passive (Mode 

0), and active (Mode 2). Each tracking mode 
differs in the number of AWACS aircraft receiv- 
ing radar reports or scans as well as the infor- 
mation content of the radar scan. 

In Self-Passive Tracking, a single AWACS 
aircraft flying in a closed loop receives radar 
returns containing target azimuth information 
only. In Cooperative Passive Tracking, this 
information is supplied by each of two AWACS 
aircraft. In this way the second aircraft's 
radar measurements are cross-told to those 
of the first aircraft. Finally, in Active Track- 
ing, a single AWACS is used to capture the tar- 
get azimuth and range information. Range infor- 
mation is available whenever a target, which 
operates its jamming equipment intermittently, 
stops jamming. 

Input to the program for one radar scan 
involves radar azimuth and strobe width data 
(or range data) for each observed target along 
with the AWACS position(s). Output from the 
program consists of the calculated position, 
velocity, and quality for each target track. 
Figure 1 shows the flow chart for. the Passive 
Tracking Program. In the sequential FORTRAN 
program, each underlined function performed 
by passive tracking requires an interior loop 
to process each track. In the parallel program, | 
the array memory allows all track related vari- 
ables to be processed. simultaneously. 

For each radar scan, six functions are 
for the tracking activity: 
o Track prediction 


used 


© Window computation 
o Association 

o Correlation 

Oo Smoothing 

o Deghosting 


Track prediction involves determining the 
location and velocity of each target for the 
current scan based on that for the previous 
scane A Kalman filter, used in track smoothing, 
is similarly predicted. The window computation 
determines the width of the window to be used 
in correlation based on the track prediction 
information. The association function produces 
a one-to-one correspondence between the set 
of computed, predicted target azimuths and 
the input target azimuth set such that the com- 


SoneAt differences are minimized. 

_ Correlation tests if each input azimuth 
with its strobe width falls wholly or partially 
within the computed window of the associated 
track. The smoothing function modifies and up- 
dates the track location and velocity informa- 
tion based on the predicted Kalman filter, the 
predicted track information, and the correlated 
target azimuths. When. resmoothing during active 
tracking, correlated farget ranges are used. | 

When resmoothing cooperatively, the updating 
additionally involves a.2-scan time delay in 
processing the secondary AWACS cross-told in- 

formation. After this cooperative resmoothing, 
deghosting is performed to distinguish between 
n true targets and the remaining (n2 - n) strobe 

intersections (ghosts) via a track quality. in- 

_ dex compiled from range, velocity and accelera- 
tion limits applied to the smoothed tracks. 

Equations ‘representing these functions are 

not shown here. They may be found in Prentice {5] 

or Lee [4 J. 

Design of the paratiel passive ‘tracking 
program orchestrates all. three RADCAP process-. . 
ors - the AP (Associative Processor), PIO (Par- 
allel Input/Output Processor), and PDP/11 (Se- 
quential Processor) - to execute 60 radar scans 
of information. All three processors can access 

- bulk core and the high speed data buffer (HSDB) 

~ sequential memories. Also, the AP and PIO can 
access the associative array memory. For the 
program, the AP is the controlling processor 
and performs data movement, and computational 
activities. It also initiates sequential input/ 
output requests and synchronization. with fhe 
PiO via interlocks. The PIO is responsible for. 
data movement and array (re)assignment when 
synchronized by the AP. The PDP/11 sequential 
processor is used to read and write data onto 
the disk from the high speed data buffer memory. 

Figure 2 details the parallel! version's 
program allocation and control interrelation- 
ships. Bulk core memory is used to store most 
program instructions and less frequently required 
variables. The page memory contains system sub- 
routines as well as time critical program library 
subroutines. Included in these are both STARAN 

System and BCS floating point routines. The 
PIO Interpretive Code, located in bulk core | 
memory, is processed by the code interpreter 
located in P!O memory. This interpreter enables 
a specific array reassignment or data transfer 
subroutine to move a set of data to, from, 
or within array memory. This processing is 
dependent on periodic AP synchronizations using 
the interlocks. The reader is referred to any 
of the last three references for additional 
background, 


‘Desi gn Considerations 


There are three design aspects of the par= 
altel version which substantially enhance its 
computer per formance: 

o Parallelism 

o Floating Point Arithmet i 

o Data Movement 
Although ail three are concerned with oroaram 
timing reductions, the floating point arittmne- 
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tic used-in the paratlel version also enables 
numerical comparison and validation with. the 
sequential program to pe performed. — 


Parallelism 


According to Prentice [5], the STARAN pro- . 
gram was designed to exploit three types of: 


- parallelism: first, second, and third order 


parallelism. First order parallelism is concerned» 
with the simultaneous operation on set compo- 
nents such as in Vector or Matrix addition. 
Second order parallelism deals with the move- 
ment, replication and alignment needed to per-. 
form simultaneous operations on each of the 
components of two or more diverse sets. For: 
example, finding the product of a row and column 
matrix to form a square matrix requires all pos- 
sible pairs of elements to be replicated, moved, 
and aligned prior to the matrix multiplication | 
operation. Third order parallelism is the simul-. 
taneous operation of two or more computer pro- 
cessors such as the AP, PIO and PDP/11i. It can 


be appreciated: that-- suitable. use of third order 


parallelism for manipulating data in advance 


allows second order parallelism to occur with 


the efficiency of first order parallelism. 

To effect this situation, the AP and PIO 
synchronize during the passive tracking process- 
ing by means of interlock settings and sensings. 
The interlocks are flipflops and take on the 
functions shown in Table 1. The PIO shuttles, 
replicates, and aligns data among bulk core, 
the high speed data buffer and array memory 
for storage or for future use by the AP, Figure 
3 shows the synchronization protocol for each 
processor. Note that the routines are function- 
ally identical except for a PIO ready test by 
the AP. This is required to avoid a hangup when 
the previous AP operation is also a synchroniza- 
tion. After each return, the next respective - 
AP and PIO operations are begun. 


Floating Point Arithmetic 


In order to numerically compare with the 
FORTRAN version which uses floating point arith-_ 
metic, the parallel version was written using’ 
Goodyear's (software implemented, two's compie- 


ment) floating point package [2]. Note that 


the speed of a single precision floating point 
field to field multiply on the STARAN is 832 
Li sec. This compares with 14 wy sec for that 
on the 360/65. In view of this, it became a 
design goal to minimize the number of floating 
point operations performed by the: parallel 
program. In addition, a set of four additional 
single precision floating point routines were 
designed for parallelism, written in microcode, 
and tailored for maximum speed and minimum stor- 
age in the passive tracking program. These float- 
ing point routines are Cosine (Sine), Two Argu- 
ment Arctangent, field negation or compl emen- 
tation flabsolute value) and field to field 
comparisone Figure 4 shows the graphs of Cosine 
(1) and Arctangent (11/12). and their range 
of fteld input values. | 

' The design philosophy of the tri gonomet- 
ric routines explolts the piecewise symmetry 


of their graphs. In each case, within the allow- 
able range, the input field(s) is successively 
transformed and scaled to the basic approxima- 
tion range. The polynomial approximation of 

the function (precise to seven significant deci- 
mal digits) is then computed for this scaled 
field. Finally, the output function is unraveled 
to correspond to its full range values. Each 
polynomial approximation is only performed 

once, since it is more time consuming (based 

on 5 multiplies and 3-4 adds) than the set 

of pre- and post-transformations. Table 2 des- 
cribes the accuracies and timing and number 
of instructions required for these floating 
point routines. See Lee [4] for additional 
tails regarding these routines. 


de- 


Data Movement 


Although the PIO provides for between-array . 


data movement via a data driven subroutine, 
there are occasions when it is more efficient 
for the AP to provide this while maintaining 
the current array assignment. In particular, 
this occurs when the AP has no computations 
to perform; it can only wait while the PIO: 

o Completes synchronization 

o Reassigns arrays to PIO control 

oO Transfers the data between arrays 

Oo Its resynchronized by the AP 

o Reassigns arrays back to AP control 
, ‘The AP data movement routine was designed 
to operate via the Common Register and be com- 
parable in speed. The comparison between. the 
AP and PIO inter-array data movement routines 
(named ATADM and ATOA respectively) is pictured 
in Figure 5. Note that the AP routine transfers 
32 bit words while the PIO routine transfers | 
(up to) 256 bit slices. Table 3 provides mea- 
‘sured and computed times for the AP and PIO 
inter-array data movements. 

.Measured times for the AP routine (ATADM) | 
are taken for each tracking mode during the | 
first two scans. The average time per call is 
based not only on the number of calls but the 
number of 32 bit words transferred per call. 

In the parallel program, this can range from 
32.up to 256 words fransferred per call. Compu- 
ted times are shown to compare the AP routine 
with the PfO routine relative to the number 

of 32 bit words to transfer. In the PIO routine, 


-- vertical shifts are handled within a loop, there- 


by requiring additional time. In the table, 
the maximum shift, using a total of eight 32 
word blocks (256 words), is based on the first 
source word to transfer being located at the 
top of the first word block, and the last des- 
tination word transferred being located at 

the boftom of the last ‘word block. | 


ra Test Requirements 


Both versions of passive tracking are to 
use the. identical, simulated radar report input 
data. These data (on disk) contain random errors 
in azimuth values. These input data are compat- 
ible with both the IBM 360/65 and Honeywel | | 
6180. (Once the data are on the HIS 6180 Multics 
System, they can be automatically converted 
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and transmitted to the RADCAP disk). In order 
to validate the accuracy of the sequential and 
parallel versions, true target positions are 
provided for comparison. In analyzing the track 
history, the values at the end of the last (60th) 
scan for each version are compared to each other 
and with the true value. The criteria for valida- 
tion is that the parallel. computed values should 
differ from the sequential computed values by 
no more than 10% of the true values. 

In both versions, the code was optimized 
to minimize the measured execution time. Fur- 
thermore, timing measurements exclusive of ini- 
tialization and input/output activities were 
taken using hardware performance monitors. These 
measurement results are a function of the num- 
ber of tracks, the number of radar scans, and 
the mode of tracking. Nine test cases, al! based 
on 60 scans, were devised to explore these param- 
eters. The first five test cases are concerned 
with the sel f-passive mode with the number of 
tracks varying from 64 to 16 in steps of 12. 
A single AWACS flying in a circle is assumed. 
The next three test cases explore the coopera- 
tive mode with the number of tracks varying 
from 32 to 16. in steps of 8. Two AWACS flying 
at opposite ends of a racetrack are assumed, 
The last case provides information on active 


mode of tracking using 64 tracked targets and 


a single AWACS. Figures 6 and 7 show the initial 
positions of the target set and the AWACS air- 
craft(s) for the nine test cases. 


‘Test Methods 


In the sequential version, the test cases 


were run three times to demonstrate repeatabili- 
ty. Three relocatable component load modules 
were provided for timing analysis. They were: 
execution control, the function of correlation 
and all other passive tracking functions. Each 
module was timed separately. The first run pro- 
vided program analysis data. Run 2 provided 
repeatability, while run 3 with its load modules 
reversed, demonstrated proper hookup of the 

test instrumentation. CPU usage was measured 
using a Test Data System Utilization Monitor 
(SUM) and its associated 20 bit comparator [4]. 
The measurement errors of this equipment arise 
from the 1.0 microsecond resolution of the timing 
counters compared with the 360/65's 0.2 micro- 
second CPU cycle time and the non-interleaved 
memory cycle time of 0.75 microseconds. This 


influences the separately timed segments so 


as to always exceed the measured CPU problem 
state time. 

In the parallel version, strict repeata- 
bility could not be provided. This was due to 
the independence of the PIO and PDP/11 process- 
ors combined with the dependence of the PIO 
on: the AP and the PDP/11 on the AP. In particu- 
lar, because of the variability of the PDP/11 
disk seek times during untimed reading and wri- 


ting, the subsequent “AP waiting periods for 


the PIO to be ready" which are timed, vary cor- 
respondingly. Figure 8 shows the situation, 
~The PIO has begun a synchronization pro- 
cess (including some data movement) which re- 
quires a fixed amount of time to complete. The 


PDP/11 has begun an !/0 process involving the 
disk that is completed in a variable amount . 

of time. The AP waits if necessary for |/0 com- 
pletion. This wait time is not measured, but 


affects when the AP can issue the next synchron-_ 


ization to the PIO. If the synchronization . 

is issued early, there is an increased and mea- 
sured wait time for the PIO to be ready. If 

the synchronization is issued late, however, 

a decreased (perhaps zero) wait time is experi- 
enced. In this latter case, the PIO has received 
free processing time relative to the AP timing 
measurements, thus reducing the overal! program 
timinge (To insure that no hardware mal function 
was occurring and to support the concurrent 
processing contention, test case 6 (mode 0) 

was run twice for 60 scans with the PIO proces- 
sor turned completely off. The results (per 
event) differed by only 0.132 microsecond, wel! 
within the known error tolerance of the perform- 
ance monitor). 

Thus, to provide indicative values, timing 
for each of the test cases was performed at 
least four times both through scan 2 and through 
scan 60. Subroutine timing for each tracking 
mode was also provided to assess the relative 
portions of time spent on each passive tracking 
function. Finally, total AP waiting periods 
for the PIO, for each mode, were separately | 
timed to capture program delay time. All timing 
measurements were performed using the STARAN 
Performance Monitor. (PFM) [3]. It consists 
of two 32 bit registers: an events counter, 
and a timer. The events counter measures the 
number of times that the timer is enabled, while 
the timer measures the execution times of one 
or more instructions. Up to 0.2 microsecond 
of error can arise due to timer resolution and 
enabling the timer. 


Performance Results 


In the sequential version, the correlation 
load module is a non-linear function of the 
average number of targets used in searching 
and number of tracks, whereas the other two 
load modules are linear functions of the number 
of tracks.. Overall! measured CPU problem state 
time and summed module component time by test 
case are given in Table 4. In all cases, the 
summed t-ime exceeds the measured time. 

For the parallel version, validation was 
performed by comparing computed sequential and 
true target positions. In an overwhelming num- 
ber of instances, the maximum component differ- 
ence in position per test case did not exceed 
3/4 of a mile, representing less than 1% devia- 
tion. Active tracking, which utilizes additional 
range information, provided a maximum variation 
of 0.0033 of a mile. Table 5 lists the few vari- 
ational anomalies that did occur. 
track numbers indicate significantly better posi- 
tions for the parallel version. Each of the pairs 
in the last 3 columns represents positive compo- 
nent distances in miles. 

Test case results show mode 1 (cases 1-5) 
to require an average of 3.9 seconds to-execute 
60 scans of data. Mode O (Cases 6-8) requires 
nearly twice as much time whereas mode 2 only 
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requires half again as much time. Test case 
timing is shown in Table 6. The average and 
extremal times through 3 scans and through 
60 scans are provided. Also averages are compu- 
ted representing the constant value for each 
mode. The calculated time derived by running 
component subroutines for each mode is addition- 
ally shown and is consistent with the average 
time for each mode. 

The average AP waiting time for PIO is 
given in Table 7. Percentages are relative 
to average mode times of Table 6, Because of 
the relative constancy (40%) of this waiting 
time in-all three modes, most of the waiting 
time appears to occur while the smoothing sub- 
routine is processing. In fact, the successive 
synchroni zations in this routine do support 
this contention. Too, the smoothing subroutine 


itself is the single most time consuming routine, 


accounting for 35% of the total mode 1 time. 
For mode O and mode 2, where this subroutine 
is called twice (for resmoothing) per scan, 
the percentages are even higher - 48% and 5O% 
respectively. 

The basic computer performance result com- 
paring both versions is that the parallel ver- 
sion is superior to the sequential version: 

o For modes 1 and 2, at the 64 track maxi- 

mum, it is more than 3 times faster 

o For mode O, at the 32 track maximum, 

it is about 14 times faster 
The overall timing comparison for the nine ca- 
ses in both versions is provided in Figure 9. 
The crossover point is defined as the number 
of tracks handled by the sequential and paral- 
lel versions in the same time period. For the 
passive modes, the crossover occurs at approx-~ 
imately 20 tracks. Furthermore, in the active 
case, the parallel version is 3 times faster 
than the corresponding sequential version using 
64 tracks. 


Conclusions 


Based on the reported comparison between. 
parallel and sequential versions of Passive 
Tracking, the parallel version is at least 
as accurate as the sequential version. For 64 
tracks in the self passive and active modes, 
the parallel version is more than three times 
faster; for 32 tracks in the cooperative mode, 
the parallel version is more than one and a 
half times as fast. The low 19 and 21 track 
crossover points in the passive modes are attri- 
butable to: 1) efficient, joint use of second’ 
and third order parallelism which adds to the 
inherent first order parallelism of the algor-- 


ithms; (2) minimized number of ie pont 
operations. 
Finally, in analyzing the parallel program 


for timing bottlenecks, it appears that fhe 
floating point arithmetic routines account 
for 90-95% of the active AP processing time. 
lt is conjectured that this may hold true for 


any STARAN application which uses the software _ 


een point pachedes 


Extrapolations 


A further conclusion can be entertained 
about the trend of the results as the number 
of tracks goes beyond 64. Namely, the parallel 
program execution time in all modes increases 
more slowly in comparison to the increase in 
the number of tracks. From these parallel per- 
formance data, it is useful to consider what 
occurs for the passive tracking type of appli- 
cation when, for example, 1024 tracks are need- 
ed. What time savings are possible and what 
storage problems and program bottlenecks are 
there? 

The parallel passive tracking program is 
designed for the 64 track case as a maximum. 
Thus, a step function lof size 64) describes 
the execution time (vs. the number of tracks) 
as the number of tracks increases to 1024. Fur- 
thermore, the step size depends on the degree 
to which the present design is frozen and mem- 
ory (array memory especially) can be enlarged. 
This discussion presumes that a larger PDP/11 
can be configured with 32K or 64K of sequential 
memory to provide for the increase in track 
dependent storage. The timing contributions 
of association and smoothing functions of the 
tracking are particularly sensitive since they 
currently utilize all existing array space. 

Let vectors To, Ty, Tp, and Tz be defined 
as follows: 

Ty = the total execution time 

(seconds) per mode using 
64 tracks (from Table 6 
average mode times) = 


time per mode = 


T, = the AP waiting for PIO 
time per mode (from Table 7) = 


= the association function ( 


the smoothing function 
time per mode 
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In the first case, let the design be fro- 
zen and the array memory modules increased from 
4 to 64. It is assumed that, as the number of 
tracks doubles, the AP inter-array data move- 
ment time portion of the association represents 
a little less than half (0.45) of Ty. Similarly, 
it is assumed that all program wait time for 
PIO data movement is concentrated in the smooth- 
ing routine (an overestimate). Thus, by success- 
ively doubling the number of arrays from 4 to 
64, a factor of 4 is introduced. Symbolically, 
we get 

Tyg = To + 4*(0.45*T4 + To). Thus 


( ‘22 ) 
yee eal 
+ 10.6 


which is an estimate of total execution time 
for the tracking of 1024 targets with a frozen 
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design and 64 array memory modules. This repre- 
sents a doubling of time relative to 64 tracks, 

In the second case, let the array memory 
size be frozen (to 4 arrays) and let the design 
be modified so that computation times for asso- 
ciation and smoothing are doubled (e.g. via 
multiple passes) each time the number of tracks 
is doubled. Let the entire data movement increase 
for both routines be represented by the increment 
(Tz - To), an over estimate. Then, by success- 
ively doubling the number of tracks from 64 
to 1024, a fourfold power of two is introduced. 
Symbolically, this is 

Tes Ta + 2 (T4 + Tz). Thus 


(ss:4 
T = 89,4 
> \71.4 


which is an estimate of total execution time 

for 1024 targets with 4 array memory modules 

and a modified design. This represents a 12- 

fold increase in time over that for 64 tracks. 
Thus, it appears that increasing the number 

of tracks 16 times to 1024, increases program 

execution time by a factor of at most 12. This 

can be a significant time saving particularly 

when storage and design modifications are joint- 

ly undertaken, 


Recommendations 


lt is recommended that for real time appli- 
cations or applications in which minimized pro- 
cessing time is the objective, consideration 
should be given to the exploration of second 
and third order parallelism and the synchron- 
ization relationship between the two process- 
Orse TO ease future program implementations 
on STARANs similar to and including the RADCAP, 
several software implementation recommendations 
are offered: 

1. An extremely useful adjunct, while run- 
ning the passive tracking program was the devel- 
opment by RADC of post-processing floating 
point conversion routines on Multics. Two rou- 
tines were used, one to convert unformatted 
binary to decimal values and the other to convert 
formatted (hexadecimal) ASCII to decimal values. 
The main feature of these routines was the speed 
at which many thousands of numbers could be 
converted, Since no conversion software exists 
on STARAN currently, it is recommended that 
these routines be made available within Goodyear 
system software as an addition to the post 
processing capabilities of SDM. 

2. Portions of the program were written 
in pure microcode while other portions were 
heavily APPLE assembler language oriented. 
Certainly the microcode, once checked out, 
is cleaner, faster, more compact code. However, 
if minimizing program checkout time is the 
main objective, then assembler language should 
be utilized throughout. On the other hand, 
if minimizing. program storage and timing is 
the objective, microcoding of key subroutines 
and processes should be exploited from the 
onset. It is recommended that consideration 
be given to the proper mix of language types 


used in application programs. 

3. A rather disciplined approach fo the 
coding and checkout of the passive tracking 
program was undertaken. At the microcode level, 
symbolic register status maps were heavily used. 
These maps provided an updatable code line cor- 
respondence with the symbolic variables and 
equations of the design. Computational subpro- — 
cesses were thereby highlighted. When such code 
was tested, one merely traced any discrepancy 
between the computed value and the symbolic 
value. Even before the code was checked out, 
manual run throughs detected design, code and 
consistency errors and allowed for full correc- 
tions. For the passive tracking subroutine in- 
tegration, array field and register status maps 
were used in a similar manner. It is recommended 
that these maps be used in future applications | 
on STARAN to contain the many opportunities 
for error and reduce checkout time. 
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TABLE 1 FUNCTION OF INTERLOCKS 


Function | 
AP operation flag AP1 
Reset 0 - AP running 


Set 1 - AP idling 


AP array assignment flag AP2 


Reset C - assignment of arrays complete 
Set 1 - assignment of arrays incomplete 


PIO operation flag P101 
Reset 0 - PIO running 
Set 1 - PIO idling 


PIO array assignment flag P102_ 
Reset 0 - Array Assignment complete; 
PIO operation in progress 
Set 1 - Array Assignment cannot proceed 
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TABLE 2 QUANTITATIVE STATISTICS FOR FLOATING POINT SUBROUTINES 


FUNCTION ACCURACY : TIMING STORAGE 

Cosine Actual error Bulk Core: 25819 
<2” 0.0074768 sec. 

Arctangent Actual error © Page Memory: 73246 
<2 0.0027419 sec. 

Absolute Value exact Page Memory: 624, 

(Complement ) 96.6 uw sec* 

Field to Field exact Page Memory: 5749 

Comparison 50.7 uw sec 


(Less Than, 
Greater Than) 


* Add 30 uw sec. if the output field is mutually exclusive of the 
input field. 


1 PIO operation completed , 


ies! eked Zea Spit Sine aad Spha aaa < i ec. ial 


f 
¥. 


Signal PIO idle 


Wait for AP 


AP ready 


Assign array M)My... 


nee ign array Nino... 


AP idle 
acknowledged 


FIGURE 3a FLOW DIAGRAM OF 
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FIGURE 36 FLOW DIAGRAM OF 
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TABLE 3. AP AND PIO INTER-ARRAY DATA MOVEMENT TIMING 


TABLE 4: SEQUENTIAL TEST CASE PERFORMANCE TIMES 


AP DATA MOVEMENT ROUTINE: MEASURED TIME 


———— , mp | | AVERAGE NO. OF 
Measured CPU Summed | = 7 TOTAL TIME (sec) AVERAGE TIME (y sec) 32 BIT WORDS 


Problem Component _ ATADM NO.OF CALLS. OVER 2 SCANS PER CALL _ TRANSFERRED _ 
No. of State Time Time - : : | = | - | 
; ere fegeonds] tscoonds) Mode Lo 59 ——-9.0209263 | 354.683 58.7 
fk | oe Biases | Mode 0 : 114 . -0.0522385 458.232 - : 76.0 
i 14.74269 | | 14.74530 Mode 2 | 93 | 0,0414003 445.165 | 74.0 
2 11.58335 —-11,58556 | | | | | | | 
3 8.62145 | 8.62368 7 ., AP AND PIO DATA MOVEMENT ROUTINES: COMPUTED TINE 
: 5.85859 5.86001 NO. OF 32 BIT WORDS | a 
| 5 3.31928 3.32033 gee 22 eee AP: ATADM (w sec) P10: ATOA (u sec) 
| 6 1.62554 11.62744 3 7 ——uysurereot®) — siipreD 
| 7 8.53559 8.53722 | 32 194.04 i, 271.85 1209.05 
8 — §.62010 5.62152 64 386.68 276.25 940.25 
| 18.45357, «| =: 1845616 ee 771.96 | 288.85 671.45 
is a — — 256 1542.52 301.25 301.25 


{a] Tridicates identical location (no vertical shift) in source and destination arrays. | 
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TABLE 3° PARALLEL 


aero 


“MAXIMUM 


/SERIAL VALIDATION AFTER 60 SCANS 


PRREGULARITIES (X,Y) (IN MILES) 


DIFFERENCE OF 
PARALLEL TO 


OLEFERENCE OF 
SERTAL TO 


- 
‘ 


NCE OF. 
POSITION 


rarer erate ener ES . 


(6.6, 10.35) 


PARALLEL TO 


DIFFER 


TRU 


KUYSER 
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TRACK 


TION 


fARIA 
mi 


[LES) 
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‘ 
ikke 


COMPONENT 


y 
(i 


TOTAL NO. 


TRUE POSITION 


cst enenimenmntinatiin eases seeped 


(3.13, 4.78) 


SERIAL POSITION 


(3.47, $.61) 
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Mode 0 (Cooperative passive tracking) and Mode 2 (Active tracking) 
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FIGURE 9 PARALLEL AND SERIAL TIMING COMPARISON 


TABLE 6 OVERALL TIMING - PARALLEL VERSION 


TIMING (Seconds) 


THROUGH 2 SCAN 


TIMING (Seconds } 
THROUGH 6O SCANS 


SUBRGUTINE 


~ NO. OF AVERAGE LOWEST IGHEST SUBROUTINE NO. OF AVERAGE LOWEST HICHEST 
CASE RUNS TIME TIME TIME SUM TIME RUNS TIME TIME = TINE | ‘SUM -TIME 
1 Z @.0687 0.0566 0.0960 0.0629 6 3.7642 3.4786 4.1838 3.8422 
2 8 0.0697 0.0569 0.0828 3 4.0062 3.5001 4.2418 
3 2. 0.0662 0.0628 0.0695 2 4.0323 3.7590 4.3057 
4 2 0.0729 0.0698 0.0761 2 3.7594 3.5265 3.9922 
5 2 0.0730 0.0631 0.0830 2 3.7702 3.6788 — 3.8615 
(MODE 1)(21) 0.0697 (25) 3.916 
6 -:) 0.1259 0.0937. 0.1589 0.1593 5 7.1616 6.5271 7.8350 7.4971 
7 4 0.1251 0.1217 0.1286 4 7.0976 6.4113 7.8111 
8 2 0.1349 0.1283 0.1416 2 7.2532 6.5531 7.9534 
(MODE 0)(12) 0.1271 (11) 7.1550 
(MODE 2) | | 
12 7 0.1075 0.0729 0.1533 0.1319 5 5.5120 5.0834 6.1637. —5,4108 
TABLE 7: AP WAITING TIME FOR PIO BY MODE 
Waiting Time Total a : 
For 60 Scans Execution Time 
Mode (seconds } (seconds } Percentage 
. Self passive 1.47424 3.9116 37.7 
Cooperative 2.70486 7.1550 37.8 
Active — 2.30377 §.5120 41.8 
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Automatic Track Initiation Using the RADCAP STARAN 


Edward C,. Stanke, II, Capt, USAF 
Rome Air Development Center 
Griffiss AFB NY 13441 


Summary 


Automatic track initiation, as used in this 
paper, refers to the computer controlled initi- 
ation of new tracks within an aircraft active 
tracking environment. Aircraft active tracking 
consists of those steps necessary to keep track 
of the path of an airplane and predict the flicht 
path for the next scan. This process is com- 
prised of three basic steps. First, the reports 
which are received from the radar must be cor- 
related with the appropriate tracks. Second, 
the stored present position of the track must 
be updated based on the report and the previous 
position, Third, a projected position of the 
track for the next scan must be predicted to pre- 
pare for the next correlation step. I will refer 


to these steps as association/correlation, smooth- 


ing, and prediction respectively. Notice that 
all three of these steps assume that the track 
has been previously established. That is, at 
some point in time, something performed those 
steps necessary to get the tracking procedure 
Started on each track. In the type of active 
tracking previously implemented on the RADCAP 
STARAN (ITAS program [1], this initialization 
was done prior to the execution of the actual 
tracking program and no new tracks were added 
nor were any tracks deleted during the life of 
the tracking program. In an operational active 
tracking environment, the tagging of reports 

to be initialized as new tracks by some track 
initiation program is done by a human operator, 
Based on the demonstrated potential of the paral- 
lel tracking algorithm previously implemented on 
the STARAN, with the potential of tracking hun- 
dreds of tracks, the number of operators neces- 
sary for the initiation process becomes 
astronomical, This leads logically to the 
concept of automatic track initiation. 


Automatic Track Initiation (ATI) consists of 
those steps necesSary to recognize that a report 
is potentially an actual track when it does not 
correlate with any active track, and to perform 
the initialization process on that report to 
determine if it is in fact a valid track, This 
means that any report which does not correlate 
with an established track must be considered a 
potential track and must be saved at least until 
the next scan to test for correlation with 
received reports in that scan. In addition, ATI 
implies the deletion from the active track list 
of all those tracks which do not have reports 
correlated with them for some given period of 
time. The mechanism whereby this is done is a 
figure of merit which is assigned to each track, 
This figure, which I will call firmness, reflects 
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a confidence level in the accuracy of the track. 
In the ATI implementation which I will describe, 
the range of the firmness is zero to seven. A 
firmness of zero is used aS a space holder, 

That is, if a piven track has a firmness of zero, 
that track is not active and the space it occu- 
pies is available for any potential track. The 
firmness values of one and two are used in the 
identification and initialization of new tracks. 
A firmness of three or preater means that the 
track is active. This eight-state system is 
Similar to the ten-state firmness system 
described by Eddey and Meilander [2]. 


The implementation of the ATI concept using 
the previously implemented ITAS program requires 
the breaking up of the program into identifiable 
modules (basically the three steps identified 
above) and adding additional mddules to take care 
of the track initiation function, The scheme to 
be used is fairly simple. All returned reports 
are to be checked for aSsociation with the 
established tracks, Then, all reports will be 
checked for association with all potential tracks 
which were started last scan. Both of these 
steps are sequential on the tracks and parallel 
on the reports. Next, all reports which were not 
associated with either a potential or established 
track are identified as potential tracks for the 
next scan. All potential tracks which did not 
have a report associate with them are dropped. 
Following this, all potential tracks which have a 
report associated with them are initialized in 
parallel and upgraded to established tracks for 
the next scan. Previously established tracks are 
then tested for correlation and smoothed via a 
Kalman filter. Finally, all tracks, established 
and potential, go through the prediction routine 
in preparation for the next scan. Note that this 
sequence is the same as the parallel ITAS flow 
with the ATI loop added. Therefore, the effect 
on execution time of the ATI step can be fairly 
well characterized in terms of the scenario 
characteristics, 


Using the results from the ITAS implementa- 
tion [3], the parallel execution time per scan 
with ATI can be given by: 


Time per Scan = 64,4 + 0.4N + F/100 + ATI msec 


Where: N = number of established tracks 
E = number of false alarms 
ATI = time due to automatic track 


initiation 


It is easy to perceive that the ATI term in the 
above equation consists of two terms. One of 


these is a constant which represents the time 
required for updating of the potential tracks 
which do have a report associated with then, 
plus the time required for initialization of all 
unassociated reports as potential tracks. Since 
this updating and initialization are trivial 
compared to the correlation and smoothing which 
account for the constant 64.4 in the above equa- 
tion, this term is probably negligible. The 
second term making up ATI is the one accounting 
for the potential track association loop. Since 
this loop is very similar to the loop for 
established tracks, the ATI term will in all 
probability look something like: 


ATI = 0.4NP 


where NP is the number of reports 

which didn't associate on the last 
scan. This is, of course, highly 
dependent on the false alarm rate 

in the given environment, 


From the above figures, it is apparent that for a 


1000-target environment, with an equal number of 


false alarms per scan, the execution time for the 


tracking program with ATI is somewhat less than 


twice that for tracking alone. Based on projected 


figures for the ITAS program, the execution time 
per scan for tracking in this environment was 
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0.5 seconds, Thus, we could do the tracking 
with automatic track initiation in less than one 
second which is ten percent of the time avail- 
able per scan. It then seems reasonable to 
attempt automatic track initiation on the STARAN 
to relieve the potentially large manual interven- 
tion necessary for the track initiation process 
in an operational environment. 
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CONCEPT FOR A COMPUTER ARCHITECTURE RESEARCH FACILITY 


Alan R. Klayton, Capt, USAF 
Rome Air Development Center 
Griffiss AFB, Rome NY 13441 


Summary 


Problems such as the high cost of software, 
system availability and reliability, and the 
requirement for increased processing power con- 
tinued to be of major concern. In some of these 
areas only software based solutions have received 
much attention; e.¢., structured programming. 
Now, however, rapid progress in LSI technology, 
the availability of microprocessors, and the ap- 
plication of microprogramming techniques offer. 
new opportunities for seeking hardware solutions 
to key data processing problems, Computer hard- 
ware concepts previously discarded mainly for 
economic reasons are now feasible. In fact, 
architectures of the future will most certainly 
be built from collections of microprocessors in- 
tegrated in a manner suitable for the intended 
application. The increasing interest in concur- 
rent processing systems is already evident with 
economics a positive driving force as micropro- 
cessors and memory prices continue to fall. 


Unfortunately, rapid advances in LSI hard- 
ware technology have surfaced new problems. We 
lack techniques for efficiently designing and 
developing new architectures utilizing the new 
LSI building blocks, Methods for devising and 
optimizing multi-microprocessor architectures 
need to be developed. More specifically, there 
is a strong requirement for a computer architec- 
ture research facility where nonstandard archi- 
tectures can be designed, evaluated and tuned to 
an intended application. To be practical, the 
facility must support the efficient emulation, 
application programming, and performance monitor- 
ing of a wide range of computer architectures. 


In response to these needs, the Rome Air 
Development Center is assembling an experimental 
computer architecture research facility which will 
be a testbed for: 1) the identification and 
development of necessary facility hardware and 
software support tools and 2) exploring the appli- 
cation of multi-microprocessor architectures and 
system tuning techniques to the problem areas men- 
tioned above, 


Although the design of the facility is the 
subject of a number of studies, Figure 1 depicts 
the major hardware components available for the 
testbed and outlines a candidate interconnection 
scheme, | 


The QM-1 is an extremely flexible sequential 
computer featuring two levels of microprogram-~ 
mability with both levels fully accessible to the 


189 


user, The QM-1 itself offers a strong emulation 
capability for conventional architectures and is 
the main link to the other system components. 


The STARAN Associative Processor is a repre- 
sentative of single instruction multiple data 
stream processing systems. This nonconventional 
architecture has been shown to provide preat pro- 
cessing power for applications possessing a high 
degree of parallelism, The multiple dimensional 
access memory in STARAN is a unique memory organi- 
zation capable of 256 different read/write modes. 
This flexibility allows optimized high bandwidth 
interfaces to exist between the array memory and 
the other component parts of the facility, such 
as a 256-bit slice or word slice to and from mass 
memory, 64 simultaneous four-bit words to and 
from the microprocessor array, eight simultaneous 
32-bit words to and from the control system, etc. 


Each of the microprocessors in the micro- 
processor array is an arithmetic and logic unit 
on a Single chip. In today's technology, they 
are 2, 4, 8, 12, and 16 bits wide. Under program 
control, the microprocessor chips will be made to 
act as independent processing units or grouped 
together into functional units. Depending on the 
application, they may function as stages of a 
pipeline machine, peripheral controllers, more 
powerful processing elements, or elements in a 
distributed multiprocessor system. Since each 
of the microprocessor units can execute from its 
own program memory, they can perform autonomous ly 
or be made to operate on a cycle-by-cycle basis 
on instructions and data issued under control of 
the control computer, 


The data manipulator routes data and instruc 
tions between the various elements of the system 
and perhaps most importantly, between micropro- 
cessors, It can be thought of as a software con- 
trolled switch which in effect creates a pener- 
alized high bandwidth interconnection between 
elements of the testbed. 


The mass memory is a backup store for the 
STARAN multiple dimensional array and the micro- 
processors. It will hold data and instructions 
and be able to supply them quickly over the high 
bandwidth (1024 bits wide) channel connecting 
the STARAN arrays to the mass memory. 


The Performance Monitoring System (PMS) is 
an essential element of the facility. The PMS is 
required to conduct quantitative analysis of 
alternative computer architectures and to per- 
form hardware/software/firmware tradeoffs. 


The. PMS will employ both hardware and software 
measurement techniques. 


The STARAN associative processor is opera- 
tional at RADC. A mass memory prototype effort 
is currently in progress and the Data Manipulator 
is now under construction. The QM-1 is an off- 
the-shelf item. The microprocessor array and all 
system interfaces must be designed, The research 
facility will be interfaced to the MULTICS time- 
sharing system through the QM-1 in order to take 
advantage of the many services available on the 
MULTICS system, and to facilitate a multi-user 
mode of operation for the facility. 


The success of the computer architecture 
research facility concept hinges on the develop- 
ment of those software tools required for 
achieving system practicality. The major 
tools presently identified, called the USER 
(Universal Software Emulation Resources) Package, 
is depicted in Figure 2. 


The Emulation Desien Laneuage (EDL) is a 


‘MULTICS 


DATA 
MANI PULATOR 


Fig 1 SYSTEM ARCHITECTURE RESEARCH FACILITY 
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high order language (HOL) used for describing 
the target architecture which is to be emulated. 
The EDL must provide appropriate constructs for 
describing concurrent processing ees SHS « 


The EDL translator will be a cross compiler 
running under the MULTICS system. The translator 
will output microcode, representing the target 
machine emulation, as well as a set of tables, 
etc., required by the automated code senerator 
section of the application rengueke CHOL) 
compiler, | 


Full realization of the RADC Computer 
Architecture Research Facility as described 
above requires hardware and software state-of- — 
the-art advances. Initial RADC efforts will 
focus on the development of the USER Package 
depicted in Figure 2, but will be restricted 
to supporting the QM-1 emulation computer, 
experience is gained, and as the results of 
various studies become available, the facility 
hardware and software will be expanded towards 
the system of eee le 
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Abstract--This paper ‘describes an extended-capa- 
bility CAM Which operates on formatted data bases up 
to around 10° bits in size. The system, called ECAM, 
consists of a control unit and a serial associative store 
with logic blocks in the 100 gate complexity range 
provided at each word. The organization is relatively 
independent of storage technology; the current design 
assumes CCD memory organized in 4K bit words, 
shifted at a 1 microsec. rate. The control unit is 
microprogrammed to interpret a block-structured query 
language which operates on logical data structures, such 
as Codd's relations. The mapping of logical structures 
to operations on physical storage is performed by the 
hardware. A full repertoire of associative search and 
arithmetic operators is provided. In its target applica- 
tion, the ECAM will require less than 1 hour/day to 
perform a task that was estimated to require between 
40 and 700 hours/day on a large commercial mainframe. 


Introduction 


Until recently, the extremely high cost of imple- 
menting associative memories and processors has 
restricted implementations to very small sizes. The 
serial STARAN and OMEN processors have capacities 
up to the 10° bit range [1], while the biggest fully 
parallel device is only 16K bits in size[2], This paper 
describes a design, based on recent improvements in 
storage technologies, which allows implementation of 
memories up to the 10° bit range. The system, called 
an Extended Content-Addressed Memory (ECAM), is 
being developed by Honeywell, Inc. under the sponsor- 
ship of Rome Air Development Center, USAF, and is 
designed specifically for high-performance database 
applications. We first describe the motivation for such 
a machine, then the hardware and software approaches 
being used. 


Background 


The requirement for a device such as the ECAM 
stems from the inherent performance limitations in 
conventional database approaches. Conventional data- 
base systems are implemented on serial processors with 
limited amounts of fast memory. This has resulted in 
performance which deteriorates drastically as the data- 
base size increases. Also, conventional memories are 
location addressed, a fact which complicates the pro- 
cessing problem with issues not inherent in either the 


(®enis is a preprint of a paper to appear in the Proceed- 
ings of the 1976 International Conference on Parallel 
Processing, held August 24-27, 1976. 
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of the data itself. 


data or the system functional requirements. The major 
effect of location-addressing has been increased storage 
overhead for index tables. In large databases, manage- 
ment of these tables is a problem in its own right. Fast 
insertion and deletion of records requires that a 
minimum of tables be involved; fast retrieval of 
records requires that a large number of different 
attributes be indexed in the directories. : 


In contrast to conventional techniques, content- 
addressed memories like the ECAM have the capability 
of retrieving information directly, based on attributes 
This is accomplished by including 
sufficient processing capability in the data storage 
medium to perform searching operations. The use of 
Content-Addressed Memories (CAMs) to overcome the 
constraints of conventional database systems has been 
suggested by many (most recently by DiFiore | 3), but 
until. recently the cost of CAM systems has been 
prohibitively high. This high cost was due both to the 
cost of logic required for content addressability and to 
the high cost of the storage itself. To date, 10° bits has 
been the upper limit on implemented CAMs, while our 
Air Force gequirements called for capacity to approxi- 
mately 10° bits. Advances in LSI technology, however, 
have reduced the cost of storage to the point where 
historical limits no longer apply. Accordingly, the 
ECAM work was undertaken with the objective of 
designing a buildable 10° bit associative memory by 
taking advantage of these developments. 


Hardware Structure 


The ECAM is a special-purpose machine designed 
to be attached to one or more host computers and to be 
used as an access processor for the database it contains. 
The major functional units of the ECAM are shown in 
Figure 1. An artist's sketch of the proposed packaging 
is shown in Figure 2. har 


The machine is divided into two portiofis; the 
CAM array, and the control unit. The control unit is 
designed around a bus-organized minicomputer and 
includes the mini (called the master), a custom-designed 
controller for the array (called the slave), and one (or 
more) interfaces to the host(s). The array consists of a 
multiplicity of 4K bit serial storage words, with 
combinational logic at each word to effect the associa- 
tive functions. 9 The upper limit on array size is 
approximately 10°: bits. ene 

Control Unit 


The main unit within the control unit is the 
master minicomputer. memory bus provides ihe 
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Figure 1. ECAM Structure 


Figure 2. ECAM Packaging 


| basic structure of the control unit. Furthermore, the 


availability of standard software facilitates writing 
application code to mediate between the host and the 
slave controller. Because of its ubiquity in Air Force 
applications, we are recommending that the PDP-11/45 
be chosen as master control processor, but the control 
unit. design is such that almost any bus-organized 


_ .minicomputer could be used. | 


The ECAM-host interface is designed to connect 
to the host as a standard high-speed peripheral (such as 
a disc). It is controlled via the master's programmed 
I/O facility and transfers blocks of information between 
the host and the master's memory in a transparent 
fashion. | | . ae x 


_ - The two ‘major subunits of the slave are the 
interpreter and the iteration control. The interpreter is 


a high-speed microprogrammed unit which is designed 
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specifically for interpretively executing a block-struc- 
tured query. language used to specify ECAM operation 
sequences. Query language sequences are passed from 
the master to the slave via buffers in the master's 
memory. The control store of the interpreter is 
writable, allowing easy changes to the query language. 
The output of the interpreter is a stream of array 
primitives which are passed to the iteration control unit 
via dedicated buffers within the slave. Iteration control 
is a hardwired subunit which generates control signal 
sequences to effect the array operations. 


In order to keep the bulk of the design indepen- 
dent of the storage technology, the storage control 
functions of addressing, shifting, refresh, etc. have been 
isolated to a single subunit of the slave. A_high- 
bandwidth I/O capability is also provided, under control 
of a distinct subunit of the slave. _ | | 


_ The complexity of the slave controller is esti- 
mated at 500-800 small and medium-scale integrated 
circuit packages. It is designed for implementation in 
TTL circuit technology with 10 MHz clocks. | 


Array 


The array consists of a large number (up to 
250,000) of associative words, as shown in Figure 3. 
Each word consists of 4096 bits of CCD storage, 


CONTROL 
GLOBAL DATA 


_randomly addressable to 256 bit registers, and a block 
called the "word logic" which supports the content 
_ addressing and associative functions of the array. The 
two major elements of the word logic are the match 
memory and the arithmetic-logic block. Word logic 
operations such as searches, arithmetic, ete. are 
performed by selecting one of 16 match bits from the 
memory and repeatedly executing the same sequence of 
combinational operations on each bit of a field within 
the storage word. For most operations, the inputs to 
the combinational logic are the selected match bit, a 
"global" data signal from the control unit, and the 
"local" data bit from the storage part. A summary of 
word logic functions is shown in Table 1. 


Table 1. Word Logic Function Summary 


Processing 


Add/Subtract 
Reverse Subtract 
Arithmetie Compare 
Minimum/Maximum 


Input/Output 
Input 
Output 
Output and Tag Duplicates 


State Manipulation 


(14 Logieal Functions between Match, 
T, and Other Word Logic State Variables) 


I/O and MMR Control 


(4 Functions for I/O, MMR, and 
Match Counting) 


The ECAM packaging baseline assumes that the 
storage is contained on LSICs of 10 words by 4096 bits. 
This is within the capability of present CCD technology 
of many vendors. In the baseline, we have also assumed 
a shift rate of 1 microsec/bit. This is somewhat slower 
than current technology capabilities, but was chosen to 
simplify signal distribution. Each storage chip is paired 
with a word logic chip containing ten word logic blocks 
together with first-level support logic for the multiple- 
match resolver, match counting, and I/O facilities. At 
the next level of packaging, eight storage/word logic 
pairs are mounted on hybrid substrates. These 
substrates are then placed on conventional circuit 
ecards. An artist's sketch of the packaging scheme is 


shown in Figure 4. 
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Figure 4. ECAM Array Packaging Scheme 
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Although the baseline ECAM storage technology is 
CCD, the design has deliberately been kept as technol- 
ogy independent as possible. The basic constraint on 
the storage medium is a requirement for stop/start and 
read-modify-write capability on a per-bit basis. Beyond 
this, the speed, cost, power consumption, and mechan- 
ical attributes of the ECAM may be varied by changes 
in the storage technology. In particular, use of 
magnetic bubble storage wpyld allow ECAM sizes to 
increase to perhaps 10° -10°~ bits with a corresponding 
reduction in speed. , 


In addition to the word logie shown in Figure 3, 
the ECAM is provided with a high speed I/O path which 
allows 10 words to be logically selected onto I/O lines 
and participate simultaneously during a single input or 
output operation. The switch which implements this 
fast I/O mode is included at the word logie chip level. 
The effective transfer bandwidth of the ECAM is raised 
from 10 bits/sec to 10° bits/sec by use of the fast I/O 
mode. This faster bandwidth capability is required for 
database checkpoint/restart operations. 


Application and System Software 


The ECAM is primarily intended to operate on 
data stored as tables consisting of a number of fixed- 
size reeords, each subdivided into fields of varying 
length. The design is consistent with the relational 
view of data[4], where the tables are the relations, the 
records are the n-tuples, and the fields contain domain 
values. An example of this basic structure is shown in 
Figure 5. Both binary integers and characters are used 
as field values; within the ECAM, they are treated 
uniformly as bit strings. 


ie 
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Figure 5. Stored Data Structure 


The division of functions between host and ECAM 
is made as follows; terminal handlers and user job 
interfaces within the host support the generation of 
query sequences. Once such a sequence has been 
prepared, it is transferred, together with identification 
tags, to the ECAM via the host's standard I/O subsystem 


hardware and software. The query sequence references 
the logical structure of the data stored in the ECAM 
- and may, in addition, refer to intermediate search 
| results left by the user after: previous queries. - : 


‘The master control processor is. responsible for 


management of pending sequences and for transmitting | 


the results of queries back to the host. This includes 


allocation of master memory buffers for incoming — 


sequences, scanning of sequences to create code for the 
interpreter, and allocation of master memory buffers 
for results being returned by the slave. In addition, 
users requiring temporary storage of results during the 
period between two queries may request temporary 
storage areas within the ECAM. The master control 
processor manages these areas. The master also 
schedules and dispatches code blocks to the interpreter. 
The slave is. "multiprogrammed" -—code blocks may 
include "WAIT" type operations which — relinquish 
control, but no preemption is allowed. 


The mapping of the. logical table structures onto 
- the physical storage is shown in Figure 6. 
number of physical word formats. .are defined, each 
having a different combination of directory entries. A 
word may contain one or more entries from one or more 
of the directories. The particular packing strategy 
chosen will result from a tradeoff between speed and 
storage efficiency for a given set of directory widths 
and lengths. The choice of a packing strategy is a 
database administration function; changes are expected 
to occur infrequently. 


a Forminat Tag 


Packed Records 


eee ECAM Storage Word 


Figure 6. Logical — Physical Mapping 


The ECAM word formats are defined by a set of 
descriptor tables stored in the master's memory. These 
consist of: (1) a Record Type table listing attributes of 
the various records (n-tuples) and pointing to (2) Record 
Instance lists describing alternative physical placements 
of each record type. Finally, a Field Descriptor table 
provides information. on the placement of fields within 
records. P 


The function of the interpreter is to execute the 
eode sequences received from the master, including 
transforming references to the logical data structures 
into references to the physical storage scheme by use of 
the descriptor tables. This involves creation of loops to 
sequence through multiple instances of records and 
modification of program mer-specified loops to opens 
shifting of the array. 


An example of the slave’s language is shown in. 


Figure 7; the program marks that record containing the 


A small - 


"FOR ALL RECORDS (TYPE!) DO 
FIND(VALUEL,FIELDI) 
PUSH1 | 
PIND(VALUE2, FIELD?) 
OR 


‘MAXIMUM(FIELD3) 


ENDFOR 


Figure 7. Example Intermediate Language Sequence 


maximum value in FIELD3 among those records of type 
TYPE1 in which either FIELD1 contains VALUE1 or 
FIELD2 contains VALUE2. This language has the © 
following characteristics: 


1. It is strictly block-structured and can be 
interpreted using a single stack. , 


2. The programmer sees the data in its relational 


, form; there may be many instances of "TYPE1" records 


over which the operations within the "FOR" block must 
be repeated; these instances may occur in various word 
formats and various positions, as specified by the 
descriptor tables. 


3. The programmer sees the match memory | 
(Figure 3) as a stack (between operations, these stacks 
must be saved with the record instances, since a are’ 
part of the process state). 


The syntax and semantics of the intermediate 
language are completely defined by the microcode 
stored in the slave. No part of the language interface 
has been hardwired. Rather, the hardware has deliber- 
ately been kept general, so that experience with the 
operational system can be used to make improvements 
in the master/slave language interface. 


The software is structured and its. unietiona 
divided among the system components in a hierarchical 
manner: the host need not know any details of the 
database structure or the query language implementa- 
tion; the master need not know details of the iterations 
through bit positions to scan fields; the iteration 
controller handles these lowest-level details in a pre- 
determined way. By this, we feel we have succeeded in 
moving complexities to the lowest possible level, while 
simultaneously designing to allow eheng’ in all critical 
areas. | 


od 


| Performance 


Analytical estimates of ECAM performance indi- 
cate that it will operate roughly 200 times as fast as a 
conventional database system on a large commercial 
mainframe. We estimate that the ECAM will be 
Significantly less than 10% loaded in an environment 
where the conventional machine would be overloaded 
from 106 to 2000%.. 
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TIME AND PARALLEL PROCESSOR BOUNDS 


FOR 


LINEAR RECURRENCE SYSTEMS WITH CONSTANT COEFFICIENTS * 


S. C. Chen 
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Paoli, Pennsylvania 19301 


Abstract. Parallel and direct computational 
algorithms are developed to evaluate linear re- 
currence systems with constant coefficients. We 
show that O(logom loggn) time steps and 0(mn) 


processors are sufficient to solve such a system. 
We also show that general recurrences, i.e., with 
m=n, can be computed within 0(1og’n) time steps 


2 
with at most oC) processors. 


All algorithms are aimed at easy data rout- 
ings and simple machine control structures. Thus, 
they can be easily implemented through software 
such as parallel compiler algorithms, numeric sub- 
routines, or hardware control programs for future 
parallel or pipeline processors. 


1. Introduction 


Linear recurrences with constant coeffi- 
cients arise frequently in general numerical com- 
putations. Several analytic methods for the solu- 
tion of these equations are available, such as by 
solving for the roots of its characteristic poly- 
nomial or by the use of generating functions. 


We are interested in a parallel and direct 
computational algorithm which can be used to 
evaluate them at a high speed. Such systems may 
be represented as x = c + Ax where c is a con- 
stant column vector, A is an nxn strictly lower 
triangular matrix with bandwidth of m, m <n, and 
all elements are identical along each sub-diagonal. 
We show that 0(log,m log,n) time steps and 0 (mn) 


processors are sufficient to solve such a system. 
We also show that general recurrences, i.e., with 


m =n, can be computed within 0(logsn) time steps 
with at most om) processors. While such systems 


remain in the same order of speed as in the algo- 
rithms for arbitrary coefficients discussed in 
[1], the bounds on processors are sharpened by a 
factor of m and n for the mth order and general 
constant coefficient system, respectively. To 
achieve these results, all processors need only 
perform one type of operation at each time step 
(SIMD operation). 


We further show that our method can be modi- 
fied to evaluate the remote terms in a homogeneous 


*This research is supported by NSF Grant 
GJ-36936 while the author was with the Dept. of 
Computer Science, Univ. of Illinois, Urbana, 
Illinois. 
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2 
linear recurrence sequence with at most O(m’) pro- 


cessors in contrast to the 0(m>) processors re- 
quired by the Miller-Brown algorithm. Also, the 
parallel evaluation of nth degree polynomials can 
be completed within 21og, (nt1) time steps with at 


most | + 1 processors which compares favorably 


with recent results [2], [3], for practical 
applications. 


The parallel evaluation of recurrence rela- 
tions has been studied by a number of people [4], 
[5], [6], £7], [8], in addition to the most recent 
results [1] as stated above. For constant coeffi- 
cient systems, however, the algorithms presented 
here will provide more efficient computations than 
all previous results. 


Although we do not discuss any details of ma- 


‘chine organization in this paper, it is in order 


to sketch a machine here. We assume that: 

1. Instructions are always available for 
execution as required and are never held up by a 
control unit. | 

2. Each processor may perform any of the 
four arithmetic operations in one unit step. 

3. There are no memory or data alignment 
time penalties. Most of these assumptions can be 
approached in a properly designed system as dis- 
cussed in [9]. 


The following definitions will hold through- 
out the paper. Let a be the time, measured in 


unit steps, required to perform some calculation 
using p independent (parallel or pipeline) pro- 


cessors. We define the speedup of a p-—processor 
T 
machine over a uniprocessor as es - >> and we 
f ‘ _ 
1 


define its efficiency as E. = — 
p PE 


be regarded as the quotient of S 


[A 


1, which may 


and the maximum 


possible p-processor speedup p. For notational 
simplicity, we will assume all logarithmic func- 
tions take their ceiling values. 


2. General Linear Recurrences with 
Constant Coefficients 


In this section we discuss bounds on the 
time and processors for the direct evaluation of 
the following class of general linear recurrences 


R<n>: x, = 0 for i < 0, 


. a, 2 Hor db <- i -* ne x 
i : j i-j _ = 


In matrix notation, we write this as kx = c+ 


Ax where A = [a..] is a strictly lower tri- 
ij nxn 


angular matrix. For example, 


R<4>3 x) cy 0 0 0 0 xy 
x c O 0 0 0 x 

2 7 2 és 1 2 

Xy C4 Oo a4 0 0 Xo 

xy cy oz al 0 x), 


For simplicity, we will assume n is a power 
of 2. The main result is Theorem 1. We also give 
Algorithm 1 which may be used as a basic algo- 
rithm for the parallel evaluation of this class 
of problems. 


First, let us state one important lemma 
which will be fundamental in obtaining the main 
results. 


Lemma 1 Given any 


R<n>: x =c + Ax, 
there is an associated Y matrix such that 


x=ctYe, 


in which Y = Lys 
angular matrix and 


Rares is a strictly lower tri- 


as + Asy 


ae 4 i7j (1) 


For 2s j <0 


pan t 
RSS NT A ie aS 
_ t 
a5 = (541,45 4442,42 oor? Ang)” » 
240.441..-° 
he, = ‘ : 
J e 
anjtl oo. ww ened 2 
Proof: This is a corollary of Lemma 1 in 


[1], hence the proof will be omitted here. 


Since all elements along each sub-diagonal 
of A are the same, it follows directly from 
equation (1) that 


Lemma 2 Given any 


R<n>: x=ctaAx, 
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its associated matrix Y has identical elements 
along each sub-diagonal. For example, let 


000 0 000 0 
1000 1000 
as Dt gp. opp SPE hg. a. “26 210 
3210 8 3 10 


It is obvious that the Fis column of Y¥ can 
be obtained by simply shifting the first column 
(j-1) places downward. We will denote this opera- 


tion as Y, = y,lj-1] where y, is the th column 


of matrix Y. These notations will be used 
throughout this chapter. 


Now, we present the proposed parallel algo- 
rithm and the proof of its effectiveness will 
immediately follow. 


Algorithm 1 


a) Let B be a lower triangular matrix of or- 
der (nxn) in which 


c 
by oe (c,, Co» eeey c) ) 


— t 
by (0, Ops os sees O-1) 3 


j 7 >,[i-21, 3<s4 an. 

b) Let C be an alias for B, i.e., B and C 
represent the same memory locations. 

c) Repeat this step for i=1, 2, ..., log,n; 


i: Set k= qi. 
ii: Partition B and C as shown in 
Figure 1; 
iii? os P - * ° 
iii: Compute 54 54 + T; Q; 
for 1 < j = min(2,—) 
simultaneously ; 
iv: set y (4) = 7 (2) [45-2] 
j 1 
forl<j<k, estes 
. - = —. . * 
v: Compute D5 D; + Ws Z5 


for 1 < j < min(2,2 
simultaneously. 


d) The first column of B contains the solu- 


tions x, for l<i<n. 


To justify this algorithm, we need only to 
prove the following claim: 


Lemma 3 At the end of the a iteration of Algo- 
rithm 1, we have 
— (1 | t 
1) 7,‘ ). (x, > Kos sees x) ; 
2) for each partition 


Yiktl,ik 


Yint2,ik Yikt2,ik+l 


Yaktk ik Yiktk,iktl’** Vitktk,iktk-1 


forl<i<f-1, 


MHEES yi are elements of the associated matrix 
Y of A; and 

3) for ks 5% D, is the vector of the par- 
tial sums of the first k terms in the expression 
of X1> X40? sees Kop > and similarly D, = that 


Of Yopur on? Yae2,2e° °°°? Yak,2k FOX RSG 


Proofs We prove this claim by induction on 


k. It is true for k = 2, as a basis. Let us assume — 


it is also true for all iterations up to £ for 


some k as shown in Figure 1. Then, during the cur- 
rent iteration, by hypothesis condition (1) the 
first element of QQ is x, and Ss) is the vector of 


2 
the partial sums of the first = terms in the ex- 
pression of Xs Xo tees XK by hypothesis con- 
atl. te 


dition (3). 
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(a) MATRIX B 


Hence, we can write 


i 
x x 0 4 
k k “k 
2 2 2 
4 
aien nes Unie eneusiwe anaemia meee rms Cece 
| 
x, a. 0 x 
k, 3 k k “k 
ay S41 <= 
att ath 5 7 
=| 8, | + t + 
! 
x a a ! x 
k ki5 k kok i k 
3t? 399 gregh 7 
i 
! 
! 
i 
ol 
| nw o> om one 
x a a cee 8A a) 
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920 92 1 


By virtue of Lemma 1 and hypothesis condition 
(2), the bottom partition of the above equation 
is equivalent to (S, + tT, * Q,)+ This proves con- 


dition (1). Similarly, it can be shown that the 
matrix operation S5 = sy + T, * QQ specified in 


step (iii) generates the results of (y, , 

| 3 | ak k 
y 5 eee¢5 Yor...) » Which combines with 
Skt2 5k ak,k 

(Yea k? Yiet2,k? °°? 93, i from the previous 


2 > 
iteration (hypothesis condition (2)) in forming 


the first column Fa of partition y" of the 


current iteration. 


ae lee CE LY 


ee 
amen wee ee a a we aw 
ew ws ww ww ww ww wee ee om oe 
eee ween awa ee @ 


\ 7 - a ™ | “~~ n 
1 mel , 


(b) MATRIX C 


Figure 1. Dynamic Partitioning for Algortthm 1 
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(2) 


With the new result of V1 » now, we can 


see that shifting operation in step (iv) will re- 
sult in condition (2) due to Lemma 2. 
After step (iii) and step (iv), we know that 
t | 
Z, (x, > Xo Saigo x1) . Since in all previous 


iterations, no operation has been done on the 


data below the partitions on the diagonal, y (1) 
forl<i<?, we have 


; t 
dD, = (c. 44? Ch42? eeey Cy) 9 


“Rhl,1l "et1,2 °° °° 


72,1 7"kt+2,2 ° 


*ok,k-1 | . 


Hence, the resultant vector D, of step (v) is a 


1 
vector of the partial sums as stated in condition 
(3). Similarly, it is true for 2° This completes 
our proof, 


Q.E.D. 


It is worthwhile to note that the shifting 
operation stated in step (iv) could be easily 
accomplished by a proper indexing function, 
thereby no major computation time is involved and 
more efficient use of storage is possible by such 
a scheme. 


To illustrate this algorithm, we use a R<8> 
as an example shown in Figure 2. 


With this algorithm, we can now establish a 
_ general theorem about this class of problems. 


Theorem 1. Any R<n> can be computed in r steps 
2 
where _ < logon + 2logon -1l. 
The minimum speedup is 0(— 7) and the 
log,n , 


maximum number of processors required is 1G) 
for large n. 


Proof: During the has iteration of Algo- 
rithm 1, if a sufficient number of processors are 
given, then the matrix operation in step (iii) 
takes at most one multiplication time plus the 


time for the summation of at most G1) operands, 

which is log,k addition steps. So that for a 

total of logon iterations, this step alone takes 
logon 


t, < = 


j + login ae joe a 2 log,n. 
jel 2 2 2 2 2 
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ITERATION 1 


ITERATION 2 


 Ftgure 2, Parallel Evaluation of R<8> 


Similarly, step (v) takes at most one multi- 
plication time plus the time for the summation of 
k operands which is log k addition steps. Thus, 


for a total of log, (5) iterations, this step 


needs 


2 


log,(@) | 
< 2 erie i + log, G) = = logon +5 log n - 1. 


j=l 
Therefore, the total computation time 
2 
+ — e 
T st, + ty » i.e., a < login 2logon 1 


Since the serial computation time is n(n-1), 
the speedup Sp is 


5 > n(n-1) 


n? 
—_ 2 = 0(¢ a) 
P logon + 2logon - 1 


logon 


To achieve the above speed, a sufficient 
number of processors should be provided at the 
multiplication time for each iteration i. So we 


will choose the maximum of the. number of multi- 
plications in step (iii) and step (v) as the num- 
ber of processors required for that particular 
iteration. For i (iii), we can see from Figure 
tla) that 


7 ke /2- -s 
P 1 (ee? 2) £2.24 for2<k<j, 
| j=l 
k/2 
< fj fork=n . 
q=1 


For step (v), it can be observed from Figure 1(b) 


that 
P, (Kc) 2k (k-1) 


k(k=1) - 


{A 


A 


For ae ny P, (n) < (n* + 2n)/8 and 

Pp, (n/2) < (n? 
ee. 

is on’), 
; 4 


- 7) give the respective peak 


Hence, the maximum number of processors 


Q.E.D. 


As the basic algorithm stands, only 2logyn-1 


unit time steps are multiplications, the rest 
being additions. Also note that in the above pro- 
cessor count, all processors perform uniform oper- 
ations at each time step, and hence the bound can 
be further improved by lifting this restriction. 


We. close this section with some observations 
about the computational efficiency of this algo- 
rithm, Although its speed is approximately one- 
half that of Algorithm 1 in [1], the number of © 
processors is reduced by a factor of n. Thus, it 
gives us a tremendous increase in computational 
efficiency. On the other hand, since R<n> is a 
special case of arbitrary coefficient system, we 
can use the latter algorithm to compute R<n> with 
some operations masked off [10]. In this case, it 
can be shown that the maximum number of proces- 


sors required is 0G). 


mth order Linear Recurrences with 
Constant Coefficients 


3. 


In this section, we will turn to the con- 


th 


siderations of the most practical m order re- . 


currence problems, i.e., 


R<n,m>: xX = for i<0O, 


« “tor i < 25 ny 
i-j = 


where 1 < m <n. In matrix notation x= c + Ax 
with A being strictly lower triangular matrix of 
bandwidth m. For simplicity, we will assume both 
n and m are powers of 2. 
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Since A is now a band matrix, we can further 
speed up the computation of Algorithm 1 when 
i> log, 2m. This is done by changing partitions 
Ss. ses 4? et D, and Ms in Figure 1 to that in 
Figure 3, and introducing new partitions U,, Vy. 
G, ane, and their corresponding matrix opera- 


tions as described in Algorithm 2. The proof of 
its validity can be found in Lemma 3 of [1]. 


Algorithm 2 


a) Let B be a lower triangular matrix of 
order (nxn) in which 


ey t 

by = (Cy, CQ. e+*5- Cy) 5 

bg = (0, OF» AFs 2225 Any» 0, eee ot, 
and b, = bo[j-2], 3s jsn. | 


b) Let C be an alias for B, i.e., B and C 
represent the same memory locations. 


c) Repeat this step fori=1, 2, ..., 
logon ; 
(i) Set k=27; 
(ii) Partition B and C as shown in 


Figure 1 
(l<i< logym) and Figure 3 


(logy2m < i < logon) . 


(iii) If 1< i < logom, then compute 
a p . * ‘ 
Sj 55 + Ts Q; for | 
1 < j < min(2,2) simultaneously; 
ml 
. = * i, RO Og 
else compute S3 Sj + T; Q; 
for 1 < j < min(2,7) » and 
V. =V, +T, * U, for 2<4< 2 
pp 2 ge ee ee 
simultaneously. 
(iv) Set 7) = 7 (2) [j-1] for 
J 
L<jsk, pets; 
(v) If 1< i < logom , then compute 


D; = D; + W; * 4 for 

iL <<a. min (2 ,— =—) simultaneously; 

oe * 

else Dy + Wy *Z 
for l<j< min (2,57) and 
BE. = B+ W, *°G. for 2.< 7 
J j j 


> 2m 
else compute D; 


Cds 


n_ 
2 — 2k 


simultaneously. 


d) The first column of B contains the solu- 
tions x, for l<i<n. 


For illustration, an example of R<16,2> is 
shown in Figure 4. In that figure, all numbers 
are kept in place to help understanding, although 
they may not be used after certain iterations. 


From the above, we can obtain a general 


theorem for the mt th 


order linear recurrence 
problems. 


Proof. For 1 < i < logon, step (iii) is similar 
to that of Algorithm 1 and takes totally 


log,m 
ee pe 


1, 


, oe ace ees 
5 j + logom = 3 log.m - log.m ‘ 


2 


However, for log, 2m <i < logon, this step needs 


only one multiplication time and one summation 
time of (m+l) operands per iteration. This 
amounts to 

ak 


) n 
to < (log, (m+1) + 1) log, () 


eA n 
< (logym + 2) log, ()- 


For step (v), it is similar to Algorithm 


n-2h 


1 forl<i < log, G) and the total time is 


log, (5) 


m 1 2 1 
t , =). ee 
352 ij + log, @) 5 log.m + 


2 


log,m -1l. 
j=l | 


3a 


This same step will take one multiplication time 
(a) MATRIX B 


and one summation time of m operands per itera- 
tion for log,m < i < log) . Thus, in total it 
has 


° : n 
t, Sr + 1) log,C) ‘ 


a ee ae ee | Hence, 
4 
< T,, es t,= (2log m + 3) log,n — 
; (logsm + log,m + 1). mo 1 


at 
x 
i 
t 
! 
1 
I 
Lecocn ako occ Sook em 


For m = 1, since the W5's diminish, 
4k b----- 


Uea- 


T, x ty + ty = 2log on. 


Comparing this with the serial computation 
time 2mn - m(m + 1), the speedup is 
2mm — m(m+1) 


S > 3 
2 2 
Fae eee P (2log,m + 3) logon - (log,m + logom + 1) 


n-2k b----- 


OC a) for n>>m . 
logom logon 


In obtaining the above speed, we assume that 
there are enough processors at the multiplication 
time of any iteration. The number of multiplica- 

| tions required in step (iii) can be observed from 
(b) MATRIX C Figure l(a) and Figure 3(a) that 


3k 


ae eee? See eee en eee ee eee 


. k/2 
Figure 3. Dynamic Partitioning for Algorithm 2 Pp, (k = 2°) 0 for2<k<m, 
a m | 
<@+plzri+mG-m] 

t=] 

Theorem 2. Any R<n,m> can be computed in T,, Sie oie Ke 

steps where Tp < 2 logon form=i1, 2 

” | m 
ee teem + 3) logan | oer ak Se see aca 
(log.m + log m +1) form>l. ee = fel 2 


For n>>m, the minimum speedup is 


0( ‘mn 
log.m logon 


For step. (v), we can see from Figure 1(b) and 
) , and. the maximum number of pro- Figure 3(b) that 


cessors required is O(mn). | Po(k) < 2k(k-1) for 2<k 5 ’ 
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Figure 4. Parallel Evaluatton of R<16, 2> 


m-1 
< f£ fork=m, 
. gel 
m-] 

n ; _n 
< (—-+1)( £ ji) for 2m<k<-—, 
— “2k — = & 

jl 
m-1 4 
j=1 


When n>>m, PG = (3mn - bine oi 6m)/4 is the 


maximum value and P, (k) = Oa) fer all k's. 


Therefore, the processor bound is O(mn). 


Q.E.D. 


As was true with Theorem 1, Theorem 2 re- 
quires only 2logon - 1 steps. All processors are 


performing the same operations at the same time. 
Without. this restriction, a better processor . 


bound could be achieved. Also note that:.as m in-. 


creases, greater efficiency can be achieved by 
using this algorithm instead of Algorithm 2 for 
arbitrary coefficients as described in [1]. On 
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the contrary, we can achieve twice this speed by 
applying the latter algorithm with some opera- 
tions masked off. In this case, the processor 


bound can be shown to be O(mn + m>), and one 
might prefer it as m becomes very smail. 


We will conclude this section with some com- 
parisons between these results and some known 
algorithms in the evaluations of two distinct 
special cases. First, in computing the remote 
terms, e.g., x in a homogeneous recurrence se- 
quence 


Xx, ta. x 


i 1 T sen F 8 


i-a * 9 *1-2 a emo 
Miller and Brown [11] have shown an algorithm 
with about the same speed as that of Aigorithm 2 


by using 0 (m>) parallel processors. However, it 
can be shown easily that all vectors U_, Vy G, 


and ae are zero vectors, and hence those opera- 


tions can be masked off totally. In addition, 
since we can. leave out all unnecessary intermedi- 
ate results, parts of the matrix cperation S = 


* | | ams # 
S, + T, Q, in step (iii) and D, D, “+ Wo Zo 


ITERATION 3 


lesan ou sts 1 

' 

185 43 2111 15 3 
er 05 43 21 '8 $5 3 1 


$43 25 98 5 3 1 


lesas aru 8 3 


"i7t 9S 432111 $8 31 


Figure 4. Parallel Fvaluattion of R<16,2> (Cont) 


in step (v} can be further masked out and modi- 
fied as shown in the new partitioning in Figure 
5. Therefore, the maximum number of processors is 


O(m7), On the other hand, given 0 (m>) processors, 
we can use Algorithm 2 in [1] with the new parti- 
tioning as shown in Figure 6, and achieve twice 
the speed of the Miller-Brown algorithm. 


As a result, we can establish the following 
facts. | 


Corollary 2.1. Any remote term x, of a 
homogeneous linear recurrence relation 


oa ge i ee Sa ca 


can be computed within (2log,m + 3) logan time 
steps with O(n”) processors, and within 


(logm + 2) logon steps with 0(m>) processors. 


Any polynomial P of degree n can be 


represented as the last solution of the following 
linear recurrence relation 


+akx 


R<n,1l>: x, = ¢ j-1 


7% forl<i<nt+l1. 


203 


By Theorem 2, this can be computed within 2log., 


(n + 1) steps. However the processor bound can be 
reduced as we only need the last solution. This 


is done by changing the partitions T,» Q> S, and 


T, in Figure 3 to that in Figure 5 (note that 


other partitions Us» LF in Figure 3 still re- 


main). Thus, it can be shown to have the maximum 


demand of processors for k=2, i.e., p < [Ah 1. 
For illustration, let us evaluate P_ (a) by Algo- 


rithm 2 but with the modified partitions men- 
tioned above on the matrix B = [b,,] of 

: . 1j 8x8 
Figure 3. The whole process can be summarized as 
follows. | 


First, we compute 


2 
Qa” = ea , 


and Dig = Cc, + Ci, for i= 2, 4, 6, 8 
simultaneously; then compute 
4 2 2 
a =a a , 


ere 


 erteaeteetnndticenatiaatitecntienticenn! 


Figure 5. Dynamic Partittontng for Parallel Evaluation of Remote Term in 
Homogeneous R<n,m> by Algorithm 2 


which is now 
2 
= [(c5, + C40) + (c, + C.0)o i 


+ [(c, + C40) + (cy + cya)o Ja” 


hla 


The final result in bg is obviously the value 


of P_(a). This procedure may be generalized to 


any degree n and the computational process will 
7 ~ ree WILL, proceed like 


Pf) Pee: y c-1% + (c > + cue 


4 


| ! Dixed 
| | | + (cy tc 5a + (c 6 + C70) o )o 
3 eee - to. Se + ( + a + (c +c aa” 
| 4 NN “n-8 ~ “n-9° n-10 ~ “n-11' 
1 \ 
J | i ; : 
! | ! + (c 42 + c 13% + (ch14 
2k} ~----------------- NY.-----Gy-->> a te .a)a7)a")a8 
| | / \ EF qT, : | n-15 
| fade ae 7 | 
Bs ee eer ee | It is interesting to note that the above 
et ee ee eee procedure is exactly equivalent to the well- 
R<n,m> by Algorithm 2 of [1] known Estrin's method [12]. In other words, 
; . ) 


Estrin's method becomes a very special case of 
our algorithms for evaluation of general 
R<n,m> systems. Hence, we can formalize it 

as a corollary. 


and b. , =b, , +b, a for i= 4, 8 
tok pe i-2,1 th 
Corollary 2.2 Any n° degree polynomial 
simultaneously; and finally compute - . 
j can be computed within 2 log, (n + 1) time steps 
BB = ba + aaa] a using at most Eo + 1 processors. 


2 
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By comparing this result with the known qth 
order Horner's rule, it is slightly faster and 
generally requires less number of processors to 
achieve the same speed [5]. Kuck and Maruyama 
[3] show that a general polynomial form of 


degree n can be evaluated in O(log. n + ¥8log,n) 


steps. While the speed is faster, it requires 
far more processors (p = 2n) than that required 
by our result. In practical applications where 
n is not very large, this method, even compared 
to the fastest known multifolding method [2], 
becomes attractive not only because of its simple 
implementation but also its easy integration with 
more general linear recurrence problems. 


4, Practical Implications 


The basic algorithms discussed previously 
are primarily for conceptual understanding. By 
more elaborate scheduling procedures or practical 
modifications of the original ones, one can 
develop more efficient computational algorithms 
which can use much less processors without sig- 
nificantly reducing the speedups. 


For illustration, during the iteration at 


k = = of Algorithm 1, we can perform the multi- 


plications of each inner-product in step (v) with- 


in 2 steps instead of 1 step, thereby giving 


Py(n/2) = (n/2)(n/4) = 
. 2 
processor bound of Theorem 1 to 0) and time 


bound to logsn + 2logan. This folding scheme 


obviously halves the number of processors needed 
and almost retains the same speed as Theorem 1. 
Similar procedures can be applied to different 
iterations and extended to multiple-folding to 
achieve more efficient use of processors. Alter- 
nately, we can cut the triangular system into 
strips and then solve the recurrence system on 
the top of each strip with a sufficient number 
of processors. We then compute the partial sums 
in the bottom of that strip for the remaining 
equations as a new constant vector for the re- 
maining triangular system. This process is re- 
peated from the leftmost strip to the rightmost 
strip sequentially. This cutting scheme can 
also help in increasing efficiency as shown 

in [1]. 


We can conclude that a proper design and 
modification of the basic algorithms presented 
here for a particular environment should provide 
us high efficiency computations in exploiting 
future parallel machines. 
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Summary Computation time depends on the problem, 
the computer, and how well they mesh. If we 
regard the computer as consisting of many inter- 
acting units the total time involves mutliples 


of fundamental computation times for units, inter-_ 


unit signal propagation times, the extent to 
which sequential operation of single units is 
replaced by parallel operation of many units, 
and the extent to which propagation delays and 
unit idle times can be reduced or eliminated. 
The first two contributions, reflecting funda- 
mental physics and state-of-the-art device 
design, can be taken as imposed parameters. The 
last two, amenable to analysis by the methods of 
computer science (e.g., computability theory and 
computer architecture), are the chief concern of 
this paper. Specifically, a cellular automaton 
exerting local control on an iterative switching 
network (bus automaton, BA) is taken as a model 
of dispersed parallel computing capacity with 
communication between units. The communication 
paths (busses) are varied by the units to meet 
problem requirements. In the one-dimensional BA 
it is shown that the computation universality of. 
the Turing machine is achieved along with 
parallel capability. Significant speed-up is 
demonstrated for the most general case. In many 
important cases the ultimate in speed-up is 
obtained. This is demonstrated explicitly for 
recognition of regular languages and other data ~ 
processing executable by finite state machines. 
Other results are summarized and open questions 
discussed. 


1. Introduction 

Practical motivations for investigating the 
theory of parallel processing include the needs 
a) to decrease the time to solve a problem, b) 
to solve many problems simultaneously, and c) to 
increase the time sub-systems of a large system 
are actually computing. They are interrelated 
for satisfying one frequently contributes to 
others. They differ sufficiently, however, to 
permit different expedients to help in one case, 
but not in another. For example, faster devices 
and reduced propagation delays both help a), are 
less relevant to b), and may or may not contri- 
bute significantly to c). Parallel processing 
is not only relevant to all three, but one can 
assert that it is the only visible means to speed 
up computation for which insurmountable barriers 
set by physical limitations inherent in real 
devices can be by-passed. 

This paper seeks to formulate problems in 

a manner permitting them to be attacked "all 
over' simultaneously, rather than sequentially 
and "locally", and how to utilize large parallel 
capacity to implement it. The cellular automaton 
(CA) is taken as the model of dispersed parallel 
capacity, and the equivalent of an iterative 
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two parameters, C_andC.. 


' switching network controlled by the cells,. which 


permits setting up communication busses between 


distant cells, enables them to cooperate. The | 


resulting bus automaton (BA) is shown even in the 
one-dimensional case, to have both the computation 
universality of the Turing machine, and impressive 
parallel capability. The proof utilizes a 
potentially infinite shift register to simulate 
the Turing machine, with addition replaced by — 

an arbitrary binary operation (groupoid). | 
Generalization to higher dimensionality extends 


parallel capability in the sense that it becomes 


easy to reach the "ultimate" for some problems in 
which difficulty is encountered in the one 


dimensional case. 


The next section treats two main. ontee: 
First, we justify encapsulating the constraints 
imposed by the nature of space, time, physical 
devices and the interactions between them into 
7 They can be viewed as 
unit time-costs associated with signal 
propagation and device state changes respectively. 
We then show their utility for BA theory, and 
that no essential generality is lost by restric- 
ting the discussion to homogeneous BA's with C 
and C_ taken as constants. Later discussion ‘is 
"pure computer science"; C_ and C_ suffice to. 
represent engineering P reality. 

Section 3 introduces the groupoid formalism 
and its realization by one dimensional CA's or 
shift registers, and demonstrates its computation 
universality even with its potential parallel 
capability "crippled" 

In Section 4, the origin of the basic BA 
concept from the foregoing is sketched, and compu- 
tations by finite state machines are shown to be 
"immediate", i.e., the ultimate in speed-up is 
actually achieved when the parallel capability is 
used. The proof is a special case of a general 
groupoid technique applicable to other problems. 
Some other immediate cases are discussed. A 
significant speed-up result is obeasned for the 
most general computation. 

Section 5 briefly relates BA research to 
some other parallelism studies and tries to assess 
its future prospects. 


2. Physical Limitations on Computation Speed 


For localized computing units the fundamental 
time-cost parameter is average time to change 
state, C_. The computation time t is proportional 
to the total number N of state changes required 


= NC. (2.1) 


For interacting "aie there is a communication 
time 


gies CG (2.2) 


where T 


ij is the time to propagate information 


between units i and j, d,. measures their sepa- 
ration in a convenient distance unit, and 
C_is the time-cost per unit of signal propagation. 

Clearly N is non-physical in that it depends 
only on the problem, the program, and the logical 
(as distinguished from physical) organization of 
the unit. In contrast C_ is physical, reflecting 
the state of the art of - device design and the 
necessity to "manufacture" a new state given 
the preceding..one (and input). 

For reliable device function there must be 
sufficient stability (high energy barrier) to 
prevent random spontaneous transition between 


states. This is expressed by 
Ep >> kT (2. 3) 
Here E, is the “height" of the energy "hill" to 


be surmounted by perturbations (e.g., noise, 
thermal fluctuations) to permit state change, k 
is Boltzmann's constant, and T absolute tempera- 
ture. The strategies of lowering T or raising 
E, are well known respectively in the form of 
refrigeration (or cryogenic techniques) to lower 
noise level, and raising thresholds. 

One must not confuse E, and AE, 


B. 


where E, and E, are energies (or energy levels) 
ageoriseal with Sittates 2 and 1 respectively; the 
states can be near the same (low) level with the 
hill E, between them. For selectivity E, should 
be high for noise and for all signals but the 
desired one. For high sensitivity AE should be 
small. A desired signal should be able to 
"tunnel" through E, and surmount AE, the unit 
then relaxing to a new state. There may be three 
(or more) contributions to C_, namely times to 
circumvent E,, to put in enough energy to take . 
care of AE ~ by absorption or ewission, and to 
relax (usually a dissipative process). The 
uncertainty principle of quantum mechanics puts 
an absolute limit on At (second contribution) ; the 
others are often instantaneous (tunneling) or. 
non-existent (relaxation) for quantum jumps be- 
tween atomic (or nuclear) states. We have 


AE At > h (2.5) 


where h is Planck's constant. It applies to 
absorption and emission (an elementary communica- 
tion event involves emission, propagation and 
absorption) and to macroscopic objects, described 
by statistical averages or limits, for large 
numbers of atoms, of quantum descriptions. 

Though E, and AE are very different, for 

B 

atomic systems interacting with nent reservoirs 
we rewrite (2.3) as | 


E = nkT (2.6) 


where n>>l, n being a kind of stability index, 
as the condition that fluctuations do not quickly 
"wash out" distinctions stored as differences in 
occupation peepabe rts es between two states. We 
obtain 


At > h/nkt (2.7) 


We interpret this to say that physics implies 
the existence of minimum times for reliable 
changes of state. The higher the stability index, 
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‘unit, and’ N,. 


the shorter these times can be. The bound (2.7), 
with C. in place of At, is negligable in practical 
cases. For n = 100 and T = 300°K, C is about 

1.6 x 10715 seconds. 

Calculation of C_ for real devices “is no 
doubt prohibitively difficult; due to multiple 
interaction and propagation events within them. 
The result will generally be very much larger 
than indicated by (2,7). However, C_ is a 
characteristic performance parameter which the 
computer scientist can take as given. Any unit 
can be viewed as paving a gree C 
resulting from the C. 's, Cc, "By qj "s and N's 
of its devices and microprograms. 
We can take C_ as constant,. for performance is 
bounded by two uniform cases where C_ is taken 
as the largest and smallest of the values asso- 
ciated with the units. 

Discussion of C_ is simpler. Relativity 
imposes an absolute upper bound (velocity of 
light) on signal propagation or material trans- 
port. For electrical and optical signaling the — 
bound is frequently achieved, and when not, 
reduction is generally appreciably less than order 
of magnitude. Also, change in C_ can often be 
"absorbed" into change of unit fbr d.., as with 

"optical path length" (product or Lid integral 
of refractive index and length, convenient in 
optics). 

The d. 


‘y : 


reflect spatial arrangement of . units, 


and for udlts occupying finite volumes, represent 


compromises between close packing to reduce. 
communication delays and sufficiently sparse _ 
packing to avoid crosstalk, excessive temperature 
rise from energy dissipation in devices,. and to 
permit convenient servicing. Just as C_ could 
be bounded theoretically by constant C . cases, so 
can C_ be bounded by constant C_ cases. Simple 
extenSion of the same reasoning’ shows that net- 
work performance can be bounded ‘by performance of 
networks of identical units. For similar reasons 
the networks can be taken as uniformly arranged 
in space. This ‘implies that the total number of 
units which can receive information from a giyen 
unit in time t or less is. proportional to t~ in 
space, t2 in the plane, and t along a line. 
' We now rewrite (2.2) as 


=WN.. C 


; eae 2.8 
ij “ij? ed 


where C is now a constant which can be taken as 


the propagation time cost to traverse a single | 
is an integer giving the number of 
units crossed in going from unit i to unit j. 

- The discussion thus leads to the BA, i.e., 
the CA with communication between separated cells, 
as a theoretical vehicle to study ultimate limi- 
tations of parallel computation, embodies the 
physics and engineering in two characteristic 
time costs, C_ and C_, and leads to characterizing 
the time cost C of cbmputations as 

C= N. +N C 
P Pp 
where N. and N_ are integers depending on problen, 
program, and cOmputer organization. 
If the cell diameter be d and c the velocity 
of light, then we often have 


Cn Ss dpe 
. / 


(2.9) 


(2.10) 


in. is frequently justified to take 


C. << Ce a 11) 
For example, if a sat Sgt of aap 10 oe cm_ 
changes state in 10-9 fe =¢,C =3x 10714 
sec, i.e., C. ~ 3 x 10 . For ehaele packed 


_ devices, a aie ane signal then propagates 
to about 1014 devices or more in the time required 
for one state change. Analogous considerations 
may apply to the nervous system; axonal propaga-. 
tion velocities are meters/sec, synaptic devices 
(junctions) are micron size or less, neuronal 
recovery times #re milliseconds or less, and we 
have perhaps 10°“neurons packed in our skulls. 
Both for brains and BA's it is probably a good 
approximation to consider the major time cost to 
come from C_. For computer networks, with trans- 
mission delays much larger than C_ for devices, © 
(2.11) is. apparently grossly in error. We say 
apparently because the appropriate C._ may be a 
turnaround time or time in a queue. For C ~C 

a device may do simple jobs itself as rapillly as 
it can with help. 

A seemingly different approach to computing. 
time bounds for computation by spatially distri-. 
buted units D is given by Dertouzos [1]. His 
bound for T.(n), the time to compute n-argument 
functions, assuming a maximum speed of energy flow, 
a minimum detectable energy, and a maximum power 
transmission density, is proportional to nl/3, | 
But this is basically the same as the not? reste 
mentioned before (2.8) (take cube root of both 
sides). The minimum time to collect data from n 
similar units (certainly a lower bound for a 
computation) is achieved when they are. densely 
' packed in a sphere at whose center collection 
occurs. It is proportional to the meee harseee 
to n 


3% pecupettat Gelluler: Automata, Shift Registers, 
and Turing Machines 


Our original motivation for studying groupoids. 
was the feeling that structure and pattern in . 
nature evolved from nearest neighbor aneeracts ous 
at a molecular level [2,3]. | 

A. set: G = {a 225 »---} is a groupoid if it ia 
closed unde a: binaty operation. 
sible as a mapping G x G > G, or, with the binary 
operation arene erey eee teow): indicated by & 

| _ ay® a, 

The gap between: "local" algorithm embodied in 
groupoid multiplication and "global" pattern is_ 
bridged by building: geometric structures. from 
groupoid elements: (strings) whose growth: law 
(production of daughter strings) is determined by 
the local algorithm.. More formally, for finite _ 
G we define groupoid strings as words: (finite or 


infinite) using G as their alphabet.. From the 
parent . string 
cas ha Eos it+2°° 
we form the daughter string 
didi pidiggee 
where 
iia titer eo (3.2) 


Plane displays of a starting string and succes— 


4 sive generations of daughters have been studied 


as. exemplars of algorithmic pattern generation _ 
and proposed for investigating development — 


_ problems of biological structure by Rothstein | 


[2,3]}. 
Computation of asceneee strings is sSeveGrnabie 


in parallel on a one-dimensional cellular auto- | 


maton (CA), essentially a 


_ Figure 1. 


"shift-register accumu- 
lator" whose "logic™ embodies ercupes multipli- 
cation; see Figure l, 


Shift Register Computation of Daughter 
String 


The logic unit associated with cell i geakeits 
inputs a, and a,,, from cells i and (itl) respec- 
tively, dL ubstitating d, for a, in cell i. All 
units can clearly operate in parallel. This is a 
special CA; it is one-dimensional, and its neigh- 
borhood function has two arguments. For classical 
CA theory see von Neumann [4], Burks [5], Codd [6], 


Smith [7,8], Banks [8], Nourai and Kashef [10], 
and others. 


Generally, the next state of a cell 


is determined by the states of n neighbors. We 


- now show that the groupoid formalism can represent 


strings over a symbol set closed under an n-ary 
operation by taking (n-1)-plets as groupoid 
elements. Successive daughter-string symbols are 
formed by the n-ary operation over the n contig- 
uous symbols obtained from the previous set by 
dropping the leftmost symbol and ee the next 


symbol of the parent. 


€ 


ce Cc ee ed 


This is expres- 


(3.1) 


Consider the parent string 


sat i Bosse yy bo-- +b, Bie 
which can be viewed as the concatenation of two 
(n-1)-plets. Let the daughter (n-1)-plet, 
_;» be generated from contiguous parent 
(n-1)-plets, by the element-wise n-ary eperatten: 


6" 8 & 


st 1°" n- 1>)) 


1 
Sted g(a, 2° vg bo) (3.3). 
ea" g(a baby sede: D 


Clearly this process produces one (n-1)-plet from 


two given (n-1)-plets, thus defining a groupoid. 


Figure 2 illustrates the process graphically. 
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140A, ay a oe ee 
aw 


c ae 
n-1°°" 


Figure 2. Groupoid Daughter for n-ary Mapping 
The groupoid mapping can be symbolized by the 
notation [2]>+[1], an n-ary mapping by [n]>[1]. A 
one-dimensional CA (Figure 3), where the next | 
state of A, is determined by the present states of 


iy 


A,_. A, and A.,,, thus defines a state-string" 
and an n-ary stite mapping with n=3. : 


One Dimensional CA 


Figure 3. 


Its "time-history'"' is thus expressible as a 
succession of daughter strings over a groupoid 
whose elements are doublets of automata states. 


at b 
te gate LA | ee 
t+1 a AE WF . ne 
ee PEE 
c 
Figure 4. Parent at Time t, Daughter at Time (t+1) 


Figure 4 shows this for contiguous doublets 
a and b of the (parent) string at time t, produc- 
ing doublet c of the (daughter) string at time 
(t+1). 

The above shows that the one dimensional CA 
is contained within the groupoid formalism. The 
Turing universality (computation universality) of 
the groupoid formalism will now be demonstrated 
by explicit construction of a groupoid simulating 
an arbitrary Turing machine (TM) using a one di- 
mensional CA. 3 | 

The TM has a finite state control and an 
infinite tape, ruled in "squares" containing 
symbols ("blank" is a symbol). The control is 
in one of a set of states K, 


K = {dpsdyo+++04d,} (3.4) 
when it scans that one of the set of tape symbols, 
rs 


l= {0 9s0,2+++90,} (3.5) 
at its current address (say n) on the tape. It 
then makes a transition to a new state, prints a 
new symbol at its address n, and moves right or 
left to address ntl. General data processing, 
computation, or procedures are a succession of 
such steps. The initial symbol string on the 

tape is the input. It is usual to take q, for the 
initial state; with the initial address at a left 
end marker or first symbol of the initial string. 


When a state "halt" is entered, the machine stops. 


What is left on the tape is output, processed 
data, or the result of computation, or the halt 
state is taken as embodying the desired decision 
(reject or accept, etc.). The program is 
embodied in the transition function. More 
formally, the action of the machine is defined by 
a mapping 


Kx X+*K x <x {right, left} (3.6) 


which specifies, for current state and input 

symbol, the next state, output symbol, and "move" 
to a new address. The mapping is often given as 
a list of quintuples or as a rectangular table of 
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1. (a) 


triplets (next state, output symbol, move), with 
rows and columns labelled by current state and 
input symbol. 

To simulate TM by CA associate square i of TM 
with automaton A, of CA, naming states {Q,} of the 
(identical) A; by : 


{Q,} =K x 2x fon, off}. (3.7) 
Cell A, is "on" if and only if the TM control is 
scanning the symbol at address i; all other cells 
are "off" (quiescent). State transition rules 
mimic TM rules: the K x £ part is unchanged, and 
{right, left} of TM corresponds to {on, off} of 
CA as shown in Figure 5. 


T™ Control in q_ scanning o_ at address i 
(b) A, in state (q_,0_, on) : 
2. (a) T™ prints o at address i, moves R in 
state q , scanning Oo, at (it+1) 
(b) A. in state (q.2o,> off), Asay 
(4,02 on) - 
™ prints Oo, at address i, moves L in 
state q_, scanning o at (i-1) 
(b) A; in state (q_,9., bff), A. in state 
seals i-l 
(q_»0 » on) 
Syitbots on squares j not currently the 
address of TM control are unchanged 
(b) o-component of states of all A. currently 
"off" are unchanged J 


CA Simulation of TM 


in state 


3. (a) 


4. (a) 


Figure 5. 


Less formally, on or off is determined by L or 
R outputs of TM, namely L means A; > off, 
A,_, * on while R means A, + off, A >on. The 
asserted simulation now follows whence TM is 
simulated also by a (unidirectional) “shift-regis- 
ter accumulator" and represented by the groupoid 
string daughter formalism over cell state doublets. 
The simulation amputated parallel capability but 
preserved universality, whence groupoids, CA's 
and BA's invite investigation as vehicles with 
general parallel computation capability. Daughter 
string computation is a paradigm for total para- 
llelism. Given a daughter, finding a parent (or 
parents) or more remote "ancestors", may entail 
much sequentiality. 


4. Development and Initial Applications of Bus 


Automata 

The immediate stimulus to developing the BA 
concept was a refusal to accept parent string 
computation, given the daughter, as inherently-.se- 
quential. The.key idea used, however, developed from 
research on pattern recognition by retina-like 
devices, specifically straight line recognition by 
a plane CA (Rothstein and Weiman [11,12,13]). 
There string manipulations, incident to recogniz- 
ing whether an encoded candidate configuration 
was a straight line or not, were enormously 
facilitated if cells could enter a conducting 
state, permitting an appropriate neighbor to 
effectively augment its set of neighbors by those 
of the conducting cell. A logic bus, permitting 
"broadcast'' type communication between cells as a 
group and a "cell synchronizer" was also used to 
simplify automata design, timing problems, recog- 
nition algorithms, and to enhance parallelism. 
The logic bus was fixed, so essentially the entire 
capability to adapt communication paths to fit 


the problem was contained in the ability of cells. 


to enter a conducting state. We show how this - 


"conduction trick" permits parallel computation of 


a parent string. 

_ “Tf e..p.... is a parent string of ‘given 

daughter string ...d,..., then the possible ~ 

candidates for p, are all those elements g, of G 

for which another element of G, sey g ; exists 
itl’ 

satisfying de 


Bs ® Bian = 44 GD 
Figure 6. Parallel Computation of Parent Strings 
its 


In Figure 6, we display ...d,... with 
elements in boxes corresponding a CA cells, and © 


string correspond to starting and accepting states. 
Regular languages and their relation to finite 

state automata are treated extensively in many. 
texts, e.g., Chapter 3 in Hopcroft and Uliman [14]. 


_ Acceptance is "immediate" for only the time for a 


‘nique. 


with all the elements of G, in some standard. order, 


written as a column g,, pee By above each d.,. 
The arrows go from Seen fencnt © g. above d, to 
each element g above d,,, satisfying (4.1); 
this is done for all addréssSes i. We thus have a 
directed graph whose vertices are labelled by 
elements of G and whose edges are determined, by 
the groupoid malEtpi scat ian: table and the string 


he set of ose tbie vavents is then represent- 


ed by the set of all continuous chains of edges | 
constructed above the string cerdp eee For Ga 
quasigroup of order k (a quasigroup is a groupoid 
with unique two-sided solvability, i.e., for all 
a,b,c in G unique x and y exist such that a 
a ®x = c and y & b = c) there are precisely k 
possible parents for any string. A "grandparent" 
string (or more remote ancestors) comes under the 
same discussion, for a granddaughter. string is 
produced by a [3]*{1] mapping defined by G, It. 
follows that telescoping k "generations" into one 
parallel computation can always be done with 
increased ‘groupoid complexity (this expresses a 
well known time-complexity trade-off). 

Viewing edges as conducting paths, with 
complete paths connecting an indicator lamp to 
a power source, say, and noting that the circuit 
logic to establish them is determined ‘by the 
groupoid (and therefore a 
data is put in), shows ‘that parallelism is 
essentially compléte. Also, ‘specifying a single 
element p, selects a unique chain’ (if it exists). 
As all logic is prewired the time cost to obtain 
a parent is that of one logical State setting © 
(state change) C_. The "read-out" time is nc a 
where n is word Yength and C_* propagation tin 
cost for output signal to triverse ane cell. 


Readout ‘need not be counted as part of computation 


time, for the "answer" 
state of the system. 
The foregoing applies verbatim to acceptance 
of a regular language. The groupoid operation 
is concatenation for the syntactic moneid or its 
generators. Initial and final elements of the 


is already stored in the 


"setting" made when | the 


single state change is needed. 


alphabet as d. 


Were none required 
there would be no problem, the input being the 
solution. More generally, if k successive state 
changes are needed for acceptance, where k is- a 
how long, we still caid- acceptance immediate. 

The reason is that.a k-tuplet groupoid can always 


be constructed for this case in which acceptance 


is immediate. | a 
Though the transcription is trivial from 
regular language acceptance to arbitrary computa~ 

tion, translation, or data rocessin inite 
state machines, ‘Wd?distfesto® th He cage psn tech- 
It is that honour phic clase can be. 
introduced with no additional complications. _ 
Refer to Figure 6, interpreting ...d,... as the 
output string of a finite state automaton (FSA). 
For a Moore FSA outputs are additional labels on 
the states (i.e., a homomorphic mapping of the 


State set) and {g 2+++8, } can be identified with 


the set of states of the FSA. The inputs are 
simply arrow, labels, eregrtsonally from the same 
for CA's but not so for finite 
state transducers and many other FSA's. For 
Mealy FSA's inputs and outputs are arrow labels, 
but no change is needed in Figure 6. However, 
the usual convention is that current state and 
input determine next state and output, i.e., in 
(4.1) d, becomes d,_ 1? an alternative which can. 
always be used. in Shee oF (4.1) if desired. Also, 
as any edge is determined by the vertices it joing, 
and one vertex and an arrow determine the other 
vertex, pairs (g., g.,,) correspond precisely to 
pairs (g., I. PE wheré is the FSA input in © 
state 85 causing the FSA to enter state g. 

This now leads to a general speed-up theorem tie ocea 
for Turing machines. As any TM constrained to _ 
move in one direction is simply an FSA whose in- 


_ puts and outputs are on the tape, the foregoing 
implies that a one-dimensional BA can do in time 
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C. (immediately) what T™ does between reversals 
on its tape. It switches between being a “left. 


FSA" and a "right FSA" at each reversal. The BA — 
thus cuts the time cost to | . 
= (tHe, + : gC (4.2) 
Pe i=] +P. : 


where r is the number of TM reversals and 2. is 
the number of cells containing the substring 
processed ' ‘immediately" between the ith and the 
(i+1)th reversals. Propagation costs have been | 
included because the substrings are effectively 
read out at each reversal. If propagation cost is 


— we have the (usually realistic) cost 
= (rtl)C, ' (4.3) 


Seemingly more impressive is the result that 
if there is a fixed upper bound on tape distance 
(number of cells) between reversals for a TM, a 
BA exists doing the calculations of that TM 
immediately. However, it follows easily from the 
foregoing and k-tuplet speedup, where k is now 
the upper bound. With a simple convention about 


null symbols, all substrings scanned between 
successive reversals can be regarded as k-tuplets 
(k is the maximum 2, of (4.2)), each viewed as a 
single groupoid element and thus equivalent to 
one symbol. They are processed alternately by 
corresponding versions of R and L FSA's. But a 
single FSA is easily constructed to embody this 
alternating behavior whence the stated result 
follows. 

To summarize, the one-dimensional BA, with 
communication along busses reduced to mere conti- 
nuity check, in effect, achieves ultimate speed- 
up for finite state computations, is computation 
universal, and accomplishes potentially tremen- 
dous speed-up generally. When (4.3) is valid the 
ratio R of TM time cost to BA time cost for the 
same C_ is 
r 
R= (2£2,)/(r+1) (4.4) 

1 i 


As R is the number of squares visited by the TM 
control divided by one plus the number of turn- 
arounds, it is at least one (realized only ina 
trivial case), and has no finite upper bound in 
general. 

Two (or higher) dimensional BA's are more 
powerful than one dimensional BA's for several 
reasons. They are easier to apply to geometrical 
or pattern problems. They permit setting up an 
unlimited number of busses parallel to a row of 
cells, or "detouring" around a region of cells. 
The number of cells to which propagation can 
occur increases quadratically, rather than 
linearly, with time (cubic increase for 3D BA's; 
higher dimensionality is non-physical"). This 
implies non-existence of finite upper bounds on 
how much "more parallel" computations of a planar 
(or cubic) BA can be compared to those of a 
linear BA (or cubic compared to planar). 

The first point has been illustrated both for 
straight line recognition and for determining | 
topological connectivity of regions in the plane 
(Rothstein and Weiman, [11]). The latter is of 
special interest here, being particularly vexing 
with sequential approaches yet almost trivial for 
a plane BA. The second and third points are 
illustrated by the following ancedote. Several 
years after Weiman received his degree, Moshell 
sought a dissertation topic, so the writer sug- 
gested investigating parallel computation by BA's, 
specifically for acceptance of formal languages 
more general than regular. The "ultimate" result 
for regular languages and a powerful speed-up for 
the most general case had already been obtained — 
on the one dimensional (1D) BA. Significant 
parallel speed-up for a context sensitive (CS) 
language (line codes [11]) had been obtained with 
a 2D BA, and the writer had also found how to 
speed up acceptance of Dyck languages, which are 
context free (CF), by the 1IDBA, using only nearest 
neighbor conduction, and a number of computation 
steps equal to the depth of the "deepest nest" in 
the string (no limit on the number of nests). A 
bar to Dyck language immediacy on the 1DBA is 
the impossibility of threading an indefinitely 
large number of channels through an FSA, Moshell 
found this easy for the 2DBA to overcome, where- 
upon the writer showed that the same method worked 
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for many context sensitive gdanguages like 

(abc ,,,t ) and ((w w )*), where w is an arbi- 
trary word and w is w written in reverse order. 
We suspected, from the above and the first speed- 
up result, that regular languages, and only they, 
were immediate on the 1DBA. This turned out to be 
so, but for 2D and 3D CA's the results were less 
tidy. Indeed, a major part of Moshell's disserta- 
tion dealt with the problems of precisely charac- 
terizing immediate languages and their relations 
to known hierarchies of languages (with respect 

to generality, complexity, etc.). 

The work of Rothstein and Moshell [15,a,b,c,d], 
both published and in preparation, has yielded 
some unexpected results. Complexity with respect 
to parallelism (immediate languages are simplest) 
is less for some CS languages, which are highly 
complex from a conventional viewpoint, than for 
general CF languages. For example, words over an 


alphabet of one letter whose length is a prime 


number form a CS language. From number theory 
one would expect it to be very complex, but it is 
immediate. The Cocke-Younger algorithm leads to 
a (log,n)C time bound for CF languages. We do 
not know if this can be improved. 


5, Retrospect, Prospect and Concluding Remarks 
The BA is both a CA and an iterative logic 


(microcellular) array. It is thus more powerful 
than either, andis microprogrammable in principle. 
Array research is summarized in Minnick [16]. 
Microprogrammed arrays have been discussed by 
Jump and Fritsche [17]. The BA is also a multi- 
processor. Some theoretical aspects of multi- 
processors have been surveyed by Baer [18], and 
Statistical modelling of their performance con- 
sidered by Sastry and Kain [19]. A discussion 

of several computer organizations and their 
effectiveness, including some parallel processor 
and multiprocessor aspects, is given by Flynn [20]. 
Many lines of parallel computation research are 
treated in a special IEEE Transaction issue [21], 


‘and in the proceedings of this conference and its 


predecessors. Kuck, Muraoka and Chen [22], 
analyzed Fortran-like programs at the statement 
level to find simultaneously executable operations. 
The overwhelming mass of the literature, 
lightly sampled above, on array multiprocessor, 
contest addressable parallel processors [23], and 
other parallelism research has either been in 
anticipation of technological advance (e.g., array 
research and LSI) or under pressure of handling 
enormous work loads in real computer environments 
(STARAN, etc.). Fundamental aspects and ultimate 
limitations were thus largely neglected in favor 
of practical ones. While many fundamental ques- 
tions are treated in CA research, usual absence 
of fast communication between distant cells made 
their impact on parallel processing problems small 
We believe BA research has made and will make 
progress toward fundamental understanding of 
parallel processing, and that it will eventually 


contribute to operating system design for maxi- 


mizing speed and throughput, to fully utilizing 
the potential of LSI and other technological 


advances, and to rational device and system archi- 


tecture, where geometric arrangement, local and 
system logical design and communication bus 
systems merge into a powerful whole. We believe 


BA research will have enormous impact on complex 
system modeling, the BA itself often becoming an 
analog of the system modeled. The straight line 
recognizer [11,12,13] did exactly this for a rudi- 
mentary visual pattern recognition system with a 
simple BA. Indeed, we now think of much of the 
formal side of theoretical science as design of 
BA's, of which systems of scientific interest are 
analogs. We expect this to recur for modeling 
"higher cognitive functions", adaptive systems, 
artificial intelligence, etc.. 

What can we say about ultimate limitations on 
parallel processing not soon to be proven wrong by 
future research? As in the text, there are 
physical and computer science aspects. Turning 
first to the physical, we expect a form of reso- 
lution of time cost into C_ and C_ components to 
be maintained, for the velbcity of light to be the 
ultimate upper bound on signal transmission speed, 
and for that bound to be frequently achieved. 

Both C_ and unit size (and thus C_ normalized to 
unit size) are expected to shrink’ toward atomic 
space and time scales with future advances. 
Estimated values of C_ and C_ are likely to have 
short lived validity. The efementary computation 
act, like measurement, is irreversible, and the 
quantum statistical mechanics of irreversible 
processes is far too primitive to permit making 
the preceding statement much better. It seems 
clear, however, that much improvement in practical 
devices and systems can occur before ultimate C 
and C_ limits are encountered. Computation of 
those’ limits is a question for future research. 

With C_ and C_ as given parameters, can 
computer science Set ultimate bounds on time cost 
or speed-up for parallel computation? As shown in 
the text, (4.1) leads to the "ultimate" result for 
regular languages, later generalized to immediate 
languages [15,a,d] (which include many context 
free and context sensitive languages, but which 
have not been shown to properly include the context 
free ones). The result (4.2) gives explicit values 
for N. and N_ of (2.9) in the most general case on 
the 1BBA but?r and 1. of (4.2) are complexity — 
measures hard to compute, and vast improvements 
are possible for 2DBA or 3DBA. For language recog- 
nition problems, N_ and N_ are functions of n; 
languages can be hierarchically arranged in com- 
plexity according to the kinds of function 


involved. Immediate cases had N_ bounded by a 


constant, N_ by a linear function. We expect 
“parallel cbmplexity theory" to be "two-dimensional 
(s and p “components"); an important practical pro- 
blem is how to optimize trade-off between compo- 
nents. But that may be the "easy" part because 
programs and.generative grammars exist, of widely 
differing complexity, which respectively perform 
the same class of computations or define the same 
formal language. Worse yet, there is no way, in 
general, to tell if two programs perform the same 
class of computations or if two grammars generate 
the same langauge! But let us count our blessings: 
many interesting languages are immediate; the 

(s,p) bound for all context. free languages is 
surely not higher than (k log,n,kon), where the k's 
are constant and n is word Leech [15d]; (4.2) can 
surely be improved; given any TM, there exists a 
faster TM performing the same class of computations. 
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So optimism seems to be in order: no inherent 
general limitations short of immediacy have been 
shown to exist and tremendous practical speedup 
is surely possible. | 
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AN EFFICIENT MULTIPROCESSOR ARCHITECTURE 


by Vincent UNG 
INSTITUT DE PROGRAMMATION 
Université Pierre et Marie CURIE — PARIS - 
(FRANCE) 


Abstract : In a parallel/distributed proces- 
sing system, the efficiency of such a system de- 
pends essentially on the manner in which the pro- 
cessors intercommunicate. In the standard way, 
edmmumoat ton uses the internal buses, the I/O bu- 
ses or the DMA channels. In every case, the data 
transfer takes time. In a multiprocessor system, 
each processor generally has a specific task and 
possesses a unique structure such as its word 
length. As a general rule, transfer processing, 
managed by firmware or software, is needed to con- 
vert between different word lengths and to store 


the data. 


This paper describes a hardwired method 
which facilitates both rapid communications bet- 
ween processors, and at the same time, rapid word 
length transformation, in a local multiprocessor 


system. 


I - Introduction 


Because of the proliferation of more and 
more sophisticated microprocessors and low cost 
minicomputers, distributed and parallel proces- 
sing 1s more interested in decentralizing the data 
processing to decrease cost and increase efficien- 
cy. We can envision a multiprocessor in control of 
peripheral devices [1 |, syntactic filtering [2 ], 
lexical processing [3 ], arithmetic processing 


etc.e. 


The processors have to inter-communicate 
[10], or the system is not a multiprocessor. As 
a general rule, communication is realized by using 
internal buses, input-output buses or DMA channels 


and reduces the efficiency of the whole system. 
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The causes for the reduced efficiency are. 
- Data strangling on the buses. 
- transfer time that causes waiting 
- transfer processing as the word 


length transformation and the storage function. 


II - Multiprocessor justification 


Our reseach on an APL machine which incor- 
porates automatic evaluation of calculation er- 
rors caused by truncation [4 ] led us to propose 
a multiprocessor architecture rendered necessary 
by two aspects of APL. 

- conversation 
~ Numerical treatment. 

The conflict between these aspects is clear: 
the first is essentially slow and the second needs 
a high speed treatment. One approach to resolve 
the problem is a two-processor system ; 

~ An eight-bit microprocessor [5 ] which 
treats a string of symbols coming from the APL 
terminal, codes it in internal codes, processes 
the syntactical analysis, creates executable data 
in a common memory block for the second processor, 
and then delivers the results for the terminal. 

-~ A thirty-two- bit high-speed processor 
based on bipolar technology [6,7] which is micro- 
programmed for numerical calculations : array 
treatment, floating point arithmetic, and preci- 


sion evaluation. 


III - Communication. 


In the usual mode, the drawbacks are evident. 
In this paper, we present a hardwired method per- 


mitting the rapid transfer of a memory block and 


at the same time, rapid word length transforma- 
tion (fig.1). | 

With this method, we have true parallel pro- 
| cessing : two processors work simultaneaously wit- 


hout the drawbacks of shared buses. 


IV - Memory organization 


Around the memory and for each processor, we 


build a data bus and an address bus, correspon- - 
ding to the structure of this processor. An ex- 
emp le illustrates this organization : the memory 
is formed out of IK-bits RAM chips. Each 8 chips 
forms one indivisible sub-block of IK-8 bits. This 
size is determined by the smallest processor (8 
bits). The 32 bit processor will determine the 


minimum number of sub~blocks per block. In this 


case, four sub-blocks are needed to form one block 


of IK-32 bits. 

—— This same block, used a Pl, 
will become a 4K-8bits. For Pl, contrary to the 
usual organization, the two least significant ad-~ 
dress bits will be decoded to select one sub~block 


out of four. 


In this organization, shea Pe 
memory locations addressed consecutively are not 
physically consecutive, that is, two successive © 


locations are not in the same sub-block. Looked at 


from a logical point of view, however, these loca- ~ 


tions appear consecutive (fig. 2). When Py: is 


working all four consecutive locations of Py 


(from the logical point of view) appear as one lo- | 


Cation of Po» and are access simultaneously by 
P.- (fig. 3). | 


V - Generalisation of this method | 


The memory blocks can be distributed to se~ 


veral kinds of different processors (fig. 4). The 


organization (fig. 5) is facilitated if the follo- 


wing relationship holds : 


(1) C, x W 7 C, x Woes: = C. x We constant 


with : WW, = W,_ 1.2 


“is operating 


Wi is the word length of the processor Pi. | 

Ci is the number of words in the block used 

by Pi | . 

and C, = 6, ,.27!- 
i-] * i ee eon) 


Consequently : (fig. 5) 


ane). Ch = ZC, = 2. C - baa i 


2 


: : n~] 
ae 7 = = oes: =. o- W 
(3) "s ees a Wn-2 | a ot 


In cine limit, C= 1° which determines the 
minimum size of the usable bloc for any - processor 


P.. In-our case and from definition of Cc. in (2) 
1 | | 


bove. wink t : 
above. C, < C_- = < Cl we have 
Wy = 32 
Wy = 8 
Then Wn Cl 4 ©) 2, 


The minimum size for oy will be ae = 4 


The ee 4. (2) ‘and (3) can §e obtained | 


from the binary address decoder. (fig. 6). 


VI - How to synchronize the processor ? 


We have many situations, all of which fall | 


into two categories : 


- Master - slave processors _ 


- Symmetric processors. 


The first configuration is not complicated | 
to manage [8]. The master processor determines 
the distribution of the memory blocks for the be- 


nefit of the slave processor which, after execu- 


‘tion, interrupts the master processor. Only sta- 


tus information is communicated on the input-out~ 


put buses. 


In the second solution, each processor keeps 


its autonomy and can use some of the other's re~- 


sources but we must take care to avoid deallock. 


[9]. 


Conclusion 


Communication between processors in the met- 
hod presented offers the advantage of speed and 
simple software. The hardware realization is sim- 
plified by using three-state gates to separate 
processor~buses. There is however a problem with 
the optimum size of a block, since minimum com- 
munication is equivalent to the size of a block, 
which is often imposed by the commercial RAMs. But 
the current low price of these allows us not to 
insist on the optimum size. Finally, this solu- 
‘tion allows a very close logical interaction and 
from a physical point of view (real parallel.pro- 
cessign and no bus sharing) an almost negligible 


interdependence. 
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Fig 5 : Successive forms of a memory block 
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DESIGN CONSID 


PRAT LOWS 


IN 


MULTI-VINICOMPUTER PERFORMANCE 


Tadaaki 
Yukio 


hitachi-shi, 


Summary 


This paper deals with the innut output perfor- 


mance of nulti-minicomputer structure. Fig.1 shows 


the typical 


structure of the multi-minicomputer. 


rach processor element (PE) has its own private 


memory (P'l) and input output devices 


Tne conmon 


avmory (Cli) and the common input output devices 


are shared bv 


several nrocessors. Tie common re- 


Source contention decreases the instruction exe- 
cution rate [1] and also causes the Over-run error, 


t 


Yhe over-run error is caused hy the Gate 


time exceeding the maximum allowance. Some input 


output devices, e.f. 


disks or drums (DMA) must 


transfer the data in pronortion to their revolu- 
tion. The waiting time is the time for which a DMA 
must wait until it can transfer the data. 


necessary to make the 
allowance longer. The 


(1 


6 


Th 
i. 


3) Continuous transfer: 


is 
the 


In order to decrease the over--run error, it 

waiting time shorter and 

influential designs are, 

logic in Cii: This selects a 

accesses C::. The tynical 
logic is priority or circular method. 

) Acknowledge time: This is the time required 

_ for a PE to respond to the request of a UMA. 
In the multicomputer system, this is at least 
two memory cycles because of the test and set 
instruction which requires two memory cycles. 

This method allows a DMA 
to transfer data continuously if some datas 
are remained in the buffer. 

) Buffer tanacity: Larger buffer capacity of Dv 
allows: longer waiting time. All DiiAs should 
have the same allowance, or the Didé which has 
the larger allowance causes an over-run error 
of the DNA which has the smaller allowance. 

) Interleaving of Citi: This technique is effec- 
tive to reduce the average waiting canes but 
not the maximum waiting time. 

ese factors decide the over—run probability, 

e. how many DNAs can run simultaneously. 


pW ] tee 1 
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) Aequest selection 
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must wait while PE accesses Cif. The access 


In this 


[2] Dileep P. 


PM F- ee 


Fig 2: Sy stem mode | 


of “itachi Ltd. 


Japan 319-12 

next, the quantitative data is examined in a 
simple case. Fig.2 shows the model of the analvsis 
There are 2 stages of the selection, i.e. the 
selection in a TUS and the selection in UN. Assuiu: 
Only PE accesses Cii and JHA accesses orly Ft. Dilk 
request 
of PE to C:: is a closed loop and exponentially 
distributed. .aq is the probability that a PE re- 
quests during Cli single cycle. The service time of 
Ci is a unit time. The request selection logic in 
Cs. is either FIFO or priority ox circular method. 
case, if the distribution of the waiting 
time is known, the over~-run probability is ob- 
tained by us sing the time chart. 


The walting time distribution is calculated bs 
using the concept of imbedded liarkov Chain [2 
Let x(ti) be the state (i.e. queue size) when th: 
i th caller service is completed. The calculation 
method is as follows. . 
(1) Nake a transition matrix from x(ti) to x(ti+tL) 
(2) Calculate the probability of the entry posi-~. 

tion of a new request in x(ti) 
(3) Follow the position of the new request in th2 

transition matrix until it is serviced. © 

The result of the calculation is shown in Vig.3 

The waiting time is normalized as the single ser- 


-vice time is 1. The waiting time t(n-l<tin) is 


represented by time n. In the case of priority 
service, the waiting time of the lowest priority 
is shown. The result indicates that the circular 
service is not so different from FIO and the 
priority service has disadvantage. 
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A MODULAR VECTOR PROCESSING UNIT 


S. R. Ahuja and J. R. Jump 
Rice University 


Houston, Texas 


‘ SUMMARY 


This paper presents and analyzes the archi~ 
tecture of a vector processing system. The system 
is best viewed as a functional unit similar to the 
pipelined arithmetic unit found in some current 
computers [1, 2, 3]. However, it differs in 
the following two significant ways from conven« 
tional pipelined units. 


First, the proposed system is modular. It 
consists of several identical and independent 
modules, The external functional behavior does 
not depend on the number of modules and it will 
work properly with any number of modules. The 
only effect of changing the number of modules is 
to change the computation rate of the system. 

Thus modules can be added or removed without chang- 
ing any applications or systems programs. This 
allows a straightforward tradeoff between hard-= 
ware and performance, Moreover, the system exhi~ 
bits failesoft properties since if a faulty module 
is detected, it can simply be removed, resulting 

in a slight decrease in performance but no other 
changes, | 


Second, the system is programmable. Each of 
the modules is a general purpose processor (per= 
haps an LSI Microprocessor). Each operation per« 
formed by the system is defined by a microprogram. 
A copy of each such microprogram is stored in 
every module. Hence, the choice of operations is 
not limited to simple arithmetic operations. The 
operations can be chosen to fit the needs of the 
user and can be changed for different applications 
or when improved microprograms are developed. 


The system consists of a number of processor 
modules which share two data busses; i) a common 
input data bus for the transfer of operands from 
an external memory to the processors, and ii) a 
common output data bus for the transfer of results 
from the processors to the memory. The control of 
each bus is distributed among the modules and es- 
sentially consists of a one bit shift register 
used to shift a single activation bit cyclically . 
from one module to the next. Whichever module _ 
contains this activation bit has access to the 
bus. Thus the module containing the input acti- 
vation bit will receive operands necessary to per- 
form an operation. Once the operands are received, 
the operation is initiated and the activation bit _ 
is passed on to the next module. Similarily the 
module containing the output activation bit transe 
fers the results of a previous operation, if any, - 
to the memory, after which the activation bit is 
passed on to the next module. An activation bit 
is held at a processor only until the processor 
completes its data transfer. 
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This scheme allows i) the execution of 
several operations to proceed concurrently in 
different processors, and ii) the input and oute 
put phases (data transfers) of a processor module 
to be overlapped with the execution of operations 
in other processors. The input and output cone 
trol loops work independently and asynchron- 
ously. Thus the output loop ensures that a pro- 
cessor module can output its results as soon as 
the module finishes an operation, irrespective 
of the execution time of that operation. 


The performance analysis of the system pro- 
vides a derivation of the throughout (i.e., the 
number of operations performed per unit of time) 
as a function of the number of modules, the 
number of operations to -be performed, and the 
time required to perform a single operation in 
one module. Hence this analysis provides a 
quantitative measure of performance that can be 
used to determine the number of modules needed 
to achieve a given throughput. The performance 
of a system with N modules is shown to be the 
same or better than that of an equivalent N stage 
pipelined system [4]. In particular the total 
time of operation for a vector operation is 
given by 7 


| a | 
T= (Zt+1)r +R + d x |-) (R* (Nel) x) 


where N = the number of processors, Z = the vec- 
tor length, R = the processing time per processor, 
r = data transfer time (input and output), and . 
Re(NeL)r=R=(Nel)r if R>(N-1)r and O otherwise, 


This tends asymtotically to ons )Z for very 

large Z, showing an effective processing time of 

(REY) per operation. That is, the system ex- 
N 


hibits a parallelism of order 'N' in that it proe 
cesses the operations at a rate 'N' times that of 
a single processor. 


REFERENCES 


1 Anderson, S.F., et al, "The IBM System/360 
Model 91; Floating Point Execution Unit," 
IBM J. Res. Develop., Vol. 11, pp. 3353, 
January 1967. 

2 "Control Data Star-100 Computer System Hard- 
ware Reference Manual,'' Technical Publica- 
tion Dept., CDC, Arden Hills, Minn. 55512. 

3 "ASC «= A Description of the Advanced Scien 
tific Computer System", Texas Instruments, 
Inc., April 1973. 

4 Jump, J.R. and Ahuja, S.R., “Effective Pipe- 
lining of Digital Systems," Submitted for 
publication. February 1976. | 


A SHARED MEMORY TECHNIQUE FOR 
DIFFERENT MICROPROCESSORS 


Dr. Ronald L. Krutz and Bob Reynouard 
Department of Electrical Engineering 
Carnegie-Mellon University 
Pittsburgh, PA 15213 


Summary 


To investigate shared memory techniques 
two ponular general purpose microprocessors 
were chosen as bases for investigation - Intel 
8080 and Motorola 6800. The criteria for 
evaluating each technique was design simplicity, 
efficiency and programming limitations. The 
system, as imagined, was to provide each 
processor with local memory (ML), to which 
only that processor has access, and to inter- 
face the two processors through a block of 
shared memory (MS). The problem was to avoid 
simultaneous requests for shared memorv bv 
both processors. 


Direct memory access was considered as a 
solution to the problem, but several short- 
comings to this approach made it a second or 
third choice to the "wait state" technique 
described below. Of the two processors only 
the 8080 possessed the desired ability to be 
externally halted in the middle of an instruc- 
tion. This feature served as the basis for the 
shared memory interface design. The 6800 is 
given top priority permitting it immediate 
access to MS. When both processors are vying 
for MS the 8080 is alerted of the 6800's re- 
quest, then enters a "wait" cycle. The 6800 
clock must be synchronized with the 8080 clock 
to insure sufficient time to alert the 8080 of 
a 6800 request for MS. 


The technique proves efficient and easily/ 
economically implement - an example for inter- 
facing an 8080 and 6800 with 1K of shared 
memory costs under $50. 
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[3] 


Good programming practice can achieve high 
90 percentile efficiencies. Good programming 
practice means program mapping to allow each 
processor to operate in parallel as much as 
possible. An example, given in the main text, 
achieves 99% efficiency relative to each 
processor operating independently. 


Parallel processing can prove to be an 
advantage in real time systems where execution 
time is critical. Another advantage of a | 
shared memory system is shared I/0 with common 
peripheries being accessed through MS address 
locations. 


Three or more processors may also be 
configured to share memory using this "wait 
state" technique. The general requirements 
for multiprocessor shared memory communication 
are discussed further in the main text. 
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PARALLEL RECOGNITION OF PAT FERNS : 


_ Michael Moshell] 
The University of Tennessee 
Knoxville, Tennessee 37/916 


Abstract 


We define bus automata, which are uniform ar- 
rays of finite automata ("cells") with modifiable 
channels through cells which allow long-distance 
communication. This permits separation of the 
functions of state-change (or switching) and in- 


formation transmission, and analysis of their re- | 


spective time costs. Most previous cellular auto- 
-maton research does not make this distinction. 


We define immediate languages as those formal 
languages accepted in a fixed. number of steps by 
bus automata, regardless of the size of the input. 
Subfamilies within the immediate languages are de- 


scribed and compared to other parallel processing 


language hierarchies. From these comparisons we 
can infer some of the geometric and algebraic 
properties of language and pattern classes which 


admit rapid syntactic recognition by parallel cel- | 


lular computing devices. 
Le. Introduction 


One fapovtant model of parallel eee 
has been the cellular automaton (CA), introduced 
by Von Neuman (16) to study self-reproducing sys- 
tems. We add to the CA a locally modifiable com- 
munication network, composed of binary channels 
through cells. The resulting bus automaton (BA) 
formalism allows us to design cellular computers 
with less concern for communications problems com- 
mon to earlier CA research, such as the "firing | 
squard synchronization problem" (17). The concept 
of the BA originated with Rothstein (12,13,18), 


A bus automaton is a collection of finite 
sequential machines ("cells") arranged at the 
points with nonnegative integer coordinates a an 
n-dimensional Cartesian coordinate system (N°) 

The inputs to a cell C are the outputs of neigh- 
boring cells in a standard neighborhood, the cells 
directly or diagonally adjacent to C. Ind dimen- 
sions, C has 34-1 standard neighbors. All cells 
change state synchronously; the new state is a 
function of the old state and inputs. 


Most previous CA research used Moore finite 
sequential. machines (Moore fsm's) as cells. In | 
formalizing the BA, we use Mealy fsm's with a par- 


ticular type of output function (the "C-function") © 


to represent binary channels through cells. This 
restriction also avoids the problems of indeter- 
minacy for Mealy cellular automata pointed out by 
Hennie (2). 


For brevity, complete proofs are omitted in 
this paper. Most of these proofs involve geomet: 
ric arguments and many diagrams. 


INSIGHTS FROM FORMAL LANGUAGE THEORY 
Jerome Rothstein 
The Ohio State University 
Columbus, Ohio 43210. 
II. Bus Automata 
C-Functions _ | 
A function f:B, > By of Boolean (column ) k= 


vectors is a C-function iff there exists a k by k 
Boolean matrix Mp such that, for b in Bhs 


f(b) = Me.b, where . represents Boolean matrix 
product. C-functions are precisely the functions 
realizable by passive diode networks. See the 
example in aes ie ca 


For vector b=({(1 0 0 ii, 
The wd 0100] f1 0 
oe | 1100 lol 1 
O--*0} = f(b) = 1001 0]°10] = | O}=M .b 
I-41 0001] (1 1] f 


Figure 1: Example of C- Function (“conduction 

5 a function") 
C-functions easily generalize to m arguments, 

using m Boolean arrays. 


For example, consider the binary C- -function. 
H:B3 x Bz > Bg represented in Figure 2. 


0 = Vy 

f 1 3 
V.= f1 
2 0 


Figure 2: A Binary C-Function H:B, x Bz > B,. 


H uses the connection matrices My > Mo of m(=2) 
bipartite subgraphs. We have 


H(vy sVo) = My +M Vo 


aa 


~ We define the set C, , as the set of all m-ary 


C-functions from (B,)" to By. 


Bus Automata 


We need the following definition. A Mealy 
finite sequential machine (fsm) is an ordered quin- 
tuple M = (1,4,Q,f,h) where | 


Zis a finite set, the input alphabet; © 

Ais a finite set, the output alphabet; | 

Q is a finite set called the state set; | 

f: ©x Q +Q is the state transition function 
h: 2x Q +A is the output function. 


| The standard neighborhood of a point Y is the 
set NBHD(Y) = TWeTeTW = (y]+e]>--- greg)» 
Y = (yqs.+-s¥q) se€{-1,0,1} for 1 < i < d, and 


W # Y.} Let NBR:N cor be any function such 
that for 1 < i < j < 39-1, NBR(i,Y)eNBHD(Y), and 
if i # j, NBR(i,Y) # NBR(j,Y). : 


A bus automaton (BA) 
M = (d,k,Q,f,9,6,q,) where 


1) d, a positive integer, is the dimension of 
the BA; - 
2) there is a defined a Mealy fsm 


is an ordered 7-tuple 


C = (By)? ~',B,,0,f,h) calted a cell 
of M, With | 


(8, )3°"! as input alphabet, 
By, as output alphabet, 
Q as state set, (the "cell state 
| ca set") 
: (BP “ly Q+ Q the state 
transition function, 


34-1 | 
ch: (By)? ~° x Q> B, the output 
~k | : k 
function; : . 


3) g: Q> By, is the local output function, and 
G: Q> C is the C-function selector 
3°,k function and 
h is defined in terms of g and G: 
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for V = vine ,) in (By) ; 


h(V.q) = G(q)(vy.-.-5¥ 4 _29(4)) 
3°-1 
4) Gg € Q is the quiescent state, and 
. d_ 
£((0,0,...;0)? ~!,q,) 
3 d 
h((0,0,...,0)° 


do and 


(0,0,...,0) 


-1 
>) 


Condition 3 (the definition of cell output function 
h) means that with each state q of a cell of M is 
associated a C-function G(q) which represents 
"channels" in cells. Channels transmit locally 
originated signals (g(q)), or signals from cell 


inputs (v],....V d ) to outputs without requiring 
3 -] 7 


state changes. Different C-functions may be asso- 
ciated with different states; the channels are 
thus modifiable by state changes. 


of M is a function w:N 


Operation of Bus Automata - 
For a bus automaton M = (d,k,Q,f,9,G,q.) we 
define a state configuration of M as a function 


y:N¢ +Q (i.e., an assignment of a state to every 
cell of M). y is finite iff the set {YeN7|y(Y) # 
Go} is finite (i.e., only a finite number of M's 
cells are non-quiescent). An output configuration 

> B,. e sets pr ={:N@ + Q 
such that y is finite} and § = {w:Nd + By} are the 
sets of all finite state and output configurations 
of M, respectively. | 
When a given state configuration is established, 
the BA will then run through a series of output 
configurations, until all signals have reached 
their destinations ("settled"). The next state 
configuration may then be determined on the basis 
of these settled (or stable) values. We now for- 
malize this. 


For YeNd, yer» weNs we write <y>y when we 
mean the state of cell Cys and <w>y when we mean 
the output of cell Cy. For YeZ© but 


Y nq, we trivially extend all y and w; <y>, = qo. 
te cary = (0,0,...40). i 


| We define an output configuration history 


function 9°:N x rf +qQ as follows: for any 


vel’ ,<0“(0,7)>y = (0,0, eg) 
and for j>1, 


<O*(j,y)>y = h(<o°(5-1,y)>ygr(qjy)ee 


<0“(3-Toy) npr(34_1,y)2<¥?y) 


Informally, the value of 0*(j,y) is an output con- 
figuration of M which results from j applications 
of an "output updating operation" to a state con- 
figuration y; y is not changed during such a pro- 
cess. The “output updating operation" is just the 
application of output function h to each cell of M. 


We now define the stable output function 
0:7 +Q. for yer , if there exists a positive inte- 
ger t such that 0*(t,y) = 0*(t*,y), for all t~ > t, 


tet tT be the least such t. Define o(y) = o*(t.y). 
If no + exists, then o(y) is undefined. 


Informally, the value of o(y) is the output 
configuration resulting from state confuguration y 
after all "propagating signals" have reached their 
destinations, and all transients have settled. 
Hennie (2) showed that for most classes of cellular 
automata consisting of Mealy fsm's, it is undecid- 
able if © is totally defined. Feedback loops may 
occur such that the outputs of some cells "oscil- 
late":, and these loops are not always detectable. 
If, in state configuration y, oscillation is oc- 
curring and is not somehow arrested, then o(y) will 
be undefined, because no two successive output 
configurations are ever the same. We proved (10) 
that no bus automaton undergoes such oscillations 
during one clock interval. 
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We now define a state configuration update 
function I:r +r as follows: for yer, if 0 
is. derined then an oes 


ales NBR(1,Y) 


<O(Y) *ypp(34_y yy? SPY) 


<i y) y= 


ay) is undefined otherwise. 


We see that Tl is just the iat odie’ of 


Let us define the state configuration histor 
function 1°:N x [ +f which for an initial state 
SAAC Boba y specifies the configuration 

*(m, y) resulting after “m applictions of Al 


n“(0, y) 

1*(m, y) Bae (m- 1.¥)) if the right side is 
| defined 

I“(m,y) is undefined otherwise. 


Physical Interpretations 


The formalisms used to describe the operation 
of bus automata were motivated by physical consid- 
erations. It is intended that bus automata repre- 
sent constructible electronic devices. The output 
configuration history. function 0° (recursively 
defined), represents the transmission of signals 
through the cells without cell state-change occur- 
ring. This means that signals are conducted 
through the channels represented by the C-functions, 
but the channels are not modified. 


The stable output function © represents the 
signal values after they have been settled. The 
state transitions of cells, represented by the 
state configuration history function II” , only 
occur when © is defined. Thus, for BA for which 
Oy) is defined for all finite state coneigurer ign 
Y, represents a constructable physical device. \ 


Let us denote by C, ("cost of propagation") 
the time required for a signal to traverse a cell 
of some physical model of a bus automaton. That 
is, a change of input, where the cell-state does 
not change, results in a change of output after 
interval Cp 


Let C. ("cost of state-change", or "cost of 
switching") denote the time required for a cell to 
change state, after a clock pulse, and to change 
the functions Gq and g{q). Cy and Cy, are both 
assumed to be greater than zero. During the — 
state-change interval (of length C.) the cell out- 
put is undefined. The state to which a cel] 
changes is, of course, a function of its previous 
state and inputs at the instant of the clock pulse. 


Of course, systems where the non-quiescent 
part of space is very large may still not be 
practically constructable. 


All cells are mes (O to receive the clock pulse 
at the same time. ( Ss 


Consider the task of recognizing ee comput- 
ing some function of) a pattern, represented ina 
BA by cells' initial states, and having a maximal 
diameter ("span") of n cells. On the order of nC, 
time is required, ‘in general, before results can 
be obtained. The time is required to communicate 
the details of the extremities of the pattern. 


Consider a bus automaton operating with clock 
period T. (T >C., by necessity). Let us say 


that clock pulses arrive at times tT for t = 1,2, 

-- In the time interval between (tT + C 2). and 
(t + 1)T, signals propagate through cells at a 
time-cost of C, per cell. If r is the range, or 
maximum distance a signal can travel be- 
fore the next clock pulse, then 


rp =(t+1)T- (tT + C.) 
=T-C, 
or | 
T = C. + re, 


If a. particular algorithm being studied re- 
quires access at each clock step to all the data 
in a region of span n, then range r must be at 
least n; so | 


ee ns rc. > C, + nc 


p= p 

This constraint on physical models of bus 
automata is, of course, applicable to any physical 
realization of an abstract machine. (That is, 
Signals must have time to reach their destinations.) 
The constraint requires re-emphasis here because 
bus automata (like other cellular automata) are 
extended in space so as to embody a parallel com- 
putation on an input of size n, where n may vary. 


Geometric Notation for 1- and 2-dimensional Bus 
Automata 


We represent the neighborhood of a particular 
cell by an octagon. Four connection faces are 
numbered 1 to 4 clockwise from the top; the remain- 
ing four are numbered 5 to 8 counter- clockwise. 

See Figure 3, 


A neighbor cell of a cell B is referred to as 
the "i-th neighbor" of B if it touches the i-face 
of B. An incoming channel on face i is labelled. 
Ri (R for “receiving") followed by a sequence num- 
ber or symbol. Thus R6.1 is the first incoming 
channel on face 6. Outgoing channels are similar- 
ly labelled, using T ("transmitting"). The cell. 
in figure 4 is in state q; its channels are repre- 
sented in. writing, as: | 


b 
We will not concern ourselves with problems of 
distributing the clock signal; since {unlike | 
signals flowing through cells) its routing is 
uniform and unchanging, achieving simultaneous 
arrival is er a matter of delays. 
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1 R1l.1 
fs) 2 
6 3 R6.1 T3.1 
13.2 
8 


Figure 3. Cell Faces Figure 4. Channels 


q: (R6.1; 73.2, T4.1) 
(RIS 13.1) 


Multiple channels with the same route may be 
grouped and referred to by a common name; they are 
drawn as double lines. See Figure 5. 


T8.A 


Figure 5. Multichannels 


Equivalence of the graphic notation and the 
(two-dimensional) BA definition is shown in refer- 
ence (10). 

II. Immediate Languages 

We intend for a BA to accept strings from 
some formal language in this fashion: the string 
is represented by the states of cells along one 
"edge" of the BA. The BA is run; if the origin 
cell (C, See ac? ever enters a designated 


"acceptance state", then the string is accepted. 


We consider a bus automaton M = (d,k,Q,.95qo). 
State set Q contains states E,, and E9 and 
designated “acceptance state" E£,. The cells 
ee eo 0, 0 in M are called the 


buffer of length n in M. 


Consider any set V& (Q-{E,,E,.E »g_})3 we 
call V an input alphabet. | a” For any 
string X = X1...X,eV , the state configuration y, 
of M is defined as the function Yy:N + Q such 
that: 7 


<yy> = £, (E, is the left 
X"(0,05...0) endmarker state; ) 
<YX>(1,0,...,0) ~%y Ps ican (X = Xz Xp 


is the input to M;) 
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ens = £, (E> is the right 
X“(nt1,0,...50) 2 erdiiavker Staten) 


EP ITER 


<yy>y = 4, for all other Yend, 


We say that M accepts X iff there exists a 
positive integer r such that <I{rsyy)>9 0) 
= E,. The language accepted by M, ae 

L(M), is the set of all strings XeV 


a 
accepted by M. | 


For a bus automaton M and its state configu- 
ration history function 1, L{M) is immediate on M 
ae ale ake a pagal constant Kj such that, 

or all XeL(M), <II*(m,yy)> = E, for 
some m < Ki: ” (0,0,...,0) : 

For any formal language L, if there exists a bus 
automaton M such that L is immediate on M, then L 
is an immediate language (LeIML). Thus an immedi- 
ate language is a language L accepted by some BA 
in at most K, steps, regardless of the length of 
the input string. 


Consider a bus automaton, M; and its stable 
output functiono:r + 92. Using © we define a 
function P:r +N as follows: for yer, P(y) = t 
the least t such that O(y) = o*(t,y) if O{y) is 
defined, and P(y) is undefined otherwise. The 
value of P(y) represents the number of iterations 
of the output configuration update function re- 
quired for the outputs to stabilize after M enters 
state configuration y. We call P(y) the propaga- 


gation time for y. 


For M a bus automaton, if L = L(M) is immedi- 
ate on M then L is linear propagation time immedi- 
ate ("L-immediate") on M iff there exists a posi- 
tive constant k such that for all strings X of 
length n inL, 


MAX | 
demck, P(OCM™(msyy))) < kn. 


For any formal language L, if there exists a 
bus automaton M such that L is linear propgation 
time immediate on M, then L is a linear propaga- 
tion time immediate language (LeLIML). We some- 
times say that M accepts L_ in L-immediate time. 


For M a bus automaton, if L = L(M) is immedi- 
ate on M then L is polynomial propagation time _im- 
mediate on M iff there exists a polynomial function 
f:N + N such that for all strings X of length n 
in L, 


due, PCO ms Yy))) < FC) 


For any formal language L, if there exists a 
bus automaton M such that L is polynomial propaga- 
tion time immediate on M, then L is a polynomial 
propagation time immediate language (LePIML). 


The set of languages immediate on bus 
automata of d dimensions will be called IMLy. 


Using the previous definitions with obvious 


veutans ones we. can define the folowing families 
of | languages: | . 


IML; IML for all d >0 
PIML; PIMLy for all d >0 


LEML; LIMLg for. all d > 0 


The following inclusions follow directly fron 


the definitions. 


: MHL) > IML 


U uO 
PIML 44] PIML,g 
Uo 
LIMLge] > LIML4 
exolptes of Immediate Languages 


Theorem: the family of languages which are 
immediate on one-dimensional. bus automata is | 
exactly the family of regular languages. In fact, 
IML) = PIML) = ee = REG, the class of regular 
| | - Janguages. 


| The technique used in the proof of the in- 
clusion of REG in IML] will be briefly sketched 
here. The proof that IML} is included in REG is 
based on a theorem by Hennie (3) concerning lin- 
-ear-time: languages and Turing machines, Both 
complete proofs are found in reference (9). 


Consider a finite-state automaton, M, with 
the state transition diagram shown in Figure 6. 
The double circle represents the accepting state, 
and the feathered arrow eepenanatce the start 
state. 


Finite Automaton M. 


Figure 6. 


M accepts the regular language L = 
((atb)(ab)*ac)* over the alphabet V = fa,b, c}. 
We now design a bus automaton to accept L. To 
each letter x of V we assign a state q,, with 
channels as shown in Figure 7. The "left 
inputs" of a cell correspond to the state of M. 


Thus, if a letter a takes M from state 0 to 
state 1, a cell in state q, contains a channel 
raloaaue input. 0 to output 1. An-input string 
X = ale is placed in the BA by setting cells 


Cy>.. c. “ho states Ox parse 2x, When the BA is 
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activated, cell Cy ‘originates a ‘signal evaatieei 
by * and ... in Figure 8) which flows through the 
channels, tracing a "state history" of M with 
string X as input. At the right end, cell Cys] 

is in special state E If the input to this cell 
corresponding to the acceptance state of M (in 
this case, input 0) receives a signal, the signal 
is sent back to C Then €y enters state E, and 
string X is abcepred: This process requires only 
one state change by the BA, Pe ai of the © 
Tength of X. | 


as qo 


Figure 7. 


States of Corresponding Bus Automaton 


The proof consists of a general treatment of 
this idea, which resembles the Krohn-Rhodes (6) 
semigroup representation of a finite automaton. 


Figure 8, 0 eration of Bus Automaton Acce ting L 


Linear Languages 


The linear context-free languages are those 
for which there exists a grammar’G = (Vy oVzoP5S) 
whose productions are all of the form 


A+ aBb where A,BeV,» 
or a,beV,ULA, the null. symbol} 
Arc ot | | 


Languages such as {a%b"[n > 1} are linear langu- 
ages. The linear languages are the "two-sided" 
analogues of the regular languages. Since a one- 
dimensional BA accepts any regular language, we 
might expect that given any linear language L, 
there exists a two-dimensional BA to accept Ls 
This turns out to be the case. 

Theorem: the linear languages are in LIML>. 


Proof: Reference (9). 


| Dyck Languages — 


Consider three alphabets Any = {a}...-sdp}> 


A’ = fa7>---2a,}, and their union Py. The Dyck 
language’ D. is the set of strings in p* that can 
be reduced to the empty, string by successive dele- 
tion of substrings ajay, 1 <i <m. Informally, 
kanguage On is isomorphic to the set of "correctly 
batanced strings" of m kinds of parentheses, e.g. 
Do = {(), <>,() <>, (<>), }. 


Theorem: For any positive integer m, a two-dimen- 
sional bus automaton can be constructed which 
accepts Dyck language 0D, in L-immediate time. 


An example of the operation of M, is given. 
The proof is found in reference (9). 


we m= 2. For readability replace ay ay 2992a5 


by (,),<.>, respectively; and call the language 
D5. The string X = (<()><>)eD5 is placed in the 
‘put buffer of Mj. When Mo is started, sig- 


nals are sent upward on coordinate busses y} and 
Yo (see Figure 9) by cells of the buffer contain- 
ing "left parentheses" and "right parentheses", 
respectively. 


F 


Figure 10. R and F States 


Quiescent cells receiving signals on busses 


y; and ys enter states R ("rising") and F ("fall- 
ing") respectively, with multichannels H and J, 
as in Figure 10. 


An input buffer cell containing a "left par- 
entheses" sends out a signal representing that 
symbol, via the bus formed of H and J multichannels, 


If X is well-formed, each cell storing a 
"yight parentheses" receives a signal, via the H-J 
bus, representing the corresponding left symbol. 
The cell then enters state Z, Figure 11. 


Cells in state Z send a signal ona single- 
channel bus H’-J°, which connects the same set of 
cells as are connected by the H-J bus; but signal 
propagation is in the opposite direction. For — 
brevity, we say that H°-J~ is antiparallel to H-J. 
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The cell originating the left symbol signal thus 
receives a return signal, which indicates correct 
pairing of symbols. This cell also enters state Z. 
See Figure 12. 


~\ a sts 


fezeac Sane 


Figure 11. 


Right Paired Cells Enter State Z. 
| 


o~ SAK 
ae 


OSS 


Figure 12. Left Paired Cells Enter State Z. 


If the entire input buffer enters state Z then 
an “acceptance signal" flows from the cell in state 
E> to the origin cell, in state E,. The latter 
then enters state Eas and M, accepts X. 


Other Immediate Languages 


We have shown that: 


IML} is precisely the class of regular 
languages 


LIML> includes the linear context-free lan- 
guages, the Dyck languages, and many 
other context-free languages; 


LIML3 includes L, = {aP|p is prime} 


p 


Ls 


{a*|s is square} 
and many other non-context-free 
languages, 


Closure Properties of Immediate Languages 


All the IML families (IML,PIML,LIML, and IML,, 
PIML;, and LIML, for i> 1) are closed under 
Boolean operations, reversal, intersection with 
regular sets and inverse homomorphism; none (ex- 
cept IML, = REG) are closed under homomorphism. 
The fami ies IML, PIML and LIML are closed under 
Kleene (star) closure. Proofs of all these are 
found in reference (9), 


IIIT. Relationship to Work of smith 


— Smith (15) studied a type of one-dimensional 
Moore CA, called bounded cellular spaces (BCS). 
Language families RDBCS and LDBCS are the jayguages 
accepted in real-time (¢C) and linear-time (¢), 
respectively by deterministic BCS. RDBCS includes 
all examples so far found in LIML3. We proved (9) 
inverse homomorphic closure for LDBCS; the closure 
properties of LIML3 and LDBCS are then identical. 
It is tempting to speculate that LIML3 and RDBCS 
(or LDBCS, perhaps) are the same set ~ of languages 
where LIML: represents a "factoring out" of the 
communication problem from the computation problem, 
arranging the communication in extra spatial dim- 
ensions rather than using cell-state transmission. 
The chief obstacle to peered haa ek is that the 
"\-move-free deterministic CFL's" (4) are in RDBCS 
but have not been found in LIML,. This class is 
defined by acceptance on a push-down automaton, a 
sequential operation more easily simulated on a 
BCS than a BA. 


IV. Context-Free Languages (CFL) 


Cole (1) studied "iterative arrays of finite 


automata" (IFAs), which are Moore cellular automa- — 


ta with a sequential input (one symbol per clock 
interval) to some single cell, e.g. the origin. 

He showed that some non-CFL's could be recognized 
by an IFA in real-time, and that there exist CFLs 
which no IFA can recognize in real-time. Kosaraju 
(5) showed that any CFL can be accepted by some 
2-dimensional IFA in (Ite) real time for any e>0. 


We have not determined the relationship be- 
tween CFLs and the IML families. However we have 
shown (9) that for any CFL, a BA can be construc- 
ted which accepts its strings in a number of clock 
intervals proportional to the logarithm of string 
length. It is also not known if a 1-dimensional 
CA (of any type) can be built to accept a given 
CFL in linear time, but most evidence suggests not. 


Relationship of the IML families to other lan- 
guage families is shown in the following diagram. 
Sets are included in sets above them to which they 
are connected. Double lines indicate that proper 
inclusion has been established. 


Cc 
I.e., in a number of clock intervals equal 
to (real-time) or proportional to (linear- 
time) the length of the input string. 

(d) 


Languages accepted by a deterministic PDA 
which moves its input head with ever 
- controller state-change. ye ! 


PT E-T™M ad, 
Csi 


P-Ti=P-MCA THE | 
DCSL ge eee 
L-MC LOG-BA PINL IML. 
| \ AL = | 3 
= 
B LIML. -~PIML, 
LIML, 


example lariguages: 
Linear CFL, Dyck,etc. 


REGULAR SETS . 
CSL = context-sensitive languages 
DBCS = deterministic bounded cellular space 
DCSL = deterministic CSL 
IML = immediate language 
L- = linear-time : 
LOG-BA = logarithmic number of state changes in a BA 
MCA = Moore cellular automaton 
P- = polynomial time 
PTAPE = polynomial tape 
RE = recursively ‘enumerable 
T™ = Turing machine 


Figure 13. Inclusion Among Language Families. 


V. Conclusions 
Observation 1: 


Neither the DBCS nor the IML families corres- 
pond well to the "Chomsky hierarchy" of formal 
languages. The context-free languages have not 
been included in LDBCS, nor in an IML family; 
neither do they correspond to any naturally occur- 
ring class of IFAs. However, many IML languages 
(even in LIML>) are not context-free. Parallel 
recognition-defined languages simply represent a 
different partitioning of the formal languages 
than do the sequentially defined "traditional" for- 
mal languages. For this reason also, we can pre- 
dict that array grammars (8) will not generate 
classes of patterns which are easily recognized in 
parallel, since their "degenerate" (one-dimension- 
al) cases must correspond to the Chomsky-hierarchy 
languages. : | 


Observation 2: 


| Considering a variety of "parallel" formalisms 
for generation of languages, we see that none of 
them correspond to an IML or DBCS family. None of 
the L-system languages in (4) are closed under in- 
verse homomorphism; all the IML families are so 
closed. The parallel CFL's (14) and the absolutely 
parallel languages (11) are closed under arbitrary 
homomorphism, whereas no IML or DBCS family is so 
closed, It is likely that few if any determinis- 
tic parallel-acceptance classes will be found which 
correspond to parallel-generated classes of pat- 
terns. Parallel generation formalisms can create 
diversity in patterns so rapidly that it seems 
clear that, even using parallel devices, only a 


non-deterministic recognizer could recognize the 


patterns in time commensurate with the time used 
to generate them. Proofs in this area are tanta- 
mount to solving the P = NP problem. Results 
such as Observation 2 reinforce the conviction 
that parallel generation systems produce pattern 
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classes which are yet another partitioning of the 


set of patterns, not simply related to parallel or — 


sequential recognition. 
Observation 3: 


Languages so far found in IML and DBCS fre- 
quently have geometric or arithmetic descriptions; 
for instance Lp and Lo. (But note that. the arith- 
metic is in "base 1" notation. The numbers in- 
volved are the lengths of the strings, not the 
strings interpreted in a radix system. Thus they 
are one level of "interpretation" closer to geom- 
etry than are, say, expressions of analytical 
geometry.) The speed with which these languages 
are recognized is partially a result of the facil- 
ity cellular computers have in "spreading a compu- 
tation out in space”. 


At a deeper level, these successes result 
from the existence of descriptions of geometry and 
arithmetic in terms of associative, distributive 
(sometimes commutative) operations. Relationships 
can be seen between this work and that of Kuck and 
Muraoka (7) and others, on parallel arithmetic. 
There also, these "tractibilities" (associativity, 
etc.) allow arithmetic expressions to be reorgan- 
ized into equivalent expressions whose tree repre- 
sentations are broader and less deep. 
addition's associativity allows, for instance, 
multiplication to be represented by a collection 
of sets of additions simultaneously performed on 
variables represented by asignal's position in cel- 
lular space. These methods extend to some non- 
numeric computations such as Dyck and linear lan- 
guage recognition. It is unclear how many other 
"non-geometric" computations will be facilitated. 
by cellular computers. 
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_ Abstract -- The interconnection of a large 
number of microcomputers is becoming an attractive 
option. However, the knowledge of how to effec- 
tively utilize such networks is still rudimentary. 
In this paper we first demonstrate that regular 
processor networks can be used to solve within 
polynomial-time, some problems for which conven- 
tional computers have most probably no better than 
exponential-time algorithms. A general formulation 
in the propositional calculus that permits exam- 
ination of the dynamical behavior of those networks 
is then introduced. The questions of completeness, 
controllability and reproducibility, with the 
optional stipulation that they preserve a given | 
set of properties, can be analyzed by using that 
tool. The concept of a periodic state configuration 
is introduced and the evolution of periodicity 
throughout time in a uniform machine is character- 
ized. Some necessary conditions on the neighbor- 
hood structure and set of hardware instructions 
of a uniform machine that executes a given algo- 
rithm are finally determined. 


Introduction 


In this paper, we explore some characteristics 
of homogeneously interconnected networks composed 
of identical processing elements. The definition 
of a regular processor network is introduced as a 
simplified model for this class of parallel sys- 
tems. A group-graph formulation is chosen to 
represent the interconnection structure. It allows 
us to analyze apparently very different kinds of 
“networks under a unified framework. Topologies 
such as rings, trees and square, triangular, 
hexagonal cellular structures are represented by 
groups. Most of the fundamental results concerning 
regular networks are due to Yamada and Amoroso 
[1] - (3] and Smith [4] - [5]. 

A regular processor network (RPN) is a 
4~tuple (A, P, NI, I) where A is a finite, non- 
empty set called the state alphabet; P is a set 
of points called the celiular space, that asso- 
ciates with a’ binary operation -, so that together 
they define a group; NI is an ordered set of n 
points referred to as the neighborhood index, and 
I is a nonempty set of functions called the | 
admissible local transformations. The set A con- 
sists of the states which may be assumed by each 
individual identical processor (called a cell) in 
the cellular space; NI describes the regular inter- 
connection pattern by specifying for each cell in 
the space, the set of cells directly connected to 
it {its neighbors); set I may be thought of as the 


collection of hardware instructions built into the: - 


network. . -_ 

_ The group-graph formulation defines structures 
such that the neighborhood patterns look the same 
when viewed from any cell. A group is a set P and 
a binary operation - on P, such that associativity 
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holds, there is a unique identity element e and 
every element of P has a unique inverse. Directed 
graph D = (G,A) with point set G and arc set A is 
called the group-graph of group G if it satisfies: 
P,»P, ¢ G, (psp) eA iff p.p, e H, where H is 
det of geherators of group G. If H is a set of 
elements of group G and if all elements of G can be 
expressed as compositions involving only elements 
of H and their inverses, then H is the set of 
generators of group G. Figures 1 and 2 illustrate 


a square and an hexagonal cellular group, respec- 
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Fig. 2. Hexagonal cellular structure. 


tively. The defining relation for the group in 
Fig. 1 is (ab)” = (a b)” = e, where a.and b are 
the generators. Relation abc = cba = e specifies 
the group in Fig. 2. If the cellular space is 
Cartesian, the RPN is called a d-dimensional 
tessellation processor network (TPN). Let the 
neighborhood index NI be NI = (w sWo ree 9W ). Then 
N(i,NI), the. neighborhood of celt i-with Pespect 
to NI is given by N(i,NI) = (wji,w i,..4W i). 


A contiguous, scope-n neighborhood in Z s defined 
as NI = (k,ktl,..,ktn-1), where Z is the set of 


integers and k is an integer.It is convenient to 


include in the state alphabet two specially desig- 
nated states: the quiescent state, denoted by 0, 
and the boundary state, denoted by B. A cell in 


state B remains permanently in state B and no cells 


in boundary states can be created after time zero. 
If all the neighbors of a quiescent cell are _ 
quiescent, then it will remain in state 0. The set 
of cells not in state B constitute the active 
cells. A space state configuration is an arbitrary 
mapping from P into A. If i is a cell in P, and 
the space is in configuration c, then c(i) is the 
current state of the processor located at cell i. 
By the state of the neighborhood of cell i in con- 
figuration c we mean the ordered set c(N(i,NI)).. 
A configuration is called finite if and only if 
e(i) = 0 for all but finitely many cells i. | 
The operation of a RPN is specified by local 


transformations which produce the next state of 
each cell in P in terms of the state of its 
neighborhood. The simultaneous invocation of. 
the same local transformation to the state of 
the neighborhood of every cell in the cellular 
space defines a global transformation of the 
current configuration into the next. This mode 
of operation will be called uniform and the RPN 
will be said to have a single-instruction-mul- 
tiple-data-stream. When different local trans- 
formations are applied to different cells, the 
type of processing will be called non-uniform 
and the RPN will be said to have a /multiple-— 
instruction-multiple data-stream. 

The fourth component in the quadruple is 
now defined. The set of admissible transforma- 
tions I is any nonempty subset of the set of all 
local transformations definable from A, P and NI. 
If I contains a single transformation, the RPN 
is said to be monogenic. If it contains at 
least two, it is said to be polygenic. In the 
latter case a sequence of transformations is 
required to specify a particular computation of 
the RPN. We say that two configurations c, and 
Co are shift-equivalent if and only if there 
exists a u such that for any cell i in P, 
cy(uri) = co(i). The equivalence classes deter- 
mined by the relation of shift-equivalence are 
called patterns. 

We say that a RPN is controllable, if it is 
possible to transfer it from an initial configu- 
ration to any of a set of final configurations 
in some finite lapse of time through a sequence 
of admissible transformations. Reproducibility 
is the ability of a RPN to generate any member 
of a given class of configuration sequences. If 
a RPN can be transferred from a certain canonical 
Starting configuration to any finite configura- 
tion in the space, with every transformation 
being admissible, it is said to be complete. 

Let a property Q be a subset of the set of 
all configurations. A global transformation 


preserves property Q if a configuration has 
property Q if and only if its successor has 


property Q. 


Computational Power 
The Classes of Problems NP and P 


Smith [4] and Seiferas [6] have presented 
some cases of computations for which TPN are 
faster than Turing machines, i.e., conventional 
computers. We further establish the computa- 
tional potential of RPN by demonstrating that 
they can be used to compute within polynomial- 
time, answers for which there is broad evidence 
that Turing machines have no better than exponen- 
tial-time algorithms. 

More precisely, let us define NP (respec- 
tively P) to be the class of problems solved 
within polynomial-time by nondeterministic 
(respectively deterministic) multitape, multi- 
head Turing machines. Many important problems 
which are not known to be in P are in NP. Karp. 
[7] has provided strong evidence that the two 
-classes may not be the same, by showing that 
many problems in NP would be in P if and only if 
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successively generates all strings v in 2% 


P and NP were identical. The equivalence class 
of problems in NP having this property is called 
polynomial-complete. Either all of them admit 
some polynomial-time Turing algorithm or none of 
them does, and none is currently known. Poly- 
nomial-complete problems include testing the 
satisfiability of a propositional calculus 
formula in conjunctive normal form, traveling 
salesman, determining the maximum clique or mini- 
mal coloring of a graph, scheduling, ECETST ES 
allocation, integer programming. 

An algorithm for a problem in NP can be 
regarded as a procedure which, when confronted 
with a choice between (say) eaocalternatives. can 
create two copies of itself, and follow up the. 
consequences of both courses of action. There is 
some constant k such that there are no more than 
k choices of next move in any situation. 

Repeated splitting may lead to an exponentially 
growing number of copies. Each sequence of moves 
leading to a halt of the nondeterministic Turing 
machine that executes the algorithm is of poly- 
nomial length. Thus, a problem in NP can be 
computed by a deterministic Turing machine 
through a backtracking search of polynomial 
bounded depth that takes exponential-time. 

Formally, a sequence of up to t(n) moves of 
the non-deterministic machine M,, where n is the. 
size of the input, is representéd by a string 
over the alphabet © = {0,1,...,k-1} of length up © 
to t(n). A deterministic machine My simulates 
M,; on an input x of size n as follows. Mo 

of 


length at most t(n) in lexicographic order. 

There are no more than (k+1)F N/ such strings. 
As soon as a new string is generated, My simu- 
lates o,, the sequence of moves of My repre- 
sented by v. If 0, causes M, to halt (generating 
a solution), then My also halts. If o, does not 
represent a valid sequence of moves. by M, or if 
C,, does not cause M, to halt, then ay preere 

the process with the next string in 5* 


A One-Dimensional TPN 


We now demonstrate that any problem in NP 
can be solved within a time proportional to a 
polynomial of the input size, by using a deter- 
ministic exponential-space 1-dimensional TPN 
with a special outputting cell that has every 
active cell as its neighbor. By applying an 
effective bounding schema and performing inter- 
processor communication, an exponential number of 
active cells will only be needed in an insignifi- 
cant number of cases. Initially, each of a 
possibly exponential number of active cells 
simulates a sequence of moves oy of the non- 
deterministic Turing machine, as described 
before. .Within polynomial time, each of the 
cells will have either found a tentative solution 
or failed, and if there is a bounding schema, 
rated it according to a merit function. For 
example, in the case of the minimal. coloring 
problem a tentative solution would be a coloring 
that is not necessarily minimal. The merit 
function would reflect the chances a certain 
coloring (possibly partial) has of being optimal, 
by determining a lower bound on the cost of a 


tentative solution. When a bounding schema is 
included to reduce the search process, the cur-. 
rent bound propagates throughout the cellular © 
space, thus discarding tentative solutions which 
do not meet it and diminishing the required 
number of active cells. The selection of a solu- 
tion demands that each cell be able to compare 
its tentative solution with the rest. The out- 
putting cell would display (by convention) the 


state of the leftmost cell which has a tentative . 


solution of highest merit. This may be done 
either in unit time by means of a combinational 
circuit, or in polynomial time by performing a 
process similar to a binary search. 

The essential feature of processor sdtworks 
as compared to multihead, multitape Turing 
machines that permits the improvement in through- 
put is, in this case, the possibility for space- 
unbounded propagation of information. The most | 
appropriate technique for implementing the 
outputting schema seems to be a packet switch- 
ing broadcast communication mechanism. 

Although there is the theoretical asymptotic 
limitation in propagation speed given by the 
speed of light, it is quite clear that in prac- 
tical cases that bound will not be approached. 

As a matter of fact, since in general the time 
needed for propagation of information between 

two cells is negligible compared to the actual 
computation time, if we eliminated the outputting 
cell an exponential growth in total processing 
time would only start occurring for VERY large 
inputs. 


Tree-Structured RPN 


When tree-structured regular processor net- 
works are used, the need for a distinguished 


cell to perform the input/output process disappears. 


A regular tree of fanout k can be represented as 
a group-graph with k. generators, having the 
group identity element as its root. 

In a p-node tree the path distance between 
two arbitrary nodes is bounded by log, p. This 
implies that complete interprocessor communica- 
tion in a tree-structured RPN may be achieved in 
polynomial-time. 

The idea of the processing method is to 
assign tasks to cells in the network so as to 
mimic the operation of the nondeterministic 
machine to be simulated, as described before. A 
sequence 0, in the ‘nondeterministic machine, will 
correspond. to a path going from the root to a 
node labeled v in the network. Since now com- 
plete communication among processors is possible, 
the search tree may:be pruned very effectively, 
thus reducing the necessary number of active 
cells. By keeping -only a polynomial number of 
best paths, optimal solutions will be generated 
in most cases. Otherwise, the solutions will be 
near-optimal, which is sufficient for many appli- 
cations. Heuristic knowledge about the problem 
might be somewhat helpful in the definition of 
the merit function, but would not be required. 


The internode distance of a p-node tree built into 


a cubical structure is of order pt 3. This limit 
on the speed-up seems less critical than the 
volume constraint. 


Oxy. +X + +x 


been defined. 


A Methodology 


Preliminaries 


We iertedibers general Povaaiucion in the 
propositional calculus that permits the examina- 
tion of the dynamical behavior of RPN. For ~— 
simplicity, the approach is | first illustrated 
through an example. | 

Let us consider the question “of eonpietenees 
for the case of a 1-dimensional, 2-state, scope-2, 
uniform polygenic TPN. Let c, and cy be two 
configurations stipulated by 


c, = OX 9X) %yXq°+-%, 0 


Cy = Oy Voge eV qs 


where 0 denotes a quiescent portion. The neigh- 
borheod index is given by NI = ((-1,0), (0,0)). 
We need to determine the smallest length m for 
which there is a cy, such that no Cc, can be 
found that is a predecessor of co. If such an m 
exists, this will mean that the TPN is incom- 
plete. Notice that c, can be given the indi- 
cated form without loss in generality; if 
tk? is a predecessor of cy, then so 
1S Ci: 

A local transformation on two variables a,b 
can be expressed as abz, + abz, + abz,, where ty! 


denotes logical OR and '-' represents complemen- 


‘tation. Without loss in generality we may let 


Y1 = Ym = 1- We now state the following set of 
Boolean equations, where Y4> j=2,...,m-1 are the 
independent variables and x;, i=0,...,m, 

Zz, ,k=1,2,3 the unknowns. 


0 = XozZo - | (0) 


XX, Z. +X-X¥.Z, + X,X. 25 (2) 


1 = X9X1 21 + 9X20 t XOX 23 


Vy = Kj XoZy + Xp XoZo +X] Xo2Z5 ; — (4) 


*n-2 ss bas 3 (5) 


m1 7 Xm-2¥me171 * ¥n-2%me1 22 * 
1 = Xt t me Xn 2 * Xml m3 (3) 
0 = x1 | | | (1) 
0 = 21252, | | (*) 


The Last condition {*) has been included to 
rule out the identity transformation. The sys- 
tem is first expressed in the form g(x,y,z) = 1, 
and the set of interpretations of y that make 
the equation unsatisfiable is then established 
from it [8]. For m=3 this set is empty, and for 
m=4 patterns 011010 and 010110 are obtained. By 
performing a recursion on m, a general expres-— 
sion g for each length m can be derived. 

A propositional language that deals with 
nonbinary state alphabets in a similar way -has 
The description is lengthy, and 
thus is not included in this paper. We said 


that a global transformation preserves property 


Q when a configuration has property Q if. and 


only if its successor has property Q. Properties 
of interest, especially for pattern recognition 
applications, include connectedness, convexity, 
having a given Euler number, monotonic growth, 
monotonic convergence to a set of goal configu- 
rations. The questions of completeness, con- 
trollability and reproducibility, with the 
stipulation that they preserve a set of proper- 
ties, can be analyzed with the procedure we 
have outlined. Time bounds can be derived by 
obtaining a general form g through a recursion 
on the number of steps. The independent varia- 
bles in the set of equations are now given by 
the initial and goal configurations x and y and 
the unknown variables shall correspond to the 
local transformations ©z, where superindex e 
refers to the step number. The minimum e that 
makes the system of equations solvable for an 
arbitrary interpretation of x and y is the 
desired lower bound on the number of steps 
required in a trajectory. 

By solving the corresponding equation 
e(x,y,z) = 1 an optimal trajectory between two 
given patterns x and y can be derived. Since 
the expression for g may be determined by recur- 
sion on m and e, as illustrated before, proper- 
ties such as completeness and controllability 
can be proven by induction on m and e. Lower 
time bounds on trajectories are of interest 
both in the uniform and non-uniform modes of 
operation. 

The practical importance of deriving timing 
constraints as a function of interconnection 
structure and instruction set size lies in that 
they provide the designer with guidelines in 
choosing a network that meets his requirements. 
These questions may be investigated in the pres- 
ence of different kinds of cell failure and from 
their understanding fault-tolerant schemas 
developed. 


Periodic Configurations in Uniform Machines 


We explore the concept of periodicity for 
uniform RPN. A periodic fragment co, defined by 
set S, is a subconfiguration of c, cg: S$ >A, 
such that S is the largest set of cells ieP for 
which there exists a set of points D, called the 
shift index, that verifies 


e(i) = c(i-L(D)) 

with the stipulation that i*L(D) eS, where L(D) 
is an arbitrary linear combination of the ele- 
ments in set D. A periodic fragment in Z~ is 
rectangular if S : pag inet The periodic 
index PI of a periodic fragment defined by 
region S, is given by the largest subset of cells 
in S such that no two cells i,,i5 are in the 
relation c(i,) = c(i,-L(D)). The periodic index 
PI defines the template that repeats itself, and 
the set S indicates the region of periodicity. A 
pattern may have several periodic fragments. The 
following lemmas illustrate the way periodicity 
evolves throughout time. | 


Lemma 1 Let M be a uniform polygenic RPN 
with neighborhood index NI. Let c, be a configu- 
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ration in M with periodic fragment defined by 
region S;, periodic index PI, and shift index D. 
If the set of transformations I is unrestricted, 
the periodic region will be reduced in a successor 
configuration to S5, where the lower bound for S95 
is given by 


S, = 

Proof. Let W= {i: NI-icS,}. If i¢wW, 
then there exists a linear combination L(D) 
such that the states of the neighborhood of 
cells i and i*L(D) differ, i.e. c,(N(i,NI)) # 
c,(N(i-L(D) ,NI)), since by definition of a 
periodic fragment c,(NI°i) # c,(NI°i°L(D)) and 
N(i,NI)=NI-i. Thus, there exists a successor 
configuration cy such that co(i) # c9(i-L(D)). 
Therefore i ¢ Sy and Sy CW. 

Conversely, let ic W. Then c,(NI-i) =~ 
c, ((NI*i) -L(D)) and thus cz (N(i,NI)) = 
cy(N(i-L(D),NI)). So ieS9 because of the con- 
straints of uniformity and WC 59. x 


{iz NI-i¢s,} 


Note that Lemma 1 does not hold if the defini- 
tion of periodicity provides for preoperation by 
L(D) instead of postoperation. This occurs in 
the case of a group-graph where commutativity 
does not apply, as can be verified in the above 
proof. Lemma 1 characterizes how a given per- 
iodic pattern progresses throughout time. The 
following Lemma 2 illustrates the role of the 
neighborhood index in that evolution. We say 
that a configuration has periodic constraint when 
the set of its successors is restricted (due to 
the uniform operation of the machine) as a result 
of certain periodicity present in it, in the 
sense that there is at least a configuration that 
it can not directly produce. 


Lemma 2. Let c be a configuration in M with 
periodic fragment defined by region S, periodic 
index PI and shift index D. Configuration c has 
no periodic constraint originated by S if and 
only if there is no cell ieP such that NI-ic S. 


Proof. Since NI°igfS for any icP, c(NI‘i) # 
c((NI°i)°-L(D)). Thus ‘c(N(i,NI)) # c(N(i°L(D) ,NI)) 
for any ieP. Consequently, periodic fragment Cc 
has no periodic constraint. 


The more periodic a configuration is, the 
longer it takes to produce any other pattern 
from it. The theorem makes this precise. 


Theorem 1. Let M be a uniform polygenic RPN 
with neighborhood index NI. Let c be a configu- 
ration in M with periodic fragment defined by S, 
periodic index PI and shjft index D. If,there is 
no cell ieP such that NIJ-i cS, where X* = 
{r-s: r,se X}, then there is a configuration that 
can only be reached from c in at least j steps. 


Proof. It-.follows from the previous lemmas .X 


There are only (#A)"different patterns of size 
n, given a state alphabet A. Thus, configurations 
with nonquiescent region of size at least (#A) 
will necessarily exhibit some periodic constraint 


since there will be cells in them with identical 
neighborhood states. The largest region of cells 
that can be free of periodie constraint, given a 
neighborhood index NI, is characterized in the 
following theorem. | 


“ Theorem 2. Let M be. a uaitora polygenic RPN 
_- with neighborhood index NI. The largest region of 

cells that may be free of periodic constraint is 

. given by NIU.i, where u is the largest integer 

such that yru-1 will have no. more than (#ay® ele- 

ments and i 6 the eenter of the region. 


. | Breet. Every cell sent is such that 
N(j,NI) CNIY-4 since NI-NIU1.4 = NI'-G. Any 

other region R with a different ccansiogs but the © 
same number of cells as NIU.G will be of no lower 

periodic constraint because its subregion 

{j: N(j, NI) C R} will be of lower cardinality 

than NIvsS: 5 i 


 Srcactuvar Conditions for Reproducibility 


The following question, of particular inter- 
est when a special-purpose machine has to be © 
designed is studied. Given a set of configura- 
tion sequences a uniform RPN should generate, we 
ask what the necessary neighborhood index NI and 
set of admissible transformations I for the 
machine are. 

Answers to. this problem are developed by 
constructing algorithms which determine NI and I 
under various criteria of optimality. These pro- 
cedures clarify the existing trade-offs Reever 
NI and I. 

The concept of a prime neighborhood index 
proves to be useful. Let the configuration 
sequence c,,C,,...,C_,-.. be produced from ini- 
tial configuration c, by a sequence of local 
transformations z peveyZ yeee in I. Reprodu- 
cibility is the ablaze ty of 4% machine to ‘generate 
any member of a given class of configuration 
Sequences. Let us consider the transition from 
c toc produced by the application of local 
transformation z . Neighborhood index NIT is 
said to be prime: at step vif 


. ce (N(i, NT.) . c (NGG, NIL)) 


yt ty) = Sot tp) 
i ri, € P and there is no Nic NI that fulfills 
that” condition. 

‘A method for deriving the set of prime 
neighborhood indices at each step v by using the 
propositional calculus has been developed, but 
it is not described here. A neighborhood index 
is said to be prime with respect to a given set 
of configuration sequences, if it is prime at 
each step of the sequences. — 

"Let SNI be the set of prime neighborhood 
indices. Two criteria of optimality may be © 
- applied to determine an efficient interconnection 
structure. The aim of the first criterium is to 
minimize the neighborhood size. An optimal NI 
according to it is a Nl e SNI such that its . 
cardinality is minimum. 


implies c 


234 


In the second criterium, minimizing the 


cardinality of the set of admissible local trans- 


formations I is of basic concern. Now, neighbor- 
hood index NI is such that NI e€ SNI and the set 


{z_: z_ fc. (NI- -i)) = c(i), ieP, vev} of local 
transformations implied oe NI is of minimum. 


cardinality. 
There is a trade-off between NI and i Wecase 


in general and neighborhood index that is of mini- 


mal cardinality will tend to imply a larger set 


. of admissible transformations, and conversely. 


A way to find a NI that is optimal under both cri- 
teria is to define a combined merit function and 
then to select NI € SNI that maximizes this. func- 
tion. 
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Abstract -— A formalism is developed for 
specifying and proving correct behaviour in time 
of cyclic (non terminating) programs. The state- 
ments use explicitly a time variable and program 


counters in order to specify correct response to 
external stimuli . The same technique is also 


shown to be applicable for concurrent programs, 
where each in turn is considered as an external 
environment acting on its associate. 


I. Introduction 


The computing activity generally [1,5] 
attributed to programs is the computation of 
some partial function over some domain. In other 
words, a program is an (algorithmic) realization 
of a given input -— output relationship. 

Hence a fundamental property of such func- 
tional programs is the Halting Property. A 
correct program should halt and produce as 
output the desired function of its inputs, while 
@ cycling computation is either incorrect, or 
represents an undefined value of a partial func- 
tion. 

However, there are many programs whose 
essential role is to cycle forever, provided 
they respond correctly to incoming stimuli , 
or arising conditions. Examples of such programs 
are Operating Systems and, to some extent, Simu- 
lation programs, and even Artificial Intelligence 
programs. 

Most of the effort invested so far in form- 
alizing the notions of specifications and correct 
ness of Programs has been directed towards func- 
tional Programs. We feel that cyclic, nonhaltin 
(sometimes referred to also as continuous) programs 
require an extension of the current techniques, 
and deserve special attention, being an intrinsic 
part of very complex systems, where verification 
problems are most acute. | 

The essential difference between our approach 
and the usual "inductive assertions" method is 
that no longer can the execution be captured by 
snapshots at selected points in the program—text. 
The behaviour should be described as viewed at 
- selected time instances, when significant events 
occur. | 

The programming model we propose to study in 
this paper is a continuously (ad infinitum) run 
ning program,which accepts external stimuli almost 
at random. Its behaviour is judged by its ability 
to respond correctly to those external events. 

In order to describe the program's behaviour 
in time, we find it useful to introduce (into the 
proof only) the time variable +t and the program 
location-counter variable fq - While their 
explicit introduction in the case of functional 
programs might be considered a superfluous comp- 
lication, it seems mandatory for cyclic programs. 

Once a methodology for analyzing the behav- 
Lour in time of a cyclic program wnder external 
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influence is developed, it can be utilized to 
analyze the joint behaviour of two (or more) con- 
current cyclic programs, where each of them can 
be considered an external agent to the other. 
Consider, for example, two concurrent pro- 


grams, P and P. , which communicate via an 
interface L (shared variables, signal lines 
etc.). Suppose we are able to characterize the 


desired communication between P. and Py by 


a predicate Vp »p (t) , and between P, and 
and P, by 1°2 (t) . 
6 P 
2°" 1 
(t 
YELP ) 


Suppose, further, that we were able to treat 
P separately and show that provided its incom- 
ing signals satisfy Vp-p (t) , it will gener- 
ate outgoing signals 2° 1 which satisfy 
Vp p (t) . Assume P, can be treated similarly. 
1°°-2 Then, it is claimed that the correct 


joint behaviour of Pl» P. is ensured. 


Usually, when proving Vp p (t) we do not 
need the full power of 2 4. Vp p (t). 3 
and a weaker condition is sufficient. ~1° 2 


Correspondingly, we first prove that each pro- 
gram ensures a weaker commitment @ P to its 
coprogram, and then, being ensured 1° 2 of such 
a condition in its turn, we can prove the full 
commitment es Pp. 

This 1°°2 method enables the partition 
of a problem involving two concurrent processes 
into two sub-problems involving each a single 
(sequential) process. (Sometimes, by symmetry, 
it suffices to treat only one of them.) As with 
other program verification methods, the require- 
ment for formulating o> _p (t) and wp (t) 
explicitly,. has 1°°2 
intrinsic value of its own, forcing the program- 
mer to account in a detailed manner his idea 
of the desired interface between the processes. 

The importance of having a proof method 
encompassing the cases of continuous, nondeter- 
ministic and concurrert programs has also been 
underlined by Milner [7] .- 

The rest of the paper is composed as fol-=- 
lows: In section II we introduce a detailed | 
description of the programs model for a single 
(sequential) cyclic process. In section III we 
discuss in detail a case study, and specify and 
prove a scheduler for the "dining-philosophers" 
problem. In section IV we extend the model to 
include concurrent programs, and discuss in. 


detail another case study, the “mutual exclusion" 
problem. Section V ends with a discussion. 


II. A Model for cyclic (sequential) programs 
and their formal specifications 


As our basic model we shall consider flow-_ 
charts without an ending (halting) node. The set 
of variables in a program is divided into three 
classes: 

1. Event (input) variables, E. . 

These variables receive their values from 
some external source. The usual interpretation 
of such variables will be external requests or 
messages to which the system has to respond. 

The setting of these variables is completely 
unsynchronized with the program's control, and 
occur independently of the program counter state. 
Their values may be tested by predicates (tests) 
in the program. 

2. Working (local) variables, Y. 

These are the internal variables of the 
program, set by assignments in the program, 
and checked by tests in the program. 

3. Status (output) variables, S. 

These are variables through which the pro- 
gram contacts the external agent. They are set 
by assignments in the program. Usually, they 
will be interpreted as granting of requests, 
acknowledging a message or any other signal to 
the external agent. 

BE, ¥Y ,S will denote the vectors of 
Event variables, local variables and status 
variables, respectively. 

Usually, a cyclic program is correct if, 
whenever a certain configuration appears in the 
Event variables, the program will eventually 
set a response configuration in the Status vari- 
ables. In addition, it may be required that 
certain contradictory configurations (such as 
an allocation of the same resource to two pro- 
cesses) never arise. 

In order to be able to state formally such 
claims, we need an explicit reference to the 
running time variable, t As long as our . 
discussion is qualitative, we can with no loss 
of generality assume that t takes successive 
integer values, starting with O. By this 
assumption, nothing interesting happens between 
integral time points, while a single instruc- 
tion may take several time units to execute. 

The value of t will often be used to 
parametrize the other variables, e.g. y(t), ¥ 
which signifies the value of y just after 
the instance t , when all changes have settled 
to their steady value. 

The time value will often appear quantified. 
We shall use the notation vt(P(t))*Q{t) as an 
abbreviation for Vt [P(t)> Q(t)] , ana 
3t(P(t))*Q(t) as an abbreviation for 
It EP(t) A Q(t)] . For example vt(tot, }e Q(t) , 
or dt (t<t<t )e Q(t) . 

We also found it useful to neroauee an 


explicit location counter variable, 7 ,. whose 


value is the next instruction to be executed. 
Note that a points to the place between state- 
ments, before the next statement and after the 
Last executed‘ statement. 7 enables us to state 


assertions which are valid at a set of locations 
in the program. 

Consider the following illustration of a 
typical time dependent construct. We may want to 
express the idea of a variable's value being 
changed, and define the predicate 


Set, (x,e) = x(t-1) Fe ax(t) =e, 
where x is any variable and e any value. 

An extension is Set,(P) , where P is a 
predicate (possibly involving several variables) 
and t is an instance when it becomes true 
(due to some assignment at instance +t to some 
variable occurring in P ). 

A specification for the correct behaviour 
of a cyclic program consists of two parts: 

d and 

We intentionally use the standard [1] 
notation used in functional programs terminology , 
the intent being that $ denotes the input  (E) 
condition guaranteed by the external agent; and 
y denotes the output (S) condition which 
characterizes the behaviour of the program. 

Thus, for a eycliec program to be correct, 
it is necessary and sufficient that, whenever 
the external agent behaves in seeoedanee fo 1 to » ; 
the program will respond according to 

Following are some exempE te of typical con- 
stituents of 


vilset, (Q(£)) > P,(8)] (*-1) 


Such an assertion ensures that Q(E) will 
not be set, unless the program allowed for it, 
or is ready for it. For example, if we interpret 
Q(E) as a resource allocation request, the mean- 
ing of *-1 could be that no such request will 
be issued if the resource is already allocated to 
the same requesting process. 


Vt, sto(t st, Set, (Q(EWVt(t,<t<t,)- P, (SPO, BY 


Le 
(#2) 


Such an assertion means that once a request 
is made by setting an event Q(E), the requesting 
agent will not change its mind and reset the event, 
until the program responded to (or acknowledged) 
the request... 


ME Felt ety) Thy (8) > Set, (a8) 
: ty 
or EV, (PUB), set (Q(E))) m3) 


We shall use the abbreviation EV_(P,Q) for 
Vt rt (t,>4 t,)° [P 4, 22]. This can be used to 


require, for eee hat once a resource has 


been granted to an outside user, this user will 


eventually release the resource and notify the 
program by setting Q(E) . | 

%-1 to ¥*-3 are not necessarily imposed on 
each event, but only as appropriate to the case. 
For example, if in *-3 , Q(B) denotes a request 
rather than a release, we do not require that the 


-agent. ultimately asks for any particular resource. 


Next, we give examples of some typical 


‘WY -assertions. 


EV (Set (Qe) , Set (P(S)))} or, more fully, 
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Vt. at.(t,>t.)* [Set (P(S))](#-4) 


ero a (Q(E)) > Set, 


1 2 
This assertion states that, eventually, every 
event will be properly handled. For example, every 
request will be granted after a finite delay. 


t 


vt ~ w,(8) (*-5) 

This assertion assures that some global 
("eternal") limitation is never violated. This 
handles cases like conflicting requests, e.g. two 
simultaneous requests for the same resource, 
which should not be allocated to two users simul- 
taneously. 

vt [set, (P(S)) > Q,(#)] (*-6) 

This assertion states that no P(S) happens 
unless explicitly requested by an event Q(E) 


For example no resource is granted if not requested. 


To summarize the notion of correctness of a 
eyclic (sequential) program we present the follow- 
ing definition: 

Definition: Let P be a cyclic program, > and y 
are explicitly time dependent predicates. The 
program P will be called correct w.r.t. $6 

and Ww if , whenever an external agent ensured a 
behaviour consistent with 6 , the program P will 
respond in a behaviour (S -variation with time) 
satisfying Ww. 

The concept of correctness defined above 
actually corresponds to what Manna [1] calls 
total correctness. As we shall see in the sequel, 
when proving correctness, we do not separate the 
proof into partial correctness and some analog of 
termination. Rather, we always show that control 
does follow some path in the flow-chart, and some 
assertion relates the starting and ending state- 
vectors. Thus, in order to prove a statement of 
the type EV, (PQ), we have first to locate all 
the possible places where P might have become 
true. We then proceed to isolate and trace signi- 
ficant events which ultimately lead to Q becom- 
ing true. The passage from one such intermediate 
event to its successor is proved based either one 
inspection of the program behaviour (symbolic 
execution), or relying on some external commitment 
o . 

We want to stress that our model is qualita- 
tive in its nature in that the general statements 
to be proven are about ultimate proper response, 
where nothing is said about the length of the de=- 
lay. 

In a more quantitative treatment one will 
possibly have to define an "Eventually" predicate 
with some concrete time bound on the delay, i.e. 


EV, (P,Q): ANVtat '(t<t'<t+N)+P(t)oQ(t') 


which will limit the eventual occurrence of @Q 
within a certain predetermined period. This will 
make the use of such a commitment very convenient, 
but will be harder to prove as a commitment to 
others [8] 


III. FIRST CASE STUDY: the Dining philosophers: 


Ifi.1 Informal presentation: 


The example is based on a problem stated and 
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solved by Dijkstra [2] 

Five philosophers are seated around a round 
table, each one having a plate. Between every 
two neighbour philosophers is a fork. The eternal 
life of each philosopher alternates between the 
activities of eating and thinking. Both actions 
of eating and thinking are known to terminate 
after a finite amount of time (strictly positive). 
For performing his "eat" action, each philosopher 
needs exactly 2 forks. AS a consequence, no 
two neighbour philosophers may eat simultaneously. 
When starting to think, the philosopher frees 
his forks. All the philosophers act completely 
asynchronously. The problem is to devise a sys- 
tem for which the philosophers act as external 
agents, requesting the allocation of forks and 
freeing them. A correct system should ensure 
that each request will be granted eventually. 

Dijkstra's solution is by means of a syn- 
chronization via semaphores. We present here a 
sequential cyclic program (figure 1), which 
serves as a scheduler. 


The following variables are used: 
R[1:n] - An array of external-event-variables. 
R[jJ=e means an Eat-request issued by philoso- 
pher j Actually, this is a request for re- 
source (forks!) allocation. 


R[j]=t means a Think- 
request. (It should not be confused with time-val- 


uve). This in turn is a notification of resource 
release. 

S[l:n] - An array of Status variables. 
SLjl=e means philosopher j is granted permis- 
sion to eat; S[j]J=t means philosopher j is 
allowed to think. We may assume that a philoso- 
pher j wishing to change his state (from e 
to +t or vice versa) will issue a request 
through R[j] and sit watching S[j] until it 
switches to his desired new state, at which point 
he will immediately enter this state. 

q - A queue variable, capable of holding indices 
of philosophers. The notation hg , tq., q*t 
means, respectively: first element of the queue, 
rest of the queue, insertion at the end of the 
queue. The predicate q=A is true if q is an 
empty queue. © , © represent addition and 
subtraction modulo n in the range l1,...,n. 

The program has a main cycle consisting 
of three loops L ob, ob eo searches pending 
t-requests, which are immediately granted and 
recorded in the corresponding S-entry. Obviously, 
L, is executed n times per cycle. 

L looks for new e-requests. For any such 
pequest , the corresponding index is entered at the 
end of the queue. ‘Ly ‘is:also executed n times 
per cycle. 

L checks whether the e-request of the top 
stemen’ of the queue (if such exists) can be 
granted. If possible, it is taken out of the 
queue and the next element of the queue is tried. 
Otherwise, .a:new cycle starts. A request may be 


-granted:if- the meeded resources are free. 


-The :idea*behind the operation is most simple. 
Each’ philosopher in the queue waits until all 
philosophers placed above him are served. The one 
on the top:will be served after his neighbours 
finish eating and release their forks. Once 
finished, they cannot interfere anymore, since 


any subsequent request will be placed at the end 


of the queue, beyond the waiting one. 
tual service is Suarentecd: 


Ties2 


In this section we outline a formal proof of 
the correctness, using the ideas discussed before. 


III.2.1 Specifications: 
First, we give the specifications: 
1. Set, (RID, e) > 8 tib= 4 
Wi (1<i<n) «Vt - 
2s Set, (RELL, t).: > 8, fil =e 
- | (-1). 
This 96 -assertion sevepiienes the interpre- 


tation of S=e as the eating state, and S=t as 
thinking state. It guarantees that a request — 
will be issued only from an "opposite" state. 


(RCi],t)] 
(g=2) 
This establishes the fact that every "ea 

action lasts only a finite period of time. The 

corresponding fact about the "think" action is 

not used in the EOOES and so not stated in the 

specifications. ; 
Next, we state the Jrassertions. 


Vi (1<isn) -Wtat'(t'>t)°[S, [i ]=e=set, 


a fl.Set, (REG] ,t)=6et ‘e (sti],t 

Vi(1<i<n) -Wtat'(t'>t)4 

| : lo.set ,(RIil,e)>set, (SLlij,e 
“(ay 


This peter ten states the requirement, that 
eventually every request will be granted. . 
Vi(1<i<n) Wt ~ [s, [i}s, [i © 1] e] ty-2) 


. This describes the requirement that no eae 
neighbour philosophers eat simultaneously. 


t 


| 2. Set, (Sli],t) > R, [i] = 
Vi(1l<i<n) Vt | ys 
| e Set, (S[il,e) > R, [4] =e 
(w-3) 


This. means eat the status is not changed, 
unless requested. No one is forced to eat (or 
think) against his will. 3 


III.2.2- Proof of “pel. 
Let dy and ts be such that | 
Set, (RLio},t) holds. From $-1.2 we have that 


S. [7 J=e . We perform a case analysis according 


to°the value of mt) , the program counter. 


a. mt) EL Ai 
re) 


: <ijfor, i, = AoA m(t,)= a,): 


fe) 
This case oceurs when the setting of R[i_] 

happens while the program is within L, , and has 
not yet tested R{i_]. By induction on the value 


t 
ae 


of i , we have that for some ty > ti the 
following holds: 
m(t, =a, A R, [ij]=t A 8, lode Aa, 


Ee 


Thus, even- 


' while control was the in L. 


and the rest of the eee like in case 
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sli,]=e remains(*) true 


Ay € q 
fe) 


_R 


Since we do not pass 
through any assignment to S's R[i, }=t remains 
true by ¢-1.1. 

-Now the test a, .is - satisfied, and 


set (Sli, ],t) oceurs, Which proves the claim 


pel. 1 fe case a. 


bd. w(t JEL 


by : 
This is the case that Ri} w was set to t. 
lodp. . 


Let 2 = lay | (the length of q). 


duetion on Q we “get that, for some +t 
the following holds: 


w(t, ea A Ry ‘Light 48, Li Ire 
iy oS 


By in- 


ye 


‘ : 


sii, ] did not change because, by ‘omnes Q, 


i. Z q for t <t<t, ; and we do not pass E with 
ini. : Rli Jet remains true by Peaks 
At t,+1 we have i=l A 101, » and the 


rest of the proof is like case a. 


Lemma Q:VWi(l<i<n). veliea, > R, lil=e As ra jt) 


(to ae noved later) 
Ce 
by 
: By induction on i » we get for some 
5 ee aa © that 
DS? 20s. 

mt.) = Oo A R, [i o! =tA S, sie ] =e 
where the invariance follows saeer ees The 
rest of the proof is like case b. © | 
d. mt) EL, A as i. (or, a = iA " # a) 


As in case a , we get for some ty 2 t, 
that : 
M(t) = O, AR, fio] = #4 S,li,) = 


C . 


Q.E.D. p-1.1 


‘it. 2.3 roof of w-1.2: | 
Let i, and ty be such that 

‘Set, (R[i},e) - From ¢-1.1 we have S, 

First, we show that i, €¢ tt 


(REL, 2 we know that 
te 


fio] =t. 
fe) 
For, assume 


From Set, 


fi 


yal s =t , and so, by lemma @, i ¢ a, 1 a 
Thus , Set. 


t (i, 
(o) 


m(t -1) = OL, A 4g Ato : 
value T , which is a contradiction to 


(a) Actually, this step in the proof needs further 
justification in more formal proof, to show that 
control does not leave L, until ty ‘ 


Eq) is true. It follows that 


and the test yields the 


iG 


R, 43 a ae 
O 


So, we have ay =e \ Se 
Now, we split the proof according to the 
possible values of tm , to prove that 


» Li, j= t 
—(*-6) 


Bee (t#t )e [m(t*)=0,,AR, y 


Ai afte whi, «= i o! 


fi. }=eAS, 


i.e. that at a later moment we will be just on 
the verge of putting into the queue. 

a. m(t. dE Ly A i, > (Ors i, =i AT, =a, ; 
5 fe) £6 


which means (#6) is immediately true) . 


The claim follows directly by induction over i. 


Sli_J=t remains true, for we do not pass 
through any asignment to Ss. 


RLi J=e ‘remains true by $-1.2 . 


b: mt ) EL, : 

By induction over i we prove that 

> Po 
It, (t, 2%) s.t 

m(t,) = a, AR, lijl=eas, [i_ J =t 
A: O 
nL iy 
oo A i, = 1 

Sti. j=t remains true, since we do not peas? 
ae the assignment to S with i=i_ , for 


the test a5” 
true by @g-1.2. 


fails for i, ; Ri ]=e °remains 


The rest of the proof is like in case a. 


Let Fela, | > 0 . By induction over i , 


‘we prove that 3t s.t. 


2 2 

T(t.) = o, AR, fi} =e AS, fi) = t ni, o 4 
Se bo 

¢ q remains true, because there is no addi- 


> 
t>t) 


fi] =¢ Ai ¢ 4 


fee to q in L, ‘ Sti. J=t remains true, since 
we skip the assignment os © , because 1, i ¢ Qs 
R[i_J=e remains true by 9$-1.2. 
The rest of the proof is like in case b. 
ca 4 > ° e —+ . 
é mt.) EL, A e in (or te: i, and 1 7 at, ) 
By induction on i we ect St, (t) >t) s.t. 
fe Vos = | 
mt) = a, A R, bo lee A S, ne 1s + i, ¢ 4, 
1. ¢ q remains ee. Since i > in implies that 
we do not pass the addition to q “with imi, - 


The other two invariants are justified as before. 


The rest of the proof is like in case c. 


Mrmr emanate ream Smnt A ttetg enne te ttneneneeneeteener 
(b} Even if we have passed, still the new value 
would be t . 
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Vx, z Wi o 1st, <n) °Vt 3t' ies lag °x > 1, 


This finishes the proof of (*_6), Now the 


test will succeed, and i will be added to a .; 
and by induction over i we have, for some 
t (t>t*>t ) (this will be the end of the current 


loop in which we put i, into a)y 


nit) =a. A i, € ar A Refi] =e A S-li,] = + 


(*-7) 


3 


Now, we prove that 3t'(t'>t) s.t. 


m(t') = EA i,,=1 


O 
w-1.2. 


follows that there exist words x,z 
{1,2,...,n} (possibly empty), s.t. 


os = Zel ex 


The claim follows from the following lemma Q. 


which establishes From in Eq it 


over 


Lemma 
=E 
where i, gy, 


i.e. for each index which is currently in the | 
queue, there will be a time in which it is taken 


out of the queue and granted its e state. 
Proof: First, we prove another lemma, Q5 
Lemna Q. 


Vxvi | 1S <n) eVtat'(t'>t)> ay tm, -oAa,=1*2> 
n(t? EAL, isla, | =x°y] 
. Gx, | 


where 


i.e. Each index which is currently at the top of 


the queue will eventually be taken out. 
Proof of Q, Let +t be such that 


m(t)= a. A ap = i, *x holds. By lemma Q we have 
Relis] =eA seli,] = 
gp = ijtx > aE # A , control reaches y with 


, Since 


i=l, - We distinguish between four possible 


subcases at t* , the time of arrival to y. 


2). SE Oi) = EMC) 1] = | 
2) sli @1l=eA sli,@1l=t 
3) sli @1]l=+tA slis@il=e 
4) sli, @1] = sli, @1] = 


1. In this case, the test y yields immediately 
the value T , and control reaches E , which 
implies the claim of Qa, ‘ 


2. By 9-2 there Suises* a t, (+, 2t*)s.t. 


Ce) We take the least tj 


. Set, (Rl Ou, ‘) is. true. Thus, i ,@2 ¢ 1 


i @1 ¢ x) . During the period tk <t, 


| S, ts, yet. remains true, for the test Y. fails 


ee s[i @1y} =e , and we do not pass E. 
: For the same reason, no element is removed 
from the queue, - 
added. So, 


‘but some elements were possibly 
q = iyeeyy, for some a (possibly 
Ky. i, gf Yy , because of the test before enter- 
ing fhe insertion point, Q. Also, R, Li Jee | 


| remains true by @-1.2 . a | 
Now, applying y-1. to t,. and i » we 


ua Oo 
a) , = 
+> .t. 
get that there exists some tol tazt, ) s t 


Set, (sls 91), t) 


is true. 


During the period t ste, >: The test’ 
| at ¥ still fails for i@1, and we do not. 
pass through E. ‘Thus, 


and 1, =]. 0 "Ye for some (possibly empty) 


S, [i J=t remains true, 


Vo ; a4 es. . Also, by $-1.2, a ]=e 


remains ree 
Now, at +, we have S, fi (Out 


for the period t*<t<t 


‘ ‘Also, 
np 9 Sy ls 25 1)=t remains 


‘true. For, there are two es. 


a set (RIi©)1],e) did not happen, and so 
— Set (Sli ©Ol,el 
2. Set(RLi, ©.1],e) 


me >O1 “aia not enter the queue yet, or 


also did not happen. 
did happen. So,. either 
i ,O1E V4 > and is waiting for: granting 


tee new request. 


Thus at some t', it, » we. Gave ntt! JeyAt, Ts. 


i, 
Again, for the same reason as just noted, | 

S,. fi, @1}s, ,[4, ©i}*t still holds, the test 
suceeeds and T. reaches E with i=i . This 
proves a6. for case 2. 


3. This case is similar, g ease 2. 


h. By $-2, there asics t, sty (t ees >: ‘$F )e.t. 


1 
ato ©} tT! 


(assume t, ty). 


‘Set, fi Role t] A Set, 


As before, this implies 3 a ¢ d, «Ai Cl ¢ dee: 
During the period “ttetet, 
8, [i, lst remains true, for the test: Y 


fails by assumption, and m does not pass 
through EE. 


For the same reason, no element is removed - 


from the queue, and some elements were possibly 
added. Thus qa, = 1 ex°Y, for some Yy 


(possibly A). Again, jt Ye because’ O,, . 


(a) Again, we take the Tae t 


(e) Again, we consider the the Teast - ty 


— fe¥t = 20. 


_.. for some 
2 wht*) = 0 


where i¢y . 


. induction hypothesis, since 


. obviously, 


OR, [i jite remains true due to o-1.2. 


we we apply p-1 twice, to get t,t, yrtn 


37th 


(assume tasty) Sit. 
Set, en 5 @11,t) A Set, 


iB Qu ty holds. - 


© the eo t <tst 


pStst. : the test 


still fails, and Tt does not pass through | E. 
So, S, fi. (itt remains true, and 4 =i 0° SF, F 2. 


ee eee 
R, [i l=e remains true due to ¢-1.2. 


for some (possibly empty} Yn > 8. = 
Again, 


This means we reached a state as. in case 
3, which completes the proof. Q.E.D. Qo : 
We may now proceed with the proof oF Lemma Q. 7 


Let ae = zei *x » and 2 = 
of Zz). 


ae | ete enoth 
We proceed by induction over & 

For £=0 , we have z=A , and we eve 

exactly the claim of lemma Q | | 
Assume the lemma is true for z s.t. 

0 < |[z] <&, and let z* be such that | 

This means that z* = i**z' for 

some i* , and |z'|<2 . Then, 


a = are ao 
fe) 


_ By lemma ae , we nee that ReLi*}se A slit ]=t ; 


As before, by case analysis, we can show that . 
t* > t a: 
3% R i, li* J=ea 8, _li* PS ts and 


we can apply. lemma a. to i* , to get for. 


some ¢" > t*- 


seo ; 4 e - 
= glejT *xe 
Apt es x 


And now, the proof follows by the 
fat] <k. 


Q.E.D. ae 


‘To finish the esee of wp-l. 2, we have-to . 
prove the lemma Q-, quoted above several times. 


Lemma :Wi(1<i<n)+ veli € a, >R, R, Lil-eas, li]=t] 


Proof: Let i,t. be s.t. 
@) (9) 


dy € a a 
Let +* be defined as max Set, re £4 are 
bet. i 


is the last time i, sabes ce ine” queue 
it follows that. 


(#8) 


q . From the definition, 
Yy ; R< < els ‘ 5 
Vt (t¥<t<t ) [i Eq] 

t*® > 0. Also, from the definition 

of t* it follows that m(t*)=Q , the only point 


of insertion into the queue. 
From this we know weet 


(¥-9) 


(*-9) dur- 


Rig li] = enS, gli, J=¢ 


and we have to show the invariance of 
ing the interval t¥St<t 


* e ; 
Assume that St, (t*<t,<t )+[Set, (S[i,].e). 


B 


i 
This means that m1(t,)=E , the only point where 
S is assigned e . “But, mT(t,)=E also means 


¢ q > in contradiction to (*-8) . Thus, 


Now, ve(te<t<t )°IR, [i Ise] follows immediately 


by o-1.2. a 
Q.E.D. Lemma Q 
Q.E.D. 1. 


TII-2.4.1 Proof of w-2: 
Tne proof of this part of w is easy, 


because in this program we have an explicit test 
to this effect. (rf) 
Assume that there exist” Loot, 5 such 


that Set, (S[i 0] ss Sli, @1]-e). (*-10) 


Obviously, os > 0 
Without loss of generality, assume 
el A Sy 1, @ 1J=e . It follows that 
m(t_) = 6 Adi, =i_ , a contradiction to the test 
52 bo fe) 

Q.E.D. y-2 


TIt.2.4.2 Proof of w-3: 


a. For wW-3.1 the result is immediate, 
since Set, (Sfi ],t) implies m(t)=—T , and hence, 
the test a, was true, which implies R, [i J=t a 

b. For w-3.2, assume Set, (Sli,].e) 


This implies that 1(t)=E . But, ee GU. 


which means in € qd > and the result follows 


by lemma Q. 
Q.E.D. p-3 


This completes the proof of all w-assertions, 
and establishes the correctness of the program. 


iV. Concurrent cyclic programs 


IV.1 In our second case study, we depart from 
the previously described non-deterministic model 
of cyclic programs, to consider concurrent cyclic 
programs, where the concurrency is explicit, 
instead of its implicit nature in the previous 
model. It is interesting to observe that the 
same modes of correctness-definition and correct- 
ness-proof apply also in this case. 

There is a methodological novelty in the 
analysis of concurrent programs proposed here, 


whichwas enabled by the introduction of time into - 
. the snecifications of programs. The discussion of 


the correctness of nan abedinan the liter- 


ature considers a pait of such programs 
as a single complex per oo describing such 
a system as a process of transitions between 
states, a state consists of constituents deter- 


(f) Again, consider the least to - 


mined by both P and P e.g. the values of 
the variables in’ both programs. (See [9] for 
such analysis.) 

We suggest. a viewpoint of concurrent pro- 
grams, which isolates each program as if it were 


- acting alone, and condenses the effect of the 


second program in a_@-assertion, on which it 


can count while computing. Thus, 6, will 
describe the arene of P, in behaviour in 
time, which enables to achieve its own 
correct behaviour in 7a wv. , and ae 
for %> » Vv, Also, there iS a part 
which eovents violating some global tse os 
on both P and P 

The advantage of this approach is that 
instead of dealing with a joint behaviour of two 
programs (whose complexity is the product of 
the complexities of those two programs) we de- 
compose the proof into two proofs, dealing each 
with one cyclic (sequential) program, and two 
pairs of <od, W> specifications. The complexity 
in this case is only the sum of the complexities 
of the two programs. We do reduce the prodlem 
of concurrent programs into two problems of 
(sequential) cyclic programs interacting each 
with an external agent, whose behaviour is given 
through the $6 specification. Hence, in addi- 
tion to the steps in the proof that were required 
in the case of’ a sequential cyclic program, 
where o was taken for granted, in the reduction 
of concurrent programs we have another step in 
the proof, which establishes that the 6-asser- 


- tions are indeed true. 


This approach has also the great methodolog- 
ical benefit of forcing the programmer to state 
explicitly what is "the point" of the interaction 


between PS and P > and thus understand better 


his own programs. Such an attitude may lead. to 

a more constructive way of designing concurrent 
programs, ina similar way as the introduction of 
loop-invariance in functional programs. 

We shall assume the following model for con- 
current programs: P, and P, are cyclic flow~ 
charts, with non-disjoint sets of variables. . 

At each time instant t , either TT, or uP move 
one step (either assignment or- test}. Alsés, 


each 71, is bound to move a step after some time. 


Nothing is known about the relative speed of T, 

and TT, . 

Method of Proof: | 
In order to prove correctness of a pair of 

interacting concurrent programs Py» P, > wor.t 

specifications D1 Vy 25 Vo 21 the following 


has to be shown: 


a. P is correct w.r.t <true, 95? F 
P, is correct w.r.t <true, 9)? 
b, is ¢ . wert < > 
PL is eorrect w.r.t %,> v, 
P, is correct w.r.t <b5> by? j 
Cs 1.2 holds. 


In step a., we prove (with no assumptions) 
that each P, is capable of guaranteeing it4 
@ commitment. Then, given those d¢-commitments, 
we prove that the w-behaviour follows. These are 
one level higher than the @¢-assertions. Inde- 


pendently, we prove at SURUED C_ some joint prop- 


erties. 


We must note that not every set of concurrent. 


programs is amendable to this approach. Some con- 
current programs may be too tightly interactive to 
allow easy gocompod ition of the type we are ae. 
gesting here. 


IV.2 SECOND CASE STUDY - The Mutual Bxelusion _ 
Problem. . 

We. consider a problem which, like the first 
one, was first described by Dijkstra [3] ,. who 
relates i solution to Dekker. 
are two cyclic concurrent programs , 

which pe from time to time into a critical 
section. It is desired that in a given instance 
of time, only one program may reside in its 
critical section. The problem is to design a — 
synchronization between the two programs, which 
will prevent the simultaneous entry of P, and 
<P into their critical sections, and wilt post- 
pone the decision in case of*conflict for only 
a finite time, and ensure that every wish to 
enter a critical section will evenly be cha 
filled. “ 
| The solution is - reached by means of three 
shared variables, Cy» ep and "turn". C. is) 


_ boolean and expresses a Wish of P; to enter its 


éritical section. c, is changed oi by P. a 


but is available for inspection by its seit 
turn € {1,2} , 
cesses is to. give up in case of conflict. 
ure 2). 

The strategy in case of conflict is the fol 
lowing: If turn =1 ,P, has the right to in- 
sist on entering the critical section. _Thus, it 
enters the loop Ly » where it waits: until P, 


gives up for a while. On the other hand, P, 
sees it is its turn to give up, and enters €he 
loop R, , in which it waits wmtil P ‘changes 
"turn", “after exit from the critical section. 
In case. turn = 2 aca EO we have a 
symmetric case. 
Now, if we try to analyze P 


(Fig- 


| L: by itself, we 
see that there are two assumptions on the behav- 
lour of P, , which fully describe the interac- 
tion. - | 
Le fF at is Tes turn to insist on its 
right, Py will give up for long enough so that 


PP) can accomplish its wish. 


1 
Peasy it is P,'s turn to insist, then 
some time later the right to insist will turn to 
i re 
1 i 
pioce: FP and P, are symmetric, the same 


argument applies to tfie assumption of Py about 


P,'s One has still to show that it 


is impossible for P 


“behaviour. 


mA 


P to enter their ¢.S' 


i eae = 


simultaneously. ‘This follows easily from the 
tests Che B. » being always reached with their 
own cc variable equal tc 0. 
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_ plex time dependent predicates. 
resent predicates over the state-vectors. 


determines which of the two pro- 


IV.3 The correctness proof: 


: Iv. 3.1 Formalized specifications: 


We shall add few abbreviations . of more com= 
Let P,Q,R rep- 


Ev, (P, Q, R) will mean the following: 
Vt( P(t) )° at, (t,2¢) | 
> [vt,, (tetas t,)-alt, : > Set, oe 


The meaning of this predicate is nee follow- 


ing. Suppose P was true at some morent t , 
then, there exists a later moment, »- 8.t R 
will be set to true at » provided Q was 
continuously true in the laterval {t, tj). Q 


will usually correspond to some signal one pro- 
gram sends to another, while R corresponds to 
a proper response. P corresponds to some initial 
condition that held when Q arose. . 
Note that EV, only guarantees the setting 
of R to true. Sometimes a stronger requirement 
is needed, to the effect of holding R true for 
a while, (until it is detected) provided Q con- 
tinues to hold. This will be expressed by the 
predicate. EV, (P, Q, R) , which means 


We P(t) ) 3, (t,2t) Weg (tQ>6)) 
*(Vt_(t<ti< ° 
[vt (tet<t,)-a(t,) b R(t,)] 
These predicates enable us to state: condi- 
tional commitment of one program to another. 


Now we state the specifications.» 


~ (gen. 2) 


EV.(e, ‘= 0 (c, =e turn = “ads C5* 1) 

‘This assertion expresses P,'s commitment 
to give up its wish to access the C.S (¢,=1) 
if it is 's turn to insist (turn=1) . It 
will do so a as long as P, needs it (c,=0) 
All this hold in case of a conflict (c,=0). 
EVa\ (ep = 0. turn = 2) 2c; = 1, tum = 1{$-1.2) 


This assertion expresses P's commitment 
to eventually pass the right to ifisist to P 
if it had this“right and used it (turn=2 « on =0), 
provided P, gave up its wish to access its” C.S 
and “waits patiently" (c fa . Here we rely on the 


property of the variable cee > which can be set 


back to 2 only by P, itself. So, we need not 
worry about turn=1 staying true. for a time in- 
terval. 


The 0-2 assertion is similar, and express- 
es P's expectations of P 


2° 1 
EBV(c, = 0 , (ce, = 0 , turn = 2), c, = 1)($-2.1) 
VA(Ce, = (On terns = 1)° c, = 1, turn = 2( $-2.2) 


EV, (1, = 0, 5 9, = @,). (p~1) 


Thus, it is claimed that if m, (t)=a., which 


means P wishes to access its C.S , then even- 
tually, “at some t'>t , T, (t") =o, » which means 
the wish was fulfilled. 

EV, (m1, = B. 5 7, = 8, ) - (p-2) 


In addition, we have the global requirement, 


that never will Pl and P, access their C.S 
simultaneously, which is expressed by 
% TT = oe = 
3 (™, (+) Oo, T(t) 8.) (Wo) 


As mentioned in section IV-1 , every node 
in the flow-chart once reached, will be left 
eventually. An exception to this rule are nodes 
OL, (and B,) » in which P, (P.) may wish to remain 


forever, never requesting access to C.S. This, 
of course, should not affect the correctness. 


IV.3.2 Proof of the specifications: 


We shall outline the various steps in the 
proof method mentioned above. Because of sym- 
metry, only half of the propositions need proof. 


a. P, is correct w.r.t <true, b> : 
We show that P, is capable of fulfilling 


1 
its commitment to P, with no additional prem- 
ises, i.e. independently of P,'s behaviour. 
a-l: We prove first 9-2.2 .. 

Let t) be such that 


ey (t,) = 0 4 turn(t ) =1l., e,(t.) = 1 (T) 
Hence, m (t,) € {o.5 Os Ars Og» Oj . We per- 


form a case analysis. 


a-1.1: 

7, (t,). € tot, » 07} - Cleany, for some t, , 
> = oo whi ‘mplies im. 

tyes te) a, , which implies the claim 

a-1.2: 


T(t =a. Since, c(t )=1_ by (T.) and 


remains so subsequently, T 


;. reaches at. > and 
' the case is reduced to a-l.1. 
an1.3: | | | | | 
m7, ( 2 = 0, . The test a, succeed by (T.) : 
and c,=l still holds by the 9 antecedent, 
. and so” the Case reduces to a-1.2. 
mt) =U. Ty reaches the test On > which 
fails. Hence 1, reaches a 


| 1 x2 with c, =0 ; and 
again, the case reduces to a-l.e. 
Q.E.D. g-2.2 


a-~2: Next, we prove @$-2.1. 
Let Be be s.t | 
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1 (t') = O 


ce, (t,) =O, e,(t) =O, turn(t) = 2, (Ss) 


a-2.1: Assume the following Sy holds: 


nat i(tiot )elm(t!) = a, Vm (t}) = og] , (S,) 


ae iL 


from which follows 


) 


at*vt (t2t*) «Lm, (¢) 3 L,] : (S,, 


which, in turn, implies 
turn(t) =1. 
$-2.2 


Hence, is vacuously true, with t cho- 


us 


senas t* 


a-2.e2: Now, assume “By holds, i.e. 
' t ail t\) = i 
at (t tot) Cn, (t*) 7a, V 7, (2) Og! ; (S.) 


~ 


We check the two subcases separately. 


a-2.2.1: . | 

TT, os =, - In this case, we may choose the 

t, of the EV. predicate as a - Once at 

Oe ‘ TT, remains in- L, with c,=1 as long as 

Ps needs, i.e. as long as turn=e 4 c,=0 remains 
| true, as required by the EV, predicate. 


3 


a-2 ee set 


t) = ° 
1‘ "o 1 Thus» e,(t) 1. Again, there 


are two subcases. 
mains at Rest 


The first one is when P, re- 
forever, and thus c,=l remains 


/ me! re 
true (since not changed in Rest_). We may then 
. e t ns 
choose the required t as 7 ° : 
The second subcasé occurs nie a ™ reaches 


Ol,» and hence also a... If Cp #0 » the EV 


Otherwise, since 


3 3 


predicate is vacuously true. 


turn=2 remains true by the antecedent, T, 
reaches Oe » and the case is reduced to 
a-2.2.1. 

Q.E.D. $-2.1 


i t < b> 
b. P. is correct w.r.t $5» b, 


We show now that, assuming 9 
P, is able to satisfy v, ; 


is guaran- 


teed by Py» 1 
Let t be such that m_(t_)=a, . Hence, 
fe) ‘tare! 3 
c,(t)=0 . In the trivial subcase, where 
e,(t J=L , i.e. there is no conflict between PS 


and P, » om yields false, and tT, reaches 


1 


immediately Or , which proves the claim. 


| Thus, assume c(t )=0 4 e120 . We 
distinguish two cases, according to the value of 
turn(t ,) ; 


b-1l: turn(t )=1. 


From to onwards, 7, EL 


1 1 holds, and no 


variables are changed. Hence, by $¢-1.1 (EV. 
predicate), there exists a t, which makes. 
it true. Tet t, =t!, and aéfine t" as 


1 as ee Wy 
t min T(t ) om . 


O 4"o+ q 
aura © 


i.e. the next time when P. will evaluate the 


it 


test a According to $-1.1, (ti )=1 » and 


3° 
un will reach ie > 2s claimed. 
b-2: turn(t ) =2. 

Thus ,° un will reach L, with c,=1 


remaining ture. Then, by 6-1.2, at some a 5 


th 2t > turn(t!) = 1 will become true, and 


remain so. Hence, 7 will reach a, with 


3 


c,=0 » and the case reduces to case b-l. 
om 


O.B. De (Wi) 

Y1 5 1 

Proof by reductio ad absurdum. 
existence of a i 


Assume the 


such that 


Let t, = max 1, (t) = Op 
t<t 
6. mes. Poe) sSx8 
2 t<t 2 5 
> 
and assume t,2t, 

Thus c(t) =0 . Since C, is not modi- 
fied in the C.S we have also Co(t, )=0 » which 
contradicts the assumption that a fails at ak 

Q.E.D. (Hy 9) 


-V. Discussion: 


V-1_ Comparison with related methods: 
a. Actually, our method is an extension of 


Floyd's method of induction assertions, if applied 
to functional programs. The introduction of the 
implicit variables of time and program-pointer 
enables one to express the propositions which 
follow from Floyd's method. 

Thus, if {Q.} is the set of inductive 
assertions of a given program at cut-—points 0. ; 


the following propositions have to hold in order 
to prove correctness: . 


Wtm(t) =a, > Q(X(t))] 


3t[n(t) = Halt] 


Of course, the introduction of implicit time and 
program—pointer variables complicates the formal- 
ism, and should be used only when necessary. 

The main idea behind the inductive asser- 
tion method is induction over the path of compu- 
tation. One shows that if computation ever 


reaches ao. , then Q.(Y) holds. Yet, our app- 

: ma ae NGS t! * 
roach is in a way an inverse approach , which 
exhibits another kind of induction, more related 
to Burstall's structural-induction. We show that 
if so and so happens, then the computation will 
eventually reach a, " 


b. Thus, our method also extends Burstall's meth- 
od [4] . His notation 


a: Q(Y) 


which means that currently computation is in the 
point a with Q true for the Y's at that 
moment, might of course be stated as 


mt) =a a Q(Y(t)) 
Also, his more general statement 
a: Q(Y¥) >®B: P(Y) 
may be translated as follows: 


Veat'(t'>t)-([m(t)=a A Q(¥(t)) > m(t')=B A P(Y(t'))] 

Yet we allow more complex quantifications 
over time; Also, since we include non-determinism, 
we do not bind the Q's to "space" points a, , 
but only to time points, since one does not Know 
where control resides when an event occurs. 

Thus, we may group together (during the 
proof) various points in the program, which are 
equivalent with respect to the occurrence of an 
event. 
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ON DETERMINACY AND EQUIVALENCE OF PARALLEL PROGRAM SCHEMATA 


Manilal Daya — ‘e 
Honeywell Information Systems, Inc, 
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Summary 

A formal model of parallel computational sche- 
mata is the basis of this research, The specifica- 
tions of this model have been influenced by various 
- existing models [3],[4] and [6] so that the deter- 
minacy and equivalence problems for "repetition- 
free" [3] schemata can be investigated uniformly, 
A schema is repetition-free if it is both "free" 
and "liberal" [6], The motivation for considering 
repetition-free schemata only is that if this hy- 
pothesis is excluded then most of the properties 
of interest are undecidable [5]. The results sum- 
marised here appear in full in [2]. 

Briefly, a parallel program schema consist of: 
a set of memory cell, a set of operations which 
depend on and may affect memory cell values, and 
a control specification which defines the flow, 
The schema model is related to the “realization” 
model in [4] with the following exceptions: (i) A 
halting state is explicitly introduced in the con- 
trol, The “persistent and finite delay properties" 
associated with a computation [4], are excluded, 
(41) During execution, there is a choice involved 
in selecting the next state from the current state 

A schema is: (a) O-determinate (resp, -%-deter- 
-minate) iff for each interpretation if there exists 
a halting computation then all computations are 
halting with identical final memory cell values . 
(resp., identical memory cell history [4]); and (b) 
fP-determinate iff for each interpretation if thex 
exists a halting computation then all computations 
are halting and syntactically equivalent( 4], 

The notion of progression introduced in [6] is 
generalised in the following way: A schema is pro- 
gressive iff for any halting computation, at least 
one of the values written in memory by any opera- 
tion executed during that computation, is either 
used by a succeeding operation encountered in that 
computation whose set of range cells is non-empty 
or remains unchanged until the end of the computa- 
tion, It is shown that a repetition-free and pro- 
gressive schema is O-determinate iff it is M-de- 
terminate, Similar conclusion also holds true 
between O-equivalence and .m.-equivalence, 

A concept of minimality is introduced for 
repetition-free schemata, This concept is a. 
generalisation of the notion of minimum state 
finite automata, It is shown that if a repetition- 

free schema has a minimal schema then it is unique 
up to an isomorphism (i,e,, a renaming of the 
states). 7 


*This research was completed while the author 
was:a graduate student at Harvard University - 
sae Ge, 


The notion of minimal schemata is important 
because it implies code-optimization and "ca- 
nonical-form" in some sense, As a result of this, 
it is shown that p-determinacy is decidable. 
for a class ® of repetition-free schemata, 

The class @ is defined in a complex way based 
upon the notion of minimality; and membership 

in ® is not known to be decidable, The corres- 
ponding "independent" [6] schemata defined fron 
non-deterministic two-tape one-way automata [1] 
are also properly included in the class @ , 

(It can be also shown that the class of repeti- 
tion-free, "resolvable" [4] schemata is also 
properly included in the class @ .) It is 


asserted that every conservative and -deter- 


minate schema has a minimal schema, This 
assertion implies: (a) @ is the class of finite 
state and repetition-free schemata; and (b) 
-equivalence is decidable for the class of 
repetition-free and A -determinate schemata 
(which incidently also implies that the equiva- 
lence problem for n-tape one-way deterministic 
automata is decidable), -_ 

A notion of ".qQ -reducibility" is introduced 
which means removal of redundant lossy operations . 
It is shown that a repetition-free schema S is 
. -determinate iff an m-reduced schema of S is 
2 ~determinate.The significance of this is that 
based on an assertion that repetition-free, ™.- _ 
reduced and (,-determinate schema is ©@-determi- 
nate, it is shown if o -determinacy is decidable 
for repetition-free schemata then. -determinacy 
is also decidable, The result mentioned above 
can also be extended for O-determinacy by inclu- 
ding the progressive property mentioned earlier, 
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Abstract 


This paper explains 
coordinate and control parallel 
processes in PL/1 under 08/370. The 
necessary additions to simulate Dijkstra 
P and V_ operations are discussed. 
Examples are provided to illustrate 
usage of these additions. 


procedures to 


Introduction 


Considerable interest has developed 


in multiple CPU architecture to solve 
distributed processing problems, The 
use of microprocessors has intensified 
this interest. The difficulties of 
direct program checkout on 
microprocessors has resulted in the 
frequent use of simulations on larger 


machines for initial phases of checkout. 
This simulation approach is even more 
desirable for more complex 
multiprogramming solutions. The 
multitasking capabilities of PL/1 [1] 
suggest that PL/1 should be an ideal 
vehicle for -verifying multiple CPU 
algorithms | targeted for smaller 
machines, as well as for implementing 
production programs. However, PL/1 does 
not provide sufficient control 
mechanisms for. implementation of 
concurrent processes, The purpose of 
this paper is to present tools for. use 
in simulations written in PL/1 that 
involve concurrent processes, These 
tools have been utilized extensively, 
and to our knowledge operate correctly. 
This paper does not apply to PL/I 
implementations on machines which 
already provide synchronizing primatives 
via hardware. 
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time. 


algorithm, for 


76019 
Coordination Tools 


| A major source for problems” when 
writing a program with concurrent tasks 
is coordinating the tasks with respect 
to their access and usage of resources 
(e.q. memory, I/f devices, etc.). As a 
general rule, it is desirable to 
restrict that access to only one task at 
any one time. 

There have been several different 
algorithms or methods proposed as 
solutions to this coordination problem. 
One such solution is "Dekker's 
Algorithm" [2], which allows each task 
in turn to enter the critical region*. 
(See Figure 1) Another solution involves 
the use of the PRIGRITY pseudo-variable 
in PL/1. £Sefore entering its critical 
reqion, a task raises its own. priority 
to a value greater than that of any 
other task in the program. Thus, when 
the CPU Manager next gives CPU time to 
any task of this job, the task with~ the 
highest priority will be qiven that 
After leavina the critical 
reqion, the task lowers its” relative 
priority back to ‘its original value. 
(See Fiqure 2) oe F 

Both of 
disadvantages 
preclude our 
coordination 


solutions have 
them that 
general 
Dekker's 
"schedules" 


these. 
inherent to 
uSina them as 
methods. 
example, 


: * By "critical 

that block of code 
manipulates a resource 

task at a time should 
manipulating, 


region" is meant 
which accesses or 
that only one 
be accessina or 


tasks to enter their critical region: on 
a strictly cvclic basis. That is, 
task number "i" is in the critical 
reqion now, task number " (i modulo n) + 

1" n = number of tasks in program ] 
will be permitted to enter the critical 
reqion next. Although this” strictly 
cyclic assignment of turns can be 
altered, there is still the potential 
that when task i releases the critical 
region, no other task has asked for it. 
The releasing task must arbitrarily pick 
another task, task "x" for the next 
turn. If task "x" does not need the 
critical region when TURN = 'x', then 
all the other tasks will be locked out. 
In. addition, Dekker's algorithm is not 
easily adaptable to more than one 
critical region, and is not adaptable at 


all to a multiple CPU machine. Lastly, 
when a task is waiting to enter’ the 
critical region, it does this. by 


executing a undesirable "“spin-loop". 


The use of the PRIORITY 
nseudo-variable also has its 
disadvantages, which while subtle, are 
none the less significant. When one 


task gets control of the critical region 
by increasing its relative priority, 
this necessarily implies that as lona as 
that priority remains high, the CPU will 
remain “in the custody" of that task, 
and therefore, all the other tasks of 
that job will remain READY but 
non-executing. TFhis includes tasks that 
are not trying to enter the critical 
region, which is wrong; the only tasks 
that should be suspended are those 
“desiring” to enter the critical region. 
This method also can not be adapted to a 
multiple - CPU machine. 

A more suitable solution to 
coordination problem is the method 
proposed by Dijkstra [3] which uses 
semaphores and two operators, P and VYV. 
A semaphore is either a boolean or 
inteqer variable, logically associated 
with the resource that needs coordinated 
access. Whenever a task "desires" 
access to the critical region/resource, 
it performs a P= operation on the 
semaphore for that resource/region. If 
the region is unoccupied (i.e. the 


the 


if 
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resource is not being used), then the 
semaphore is set to "occupied", and the 
task proceeds to enter the critical 
region. If the reaion is occupied, then 
the task performing the P operation is 
suspended. When a task leaves a 
critical region, it performs a V 
operation on the semaphore for. the 
region/resource it controls. If there 
is anv tasks suspended and waiting for 
that resource/renion, one is selected 
and reactivated. If no tasks are 
waiting, then the semaphore is reset’ to 
"unoccupied". In either case, the task 
performing the V can continue execution. 

There are-at least two different 
ways of implementing P and V, one which 
involves actually creating and 
maintaining a queue for suspended tasks, 
and the other which involves essentially 
a test loop. We have already discussed 
the first implementation [4], in which 
we called the procedures PROCURE and 
LIBRATE. In several months of usage, in 
a variety of simulation programs, [5,6] 
the routines have performed adequately. 

The second implementation is based 
on a different description of P/V [7]. 
In this version, when a task performs a 
P operation, if the resource is not 
available the task enters a test loop in 
which it WAITs for the resource to be 
free, at which time the availability of 
the resource is again checked. If it is 
still free, the task acquires it; else 

t WAITS again. (See Figure 3) 

Both implementations have their 
advantages and disadvantages. The 
cueueing method has the advantane that 
some queueing discipline other than 
straight FIFO is desired, (e.g. a 
scheme based on task priorities) it can 
be accomplished. The other method has 
the advantage that it is shorter (in 
terms of number of statements ), and may 
be faster in execution since it is not 
performing oueue manipulation. Thus the 
advantages of one implementation imply 
the disadvantages of the other. As far 
as we have been able to determine, there 
does not seem to be anv -significant 
difference in execution time of programs 
run using first one, then the other set 
of routines. a 


The key problem that had to the 
solved in order to implement’ these 
routines was the problem of making the P 
and V procedures act as_ indivisible 
operations. Another vay to state this 
is to state that the nrocedures for P 
and V are themselves critical regions. 
The solution we devised is to write two 
ALC routines, ENQUEUE and DEQUEUE, which 
do nothing more than issue ENQ and ODE 
macros [8] on a single resource. ENQ 
and DEO are ALC MACRO instructions which 
act like P and V primatives, 
respectivel». linen a wishes to 
access a resource, ENQ on 
that resource, 
naming the resource and the 
queue. If the resource is already held, 
the task is "entered" into the queue, 
and suspended. If the resource is free, 
the ENQueing task gets nossession of it. 
“hen the task is finished with the 
resource, it releases it hy issuing a 
DE* macro, naming that same queue. If 
the sueue is occupied, the first task 
within is dequeued and reactivated. The 
DEQueing task continues, regardless. 
The main body of the ? and VY procedures 
are "bracketed" sy calls to these ALC 
routines, and only the first task to 
enter P or VY gets to execute it; any 
"late-comers" are suspended until the 
executing task performs a DEQ, releasing 
the P or V nrocedure. 

This approach to 
indivisibility parallels that 
by McGowen and Kelly [9]. 
ALC ENQ/DEQ macros to racket the 
critical region within REQUEST and 
RELEASE routines (similar to PROCURE and 
LIBRATE). Their implementation of 
ENQ/DEQ provides for mutual exclusion 
for only those tasks REQUESTing a 
particular resource, While in our 
implementation, only one task can 
execute PROCURE or LIBRATE at any one 
time, regardless of the resource. Their 
implementation provides’ for separate 
allocation and deallocation routines for 
each resource. In our first 
implementation [4], the same queueing 
strateny is used for all resources. In 
our second implementation, (see Figure 
3) the environment is totally 


task 
it issues an 


name of a 


obtaining 
develoned 
They also use 
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competitive; when a resource is freed, 
all tasks "cueued" for it are released 
to trv for it. Our routines, while less 
aqeneral, are somewhat simpler to 
understand and require less user 
initialization of special data 
structures. 

“hile the exclusive use of a 


resource by a task is a common situation 
in concurrency simulation programs, it 
is not the onlv manner in which 
concurrent tasks can use resources. 
Provided that the resource is quarenteed 
to remain unaltered hy tasks which 
access it (e.g. a read-onlv-dataset), 
there is no reason why more than one 
task cannot be accessina that resource 
simultaneously. That is, the tasks 
share the resource. The only 
restriction on this type of resource 
usage is that if the types of "users" 
are mixed (i.e. some who need exclusive 
access, and some who can share the 
resource), then the coordination 
routines need to he modified so that the 


tvpe of access is taken into account 
when allowing a task to enter the 
critical region. 

The criterion for entry into the 
critical region now becomes: if one 
task who can share the resource has 
control of it, other sharers can be 


allowed to enter the critical region at 
the same% time, while any exclusive-use 
task that requests entry to the region 
is suspended. On the other hand, if an 
exclusive-user is in the region, then 
everyone else requesting entry to the 
critical region is suspended. 

We have implemented ae pair of 
"shared access" coordination routines. 
We used the names PROCURS and LIBRATS to 
distinguish them from the 
exclusive-access-only routines. (See 
Figure 4) 

It must be noted that with all four 
routines, PROCURE, 
LIBRATE, PROCURS and LIBRATS, 
is responsible for using the routines 
properly. This entails the allocation 
and initialization of the data 
structures that the routines work on. 
For PROCURE and LIBPATE, the correct 
data structure is a PL/1 EVENT variable 


the user 


for each resource for which coordination 
is desired, and each of these EVENTS 


must be initialized to "complete" (i.e. 
me ety PROCURS and LIBRATS, on the 
other hand, act upon a slightly more 
complicated structure. For each 
resource for which coordination is 
desired, the user must allocate ae data 
structure composed of two EVENTs -- one 
for shared-access, and one for 
exclusiveeaccess -- and a counter for 
the number of shared-access users who 
currently control the resource. Both 
events must be initialized to 
"complete", and the counter must be 
initially zero. | | 
Regardless of which pair of 
routines is used, the programmer’ must 
not modify the data structures in any 
way. Once initialized, only the 
coordination routines are to operate 
upon those data structures. Also, the 


hrogrammer is currently responsible for 
insuring that each PROCUR has a LIBRAT. 
(See [4] for suggestions on a possible 
solution to this problem.) 


Applications Of Coordination Tools 


In the ten months since the design 
and implementation of these coordination 
routines, they have heen utilized quite 
extensively. They have seen particular 
exercise in two simulation projects 
carried out at UTA. 

The initial project was. carried out 


aS a class assignment, and involved 
Simulating a hvpothetical operating 
system [5]. The problem was to write a 


simulation of an operating system which 
controlled two "card readers", two "line 


printers", a "drum" for secondary 
storage. There were also a "loader", 
"drivers" for each of the "I/0 devices", 
and three "job initiators". “Input" and 
"Output" were allowed to occur 
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"device", 


have concluded that our 


concurrently, both within and viehout a 
"job". In one particular . desian, 
semaphores were associated with each 
"driver", and other resource. 
PROCURE and LIBRATE were incorporated 
into two larqer routines, P and V, which 
operated on counting semaphores (the 
semaphore can take on any integer value, 
with 0 as the threshold for cueueing), 
and maintained a "future events list". 
The second project was the subject 
of a graduate research project in 
Artificial Intelligence [6], The 
research involved the desian of routines 
for computer image feature extraction 
which used parallel processing to speed 
up the extraction process. The 
algorithm that was tested via the 
simulation involved dividing the 
digitized image being scanned into 
3-point-by-3-point arrays, and 
initiating multiple tasks to analyze 
them, one task. to one array. As there 
were several resources common to atl! 
tasks, the tasks had to be coordinated — 
vith respect to their access to those 


resources, This was accomplished by 
associating semaphores with each 
resource, and. bracketting the code in 


which access occurred with PROCURE and 
LIBRATE. 


Conclusions 


The PROCURE, LIBRATE, PROCURS' and 
LIBRATS routines described in this paper 
enable gqeneral purpose coordination of 
tasks in PL/1., Within the limits of our 
ability to accurately trace. the 
execution behavior of the programs. we 
implementations 
do properly coordinate concurrent tasks, 
giving both mutual exclusion and shared 
access to critical resources, The 
suitability of PL/1 for verification and 
implementation of multitaskina 
algorithms is thereby enhanced. 


f= 


| es 


i 
[= 


MAIN: 
DCL (C1,C2,TURN) FRINARY(15); 
C1,C2 = 0; TURN = 1; 


task #1 (where i= j): 


Ca. 2S 18 
DN VHILE(C = 1); 
IF TURN =] 
THEN DO; 
Ci = 03 
N0 WHILE (TURN«=4) ; 
END; 
Cy = 1 
END; 
END; 
critical section */ 
C1 = 0% 
TURN = 7s 


remainder of task */ 


FIGURE 1. Dekker's Algorithm. 


PRIORITY = 100; 
statements which consititute */ 
critical section */ 
PRIORITY = 0; 


FIGURE 2. Using PRIORITY Psuedo-var- 


jable to obtain exclusive access. 
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PROCURE: PROCEDURE(SEN ADDR) 
OPTIONS (REENTRANT) ; 
NCL SEM ADDR POINTER, 
RINARY SEM EVENT 
PASED(SEM ANDR), 
(COMPLETION) BUILTIN, 
(ENQUEUE,DEQUEUE) ENTRY 
OPTIONS(ASM INTER) EXT; 
CALL ENQUEUE; 
DO WHILE 
( COMPLETION(SEM ADDR->SINARY SEM)); 
CALL DEQUEUE; 
WAIT(SEM_ANDR->SINARY SEM) ; 
CALL ENQUEUF; | 
END; /* OF DO-WHILE */ 
COMPLETION(SEM ADDP-sBINARY_SEM)='0'2; 
CALL DEQUEUE; 
RETURN; 
END PROCURE; 


LIBRATE: PROCEDURE(SEM ADDR) 
OPTIONS(REENTRANT); 
DCL SEM ADDR POINTER, 
RINARY SEM EVENT BASED(SEM ADDR); 
DCL (COMPLETION) BUILTIN, 
(ENQUEUE,DEQUEUE) ENTRY 7 
OPTIONS (ASM INTER) EXT; 
CALL ENQUEUE; 
COMPLETION (SEM ADDR->BINARY SEM)='1'B; 
CALL DEQUEUE; 
RETURN; 
END LIBRATE; 


FIGURE 3, PROCURE AND LIBRATE 


PROCURS : PROC(SEM ADDR,REQ) OPTIONS(REENTRANT) ; 
DCL SEM_ADDR PTR, | 
1 SEMAPHORE BASED(SEM_ADDR), 
2 EXCL EVENT, 2 SHR EVENT, 


2 # SHR FIXED BIN(15), 
(COMPLETION) BUILTIN, REQ CHAR(1), | 
(ENQUEUE,DEQUEUE) ENTRY OPTIONS(ASM INTER) EXT; 
CALL ENQUEUE; 
IF REQ = 'S' /* I.E, IF USER WANTS SHARED ACCESS */ 
THEN DO; /* SHARED ACCESS OF RESOURCE */ 

DO WHILE( COMPLETION(SEM ADDR->EXCL)); 

CALL DEQUEUE; WAIT(SEM ADDR->EXCL); CALL ENQUEVE; 

END; /* OF DO-WHILE *7 

COMPLETION(SEM_ADDR->SHR) = '0'8; 

SEM_ADDR->4 SHR = SEM ADDR-># SHR + 1; 

CALL DEQUEUE; RETURN; 

END; /* OF THEN DO */ 

ELSE DO; +/* EXCLUSIVE ACCESS TO RESOURCE */ 
DO “MHILE(vCOMPLETION(SEM ADDR->EXCL) | 
vCOMPLETION(SEM_ADDR->SHR) ); 

CALL DEQUEUE; 
WAIT(SEM ADDR->EXCL,SEM ADDR->SHR) ; 
CALL ENQUEUE; 

END; /* OF DO-WHILE */ 

COMPLETION(SEM ADDR->EXCL) = '0'B; 

CALL DEQUEUE; RETURN; 

END; /* OF ELSE DO */ 

END PROCURS; 


LIBRATS: PROC(SEM_ADDR) OPTIONS(REENTRANT) ; 
DCL SEM ADDR PTR, 
1 SEMAPHORE BASED(SEM ADDR), 
2 EXCL EVENT, 2 SHR EVENT, 
2 # SHR FIXED BIN(15), 
(COMPLETION) BUILTIN, 
(ENQUEUE,DEQUEUE) ENTRY OPTIONS(ASM INTER) EXT; 
CALL ENQUEUE; 
TF COMPLETION(SEM ADDR-> EXCL)v=COMPLETION( SEM ADDR-> SHR) 
THEN IF COMPLETION(SEM ADDR-> EXCL) 
THEN COMPLETION(SEM ADDR-> EXCL) = '1'23. 
ELSE DO; /* RELEASE OF SHARED RESOURCE */ 
SEM _ADDR-> # SHR = SEM ADDR-># SHR - 1; 
IF SEM ADDR # SHR = 0 


THEN COMPLETION(SEM _ADDR-> SHR) = '1'B; 


ENDS QF ELSE DO *7 
CALL DEQUEUE; RETURN; 
END LIBRATS; 


FIGURE 4, ROUTINES FOR SHARED ACCESS. 
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Several algorithms that attempt to reduce the 
tree height of a parse tree of an arithmetic ex- 
pression by using associativity and commutivity 
have been proposed }j} 1] - 5) - Baer and Bovet 

Ci] conjectured that their algorithm obtained 
a minimal-height tree. Later Beatty C2] proved 
this conjecture. Without distributivity, the 
upper bound on the tree height is: 1 + 2d + 

[log n) where n is the number of operands oo d 


is the depth of parenthesis nesting (6]. 
selective use of distribution reduces the upper 
bound on the tree height to C4 log (n-1)1 pst 
Several algorithms which use distribution have 
been proposed 74 =- LOD 


Using the algorithms of Beatty C2} and Brent 

7.4 we can show that the use of associativity 
and commutivity adds O(N) steps to the parsing 
process, while the use of associativity, commu- 
tivity, and distributivity adds O(N logs N) 
Steps. Both algorithms work on parse trees pro- 
duced by ordinary compilers and the times quoted 
are in addition to the ordinary parsing time. 


We shall assume that an arithmetic expression 
contains N tokens (identifiers, constants, and 
operators). In calculating the number of opera- 
tions required to parse an expression we shall 
count each instance of an arithmetic operation, 
logical operation, push on stack, pop stack, and 
store as one operation. 


The results are summarized in the following 
theorem: . 


Theorem (10) Let E be any arithmetic expres- 

sion with N tokens. The additional time to parse 

E is at most: 1, 13N + 8 by Beatty's algorithm 
2, 31N log, N by Brent's algorithm 
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LAU SYSTEM SOFTWARE 


: A HIGH LEVEL 


DATA DRIVEN LANGUAGE FOR PARALLEL PROGRAMMING 


by 


O. Gelly, et al, Dpt of Computer Science, ONERA CERT, BP 4025 Toulouse, France 


Summary 


The LAU parallel system [1] is a contribution 
to the development of the software concept of sin- 
gle assignment [2] to parallel programming langua~ 
ges and parallel processor architecture [3} 
This paper emphasizes some points among the main 
features of the high level language LAU : 


Objects. A new attribute takes place in the object 
definition, and is defined as a set of environmen- 
tal rules which tell HOW and WHEN the object may 
be manipulated by the program statements. The 
standard implicit value for this attribute is the 
"single assignment" rule, i.e. : any object may be 
assigned at most once during program execution. 
This rule leads to a parallel and deterministic 
execution of statements based on the "readiness" 
of their operands. For example, X=A+B placed any- 
where in the program may be computed as soon as A 
and B have their (unique) values. 

The user may also define "non standard" objects 
using a special command CREATE. The “environment" 
section characterizes the possible manipulations 
of the objects. The environmental expression makes 
use of the actual values of an input parameter su- 
blist and operators that may be compared to Camp- 
beil's Path expressions. The object BUFFER defined 
below has its environment characterized by the 
couple (object operating on BUFFER, operation re- 
quested). WHO and WHAT will participate to the 
environmental expression, which means that ; 
~ A WRITE operation, from Pl, must occur first 
~ A sequence of one READ operation, from any one 
and one WRITE operation from P2, may follow. 
~ A COUNT operation from P3, if no more read re- 
quests at that time, will definitely close the ma- 
nipulations of BUFFER. 


CREATE BUFFER (WHO,WHAT,QTY) (ANS) ; 


IN : WHO,WHAT ; EVENT ; QTY : INTEGER ; 
OUT : ANS : INTEGER ; 
LOCAL : BUFF, N : INTEGER ; 
DO : CASE WHAT. 
(WHAT = READ) : ANS = OLD BUFF ; 
(WHAT = WRITE) : BUFF = QTY ; 
| COUNT = OLD COUNT + 1 ; 
(WHAT = COUNT) : ANS = OLD COUNT ; 
END CASE ; 


SYNC ON <WHO,WHAT> 
BY <P1,WRITE>. (<x, READ>.<P2,WRITE>) 
<P3,COUNT> 
END CREATE ; 


Statements. All statements must be considered as 
assignment statements. A statement is semantically 
defined by one or more Data Production Sets (DPS) 
which consist of a couple (set of statements S, 
set of objects to be computed, 0). 
Simple assignment statements are quite conven- 
tional, except that their semantics is purely 
directed by the data. 

The EXPAND statement is simply an extension of 
vector operations, equivalent. 
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The CASE statement looks like a general CASE OF. 
A run time, one DPS will be activated, and will 
produce the object Outputs corresponding to the 
CASE statement. 


CASE (X>0):C=X;B=TRUE CASE 


(X=0) :C=0; 
(ELSE) : C=-X;B=FALSE; | CTL object | 
END CASE; 


VEND CASE 
DPSi : 


S-3 


statements nested in EXPi 
O : all objects assigned between CASE and 
END CASE 

If X=0, then CASE assigns C=0 B=NIL by DPS2 

The loop statement has been designed to make 
iteration easy to devigsein a parallel asynchro- 
nous environment. A loop header controls the value 
of a loop event, set initially to START and then 
at each iteration and activates the corresponding 
DPS. For any object in the OUT LOCAL section, a 
"local environment" is created by defining OLD X 
as the previous value of X, and NEW X or X as the 
value to be assigned at the current DPS activa- 
tion. An implicit DPS STOP terminates the loop 
execution by assigning the actual outputs of the 


loop. LOOP 
Header OUT: X,Y; 
: LOCAL: N; 
TART (START) :N=13X=2;Y=1; 
DPS OL FIBN=NEXT ; 
values 


(NEXT) : CASE (OLDN= 10): 
STOP LOOP FIBN 
(ELSE): 
X=OLDX+OLDY 
Y=OLDX; 
N=OLDN+1 ; 
END CASE 
END LOOP FIBN; 


NEW 


values 


As a conclusion, this language has been tested 
on about 50 problems and makes parallel program- 
Ming easy to write and debug. 

A compiler produces object code to the simulator 
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Abstract -- A stack organized multi-processor 
whose instruction set is oriented to high level 
language processing is described. The proposed 
areas of application are communications control 
and industrial process control. The memory is 
organized on a segment basis so that procedure 
calls, parameter passing, and process suspension 
and activation have very low overheads. Dijkstra 
semaphores are used to co-ordinate all signalling 
activities between processes. All processing of 
semaphores, ready lists, etc., is performed by 
hardware (firmware) allowing the user to program 
the machine in a high level language. 


Introduction 


There are many computer controlled systems in 
which the control activity logically consists of 
several co-operating parallel operations. 

Examples are industrial process control, and 
communications control activities such as menea ee 
switching and front end processors for 
teleprocessing. In such systems one can identify 
processes that could be performed in parallel, 
with little interaction, on the computer. 
However, until recently the only computers 
available (with suitable cost to performance 
figures) for such applications were the standard 
single processor minicomputers. In such © 
processors no advantage could be gained from the 
parallel nature of the problem, and indeed, the 
frequent necessity of producing pseudo-parallel 
service to meet the real time requirements placed 
a significant execution time and/or memory space 
overhead on the system. Now, however, the general 
availability of microprocessors has made it 
feasible to consider using a set of co-operating 
microprocessors to perform the desired function. 
In some situations the power of. an individual 
microprocessor will be well matched to the 
requirements of an individual process. In such 
cases a set of loosely coupled microprocessors 
will conveniently and effectively meet the total 
system requirements. In other cases such 
divisions are not possible and a more tightly 
coupled and more interactive configuration of 
microprocessors is required. Several authors have 
discussed such possible configurations of mini 
and microprocessors with the goal of greatly 
improved service to cost ratios compared to single 
processor systems [1-4]. Unfortunately, the 
development: and general applications of such 
systems suffers from a serious handicap: neither 
the basic hardware nor software (language) really 
"thinks" parallel. | 
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It was desired to develop a system, probably 
microprocessor based, that could exploit current 
LSI technology for systems of the above parallel 
nature. The approach was to consider the current 
software and hardware limitations to such parallel 
activity, and to develop a structure that did not 
contain these restrictions. 


Consider first the software problems: these 
are language and operating system. Most mini and 
microprocessor systems are programmed at the 
assembly language level. This is frequently 
justified on the basis of program efficiency. 
However, given the current state of compiler 
development there is no reason why efficient code 
cannot be generated by an appropriate high level 
language (HLL) compiler for any processor in 
question. True it may require support by a larger 
computer, and for highly optimized code may be © 
slow, but this is easily justified by the higher 
portability, reliability and maintainability of 
the resulting program. This is particularly true 
where the program will be used for a considerable 
period of time after being developed. It might 
be noted that such HLL programming is being very 
successfully used in the SL-1 PBX telephone 
switching computer [5]. 


What form should the HLL take? A safe choice 
would seem to be a block structured language along 
the Algol model. Such languages have been widely 
used and studied. Consequently, a good 
understanding exists of what data structures are 
required, what hardware features are needed, and 
very importantly, how compilers should be written. 
These languages also support recursion, which as 
well as being a useful feature, requires many of 
the mechanisms that are required to support 
parallel process execution, and hence, such 
languages are logically and conveniently 
extendable to parallel concepts. Current planning 
is to use a modification of the Algol-W language 
[6]. (One modification would be the deletion of 
the goto, thus not only forcing more structured 
coding, but also resulting in a more efficient 
compiler [7].) 


With respect to operating system software, 
there should be none. Features such as 
schedulers, loaders, I/O handlers, etc., are 
software patches between the user language and 
the hardware. With the availability of firmware 
support they could, and should, be made 
transparent to the user. 


Turning now to a consideration of the | 
hardware, the most obvious feature is that the 
hardware should support the programming language. 
When using a HLL with conventional machines the 


operations of procedure call, actual parameter 
passing, and process suspension and restart have 
high overheads. If the processor has machine 
language instructions specifically related to 
these, and other complex HLL constructions, more 
efficient operation will obviously result. 
Further, by closely matching the hardware to the 
language, the operations of the compiler closely 
approach those of a traditional assembler; there 
is a machine instruction for every major language 
construction. (However, the final step to direct 
execution of the HLL is not being considered at 
this time. HLL has considerable symbolic 
inefficiency compared to a well designed machine 
code, e.g., a HLL program occupies at least the 
same amount of program store, and requires more 
decoding operations, than HLL oriented machine 
code. Thus more program store, and either more 
decode hardware or slower execution would result.) 


For the general capabilities outlined above 
for the hardware, it appears that provision of the 
services by firmware may be the best solution. 
Current planning is that such firmware may be 
supplied by microprocessors with read only memory. 
However, the actual mechanism is not significant, 
and in the following sections no distinction is 
drawn between firmware and hardware. 


The general structure of the proposed machine 
is shown in Figure 1. It allows several processor 
elements but will operate with only one with no 
system changes. A key component is the ready list 
and priority structure. This is the mechanism 
that allows parallel execution of processes. It 
services both input/output and software 
interrupts, and maintains the list of processes 
awaiting processor availability. This is done via 
the Dijkstra P and V operations [8]. (The same 
techniques are used to share mutual data areas.) 
It is accessible by all processors, but with 
appropriate locks to prevent simultaneous access. 
It will be discussed more fully later. 


I/O AND PRIORITY CONTROL BUSS 


Figure 1. Computer structure, 
Input/output devices are seen as consisting 
of two components, the controller and the memory 
port. For simple devices (one word at a time), 
the controller is sufficient. For high speed 
devices the controller is associated with a 
memory port, and it co-ordinates the flow of 
information through that port. Interrupts 
generated via the I/O controllers will be sent to 
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the lowest priority processor via the ready list 
and priority unit. 


The memory is considered to consist of two 
sections: the program store and the data store. 
This distinction is made because the program store 
contents are fixed by the compiler, while the data 
store contents are dynamic. Consequently it is 
convenient to use different addressing mechanisms, 
and hence, logically, if not physically, separate 
memories. The instructions are variable length, 
consisting of 8 bit elements, and are fetched 16 
bits at a time. This operation is quite 
conventional and will not be considered further. 
The significant feature is the data memory 
organization. The basic approach is to use a 
stack organization. However, it is extensively 
modified to give good performance in the high 
overhead areas of procedure call and process 
suspension and restart. This will be considered 
in detail in the next two sections. It should be 
noted that several of the concepts discussed are 
used in the Burroughs computers [9]. However, the 
Burroughs machines are large scale systems. Here 
the emphasis is on small machines with significant 
real time parallel activity and frequent process 
suspension and restart. 


Stack Organization of Data Blocks 


The concept of using a stack oriented data 
structure follows from the choice of a block 
structured language since such languages release 
data blocks in the reverse order to creation, 
i.e., a first in last out stack. There are 
actually four distinct operations in the system 
that may be conveniently organized around a stack 
structure. These are (1) allocating space for 
data blocks, (2) recording return environments for 
procedure calls, (3) evaluating arithmetic 
expressions, and (4) the passing of parameters to 
called procedures. Neglecting for the moment the 
question of multiprocess operation, we will 
consider how these four services may be combined 
in a single stack discipline. 


Experience with compilers for block structure 
languages indicates that (1) and (2) above can be 
conveniently combined into a single stack. The 
first items on the stack are the saved environment 
parameters, followed by the data area for the 
block or procedure. Similarly, investigations of 
direct HLL execution, or HLL oriented machines 
have used such an organization [5,9,10,11]. A1l 
these implementations consider the address of a 
variable to consist of a number pair: one uumber 
selects the data block via a display and the other 
locates the item within the block. 


As is well known, a stack may be used for the 
efficient evaluation of arithmetic expressions in 
the machine code equivalent of Polish postfix 
notation. This form of code is not only simple 
for compilers to generate, since it avoids the 
problems of register assignment and intermediate 
result storage associated with register oriented 
computers, but is also a compact code since only 
a few instructions require memory addresses. The 


simpler compiler is not insignificant in view of 
the earlier remarks regarding the desire for an 
assembler-like compiler. That the arithmetic 
evaluation stack can be conveniently combined with 
the data block stack has been demonstrated 
(5,9,11]. The disadvantage of using the same 
stack for expression evaluation is speed. If a 
separate stack were used it could be composed of 
higher speed registers than the normal memory _. 
cells. Thus having only one stack apparently | 
limits the arithmetic operations to memory speed. 
However, this can be avoided, if necessary, by 
providing a few high speed registers to serve as. 
the top few stack locations. This would allow 
most arithmetic expressions to be evaluated 
without using (slow) memory for stack area. When 
it is necessary to advance the stack pointer to 
create a new data block, the content of these 
registers would be automatically stored in memory. 
If the registers are only used during arithmetic 
operations they would seldom be forced into 
memory. Further, if once stored into memory they 
are never reloaded, such register saving puts very 
little overhead in the system operation. The key 
item is to prevent repeat loading/storing of these 
registers in memory and there must, consequently, 
be no attempt to keep them full. 


The same stack can also be used for passing 
parameters during a procedure call. This is done 
by leaving a "hole" in the stack (by incrementing 
the stack pointer) for later recording of the 
calling environment, and then placing the 
parameters on the stack. (This is especiaily 
convenient if the actual parameters are 
expressions since they must be evaluated on the 
stack.) The procedure called then considers this 
section of the stack as the initial part of its 
data block. One point must be noted; the compiler 
must dc complete checking as to the number and 
type of arguments, and their method of being 
passed. (This is not an unreasonable request to 
make of a compiler in any system.) The methods 
of passing parameters being considered are value, 
result and array. Result does not place items on 
the stack; rather it copies items off the stack. 
after the return from the procedure call. Cali- 
by-name could be implemented but does not appear 
to be of value for the applications being 
considered. 


As an example consider the program fragments 
shown in Figure 2. The procedure demo has three 
formal parameters and four local variables. In 
the calling sequence the machine instruction space 
advances the stack pointer by four words leaving 
space for the later recording of the calling 
environment (see Figure 3). The current values 
of the two vaiue formal parameters u and v are - 
then generated on the stack. The machine then 
executes the instruction pbegin 3,2,11 (which 
corresponds to the procedure declaration and the 
enclosed integer type declaration). Here the 
machine uses the non-result formal parameter 
count (i.e., 2) to locate the environment save 
area address relative to the stack pointer and 
record the appropriate values, and uses the block 
size (i.e., 11) to set the stack pointer to the 
next free locarcion. The body of the procedure is 


by uncontrolled use of goto. 


then executed. When the procedure is complete 

the result formal parameter w is placed on the | 
stack. The machine code pend then releases the 
data block and transfers the specified number (1 
in this case) of result parameters from the top- 
of-stack before block deletion to the top-of- 
stack after block deletion(4), ‘The pop machine 
code in the calling block then stores the value in 
the actual call-by-result parameter. | 


In the implementation of block structured 
languages on conventional computers the mechanisms 
of acquiring/releasing data blocks, and the 
transferring of parameters to procedures, have 
been high overhead areas. It can be seen that the 
above approach has placed the overhead operations 
in the hardware where it can be performed more 
efficiently than in conventional software. 


Another area of potential high overhead is 
the maintaining of a valid display. The display 
must be updated on every block or procedure entry 
or exit. In computers with insufficient base 
registers to maintain the display, this usually 
requires that a new copy of the display be 
generated for every new data block created [12]. 
This is partially due to exiting problems created 
In the proposed 
system goto is not permitted and there are 
sufficient base registers for the display. 
these conditions the only slow operation is | 
procedure exit. Consider first the block entry 


Under 


HLL program machine code 


procedure demo 


(integer value u,v; 
integer result w); 
begin integer p,q,1r,83 demo pbegin 3,2,11 


end demo; 


demo (a,b*c,d); ace 


push a 
: _ oO . push b 
push c 


Figure 2. Example of actual and formal 
parameter association. 


(onis transfer will be quite rapid if the stack 
is augmented with high speed registers. In 
that case no data movement is needed; rather 
the various stack pointers are modified. 


DYNAMIC POINTER 
RETURN ADDRESS 


STACK POINTER 
(AFTER PBEGIN) 


STACK POINTER 
(AFTER CALL) 


STACK POINTER 
(BEFORE SPACE) 


DISPLAY 


Data block structure for the 
procedure demo. 


Figure 3. 


and exit operations. When a block at level n is 
entered control must come from level n-1. Thus 
the display is correct up to level n-1, and when 
the level n data block is created, all that must 
be done to the display is put the address of the 
new block in the nt) display register. At block 
exit no action is needed since the display is 
already valid for level n-l. With respect to 
procedure calls, consider the enclosure tree shown 
in Figure 4. Suppose a call is being made from 
block x to some procedure. The procedures that 
may be referenced are marked with an asterisk. 
Now, at each of those locations the display is 
correct up to the previous level, and only the 
address of the new data block must be inserted. 
However, when the called procedure terminates, 
varying amounts of the display must be regenerated 
to restore the environment of block x. This 
restoring is done by tracing back the static 
pointers in the environment area of the data 
blocks. The number of levels to be restored is 
given by (level of block x - level af called 
procedure + 1). In normal circumstances this is 
quite small and will be done rapidly. One memory 
reference must be made to obtain each value of the 
display to be restored. 


Multiprocess Stack Organization 


The above approach is quite satisfactory for 
a single process system. However, when there are 
several parallel processes, each must have its own 
stack since each process will be dynamically 
acquiring and releasing data blocks. In 
conventional systems this is handled by using a 
memory allocation routine, and a pure stack 
allocation technique does not result. Rather a 
process explicitly requests space for a new block 
from the allocator routine, and then explicitly 
releases the block to the allocator routine on 
block exit. This means the stack for a given 
process may be fragmented if other processes make 
intervening requests. This creates difficulties 
in the use of the stack for argument passing and 
expression evaluation due to the need for | 
mechanisms to "bridge" over the "gaps" created by 
the non-sequential allocation. The system also 
requires the services of a "garbage collection" 
routine to reassemble smali fragments of memory 
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Enclosure tree indicating 
procedures accessible to block x. 


Figure 4. 


space into usable blocks. As the extensive 
literature on this latter item indicates, it is 
a non-trivial task when using conventional 
software methods. Generally speaking, software 
memory allocation schemes add considerable 
overhead time to program execution. 


Another troublesome feature of multi-process 
operation is that a process may be suspended and 
then re-activated. During the idle period the 
processor will be assigned to some other process. 
This requires that the display registers be saved 
when the process is suspended, and restored when 
it is re-activated. Since in many applications 
the running time of a process between activation 
and suspension may be quite short, the saving and 
restoring of registers could contribute 
significant overhead. To reduce the overheads, 
hardware solutions to the memory allocation and 
process suspension/restart problems were 
develcped. The first step is using a memory 
segmenting scheme under which each parallel 
process has an effective memory space extending 
from word zero to its stack limit value. When 
the stack pointer is advanced past the stack limit 
the hardware automatically assigns a new memory 
segment to the process and adjusts the stack 
limit. 


Figure 5 shows the address decoding scheme 
that provides the desired operation. It is 
proposed that the data memory shall consi Gt of up 
to 256 segments of 1024 sixteen bit words b) 

Each process may have a stack size up to 64 
segments long. Associated with each running 
process are 64 high speed registers (segment 
registers) that hold the true memory address of 
the segments that constitute the process‘ stack. 
Figure 5 shows both the block level address (via 
the display) and the segment address decoding of 
a memory reference instruction yielding the 18 
bit actual memory address. Other addresses, such 
as the stack pointer, bypass the block Level 
decoding. 
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One number and size of segments is not 


eritical to the method. 
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Figure 5. Memory address decoding system. 


As indicated earlier, incrementing the stack 
pointer past: the current stack limit causes the 
hardware to acquire a new segment from the free 
segment pool, place its address in the appropriate 
segment register, and adjust the stack limit... 
Similarly, when the stack pointer drops below a 
segment boundary it would be possible to release 
the segment to the free segment pool and adjust 
the stack limit downwards. It is possible, 
however, that the process would then shortly 
advance the stack pointer across the boundary thus 
creating a request for a segment. To eliminate 
this overhead, it is proposed that the release of 
vacated segments does not occur until a process 
is suspended, and at that time all full segments 
above the stack pointer be released and the stack 
limit adjusted accordingly. 


The memory segmenting solves the problem of 
multiple stacks and "garbage collection," but it 
has apparently compounded the problem of 
saving/restoring the display registers on process 
suspension/restart by adding the segment registers 
which must be treated in the same fashion as the 
display registers. However, the presence of 
segments allows the permanent assignment of save 
areas for these registers. The segment and 
display registers will be saved in words 0 through 
63 and 64 through 79 respectively of the segment 
pointed to by the initial segment register. Now, 
since a program tends to exhibit "locality" of 
data reference, and further, since it is 
anticipated that many processes will be active for 
only short periods, it follows that most display 
and segment registers will not be required during 
any given process activation. Therefore it is 
proposed that on process reactivation only the 
initial segment register is reloaded. All the 
segments and display registers will have a flag 


set to indicate they are not initialized. If 
during code execution reference is made to.an un- 


initialized register a correct copy is fetched 


from the appropriate word of 


the initial segment 


and the register is marked as initialized. In 


this way only items that are 
be restored. With regard to 
a similar technique could be 
that have been modified, and 
is next suspended the marked 


actually needed will 
saving the registers, 
used to mark those 
then when the process 
registers would be 


saved. This introduces a variable delay in the 
suspension process which may be undesirable if the 
suspension is caused by higher priority pre- 
emption. An alternate method is to record in the 
initial segment save area any modification made 

to a segment or display register at the time the 
modification is made. Then none of the registers 
must be saved when the process is suspended. This 
point needs further study to select the optimum 
method. 


Co-ordinating Parallel Activity 


As indicated earlier the system allows 
signalling, and mutual resource protection, by 
means of "semaphore" operations based upon the 
P and V operations of Dijkstra. The semaphore 
variables use two words each. The first is the 
semaphore value, and the second is a link to the 
first process waiting (blocked) on that semaphore. 
Figure .6 shows a semaphore with three blocked 
processes. The second word also indicates the 
priority of the blocked process. The actual link 
value is the initial segment address of the 
blocked process. In the initial segment word 80 
is used to continue the chain to the next blocked 
process, etc. Words 81 and 82 are used to save 
the stack pointer and restart address respectively 
of the blocked process. 
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Figure 6. Semaphore and blocked processes. 


When a V operation is performed on a_ 
semaphore the first process on its queue is 
transferred to a ready list. There will be a 
separate ready list for each desired priority 
level with the head of the list in a hardware 
register. Figure 7 shows a typical ready list. 
When a processor becomes idle, it selects the top 
item on the highest priority non-empty ready list. 
When a process is released (V operation) whose 
priority is higher than one or more of the running 
processes, and no processor is idle, an interrupt 


will be generated in the processor running the 
lowest priority process. The only function of the 
interrupt is to cause the processor to suspend the 
current process, and return it to the top of the 
appropriate ready list. The processor is then 
idle, and will automatically select the highest 
priority process from the ready lists. Obviously, 
to prevent confusion there must be an arbitration 
mechanism so that only one processor at a time can 
manipulate semaphores and the ready lists. 


READY LIST REGISTERS 


PRIORITY O PRIORITY 1 


= 


PRIORITY 2 


INITIAL SEGMENTS 


Figure 7. Ready list structure. 


Input/output interrupts will be handled by 
recording the desired priority and the address of 
a semaphore (initial segment number plus 16 bit 
address) in the I/0 device controller's registers. 
When an I/0 device wishes to cause an interrupt, 
it generates a signal similar to the higher 
priority process ready interrupt. This signal 
causes the lowest priority processor to read the 
semaphore address from the input/output device and 
perform a V operation upon it. It is not 
necessary for the processor to suspend the running 
process unless the V operation releases a higher 
priority process. 


To allow inter-process communications it is 
necessary that parallel processes can share common 
data. This will be achieved by a running parent 
process spawning a child process with access to 
the parent's data blocks. This is done by 
acquiring an initial segment for the child process 
and initializing its segment and display register 
save area with a copy of the appropriate parts of 
the parent process’ save area. For example, 
suppose the child process was at block level 4 and 
hence had access up to block level 3 of the 
parent, and that this occupied (due to recursion 
or large arrays) from segment 0 to part way up 
segment 5, then segment registers 0-5 and display 
registers 0-3 of the child would be copies of the 
parent. The next available segment (6 in the 
example) is the initial segment of the child 
process. The start address of the child is stored 
in location 82, and the value of the initial stack 
pointer address (word 83 of segment 6 in the 
example) is stored in word 81 of the initial 
segment. The initial segment address is then added 
to the ready list of the desired priority and the 
child process is established. To prevent nasty 
accidents due to the parent process releasing its 
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segments while the child is still using them, the 
compiler must insert semaphores that prevent such 
release until the child process has terminated. 


Concluding Remarks 


In the above the emphasis has been on the 
data store management used to minimize overhead 
during environment changes. The constructions 
adopted do not in any way inhibit flexible data 
manipulation. For example, it is expected that 
the Algol-W record class concept could be easily 
implemented in addition to arrays and simple 
variables. It might also be noted that the 
segmenting features could be extended to program 
store if a dynamic programming environment were 
needed. Further, it would be possible to extend 
the segmenting concepts to allow paging activity 
to/from a secondary store if desired. 


At the moment the design is nearing 
completion on two versions of the processor: 
microprocessor based system and a microcoded 
logic design. These will be evaluated with 
respect to expected performance and cost. 


a 
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Abstract -- Early results of a 
project on compiling stylized recursion 
into stackless iterative code are reviewed 
as they apply to a target environment with 
multiprocessing. Parallelism is possible 
in executing the compiled image of argu- 
ment evaluation (collateral argument 
evaluation of Algol 68), of data structure 
construction when suspensions are used, 
and of functional combination. The last 
facility provides general, concise expres- 
Sion for all operations performed in LISP 
by mapping functions and in APL by typed 
operators; there are other uses as well. 


Keywords: Functional combination, 
Suspensions, recursion, parallelism, 
compiling, LISP. 
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Introduction 


The purpose of this paper is to re- 
view the implications of recent results 
in recursive programming under a highly 
parallel execution environment. These 
are early results of a project aimed at 
the compilation of stylized purely recur- 
Sive code. They have been presented 
elsewhere [5], but the implications of 
this type of compilation for highly 
parallel target code have not’ been 
gathered in one paper. 


As programming tools these results 
appear as enhancements to applicative 
programming, enhancements we find neces- 
sary to strengthen classic (LISP [20], 
ISWIM [3] & [19]) recursive languages to 
express preimages of classic iterative 
programming techniques. While iterative 
programming is better developed, more 
familiar, and better understood than 
applicative programming, we strongly 
believe that it is unsuited to modern 
programming problems. Iterative program- 
ming has its roots in Turing's theoretical 
work. It grew with the first computers 
and matured through the development of 
programming languages (FORTRAN and des- 
cendants) which at first attempted to 
model iterative machine architecture and 
later, because of their universal accep- 
tance, proceeded to determine that 
architecture. The work of Godel and 
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Church, contemporary with Turing's, 
supports another philosophy of program- 
ming which we feel is required to concep- 
tualize solutions to problems for imple- 
mentation on modern hardware. 


We adopt a philosophy requiring all 
programs to be expressed as functions. 
There are no explicit loops (hence no 
goto controversy), no assignment state- 
ments (only parameter bindings), and no 
explicit input/output functions (instead 
input files are taken as arguments to the 
main program and output files are results 
[9]). The language described below has 
been implemented semantically in a single 
processor environment [10]. The techni- 
ques described here do not change the 
semantics of the language as far as 
computed results are concerned. They will, 
however, alter a program by allowing con- 
current processors to alter the space 
requirements as necessary to allow compu- 
tation to proceed. 


An issue not discussed here but 
implicit in all our designs is the style 
in which the programmer is expected to 
express his algorithm. Stylized recursion 
[5] is a methodology of formulating recur- 
sive programs which encourages good, 
efficient program structure and permits 
effective analysis and transformation 
before the code is executed. It is during 
this compilation phase that we expect — 
that parallel processing can be specified. 
The programmer does not concern himself 
with the possibilities and pitfalls of 
parallelisms; the compiler selects the 
parallelisms from his stylized code and 
provides the synchronization of the pro- 
cesses it has identified. Our control 
structures allow more of this automatic 
parallelism selection than classical 
iterative control structures [16]. 


The remainder of this paper is in 
five parts. Only the last explicitly | 
discusses parallelism; the first four 
develop a language with trivial syntactic 
structures but with semantics which have 
only been recently proposed and which 
allow a remarkable degree of parallelism 
in interpreting applicative languages. 
The first section introduces the elemen- 
tary syntax of the language whose only 
control structure is a function call; 
an obvious parallelism allowed is colla- 
teral argument evaluation. The second 
feature introduced is functional combina- 
tion, whereby conceptually parallel 


applications of several functions may be 
dispatched across multiple arguments 
yielding multiple results. Third, an 
extension of functional combination to 
arbitrary instances of the same function 
or the same argument allows a simple 
representation for the concept of "mapping" 
or "pipelined" operations on homogeneous 
structures. The fourth feature, provided 
by suspended argument evaluation in the 
primitive constructor function, allows for 
massive unstructured parallelism in a 
system with thousands of processors. The 
last section develops possible interpre- 
tations of these features at run-time; the 
reader more familiar with parallelism than 
with applicative programming might scan it 
first in order to cast his interpretation 
of the four language sections in terms of 
something more familiar. 


The Language 


The only structure in the language is 
a parenthesized acyclic list. The 
programmer may use it to construct arrays 
(e.g. a list of: lists), trees, and 
directed ordered acyclic graphs (doags). 
(n.b. This does not mean that the run-time 
structures are necessarily linear or 
acyclic -- the compiler may have changed 
them.) Functions that manipulate these 
data may be built from a given set of 
elementary list operations. | 


Lists are composed of elementary 
items or other lists. An elementary item 
is either an identifier (which may be 
bound to another value) or an integer 
(which is implicitly bound to itself). 

For example, the five following structures 
are legitimate as data: 


123 
FRED 


cages 
(FRED (8) (2 MANY () (GREEN)) BANANAS) . 


A program is a function which takes as 

data a list of the above sort and generates 
a list or an elementary item as a value. 
The program, however, never uses the 
parenthesis notation explicitly. 


The first programming notation is 
square brackets: a bracketed sequence 
evaluates to the list of the evaluated 
items,of the sequence in order. For 
example, [6 5 4 3] evaluates to (6 5 4 3). 
Let x have the value (2 4 6 8) and let y 
have the value (BANANAS). Then 
[x y] evaluates to 

((2 4 6 8)(BANANA S)) 

Bracketed sequences provide only for 
creating lists of fixed size and therefore 
they can be associated with record struc- 
tures of other languages. There is also 

a list building function, cons, for 
building lists of undetermined length; but 
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before introducing it we must introduce 
the syntax for function invocation. 


Function invocations are represented 


by a pair of items enclosed by angle 


brackets: <f 2> . The function position, 
here denoted by f, indicates the operation 
to be performed upon the argument list 2. 
Combined with square brackets this func- 
tional syntax is very suggestive of 
standard mathematical notation. Instead 
of min(i,j) we write <min [i j]> , and 
<sum [2 3 4 5 6]> evaluates to 20. (See 
also [1] and [13] for similar applicative 
expressions.) With the binding of x from 
above, <sum x> evaluates to 20; this case 
illustrates that the argument list need 
not be explicitly bracketed although it 
usually is. 


A most important primitive is cons; 
it takes two arguments, an item and a 
list, and returns the list whose first 
element is that item and whose remainder 
is the original list. Thus <cons[2 y]> 
evaluates to (2 BANANAS) Two 
complementary operations, first and rest, 
return the first item on a list and the 
list without the first item, respectively. 
<firstix]> evaluates to 2 and <rest[y]> 
evaluates to (A NAN.A 8S) The semantics 
of these three functions are particularly 
interesting [8], and we shall return to 
them in the next section. 


We shall use other elementary func- 
tions without definition; their meaning 
is obvious from context. These are often 
arithmetic, like sum, and include. simple 
predicates: null tests whether its argu- 
ment is an empty list, and zero tests if 
its argument is 0. Example functions are 
presented by relating a prototype invoca- 
tion to its definition in terms of a condi- 
tional expression. This definition is 
presented as an alternating sequence of 
tests and values whose interpretation is 
assisted by the insertion of the 
"commenting words" if, then, elseif, and 
else. For example, 


<min[i j]> = 
if <less[i jJ> then i 
else j 


can be abbreviated by 


<min[i jJ> = 
<less[i j]> i 
ab ae 


The tests are evaluated in sequence until 
one succeeds; the value immediately 
following that test is the value of the 
function. If no test succeeds then the 
value of the function is the value of 

the last expression in the.sequence if the 
sequence is of odd length (the else part), 
or rarely the empty list if the sequence 
is of even length. 


As an example we present the defini- 
tion of the function allrember which 
removes all members equal to its first 
argument from the list which is its second 
argument. 


<allrember[e &]> = 
if <null[2]> then [] 
elseif <same[<first[2]> e]> 
then <allrember[e <rest[2]> ]> 
else <cons[<first[2]> 
<allrember[e <rest[2%]> ]> ]> . 


It is also possible to define functions 
which take an arbitrary number of argu- 
ments in the same manner. An example is 
the function concat which returns a list 
which is the concatenation of all its 
arguments (each of which is a list). An 
auxiliary function, append, is required 
which coneatenates just two lists. 


<concat &s> = 

if <null[%s]> then [] 

elseif <null[<rest[%&s ]>]> 

then <first[ 2s ]|> 
else <append[<first[ 2s ]> 
<concat <rest[2s]>> J> ; 

<append[2a Xb]> = 

if <null[%a]> then Lb 

else <cons[<first[2a]> 

<append[<rest[2£a]> &b]> J> . 


Integers may be used as functions; as 
a function the integer i simply returns 


its qn argument. One use of this notation 


provides for array subscripting: if ec is 
bound to a list of lists (a matrix) then 
<3<5 c>> evaluates to the third item in 
the fifth list (or the entry in the third 
column of the fifth row). The integer 1 
may also be used as an identity function, 
often with the “invisible argument marker" 
symbol #. 


The symbol # evaluates to a token 
which is ignored as a parameter to a 
function. Its evaluation is therefore 
useless except as an eventual argument to 
some function; in that role it acts much 
like the numeral zero: as a place-holder 
in argument structures with no ultimate 
meaning itself. For example, if dis 
bound to the evaluation of 

L# #9 #15 # #] 
then <l d> evaluates to 9, <2 d> evaluates 
to 15, and <3 d> diverges since there is 
no third item ind taken as a parameter 
ois to va A list like dis often used in 
conjunction with functional combination 
(below). 


Functional Combination 


Functional combination is described 
elsewhere in some detail [6] and [7]. It 
provides the framework which allows one 
recurrence to accumulate several results 
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in the same way that a single iterative 
traversal of data may yield several 
Summary statistics. We describe its 
Syntax and semantics formally here. The 
hallmark of functional combination is the 
occurrence of a list in the function 
position. In first order languages (where 
forms cannot evaluate to functions) 
this can only happen if an explicit list 
(within brackets) appears where a function 
is expected: 

<[f, f., Cee ‘my [4 Po vee p1 
The list immediately following the left 


angle bracket is called a combinator and 
is not evaluated. Instead each f, is 


presumed to be a legitimate function; 
either it has a definition as a function 


or it too is a combinator. Any , must 


require at most n arguments; its arguments 
are extracted from the structure of the 
arguments to the combinator, P.> each one 


is presumed to be a list. 


The semantics of functional combina- 
tion depends on the lengths of the 
arguments and of the combinator itself. 
Let ms be the length of Ps > the 


Let m= min oo, 


O<i<n 


.th 
i-- row. 


The result 
combinator 


of evaluating the form with a 
as its function isa list of 


length m. The jo element in that list is 
the result of 

<f, La" 4? <7! Por ve <j' cee > 
(The integer function j' is the same as 
the function j except that a token 


evaluation of # is counted in selecting 


the result. If the result of applying j' 
is an instance of # it is passed as a 
parameter to is, which ignores it.) 


In full blown form we have 


<[f, f, --- fay) [P, Py +++ PLI> = 
[<f, [<1' p1? <1! P54? ax p74 > 
<f, [<2" p,> <2" py> ... <2" p>] > 
<f,, [<m' p> <m' po> ... <m' p>] > J. 


An elegant interpretation of the evalua- 
tion of such a form arises from viewing 
the result of evaluating each Ps as the 


-th : 
im row of a matrix whose columns are 


then referred to as Y, for 1<j<m ie 


result of evaluating the entire form is 


that of . 


[<f, YP? be Y> Stes <I ene , 
Thus the evaluation procedure can be des- 
cribed as an evaluation of arguments in 
row-major order with parameters passed to 
functions in column-major order. The 
derivation of m as a minimum implies a 
"guillotine rule" which causes a "jagged" 
matrix of arguments to be truncated at the 
narrowest width. In the case that m = 0 
the result of the evaluation is the empty 
list. As an immediate result the list [] 
is defined as a constant function: <[] 2> 
evaluates to the empty list regardless of 
the binding of 2&. 


In order to facilitate the matrix 
interpretation of functional combination 
its invocation will appear with the argu- 
ments on separate lines and vertically 
aligned to suggest the columnar relation- 
ship. Furthermore, names of functions 
which return results of fixed length will 
be hyphenated to suggest the meaning of 
each component of the answer. For 
example: 


<{sum product quotient difference] [ 


[ 0 1 63 19 ] 
[1 3 # 13 aie 
[ 0 3 2 # ] J> 


evaluates to (19/7 6). 


A.more interesting example illus- 
trates the power of functional combination 
as related to recursive programming. The 
function &£t-eq-gt takes a list of numbers 
and a numeric value as parameters and 
returns three results corresponding to 

the three components of the partition of 
the list by that value: those less than, 
those equal to, and those greater than it. 
The construction of the partition is 
accomplished by a single linear recursion 
over the list. Since operations like this 
are common in programming (for example, 

it is the key step in the Quicksort | 
Algorithm rily), it is important that 

they be expressible in a form analogous 

to the simple loop available to iterative 
programmers. 


The following example uses functional 


combination three times in essentially 
_ the same way: the pattern of invocation 
is <{...] [...J> which suits the row/ 
column description given before. An 
invocation may also appear as <[...] > 
where 2 is bound to a matrix which will 
be decomposed to extract parameters in 
the manner described above. It is also 
possible to write something of the form 
<[...] <...>> which indicates that the 
matrix will be the result of invoking a 
eeeane function. 
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of a key and data. 


<2t-eq- gt[2 vj> = 
if <null[2]> then [ (] [] C1 J 
elseif <less[ <first[2%]> sve 
then <[cons | LIL 
({<first[2]> j #4] 
<%t-eq-gt[ <rest{[2Q]> v]>. > 
elseif <greater[ <first[&]>v]> 
then <{1 1 cons. It 
[# # <first[2]> ] 
<2£t—-eq- i! SaeeeEnds eas |> 
else <[1 cons 
[# <first[2]> 4] 
<£t-eq-gt[ <rest[%]> v]> J> 


Another application of functional 
combination involves the invocation of the 
function being recursively defined with 
the combinator. We present an example in 
which the defined function appears twice, 
resulting in two recursive invocations. 

In a deep recursion the invocation paueeen 
generates a binary tree: at the 


neh level the results are determined by 
the results of 2” functional combinations 


Which dispatch gnitl. wecursive calls. That 
tree structure is no accident since the 
example is concerned with searching binary 
trees [17] (those whose inorder r18] 
traversal visits the nodes in order of 
their keys). Let 2 be an unsorted list of 
perhaps duplicated keys. We present a 
function, quickbatch, which probes tree 

to extract any information for every key 
in &£ and returns a list of the associa- 
tions for those keys which had information | 
planted in tree. The list will be 
returned in ascending order of keys; and 
the search will be batched [21] , so that 
every subtree is visited at most once. 


Define a binary tree to be () ora 
list of three items: ( left information 
right ). Information represents the data 
stored at the root of the tree whose sub- 
trees are left and right, respectively. 

In this case information is an association 
The invocation 
<key[tree]> extracts the key from the root 
of the non-null tree; the definition 
requires that this key be greater than 
every key in the left subtree and less 

than any in the right subtree. 


<quickbatch[2% tree]> = 
if <null[%J> then [] 
elseif <null[tree]> then [] 
else <concat 
<{quickbatch hit quickbatch] [ 
<2£t-eq-gt[%& <key[tree]> ]> 
tree 


ie toee oe 


<hit[2 info]> = 


if <null({2%]> then [J] 
else [info] . 


The last line of quickbatch deserves some 
explanation. The result of the use of 
functional combination is three lists of 


associations on keys which are to be con- 
catenated. The first and third are 
derived from recursive calls on the left 
and right subtrees of the non-null tree. 
The middle list is empty unless the key 
found at the root of the tree happened to 
be mentioned once or more in the target 
list of the search. Finally, the sorting 
of the answer list is carried out by an 
implicit Quicksort at each node in the 
search tree. The function kt-eq-gt parti- 
tions at <key[tree]> the target list 
carried in an unordered batch to tree. 
For example, if tree is 


(5 asp) 
(8 eel) 
(lapl) 
(3 boa) (9 dor) 
(2 ant) (4 fly) 


then <quickbatch[[9 2 3 6 8 7 3] tree]> 
evaluates to 
({(2 ant)(3 boa)(8 ee1)(9 dor)) 


stars 


The next language feature is called 
"star" because of its syntax, reminiscent 
of the Kleene star. The list [A*] evalu- 
ates to the list (A*) = (AAAA... ), 
which has the semantics of a list of an 
infinite number of A's, although it may 
be represented in finite space and printed 
in finite (star) notation. Similarly, 
[0*] evaluates to an infinite list of 
zeros (the zero vector) which, fortunately, 
may be printed as (0*); [x*], under the 
binding of x as (2 4 6 8), evaluates to a 
matrix with an infinite number of rows and 


only four columns which may be printed: 
((2 4 6 8)*) . 


The star notation may be applied in 
constructing combinators if all elements 
are identical. For instance, in order to 
add one to every element of a vector, x, 
one can write , 


<[sum*][ 


[ 1% 
x ]> 


which evaluates to (3 5 7 9) under our 
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binding for x. The definition of 
functional combination above still applies 
under the convention that the values ms 


can be infinity for starred rows. In the 
previous example Mg: =e = My and 


m, = 4 som = 4, Of course if all m, =~, 


i 
then m = ~, as established by the 
convention 


<[f) -f 
fa, *] 
[a,* J 


La,*]]> = [<fla, a5 aJ>*] 

The star notation may be applied only to 
the suffix of a list whose prefix is 
explicitly expressed: [cons cons sum*] 
is a legal combinator and [2 3 4 5*] 
evaluates to (2345555... ). 


‘ Starred structures are most useful in 
the context of functional combination. 
Starred functions are "spread" (or mapped 
[20]) across all available columns of the 
argument matrix; starred arguments are 
shared by all columns. As an example of 
the impact of stars we present Gaussian 
matrix multiplication, leaving the defi- 
nition of transpose to the reader. 


<dotproduct[vl v2]> = <sum<[product#* ][ 


vl 
v2 ]>>; 
<row[vec transp]> = <[dotproduct® ][ 
[ vec*® ] 
transp |> 5; 
<mtxmpy[ml m2]> = <[row*][ 
ml 


[<transpose[m2]>*] ]> 


The role of suspending cons 


The function cons is representative 


of an entire class of functions which 


build structures by filling in the values 
of fields within nodes. Syntactically it 
also serves as a space allocator although 
that characteristic plays a lesser role 
in the following discussion. We have 
proposed a new semantics for cons and its 
extractor functions first and rest which 
avoids the construction of those portions 
of structures that are never accessed. 
after their creation. The results apply 
to any operation which assigns a value to 
a field, provided that it is possible to 
preserve a record of all relevant 
bindings. This criterion is difficult to 
meet in a system in which users can change 
assigned values, but it is easily satis- 
fied under a regime of applicative 


programming in which the user can only 
create and implicitly release such 


bindings [15]. 


Using the function cons as a paradigm 
of structure-creating functions, we 
briefly explain its semantics. When cons 
is invoked by the user, the value returned 
. is a pointer to a newly built structure. 
Rather than evaluate the arguments to cons 
and create the complete structure, we 
create a structure consisting of two 
suspensions. A suspension consists of a 
reference to the form whose evaluation was 
deferred and a reference to the environment 
of variable bindings in which the suspen- 
sion was originally created. These two 
structures must remain intact for the life 
of the suspension. The reference to the 
form is a pointer to a piece of program, 
so the space it occupies usually repre- 
sents no great overhead. Environments 
present more of a problem, since we are 
accustomed to viewing them only as tempo- 
rary structures. Moreover, use of des- 
tructive assignment operations generally 
requires recreation of the entire environ- 
ment in order to assure the integrity of 
references to the environment as it 
existed before the assignment. Destructive 
assignments, if not well controlled, become 
costly; it is fortunate that they do not 
exist in our source language. 


When either of the functions first or 
rest is invoked, the following events 
occur. A designated field of the argument 
is checked to determine if it contains a 
suspension (suspensions are flagged and 
easily distinguished); if not, then its 
contents is returned. If a suspension is 
present, then the evaluator is invoked 
upon the designated form within the pre- 
served environment. The result is stored 
back in the designated field in place of 
the suspension (for next time), and the 
value is returned as a final result. 

These events constitute coercion of the 
suspension. The two functions, first and 
rest, therefore act as probes into the 
data structure, with possible effects of a 
predictable and benign sort, rather than 
as simple extractor functions. 


As a result of suspending, evaluations 
are delayed as long as possible. Ultimate- 
ly all evaluations take place as a result 
of the demands of the driver of the output 
device which tries to move the contents of 
its list to the external’ device. As it 
traverses the list it is outputting, it 
invokes first and rest, causing top-level 
evaluation, which in turn results in the 
creation and inspection of more structure, 
indirectly forcing all of the necessary 
evaluations. Regardless of the intentions 
of the programmer, the only structures 
which are actually built are those which 
are essential to deciding what information 
is to be output. Least-fixed-point seman- 
tics for the language result [8]. 
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A fortunate side-effect of suspending 
the creation of data structures is the 
ability to deal with infinite structures. 
Consider the list defined (but never 
completely constructed) by the invocation 
of <terms[0]> where : 
<terms[n]> = <cons[<recip[<square[n]>]> 

<terms[<addl[n]>]> ]> 


That list, the reciprocals of the squares 
of all the positive integers, might be 
familiar since its sum, excluding the 
first term, converges to 17/6. Suppose 
that z were bound to the result of 
<terms[0]>; in fact, because of the sus- 
pending cons, Z is initially bound only 
to a "promise" of this result. As long 
as <l z> is not-computed (since it 
diverges on division by zero) and as long 
as a complete traversal of the structure 
is not invoked, the infiniteness of z 
poses no problem. An access to <6 z>, if 
essential to the output device, would find 
the answer 0.04 even though that number 
had not been present before that access; 
it would have been computed had it been 
of interest earlier. (This use of cons 
is similar to Landin's prefixs [19] as 
explained by [3], but it differs precisely 
in that the rest of the list z may be 
accessed without computing the divergent 
first element.) More implications of cons 
ou oo structures may be found in 

i a a 


The same techniques used for cons may 
be applied to any record creating (field 
assignment) function within the system. 

We have proposed an interpreter [8] in 
which all field assignments are suspended. 
This has a great impact, as in particular 
the construction of environments may be 
suspended. This means that no argument 
will be evaluated unless the corresponding 
formal parameter has been accessed by some 
operation critical to the execution of 

the program (i.e. critical to the creation 
of output). This effects the call-by-need 
argument-passing protocol [24], the 
call-by-delayed-value [23], and lazy 
evaluation scheme [12]. 


Another effect is on the semantics 
of functional combination. The result of 
an application of functional combination 
is a list which, not surprisingly, is 
conventionally built with cons. If cons 
Suspends then only those items in that 
list which are accessed are ever created. 
For instance, the result of an invocation 
of quickbatch is a list. That list, if 
not trivial, is the result of an invoca- 
tion of concat which uses cons. Later 
arguments to concat need not all be -com- 
puted at once (or even at all if only a 
bart of the result. were ever needed: for 
printing). The argument list for concat 
is the result of functional combination 


and thus, as we suggest here and demon- 
strate elsewhere [6, 7] need not be 
computed all at once. Instead of computing 
the complete answer, only that computation 
path essential to the answer is pursued. 
Intermediate environments are preserved in 
case any suspensions are coerced later. 
Recursive calls on the left and the right 
subtrees often need not both be evaluated. 
For instance, only five recursive calls on 
quickbatch are required to determine the 
first information-pair, (2 ant), in the 
example above which requires fourteen 
recursive calls (plus the outermost call) 
in order to ascertain the final answer. 


Opportunities for parallelism 


With the language defined, we now turn 
to the opportunities for parallelism pro- 
vided in the language. We do not explicit-— 
ly require these parallelisms to be 
performed, nor do we require that the 
programmer be aware that they even may 
occur. Programs are easily written with 
these control structures with the semantics 
described in the previous section, which 
do not depend on concurrencies. It is 
Significant that some of the semantics of 
the language allow for improvements in 
parallel interpretation of programs 
written in avery popular language differ- 
ing only syntactically from a part of ours 
[20]. It is the role of a compiler to 
detect the opportunities for parallelism 
in its pass over the program before run- 
time and to alter the code to be interpre- 
ted in order to provide for the parallelism 
allowed by the target hardware. The 
responsibilities for synchronization are 
therefore the concern of the compiler so 
the programmer need not worry about 
issues of "structured multiprogramming" 


eae 


At the same time that we say that the 
compiler should detect parallelism for run- 
time, we should point out how the source 
language helps the compiler in this task 
by allowing simple program structures. 
Most notably, the language does not have 
destructive assignment statements; it is 
free of side-effects. All variable/value 
bindings are established as parameter/ 
argument bindings in function linkages, 
and they are therefore not subject to 
change during their lifetime. An obvious 
(but not new [25]) opportunity for 
parallelism is collateral argument evalu- 
ation, establishing these bindings simul- 
taneously since they are independent of 
one another. These bindings are abandoned 
after all computations under the environ- 
ment of the function invocation have been 
completed, but until then they remain 
intact. This integrity of environments, 
essential to the suspending cons, also 
alleviates the concurrency problem, since 
no conflict arises because of a reader 
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a eae a VaIuevas va writer alters: 10 
The feature of suspending cons, 
itself, provides opportunity for massive 
parallelism. A system implemented with 
only the user's invocations of cons 
suspended, or with those and all the 
system structures suspended, may have 
hundreds of suspensions pending on the 
system during the course of computation. 
In a single processor system all (but one) 
of these would await probing by the system 
functions, first and rest, before their 
coercion would be initiated. If the run- 
time environment were enriched with idle 
processors, then any of these suspensions 
could be coerced simultaneously without 
delaying the progress of the critical 
evaluation (the single one active on a 
Single processor). Let us designate that 
distinguished evaluation as the colonel 
and any other processors available will 


be called sergeants. 


The parallel evaluation strategy is 
to keep the colonel working on the same 
critical process which would occupy a 
Single processor and to allocate the 
sergeants to suspensions which are "near" 
the colonel process. Since evaluation of 
Suspensions usually converges to nodes 
containing new suspensions rather quickly, 
sergeants tend to finish tasks rapidly 
after which they are reassigned to new 
ones "closer" to the moving colonel. 
is possible that a sergeant could fall 
into a divergent evaluation and therefore 
be lost to the system until the suspension 
it was:evaluating becomes irrelevant.) 

The colonel behaves exactly as a single 
processor would, except that from time to 
time it accesses what would have been a 
Suspension and instead finds the result 
already provided by a sergeant who had 
passed through earlier. The definition of 
the "near" metric should be chosen to 
maximize the likelihood of this fortunate 
event. The sergeants scurry about the 
system following the colonel doing their 
best to satisfy his anticipated needs. 
Some of their effort may be wasted since 
not all handiwork of sergeants need be 
accessed by the colonel. Yet the time to 
compute the final result is no more than 
the time using a single evaluator since 
parallelism has been provided at essen- 
tially no overhead. There is no cost due 
to interprocessor conflict and communica 
tion. Some:additional cost may arise from 
the enforcement of the "near" metric; but 
this requires “overhead only as a sergeant 


(it 


process is initiated -- not while it's 
running. 


Even: though a processor has been led 
down the gardenpath (diverges) [8], there 
is still an opportunity for recovery, if 
the value it is supposedly computing is 
discovered to have become unnecessary to 


the system. This, in fact, is rather 
easily accomplished because processor 
allocation is so closely tied to the data 
structure. The same mechanism which 
determines that a node has become useless 
and is to be returned to available space 
need only stop execution of any process 
(some wayward sergeant) which is operating 
On a suspension referenced from that node. 
Since all space allocated by the colonel 


for its computation will be returned after 


the result has been provided, it follows 
that all sergeants will be recovered as 
well by that time. Therefore, if the 
colonel's computation converges it is not 
possible to lose a sergeant; all space and 
processors will be restored to the system. 


Functional combination offers two 
sorts of parallelism. The first is 
exemplified by the code for &£t-eg-gt. In 
the definition for this function the 

recursion is linear down the list param- 
eter, but at each recursion step each of 
the three developing results must be 
handled. Clearly the three pieces of the 
ultimately final result can be handled by 
three concurrent processes. So a simple 
but bounded parallelism is provided 
depending on the size (m in the definition 
above) of the result when all elements of 
the combinator are defined independently 
of the function definition in which the 
combinator appears. 


Another kind of parallelism results 
if that function itself appears in the 
combinator. The coding of the function 
quickbatch is an example of this. If m 
processors are allocated for computing the 
result of a combinator and a combinator 
has occurrences of the function being 
defined as some Py» then a process tree 


can result with processors active only at. 
the leaves. The tree results because a 
Single processor evaluating a recursive 
function might encounter an instance of 
functional combination and become dormant 
while the m processes from that instance 
compute. If some of those processes are 
recursive invocations, then each of those 
processes may become dormant in the same 
way. If all processes terminate then the 
invocation tree is of finite depth with 
degree m at any node, with dormant pro- 
cesses at all non-leaves, and with active 
processes only at the leaves. If a combi- 
nator has more than one recursive call in 
such a scheme then a very "bushy" process 
tree can result. For example, the © 
guickbatch function of the Quicksort 
Algorithm can be implemented so that every 
recursion requires a new processor. At 


the neh level 2” processors may be 
required. The processors are all evalua-_ 
ting the same function definition under 
disjoint (and static) environments, 
however, so that lock-step evaluation is 


process stinging. 


entirely appropriate. 


These semantics require very little 
interprocessor protocol. Upon interpre- 


tation of functional combination the 


active process goes dormant and spawns m_ 
new processes. Each of these processes 
is independent and need not initiate 
communication with any other user process 
except to report its result. As it 
reports its result a process dies but its 
dormant parent is jarred; we call this 

A stung parent becomes 
active when it is stung with the (chrono- 
logically) last. result. Therefore, the 
only run-time processor synchronization 
involves process creation and stinging. 
(Environments are static!) This is no 
more complicated than what is required 
for collateral argument evaluation. 


The star notation used on an argument 
to functional combination merely denotes 
that the argument is to be shared by all 
m processors. When the combinator itself 
is a starred structure then the combinator 
is implicitly homogeneous and a different 
sort of concurrency may be used for inter- 
preting the function. This use of combi- 
nators is most similar to mapping functions 
[20] and their generalization [22]. An | 
example is the code for dotproduct above 
in which all additions may take place 
concurrently. Due. to the expression of 
the combinator with the star, the compiler 
can easily detect that the same operation 
will be performed on all objects in the 
data structures which are arguments to the 
combinator. Then the evaluation may 
proceed using pipelining across the n 
arguments to the starred combinator. 


Similarly, the starred notation used 
within the combinator itself denotes that 
the code for the function is to be used by 
each of the m processors. Under parallel 
interpretation this kind of functional 


combination has the semantics of shared 
pure code. 


For instance, the algorithm — 
for mtxmpy specifies that the code for the 
function row is to be shared by all pro- 
cessors used in interpreting its functional 
combination, up to M in an M by N times an 
N by P problem. Also, row specifies that 
the code for dotproduct ca can be shared by 
the up to N processors used for its. 
functional combination, where each of 
these is a starred combinator distributing 
the code for the primitive instruction 
product across P processors. Thus up to 
NxMxP multiplications might be performed 
simultaneously by processors a 
the shared code in paral tes 


Conclusions 


Functional combination allows the use 
of known forms of controlled parallelism, 
whereas the suspending cons will allow 
masses of heres processors to be 
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occupied on heuristically useful computa- 
tion. The former facility fits existing 
hardware which now requires specific 
higher-level languages and specially 
trained programmers in order to occupy the 
processors productively. The latter 
approach offers a hope for occupying a 
machine with arbitrarily large numbers of 
processors whose temporal configuration 
cannot be known to the programmer. 


This ability of our semantics to 
use a system with massive parallelism 


(thousands of processors) is very important 


for future hardware design. Such systems 


will not be built unless there is a way to 
the current cost 


program them, even though 
of processors suggests that they will be 
technically possible. With communication 
cost high and processor cost negligible, 
pressure wiil build for a massive computa- 
tion on data while it remains within 
storage directly accessible to any proces- 
sor. Not only do our semantics admit such 
massive (albeit heuristic) parallelism, 
but also they achieve these results on a 
well known language, pure LISP, imposing 
these semantics on programs extant fifteen 
years ago. 


Taken together these approaches to 
programming in purely applicative source 
code provide the programmer with higher- 
level tools for expressing algorithms so 
that the compiler can recognize and com- 
pile parallel code. 


Acknowledgement: We are grateful for the 
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SINGLE INSTRUCTION STREAM - MULTIPLE DATA STREAM MACHINE 
INTERCONNECTION NETWORK DESIGN™ 


Howard Jay Sieeer 
Department of Electrical Engineering 
Princeton University 
Princeton, New Jersey 08540 


Abstract -- An SIMD machine must have an 
interconnection network to pass data between pro- 
cessing elements. We introduce a model of SIMD 
machines which allows a formal mathematical analy- 
sis and comparison of different interconnection 
networks. Five interconnection networks that have 
been proposed in the literature are defined in 
terms of our model. They include a network simi- 
lar to the one used in the STARAN, a network 
similar to the one recommended by Feng to imple- 
ment data manipulating functions, the Illiac IV 
network, and the Perfect Shuffle. The networks 
are evaluated in terms of the upper and lower 
bounds on the time required for each network to 
simulate the actions of the others. It is usually 
impractical to implement. all the interconnections 
that may be needed by the machine to perform a 
large variety of computations, so the ability of 
a network to simulate other interconnections is 
important. The methods used to prove the lower 
bounds and to construct the simulation algorithms 
to demonstrate the upper bounds can be generalized 
and applied to the analysis of other networks. 


i. Introduction 


One aspect of the design of SIMD (single 
instruction stream - multiple data stream [8]) or 
array machines is the construction of an inter- 
connection network to pass data from one processor 
to another. One way to view the structure of an 
SIMD machine is as a set of N processing elements 
(where each processing element consists of a pro- 
cessor with its own memory), interconnected by a 
network, and fed instructions by a control unit. 


} CONTROL UNIT | UNIT 
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INTERCONNECTION NETWORK 
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The network connects each processing element to 
some subset of the other processing elements. The 
connections are represented by a set of inter- 
connection functions. Only one interconnection 
function of the network can be used at a time; 
i.e., at any time, each processing element is 
connected to only one other processing element. 

A transfer instruction causes data to be moved 
from each processing element to the processing 
element to which it is connected. To move data 
between two processing elements that are not 
directly connected, the data may be passed through 
intermediary processing elements by executing a 
programmed sequence utilizing the interconnection 
functions in that network. 


When building an SIMD machine, an inter- 
connection network must be implemented. To choose 
which interconnection functions to include in the 
network, the system designer must consider the 
types of problems the machine will be used to 
solve. Generally, it is not possible to include 
all of the interconnection functions desired. 
Therefore, those that will be used most often 
would be implemented and used to simulate the 
other interconnections that may be required. Also, 
anSIMD machine may be being designed as a general 
purpose machine, to handle a large variety of 
tasks. Thus, it is very important for the system 
designer to consider the.ability of a set of inter- 
connection functions to simulate other inter- 
connection functions. 


in this paper we shall develop a realistic 
model of SIMD machines and use it to evaluate 
interconnection networks. We shall discuss five. 
particular interconnection networks and show them 
to be equivalent in the sense that each can simu- 
late the actions of the others. The networks we 
will examine are: the Cube network, a network 
similar to the one implemented in the STARAN 
machine [3]; the PM2I network, a network similar 
to the one used by Feng to implement data manipu- 
lating functions [6], [7]; the Illiac network 
[1], [5]; the Perfect Shuffle, which has been 
popularized by Stone [18]; and the WPM2I network, 
a variation of PM2! which was introduced in [14]. 
These networks are analyzed in terms of the time 
complexity required for one network to simulate 
another. 


A model independent lower time bound for each 
simulation shall be presented. Many of these 
lower bounds are proved in [14]. In this paper 
we shall prove only those Jower bound results 
which are better than those presented in [14]. 


The upper time bound for each simulation 
shall be demonstrated by an algorithm that per- 
forms the simulation. The methods used to con- 
Struct these algorithms can also be used to write 
algorithms to simulate interconnections not pre- 
sented here. The algorithms we shall present can 
be directly implemented onan SIMD machine that 
satisfies the assumptions we shall make [In section 
iV. 

it. The Model 

Our model of an SIMD machine consists of 
four parts: processing elements, interconnection 
network, machine instructions, and masking 
schemes. Each processing element (PE) is a pro- 
cessor together with its own memory, a set of at 
least three fast access registers (A, B, and C), 
and a data transfer register (DTR). The DTR of 
each PE is connected to the DTR's of the other 
-PE's via the interconnection network. When an 
interconnection function is executed, it is the 
DTR contents of each PE that are transferred. 


There are N PE's, each assigned an address 


from 0 to N-1. We assume that N = 2”; i.e, 


“TogoN =m. “We also assume that PE, has a register 


ADDRESS that contains the integer i. Let 
ADDRESS(j) be the jth bit of ADDRESS. 


Each PE is always in either active or in- 
active mode. If a PE is active it executes the 
instructions broadcast to it by the control unit. 
If a PE is inactive it will not execute the 
instructions broadcast to it. 


An interconnection network is a set of 
interconnection functions, each a bijection on 
the set of PE addresses. When an interconnection 
function f is applied, PE. copies the contents 
of its DTR into the DTR of PEe(i): 


i simultaneously, for 0 < i<N and PE, 


This occurs 
for all 


mae Thus, saying an interconnection network 


= saying that it causes PEL 
PE . 

y 
from another PE if an interconnection function is 
executed, but it cannot send data. pat Sh 


to pass its data to 


Note that an inactive “PE may receive data 


To. pass data from one PE to ahOuer PE a 
programmed sequence of interconnection functions 
must be executed. This sequence of functions 
moves the data from one PE's DTR to another's by 
a single transfer or by passing the data through 
intermediary registers. 


For example, let one of the interconnection 
-functionsf in a network be defined by f(x) = (x#t1) 
mod N,: where x is a PE address. Then when f (the 
cycle function) is applied, PE number 0:transfers 
the contents of its DTR to the DTR of PE number 
f(0) = 1, PE number | transfers the contents of 

its DTR to the DTR of PE number f(1) = ., and 
PE number N-1 transfers the contents of its DTR 
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to the DTR of PE number f(N-1) = 0. To pass date 
from PE. to PE. +42. mod N? O<i<N, f may be 


executed tiwce. 


In section tll five particular Interconnection 
networks will be defined. 


The machine instructions are chose operations 
that each processor can perform on data in Its 
individual memory or registers. We assume there 
is @ separate control unit (CU) computer which 
stores programs and broadcasts instructions and 
data. All active PE's execute the same instruction | 
at the same time, but on possibly different data. 


Actual SIMD machines allow data to be moved 
among the memory, the fast access registers, and 
the DTR of a single PE. All we assume, without. 
loss of generality, is that data may be moved 
among the registers. The notation X + Y means the 
contents of register Y are copted into re register 
X, where X and Y could be A, B, C, or DTR. 


A ma masking scheme is a method for determining 
which PE's will be active at a given point in 
time. An SIMD machine may have several different 
masking schemes. Each mask partitions the set of 
PE addresses into those PE's that will be active 
and those that will: be inactive. 


If PE address masks are used, an m-position 
mask will accompany each instruction and will 
determine which PE's are active, i.e., execute 
that instruction. Each position of the mask is 
either a 0, 1 or X (''don't care''), and the only 
PE's that will be active are those that match the 
mask for each of the m bit positions of their 
address. For example, if N = 8 (som = 3) and 
the. mask is ixX0, then oniy PE‘s 6 (116)-and 4 (100) 
would be active. Superscripts will be used as 
repetition factors, e.g., x3014 would be XXXOII. 
Square brackets will be used to denote a mask. 
For example, executing the instruction 


upTR + A [x™!o]" would cause each even numbered 


PE to load its DTR with the contents of its A 
register. This scheme was presented and 
discussed in [14]. 

Data conditional masks are the implicit . 
result of executing ''if-then-else'’ statements 
that involve local data in each PE's registers 
or memory. This type of: masking is used in such 
machines as the !Iliac IV ({1], [5], [12]) and 
PEPE [20]. Whenever a conditional statement is 


executed each PE may be executing it with 


different data, so the outcome may differ from 
one PE to the next. Thus, as a result of the 
conditional each PE will set an internal flag so 
that it will be active for either the ''then"' or 
the "'else,'' but not both. The execution of the 
"else'' statements must follow the ''then'' state- 
ments; i.e., they cannot be executed simulta- © 
neously. For example, as a result of executing 
the statement: "if A> B then C« A else C + B!! 
each PE will load its C register with 


the maximum of its A and B registers; i.e., some 


PE's will execute ''C « A,'' and then the rest 
will execute '"'C + 8B.'' Thus, for SIMD machines, 


data conditional masks and ''if-then-else'' state- 
ments are the same. 


PE address masks and data conditional masks 
will be the only masking schemes used in this 
paper. PE address masks provide a concise method 


to activate a0 different sets of PE's. Data con- 
ditional statements are an essential part of all 
programming languages, so it is fair to assume 
they would be present in all SIMD machines. The 
results of this paper would still be valid even 
if only data conditional masks were used. This 
is because if each PE knows its own address, then 
data conditional masks could be used to simulate 
PE address masks using no additional inter- 
processor data transfers. 


Whenever an interconnection function is 
executed, all active PE's pass their data at the 
same time. Since each interconnection function 
is a bijection, this transfer of data occurs 
without conflict if all PE's are active. It is 
possible, however, that masking can cause trans- 
fers of data no longer to represent bijections 
on the PE addresses. Such data transfers would 
destroy data. 


For example, let N = 8 and let the inter- 
- connection function be f(x) = (x1) mod 8. 
f is executed with the PE address mask [O0XxX]. 
Then f(4) = 4, since PE number 4 fs not active, 
and f(3) = 4, since PE number 3 is active. . Thus, 
this data transfer is not a bijection, so it 
destroys data. In this case the original con- 
tents of the DTR of PE number 4 is destroyed by 
the data transferred into that DTR from PE number 
3. In order to have saved this data the DTR con- 
tents of PE number 4 would have to have been 


copied into a register or memory location of that: 


PE before the data transfer instruction was 
executed. 


rormally,: an SIMD machine can be nepresented 
as the 4-tuple (N,F,I,M), where: 

(1) N is a positive integer, representing 
the number of processing elements in 
the machine; 


F is the interconnection network, where 
each interconnection function is a bi- 
jection on the set {0,1,...N-1}; 


(3) tt is the set of machine instructions, 
instructions that are executed by each 
active PE and act on data within that 
PE; 


M is the set of masking schemes, where 


(2) 


(4) 


Suppose 


each mask partitions the set {0,1,...N-1} 


into the set of active PE's and the set 
of inactive PE's 


By specifying N, F, I, and M, a Sse eulae SIMD 
machine architecture can be modeled, 
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fil. Interconnection Networks 
Let the binary representation of a PE address 


be pe _yPr-2 -+P)Po> let P, be the complement of 


of Pi» and let the integer n be the square root 


of N. 


(1) Perfect Shuffle (PS). This network 
consists of a shuffle function and an exchange 
function. The shuffle is defined by: 


$ (Pa pPieae*ePyPq) = PrpPm=3***PyPoPm=1 


and the exchange is defined by: 


©(PyPm-2***PyPo) = PrayPma2°**P1 PQ: 


The shuffle function is a left rotation of the 
bits of each address. The exchange function 
complements the low order (Oth) bit of each 
address. For example, s(3) = 6 and e(6) = 7, for 
N = 8. The shuffle can be thought of as the 
result of perfectly shuffling a deck of cards 
(i.e., O + 0, N/2> 1, 1 > 2, N/2+1 + 3, etc.) 
(see [9], L110}, [14], [18]). 


This network has been shown to be quite use- 
ful by Stone in [18]. It is also the basis of 
Lawrie's "'omega'' network [11]. 


(2) tlliac. This network has four functions de- 
fined as Fol lows (recall n is the square root of 
N): 


x+] mod N 


1) = 

I_, (x) = x-] mod N 

1 bx) = xtn mod N 

1_ (x) = x-n mod N 
For example, if N= 16, I 60) = hk, When we 
discuss the Illiac we shall assume m is even, that 
is, n= gv2 is an integer. If the PE's are con- 


sidered as a n xn array, then each PE will be 
connected to its north, south, east and west 


neighbors (see [1], [5], [12], [14], [17]). 


This network is fmplemented in the I}liac IV 
system. The ability of this system to perform 
various tasks is described in [5]. 


(3) Cube. This network consists of m 
functions defined by: 


Cp (Preps Pia PyPy-17* "Po! 


= Pima Pe yPpPy-7 °° PQ 


for 0 < i<m. The Cube function C, complements 


the ith bit of each address. For example, 
c,(7) = 3. When the PE addresses are considered 


as the corners of an m-dimensional cube this net- 
work connects each PE to its m neighbors (see 
{[14]). Note that Co and the Perfect Shuffle 


exchange function e are identical. 


The network used in the STARAN is a wired 
series of Cube functions (see [3]). In [2] and 
[4] the applicability of this network to practical 
problems is discussed. A version of this type of 
network was used as part of a parallel machine 
simulation in [13]. | | 


(4) Plus-Minus a! (PM21). 


This network consists 
of 2m functions defined by: | 


-\ ree | : 
t,.(j) j+2 mod N 


t_, (j) jen mod N 


for 0 < i <m. For example, t, , (2) =4if N>4, 


Note that the Illiac IV is a subset of this net- 
work. Various properties of the PM2I network 
can be found in [14]. 


The network recommended by Feng to implement 
data manipulating functions is a wired series of 
PM2! functions [6]. The various data manipulating 
functions that this network can perform are 
discussed in [6] and [7]. 


(5) Wrap-around Plus Minus 2' (WPM2I). This 
network consists of 2m functions defined by: 


Wy (Prope sey es Pg) a: Oo OS PL: 
where 
arr ia os RS 
(Peper sPoPmay ss Pray Pe) tl mod N, 
and 


) Wic(D py eeePre + +Po) ae 
where 


Vn GOIme 1 TTT 


(Pipes +PoP +e ePeypPi dol mod N, 


m= | 


for 0 < i < m. WPM2I is like PM2I, except any 
"carry'' or 'borrow'' will ‘'wrap-around'' to the 
Pray bit position. Note that any ''carry' or 
'tbhorrow'' cannot affect Pi. 
N = 8 and m = 3, then Woy (001) = 110, whereas 


t_, (001) = 111. 


For example, if 


The WPM2I network was introduced in [14]. 
It is a variation of the PM2I which has the 


ability to simulate any other interconnection 
function when the networks are treated as sets of 
permutations on the integers from 0 to N-l. In 
terms of group theory, WPM2! can generate the 
entire group of permutations on N elements. Of 
the five networks presented here, only WPM2]! 

has this ability (see [14]). 


IV. Simulations Results 


The designers of SIMD machines must choose a 
set of interconnection functions to implement, and 
they will either base their choice on the type of 
computations the system will be expected to per- 
form or assume they are building a general purpose 
machine. The number of functions that will be 
included in the network will be constrained by 
such factors as cost and hardware complexity. 
Therefore, it is quite important for the designer 
to consider the ability of the network that is 
chosen to simulate other functions. 


In this section we compare the simulation 
ability of five different types of interconnection 
networks that have been proposed in the literature 
and have been shown to be useful. The lower 
bounds on simulation times and the simulation 
algorithms that follow demonstrate techniques that 
can be used to compare and analyze other networks. 


We use these specific simulations to 
demonstrate our methods for several reasons. 
There is little in the literature directly com- 
paring the abilities of these types of networks. 
The following theorem provides a means for such a 
comparison. In addition, by using these simula- 
tions to demonstrate the techniques, the system 


‘designer may observe the minimum number of data 


transfers needed if a network presented here was 
implemented and it was then found necessary to 
simulate the actions of one of the networks that 
we have defined. The designer is also provided 
with an algorithm to perform the simulation. 
Since these networks have been shown to be useful 
it is very possible that any network implemented 
may have to sl!mulate one of them. 


The lower bound results are valid for all 
models of SIMD machines. The only assumptions 
made for Theorem | are: 


(1) that at any given point in time a PE 
must be either active or inactive; 


(2) that the interconnection function, of the 
network to be simulated, which requires 
the most time to simulate, will determine 
the lower time bound for the network; and 


(3) that when an interconnection function is 
simulated, its effect on all PE's must 
be. simulated. 


The model - independence is significant because 
it means that the results and the methods used 
to obtain them apply to real machines. 


The lower bounds are in terms of the number 


of times interconnection functions must be executed 


in order to perform the simulation. 
the transferring of data from PEL to PE, will 


also be referred to as mapping the address x to y. 


The mappings will be described by logical or 
arithmetic operations on the m bits of the PE 
addresses. 


Theorem | explores the lower bounds on the 


time required for each network defined in section 
In Theorem 2 


lll to simulate the other networks. 
the upper bounds on the simulation time are 
analyzed. 


Recall that 


Many of the lower bound results were presented 


in [14]. We will sketch the proofs of only 
those new results which provide tighter bounds. 


In the following table the entry in 
is a lower time bound for net- 


Theorem |: 
row x, column y, 
work x to simulate network y. An 
the proof of the bound is sketched in [14]. 


WPM2 | 


Cube PS 


llliac PM21] 


Proof: The notation ''x > y'' means ''the case 
where x is used to simulate y.!'! 

201) = 1" and 
Ol. At least m-l shuffles must be 
m Zor to 1" 


0 to the Oth bit position so that the exchange 
can change it. The only way to perform this 
mapping in m steps is to execute m-1 shuffles 


followed by one exchange. to pare 


PS + Cube: Observe that c, (1 
- cy”) 43 jm-2 


executed to map ] 


To map ym 


is executed. 


Therefore, at least m+] steps are 
required, 


llliac + Cube: Let d(x,y) = |x-y|, 


difference of x and y. The function d isa 
metric (see [14]). Let j = (m/2)-1. d(0,c.(0)) = 


n/2. d(x, 1, (x)) = d(x, 1_) (x)) =n,O0<x<N, 

SO vo and = cannot be used to move a distance 
of n/2. d(x, 11) (x))= 
Therefore, the only way to map 0 to n/2 in n/2 


is to execute J , n/2 times. 


(m/2)-1 


wi But cj (1") = 
y™ and no a penal of (ly yn/2 can 


perform this mapping. Thus, at least (n/2)+1 


steps are required. 


* indicates that 


» aS we must move the 


Ol at 
least one shuffle must be used after an exchange 


the absolute 


d(x, 1_, (x)) =1,0<x<N, 
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PARE Sl aer. Hing tyes N. 


PM21 > WPM2I: 


WPM2! > Illiac: 


PM21 + Cube: For 0 < j <m-l and 0 < i <m 
ei tyr: Thus, at least two steps are required. 


PM21 + PS: An interconnection function f has the 


effect of adding x distinct integers, mod N, to 


x different addresses, one to each address if 
F(k.)-k, =q., such that k. # k and q. # qj for 


i#j, 0< i, j < x. Each execution of a PM2! 
function can add either a mod N integer, if the 
PE is active, or nothing, if the PE is inactive, 
to the set of PE addresses. Thus, the number of 
distinct integers added to addresses after logox 


executions of distinct PM2! functions is at most 
x. The shuffle function has the effect of adding 
N-% distinct integers to the set of addresses. 
Thus, the PM2! network requires at least 

Plog, (N-1) ] =m steps to simulate the shuffle. 


Us (m/2)° 


+] +0’ 
For 0 < j < mandO <i <n, 


w,. #t Thus, at least two steps are required. 


+j am i 


WPM21 + Cube: 
c W 


For O <j <m andO<i<no, 


eye Thus, at least two steps are required. 


m2 2 The only 


m ~— 
me ) =0 
way WPM2!1 can perform this mapping in two steps 
: m/2,.m/2, _ ,m 
is w_ followed by "a (m/2)° ge! O°") = 0". 


The only way WPM2I can perform this mapping in 
two steps is Ww, (79) followed by w_,. Thus, at 


least three steps are required. 


WPM21 > PM2I: 


analysis. 


Follows from WPM2I > Illiac 


In Theorem 2 we demonstrate methods to con- 
struct algorithms to simulate particular inter- 
connections. (In [16] algorithms to simulate 
arbitrary interconnections are presented.) The 
algorithms that follow have more than theoretical 
significance. Given an SIMD machine which satis- 
fies the assumptions we will make these 
algorithms can actually be used to perform the 
various simulations. 


We make the following assumptions: 


(1) All results are in terms of the model 


presented in section I!, where N = vp 


F will vary, ! includes instructions 
for moving data between the DTR and the 
other registers of the same PE, and 

= {PE address masks, data conditional 
masks}. (Recall that data conditional 
Statements can be used to simulate PE 
address masks without using any 
additional interprocessor data transfers.) 


(2) Time bounds are in terms of the number 
of executions of interconnection functions. 


(3) When simulating the interconnection 
function f the data to be transferred 


starts in the DTR of PEL and must end in 


the DTR of PE E(x)» O<x<N. 
(4) The Interconnection functfon fs to be 
simulated as if it were executed with 
all PE's being active. In [15] it is 


shown how this restriction can be removed. 


When PE address masks and data conditional 
masks are used together, the PE address masks 
accompany each instruction in the ''then'' block and 
in the "'else'' block. Thus, in order for a PE to 
be active it must be in active mode as a result of 
the conditional and match the PE address mask 
accompanying the instruction. The notation A<~>B 
is an abbreviation for registors A and B switching 
their contents using a third register. 


After each algorithm an example is given to 
demonstrate how the algorithm operates. For the 
examples we assume that the original contents of 
the DTR of PE. is the integer i, all addresses 


and integers will be in binary, and unless other- 
wise stated, N will equal 8. 


Theorem 2: In the following table the entries in 
row x, column y, are lower and upper bounds on the 
time required for network x to simulate network y 
given the above assumptions. Each upper bound is 
based on the time complexity of the algorithm 
presented to do that simulation. 


rpReT [FS] tube [WaT 
Spee 
( 


Ramee 
1 | | 
ae i 
aime] mn 
Paar 
oy2yer 


WPM2 | 
lower 
n/2)+1 (n/2) ul 


pper [3 eer 
EC AGP GA 2 


n/2 
Proof: The notation ''x > y'' means ''the case where 
x is used to simulate y.'' In [15] we discuss each 
algorithm and prove that it is correct. 


PM21 + PS: For the exchange see the PM2I > Cube 
analysis, since Co =e. 
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PM2!1 + Cube: 


PM21 > WPM21: 


O<i<m (w, 


For the shuffle: 


(S1) A+ DTR cx 
(S2) for i = m-2 until 0 step -1 do 
tye DX ie 
(s3) B « DTR [x™! 4 
(sh) DTR« A [1X” o 
(S5) for i = m-2 until O step - do 
ie 10x! ] 
(S6) DTR + - rx! 0] 


Cis O<i<m-l: 


For c 


Example of PM2I + Shuffle 


For 


m-1 use CL (m-1 ) ° 


(SI) t,, [X"] 
(S2) t_ogyyy (X" (41) yt 
st] S2 
Poort rre far 


Example of PM2I > c 


F WwW, 
or +? 


(S1) A+ oDTR [07] 
(S2) tin 


For Wig use t 


cm iyhy 


+0 and W_p use t_p- 


similar): 


(S3) A<>oTR [07] 


(Sk) t,; [x™] 


(s5) pTR« A [0] 


PM21 +> Illiac: ly = tyo? = t_o» 
pe . Ch (m/2)? a ~ Co (m/2)° 
PS + PM2I: For tie. O<i<m (t_, is similar): 


(S1) for j = i until m-1 do 
(S2) s [X"] | 
Co) 
(s4) for j = s[x"] 


l until i do 


Example of PS +t 


+]° 


PS + Cube: For Cy use the exchange function e. 


For Crs O<i<m: 

(S1) for j = 1 until mi do s[x™] 
(S2) e [x™] 

(S3) for j = 1 until i do s [x] 


a 
aS 


a 
$2 
3007 orn Brat oi 


Example of PS > c,. 


PS > WPM2/I: For Wig and Wp see the PS > PM2I 
analysis since Wio = tho and Wegce t_o: 


For Whee O<i<m (we is similar): 
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PS > Illiac: 


Cube > PM2I: 


(S1) for j = i until m-1 do 


(s2) oe LM JyJ] 

($3) s [x] 

(S4) e [x] 

($5) s [X"] 

(S6) for j = 2 until i do 
($7) J ti ~jQm- Jommitl i> 1 
($8) s [X"] 


Example of PS > Ware 


Follows from the PS > PM2I analysis. 


For t,., O< i <m (t_, is similar): 


(SI) c, [x] 


(S2) for j = i+] until m-1 do C [x™ Josh yy 


Example of Cube > t 


+]° 


Cube > PS: 
shu e: 


For the exchange use c For the 


0° 


(S1) if ADDRESS(m-1) = ADDRESS(0) then A « DTR [x™] 


else Co [x] 
(S2) for j = 1 to m-1 do 
($3) if ADDRESS(j) # ADDRESS(j-1) 


then A<> DTR [X"] 
(s4) [x"] 


(S5) if ADDRESS(m-1) = ADDRESS(0) then DTR+ A [X"] 


Example of WPM2I >t 


Example of Cube > Shuffle. =" 


WPM21 > PS: For exchange see the WPM2!1 + Cube 


Cube + WPM21: For w.. and w_) see the Cube > PM2I analysis, since c, =e. 
analysis since Wig = ty and wy = f_oe For the Shuffle: Same as PM2I > PS, using Whe 
(S1) c, rx) in place of t,, and ws in place of t_,- 
_ 7 m-jj7ivi 

(S2) for j = 1 i+1 until m1 doc [x” “0° x] WPM21 > Cube: For c,, 0 < i < m: 
($3) cy [0 ran beri 
(S4) for j = 1 until i-1 do c Lom tx! Yo] (S1) A+ DTR [X™ ITN 1 y'] 

| (S2) w,, x Mog hy . 

(S3) A<—>DTR cx (#1) hy 


(sh) wo pe ah 
(ss) OTR « A rxm (i411 


Example of Cube > Wh 


Cube > Illiac: Follows from the Cube > PM2I 


analysis. 
WPM21 + PM21: For ti use Wh5 and for t_p use 
Wo: For t,,,0<i<m (t_, is similar): WPM21 > Illiac: Follows from the WPM2I > PM2I 
analysis. 
(S1) A« OTR [17] 
lIlliac + PM2I: For t,., m/2 < i <m 
(s2) w,, [X"] a ee ra = 
(t . is similar): 
($3) B DTR td ] -j 
(Sh) DTR<« A [17] | for j= 1 untit 2/72? do 1. 1x" 
($5) wy [X"] — 
(S6) B< DTR [o™ P x!] | Bout ie 2'/2™* times is equivalent to 
(S7) Waa ‘Gi 0] adding 2 , which is equivalent £O typ>m/2 < i<m. 
(s8) B« pTR [0” “I 14 | For t,,, O< i < m/2 (t_, is similar): 
($9) DTR+ B [X" 
for j = 1 until 2' do |,, [x"] 
Executing | 2' times is equivalent to adding a. 


+] 
which is equivalent to thes O< i < m/2. 


llliac + PS: For the exchange see the 


Illiac + Cube analysis, since Cy = €. 
For the Shuffle: See Orcutt's thesis [12], 
section Ill. 
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For c see Illiac > PM2I 


m=] 
m-1 — Ce(m-1)° 


For c,, m/2 < i < m-2: 


!lliac +> Cube: 


analysis, since c 


m-(i+1) 


1x'] 

for j = 1 unitl 2'/n dol. [x"] 
— — .— +n 

A> DTR [x™ FAN yy iy 

I until 2'/n do t__ [X"] 


pTR « A [xt CFT) 


(S1) A+ DTR [X 
(S2) 
($3) 
(S4) 
(S5) 


for j = 


1x'] 

32 

Slf j=l 
A 


—TS 
s3. | $3 | j=l | $5 
PE | DTR DTR | A DTR | DTR | DTR 


0000| 0000} - } 1100} - 4} 1100} 0100} 0700 


OOOT | OOOT] =f ToT TOT] OFOl] orl 
OO1O} OOLO} - _ tio] ono] o1lo 
OTT | OO1T] = | UIT Ont Only 
0100 | 0100] 0100 | 0100} 0100} 0000 
TOT | O01 | O10T | O11} OF0l | 0001 
OTTO} OVO] O110 | O10} 0110) 0010 
OUT] Olli | OUT OUT | Olt OTN 
1000] 1000} - 0100} 1100} 1100 
ool | WOOT] - | 0101 | TiOl} 110l 
OVO] TOIO} = OVO] V0} Wo 
HOI] TOL] = LOVIN Tt iy 
W100} 1100} 1100 | 1100} 1100} 1000 
VOT] VOT] TOT TOT] 1101} 1007 
HTT} W110} 1110) LITO} 1110} 1010 
jLRRRE RRR RR a a ont 


FOr <(my2)-1 
(S1) for j = 1 until n/2 do}, x") 
(s2) B+ DTR [x™21x(m/2)-1, 

($3) 1, [x7] 
(Sh) pTR « B [X 


m/2, (m/2)-1, 


S] $1 
tela ele 
DTR DTR DTR 
0000 | ooo, Tit} mol - | 
o000 | Wt |= 
0007 | 0000 | 0000 | 
[oT | 0001 | 0001 | 
LL Ls 
Toro oor - _| 
oror | 0100 | 0100 | 
oro | orot | _oror | 
Tory -ono] - 
T000 |_onnt | - 
T001 | 1000 {1000 | 
Toro [1001 | 1001 | 
Tor} 1010] - 
Troy on | - 
Tor [1100 [1100 | 
SLON EL 


Example of Illiac + Cys when N = 16 
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llliac > WPM2I: 


For c., 0 < i < (m/2)-2, is similar to Iliac 


toc,, mM/2< i <m-2: subsitute "I" for "n'', 


Use the algorithm for. PM2! > WPM2I, 
+] fOr tyo> I_, for to» and using 
the Illiac + PM2!1 algorithm for tie O<i<>m. 


substituting | 


V. Conclusions 


A model of SIMD machines, designed to reflect 
all of the flexibility of real SIMD machines, was 
presented. Five different interconnection net- 
works: that have been proposed in the literature 
were defined in terms of the model and evaluated. 
The networks were analyzed in terms of the time 
required for each network to simulate the others. 
A lower time bound for each simulation was 
presented and an upper time bound was demonstrated 
by an algorithm that performed the simulation. In 
most cases tight bounds were found. 


An SIMD machine designer must choose a set 
of interconnection functions, i.e., an inter- 
connection network, to implement. It is not 
possible to include all of the interconnections 
an SIMD machine will need to perform a large 
variety of computations. Thus, when choosing an 
interconnection network, a designer must consider 
the ability of the network to simulate other 
interconnection functions. 


If an SIMD machine is being designed for a 
specific task, then the peculiarities of that 
task must be considered when choosing an inter- 
connection network to implement. ~If one assumes 
that the machine will be a general purpose one, 
then the results of the theorem indicate that a 
hybrid network consisting of the PM21 functions 
and the shuffle function would be quite powerful 
in terms of simulation ability. This hybrid would 
be able to simulate any network discussed here in 
at most 2 steps. 


The methods used to prove the lower bounds 
and to construct the simulation algorithms can be 
used to analyze and compareother networks and 
hybrids of the networks presented here. To con- 
struct the simulation algorithms one must consider 
and keep track of the flow of N data words passing 
through N processing elements. In addition, one 
must determine which data may get destroyed by a 
data transfer that is not a bijection and save 
that data in such a way that it can be identified 
and reloaded later. 


The table in Theorem 2 provides comparison 
information to aid the system designer in choosing 
a network from among those discussed. The methods 
presented provide tools for the designer to use 
to evaluate other networks. 
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EFFECTIVENESS OF SOME PROCESSOR/MEMORY INTERCONNECTIONS 


K.Y. Wen and D.H. Lawrie 
Department of Computer Science 
| University of Illinois 


Urbana, Illinois 


Abstract -- This paper is an overview of some 
of our efforts to determine the combined effective- 
ness of program restructuring techniques and vari- 
ous processor/memory interconnection networks from 
the user's point of view. This paper first at- 
tempts to investigate the structural and functional 
similarities and differences of some of these net- 
works. Some new results on network properties and 
their capabilities in handling computations are al- 
so presented. Then the paper describes how we can 
apply the theoretical results of various networks 
to predict their performances in a real program en- 
vironment, which is the true measure of network ef- 
fectiveness. The result of this study enables us 
to answer some long standing questions about the 
real effectiveness of various interconnection 
schemes. 


Introduction 


Recently, component speeds have continued to 
improve. However, there are certain physical limi- 
tations to component speeds. Multiprocessing then 
seems to be an area to show the most promise for 
any further speedup of computations. The arrival 
of the cheap but powerful LSI microprocessors 
greatly increases the attractiveness of multipro- 
cessing systems. However, a big problem arises in 
finding the best way to interconnect all the pro- 
cessors. The questions that are yet to be answered 
are what kind of network should we use, how should 
we compile or restructure computation algorithms in 
order to use it, and how well does it work on ordi- 
nary application programs. 

Many interconnection schemes have been pro- 
posed or built in recent years. Thurber [1] gives 
a survey on some of the more important ones. How- 
ever, each of the networks proposed or built has 
different requirements to fulfill and their imple- 
mMentations are based on different theoretical back- 
grounds. Frequently, their capabilities are incom- 
pletely known, and their control algorithms are 
poorly understood. Hence it is very difficult to 
categorize or assess the merits of each of these 
networks. . 

This paper first summarizes some new results 
on certain network properties and their capabili- 
ties in handling computations. Then the paper de- 
scribes how we can apply the theoretical capabili- 
ties of various networks to predict their perform- 
ances in a real program environment, which is the 
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true measure of network effectiveness. This per- 
formance prediction is being done using an Ana- 
lyzer/Simulator program, which can be used as a 
tool to compare various parallel architectures. 

In general, processor(/memory) interconnec- 
tion networks can be divided into two classes. | 
The first class has multiple stages of switching 
elements. The second class has only a single 
stage of switching elements and this stage may have 
to be recycled many times to obtain certain permu- 
tations. Examples of the first class are the 
Batcher network[2], the Benes network[3] the omega 
network[4], the barrel shifter, and the Feng's data 
manipulator[5]. Networks such as the Illiac IV 
connection[6], the Swanson connection[7], the +1 
shift network and the perfect shuffle network[8] 
are good examples of the one stage networks. Al- 
though single stage networks may be slower in per- 
forming general permutations of data than the 
multistage networks, they are much cheaper in com- 
parison. If we can restructure and recompile some 
of the commonly used computation algorithms into 
algorithms which fully utilize the available con- 
nectivities, we can retain the performance level 
while drastically decreasing the cost of the pro- 
cessing system. a | 

One of the multiple-stage networks which has 
been of particular interest to us in recent years 
is the omega network. This network cannot perform 
all connections of its inputs to outputs, yet it is 
capable of producing most of the connections re- 
quired by numerical programs. Because of the in- 
complete capabilities of this network, it is neces- 
sary to analyze the network to determine exactly 
which connections it can produce. A number of 
these connections have been demonstrated in [4]. 
Before proceeding with a discussion of the program 
analyzer and simulation experiments, we summarize 
in the next two sections some new theorems about 
omega networks which demonstrate connection capa- 


bilities that are important for handling certain nu- 


merical algorithms found in many application pro- 
grams. f 7% ge: 


Omega Partition Theorems 


One important property of the omega network is 
its ability to be partitioned. The theorems in 
this section will show that a large omega network 
can be regarded as a conglomeration of many smaller 
omega networks, each passing a different smaller 
omega-passable connection function. These parti- 


tion theorems help to establish many capabilities 


of a larger size network on smaller, partitioned 
connections. . 


Example: 

| Given an 8x8 omega network. Assume that 
source ports 0-3 want to do an end-around I-shift. 
Assume also that destination ports 4-7 request data 
from port 5. So the complete set of source destina- 
tion pairs is P={(0,1),(1,2), (2,3), (3,0),(5,4), 
(5,5), (5,6),(5,7)}. We know that a 4x4 omega net- 
work can perform an end-around l-shift, as well as 
a one-to-many broadcasting function. By using the 
partition theorem stated below, we can be sure that 
an 8x8 omega network can pass P. 


Definition l 
Let Pi={(s,.d,)|O<i<L} and Put a5 784y) 


| O<4j<M},O<i<L. 


We define P_=P_ x{P ,P 
ye Be 1 L-] 


={(s Mit, .dMte,,) [O<i<L, 0<j<M} 


For example, let L=4, M=4 and N=16. If 


Py ={(0,1), (1,2), (2,3), (3,0)}, 
6) 


a l-shift permutation, 
Pu = {(0,0) , (0, 1), (0, 2), (0,3) J, 
My | 
a 1-to-4 broadcast connection, 


Po (10/3052), 2p), G95...» 
2. 
a flip permutation, 


Py =£(0,0), (1,3), (2,2), (3,1)}, 
3. 
a 3-order unscrambling, and 


P,={(0,2), (1,3), (2,0), (3,1)}, 

a 2-shift permutation. 

Then by definition, P.={(0,9), (1,10), (2,11), 
(3,8), (4,12), (4,13), (4,14), (4,15), (8,3), (9,2), 
(10,1), (11,0), (12,4), (13,7), (14,6), (15,5) }. 


In words, the sources and destinations of Py 


L is the inter- 


partition permutation function, and Pu "s are the 
i 


are divided into 4 partitions. P 


individual partition permutations. P. moves par- 


|  L 
tition #0 to partition #2 and then the individual 
elements in partition #2 will be moved according 
to P, , and so on. A pictorial illustration of P 


Mo N 


is shown in Figure l. 


Lemma lL 


(Equivalent Statement of Theorem 2 in [4]) 
_ Given a set of desired input-output connec- 
tion Pyrat (s,.4,)] O<i<N}, then NxN omega network 


passes P,, if and only if for all s-d pairs in P 


N N 


and for all ao where l<k<log N, S. 
m 
S; # s, or da a ee 
m n J 
Alternatively speaking, a binary omega does 


not pass a connection P if and only if there exist 
(s,.d,) and (s,>4,) and where k=logm, such that: 


1) the leading (logN-k) bits of Ss; and S are not 


m 
equal (s; é 8). 


2) the trailing k bits of S5 and s, are equal 


(s, = s,), and 
1 J 
m 


3) the leading (logN-k) bits of d. and d, are 


d,). 
J 


=m ils 


equal (ds 


Theorem 1 


Let QE TP, and OTP ,O<i<L, and let N=LxM, 
i 
then Q,tP.=P, x {Py rPyoeeces P } 
e) 1 -l 


Proof 


Assume Qi tP By Lemma 1, there exist S_= 


1 
s MHt , D.=d Me , S.=s Mtt_, D,=d Mte and X 
Pp pq’ 1 p pq 2 °-u suv” 2 us uv 
| X 
such that S, #S., S. = S, and D, = D.. 
bee ee dg 2 ee 


Let m=logM, n=logN, b = logL, and x = logX. 


If X>M, pictorially we have: 
<b> <m-> 


Sy | Ss [t | & | e | | D, 
So | eu | “uv] ie | “av | Dy 
: Yo 


eee 
x btm —x 


1 and S, are 
equal, but the leading (b+m-x) bits are not equal, 


and the leading (b+m-x) bits of dD, and D, are 


Here the trailing x bits of S$ 
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equal. Since x<m, the trailing (a=x-m) bits of >. Theorem 3 


ane Su are equal but the leading (b-a) bits are Assume all the underlined bits of (s,d) sat- 


different, and the leading (b-a) bits of . and isfy an omega passable permutation P|, and all the 
ds are equal. This contradicts 2, tPL non-underlined bits of (s,d) satisfy an omega pas- 
sable connection P,, , where k represents the total 

If X<M, pictorially we have: M. 
<b> + m > numerical value of the underlined bits of d. Then 


Sy | S | E | | d | e | Dd, {(s,d)} is passable by an omega network of size 
LMxLM. 
S t | d D | 
2 | eu uv | u | “uv | 2 Proof: see [9]. 


iF —~—Y 


x b+m-x It should be noted that all three theorems 
allow P,, 's to be any connection function, and PL 
Since the leading (b+m-x) bits of D, and D M. 
1 2 : ; 
X can be any connection in Theorems 1 and 2 but must 
are equal and m>x, we have d =d ande =<=e_. be a permutation in Theorem 3. 
pou dy UY 


, 7 This partitioning property of the omega net- 
eeuce eT, ang oat i Pies PO. Den edbas cous: Vee work proves to be vital for the efficient handling 
oa This implies that nat cae since of many algorithms, especially the Recurrence 

Solvers, as discussed later in this paper. 
S,#S,- S,=5, and X<M implies that teas ae" Set- 
N X X Xx 
eine peas wees BAe. i. Fe and t =t . Another important property of the omega net- 
Pdy PV Pd, PV Pdy PV work is its ability to produce broadcast connec- 
tions, i.e. one-to-many mappings of inputs to out- 
puts. This ability is necessary for.example in 
certain matrix multiplication algorithms and al- 
gorithms for solving recurrence systems. We will 
summarize the broadcast theorems in the next sec- 


They imply that FP, , which is a contradiction. 
Hence, Theorem 1 is proved. 


In Theorem 1, the tag bits denoting the par- 


titioning are the most significant log L bits. In Exons 
the following two theorems, we extend the result ie ee ee 
to any set of log L bits in the tag representation. eee vl Oates he neers: 


Theorems 10 and 11 of [4] describe certain 
broadcasting functions for small square submatrices 
of data. In this section, we are going to extend 
(s.n4d.)% Gy ee ee these results to 3-dimensional arrays, not neces- 

5 eas | = 


2 345% 6% 758% 910° sarily of equal size edges. 


Vevey an) | 
Je FS F110 We use the notation (k,x,y) <a,b,c> to denote 
(s.,d.): (a,a.a.a,a.a.a_a.a : element (k,x,y) of an axbxc array. Here O<k<a, 
J 4d Sige hcg ee eas bois O<x<b, O<y<c. Also (k,x,y) <a,b,c>-——»(*,x,y) 
<a,b,c> symbolizes the mapping of the element 


—1"2 3-456 7-8 9-10 
Assume there are log L underlined bits and (k,x,y¥) to elements (0,x,y), (1,x,y),.-.-(a-1,x,y). 


log M non-underlined bits. 


Let us look at (s, vty ) and (s, od, ) like the 
following: 


Yy¥ 97 3247 57 


Now we can show six extensions of the broad- 


Theorem 2 cast theorems. 


AgsGne- ali -the. sanderianed bits of (s,d) sat- For constant k and for all values of x and y: 


isfy an omega passable connection’ P,, and all the 
z oe L’ 1) Q + {(k,x,y) <a,b,c> ——> (*,x,y) <a,b,c>} 
non-underlined bits of (s,d) satisfy an omega pas- 


sable connection PM where k represents the total 2) Qe t {(k,x,y) <a,b,c> > (x,*,y) <b,a,c>} 
3) Q + {(k,x <a,b,c> ——> (x,y,*) <b,c,a>} 
numerical value of the underlined bits of s. Then abc ise i “ee 
{{s,d)} is passable by an omega network of size 4) ay + {(k,x,y) <a,b,c> ——> (y,x,*) <c,b,a>} 
c ; 
LMxLM. iff a>c 
5) Qa # {(k,x,y) <a,b,c> ——> (*,y,x) <a,c,b>} 
Proof: 
00 see [9]. 6). ie, # {(k,x,y) <a,b,c> ——> (y,*,x) <c,a,b>} 
+ | . 
Note that a connection can be a broadcasting func- These broadcast theorems are also essential 
tion, while a permutation cannot, i.e. a connec- in implementing the recurrence algorithms discus- 
tion can be one-to-many while a permutation mage sed in Section 4 and are some of the more important 


be one-to-one. 
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_ properties of the omega network. They will not be 
proved here. However, proofs can be found in [9]. 


Psuedo Compilation of Code for 

Simulation of Parallel Architecture 

In order to evaluate the true ‘effectiveness 
of a parallel architecture, we must hypothesize a 
compiler capable of compiling ordinary programs 
into code which most effectively utilizes the ar- 
chitecture, especially the data alignment capabili- 
ties. The resulting code could then be simulated 
_ and the important performance measures determined. 
This is one of the goals of an ongoing effort at 
the University of Illinois. A Program Analyzer 
has been implemented which accepts Fortran source 
programs, and by detailed analysis of the control 
and data dependencies it produces a highly paral- 
lelized version of the original program (see [10]). 
Next, this parallelized version is input to another 
program, the Resource Request Generator (RRG), 
which attempts to compile the parallelized program 
into simulatable code. This pseudo compilation | 
is done. based on the capabilities of the architec- 
ture to be studied, including the type of inter- 
connection network. Finally, the output of the 
RRG is input to a simulator capable of simulating 
a wide variety of architectures. The Program An- 
alyzer is described elsewhere [10] and we will not 
discuss it here. In this section we will briefly 
describe the RRG. 


The most easily recognizable form of paral- 
lelism is typified vee a matrix addition shown be- 
low. 


DO 10 I=1,N 
DO 10 J=1,M. 
10 A(I,J)=B(I,J)+C(1,J) 


The Program Analyzer will determine that 

- there are no restrictions on how this computation 
can be 'sliced'. The addition can proceed by rows, 
by column, or in fact, the elements of the resul- 
tant matrix can be computed in virtually any order. 
The task of the RRG is to decide on the best way | 
to slice this computation based on the size of the 
matrices, the number of available processors, the 
matrix storage scheme, and the type of alignment 
network. Various aspects of this problem are dis- 
cussed in the literature. For example, Budnik and 
Kuck [11] and Lawrie [4] discussed ways of organiz-— 
ing the memories to allow conflict-free access to 
various slices of arrays. Linear skewing is a 
standard technique. However, the data output will 
sometimes form a p-ordered vector, which cannot be 
unscrambled by means of a simple shifter. Lawrie 
[4] discussed the alignment requirements for some 
of the most common types of array access. 


The parallelism in other computations may not 
be so obvious. Consider for Saampite the computa- 
tion: shown below. 


DO 10 I=1,N 
10 X(I)=A(I)*X(I-1) +B (I) 


This is an example of what we call a recur- 
rence computation. Special techniques must be used 
to perform such a computation on a parallel. proces~ 
sor in order to maintain reasonable performance. 
Kogge and Stone [12], Heller [13] and Chen and Kuck 
[14] have shown various algorithms which can be 
used to speed up such computations. However, we 
will not discuss all of these techniques heres 
Suffice to say that the Program Ana.yzer detects 
such computations, and offers the REG a variety of 
options for their solutions. 


The adaptation of a computation onto a par- 
allel processor must be tailored according to the 
limited number of available connections of the 
alignment network to minimize alignment time. In 


the extreme cases, the alignment network may have 


only a limited number of connections (like the 

Illiac IV shifter or a one-stage perfect shuffle 
network). To obtain any general permutation, the 
network has to be recycled many times. For exam- 


- ple, a one-stage perfect shuffle network may re- 


quire O(N) alignment steps before we can start on 
a processing step. By carefully rearranging some 
of the operation sequences in normal algorithms 
and by assigning intermediate storage patterns in 
a deliberate fashion, we can sometimes reduce the 
number of alignment operations per processing step 
down to a constant (not dependent on N). : 


A good example is matrix multiplication. A 
Fortran code section that performs matrix multi- 
plication is as follows: 


DO 10 I=1,N 
DO 10 J=1,N 
DO 10 K=1,N 
10 A(I,J)=A(1I,J)+B(1I,K) *C(K,J) 


Notice the obvious parallelism in the I and- 
J indices, but that the K index involves a recur- 
rence. Assuming the number of processors is small 


compared to n?, an efficient way to perform the 
calculation would be to compile the product by col- 
umns (parallel on I), or by rows (parallel on J) 

as shown below. 


DO 10 I=1,N 
DO 10 K=1,N 
10 A(I,*)=A(L,*)+B(I,K)*C(K,*) 
This algorithm will require 0(N2) shifts to 
align the operand matrices. A one~stage perfect 


shuffle network simulating an omega network will 
take log N steps per shift, and the Tiliac IV type 
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of switch will take O(N) ak per shift es the — 


average. So a total of on? log N) or O(N 2 Ay) 
routing steps are required for matrix multiplica- 
tion. However, using Algorithm 1 which follows, 


we need only 0(N7) steps. This algorithm can use 
either a one-stage perfect shuffle network or an 
Illiac IV type of switch. 


Assume we want to multiply two matrices B 
and C to form A and that they are all of size NxN. 
The first method uses N processors and requires 
that the storage scheme for the matrices be 1-skew 
and l-skip. 
2. Each processor will have a corresponding mem- 
ory from which it can fetch data. Any data a pro- 
cessor wants but not in its own memory will have 
to be routed from the other processors. This al- 
gorithm also calculates the relative address (RA) 
for each array it references. 


Each processor has a wired-in processor 
port number, PPN (0<PPN<N-1). T is a temporary 


array. 
Algorithm 1 
for IC = 0 to N-1 do 
fetch B(RA=IC) into Rl 
IR <-— (PPN-IC) mod N 
for IT = 0 to N-1 do 
fetch C(RA = IR) into R2 
R3 <-- R1*R2 
G-permute IR 
store T(RA=(PPN-IR)mod N) from R3 
G-permute Rl 
end 
Rl <-- 0 
for IT = 0 to N-1 do- 
fetch T(RA=IR) into R2 
Rl <-- Rl + R2 
G-permute R1 
G-permute IR 
end 


store A (RA=IC) from Rl 
end 


Algorithm 1 depends on the ability of the 
alignment network to do a 'G-permutation'. Defini- 
tion: A ee is defined as a permutation 
G such that G, G G ,...G are distinct and form 
a group with G 7. the identity permutation. 


Every G permutation can be uniquely repre- 
sented as a cycle (i ota Ay Dv where G(i, )= iy; 
G(4, )= =i,--G(iy p= =i. 


Two obvious G-permutations are the +1: shift 
permutation and the -1 shift permutation. In gen- 
eral, +k shift and -k shift permurartons will be 


ti 
G” implies i consecutive applications of the per~ 


mutation G to the input set. 


 G-permutations if k is relatively prime to N. 


The storage pattern is shown in Figure 
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Some nonshifting G-permutations can be found using 
a perfect shuffle based permutation. The G-permu- 
tations have a general form of: 


G(i) = 
where b(i) = 
and b(i) = 


[2i+tb (i) ]mod N 7 
b(itN/2) ¥ i=0 iio 1 
OorlV¥i 


A list of all {b(i),i=0....N/2-1} that will 
give G-permutations for N=4 and 8 and the corres- 
ponding G-permutations are listed in Table l. 


Size G-permutation 
4 (0 13 2) 
8 (0137652 4) 


(012537 6 4) 


Table 1 


The significance of this result is that for 
certain one stage networks, if there exists a G- 
permutation, then each intermediate routing will 
take only 0(1) time instead of O(log N) time or 
O(YN) time. This greatly reduces the alignment 
time for the system. 


The RRG uses results like these to produce 
code which effectively utilizes a given architec- 
ture. 


Experiments and Preliminary Results 


Over the next six to twelve months we will 
be conducting experiments to determine the real 
effectiveness of various array processor architec- 
turals. In this section we will describe the de- 
sign of these experiments and present some prelim- 
inary results. 


The simulator can simulate essentially any 
architecture. Possibilities include systems com- 
posed of parallel processing elements, pipelined 
processors, or combinations of both, and various 
alignment networks and memory systems. The ar- 
chitecture may include one or more scalar proces- 
sors, control units, and I/0 subsystems. The 
simulation can proceed at various levels of detail, 
from a gross level where a group of processing 
elements forms a single system resource, to finer 
levels where even register usage is accounted for. 


The output of the simulator is a set of per- 
formance measures. One such measure is T , the 


time required for simulated execution of the pro- 
gram using p processors. Another measure is the 
speed factor, Fs which is defined as Ea In 


addition, the simulator calculates measures of the 
utilizations of various system resources. If the 
architecture is a SIMD multiprocessor, i.e. an 


array of processors, then the processor utiliza- 
tion is broken down into several separate utili- 
zations, UL» US, and Use First, Us the array 


duty cycle, is the percentage of time that at 

least one processor is performing a computation. 
However, whenever an array operation is being per- 
formed, only some of the processors may be actually 
doing useful work. This is measured by the slicing 
utilization, U.. For example, to.add two 30 ele- 


ment vectors together using 20 processors would re- 
quire two steps. The first step would form the 
first 20 sums and would use all 20 processors re- 
sulting in a slicing utilization, Us? of 1002. 


The second step would form the last 10 sums using 
only 10 processors and would result in U,=0%. 


The overall Ue would then be 75%. Finally, some 


processors are turned off because of IF statements 
in the original programs, and this is measured by 
Ure For example, assume that in the following 


program, 1/3 of the B(I) are less than zero: 
DO 10 I=1,30 
10 IF (B(I).GE.0) A(I)=A(1)+B(I) 


Then U,,=67%. Thus, using 20 processors on this 
program, Un might be 80%, e.g. because the proces- 


sors are waiting for memory access or data align- 
ment. Of this 80% of the time, only 75% of the 
processors could be used because of the difference 
between the number of processors and the array size 
(U=752), and of these 75% of the processors, only 


67% are turned on (U, p= 674). Thus, the total aver- 


age processor utilization, U,, is equal to UU *U le 


= 80%*752*67% = 40%. By separating the components 
of processor utilization in this way we can deter- 
mine the source of processor inefficiencies. 


Our initial experiments will deal with the 
effects of the following architectural parameters: 


1) The number of array processors, and the speed 
of the processors relative to the array memory 
system. Initially, the processors will be re- 
stricted to a single group of processors opera- 
ting from a single instruction stream (SIMD). 


2) The presence or absence of an independent 
scalar processor and/or memory. The absence of 
a scalar processor forces scalar operations to 
be performed by the array processors. 


3) The memory system, including the array storage 
scheme (1-skew, etc.), and the number of mem- 
ories(power of two or prime). 


4) The type of alignment network: 
a) crossbar 

b) omega network 

c) +1,+/p shifter (Illiac IV) 


These parameters will be studied for a large 
variety of application programs, and in addition 
the size of the application programs (i.e. the ar- 
ray sizes) will be varied in order to produce fam- 
ilies of performance figures. | 


The tables below present some preliminary re- 
restits of experiments on three programs. We would 
like to stress at this point that these results are 
preliminary. The three programs can hardly be con- 
strued as representative of any large population 
of applications. The first program, ADVV, is a 4- 
point relaxation scheme. ADVV was chosen because 
of its highly parallel nature. The second program, 
ELMBAK, forms the eigenvectors of a real matrix by 
back transforming those of the corresponding upper 
Hessenberg matrix. ELMBAK is reasonably complicat- 
ed, but has no recurrences. The third program, 
SLEQ1, is a Gauss-Jordan reduction program. SLEQ1 
was chosen because it contains a representative 
recurrence relation. We present the results of 
these three programs only as an indication of the 
types of results we expect from our experiments. 


Table 2 shows the speed factor, F=T,/T» 
and processor utilization Uy using 16 processors, 
17 memories, a crossbar alignment network, skewed 
storage, and separate scalar processor and memory. 
The results are presented as a function of N, the 
data array sizes. Notice for ADVV the speed fac- 
tor quickly approaches the maximum value of 16. 
Processor utilization ranges from 43% to 71%. The 
result for N=16 indicates that U. = 70% (U .=100% 


since N=p=16 and for ADV, U,_=1002). Thus, the 


processors are only busy 70% of the time due to 
non-perfect overlap of array processor operations 
with alignment, memory, and scalar operations. 
However, the speed factor is 16 which would indi- 
cate a similar degree of non-perfect overlap in a 
comparable serial processor. The other programs 
ELMBAK and SLEQ]1 indicate much lower speed factors 
and utilizations. SLEQ] contains recurrences, 
which are handled in parallel but much less effi- 
ciently than the pure vector operations in ADVV. 
Notice, however, that even though SLEQ1 contains a 
recurrence, the speed factor of 14.5 is very close 
to the maximum of 16 when N is 60. We believe it 
is significant that we are able to handle recur- 
rences this well. 


The reason the ELMBAK results are so low il- 
lustrates an interesting situation. At the present 
time programs are compiled into three address vec- 
tor or scalar instructions. If the vectors are of 
sufficient length, then an implicit loop is estab- 
lished in order to cycle the processors, memories, 
etc. a sufficient number of times. Within this 
implicit loop there is usually overlap between pro- 
cessor, alignment and memory operations. However, 
between separate vector instructions, there is no 
overlap. Thus, one instruction must finish before 
the next starts. This is what causes the low 
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N=10 N= 16 N= 40 N= 60 N= 100 


9.7, 43% 16.0, 70% {14.1, 62% {15.9, 70% 116.2, 71% 
8.0, 324 | 9.6, 39% 
psu fs 14% 6.8, 21% | 9.6, 30% |14.5, 452 = 


Table 2. Speed (Fi 6) and processor utilization (U,,) using 16 pro- 


Program 


ELMBAK |2.0, 62 


cessors, 17 memories (cf [11]), crossbar alignment network and skewed 
storage. N is the data array size . 


Crossbar Omega Illiac IV 
Program Straight Skewed Straight Skewed Straight Skewed 
ADVV 1416 1416 1416 1416 1384 
(9.7) (9.7) (9.7) (9.7) (9.9) 
ELMBAK 1760 1760 1760 1760 1282 
(9.0) (2.0) (2.0) (2.0) (2.8) 
SLEQ1 2636 2636 2636 2636 ke fe 
(4.5) (4.5) (4.5) (4.5) 


*SLEQ1 contains recurrences which we have not yet programmed on Illiac type intercon- 
nections. 


Table 3. Execution time, Tp, and speed factor (Fp ) using various alignment networks 


and skewing schemes. (p=16). 
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figures for ELMBAK. This indicates to us that it 

is important to design the vector instructions and 
control unit so that different vector instructions 
overlap each other. . 


It is also interesting to note that E and 
U, continue to increase with N for both ELMBAK and 
SLEQ1. This is due to increased overlap of opera- 
tions within the implied loops of vector instruc~ 
tions and, in SLEQ1, more efficient recurrence al- 
gorithms which are used when N is sufficiently 
larger than the number of processors. 


Table 3 indicates the effectiveness of vari- 
ous alignment networks and skewing schemes. As we 
can see, the crossbar and omega networks performed 
equally well. The Illiac network performed some- 
what better, at least for ADVV and ELMBAK. This is 
due to two facts. First, the Illiac network was 
set to operate four times faster than the other 
networks. This reflects the difference in the com- 
plexity of the networks. Second, we were able to 
"compile" the programs using very simple alignment 
requirements which could be easily handled by all 
three networks. The lack of difference between 
straight storage and skewed storage is also a 
reflection of this second point. We were able 
to compile the programs so they only needed ac- 
cess to rows, and thus they do not benefit from 
skewed storage. However, we do not believe this 
result will hold for larger, more complicated pro- 
grams. 


Table 4 illustrates another interesting re- 
sult. One question which continually plagues ma- 
chine designers concerns the relative speed of the 
memory and processor. Should the memory be the 
same speed as the processor, twice as fast, or 
three times as fast? The answer depends on many 
things: the design of the machine instructions, » 
the size of arithmetic expressions in the source 
program, etc. Table 4 shows the execution time, 
es processor utilization Up for three differ- 


ent cases. In column 1, the processor array, 
alignment network, and memory all have the same 
cycle time. In column 2, the alignment network 
alone has been made twice as fast. There is very 
little difference between columns 1 and 2. This is 
because the faster crossbar switch is only effec- 
tive when data alignments are required in the ab- 
sence of memory accesses. None of these three 
programs required such alignment. The small dif- 
ference present between columns 1 and 2 simply. 
represents a shorter overall time for a "short" 
vector operation in the absence of inter-instruc- 
tion overlap. 


Column 3 of Table 4 corresponds to a machine 
whose alignment network and memories are twice as 
fast as the processor arrav. 
ment in T 


is noticeable but not significant. This 


is because ADVV has relatively large expressions in 


the source program so the ratio of memory to pro- 
cessor operations is close to i:1. Thus ADVV does 


for several reasons. 


For ADVV, the improve- 


not need a very fast memory. For ELMBAK and SLEQ1 
however, the improvement in T is more significant... 


Pp : 
This would indicate that, at least for these pro- 
grams, the faster memory might be cost effective. | 


Table 5 shows the effectiveness of an inde- 
pendent scalar processor and scalar memory on a 


Also included in the table are the utilizations of 
scalar memory and scalar processor respectively. 

A scalar processor and memory should be effective 
First, without a scalar mem- 
ory, when a scalar is being broadcast over all ele- 
ments of an array, the scalar operand would have 

to be fetched from the array memory and aligned 
(broadcast). This constitutes wasteful use of the 
array memory. Second, the use of both scalar mem- 
ory and processor would allow some scalar operation 
to be done simultaneously with array operations. 
Thus we would be able to overlap or mask out cer- 
tain truckulent serial operations in the program. 


In Table 5 we can see that the scalar proces- 
sor causes no improvement in on and the scalar mem- 


ory results in only marginal improvement, even 
though both are utilized to some extent. However, 


we believe that our "compiler" can be improved so 
as to utilize the scalar hardware more effectively. 


This will involve improving the inter-instruction 
overlap and more accurate accounting for such 
things as subscript calculation. 


Conciusion 


In this paper we have presented an overview 
of our efforts to evaluate high speed computer ar- 
chitectures in an environment of real programs. 
This has involved a number of separate efforts. 
First, a program Analyzer described elsewhere (c.f. 
{10]) was developed which can analyze a program and 
allow us to restructure the program so it can more 
effectively utilize a given architecture. Second, 
we investigated the capabilities of various align- 
ment networks and designed algorithms which could 
utilize these capabilities. Finally, we developed 
a simulator to test our theories. We believe that 
by using these tools we will be able to answer some 
long standing questions about the design and effec- 
tiveness of high speed computers. 
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LAU SYSTEM ARCHITECTURE : 


A PARALLEL DATA-DRIVEN 


PROCESSOR BASED ON SINGLE ASSIGNMENT 


by 


A. Plas, et al”, Université de Toulouse, France 


Abstract -- This paper presents the architectu- 
re of a data driven processor interpreting a high 
level machine language. 

This language is based on single assignment which 
allows a natural description of maximal paralle- 
lism in the program. The basic control mechanisms 
of a data directed execution are briefly descri- 
bed. The way they are implemented is stressed, 
principally for the control unit which replaces 
the program counter and related controls of a 
conventional Von Neumann machine. 

Finally, simulation results, taken from a set of 
programs run on the LAU system are given and eva- 
luated. 


Introduction 


This paper deals with a parallel computer archi- 
tecture based on data directed execution and sin- 
gle assignment language. Single assignment natu- 
rally implies a maximal parallelism description 
of problems. First, a machine language is descri- 
bed, and some general aspects on the global para- 
llel architecture are given. The following sec- 
tions of the paper present the outlines of an exe- 
cution processor composed of three main units, 
each of them being described to understand the 
basic nardware mechanisms replacing a conventional 
control unit and allowing a fully parallel, data 
driven interpretation of instructions. 

A compiler of a high level language and a simula- 
tor have been designed. The last section presents 
the simulation results and gives some performances 
compared to sequential executions for sample 
programs. 


Basic software features 


The processor described in this paper, inter- 
prets a single assignment machine language. The 
object code is produced by a compiler from a high 
level single assignment language : LAU, [)], [2]. 
The single assignment rule states that an object 
(we prefer "object" than "variable" to denote the 
data entities defined by the programmer) may be - 
assigned at most once during the "program life" 
(33,(41,(5],f6),(7]. Any assignment statement can be 
represented by : 


g@ = £(1) f : operation code 
I = (11,12 ... In) : input set 
@ = (01,02 ... Or) : output set 


(x) Research supported under contract SESORI 
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ONERA - CERT, Toulouse, G. Durrieu, A. Plas, 
Université Paul Sabatier, Toulouse. | 
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If one makes a program obeying this semantic 
rule on data objects, then one has naturally 
expressed the data dependencies between the pro- 
gram statements, in a deterministic way. Given the 
fact that, once computed, an object value is uni- 
que and will not change any longer, then a new 
type of statement sequencing and execution is 
allowed : 

- A statement is claimed "ready for execution" as 
soon as its operands have their values. 
- It can be actually executed at any time later. 

Once executed, the above statement produces 
values to output objects and will have to propa- 
gate that knowledge to other statements using 9, 
or part of it, as operands. The fairly simple 
example listed below shows this new sequencing 
mechanism. 


A=2 $1 

C=A-B S2 

D=A+B S3 

E=A-4; S4 

F=(CxD) / (AxB) S5 

G=(C-D)/E S6 

H=Bx(A+1) S7 

L=Ex%(A/2+H) S8 

B=10 S9 
At first step of execution : S1//S9 (one or both 

of them) 

At second step of execution : $2//83//S4//S7 
At third step of execution : S$5//S6//S8 
Execution sequence : (S1//S9),(S2//S3//S4//S7) 


(S5//S6//S8) 
Other possible sequence : (S1),(S9//S4),(S2//S3), 
(S5//S6//S7) 3; (€S8) 


Data dependencies can also be represented by the 
following data flow graph. 


Fig 1 : Single assignment programming example. 


All instructions, despite of their syntax, must 
be considered as assignment instructions. In order 
to enlighten this point, we now define first the 
general data and instruction formats. Then, the 
concept of Data Production Set is defined toge- 
ther with the different primitive operations . 
acting on it. 

After that we shall give, for Back type of inst 
tructions, 

- its syntax 

- its semantic definition using the concept of 7 
Data Production Set (DPS) - 

- its execution using the primitive operations on 
the Data Production Sets (DPS). 


General instruction and data formats 


The general instruction format is composed of a 
result address, an operation code, two operand 
addresses and three control tag bits. 


Fig 2 : General Instruction Format 


The three control tag bits CiO Cil Ci2 denote the 

state of the instruction. Cil and Ci2 tell whether 
the two operands OP! and OP2 are "known" or not. 

The third one tells about the environment control 
of the instruction (due to the possible nesting 

of the instruction within a DPS). This bit is set 
by the control instructions. An instruction will 

' be executable, or "ready" when the three control 


tag bits match the 111 value. 
"The general data format is the following : 

An data object is composed of two kinds of 
fields : - a conventional value field 


~ several propagation fields 
- a control tag bit. 


value link] link2 


Fig 3 : General data format 


Propagation fields are linkl, and link2. This 
means that instructions at addresses link] and 
link2 use the operand. A bit, in link address, 
denotes if it is a right or left operand. Addi- 
tionnal links may be placed in the following 
words, if more than two instructions use the ope- 
rand (compilation of real programs has shown that 
the average number af links is approximately two). 
The tag bit Cd denotes whether the data has been 
calculated or not. The lack of register addres- 
sing certainly implies a larger memory use of 
temporary data. However, the instruction execu- 
tion does not depend on the processor's type or 
number, which will make the architecture comple- 
tely modular and asynchronous. Only the operation 
code will be possibly used to drive a ready ins- 
truction on to a functional processor. 


The concept of Data Production Set (DPS) 


A DPS is defined as a couple of 
~ a set of instructions, I> 
- a set of data objects, 0. 


Any instruction will be completely defined by 

- one or more DPSs_ | 

- how.it will operate on its DPSs. 

The different operations on DPSs are now given. 
They will be implemented in the Control Part of 
the processor structure and are considered as 
basic control pEpeirrves by the different instruc~. 
tions. 7 


Basic control primitives 


The four following primitives will act either 
on the I part or on the O part of a DPS, by acti- 
vating or updating instructions tag bits, or by 
checking or updating data tag bits 


Pl : SET TAG BITS (CiO, A, L). 


This primitive sets to 1 the CiO tag bit from ad- 
dress A, of length L. (Activation of a DPS). 


P2 : SET TAG BITS (Cil, Ci2, Al, A2, L) 


This primitive sets the control tag bits Cil and 
Ci2, with a boolean mask (built at compile time 
and stored at address Al), from address A2, of 
length L. This mechanism permits to clear the con- 
trol tag bits when instructions are executed more 
than once (DPS. clearing): 


P3 : CHECK TAG BITS (Cd, Al, A2, A3) 


This primitive checks the value of Cd from address 
Al to address A2 and propagates, when all bits 
match '1' value, the event "end of checking" at 
address A3. This mechanism permits to know the end 
of a DPS activation (DPS termination). 7 


P4 : MASK TAG BITS (Cd, Al, A2, L) 


This primitive sets tag bits Cd, with a boolean 
mask (built at compile time and stored at address 
Al), from address A2, of length L. This mechanism 
permits to initialize the Cd bits of the object 
part of a DPS (starting at A2, of length L). 

We now come to the different instructions of the 
machine language. 


Computational instructions 


Their syntax is exactly given by Fig. 2. They 
are semantically defined by a simple DPS. For 
example, C=A-B is implemented by the following 


ins tructi on <- 


The DPS created is composed of 
- I: this instruction 


= O.-2 3G 


The execution of a computational instruction con- 
Sists of : | 
1. reading OP1, OP2 
2. performing £ (OPI, OP2) 
3. writing RES = f£ (OPI, OP2) 
4. propagating the result by updating the tag 
bit Cil or Ci2 of instructions using RES, 
by means of linkl, link2 ... 
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5. setting the tag bit Cd corresponding to RES. 
Control instructions 


These instructions are close to the high level 
language. 


ACT instruction : it operates on one DPS, and 
controls its execution. ACT makes use of : 


P4 : DPS clearing (0 control part initialization) 
Pl. : DPS activation (I control part activation) 
P3 : DPS checking (for DPS termination). 


LOOP instruction : the general iteration process 
is expressed by the LOOP statement in the high 
level language, and by a set of machine instruc- 
tions. We first give an idea of the semantics of 
the LOOP statement, and then we shall explicit 
its execution in terms of DPSs and primitives. 


NEW 
Loop header 


Example of LOOP statement 


(computation of factorial) 


LOOP L 
OUT: FACT; whitin the LOOP, 
FACT denotes NEW 
FACT 
LOCAL: I; 
(START) : FACT=1;I=1;L=GO; 
(GO):I=OLD I+1; 
CASE(OLD I>N):STOP 
LOOP L; 
(ELSE): FACT= 
OLD FACT#OLD I;; 
END CASE; 
END LOOP L; 


OUT Values 


Fig 4 : LOOP statement and associated control 
structure 


Each object X declared in { our} u { Locan } 


section is split into 3 objects : OLD X will refer 
to the previous value of X, for the current itera- 
tion. NEW X, or simply X, will be the object com- 
puted by the current iteration. OUT X or X is the 
actual value of X as assigned by the LOOP state- 
ment. A LOOP Control event is first set to START, 
and is assigned at each iteration. The Loop Header 
is then activated and will activate itself the 

DPS corresponding to the value of the Loop event 
given by the previous DPS activation. When acti- 
vated,a DPS produces the NEW objects values, then 
gives control back to the Loop Header. A special 
STOP value given to the Loop event will be inter- 
preted by the Loop Header as the activation of a 
special implicit DPS STOP which will assign the 
OUT objects (actual objects computed by the Loop 
statement). 

As far as its implementation is concerned, the 
Loop statement may be represented by the follo- 
wing algorithm : | 

| - The START DPS is activated by an ACT instruc~ 
tion ; the NEW objects receive their values. 

2 ~ A SWITCH DPS is then activated, pushing the 
NEW values into the OLD values. 

3 - The LOOP instruction is executed. Depending 
upon the loop event value, it activates either a 


user defined DPS, or the STOP DPS. An activated 
user defined DPS will in turn activate the SWITCH 


-DPS as in step 2, and the iteration process goes 


on. 
ACT F\A 
DPS NEW 
Yavl 
aid Values 
CHECK (Cd,A4A2, As) Az 
Au 
CHECK (cd, Aa, AS, Ae OLO 
Valuas 
As 


switch 


Fig 5 : LOOP internal mechanisms 


CASE instruction : The CASE instruction, when all 
booleans are calculated, activates the DPS corres- 
ponding to the TRUE boolean and forces the produc— 
tion of objects which are not calculated. 
The sequence of primitives is : 

le. 3P 

2. P4 


Exemple of CASE programming 


CASE X 
(X=0) :Y=2 
(X=1):Y= 
(X>1):Y=4 
(ELSE) : Z= 

END CASE ; 


9 


; 
; 
32=33 
1 


Fig 6 : CASE statement mechanism 


EXPAND statement : The body of Expand forms a DPS. 
As each iteration is independent from the others, 
we can execute several such DPSs concurrently. The 
number of copies is static, but can be fixed by 
the programmer, according to the level of para- 
llelism he wishes. An ACT instruction is associa- 
ted with each copy. The EXPAND mechanism splits 
into two instructions : STEXP (START EXPAND) and 
EXP (EXPAND). There is one instruction STEXP, and 
n EXP instructions, according to the number of 
copies. The STEXP is an initialization instruc-— 
tion,i.e.,it initializes the index of each copy, 
activates the corresponding EXP instruction and 
checks for the end of the n copies. 

The EXP instruction controls its own copy ;: it 
first clears the control tag bits Cil Ci2 by 

means of (P2), increments and tests the current 
index, and activates the ACT instruction (if the 
index is less than the upper bound) associated 

to the copy. 


Example of EXPAND programming 


EXPAND I=A STEP B TO N: 
TAB (1) =X+I1; 
END EXPAND; 


ACT 


IndivecE 
alfectafion 
[of TABC (12) 


Fig 7: 


EXPAND mechanism 


CALL Statement : The body of the procedure is a 
DPS with inputs and outputs which are formal para- 
meters. Several copies of the procedure are gene- 
rated by the compiler on the request of the pro- 
grammer. A header, associated with the procedure, 
manages the calls. 
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When actual input parameters are calculated, the 
CALL instruction becomes executable and looks for 
an idle copy by means of the header. If there is 
one, formal parameters are assigned with actual 
parameters and the copy is activated by the ACT 
instruction corresponding ; if there is no idle 
copy, the CALL instruction is put into a waiting 
queue. 

A RETURN Instruction, when all outputs of the 
copy are calculated, is activated. It tests the 
content of the queue, and if there is a waiting 
CALL, releases it. 

This mechanism can be extended to non standard 
objects. The synchronization algorithm, given by 
the programmer, can be described in the header of 
the object and executed at every access to the 
object. 


ACT ACT 
Copy 4 7 e « [Copy 4 
ou! pvuls ov! puls 


pero = 


Fig 8 : CALL and RETURN Instructions 


The general architecture 


The processor now described takes place in a 
greater architecture and is only the execution 
part of the system. We give here a brief accoun 
of the general architecture. ’ 
(See Fig. 7). 


The peripheral processors deal with peripheral 
devices. The secondary storage holds all of the 
programs users. They are managed by the Job 
Supervisor which knows which are the programs 
actually running together on the machine. | 
Programs are divided into a set of tasks by the 
compiler. These tasks are loaded into an execution 
processor on the request of the Scheduler contai- 
ned in the Job Supervisor. © 


Rervipheral Job 


S econdary 


Froceasor| jSupervisoy 


Commonicafion [nal work 


PA eo + e Pw 


Fig 9 : General architecture 


The execution processors are independent and 
are managed by the Task Supervisor which knows 
the state of each processor and informs the Job 
Supervisor which tasks must be swapped. This 
architecture allows three levels of parallelism : 

- between the different programs (concurrent 

programming) 

- between the different tasks (inter task para- 

lle lism) 

- between the instructions within a task 

(elementary actions). 
Now we shall insist on the last kind of paralle- 
lism provided naturally by single assignment. 


The processor structure 


The processor is composed of three units 
- the local memory 
- the execution unit 
- the control unit. 


The local memory subsystem 


The memory contains one or several tasks at a 
given time. Each task 1s composed of two parts 
instructions and data, and can be considered as a 
DPS. A task is loaded when its inputs are known. 
The task will be said terminated when all its 
outputs are known (calculated or no longer calcu- 
lated). Since the number of memory accesses is of 
great 1lmportance this memory has been divided 
into several interleaved banks managed by a 
Memory Control Unit (MCU). 
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The MCU controls all memory accesses coming from 
the Execution Unit and the Control Unit. Memory 
conflicts are solved using a priority mechanism. 
The MCU dispatches the information coming from 
memory towards the right unit. 


local WMawmovry 


Subsyslem 


Confrol 


om 


| 
| 
| 
| 
| 


Faso thas ec aa cae ee pte NS ot es eee ae engl 


On eee 


Fig 10 : The processor structure 


The control unit (CU) 


This unit is the truly original part of the 
processor. It implements the typical sequencing 
mechanisms of a data driven execution. It holds 
the control which indicates the state of the 
machine (instruction and data). Two memories hold 
the control bits Cd and (CiO, Cil, Ci2). 

The Instruction Control Memory (ICM) contains the 
instruction control tag bits (CiO Cil Ci2). 

The Data Control Memory (DCM) contains the data 
control tag bits (Cd). 


posed of n three bit wide words, where n is the 
length of local memory. A word at address x is 
associated with a word in local memory, becomes 
executable when the three bits match the '111' 
configuration. Two devices act on this memory. 

~ The ICM Updater Processor (ICMUP) modifies 
the contents of the ICM by executing the func- 
tions sent by the Execution Unit. The ICMUP can 
set any of the three bits CiO Cil Ci2 without 
modifying the others. 


A2, A3). 


This needs two accesses to the ICM : the informa- 
tion is read from the memory, modified in the 
ICMUP and finally written back into the memory. 
The ICMUP can perform several logic operations 
(OR, AND) between the informations received from 
the bus and the information read from the ICM. 


Fig 11 : The control unit. 


~ The Instruction Fetch Processor (IFP) checks 
for ready instructions. This processor has an 
associative access to the ICM (ICM is a content 
adressable memory). When finding the '111' confi- 
guration it sends the corresponding address to 
the MCU and asks the ICMUP to write the 'O11' 
value in the word matching '111'. (Not to find 
again the ready instruction). The MCU reads the 
ready instruction from the local memory and sends 
it to the Execution Unit. IFP has a lower priority 
than ICMUP, as far as ICM accesses are concerned. 


memory of length n. Cd see to 1 at address x 

means that the datum, at address x in the local 
memory, is calculated or will never be calculated. 
Like the ICM, the ICM is associated with two devi- 
ces acting on it. 


- The DCM Updater Processor (DCMUP). Its role 
is the same that the ICMUP, i.e. it executes, on 
DCM, the updating functions sent by the Execution 
Unit. 


- The Check Processor (CP). This device execu- 
tes the Primitive (P3) : CHECK TAG BITS (Cd, Al, 
It checks the DCM from address Al to 
address A2. If all Cd bits are '1', it asks the 
ICMUP to write the '111' configuration at address 
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A3, i.e. its make the associated instruction exe- 
cutable. If a Cd bit is not '1', the DCMUP pushes 
the Primitive into a waiting queue and releases 
another primitive of the queue for execution. 


The Execution Unit. 


The Execution Unit is multi-pipeline unit. 
Due to the data driven control, ready instruc- 
tions are independent, so the computation power 
may be split into several asynchronous units, 
each of them being able to execute ready instruc- 
tions in parallel. This unit is composed of three 
parts : 

- A decoder 

- An Arithmetic Execution Unit (AU) 

- A €ontrol Execution Unit (CEU) 


The decoder dispatches ready instructions towards 
the right Unit. It works on a buffer which con- 
tains instructions. This buffer is supplied with 
instructions by the MCU on the request of the IFP. 
The IFP has a variable priority to access local 
memory, this priority is managed by the decoder. 
When the content of the ready instruction buffer 
is greater than an upper bound the priority of 
IFP is decreased ; if the buffer is full, IFP is 
stopped. This decoder analyzes the first bits of 
the operation code and sends the instruction to 
AU or CEU. 


The Arithmetic execution unit _ (AU) : This unit 
comprises several subunits 

- floating point execution unit. 

- fixed point execution unit. 

- vector execution unit. 
To improve parallelism, there may be several 
identical subunits. Pipelining floating point 
and vector units is also a good means to improve 
concurrency because pipeline mode of execution 
is well adapted in a data-driven processor. Since 
no dependency exists between ready instructions, 
these instructions may enter the pipeline in any 
order and they will certainly deliver a result. 
Hence all precedence conflicts are suppressed, 
and so are the gaps caused by conditional jumping 
for the simple reason there is no branching ins- 
truction. 
An updater is associated with the Arithmetic Unit. 
It executes the steps 4 and 5 of the execution : 
when the result is calculated, the updater recei- 
ves link] and link2 from memory, and acts on the 
control unit to update the corresponding tag bits. 


The control execution unit (CEU) : The CEU is 
divided into independent functional subunits. 
Each subunit performs a control instruction. 

We can find the LOOP, CASE, EXPAND, CALL, ACT 
subunits. As in the AU, a subunit may be dupli- 
cated to improve parallelism. It may be the case 
of EXP subunit, because there are always several 
EXP instructions concurrently executable in the 
task. 


Performance —- Simulation 


Parallelism achievable in the processor depends 
on the power of the execution unit (number of 
operators), but it also depends on the level of 
parallelism we can find in programs. Simulation 
has shown that most of programs contain paralle- 
lism (see simulation results). The programmer may 
adjust the level of parallelism by changing the 
number of copies (EXPAND instructions) generated 
at compile time. 

A simulator of the processor has been designed. 
It makes use of parallel processes facilities 
offered by a software system built formerly. 

Each elementary unit described in the paper is an 
asynchronous process. This simulator works on 
real programs generated by a compiler, from the 
high level single assignment language. The simu- 
lator shows us, by comparison with real sequen- 
tial machines, that performances are good if the 
level of parallelism is great enough,(that is the 
case of many programs), 
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Due to constraints imposed by our computer faci- 
lity, the simulator allows no more than 12 A.U 
processors and 8 Control processors. 

The standard implicit values for the different 
parameters of the simulated LAU system are the 
following : 

- Control Unit subsystem : Instructions (CO Cl 
C2): One memory bank, 50 ns cycle timeyData (Cd) : 
one memory bank, 50 ns cycle time. One checker 
processor. 

- Memory subsystem : 4 banks, 500 ns cycle time, 
100 ns manager cycle time. 

- Processing subsystem : 12 AU processors, 2 EXP 
»CASE, LOOP ,ACT processors. Typical add time : 

100 ns. 

This LAU system corresponds to "STDOO" simula- 
tions. 34 other configurations have been taken to 
measure the influence of the LAU architecture on 
program execution, some of them being listed on 
Fig 12. About 50 programs have been executed for 
every configuration. Only partial results can be 
shown here, however they may give an idea of the 
overall performance of the LAU system. 
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Fig 12 : Part of configurations list for LAU system simulation. 


NO 


Evaluation of the EXPAND statement Fig 13 shows 
execution times for two programs. SMEX is an 
EXPAND statements whose body consists of one 
array element instruction, BGEX is an EXPAND sta- 
tement whose body contains 22 instructions. 

Fig 14 - 15 give the parallelism observed in the 
machine. 
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Fig 13 : SMEX and. BGEX executions. 


These results show that :; 

- In SMEX, overhead is very important, and the 
optimal expansion degree is nearly 6. A higher 
degree makes object code too big and correspon- 
ding execution not faster than expected. Paralle- 
lism is interesting for SMEX 8 (3), SMEX 12 (6), 
but not for SMEX 16 (8). | 

- In BGEX, there is much more "good" paralle- 
lism. The larger the object code, the more para- 


llel execution is, but some factors must be taken | 


into account : First, the length of object code 
becomes important for degrees of expansion larger 
than 8 or 12. Secondly, the processing subsystem 
is saturated beyond 8 parallel expansions, and 
increasing the expansion degree is no more useful 
for the configurations chosen. 
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STD2 of program BGEX (12). 


- Program CARLXX simulation results. This program 


computes fi f(x) dx by the Monte Carlo method. 


Here £(x) = x2, 
For convenience, the random numbers ALEAX and 
ALEAY are put into two arrays at run time. 
The source program is as follows 
%/C/CLEAU/LS, LO,CM, XD, EX(4) 
PROGRAM CARLX040G 
DECLARE : 
ALEAX, ALEAY: ARRAY(0:15) OF INPUT; 
CARLO : ARRAY(0:15) OF INTEGER 
NX, INTEGRALE : INTEGER; 
XY,YC,11 :; INTEGER; 
DO: 
NX=15 
EXPAND I1 = O TO NX ; 
LOCAL : Y,YC,X 
X = ALEAX (11); 
Y = ALEAY (11); 
YC = Xxx; 
CARLO (I1) = (YC>Y); 
END EXPAND; 
INTEGRALE = VSUM(CARLO) / (NX+I) ; 
OUTPUT 1 ; INTEGRALE; 
END PROGRAM. 


By changing the expansion degree as declared in 
the compile command, 3 programs have been genera- 
ted CARLXO40G, CARLXO80G, CARLX160G. 

Fig 16 lists the static data for these programs. 


CARLX04 CARLX08 CARLX16 


Fig 16 : CARLXOG : Static data 


As far as dynamic data are concerned, the two 
curves below can summarize the behaviour of these 
programs, depending on the simulation parameters. 
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Fig 17 : Parallelism and relative execution times 
for STDOO simulation. 

Fig 17 shows that, despite a high degree of 

parallelism CARLX160G suffers from some conflicts 

in ressource sharing, Fig 18 confirms this remark 
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when we are interested in the different memory 
subsystem configurations. 
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Fig 18 : CARLX : Exec times versus 
Memory subsystem configuration. 


Other simulation results. Since our machine is 
not dedicated for a given application, we have 
experimented various programs such as sorting al- 
gorithms, pattern matching problems or mathemati- 
cal formulas. In Fig 19, PLAGOO denotes the 
Lagrange polynomial computation, TRIPO5 denotes a 
parallel sorting algorithm. PMAT30 is a 3x3 matrix 
multiply POLYOO is a polynom product. PAYEO2 is a 
program computing salaries and incomes in our 
company. 

Fig 19 shows the results for various executions 
and the corresponding times on a CII IRIS 80 
(similar to an IBM 370/445). 

Notice that source programs have been written 
without any optimization techniques (which will 
be used later). 
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Fig 19 : Other simulation results and compa- 
rison to sequential executions on 
CII IRIS 80. 


Conclusion. Though a great deal of work is still 
to be done, the LAU system simulation results al- 
low us to say that single assignment may be a good 
way to express and exploit parallelism in programs, 
Further work should confirm that. By now, results 
have given us some hope for the future of our 
project. 


‘Conclusion 


This paper has presented the outlines of the 
LAU parallel system. Based on the software con- 
cept of single assignment, this system is compo- 
sed of ; 

-~ A high level language, close to Pascal, 
which allows the user to express the concurrency - 
in the program statements in a natural way. 
Parallelism is achieved by the data dependencies 
only. All statements, including decision or ite- 
ration statements are considered as assignment 
statements, due to the concept of Data Produc- 
tion Set. . 

This high level language has been tested on a 
large number of problems. . 

- A machine language, based on a three~address 
instruction format... This language implies entirely 
new cadencing mechanisms based on data directed 
execution of instructions, and can be executed 
on a completely modular asynchronous multipro- 
cessor structure. A compiler translates programs 
written in the high level language into executa- 
ble code, and includes many debugging tools. 

- A multiprocessor architecture, whose Control | 
subsystem is unique and implements the control 
primitives on data and instructions tag fields. 
Its main characteristics are modularity, pipeli- 
ning and asynchronism allowed by the data driven | 
mode of execution. The corresponding simulator 
has been fully parametrized and some partial re- 
sults have been given here. 

The next step in our study will be to optimize 
and simplify the LAU multiprocessor, and build a 
prototype which could be specialized zor some 
classes of applications. 
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UPPER BOUNDS ON THE PERFORMANCE OF 
SOME PROCESSOR-MEMORY INTERCONNECTIONS 


R.C. Pearce and J.C. Majithia 
Department of Electrical Engineering 
University of Waterloo 
Waterloo, Ontario, Canada 


Summary 


The maximum multiprocessor performance 
achievable is evaluated for four commonly proposed 
switching methods: cross-point, time-shared bus, 
pipelined loop, and binary switch. The processor 
behaviour model is based on a "unit instruction," 
consisting of a single memory access followed by 
a data processing interval. The upper bound on 
performance is evaluated under the assumption that 
the number of processors and memory banks are 
equal, the memory request pattern produces no 
conflicts, and the arbitration time for conflict 
resolution is negligible. 


The performance of a cross-point switch [1] 
is affected by two switching delays, one for 
transmission of the address to the memory and one 
for return of the data to the processor. Hence, 
the multiprocessor cross-point throughput is given 


by es 


ToT El Ft + Ot 
P m Ss 

where n is the number of processors and memories, 
tp is the processing time per unit instruction, 

is the memory access time and t, is the 
switching delay per stage. 
bus multiprocessor [2] which makes use of two 
busses, an address bus, for transmission of 
addresses to the memories, and a data bus for 
return of data to the processors. The time-shared 
busses will become saturated when the number of 
processors N is such that Nt, = tp + tm + 2ts. 
Hence, the time-shared throughput is given by 

n 


= Ne < 
tae ae Ue FOE Beet 
”) m S 
= i for n> N 
ts 


A multiprocessor could also be operated with a 
pipelined loop as the main data path. Each "slot" 
on the loop would either be a memory request or a 
data return for the processors. The maximum 
throughput for the pipelined loop is 

eft sere 

Te" o +t. + 2nt 
Pp. Ss 

where 2n is the number of loop nodes, one for each 
processor and memory. The binary switch [3] is 
arranged in logon stages where n is the number of 
processors and memories. Each of two incoming 
lines to a binary switch module can be connected 
to either of two output lines. Routing is accom- 
plished by using one bit of the memory bank 
address for selection at each stage. The maximum 
throughput attainable by the binary switch is 


cE sec attra acres ae Os ee Se 
b th + th + (2logon)t. 


where logon is the number of switch stages. 


Consider a time-shared 


The normalized performances are shown an the 
graph below for example values t, = 500nsec, 
ty, = 3900nsec, and t, = 100nsec. Simulations were 
also done with the conflict-free assumption 
removed and these showed the same relative 
behaviour between the four switching methods but 
at reduced performance. The crosspoint switch 
shows a linear increase in performance for a cost 
increase of n2, while the binary switch shows a 
n/logon increase in performance for a cost of 
nlogyon. The time-shared bus shows a linear 
performance until the bus bandwidth is reached. 
The pipelined loop shows poor performance in 
comparison to the other techniques. The results 
indicate that the most cost effective solution for 
a small number of processors would be a time- 
shared bus while for a large number of processors 
the binary switch yields the highest throughput 
for the least cost. Further studies are being 
made into improving the performance charac- 
teristics of the binary switch for use in a 
multiprocessor computer architecture. 
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OPERATING SYSTEM MODELLED AS A 
CONGLOMERATE OF INTERDEPENDENT ACTIVITIES. 


T. Feng 
Department of Electrical & Computer Engineering 
Wayne State University 
Detroit, Michigan 48202 


Abstract -- A computing system is viewed 
upon as a collection of different resource types 
to serve different users with different demands, 
while its operating system assumes a managerial 
role. To best utilize the available resources to 
- achieve a desirable level of production, i.e., 
computation, an optimal planning (programming) is 
needed. Optimality can be judged if a. performance 
index can be established and this index can be 
quite general. The question of system resource 
allocation is then formulated as a linear program- 
ming problem with constraints on resources, and 
optimization is over a linear objective function. 
Program loading (memory allocation) is static 
while program execution (scheduling, or dispatch- 
ing) is dynamic in a multiprogrammed environment. 
The scheduling problem is studied through the 


viewpoint of memory utilization with a warehousing | 


model. 


The Programming of Activities 


The notion of programming is a general one. 
On the user level, an individual program can be 
considered as the organization of activities, 
which, when successfully carried out, would 
achieve the objective of a computation. The trend 
of using high level language removes a user from 
the details of resource management. In fact, he 
is oblivious to them. On the system level, the 
main concern would be the proper coordination of 
individual user's activities under the limitation 
of system resources. It is the programming of the 
latter kind that we will be dealing with in the 
ensuing discussions. 


Basic Assumptions 


An operating system may be considered as 
comprised of various observed activities. We may 
also assume that there exist some refinements as 
representative building blocks of different types 
that might be recombined in varying amounts to 
form yet more complex but possible activities. 

The whole set of possible activities will be 
referred to as a technology, i.e., the technology 
of operating systems. Additional assumptions that 
are closely related to those postulated by Dantzig 
in the study of econometrics [1], may be made as 
follows: . 

(1) There exists a set of all possible 
activities. 

(2) There exists a finite set of basic 
activities, x;, such that any possible state of 
an activity can be represented as 


L ayXy DoS ee. 2s wate: 
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where a; is the level of basic activity Xa 
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(3) There exists a linear objective function, 


» C.X- PS he De eae 


where c; is a constant associated with xj, depend- 
ing upon a specific formulation of the objective 
function. 
(4) An activity in a possible state consumes 
a certain amount of resources of a certain kind, 
possibly limited by a constant b, That is, 


% asxy <b i= 1, Dig. ee eae 
i 


The Allocation Activity | 
The immediate task is to identify a finite 


set of basic activities. Since a resource 
allocator deals exclusively with user programs, it 
appears natural to choose the set of user programs 
on the system job queue as the set of basic activ- 
ities. More precisely, since a user's program may 
consist of more than one stage (job step), it is 
that particular job step that is up for allocation 
consideration that becomes one component of this 
basis. If we further perceive that each possible 
state may consume different kinds of resources, 
and that if we adjoin these possible States toge- 
ther, we have 


Ax <b (1) 


where A is a rectangular matrix, x and b are 
column vectors. In reality, the number of ele- 
ments in column vector b is equal to the total 
different resource requirements and other cons- 
traints by the set of basic activities, the column 
vector x. Thus, the allocation activity becomes 
the finding of a solution to Eq. (1). Since the 
feasible solutions to Eq. (1) are many, we may 
naturally want to find the most desirable one 
according to some criterion. We have thus come to 
the notion of goal oriented allocation. That is, 
if we further establish a linear objective func- 
tion and set our goal to be the vector x that 
satisfies Eq. (1) and that also maximizes the 
objective function. This is stated formally as 
follows: | | 


Maximize: 2 cq x, Be 2. eee hg BL 


: (2) 
Subject to: Ax <b 


Program Loading - Static Planning 


Although a program may require many different 
types of resources before the execution can be 
commenced, none will be more critical than memory 
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Space. Thus, we choose to look at the system 
allocation activity as primarily, at least for the 
moment, an activity which distributes primary com- 
modities (memory spaces) among the basic activi- 
ties (individual user programs) to achieve produc- 
tions (computations). The purpose is then to 
devise a way (a plan) to allocate those available 
memory spaces such that the computer system may 
execute programs according to some policy. Ina 
simplified viewpoint, we equate the allocation of 
memory space to a program to that of initiating 
that particular program from system job queue to 
system ready queue. Using a common, long-estab- 
lished terminology, we would say that this is 
"loading" a program into the memory. If we con- 
sider that the loading action happens at discrete 
points in time and that at each occurrence of this 
action, memory will be filled to the extent possi- 
ble, according to some goal, then this action is 
static in nature. That is, the goal is either 
satisfied or not, at the moment of loading, and 
not over a period of time. If we state our cri- 
terion in the form of a linear objective function, 
the simplex method provides the answer. 


Problem Formulation 
Let xj be a fraction of an individual program 
Ly Lse@.., 


(3) 


and (x,, oe x,) the collection of such frac- 
tional programs. We look upon x; as a basic acti- 
vity, and if associated with x; there is a number 
Az, the "level" of the activity, then the total 
activity, i.e., the allocation activity, is con- 
strained by the total resources, M. It is 


AVX + AjXo +... + Xn <M. (4) 


If M is the total memory space available, then A. 
is the size (maximum memory units required per 
basic activity) of program i. We further state 
that the goal of our allocation activity is to 
plan our use of the memory spaces such that a 
certain linear function, namely, the objective 
function, is maximized. This objective function 
has the general form of . 


+ c,x 


22 (5) 


C.x 


ee + 
11 va ‘ 


n 
where c,'s are constants. 


The canonical form of this maximization prob- 


lem is the following: 
Maximize: cx 
Subject to: Ax <b (6) 
O< ee <A 
ees ee 
where 
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dy dy eoee dO M 
O eeee 0) 1 
0 1 0 e 
A= ; b = - 19 
0 O vet | 


(7) 


Cc a constant row vector. 

We can devise a specific optimal allocation 
plan only if the objective function, i.e., the 
row vector c, is explicitly defined. 


Example 


Let us consider a set of programs (x,, X95 
x.) with memory requirements 40, 30, and 20,res-— 
pectively, and a total memory equals to 60 units, 
ore 


Total Memory 
M = 60 


Note that the program size and the total memory 
are of the same units, such as words, blocks, or 
pages. Following Eq. (4), we can write: 


+ 30 x, + 20 x 
2 3 | 
In addition to the resource constraint, we also 
have the condition stated in Eq. (3). Combining 
all the constraints, we may write down a set of 
simultaneous inequalities as follows: 


40 x 


< 
; < 60 


(8) 


40 xy + 30 Xo + 20 Xa < 60 
x <b 
: (9) 
Xo <A. 
x4 <1 
Clearly, the structural matrix A and the con- 
straint vector b assume the following values: 
40 30 20 60. 
a={7? © Ol, os ; (10) 
0-1 0 
0 oO 41 


What remains to be specified is our objective 
function. 

A. Case I 
If our objective for the memory alloca- 
tion is to pack as many programs as possible, 
i.e., maximum degree of multi-programming, then we 
may write the objective function as: 


xX, +x, +x (11) 


Maximize: 1 9 


3 


The row vector c thus becomes: 


c= [1, 1, 1}. (12) 
If x,'s are treated or cont Enuees variables, then 
the solution vector x! = [%, 1, 1] satisfies the 
constraints of Eq. (9) aaa the requirement of 
Eq. (11). However, if we consider the programs 
x,;'S to be indivisible, then we must look for 

integer solutions. In this case, we have two 
feasible solutions: me 


= {0, 1,1] or x! = [1, 0, 1] (13) 

B. Case II 
Suppose, associated with each individual 
program, there is a "value" Specifically: | 


Value 


x) 70 
Xo 50 
x 30 


_ Each value shown here is a quantification of. the 
relative importance of each program. Then, Case I 
can be considered as a special case in that all 
programs are of equal importance. Let us state 
that the goal is to find a subset of programs to 
load into the memory such that the total values — 
are at a maximum. The objective function becomes: 
2 + 30 X4 

Once again, if we restrict ourselves to inte- 
ger solutions, x*[{1, 0, 1] satisfies Eq. (9) and 
the requirements of Eq. (14). 


Interpretations and Related Questions 


In Case I, there are two possible solutions. 
Each can be considered as an optimal solution 


Maximize: 70 x, + 50 x (14) 


since each achieves arrived at these two solutions 


by different pivoting sequences. However, it is 
highly impractical for the operating system to set 
up and solve maximizing problems every time the . 
system has to carry out the allocation activity.In 
other words, arriving at an optimum policy, i.e., 
finding the solution which solves the programming 
problem,is not: necessarily the same as implement- 
ing it. 


From practical considerations, solving the 
linear programming problem is a problem of se- 


quentially loading the programs in accordance with 


the given constraints. 


Branch-and-bound method [2] in solving the 
integer programming problem can, of course, handle 
this situation. This method essentially involves 
implicit enumeration on all the feasible solutions 
and chooses the solution that optimizes the ob- 
jective function. When the number of variables 
involved is large, it becomes cumbersome. To 
avoid such cumbersome procedure we introduce the 
following heuristic approach which provides an 
alternate solution to the problem. It.will yield 
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are the individual eeripuges of program i 


an optimal solution probably most of the time, 
but not all the time, yet the jproceeare is much 
simplified. , : 


Heuristic Approach 


Let us assume that we have a pool of pro- 
grams (Xq 5-00 09% ) which are to be considered for 
memory space allocation. Associated with each 


x , there is a value of c;, and the value-to-size _ 


ratio can be formed. Let us further suppose that 
this community of programs are put into a sorted 

list according to the magnitude of each value-to- 
size ratio in descending order. This sorted list | 


has n items with the top and the bottom each cor- 


responding to the largest and the smallest ratio, 
respectively. The relative positions of, or the © 
index to, this sorted list signifies the magnitu- 
de of each value-to-size ratio relative to each 
other. For n < 2, the sequencing problem is 
obvious, For n > 3, the algorithm is shown in the 
form of a flow chart in Figure 1. 
i) At least one program can fit in. 
ii) We are working with a sorted list, i.e.: 


Cy Cc. | 
GS), > GP, if i> j 
SAE 
where i, j are indices (positions) on 
this list. 


In the flow chart, “load j" means to 
load the program that is in the jth 
position on the list. . 

Clearly, the algorithm as proposed is a subopti- 


iii) 


mal one. 


The Value Concept 


In our previous discussions, we have used 
the term "value" freely,without actually elabora-_ 
ting on it. Also, we have seen that under simi- 
lar circumstances, the formulation of different 
objective functions could lead to different allo- 
cation plans. We have propounded the notion of _ 
goal oriented allocation. What is this goal? It 
is clear from the context that we have chosen our 
goal to be the maximization of a given set of _ 
possible values. The programs thus selected 
(allocated) would be of the utmost valuation to 
the system if actually processed. Therefore, the 
whole question of system performance is tied to 
the resource allocation problem through the 
determination of a general objective function. 
Furthermore, this general objective function can 
be formulated by defining a generalized value for 
each individual allocation unit, such as a job, 
or job step. 


Definition: For each program unit x; there 


is an associated generalized value c;, such that 


c, = G (a 


i li? eae: 3 > 


a2 
2i’ ki 


for Wc 4 4: 2p. wee Rs where aya? j 21, 2,...,k 
i and G 
is any well defined function or a composite of 


functions. 


As is defined, the function G is perfectly 
general and c, depends on program attributes 


which may be tangible or intangible. As an exam- 
ple, we may choose G to be a linear functional. 
Specifically, we will consider: 


G= 6,F) (ay + 6,F ) +...+ 6 F 


2Ao4 Ka? 
and 6. being either 1 or 0 (15) 


for foe hye Ze By sas gm 


Can 
Program i & j 
fit? 


Load j 
Oo ee ee 


| STOP , 


Fig. 1 Flow chart of a heuristic 
algorithm for finding pro- 
gram loading sequence, for 
n> 3. 
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For the simplest case, suppose we consider the 
value to be a function of only one parameter. 
That is: 


a ame 6. = 0 for j 


Wl 
bo 
w 


1, 2, ..., n (16) 


then c, = Fi (a,4) for i 


If a i \.> 1.e., the size of the program Xs and 
if wo choose to define the function Fy (a, 4) as 


Fos —& (17) 
li 


where q is a constant, then the generalized value 
c, so defined is inversely proportional to the 
size of program x;. When we set up our linear 
objective function as 


+ ..e Fe 


Maximize: c, x, tc, x x 
eae nn 


11 


we are, in effect, getting a maximum degree of 
multi-programming as a result. This is easy to 
see when we realize that the value-to-size ratio 
in this case is inversely proportional to program 
size, and a descending order of value/size ratio 
means an ascending order of the program size. 
When using largest ratio first algorithm, if this 
is treated as continuous variable case, or using 
the sub-optimal algorithm in Figure 1 as in inte- 
ger case, the programs will be loaded in a se- 
quence with the smallest being the first. 


If we include the possibility that each job 


has been assigned a priority class, it is quite 


natural to incorporate the priority scheme into 
our frame-work of the generalized value concept. 
Coasider that a,. being the size of program x, 

and F_.(a,,) as being defined by (17). We may con- 
sider that a,. is the index to a certain priority 
class to which program Xs belongs. 


Furthermore let us define: 


E(Gyq) @ Bey 2 dy 2, -aeng en | (18) 


where 8. is a constant. Then the generalized 
value Cs is: 


c, = Fi tay) + Fy (a,3) i=1, 2, ~ on (19) 
where: 
Qa 
F.(a,.) =-— 
yaaa ie & aig 
Fy (ay4) = By (20) 
5; = 65 =, 6, = 0 j= 3, 4, 5, a 


We can see that the priority class is a way 
to designate a certain "urgency", based on what- 
vere predetermined guidelines that the system 
employs, to each individual program. This, by 
itself, is artificial and the artificially chosen 
number, 8., is a reflection of this perception. 
The choice of a is also somewhat arbitrary, so 


that the absolute values of both F,(a,.) and 

Fy (ao4) are compatible, e.g.,of the same order of 
magnitude. But this is only one of the possibi- 
lities. We can just as easily assign the B.'s to 
be at least one order of magnitude larger than 
those of Fi (a,4)'s- 


In so doing, the allocation policy becomes 
strictly priority oriented. A more balanced 
approach can be implemented readily by simply 
adjusting the relative magnitudes between func- 
tions F, and F,. In general, we may remark that 
the generalized value of an individual program is 
the composite of a set of functions whose para- 
meters may be chosen from intrinsic program pro- 
perties, such as its size, or subjective reasons, 
such as priority classes, or both. | 


Program Execution - Dynamic Planning 


In the previous section we have examined the 
problem of program loading. We have, in fact, 
treated such action in a static manner. It is 
static in the sense that our goal is achieved by 
following an optimizing plan for that particular 
instance, namely, the instance of the operating 
system's allocating activity. We have grouped all 
such activities into "concentrated" points in 
time. But in a multiprogramming environment, not 
all programs terminate at the same time. Each 
time a program (or a particular step of a program) 
is done, the system either removes this program or 
continues onto its next job step. If a program is 
being removed, then memory space it once occupied 
would be available, thus making it possible for 
other programs waiting on the system job queue to 
be loaded, i.e., to be allocated memory space. 
Consequently, the activities of loading and remov- 
ing jobs are interspersed throughout the system 
up time. Even if we may be assumed to have loaded 
all the programs into memory to the extent possi- 
ble, the termination, and hence the removal, se- 
quences for programs cannot be predicted, due to 
the fact that the system ready queue is managed in 
a dynamic fashion. This dynamic management of the 
system ready queue constitutes what is considered 
to be the scheduling activity. In this context, 
scheduling should not be confused with allocation; 
one does not necessarily imply the other and vice 
versa. Furthermore, we have equated scheduling to 
execution sequences for programs. If we again 
consider the idealized situation in that all the 
program loading activities are "concentrated" and 
that no program will be removed individually until 
most (maybe all) are completed (terminated), then 
the two major operating system activities are, in 
effect, taking place cyclically. If each of such 
complete cycles is called a period, then we may 
ask what sort of planning action can we make, 
i.e., loading and executing, so that an objective 
function is optimized over several periods? 

Before supplying answers to this question, we must 
first decide upon the objectives. Of course, the 
memory spaces as necessary and scarce resources 
are central to this question. Now, it can be 
restated: how can we best utilize a given amount 
of memory space in a given processing environment? 
The loading (allocating) and scheduling (execut- 
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ing) activities thus become the means to an end. 
This brings up a well known model in mathematical 
programming applications, namely, the Warehousing 
Model [3]. Essentially, the warehousing model is 
dealing with the question of, given a fixed capa- 
city and the buying and selling prices of commodi- 
ties over several periods of time, what action 
should the warehouse owner take so that his profit 
is maximized. In the ensuing discussions, we will 
examine this question in the context of operating 
systems. 


Formulation for the Identical Programs Case 
Let us consider a multiprogramming system 


where all the users (programs) are idnetical in 
size. This is neither an over simplification nor 
too far fetched a situation. Many so called 
express job queues are prime examples of this 
category, in which every user program is (normal- 
ly) given a fixed, equal amount of memory space. 
The user programs are identical to one another in 
size only, not the amount of computations. 


We will denote a list of variables as the 
following: 
Let x, be the total memory space occupied 
during period i, 
.y, be the total removed memory space 
during period i, 
M be the total memory space, 
‘I be the initial occupied memory in 
period 1, 
d. be the cost per unit memory during 
period i, 
g. be the gain per unit memory during 
period i. 


While some of the variables are self-explanatory, 
others will need further clarifications. The 
variable x, is in fact the sum total of all the 
memory requirements for programs that are loaded 
in period i and y, represents the total amount of 
memory space being freed, due to the termination 
of programs during period i. The other two vari- 
ables, d. and g., are artificial quantities. We 
may think of thé memory space as being the neces- 
sary resource for certain productive activities 
and that it incurs a cost when being occupied; 
and the system accrues profit (gain) when pro- 
grams are being run to completion and subsequent— 
ly removed from memory. . 


We have pointed out earlier that we view 
this as two major activities taking place in a 
cyclic manner. To "start" our problem, we must 
designate one of the two activities as the start- 
ing point in the model. Let us therefore assume 
that, initially, memory is loaded with programs, 
up to I units. Thus, we have arbitrarily fixed 
the processing activity to be the beginning acti- 
vity in period 1; loading activity would follow, 
thus completing period 1, etc. It can easily be 
shown that, in general, for i = n, we have the 
loading constraint as 


n _ 
2 Gy) See); 


(21) 


and the processing constraint as 


n-L 
ie ee 
. i=l 


Cory (22) 


From the definitions of d, and g; we see that the 

net gain for each period i would be 
(gy, — 4,x,) (23) 

and it is natural to state our objective over n 

periods to be 

n 

> 


i=1 


Maximize: (8595 ~ d,x,). (24) 


Combining (21) and (22), we can write down the 
structural matrix as follows: 


ow 
} 


1 ~1 
1 1 -l -l 
1 1 1....1 -1 -1 -l. -1 
A = @) 1 (25) 
-1 @) 1 1 
-l -1 0O 1 . oD 
~-l -1...-1 0O 1 L Le tee OL 
and let X be the column vector of direct variables 
and b be the column vector of constraints, i.e., 
xy iM-1 | 
Xo M- I 
x M- 1 
n 
A = yy ; b = I . (26) 
Yo I 
\ "n 


Furthermore, if we denote w to be the row vector 
of dual variables t,'s and u,'s corresponding to 
x, 'S and ¥,'S> Lie", 


w= [t, t, bese yee ui! (27) 


then we can write down both the Direct formulation, 
and its Dual, of the linear programming problem 
as: 


(1) Direct Problem 
Maximize: cA 
(28) 
Subject to: AA <b, A> O 
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(2) Dual Problem 


n n 
Minimize: (M- 1) Zt. +1IZu, 
, i : i 
i=1 i=l 
(29) 
Subject to: wA>c, w> 0 
where c is a row vector, i.e., 
c = [-d, -d, re “ds 8, By see g! (30) 


Rather than the usual simplex method for 
solving the Direct Problem, a special algorithm 
[3] can be employed to attack the Dual Problem 
instead, due to the nature of this problem as 
depicted by the special form of its structural 
matrix shown in Eq. (25). 


Example 


Let us consider the memory usage question of 
five periods, with the cost and gain in each 
period as given in Table 1. The total memory 
capacity is 200 units and prior to period 1, 100 
units of memory space had been occupied. 


Table 1 An Example with Five Periods 


Period (i) 


M = 200 units, I = 100 units 

Notice that the costs are identical in every 
period. Also, it should be clear that these cost 
and gain figures have no absolute meaning; only 
their relative magnitudes may reflect upon our 
system policy. 


By using the special algorithm[3], the solu- 
tion to the minimization problem of Eq. (29) can 
readily be found to be: 


y, = 100, 

Ys = 200, i= 2, 3, 4, 5; 

xo = 200,. fe Ly 25-35. 4% 
1 

Bes 0. 


Thus, the processing-loading pattern as 
shown in Fig. 2 is optimal in the sense as 


defined by Eq. (24). 
Period 1 2 3 4 5 
Processing| 100 200 200 200 200 
¥ y ,-™ 
Loading 200 200 200 206 @«O 


9 


hn 


Optimum processing-loading 
patterns for five periods 


Fig. 


If we modify slightly the values given in 
Table 1, the resultant "program" might change 


accordingly. Suppose, g, has a value of 17 
instead of 35, it can be shown that 

y= 100, 

y, = 9; 

y, = 200, ies oe he: ee 

x, = 200, i=l, 3; 4s 

Xo = Xe = 0. 


This results in an optimum processing-loading 
pattern as shown in Fig. 3. 


3 4 


200 200 7 200 


ee ae 200 0 
Fig. 3 Oot iam ” a ocensing Loading 
pattern with period 2 inactive 


Period 5 


eee Ee ae 


Clearly, it can be shown to be true that if 
for any period i, i #1, dy > g;, then during that 
period there will be no processing in the final 
optimum plan. In the extreme case that dy > gy 
for all i, then optimal strategy is simply to 
process. everything already in the memory, i.e., 
the initial load, and stop. In short,it is no 
longer advantageous to continue to operate the 
memory system under such circumstances. Or, view- 
ed differently, the entire productive system 
(processor and memory) in this case cannot satis- 
factorily carry out the processing demand accord- 
ing to some predetermined performance criterion. 


Multiprograms with Different Sizes 

This represents a more typical multiprogram- 
ming environment, where different user programs 
have different sizes. We will, based upon the 
ideas and results propounded in the immediately 
prior sections, inquire into some possible sche- 
duling disciplines. 


Let us assume that there are m different pro- 
grams loaded into memory to be processed, each 
with size I, units, 2.I, <M. If we partition the 
memory space exactly according to each I,, then we 
may view the system as having m independént memory 
sections or more, each with a capacity of I. 
units,with the possible exception being that por 
tion of the memory space where no program can fit 
in. Furthermore, each section is full; except the 
fragmented portion, which is empty. Each indivi- 
dual section can now be viewed as similar to the 
problem treated previously, but with only one 
program and such that this program takes up the 
entire available space. 


Now we will redefine the notion of "period". 
A program's processing can be delayed due either 
to I/O activity or through timer interrupt. 
Therefore, the processor is being switched among 
all the resident programs based on either a 


cyclic rule or some "dynamic" discipline. If it 
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is cyclic, then it requires no decision on the 
part of the system, once all the programs are in 
memory and the system ready queue is thus formed. 
However, because of the unpredictable nature in 
terms of timing of I/0 activities or due to prio- 
rity considerations, a program may not always be 
able to continue even though the processer has 
made its "round" and back again. In this case, 
the particular program is being "skipped" for the 
time being. The definition can now be stated as: 


Definition A period for program i is the 
time between 1) processor entering and leaving 
(active), or 2) leaving and returning (delayed), 
or 3) a skip, of program i. 


Note that we consider that the processor, after 


entering a program and upon interrogating the con- 


dition, decides not to stay, to be a skip. Note 
also that periods defined are possibly of unequal 
length within a program and among programs. 


The objective function for the entire system 
of m programs over n periods can be stated as: 


n on 
Maximize: EZ EZ (g,,-4,,) 2, (31) 
jel i=l +J tS - 
where g., is the gain for program i in pericd j 
and d;, “is the cost for program i in period j. 


Clearly, the best (optimal) strategy is that for 
all i, process those programs for all j such that 
S44 > d,., and skip if otherwise. This is a 
ditect extension of the results discussed in 
last section. If we follow this approach, then 
the scheduling discipline is clearly decided aie 
by the relative magnitudes of g,.,'s and d; ‘ 
Previously, we stated that a particular pr acre 
may be skipped over, possibly due to some 
"natural" causes such as waiting for I/0 comple- 
tions. By defining our objective function as 
Eq. (31) and following the optimal plan, it is 
possible to exert dynamic control over the sche-~ 
duling activities by manipulating B55 and diy) 


Fg 


_'s and d. 
ene 


Considerations for g. 
ae ij 
Discipline 

We have pointed out earlier that both the 
gain and the cost of a particular program are 
something rather intangible and the values chosen 
to quantify them are indeed artificial. However, 
artificiality does not imply arbitrariness. We 
certainly would like to consider the relevant 
factors in choosing their values so that, in the 
final analysis, the scheduling disciplines thus 
resulting constitute viable actions. 

(1) dij = d;; for all j; that is, the cost 
per unit memory for program i does not change 
according to period j. Let us further denote that 
dj, = dj. We would consider this cost as a func~ 
tion of both the program size and memory speed, 
L.@., 


rs and Scheduling 


d. = O(2,, Pp) 
ae i 


ie LS 
nf 


where 
speed : 


the size of program i and p is the 


the memory. On first. glance, it would 


seem redundant to include I; as a parameter since 
d; is already the cost of per unit memory. But, 
upon closer examination, this definition would 
give us the freedom to "favor" programs according 
to their sizes. For example, if we define dj; to 
be 


N) = constant 


then the smaller program will be favored since the 
cost will be higher for the larger programs. 

Also, defined as above, d; is inversely propor- 
tional to p, the memory speed, in units of time 
and the higher the speed, the higer the cost of 
dj. There are, of course, many possible choices 
of relevant parameters and many possible function- 
als. We only suggest one here so as to illustrate 
a point. 

(2) Recall that in previous sections we have 
discussed the "loading activity" of the system, 
based on the concept of generalized value cj for 
program i, and we will utilize this value to start 
the scheduling cycle. Specifically: 


i) Let Sil = Ci 
ii) If at period j, program i is being 
skipped over, then for period (j + 1), set 


85 (441) = B55 + Yd, O<y<l. 
This reflects the thinking that every time a pro- 
gram is being skipped, rather than increasing 

the cost of residency, we instead think of it as 
being potentially more valuable, i.e., higher gain, 
to process this program at a possible earlier 

time. Therefore, we increase its gain per unit 
memory proportional to its cost for the next 
period. Hence, the dynamic nature is reflected in 
the monotonicity of Bij while dj; remains constant. 


A possible scheduling discipline is as follows: 

In period j, select the job with the highest 
8ij among all i such that 8ij > d; to be process- 
ed. 


We will make these remarks regarding this parti- 
cular scheduling discipline: 
i) It is priority influenced since gj, = 
c; and c; is the generalized value for program i 
which can be directly related to priority classes. 
ii) No program will be skipped indefinitely 
since g.. is monotonically increasing and will be 
processed eventually. In away, this is dynamic 
readjustment on priority while the choice of c, 
is static. . 
iii) The actual schedule depends on the 
function » and also the constant y. 


Conciusion 


We have discussed the ideas of activities and 
activity aggregates. Unlike the notion that the 
operating system can be modelled as a set of in- 
teracting processes, we view the system as a con- 
glomerate of interdependent activities; interde- 
pendent in the sense that they either compete for 
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resources or their action sequences necessarily 
follow each other. Constrained resource aliloca- 
tion problem and linear objective functions lead 
to linear programming problem; its mathematical 
underpinnings are well known. However, by study- 
ing the solution process of the programming pro- 
blems, a more practical algorithm can be esta- 
blished. By presenting a sub-optimal yet prac- 
tical algorithm in optimizing a general linear 
objective function, we have in effect, suggested 
a mechanism for optimization while the generaliz- 
ed value concept provides a way to formulate any 
policy, e.g., allocation policy, based on some 
chosen program attributes. The steps, or the 
mechanics, of an algorithm can be implemented 
readily in the controlling module(s) within the 
operating system while the modification of a 
policy, as for example the allocation policy, can 
be carried out simply and effectively by changing 
the "values" associated with individual programs. 
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Abstract -- A scheme for the parallel execu- 
tion of sequential programs is described in this 
paper. The scheme does not require an extensive 
parallelism detection procedure before the actual 
execution of the program. Instead the precedence 
relation among statements being executed is pre- 
served automatically by the synchronization action 
of monitors on the processors during execution. 

The monitoring process is aided by two pieces of 
information: (1) the reference table which indi- 
cates how a variable is used in the program state- 
ments, and (2) a stack of trace vectors which 
keeps track of the execution order of statements. 


Introduction 


The statements of a sequential program are 
coded serially as if they are to be executed by a 
processor one at a time. In this paper, however, 
we are concerned with the simultaneous execution 
of more than one of them. 


Two types of statements in a sequential pro- 
gram are considered: (1) assignment statements 
and (2) branch statements. An assignment state- 
ment is of the form X = Ey, where X is a varia- 
ble defined by the arithmetic or logical expres- 
sion Ey. A branch statement is indicated by 
If c then (s],...,S,) where c. is a conditional 
expression and $1,...,S, are statement labels. 
c can have n_ possible outcomes. The j-th out- 
come directs execution to statement s-. A branch 
statement can be unconditionally writtén as 
GOTO sj. In a DO-loop the last statement which 
branches backward to complete the loop can be 
considered a conditional branch statement. 


Existing schemes [BERN 66, RAMA 69, BAER 73, 
KUCK 75] for the parallel execution of a sequen- 
tial program require a procedure to detect paral- 
lelism in a program before its execution. State- 
ments thus determined to be parallel executable 
must satisfy the following condition. Let Rj 
and W; be the variable space read and updated 
by statement sj. If sj and sj can be exe- 
cuted at the same time then Ajj = (Ry OWj)U 
(Rj OW;) U (Wy OW) = 9, 


Two observations can be made: (1) the paral- 
lel executable statements share limited variable 
space (only R; QR; is not required to be empty) 
and (2) the processors executing them do not com- 
municate with each other. The scheme proposed 
here relaxes these two restrictions so that 
statements being executed at the same time can 


reece: 
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have non-empty Aj ij’ Ss, The execution will be 
monitored to preserve the inherent precedence 
relation among statements. Some static informa- 
tion about the use of variables will be generated 
before execution to aid the monitoring procedure. 
But the overhead of doing so will be considerably 


smaller than an extensive parallelism detection 
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procedure. The monitoring process also requires 
some dynamic information to trace the execution 
order of statements. 


We use the notion task P; to represent a 
statement sj; under execution. Figure 1 depicts 
the conceptual basis of the scheme. Given two 
tasks Pj, Pj and their corresponding Ajj, pro- 

cedures called monitors are placed on the access 


paths of Py and Ps to Ajj. The monitors 
regulate the execution of oe and P; to pre- 
serve the precedence between them. The computer 


model evolved from this idea will have a monitor 
associated with each processor as shown in Figure 
ee 


data access paths 


i i are be Bea ye D 
monitor monitor J 
Figure 1. Monitoring parallel execution. 
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to carry out the scheme. 


Figure 2. 


Theoretical Basis 


A sequential program can be modeled by a ~ 
direct graph. A node s,; in the graph represents 
the i-th statement of the program. An edge (i,j) 
in the graph indicates the flow of control from 
node s; to node s+. Only the node representing 
a conditional branch statement has more than one 


outgoing edge. Usually an exclusive-or sign @® 
is attached to it indicating that only one of its 
edges will be carried out during execution. 
Figure 3 shows an example program graph. 


Figure 3. An example program graph. 

When a sequential program is being processed 
by a single processor, the execution follows a 
route in the program graph. More formally, an 
execution route is an ordered sequence of nodes 
(statements) and if node s; precedes node sj 
immediately in the sequence, then there exists an 
edge (i,j) in the program graph. An execution 
route of the program graph in Figure 3 is shown 
in Figure 4a. 


We denote the execution order of two nodes 
Sj and Sj as sj > S$; if Ss; is specified by the 
route to be executed before s-«. Because of con- 
ditional branch statements, thé execution order 
of program statements is generally unknown before 
the execution of the program. Haqwever, if given 
a program block which consists of only assignment 
statements, then sj; > sj 


The precedence which must be preserved among 
statements is related to both their execution 
order and data dependency. Given two statements 
sj and sj, if (1) sa>se, (2) (Wy OR;) 4g 
and (3) for any s, such that Sj>S,>S5 and 
We A(W7 OR) =O, then we say sj is an imme- 
diate data dependent of sj. A variable in 
(W; ORs) is read correctly by P; (the task cor- 
responiing to statement Sj) if 7t is not modi- 
fied between the time it is updated by Ps and 
the time it is read by P;. We assume that a 
statement Sj is executed correctly if all varia- 
bles in Rs are read correctly. It follows that 
a program will be executed correctly if all the 
statements in the execution route are executed 
correctly. This is what this scheme must 
guarantee. 


For a statement sj to be an immediate data 
dependent of s;, it implies that P; should not 
read variables in (Wj; Rj) before Pj updates 
them. But in order to execute PF correctly, we 
must also protect the integrity of the variables 
in (Wy OR;)- For this purpose, we define the 


if and only if Sj <Sj- 
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(b) A possible sequence 
of trace vectors cor- 
responding to the 


- 
m 
~~ 


An example execu- 
tion route for the 
program graph in 
Figure 3. 


Execution route, trace intervals 
and trace vectors. 


Figure 4. 


direct precedence relation between two statements 
as the following. Given two statements sj; and 
sj, if sqj+sj and Ajj = (Ry OW;) UCR WG) Y 

(Wa OW) # # then s; directly precedes Sj with 
respect to elements in Ajj. This means that Pj; 
must finish processing elements in A;+ before 

Pj; can operate on them. Ajj _ is calted the 
shared variable set. Figure 6 lists the shared 
variable sets of the assignment statements in 
Figure 5. 


It should be noticed that given two state- 
ments which do not directly precede one another 
does not mean that they can be executed in paral- 
lel. Consider the sequence of statements in 
Figure 6. sj} must be executed before s5 
although Ajz5 is empty. 


However, the direct precedence is important 
because of the following fact: If the direct 
precedence relation among all statements along 


execution route in (a). 


: A(T,J) = 1.0 | Ajo =O3 Ayg=tlhs Ayy= {dhs | 


1 | 

(St X = Xl Aye =O Aye = 83 Ang = {Ths 
s,: I= oe | Ang = Os Ane = {X35 Ang = O35 
Sg: J = 0-7 Agg = Os Age = {1s Agg = {13s 
so: V(I) = 1X | Age O3 Age = {0}3. Ages 

Se: Z(I,J) = I*d | 

Figure 5 Figure 6. Shared variable sets 

An example assign- for the-example in 
ment statement Figure 5. 

block. 7 ‘i 


the execution route are obeyed, then the state- 
ments will be executed correctly in the sense as 
stated earlier. | 


The proof is in the following. Let ss be an 
immediate data dependent of sj. It follows that 
Sj also directly precedes sj. | 


Suppose there exists a statement s,; which 
could modify variables in (W;OR;) then | 
Wy, O(W;OR;) #M. Therefore s, 1s not a state- 
ment between sj; and sj in the execution route. 


If sy, + sq then sy, directly precedes s; 
because W, OW; # @. Furthermore, if si s, 
then Sj directly precedes s, because WORS #0. 

If the direct precedence relation among Si5 
$; and s, are obeyed then P; will read varia- 
bles in (W;9R.) correctly. ~ Since s; is arbi- 
trary, it follows that Ps can read R; correctly 
if the direct precedence relation among all tasks 
are preserved. Hence s- can be executed correct- 
ly. This will hold for“all other statements. 


The above argument suggests that if we can 
(1) determine the execution order of statements 
and (2) obtain the shared variable sets of state- 
ments, then we can preserve the direct precedence 
relations and execute a sequential program cor- 
rectly. The monitors in Figure 1 are intended to 
preserve the direct precedence relation among the 
statements when they are being executed. 


The shared variable sets can be more conve- 
nientiy represented by a variable reference table 
wnich will be described in the following section. 
{ stack of trace vectors can be used to indicate 
the execution order of statements. It will be 
shown after the description of the reference 
table. | 


Reference Table 


It is possible to obtain the shared variabie 
sets for every pair of program statements by pre- 
processing procedures similar to data flow analy- 
sis [ALLE 76]. However, if a program has n 
statements, then there can be as many as n(n-1)/2 
snared variable sets. It will be difficult to 
manage this iarge number of shared variable sets 
in execution time. oo 


One method is to use the reference table in 
lieu of the shared variable sets. Essentially, 
the reference table indicates in which statement 
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a variable is referenced. It is commonly used as 


a debugging aid and many existing FORTRAN compilers — 


can generate it with a small overhead, In our par- . 


ticular implementation, it also shows how the 
variable is used in a statement. An element in the 


table is denoted as RT(X,s;) where X is a varia- 


ble name and s; is a statement label. RT(X,s;) 


can have one of. the following four values: , ae as 


00 if X is not referenced in s, 
. O01 if X is read in s, 
RT(X,s;) = ‘ " ; a T 
1 10 if X is updated in s, 
11 if X is read and updated in S. 


We assume that the table will be searched 
associatively using a variable name. Therefore 
the first index of the array RT is a variable 
name. The reference table for the block of assign- 
ment statements in Figure 6 is given in Figure 7. 
S 


<s 
s s 6 


5 


id laa 


3.4 


Figure 7. The reference table for 
the program block shown 
in Figure 5. 


The reference table is important because it 
actually indicates the membership of a variable in 
shared variable sets. It is quite clear from 
Figure 7 that the variable J belongs to Ajq4. Ag4 
and Agg. The dimension of a reference table is 
aqeeetiy related to the size of a program block. 
For large programs, it is necessary to partition 
the program into program blocks and associate a 
reference table with each of them. 


Next, we describe the trace vectors. 
Trace Vectors 


The trace vectors convey two messages: 
(1) They show whether a statement in the execution 
route has. been completed or not. (2) They reveal 
the execution order of statements. 


An element of the trace vector is denoted as 
TV(u,sqz) where s; is a statement label and u 
indicates a trace interval... A new trace interval 
is added when a backward branch is in effect. The 
element TV(u,s;)=1 means that sj is being exe- 
cuted in interval u. TV(u,s;)=0 implies the 
execution of s; is completed or sj; does not ap- 
pear in the execution route in interval u. Two 
non-zero trace vector elements TV(u,s;) and 
TV(v,s3) show the execution order between sj; and 
$4 according to the following: 


(i) If v<u, then S57 Sj. 


(2) If v=u and sy < sj then sj > $j 
otherwise if Sj < Sj then Sj > Si: 
(3) If v>u_ then s; > Sj- 


The trace vectors will be updated frequently 
during execution to keep track of the execution 
order of statements. We consider three cases in 
updating the trace vectors. 


(1) When a statement s; is fetched for execu- 
tion, the corresponding TV(u,s; i} will be 
set to one. There is no change. in trace 
interval. 


(2) When a statement s, is fetched as a result 
of forward branching from statement so , the 
Statements between sp and Sm are not 
covered in the execution route. Hence, for 
all Sp < Sq < Sm; Ar Si) will be reset 
to zero and TV(u,s,) = There is no 
change in trace ae 


(3) As shown in Figure 4a, a backward branch from 
Statement s, to Sp means that some state- 
ment sy, such that Sp < Sp < Sp, may pre- 
cede Sp, in execution order, To account for 
this fact, a new trace interval u+? will be 
created when Se is fetched for execution. 


Suppose the program block under consideration 


contains n statements. Then TV(u,s;) = 0 
for all Sp < sq < sn and TV(ut+1, 3) =) 
for all sj <sj<s Since these state- 


ments are not covere “in the execution route. 
But TV(utl,s,) will be set to one. 


When the execution of a statement is completed, 
the corresponding trace vector element will be 
reset to zero. 


Figure 4b shows a peseibte sequence of trace 
vectors for the execution route shown in Figure 
4a. It should be noticed that before the trace 
vectors are updated due to the fetching of state- 
ment sj, no task which executes statement s, 
and Sj + Sj can use the trace vectors. 


Statements in different trace intervals can 
be executed at the same time. We say a trace 
interval u is used if TV(u,s;) = 1 for some s; 
otherwise it is not used. Since at least one pro- 
cessor is executing a statement in a used trace 
interval, the number of used trace intervals is 
bounded by the number of processors. 


Monitor 


It is clear that given the information in the 
reference table and the trace vector, the direct 
precedence relations among statements can be 
determined. We are now in a position to describe 
the monitors. 


A monitor regulates the execution of a pro-~ 
cessor to preserve the direct precedence relation 
among statements. Suppose a variable X is refer- 
enced by a processor executing statement s;. If 
it is found by the monitor that there exists at 
least one statement s-; which directly precedes 
S; with respect to X and has not been completed, 
then the monitor will issue a message ee te 
interrupt the execution of the processor. Un the 
other hand, ff the operation an X hes heen 
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monitor should be implemented by hardware. 


completed, the monitor sends a "signal(X)" message 
to inform other monitors in the system. 


To match up the speed of the processor, a 
But 
for simplicity and clarity, we shall describe it 
as a procedure. 


A monitor consists of (1) a set of data, the 
reference table and the trace vectors, which are 
shared by all other monitors and (2) two procedures 
which regulate the execution. If variable xk ts 
referenced in statement s- in trace interval u, 
then depending on the operation (read or update) 
the monitor will do one of the following proce- 
dures: 


Procedure Monitor Read (variable X; statement 
S;; trace interval u); 


Begin 
For ((all intervals v<u and all state- 
ments sj) or (interval v=u and all 
statements S$} <s;)) DO 
If any (TV(v, sj)=] and (RT(X,s; j) = 10 
or RT(X,s; j)=1)) 


then ae 


else begin 
read(X}; 


signal(X); 
end; 
End. 


Procedure Monitor Write (variable X; statement 
S43 trace interval u); 


Begin 


For ((ali intervals v<u and all state- 
ments sj) or (interval v=u and all 
statements sj <sj;)) DO 


If any (TV(v.s5) and RT(X,s4) #00) 
then wait(X) 


else begin 
update(X}; 
signal(X); 


End. 


The proof that these two procedtires correctly 
preserve the direct precedence among statements t¢ 
quite straightforward and we shall not present it 
here. 


The decision of whether to issue “wait(X)" in 
either procedure essentially follows twe steps: 
(1) fetch the row RT(X.s+) from the reference 
table, and (2) compare "ati x, $j) with the trace 
vector to reach the decision. | 


Figure 8 iltustrates the performance of the 
scheme if the program block in Figure 6 is exa~ 
cuted by three pracessors. There are @ vartety af 
methods to improve the performance of the monibor. 


But we shall not cover them here, 


Processors 


t=0 7 3 3 time 


Figure 8. Time chart of executing the 
program block given in 
Figure 5. 


Final Remark 


As a final remark, the scheme has an advan- 
tage that it requires little preprocessing over- 
head since the major part of the parallelism 
detection is done during execution time. But 
because of the same reasan, it cannot guarantee an 
optimal scheduling strategy in the sense that the 
processors are fully utilized. Further investi- 
gations are needed to evaluate its effectiveness. 
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Abstract-- This paper concerns the generation of 
optimal task schedules for multiprocessor 
systems. So far, non-exhaustive algorithms for 
the generation of optimal schedules have been 
devised only under restrictive assumptions. One 
of them is the so-called Hu algorithm, which, 
because of its simplicity, appears to be very 
attractive for practical applications and, 
therefore, deserves further investigations. A 
new solution for the two-processor scheduling 
problem is proposed which predominantly employs 
the Hu algorithm. Furthermore, special task 
dependency structures are introduced which essen- 
tially are composed of trees and anti-trees, and 
include the structure of nested DO-loops. If 

two additional constraints are imposed on these 
structures, then the application of the Hu 
algorithm yields optimal schedules for an 


arbitrary number of processors. 


IT. Introduction 


The allocation of processors to tasks in a 
multiprocessor environment has proved to be 

a problem of high complexity if a high degree 

of utilization of the available processing power 
or, which is essentially the same, the minimi- 
zation of the overall job run time is to be 
achieved. To process any two tasks simultaneous- 
ly, it must be made sure that both are indepen- 
dent of each other, i.e. one task must not pro- 
duce code or data that are required to process 
the other task, and at no time during their 
execution must both use identical resources 
unless, as in the case of reentrant code, it is 
explicity allowed. Both criteria usually are 
quite naturally met by two different user 


programs or by a user and a system program. 
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Therefore, the simultaneous processing of a 
independent program is commonly preferred to 


simplify the job of the task dispatcher. 


However, in some cases it might be desirable or 
even necessary to significantly reduce the run 
time of a particular program by executing in- 
dependent tasks within the program simultaneous- 
ly. Tasks of this sort may be single instruct- 
ions or small instruction sequences such as, for 
instance, the branches of a DO-loop. An optimal 
processor allocation at this level usually is 
very difficult to accomplish for there may be 
exist rather complex and strong dependencies 
between the tasks that must be strictly obeyed 
during program execution in order to produce 


correct results. 


The task dependencies within a program which are 
commonly caused by data transfers from one to 
another, can be formally described by a tuple 
(T,<), where T = (t,5--+-st,) is the set of tasks 
and < is a partial ordering on T. If t. < tas 
then, the execution of a must not be initiated 
before the execution of t. has been completed. 
If, however, t. ¢ t. and t. # ts» then both 
tasks are said to be independent of each other 


and, therefore, may be executed simultaneously. 


The tuple (T,<) can be represented as a task 
graph G = (T,<,a,e), in which the tasks are 
shown as nodes, where a and e are the single 
entry and exit nodes, respectively. < is re- 
presented by directed edges so that there is a 
directed edge from task ts to task . if and 


only if ts < se and there is no task t, so that 


k 


ts <a iy The task scheduling problem can be 


k 
considerably simplified if the nodes in a task 


graph G are considered as task units each of 


which requires one unit of time for execution. 
This unit of time is to be chosen so that a 
real task can be represented as a chain of task 
units in the corresponding task graph. In the 
following, the term 'task' always refers to a 
task unit. Furthermore, it is assumed that the 
scheduling is non-preemptive and that a pro- 
cessor is left idle for a period of time only 
if no task is executable within this period 


(demand scheduling). 


If an optimal task scheduling strategy is to be 
performed, then, usually it does not suffice to 
Simply assign an idle processor to any one task 
out of a pool of executable tasks, i.e. tasks 
whose predecessors in the task graph have 
already been processed. In addition, some order 
of priority among the executable tasks must be 
established that can be derived from the struc- 


ture of the task graph. 


One of the simplest priority criteria is the 


so-called level criterion. The level 2(t) of a 


task t is defined as the maximum number of tasks 


that can be encountered on a path from task +t 
to the exit task e in the corresponding task 
graph. The level criterion gives priority of 
execution to the tasks with the highest levels 
among all tasks which, at some instant of time, 


are executable. 


So far, Hu [2] has demonstrated that a schedu- 
ling algorithm which exclusively applies the 
level criterion suffices to generate optimal 
schedules for partial task orderings that 
feature a tree structure. This structure, how- 
ever, does not represent task dependencies 
which typically can be found in conventional 


computer programs. 


This paper is to present two more scheduling 
problems for which the Hu algorithm generates 
optimal schedules. In section II, it will be 
shown that the classical two-processor problem, 
for which Coffman/Graham have proposed a soph- 


isticated labelling scheme [1], can be solved 


and in section III, a special task dependency 
structure, essentially composed of trees and 
anti-trees, is introduced for which the Hu algo- 


rithm yields an optimal schedule as well. 


II. The two-processor problem 


It appears useful to set out with an informal 
discussion of the problems that arise when apply- 
ing the Hu algorithm to task scheduling in a two- 


processor system. 


Fig.1 shows, as an example, a typical task depen- 
dency structure. In this graph, tasks (nodes) of 

identical level are arranged in horizontal rows; 

the levels are identified to the right of each 


row. 


Fig.1, Example of a task graph and an optimal 


schedule for it. The numbers in the nodes serve 


using predominantly the simpler level criterion, as task identifiers. 
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Consider first a reduced graph from which the 
nodes 17, 13, 12, 3 and the corresponding 
directed edges are removed. This graph features 
an even number of tasks in every level, except 
those levels which only consist of the entry 
task a and the exit task e, respectively. Hence, 
after execution of the entry task a, all tasks 
having an identical level can be processed 
pairwise concurrently in arbitrary order, so 
that all tasks having different levels can be 
processed sequentially in the order of mono- 
tonically descending levels until task e is set 
free. The resulting schedule must be optimal 
since in all but the first and last time slot 


both processors are busy. 


A more complex situation comes about, if the 
tasks 17, 13, 12, 3 aré included in the task 
dependency structure of Fig.1. Now, the level 

6 comprises an odd number of tasks which become 
free for execution after task a has been comple- 
ted. To achieve an optimal schedule, one of 

the tasks of this level must necessarily be 
processed concurrently with a task of level 5. 
This task, however, cannot be selected arbitrari- 
ly. As can be recognized in Fig.1, task 18 is 
succeeded by all tasks of level 5 and, therefore, 
definitely cannot be processed together with a 
task of level 5 and, therefore, not as the last 
task of level 6 either. 


A similar situation occurs when processing the 
tasks of level 5. Since one of these tasks has 
to be executed together with a task from level 
6, again, an odd number of tasks is left over. 
Consequently, one of them must be performed 
concurrently with a task from level 4. If one 
of the tasks 10, 11, 12, 13 from level 5 is 
chosen, then it can only be executed together 
with task 6 of level 4. Thus, only task 7 is 
left over for execution in the next time slot, 
for it blocks all tasks of lower levels. If, 
however, task 8 or 9 of level 5 is paired with 
task 7 of level 4, then task 6 can be paired, 
3 of level 3, which 


leaves over an even number of tasks in the 


for instance, with task 
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remainder of the levels 3 and 2. Intuitively, 

it appears that these situations can only be re- 
solved if the sets of successors of the tasks 

are taken into consideration. Whenever the number 
of executable tasks of the highest level becomes 
odd, then it seems necessary to select the task 
with the smallest number of successors for exe- 
cution together with a task of the next lower 


level. 


Thus, the following extended Hu algorithm is 
proposed for task scheduling in a two-processor 
system: 

In every time slot, the tasks with the highest 
levels among the executable tasks are assigned 
to the processors. If there is a tie among more 
than two tasks and the number of them is even, 
then an arbitrary pair of these tasks can be 
selected. In the case that their number is odd 
the task with the smallest number of successors 


has to be processed last. 


To verify that this algorithm is optimal, the 
notions of 'dominance' and 'Incompletely Occupied 
Time Slot (abr. IOTS) are introduced. 


A task r is said to dominate a task s in a task 
graph G if the set of successors of s, N(s), is 


a subset of the corresponding set N(r) of r. 


Two task sets I = {tis--- sty} and J = {s,5+++8,} 
are said to have identical structure if there 
exists an edge (tot) in the corresponding task 
graph G if and only if there exists an edge 
(ss) in G, too. Now we extend the notion of 
dominance as follows: 

I is said to dominate J if and only if for every 
integer i out of {1,...,k} it is 


N(t. ) > (N(s, ) - J). 


These definitions of dominance are slight modi- 


fications of those given by Ramamoorthy et. al. 
[3]. 


The dominance criterion requires that a task is 
always executed before or at the same time as 
those tasks it dominates. We immediately conclude 


from these definitions: 


Lemma Ii.1: If a task r dominates a task s, then 
the level %(r) of r is greater than or equal . 


to the level 2{s) of s. 


Let us now introduce the notion of an ‘'IOTS'. 
Suppose, S is a schedule over a task graph G, 
then, M. is defined as a subset of all tasks 
t e T that are ready to be executed at the 
beginning of time slot i, S. is defined as the 
subset of all tasks t e T that are executed 


during time slot i. 


Let w(S) be the number of time slots required 
to execute G according to the schedule S and 
let i (1 < i < w(S)) be a time slot so that Is, | 
is smaller than m, the number of processors. 
Then, iis said to be an IOTS. The following 
property of an IOTS can be readily verfied: 


Theorem II.1: Let i be an IOTS, then the set 
N(S, ) of all sucessors of the tasks belonging 
to S. 1s equal to the set of all those tasks 
that have not been executed at the end of 


time slot i. 


To find out whether a schedule S over G is 
optimal or not we must study the IoTs's of S. 
However, many of them have no influence on the 
optimality of S. (See for example the first and 
last time slot of the schedule in Fig.1.) 


An IOTS i is called irreducible if and only if 
there is at least one optimal schedule R over 

G so that R. = 5., otherwise, 1 is called redu- 
Clible. Henceforth, we are only interested in the 
reducible IOTS's, for which from theorem II.1 


we can derive the following important property: 


Corollary II.1: Let 1 be a reducible IOTS in a 
non-optimal schedule S over G. Then, there 
exists at least one task t e€ 5; which in 
every optimal schedule R over G is executed _ 


in a preceding time slot. 


This proposition means that there must exist a 
time slot j which precedes i and at least one 
task s in the corresponding set ee so that, in 
order to generate an optimal schedule, task t 


must be executed before task s. 
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Now we can propose the following theorem: 


Theorem II.2: Let S be a Hu-schedule for two 
processors over some task graph G and let the 
dominance criterion not be violated in S. 


Then, S is optimal. 
Proof: See appendix 


We are now in a position to verify that the pro- 
posed algorithm is optimal.From Lemma II.1 follows 
that it suffices to ensure that the dominance 
criterion is not violated if we have to select 
for execution two out of more than two tasks 
which have the same level. A violation has no 
influence on the optimality of the schedule S if 
the number of tasks having the same level is 
even. In this case no processor is idle during 
the execution of tasks having the same level and 
the task graph which is left over after 
execution of all tasks of a particular level is 
independent of the sequence of execution. If, how- 
ever, the number of tasks of a level is odd, then 
we only have to make sure that a dominating task 
is not executed as the last one. This, however, 
is in compliance with the proposed algorithm 
which requires that the task with the smallest 
number of successors is executed as the last one. 
Hence, the extended Hu algorithm produces optimal 


schedules for two-processor systems. 


In comparison to the labelling scheme developed 
by Coffman/Graham [1], the extended Hu algorithm, 
on the average, requires less computation to 
produce an optimal schedule. The task priority 
assignment by the level criterion is to be 
supplemented by the dominance criterion, i.e. 

by an assessment of the number of successors of 
a task, only if the number of executable tasks 
of the highest level is odd. In contrast to this, 
the Coffman/Graham algorithm assigns a unique 
label, which implicitly reflects the number of 
successors, and thereby a unique priority to 
every task of the same level even though this 
further distinction of priorities may not be 


necessary. 


III. Scheduling of tree-antitree task depen- 
dency structures 


As has been pointed out in the introduction, 
optimal task scheduling in a multiprocessor 
system is known to require exhaustive algorithms 
if the number of processors exceeds two and if 
arbitrary partial task orderings (dependency 
structures) are permitted. Then, the com- 


plexity of the algorithms is polynomial complete 
[5]. 


Obviously, this complexity can be reduced to 
yield nonexhaustive scheduling algorithms only 
by two measures, of which one, the restriction 
on the number of processors leads to a simpler 
algorithm only in the two-processor case. The 
other, a simplification of the permissible task 
dependencies has been successfully applied only 
to tree and antitree structures, for which the 


Hu algorithm was originally developed. 


Intuitively, it appears very promising to follow 
this direction and to try to consider simple 
task dependency structures which can typically 
be found in computer programs and are easy to 
schedule. Fortunately, it turns out that (nested) 
DO-loops not only are rather simply structured 
but also provide the overwhelming majority of 
concurrently executable tasks (instructions ) 
within a program. [4] Consider, as an example, 
the following ALGOL program which generates a 


symmetrical matrix. 

Proce SYMM (n,a) 
integer n; array a(1:n, 1:n); 
begin integer i, j, k; 


for i:=1 step 1 until n do 
ali si.) 22°02 
for i:=1 step 1 until n-1 do 
k : = itl; 


for j:=k step 1 until n do 
begin 
a(i,j):=.itj; 
a(j,i):= a(i.j); 


end 
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If n = 4 is assumed, then the dependencies bet- 


ween the individual tasks (instructions) are as 


shown in Fig. 2. 


Level: 


Fig.2: The computational structure of the ALGOL 


program 


The tasks have to be interpreted as follows: 


Task a - - - initialization of the first DO-loop 
Task 2h 
es Oa -~ - the matrix elements lying on the 


diagonal are set to O. 


Task 23- - - termination of the first DO-loop 

Task 22- - - initialization of the second DO- 
loop 

Task 19 

uP PO 4 - ~ integer k is set to 2,3,4, respecti- 
vely. 

Task 16 

uP 148s ~ - initializations of the third DO- 
loop 


Task 4 | 

Me Ors. - - computation of the matrix elements 
Task 1 | | | 
uP eee -- terminations of the third DO-loop 
Task e- - - termination of the second DO-loop 


If linear substructures are considered as tri- 
vial trees, then this kind of structure appears 
to be composed entirely of trees, the branches 
of which are joined again by equivalent anti- 
trees. This, in turn, suggests that optimal 
task schedules for more than two processors may 
be generated by exclusively applying the Hu 
algorithm. | 


To investigate this problem, first the set of 
task graphs ¢" which includes the structures 
in question is informally defined. Graphs of the 
set ¢ can be constructed recursively out of 
two basic graph elements by systematically sub- 
stituting tasks in some task graph G e ¢ by 
these elements. These task elements are: 
1) graphs consisting of two nodes that are 
connected by a directed edge; | 
2) all graphs in which every node i except the 
entry node a and the exit node e is immediate 
successor of a and immediate predecessor of 
e. | : 
(These graph elements are illustrated in Fig. 
3) 


7 : * 
Fig.3: The basic graph elements of & 


It is important to note that the construction 


x ‘ : 
of graphs Ge g must always start with an ele- 


ment of type 2 whose entry and exit node, how- 
ever, must never be substituted. If two additio- 
nal conditions are imposed on the graphs from 
4" concerning the number of branches which 


emanate from the entry node a and the number of 


: * 
Theorem III.1: Let G = (T,<,a,e) € g : 


tasks in each of this branches, then it can be 
shown that the Hu algorithm yields optimal sche- 


dules. 


To show this, the following lemma proves very 

helpful: | | | 

Lemma IIT.1: Let G ey pe a task graph and let 
D(a) be the set of immediate successors of the 


Pees N(t) = fe}, 


where N(t) is the set of successors of t. 


entry task ae G, then 


The proof of this lemma follows straightfor- 

wardly from the structure of the task graphs 
% 

from 7 ; 


Now, the following theorem can be formulated: 
let 
Ys (Yyseeest,) be a partition class on D(a) 
that meets the following conditions: 
. IN(¥,) UY, | > le (1 < i <p), where L is 
the length of the longest path in G and 


N(Y, ) s= on N(t, ) 


2) p>m 


Then, every Hu-schedule over G is optimal. 


Proof: see appendix 


The conditions of this theorem essentially re- 
quire that the number of branches emanating from 
the entry node a is at least equal to the number 
of processors, and that the number of tasks in 
every branch must exceed aeertera limit which 
is roughly given by the largest number of task 


levels in a single branch. 


These two conditions can easily be met by 
(nested) DO-loops, if the number of branches of 
the outermost loop is greater or equal to the 


number of processors. 


Consider as an example, again, the task graph 

of Fig.2. It is composed of two subgraphs from 
the set oe the first one extends from the node 
ato the node 23, and the second one extends from 
the node 22 to the node e. To generate an opti- 
mal schedule for the entire task graph struc~ 
ture, the optimale schedules of the two sub- 


graphs may simply be concatenated. 


Since in each of the two subgraphs all branches 
emanating from the respective entry nodes com- 
prise the same number of task levels, (L=3 in 
the upper subgraph and L=7 in the lower sub- 
graph), the first condition of Theorem III.1 is 
fulfilled. The second condition is met if the 
number of processors, for instance, is assumed 
to be three. This is equal or smaller than the 
number of branches in both subgraphs. Hence, an 
optimal schedule for three processors generated 


by the Hu algorithm is of the following form: 


Optimal Hu-schedule 


2t{ 1 23 [<4 | 21 


1. Subgraph 


Concluding remarks 


The Hu algorithm seems to be most suitable for 
practical scheduling applications, because it is 
relatively simple in comparison to other algo- 


rithms. 


In this paper an extension of the Hu algorithm 

is applied to the two-processor scheduling pro- 
blem and to the scheduling of special task struc- 
tures that include nested DO-loops. 
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Appendix 


The correctness of Theorem II.2 is shown by 


proving its contraposition. 


From the definition of a reducible IOTS it 
follows that in a non-optimal schedule there are 
two reducible IOTS's. As can be derived from 
Corollary II.1, a reducible IOTS comes about if, 
prior to this IOTS some task s has been executed 
before some other task r, although task r must 
be executed before task s in order to obtain an 


optimal schedule. 


It will be shown that then task r dominates task 


Se 


Proof of theorem II.2: Let S be a non-optimal 
Hu-schedule, let i be the reducible IOTS with 

= {ro}. Then, 
according to Corollary II.1 there must be a time 
slot j < 1 with S. st}, in which ro should 
to make the schedule 


the smallest number and let 5. 


° 
be executed instead of S 5 
optimal. This, in turn, implies that 8, must be 
executed later than r., and, hence, that s¢V(r.) 
N(s.) g N(r.)s i.e. for the 


and ry must hold: 


and, furthermore, 
levels of s 
T) 1(s) < ir.) | 

Let q be the greatest integer so that in S there 
exists a task r,€ aa with r,€ V(r). We now 
have to distinguish between the following three 
cases: | 

Case 1): Jj <q 


Then, the tasks So and t are executed before 


task r, 


Since r 


and, therefore, we can state: ry xt. 
4 is a predecessor of roe ir) is 
smaller than 1(r, ) and, since I(s.) s L(r,)> 
it follows also 1(s,) < 1(r,). Therefore, task 
t must be a predecessor of Pas since otherwise 
r,. should be executed instead of S 4 in time 
slot j. Consequently, i(r, ) is smaller than 
1(t). Now we can construct the following chain 
) < 1(t) and, 


therefore, 1(t) > Us.) +2. However, since the 


of relations: Is.) < Lr) < lr 


level criterion has been applied to generate 
the schedule, no time slot j' < j contains pre- 
decessors of the tasks t and 8, which have the 
same level. Hence, there is no possibility to 
execute task t, and, subsequently, task vo be- 
fore task So According to corollary II.1, this 
is a contradiction to the assumption that i is 
an reducible IOTS. 
Case 2): J > q 
Then, the tasks So and t are executed after the 
task r 


1 
cessor of ro: Hence, Ly is already executable 


and, therefore, t cannot be a prede- 


in time slot j. Since N(s.) 5 N(r.)> this means, 


that ry dominates s. at the beginning of the 
j-th time slot, i.e. the schedule S violates 
the dominance criterion. 
Case 3): j=q 


In this case, it is r, = t. Then, by Corollary 


II.1 there exists an rere: be < with 
SE M> 1l.e. the tasks r and s are executable 
in the time slot h, where r and s have the 
following properties: 
1) te) Say 
ii) se V(so)3 re V(r, )utr,} 
iii) se S.3 r¢ Se i.e. s was executed in 
time slot h, but not r. 
Let h be the greatest integer with these 
properties, and let us assume that r does 
not dominate s. | 
Then, from 1(r) = 1(s) and N(s_) N(r.) follows 
that there is a task pe (N(s) - N(s_)) so that 
the number of immediate sucessors of p, |D(p)|, 
is greater than 2 because otherwise it is in- 


stantly clear that the task set 
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I = (N(s)uf{s} - N(s.)) is dominated by a sub- 
set . 
J = (N(r)uf{r} - N(r)) since N(s.)g N(x). 


Let P12 Py € D(p) and, without restriction of 
generality, let 1(p,) 1(p,). it 1(p,) < 1(p,) 
there exists a task Da € N(p,) with 1(p) = 

= 1(p,). In the case of 1(p,) = 1(p,) we define 
Pz i= Py. | | | 
Now let 5 = 
h< k < k! < j. From the choice of the integer 


h and the properties of So follows that the 


{Po s%ots Sh = {pa s%3} with 


tasks rp, r must be elements of N(r) and, 
additionally, 1(p,) < I(r) and 1(p,) < i(r,). 
Consequently, it results that 1(p,) < 1(r,), 
must be a 


3 


» Since otherwise, according 


since 1(p.) = 1(p;,). Hence, task r 
successor of task ry 


to the level criterion, r. would have been exe- 


3 
in the time slot k. So we 


cuted instead of P, 
can derive: L(r,) > 1(r,) > 1(p,). This means 
that i(r,) > 1(p,) +2, But this - as in case 
1.) - is a contradiction to the fact that the 
tasks re V(r) and s € V(p,) are executable in 
the same time slot h. Hence, this ia a contra- 
diction to the assumption that r does not domi- 


nate s. This completes the proof. 


Proof of theorem III.1: Let us assume the exis- 


tance of a non-optimal HU-schedule S over G. Let 
h be the reducible IOTS with the smallest number 
in S. Let p- Is, | = b> 0 and 

N'(Y, ) a N(Y, )uY, - {fe}. Then, according to 
¢,"-graphs : 

U:={Y¥, € Y|N'(Y, )n S,, = 0} so that |Ul= g > bd. 


It follows from Theorem II.1 that 

w(S)-1 
Us 
i=h 

minimal, that h < 


the structure of 


N(U) A g and, since h is assumed to be 


w(S)-1. 
Hence, there is a task r e€ on with 1(r) > 3. Let 
k be the greatest number so that N(U) NS, # ¢, 
then, k is smaller than h. Let Sy be a task which 
is an element of N(U)OS,. Then, 1({s.) = 2, Since 
1(r) > 3, there must be a task r' in the set 
V(r)u Ss, so that 1(r') > 4. Let 

BS, PE SS ee as come 


=e be a path 


1 2 eee L : 
with maximum length L in G. Furthermore let 


xX. .2 = \) S. where the index set I. is de- 
les . A d 

oe 
fined as follows: 
I, := {i| there exists a task t, € 8; with 
I(t) = L-j and there is no task t e S. with 
1(t) > 1(t )} (Os j < It). 


Hence, X : is the union of all those S. that 


L- 
contain a task oe which has the same level as 


the corresponding task t on the longest path 


be) 
in G, and that contain no other task with a 
higher level. Now, from the definition of the 


sets X, .(0 < j3 < L-1) it follows immediately 


that eee sets Me with JZ.] 2 2 all tasks 
of the first iT, -1 time slot, which are ele- 
ments of x3 are of level L-j. This means, 
that all tasks t e€ N'(U) which are elements of 
a set hase are elements of the last S. in 
ae i.e. those S. for which the index i is 
maximal in re Let S. be an element of X43" 
Since r' € S| and I(r!) > 4, it holds: a > 1. 
From the condition 1.) of this theorem and 
from 1{s.) = 2 it follows: at the beginning 

of time slot k there exists at least (d+1)+¢g 
executable tasks of level 2 to keep busy all 
processors. We know that 5 € X 543 with d> 0, 
because re S, and 1(r) > 3. Thus, we can con- 


clude that ee beginning of time slot h 
there exists at least g executable tasks of 
level 2 to keep busy all processors, too. This 
contradicts the assumption that h is a redu- 


cible IOTS and completes the proof. 
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